
 

Corrosion Control Utility Storage.  FAC: 4423 

CATCODE: 211161 

OPR: AF/A4L  

OCR: N/A 

 

1.1. Description. This facility is a separate storage building for storing cleaning 

supplies, cleaning tools, paint, corrosion and stripping supplies, tools, etc., and is 

normally adjacent to the wash, corrosion control shop, and/or strip/paint hangars. 

1.2. Requirements Determination. A separate storage building is necessary for 

safety and fire prevention. 

1.3. Scope Determination. The required size for the storage building is the 

minimum size required to accommodate the corrosion work area. 

1.4. Dimensions.  See paragraph  1.3 above. 

1.5. Design Considerations. Ensure the storage buildings maintain temperatures 

between 10°C (50°F) and 27°C (80°F) and meet all federal, state, and local 

requirements and other guidance as defined in paragraph 1.3.1 of the AFMAN 32-

1084 and 1.8.3 of the AFMAN 32-1084. 
 

https://boozallen-my.sharepoint.com/personal/590714_bah_com/Documents/AFMAN%20Rewrite/AFMAN_32_1084_Final/Overview%20&%20Attchs/AFMAN%2032-1084%20Overview.docx#Mandatory_Requirements_
https://boozallen-my.sharepoint.com/personal/590714_bah_com/Documents/AFMAN%20Rewrite/AFMAN_32_1084_Final/Overview%20&%20Attchs/AFMAN%2032-1084%20Overview.docx#Exceptions_

