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Officer Open Mess.  FAC: 7333 
CATCODE: 740618 
OPR: AF/A1S OCR: 
OCR: AFSVA 
Updated: 09 NOV 2022 


1.1. Description.  This club serves officer personnel. 
1.2. Requirements Determination.  Table 1 and Table 2 provide maximum authorized 
scope only, not the scope that may be approved. 
1.3. Scope Determination.  The scope used for programming, budgeting, and design 
is limited by very specific considerations and by market need as documented by a 
professional, in-depth market survey. The scope is also influenced by the Services NAF 
construction prioritization system which encourages economy in scope and composite 
facilities. Space requirements, however, may be increased per a PVA study. Contact 
AFSVA/SVXF for latest requirements and guidance. 
1.4. Design Consideration.  For overseas installations, increase the total customer base 
by 25 percent before selecting the formula from the appropriate table. This increases the 
authorized space to accommodate the higher facility use which is normal overseas. DoD 
civilians assigned to overseas installations are to be counted as active duty strength for 
facility sizing purposes (including Alaska, and Hawaii). 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 







Table 1. Space Allowances for Officer/Enlisted/Collocated Clubs. 
 


Total Customer Base1 Gross Area2 
 m2 ft2 


Up to 50 See Note 3 See Note 3 
51 to 150 279 3,000 – Extra Small Club 
151 to 250 279 + 1.40 (P-150) 3,000 + 15 (P-150) – Extra Small Club 
251 to 500 418+ 1.11 (P-250) 4,500 + 12 (P-250) – Extra Small Club 
501 to 750 697 + .93 (P-500) 7,500 + 10 (P-500) – Extra Small Club 


751 to 1,000 929+ .74 (P-750) 10,000 + 8 (P-750) – Extra Small Club 
1,001 to 2,000 1,110 + .37 (P-1,000) 12,000 + 4 (P-1,000) – Small Club 
2,001 to 3,000 1,490 + .35 (P-2,000) 16,000 + 3.75 (P-2,000) – Small Club 
3,001 to 4,000 1,830 + .33 (P-3,000) 19,750 + 3.5 (P-3,000) – Small Club 
4,001 to 5,000 2,160 + .30 (P-4,000) 23,250 + 3.25 (P-4,000) – Medium 


Club 
5,001 to 6,000 2,460 + .28 (P-5,000) 26,500 + 3 (P-5,000) – Medium Club 
6,001 to 8,000 2,740 + .26 (P-6,000) 29,500 + 2.75 (P-6,000) – Large Club 
8,001 to 10,000 3,250 + .23 (P-8,000) 35,000 + 2.5 (P-8,000) 
10,001 to 12,000 3,770 + .21 (P-10,000) 40,000 + 2.25 (P-10,000) 
12,001 to 14,000 4,130 + .19 (P-12,000) 44,500 + 2 (P-12,000) 
14,001 to 16,000 4,510 + .16 (P-14,000) 48,500 + 1.75 (P-14,000) 
16,001 to 18,000 4,830+ .14 (P-16,000) 52,000 + 1.5 (P-16,000) 
18,001 to 20,000 5,110 + .12 (P-18,000) 55,000 + 1.25 (P-18,000) 


NOTES: 
1. Total customer base is defined as active duty officers, enlisted, or combined active duty 
officers and enlisted, as appropriate, assigned to the military installation, plus 50 percent of 
their spouses, plus 50 percent of the retired military supported by the facility. (Consideration 
should be given to increasing the total customer base at installations with consistently large 
numbers of TDY personnel or conducting PCS moves.) Verify the total customer base using 
a validated PVA study. 
2. Mechanical equipment room space required should be added to the gross area shown 
when determining a single gross area for each facility. 
3. Provide in other facilities at 4.1 m2 (44 ft2) gross area per person. 
Example follows for scope computation for officers' club: 
a. Assume total customer base is 900. 
b. Use formula from appropriate line “751-1000” in “total customer base” column in 
table. 
Then authorized scope = 929 + .74 (P-750). 
c. Substitute total customer base, 900, for P.  Then, authorized scope = 929 + .74 (900- 
750). 
d. Compute: Authorized Scope = 929 + .74 (150) = 1040 m2 (11,200 ft2) 


 
 
 
 
 







  Table 2. Space Allowances for Consolidated Clubs. 
 


Total Customer Base1 Gross Area2 
 m2 ft2 


Up to 50 See Note 3 See Note 3 
51 to 150 279 3,000 – Extra Small Club 
151 to 250 279 + 1.90 (P-150) 3,000 + 20 (P-150) – Extra Small Club 
251 to 500 465 + 1.30 (P-250) 5,000 + 14 (P-250) – Extra Small Club 
501 to 750 790 + .65 (P-500) 8,500 + 7 (P-500) – Extra Small Club 


751 to 1,000 1,020 + .65 (P-750) 11,000 + 7 (P-750) – Extra Small Club 
1,001 to 2,000 1,180 + .46 (P-1,000) 12,750 + 5 (P-1,000) – Small Club 
2,001 to 3,000 1,650 + .37 (P-2,000) 17,750 + 4 (P-2,000) – Small Club 
3,001 to 4,000 2,020+ .33 (P-3,000) 21,750 + 3.5 (P-3,000) – Medium Club 
4,001 to 5,000 2,350 + .30 (P-4,000) 25,250 + 3.25 (P-4,000) – Medium 


Club 
5,001 to 6,000 2,650 + .28 (P-5,000) 28,500 + 3 (P-5,000) – Large Club 
6,001 to 8,000 2,930 + .26 (P-6,000) 31,500 + 2.75 (P-6,000) – Large Club 
8,001 to 10,000 3,440 + .23 (P-8,000) 37,000 + 2.5 (P-8,000) – Large Club 
10,001 to 12,000 3,900 + .21 (P-10,000) 42,000 + 2.25 (P-10,000) – Large Club 
12,001 to 14,000 4,320 + .19 (P-12,000) 46,500 + 2 (P-12,000) – Large Club 


NOTES: 
1. Total customer base is defined as active duty officers, enlisted, or combined active duty 
officers and enlisted, as appropriate, assigned to the military installation, plus 50 percent of 
their spouses, plus 50 percent of the retired military supported by the facility. (Consideration 
should be given to increasing the total customer base at installations with consistently large 
numbers of TDY personnel or conducting PCS moves.) Verify the total customer base using 
a validated PVA Study. 
2. Mechanical equipment room space required should be added to the gross area shown when 
determining a single gross area for each facility. 
3. Provide in other facilities at 4.1 m2 (44 ft2) gross area per person. 


 








Chapel, Base.  FAC: 7361 


CATCODE: 730771 


OPR: AF/HC 


OCR: N/A 


1.1. Description. These facilities provide spaces for community worship, individual 


meditation, religious education, pastoral counseling, spiritual support, interpersonal 


relationships, religious guidance, and related functions. 


1.2. Requirements Determination. For additional guidance, refer to the USAF 


Religious Facility Design Guide. 


1.2.1. The number of chapels at an installation, as well as the size of each chapel, 


is based upon the population of the installation. This population figure includes 


military strength assigned to or residing at the installation, as well as family 


members and civilian personnel dependent upon the installation for religious 


support. Attendance trends and projected changes in the installation population 


and mission are relevant in determining the number and size of the chapels at an 


installation. 


1.2.2. Availability and location of government provided housing, traditional or 


anticipated, composition of the particular chapel communities, and the percentage 


of the installation’s population residing in civilian communities (CONUS 


only), are variables to be considered in the chapel planning process. 


1.2.3. In addition to space for worship, Chapels normally include provisions for 


individual and group counseling, clergy-congregation relationships, sacramental 


rites and ceremonies, religious observances, and other activities normally 


associated with the Chaplain Corps. Religious facilities should be constructed 


with all appropriate safety and accessibility features required of Air Force 


facilities. 


1.3. Scope Determination. The USAF Religious Facility Design Guide provides 


guidelines to be used in conjunction with other command and installation 


requirements for determining spatial allowances for chapel facilities. Specific and 


unique chapel facility spatial requirements may be justified on the basis of local 


installation needs. See AFI 52-101 for additional guidance. 


1.4. Dimensions. Most chapels are constructed with a seating capacity of 


approximately 300, and normally it is not recommended that a chapel exceed 400 


seats. Requirements for larger or smaller chapels may be established by validated 


local needs. Installations with a population of 500 or less are not normally authorized 


a free-standing chapel, although an area for worship, or the requirements of religious 


practices and needs, may be provided in a multipurpose facility with spaces for 


services, meditation, office(s), and storage. 


1.5. Design Considerations. 


1.5.1. Provide reasonable separation of meeting areas to enable simultaneous 


activities such as, the conduct of worship services while counseling, religious 


instruction, or meetings occur. 







 


1.5.2. Office space must be arranged to facilitate counseling and protect the 


clergy-parishioner relationship. Privileged communication requires both visual 


and acoustical confidentiality (see AFI 52-101 and UCMJ Rules of Evidence, 


Rule 503). 


1.5.3. Chapels should be designed and constructed by those with professional 


experience in providing aesthetics that are conducive to worship and meet the 


religious needs of multi-faith users. 








Base Restaurant. FAC: 7332 
CATCODE: 740735 
OPR: AF/A1S 
OCR: AFSVA, MAJCOM/A1S 
Updated: 09 NOV 2022 


1.1. Description.  This facility identifies space occupied by a restaurant or food court 
or by restaurant-operated snack bars, vending machines, or other food service-
r e l a t e d  activity. 
1.2. Requirements Determination.  Space allowances for restaurants and food courts 
are established by DoD. (To economize on the use of category codes, CATCODE 
740735 is also used to identify existing space at overseas bases occupied by foreign 
national civilian canteens. In inventory records, this usage is normally indicated by the 
presence of an outgrant symbol.) 
1.3. Scope Requirements.  The total scope of base restaurant operations, including 
satellite operations, should be a minimum of 4,646 m2 (50,000 ft2) for bases with a 
civilian population of at least 10,000. The actual scope will be determined by a PVA 
conducted by the MAJCOM. 


1.4. Design Considerations.  Contact OPR for latest requirements and guidance. 
 








Child Development Center.  FAC: 7341 
CATCODE: 740884 
OPR: AF/A1S 
OCR: AFSVA, MAJCOM/A1S 
Updated: 09 NOV 2022 


1.1. Description.  Child Development Centers may be established to provide childcare 
for children from the ages of six weeks through five years of age for full-day, part-day, 
and hourly service. 
1.2. Requirements Determination.  Development of the facility space program should 
take into consideration the demand for care for each age group to determine the number 
and distribution of care room types, the anticipated proportion of full- versus part-
day care, and the existing childcare facilities on base and their adequacies or 
inadequacies relative to current and future needs. For planning criteria see UFC 4-740-14, 
Design: Child Development Centers. Any criteria not specifically addressed in the Air 
Force guidance is established by the reference manual, National Health and Safety 
Performance Standards: Guidelines for Out-of-Home Child Care Programs, by the 
American Public Health Association and the American Academy of Pediatrics. 
1.3. Scope Determination.  Estimate the number of children that can be served in child 
development center annexes. Subtract this number from the projected need. If childcare 
services comparable in quality, cost, and service to those in the child development 
center are available in the civilian community or through family care homes on base, 
these should also be considered in projecting unmet needs. Other functions to be 
accommodated include administrative support oversight of family day care, information 
and referral services, and special needs care. 
1.4. Dimensions. 


1.4.1. Sizing Parameters.  The minimum size should accommodate no fewer than 
48 children. Limit facility size to no more than 305 children per site. See UFC 4- 
740-14. 


1.4.2. Experience Data.  The capacity of the facility should be based on historical 
data experience when available. Waiting lists should be reviewed and updated to 
project unmet need. Consider expected changes in mission. Where no experience 
data is available, use the DoD formula for projecting need in AFI 34-248, Child 
Development Centers, or consult AF/A1S for need data. 


1.5. Design Considerations.  See UFC 4-740-14. 
 








Religious Education Facility.  FAC: 7362 


CATCODE: 730772 


OPR: AF/HC 


OCR: N/A 


1.1. Description. Religious education facilities used for religious education classes 


and related chapel activities of the various faith groups represented within the 


installation community. 


1.2. Requirements Determination. Religious education facilities include 


classrooms for all age groups, infant through adult, and other identified needs. 


Normally a kitchen, administrative offices, reception areas, restrooms, storage spaces 


(for kitchen, administrative, custodial and religious education materials; tables and 


chairs; and multi- media and sound equipment), and maintenance rooms are in the 


facilities. Ensure facilities include features that support users who are physically 


challenged. 


1.3. Scope Determination. The USAF Religious Facility Design Guide provides 


guidelines to be used in conjunction with other command and installation 


requirements for determining spatial allowances for religious education facilities. 


Specific and unique facility spatial requirements may be justified on the basis of local 


installation needs. 


1.4. Dimensions. The total area of religious education facilities is calculated in 


addition to (independent of) other chapel facilities, and is based upon the total 


installation population (military and civilian personnel and their family members). 


1.5. Design Considerations.  See USAF Religious Facility Design Guide. 








Swimmers Bath House.  FAC: 7385 
CATCODE: 750811 
OPR: AF/A1S 
OCR: AFSVA, MAJCOM/A1S, AFCEC/COS 
Updated: 09 NOV 2022 


1.1. Description.  A bathhouse should include a check-in area, equipment storage area, 
lifeguard room, office, showers, toilet facilities, and dressing room areas, including wall 
lockers for both male and female swimmers. 
1.2. Requirements Determination.  A bathhouse is normally required only at outdoor 
recreation areas that have an outdoor swimming pool or beach facilities. 
1.3. Scope Determination.  Contact MAJCOM Director of Services for current criteria 
and guidelines. See Table 1 Note 4 for bathhouse allowances.  
1.4. Design Considerations.  Contact MAJCOM Director of Services for current 
criteria and guidelines. 


Table 1. Allowances for Indoor and Outdoor Swimming Pools. 
 


Military Population1,2 Number of Pools3,4,5 
 25-Meter 21 m x 25 m              


(68 ft x82 ft 2 in) 
50-Meter 21 m x 50 m         


(68 ft x164 ft) 
 Water Area Water Area 


Up to 250 See Note 6 See Note 6 
251 to 3,000 1 None 


3,001 to 6,000 1 17 
6,001 to 10,0004 2 1 


NOTES: 
1. Military population is defined as active-duty military personnel assigned to the military 
installation, plus 70 percent of their dependents. Verify the total customer base using a 
validated PVA Study. 
2. DoD civilians assigned to overseas facilities are to be counted as active-duty strength for 
facility sizing purposes (including Alaska and Hawaii). 
3. Because of higher utilization of overseas facilities, consider adding 5 to 10 percent to 
authorized scope for these facilities (including Alaska and Hawaii). 
4. One 25-meter outdoor swimming pool with a 372 m2 (4,000 ft2) gross area bathhouse 
may be provided for each increment of 5,000 military population over 10,000.  In lieu of a 
25-meter outdoor swimming pool, one 50-meter outdoor swimming pool with a 604 m2 
(6,500 ft2) gross area bathhouse may be provided for each increment of 10,000 military 
population over 10,000. For military installations exceeding 20,000 military population, a 
second indoor swimming pool with bathhouse may be provided. 







5. Table 1 shows maximum authorized scope only, not the scope that may be approved. The 
scope used for programming, budgeting, and design is limited by very specific financial 
considerations and is based on need as documented by a professional, in-depth 
comprehensive market research and analysis, and may also be influenced by PVA studies 
and the Services NAF construction prioritization system, which encourages economy in 
scope and composite facilities. Contact MAJCOM Director of Services for current criteria 
and guidelines. 
6. One swimming pool not to exceed 116 m2 (1,250 ft2) of water surface area and a 74 m2 
(800 ft2) gross area bathhouse may be provided as required. 
7. Outdoor swimming pool only. 


 








 


Chapel Center.  FAC: 7361 


CATCODE: 730773 


OPR: AF/HC 


OCR: N/A 


1.1. Description. The chapel center is a chapel combined with a chapel activities 


facility to form a single comprehensive complex. 


1.2. Requirements Determination.  Refer to CATCODEs 730771 and 730772. 


1.3. Scope Determination. The USAF Religious Facility Design Guide provides 


guidelines to be used in conjunction with other command and installation 


requirements for determining spatial allowances for a chapel center. Specific and 


unique facility spatial requirements may be justified on the basis of local installation 


needs. 


1.4. Dimensions.  Refer to CATCODEs 730771 and 730772. 


1.5. Design Considerations. Give careful attention to aesthetics and practicality in 


the process of joining these facilities into a single comprehensive complex. 
 








 


Hospital Chapel. FAC: 7361 


CATCODE: 730774 


OPR: AF/HC 


OCR: AFMSA/SG8F 


1.1. Description. The hospital chapel is designed to provide chaplain service to 


patients, visitors, and hospital personnel. 


1.2. Requirements Determination. Hospital chapel facilities are determined in 


accordance with medical space planning criteria. Medical support facilities are sized 


in accordance with DoD Medical Space Planning Criteria. An electronic copy of 


the DoD Medical Space Planning Criteria for hospital chapels can be viewed at  


http://www.tricare.mil/ocfo/ppmd/criteria.cfm. Health Facilities Division 


Planning, Design, Construction (PDC) Branch, AFMSA/SG8F, develops space 


requirements for all medical facility projects; OASD(HA)/PPMD approves medical 


facility project scope for medical MILCON and BRAC projects. Contact the 


appropriate PDC Branch portfolio manager for assistance with medical support 


facility space planning requirements. 


1.3. Scope Determination. See USAF Religious Facility Design Guide, AFI 52-101, 


UFC 4-510-01, and the DoD Medical Space Planning Criteria for additional guidance. 


1.4. Dimensions.  See paragraph 1.3. 


1.5. Design Considerations. Hospital chapel facilities are not counted against the 


spatial requirements of other installation chapel facilities. 
 








School, Dependent Dining Hall.  FAC: 7353


CATCODE: 730781 


OPR: DODEA 


OCR: AF/A1S/A1PT 


1.1. Description. Student dining halls are necessary to support authorized overseas 


dependent boarding schools. Student dining hall requirements are predicated upon 


100 percent of the available student dormitory spaces. 


1.2. Requirements Determination. The construction of elementary and secondary 


schools, including required student dormitories and dining halls at Air Force 


installations in overseas areas are programmed by the DoD Dependent Schools Office. 


1.3. Scope Determination. Dining hall support consists of outbuildings used for 


storage purposes. Space criteria for dining halls given under CATCODE 722351 


include all operating and storage space requirements. Total space in a dependent 


boarding school dining hall, CATCODE 730781, and its detached storage facility 


may not exceed that permitted by Table 1.1 below. 


1.4. Dimensions. Space allowances for student dining halls are provided under 


guidelines for Airmen Dining Hall (CATCODE 722351), shown in Table 1.1. below. 


1.5. Design Considerations.  Contact OPR for latest requirements and guidance. 


Table 1.1. Space Allowances for Enlisted Personnel Dining Facilities (Detached). 


Serving Requirement - 


Number of Enlisted Personnel 


to be Served 


Gross Area Not 


Including 


Mechanical1 


Mechanical Area   


Gross 


Total Gross Area 


m2 ft2 m2 ft2m2 ft2m2 ft2m2 ft2


81 to 150 492 5,300 93


1,000


585


1,000 585 6,300 


151 to 400 827 8,900 102


1,100


929


1,100 929 10,000 


401 to 650 1,200 12,900 102


1,100


1,302


1,100 1,302 14,000 


651 to 1,000 1,600 17,200 112


1,200


1,712


1,200 1,712 18,400 


NOTES: 
1. Building Gross Area except mechanical and vestibule entries.


2. Mechanical Room and vestibule entries gross area.












Family Camping Support Facility.  FAC: 7385 


CATCODE: 750612 


OPR: AF/A1S 


OCR: AFSVA, MAJCOM/A1S 


1.1. Description.  Support building that includes toilets, lavatories, showers, service sink, 


and a washing machine. Size is 500 ft
2
 for 24 camping vehicles.


1.2. A defined facility standard is not currently available for this CATCODE.  By default, 


all requirements are user justified until a standard is established or adopted. 








School, Dependent Detached Support.  FAC: 7353 


CATCODE: 730783 


OPR: DODEA  


OCR: AF/A1PT 


1.1. Description. This code applies to direct classroom school support space. Direct 


classroom support includes space in buildings detached from the main school 


building which house support functions such as administrative offices, gymnasium, 


storage, and auditorium. 


1.2. Requirements Determination. No information is available at time of 


publication.  Contact OPR for latest requirements and guidance. 


1.3. Scope Determination.  Contact OPR for latest requirements and guidance. 


1.4. Dimensions.  Contact OPR for latest requirements and guidance. 


1.5. Design Considerations.  Contact OPR for latest requirements and guidance. 








 


Family Support Center  FAC: 7372 


CATCODE:740253 


OPR: AF/A1S 


OCR: AFSVA, MAJCOM/A1 


1.1. Description. This facility is provided for the purpose of providing military members 


and their family information on passports, voting, legal matters, insurance, retirement, 


military separation, career counseling, loans and so forth. 


1.2. Requirements Determination. Functional space requirements, shown in Table 1.1, 


are for an example facility. Programmers should work with base and MAJCOM/A1 and 


manpower representatives to determine specific functional requirements for the proposed 


Family Support Center (i.e., some functions shown in the table below may not be 


required at all bases). 


1.3. Scope Determination. Increase of space requirements, above the minimum 


guidelines shown in Table 1.1, may be justified according to larger base populations, 


mission, and A&FRC requirements. 


Dimensions. See Table 1.1 and UFC 4-730-01, Military Family Service Centers 


for additional guidance.  


1.4. Design Considerations. See DAFI 36-3009, Military and Family Readiness 


Centers, and UFC 4-730-01. The Career Focus/Spouse Employment, Transition 


Assistance, Personal Financial Management, Air Force Aid Society, Readiness 


NCO/NCOIC, Personal and Work Life, Survival Benefits Program (SBP), Casualty, 


School Liaison Officer, and Special Needs Advocacy need private offices because of 


confidential discussions/consultations with clients or work with confidential information. 


Some installations have combined Casualty Assistance Representative and Survivor 


Benefits Counselor functions; however, at installations where the functions are separate, 


separate offices are authorized. The Discovery Center (this is in lieu of a Computer Room 


listed in the UFC) provides intake, initial self-assessment as well as print and computer- 


based resources for customer use. A Discovery Center typically has computers, printers, 


scanners, and copier. 
 


Table 1.1. Space Requirements. 
 


Offices Office Type 


(See Tables 


1.2/1.2.1) 


Qty 


Section Chief D 1 


Lead Community Readiness Consultant D 1 


Administration F 1 


Information and Referral Specialist (collocated 


with Discovery Resource Center below) 


F 1 


Personal Financial Management Program E 1 


Air Force Aid Society E 1 


Reserve Family Readiness Program F 1 


Personal and Work Life Program E 1 


Professional Volunteers F Varies 







 


Career Focus/Spouse Employment Program E 1 


Volunteer Resource Program F 1 


Transition Assistance Management Program1 E Varies 


Relocation Assistance Program1 F Varies 


Relocation Assistance Coordinator F 1 


Special Needs Coordinator E 1 


School Liaison E 1 


Survivor Benefits Counselor E 1 


Casualty Assistance Representative (not needed if 


combined with Survivor Benefits Counselor) 


E 0-1 


Readiness NCO E 1 


Administrative Support See Table 1.3  


Storage Rooms User justified  


Folding Table Storage Room User justified  


Special Purpose Spaces m2 ft2 


Conference Room See Table 1.4  


Break Room See Table 1.3  


Discovery Resource Center G # of Stations 


User justified 


Classroom See Table 1.4  


Teaching Kitchen 19 200 


Waiting Areas See Table 1.3  


Relocation Assistance Loan Closet 37 400 


Relocation Assistance Food Pantry 19 200 


Relocation Assistance Airmen’s Attic 37 400 


Red Cross Program 37 400 


NOTES: 
1. Area required per staff member. 


 








School, Dependent Elementary.  FAC: 7352 


CATCODE: 730784 


OPR: DODEA 


OCR: AF/A1PT 


1.1. Description. The dependent elementary school accommodates children in the 


primary and elementary grades, usually 1-6 or 1-8, depending on the school's 


academic organization and/or the size of the student body. 


1.2. Requirements Determination. Space used for dependent kindergarten school, 


CATCODE 730788, may also be added to and included within this category 


when kindergarten is an integral part of the elementary school facility and is not 


separately identifiable. 


1.3. Scope Determination.  Contact OPR for latest requirements and guidance. 


1.4. Dimensions.  Contact OPR for latest requirements and guidance. 


1.5. Design Considerations. Ensure designs recognize the need for flexibility so 


that facilities can be adapted to a changing educational program with minimum 


requirement for additional capital investment. Where feasible within the educational 


program, general purpose classrooms should be configured in a manner that enable 


implementation of multiple level, cooperative, individualized, and team teaching by 


utilizing acoustically appropriate movable walls in lieu of fixed partitions. Where 


such schemes are used, ensure to provide appropriate means of personnel circulation 


between spaces when movable walls and partitions are in the closed position. 








Railroad Shelter Personnel.  FAC: 7384 


CATCODE: 860616 


OPR: AFCEC/COS 


OCR:  N/A 


1.1. Description.  Facility designed to provide shelter from the elements while waiting for 


a train. 


1.2. A defined facility standard is not currently available for this CATCODE.  By default, 


all requirements are user justified until a standard is established or adopted. 








 


Dependent High School.  FAC: 7352 


 


CATCODE: 730785 


OPR: DODEA  


OCR: AF/A1PT 
 


1.1. Description. The dependent high school accommodates children in the upper 


or secondary grades, usually grades 9-12 or 10-12, depending on the school's 


academic organization and/or the size of the student body. 


1.2. Requirements   Determination.  No   information   is   available   at   time   of 


publication. Contact OPR for latest requirements and guidance. 


1.3. Scope Determination.  Contact OPR for latest requirements and guidance. 


1.4. Dimensions.  Contact OPR for latest requirements and guidance. 


1.5. Design Considerations.  Ensure designs recognize the need for flexibility so 


that facilities can be adapted to a changing educational program with minimum 


requirement for additional capital investment. Where feasible within the educational 


program, general purpose classrooms should be configured in a manner that enable 


implementation of multiple level, cooperative, individualized, and team teaching by 


utilizing acoustically appropriate movable walls in lieu of fixed partitions. Where 


such schemes are used, ensure to provide appropriate means of personnel 


circulation between spaces when movable walls and partitions are in the closed 


position. 








 


School, Dependent Intermediate.  FAC: 7352 


CATCODE: 730786 


OPR: DODEA 


OCR: AF/A1PT 


1.1. Description.  The dependent intermediate school accommodates children in the 


middle grades which may encompass any combination of grades between 5 and 9. 


1.2. Requirements Determination.  Contact OPR for latest requirements and 


guidance. 


1.3. Scope Determination.  Contact OPR for latest requirements and guidance. 


1.4. Dimensions.  Contact OPR for latest requirements and guidance. 


1.5. Design Considerations.  Ensure designs recognize the need for flexibility so 


that facilities can be adapted to a changing educational program with minimum 


requirement for additional capital investment. Where feasible within the educational 


program, general purpose classrooms should be configured in a manner that enable 


implementation of multiple level, cooperative, individualized, and team teaching by 


utilizing acoustically appropriate movable walls in lieu of fixed partitions. Where 


such schemes are used, ensure to provide appropriate means of personnel 


circulation between spaces when movable walls and partitions are in the closed 


position. 








 


Dependent Schools K-12.   FAC: 7352 


 


CATCODE: 730787 


OPR: DODEA  


OCR: AF/A1PT  


 


1.1.  Description.   Educational facility designed to accommodate children in Kindergarten 


through grade 12. 


1.2.   A defined facility standard is not currently available for this CATCODE.  By default, 


all requirements are user justified until a standard is established or adopted. 
 
 








 


School, Dependent Kindergarten.  FAC: 7352 


CATCODE: 730788 


OPR: DODEA 


OCR: AF/A1PT 


1.1. Description.  The dependent kindergarten school provides for the education of 


children the year before they enter the first grade. 


1.2. Requirements Determination. This category code is used when the 


kindergarten facility is separate from, and easily identifiable from, the elementary 


school facility. Where the kindergarten is an integral part of the elementary 


school facility, include the space thus used under Dependent Elementary School 


(CATCODE 730784). 


1.3. Scope Determination.  Contact OPR for latest requirements and guidance. 


1.4. Dimensions.  Contact OPR for latest requirements and guidance. 


1.5. Design Considerations.  Ensure designs recognize the need for flexibility so that 


facilities can be adapted to a changing educational program with minimum 


requirement for additional capital investment. Where feasible within the educational 


program, general purpose classrooms should be configured in a manner that enable 


implementation of multiple level, cooperative, individualized, and team teaching by 


utilizing acoustically appropriate movable walls in lieu of fixed partitions. Where such 


schemes are used, ensure to provide appropriate means of personnel circulation 


between spaces when movable walls and partitions are in the closed position. 








School, Dependent Nursery.   FAC: 7371 


CATCODE: 730789 


OPR: DODEA  


OCR: AF/A1PT  


1.1.  Description.   Facility designed to accommodate pre-kindergarten children. Since this 


facility is not part of the DOD overseas school system, the code is generally used to 


identify existing space used for this purpose. (Pre-School). 


1.2.   A defined facility standard is not currently available for this CATCODE.  By default, 


all requirements are user justified until a standard is established or adopted. 












 


Correction Facility.  FAC: 7312 


CATCODE: 730831 


OPR: AFSFC/SFO 


OCR: N/A 


1.1. Description. This facility provides space for administration and custodial 


supervision of pre-trial detainees and post-trial inmates, normally 180 days or less, 


including those inmates pending a transfer to other corrections facilities. 


1.2. Requirements Determination. Refer to AFI 31-205, The Air Force 


Corrections System, and the American Correctional Association Planning and 


Design Guide for Secure Adult and Juvenile Facilities for specific requirement 


criteria. 


1.3. Scope Determination.  Contact OPR for latest requirements and guidance. 


1.4. Dimensions.  Contact OPR for latest requirements and guidance. 


1.5. Design Considerations. Since this facility houses inmates, it must include 


means to make the facility secure from escape. Note, the National Fire Protection 


Association Life Safety Code (i.e., NFPA 101) applies. 
 








 


Security Forces Operations.  FAC: 7313 


CATCODE: 730835 


OPR: AFSFC/SFO 


OCR: N/A 
 


1.1. Description. This facility is the command center for the direction of security, law 


enforcement, police services, investigation, training, information and personnel 


security, resource protection, and confinement operations. It should serve as a primary 


armory and may serve as the site for unit supply if adequate space is available. 


The facility includes Base Defense Operations Centers (BDOC), control centers such 


as Central Security Control (CSC), and the Law Enforcement Desk (LED). 


1.2. Requirements Determination. 


1.2.1. The BDOC may include or be collocated with, adjacent to, or separate 


from the CSC and LED, depending on mission requirements. The BDOC may 


also include the Emergency Communications Center (ECC) with appropriate 


Fire Dispatch capability. The BDOC should be semi-hardened. The CSC, LED and 


battle staff room should also be semi-hardened. 


1.2.2. The CSC should be large enough to house communications equipment, 


base and area maps, sensor system annunciation and display equipment, auxiliary 


power equipment, workstations for two security controllers and a supervisory 


element, adequate free floor space for electronic equipment, heating and air 


conditioning, noise attenuation features, restrooms, and support for flight operations. 


1.2.3. A guard mount room is necessary for briefing, inspecting, and dispatching 


personnel. Ensure the room is large enough to accommodate the maximum number 


of personnel present for duty. 


1.2.4. Provide sufficient space for the storage of military and personally owned 


firearms, as well as munitions and explosives. Ensure free floor space for access 


to weapons racks. The armory should include windows for the issue of equipment 


and office space. Ensure the armory meets security requirements of AFI 31-101, 


DoD 5100.76-M, and MIL HDBK 1013/1A. For more guidance contact 


AFSFC/SFO. 


1.2.5. Ensure a weapons cleaning room located adjacent to the armory includes 


tables for cleaning weapons and a clearing barrel. An outside area protected 


from inclement weather may also be required for clearing barrels. 


1.2.6. Include an issue/turn-in room large enough to accommodate the largest 


flight assigned to the unit, along with a space for clearing barrels, adjacent to 


the armory. 


1.2.7. The investigations section includes office space, one secure room for the 


storage of evidence and found property, a waiting room, and interview/interrogation 


rooms with two-way mirrors and a sink with countertop and running water for 


drug testing. 


1.2.8. The training section includes office space for the training staff and the 


OJT monitor, storage space for training aids, a learning resource center, and a lecture 


classroom. Ensure the classroom is large enough to accommodate the largest flight 


assigned to the unit and the classroom should, ideally, include room partitions 


to allow for smaller classrooms. Base space requirements for the classroom on 


guidance in FC-6 CG-61 Admin Overview. 







 


1.2.9. The quality control section includes office space and a separate testing 


room for staff. 


1.2.10. The scheduling section requires office space for one or two assigned 


personnel. Refer to FC-6 CG-61 Admin Overview for approved office types and 


sizes. 


1.2.11. The pass and registration section includes office space, a waiting area, a 


customer service area, and facilities for photographing personnel. Whenever 


possible this function should be located in the Military Personnel Flight. 


1.2.12. The Security Forces administration branch includes office space for assigned 


personnel and a waiting area. Refer to FC-6 CG-61 Admin Overview on 


approved special purpose space and office types and sizes. 


1.2.13. The LED area, if separate from the BDOC, should accommodate three 


individuals, base and area maps, a communications console, alarm annunciation 


equipment, a communications recording device, two computer terminals, and 


temporary evidence storage. The LED includes an access control system and a 


bullet- resistant customer service window. Two detention cells should be located 


adjacent the LED for the temporary detention of apprehended individuals waiting 


to be processed. Install an observation window to give the desk sergeant an 


unobstructed view of the detention cells. Cells should be a minimum of 4.5 m
2 


(48 


ft
2
) each, and toilet facilities are not required. In lieu of two-way mirrors, 


incorporate CCTV monitoring of interview/interrogation rooms, with DVD-R 


capability for recording. 


1.2.14. Include an alarm room in facilities which employ the use of a centralized 


alarm monitoring function separate from the control centers. In some situations, 


collocation may be necessary. 


1.2.15. Interview/interrogation rooms, utilized by law enforcement patrols, are 


located adjacent to the LED. The rooms include space for a table and two or 


three chairs, and a two-way mirror. 


1.2.16. Include a supply section for storage, issue, and turn-in of Security Forces 


equipment and daily office supplies. The section includes a service counter and 


storage racks and bins. Additional storage for mobility equipment, individual bags, 


and unit equipment is included in the supply section. A loading dock and warehouse 


doors are necessary to accommodate the movement and storage of equipment pallets. 


1.2.17. When an installation commander determines a need exists to establish a 


corrections facility, the facility includes at least two cells, each with toilets and 


wash basin, shower facility, dormitory-style sleeping space for at least four post-


trial inmates, dayroom/recreation space, and an armory. Specific design and space 


criteria are in AFI 31-101. 


1.2.18. Missile operations require the following additional facilities: 


1.2.18.1. Missile Security Control (MSC) operates as the command center for 


security operations in the missile wing complex. The MSC has space for maps 


of the entire missile complex, missile site security status boards, two 


communications consoles, two security controllers, and an office for 


supervision. Refer to FC-6 CG-61 Admin Overview on approved office types 


and sizes. 







 


 
 


1.2.18.2. A keys and code control center operates as the central repository 


for keys and codes used in the missile field. The office is divided into 


two separate areas and includes safes, shredders, and a controller. Include 


office space for a supervisor. Refer to FC-6 CG-61 Admin Overview of 


this Manual for approved office types and sizes. 


1.2.18.3. A vehicle operations center is necessary with facilities to provide a 


secure area for parking campers and convoy vehicles. The center includes a 


vehicle washing facility consisting of an open garage with water hoses. 


1.2.18.4. Additional office space for the scheduling and dispatching of 


camper teams, on-duty element leader and supervisors, missile training, 


quality control, armory operations, operations, convoy commanders, briefing 


room, secure storage for convoy equipment, and administrative functions 


may be provided by expanding the basic facility. Refer to FC-6 CG-61 


Admin Overview for approved office types and sizes. 


1.3. Scope Determination.  Contact OPR for latest requirements and guidance. 


1.4. Dimensions.  See paragraph  1.2. 


1.5. Design Considerations. 


1.5.1. A secure room with automatic start generators is necessary to provide 


emergency power to the base defense control centers, which includes BDOC, 


CSC, LED, and other key sections. Include a UPS to maintain uninterrupted 


power during a commercial power outage. 


1.5.2. An indoor maintenance stall for performing first echelon maintenance on 


Security Forces vehicles includes a workbench, tools and equipment storage, 


and exhaust vents. 


1.5.3. Provide enough parking for patrol/security vehicles, visitors, and assigned 


personnel. 
 








Drug and Alcohol Abuse Counseling Center.   FAC: 7314 


CATCODE: 731421 


OPR: AFMSA/SG8F 


OCR: N/A  


1.1.  Description.   A building that offers substance abuse identification, prevention, and 


rehabilitation services to military personnel, Department of the Army civilians, and eligible 


family members. Patients do not reside at this type of facility.  


1.2.   A defined facility standard is not currently available for this CATCODE.  By default, 


all requirements are user justified until a standard is established or adopted. 








 


School Playground.   FAC: 7354 


 


CATCODE: 735400 


OPR: DODEA  


OCR: AF/A1PT  


 


1.1.  Description.   School playgrounds are outdoor areas set aside for recreation 


specifically for schools. They provide for the outdoor recreational needs of children as part 


of the school area/curriculum. See FAC 7511 for playgrounds not located at/within school 


areas. 


1.2.  A defined facility standard is not currently available for this CATCODE.  By default, 


all requirements are user justified until a standard is established or adopted. 
 
 








Inclement Weather Shelter Below Ground.   FAC: 7384 


CATCODE: 738401 


OPR: AFCEC/COS 


OCR: N/A   


1.1.  Description.   Below Ground Shelter used to provide protection from inclement 


weather. (Tornado Shelter). 


1.2.  A defined facility standard is not currently available for this CATCODE.  By default, 


all requirements are user justified until a standard is established or adopted. 








Smoking Shelter.   FAC: 7384 


CATCODE: 738421 


OPR: AFCEC/COS 


OCR: N/A   


1.1.  Description.   A permanently assigned enclosed building or enclosed space that 


provides protection from the weather for those personnel who choose to smoke. 


1.2.   A defined facility standard is not currently available for this CATCODE.  By default, 


all requirements are user justified until a standard is established or adopted. 








Miscellaneous Personnel Shelter.   FAC: 7384 


CATCODE: 738499 


OPR: AFCEC/COS 


OCR: N/A   


1.1.  Description.   A permanently assigned enclosed building or enclosed space that 


provides protection from the weather for those personnel who choose to smoke. 


1.2.   A defined facility standard is not currently available for this CATCODE.  By default, 


all requirements are user justified until a standard is established or adopted. 








Separate Toilet/Shower Building.   FAC: 7385 


CATCODE: 738521 


OPR: AFCEC/COS 


OCR: N/A   


1.1.  Description.   A separate building that may contain sinks and/or showers in addition to 


toilets. This category includes toilet facilities located at training sites (such as a range, 


bivouac, or maneuver area) as well as those in general public use areas such as parks, picnic 


areas, pools, beaches, and athletic fields. Do not use when toilets are part of a larger building. 


(For FAM Camp, use FAM Camp Support Building, CATCODE 750612). 


1.2.   A defined facility standard is not currently available for this CATCODE.  By default, 


all requirements are user justified until a standard is established or adopted. 












 


Ready Shelter Facility.  FAC: 7383 


CATCODE: 141184 


OPR: AF/A3O-A 


OCR: AF/A4L 


1.1. Description. Facility configured to assure survivability in the event of a minimum 


warning conventional weapons attack. The structure insures rapid force generation and 


provides environmental and security protection. 


1.2. A defined facility standard is not currently available for this CATCODE.  By default, 


all requirements are user justified until a standard is established or adopted. 
 








 


Troop Shelter.  FAC: 7383 


CATCODE: 690625 


OPR: AFCEC/COS 


OCR: N/A 


1.1. Description. This facility is a protective shelter used in forward basing areas to 


house personnel and equipment. 


1.2. Requirements Determination. Requirements are established under HQ USAF- 


directed programs. Additional information can be found on the Theater 


Construction Management System (TCMS). TCMS is a web-based automated 


construction planning, design, management, and reporting system that is used by 


military engineers for contingency construction activities. Its primary purpose is 


to support OCONUS requirements. It combines state-of-the-art computer hardware 


and software with Army Facilities Component System (AFCS) design information 


to support and enhance the accomplishment of engineer mission activities in the 


theater of operation or other mission arenas. TCMS can be accessed at 


http://www.tcms.net/. 


1.3. Scope Determination. This shelter, which varies in length, width, and height, is 


constructed from components of the aircraft steel arch shelter. The shelter can be used 


for the following purposes: personnel shelter, equipment storage, explosives 


storage, and vehicle maintenance excluding space identified under Refueling 


Vehicle Hardened Shelter (CATCODE 214429). 


1.4. Dimensions.  See TCMS. 


1.5. Design Considerations.  Contact the OPR for further design guidance. 
 








 


Commissary Store.  FAC: 7349 


CATCODE: 740266 


OPR: Defense Commissary Agency (DeCA) 


OCR: N/A 


1.1. Description. This facility is comprised of the following areas: retail sales, non- 


perishable warehouse, meat preparation, produce preparation, frozen storage, chilled 


storage, administrative areas, and other miscellaneous areas required in commissary 


operations. 


1.2. Requirements Determination. Commissaries are established under the provisions of 


DoDD 5105.55, Defense Commissary Agency (DeCA). 


1.3. Scope Determination.  Contact OPR for latest requirements and guidance. 


1.4. Dimensions. Space requirements are based on average monthly sales and are 


established by DeCA/DF, Fort Lee VA 23801-6300. 


1.5. Design Considerations.  Contact OPR for latest requirements and guidance. 
 












Central Post Office.  FAC: 7344 
CATCODE: 730443 
OPR: SAF/CIO A6 
OCR: N/A 
Updated: 09 NOV 2022 


1.1. Description. The Central Post Office requires space for a lobby, postal finance 
section, mail processing area, postal directory section, accountable mail area, 
registered mail section, postal administration, postal supply storage, and custodian 
of postal effects (COPE) areas. Make a separate space allocation for non-postal 
administrative functions and for storage of non-postal supplies and equipment. 
1.2. Requirements Determination.  Criteria, Applicability and Justification: 


1.2.1. See DoDD 5101.11, DoD Executive Agent for the Military Postal Service 
(MPS). 
1.2.2. Space criteria shown in Table 1.1 represent the basic central post office 
gross area and provide general guidance. Additional space may be provided 
if a central post office serves specialized functions, such as: 


1.2.2.1. Major and subordinate headquarters, commands, personnel centers, 
training centers, military service schools, hospitals, supply depots, or other 
high volume mailers; 
1.2.2.2. Activities generating a high volume of accountable mail that requires 
secure overnight storage; 
1.2.2.3. Postal Directory; 
1.2.2.4. Nonresident schools; 
1.2.2.5. Carrier delivery to family housing units; and 
1.2.2.6. Self Service Postal Units installed within the lobby of the facility. 


1.2.3. Special Features: 
1.2.3.1. Each postal facility requires sufficient docking space defined as a 
docking platform or ramp providing adequate area for the maneuvering of 
two trucks at one time for postal facilities with a direct support mission 
and three trucks at one time for postal facilities with a general support 
mission. However, when docking space is not available, make maximum 
utilization of conveyer systems. Loading docks require sufficient overhang of 
room to permit loading and off-loading of mail without its being exposed to 
inclement weather. 
1.2.3.2. Each postal facility requires toilet facilities or access to toilet 
facilities in the same building for both sexes. Provide both hot and cold water. 
1.2.3.3. Install Intrusion Alarm Devices (IAD) in postal facilities that are not 
operational on a 24-hour basis. 
1.2.3.4. Postal facilities require adequate parking space for customer parking 







and unit mail clerks' vehicles. Limited parking space may create traffic 
problems and mail processing delays. 
1.2.3.5. Equip postal facilities with open counters to afford a more pleasant 
and efficient working environment. Construct the postal finance service 
counters in modules that have adequate space for postal equipment, 
expendable postal supplies, and separate, lockable cash drawers for USPS 
stamp funds and money order funds. 


1.2.4. Installation population is the unit of measure for CONUS/overseas direct 
support post offices. The number of personnel receiving general support is the 
unit of measure for overseas postal facilities with a general support mission (Air 
Mail Terminals, etc.). 


1.3. Scope Determination. 
1.3.1. Space allowances for central post offices are given in Table 1.1. Space for 
general support facilities is 1.9 m2 (20 ft.2) net floor space for every 1,000 
personnel receiving general support. Allocate the space as follows: 


1.3.1.1. Mail Processing Section: 1.4 m2 (15 ft2) per 1,000 population: and 
1.3.1.2. Registry Section: 0.5 m2 (5 ft2) per 1,000 population. 


1.3.2. See Table 1.1 for space criteria for Military Postal Finance Units or 
Sections. 
1.3.3. Branch post offices, not exceeding 139 m2 (1,500 ft2) gross area, may be 
provided as required at large military installations to serve concentrations of 
personnel when service from the central post office is impractical. 


1.4. Design Considerations. 
1.4.1. Allocate additional space for non-postal supplies and equipment. The space 
criteria for "postal supply" applies only to storage space for United States 
Postal Service (USPS) supplies, which include expendable and non-expendable 
items required to be on hand at military post offices (MPO) for their operation. 
1.4.2. Make a separate space allocation for non-postal administrative functions. 
The space criteria for "postal administration" apply only to daily postal 
operations such as claims, complaints, and compiling reports. 
1.4.3. Base the space criteria for a COPE section on the total population served 
by all postal facilities operated under the COPEs supervision. Deduct space 
allocation for a COPE section from the mail processing section of postal 
facilities serving a population of 2,500 or more. 
1.4.4. Base postal Finance section or unit space allocations on the number of 
postal finance clerks required to meet the customer workload. Data included in 
space computations for a postal finance section or unit applies to (a) customer 
service lobby, (b) postal finance, (c) mail holding area, and (d) postal 
administration. 
1.4.5. Postal Service Centers (PSC) may be combined with, or separate from, a 
central or branch post office. Base space criteria for PSCs on a combination 







of population served and the number of receptacles installed (Table 1.1). When 
the PSC is combined with a central or branch post office, add the additional 
authorized space to the gross area figures shown. At CONUS installations, the 
number of receptacles may not exceed the number of assigned PCS unmarried 
military, unaccompanied married military, and civilian personnel on TDY status, 
multiplied by a factor of 1.25. At overseas locations, use the number of assigned 
PCS military and civilian personnel multiplied by a factor of 1.25. The above 
factors compensate for the vacancy period required before reassigning a 
receptacle. 
1.4.6. Enclose the registry section in a separate room or wire mesh cage to 
provide security against unauthorized entry. 
1.4.7. Waiver Process, Coordination and Sources of Information.  
Determinations of specific total requirements and space provisions for 
specialized functions, as listed in paragraph 1.2. through 1.5.6 above, should be 
coordinated with the USPS Regional Postmaster General. Coordination should 
occur during the initial planning stage and annotated on the project DD Form 1391. 
1.4.8. Air Force Courier Station. 


1.4.8.1. The station supports operations of the Armed Forces Courier Service 
and is provided at locations designated by the service. Stations are 
generally located where large amounts of courier material and cryptographic 
supplies and equipment are received for movement to and from overseas, 
or where supplies and equipment are generated or stored. The facility 
contains an administrative area, a vault, and, where needed, a loading 
platform. Provide vault security features as required. 
1.4.8.2. The station is preferably located in Air Freight Terminal 
(CATCODE 141782). This consolidates interfacing functions, facilitates 
material handling, and reduces security hazards. 
1.4.8.3. Due to the limited number of stations required, a separate category 
code has not been established. Since the activity is associated with Air Force, 
the space is properly reported as Air Force Headquarters (CATCODE 
610282). The vault is designated as administrative special purpose space. 


 
 


Table 1.1. Space Allowances for Post Offices. 
 


Installation Population1 Air Post Office 
Central Post Office 


Postal Service Center 2 
Per Receptacle Area 


Gross Area3 CONUS4 Overseas5 
m2 ft2 m2 ft2 m2 ft2 


Up to 500 37 400 0.06 0.6 0.06 0.6 
501 to 1,000 56 600 0.06 0.6 0.06 0.6 


1,001 to 2,500 163 1,755 0.06 0.6 0.05 0.5 
2,501 to 4,500 272 2,925 0.06 0.6 0.05 0.5 
4,501 to 7,500 418 4,500 0.06 0.6 0.04 0.45 







7,501 to 11,500 588 6,325 0.06 0.6 0.037 0.4 
11,501 to 16,500 766 8,250 0.06 0.6 0.037 0.4 
16,501 to 22,500 941 10,125 0.06 0.6 0.037 0.4 
22,501 to 28,500 1,160 12,525 0.06 0.6 0.037 0.4 
28,501 to 34,500 1,390 14,925 0.06 0.6 0.037 0.4 
34,501 to 40,500 1,610 17,325 0.06 0.6 0.037 0.4 
40,501 to 46,500 1,830 19,725 0.06 0.6 0.037 0.4 
46,501 to 52,500 2,060 22,125 0.06 0.6 0.037 0.4 
52,501 to 58,500 2,280 24,525 0.06 0.6 0.037 0.4 


NOTES: 
1. Installation population is defined as active duty military personnel assigned to the 
military installation in the CONUS and active duty military personnel, including 
dependents, and civilian employees served by the overseas post office providing direct 
support. 
2. A PSC may be provided, when justified, for individual post office receptacle holders to 
pick up mail instead of bulk distribution to the various elements on a military installation. 
3. Add mechanical equipment room space and loading platforms to the gross areas shown, 
as required, when determining a single gross area figure for each facility. 
4. CONUS includes the 50 states and all other geographical areas in which the USPS 
operates. 
5. Use 0.06 m2 (0.60 ft2) gross area per receptacle when the PSC is geographically 
separated from the central post office. 


 
 


Table 1.2. Space Allowances for Military Postal Finance Sections/Units. 
 


Space Number of Postal Finance Clerks 
1 2 3 4 5 6 


Net Area 
m2 ft2 m2 ft2 m2 ft2 m2 ft2 m2 ft2 m2 ft2 


Lobby 7 80 23 250 32 350 47 500 60 650 65 700 
Postal 


Finance 
9 100 19 200 28 300 37 400 47 500 56 600 


Mail Holding 
Area 


7 70 9 100 14 150 14 150 14 150 19 200 


Postal Admin 
Area 


0 0 0 0 7 75 7 75 7 75 7 75 


Total Area 23 250 51 550 81 875 105 1,125 128 1,375 147 1,575 
 








 


Personnel Rehab Center Facility.   FAC: 7312 


 


CATCODE: 721121 


OPR: AFSFC/SFO 


OCR: N/A 


 


1.1. Description.  This facility is required to provide personnel rehabilitation to personnel 


in prison/confinement. 


1.2. A defined facility standard is not currently available for this CATCODE.  By default, 


all requirements are user justified until a standard is established or adopted. 
 
 








Cadet Store.  FAC: 7346 


CATCODE: 740267 


OPR: AAFES 


OCR: N/A 


1.1. Description. This category code identifies the cadet clothing issue, barber/beauty 


shops and any concession type stores operated by cadet Morale, Welfare, and Recreation 


(MWR). (USAFA). 


1.2. A defined facility standard is not currently available for this CATCODE.  By default, 


all requirements are user justified until a standard is established or adopted. 








Laundry - Dry Cleaning, Base.  FAC: 7342 
CATCODE: 730551 
OPR: AF/A1S 
OCR: AFSVA 
Updated: 09 NOV 2022 


1.1. Description.  Laundry and dry-cleaning facilities. 
1.2. Requirements Determination. Air Force policy requires that necessary laundry 
and dry- c l e a n in g  services be obtained from the most effective and economical 
source. Laundry and/or dry-cleaning facilities will be equipped and operated only 
when a determination has been made by the Assistant Secretary of the Air Force for 
Manpower, Reserve Affairs, Installation and Environment (SAF/MI) that adequate 
commercial capabilities are not available at reasonable cost and within a reasonable 
distance, or that the services are not available from other DoD or government 
facilities. A reasonable distance is under 161 kilometers (100 miles), the maximum 
economical transportation distance to a servicing facility. 
1.3. Scope Determination. Base the size of the requested plant facility on Table 1.1 
and the average military population served (including average military population(s) 
of other DoD installations/bases receiving services from the plant facility), 
dependents of military members, retired military members and their dependents, 
average transient population (annual total divided by 12), DoD civilians and their 
dependents in overseas areas, and all other categories of customer population 
approved/authorized by competent authorities to use the plant facility. 
1.4. Design Considerations. Some existing laundry and dry-cleaning facilities, 
designed under earlier space criteria, may not contain employee locker rooms and 
break rooms or as much storage space, maintenance room, and cash customer retail 
store space. Where these conditions significantly impair operational and customer 
service efficiency, adequate annexes or facility expansions may be provided. 


 


 


 


 


 


 


 


 


 







Table 1.1. Space Allowances – Laundry and Dry Cleaning Plants1. 
 


Persons Served2,3   Gross Area 
 m2 ft2 


2,001 to 4,000 790 8,500 
7,001 to 10,000 1,020 11,000 
15,001 to 30,000 4,180 45,000 


NOTES: 
1. Includes a common core area (offices, employee restrooms, break room, locker rooms, 
supply rooms) but does not include base linen exchange facility, cash customer retail 
store, or boiler plant. Ensure the height of plant production areas, supply rooms, 
maintenance room, and boiler plant is a minimum of 8.5 m (28 ft) from floor to top of the 
peripheral exterior wall. Each restroom includes, as a minimum, one shower stall. Each 
facility requires a cash customer retail store, sized to include customer self-service turn- 
in and retrieval area and a counter area to service both walk-in and, possibly, drive- 
through customers. Supply room, linen exchange room, and maintenance room are 
double decked (containing a second floor for storage of parts and light bulk supplies). 
Include a storage room for explosive, hazardous and/or toxic chemicals designed IAW 
current Air Force criteria. Excluded areas (i.e., base linen exchange facility, customer 
retail store, boiler plant and mechanical room space) as required, should be added to the 
gross areas shown when determining a single gross area figure for each facility. 
2. If total population served exceeds 30,000, increase plant size using a straight-line 
projection based on actual personnel served. 
3. For intermediate numbers, use the next smaller plant and two-shift operations. 


 








 


Federal Prison Facility.   FAC: 7312 


 


CATCODE: 721123 


OPR: AFSFC/SFO 


OCR: N/A 


 


1.1. Description.  Facility designed to house minimum security inmates. Functional space 


area includes sleeping quarters, administrative area, visiting area, library, and mail room. 


1.2. A defined facility standard is not currently available for this CATCODE.  By default, 


all requirements are user justified until a standard is established or adopted. 
 
 












Clothing Store.  FAC: 7343 
CATCODE: 730717 
OPR: AAFES 
OCR: N/A 
Updated: 09 NOV 2022 


1.1. Description. The retail outlet provides space for customers to select clothing 
and try it on to ensure proper fit and appearance. Stocks are maintained and retail 
outlets established at installations selected and approved by the Army and Air Force 
Exchange Service (AAFES) based on an evaluation of potential sales volume and 
distances to other clothing stores. 
1.2. Requirements Determination. Space requirements, including retail sales and 
storage space, are driven by military strength and are identified in Table 1.1. These 
criteria should only be used as a guide, and specific criteria should be obtained from 
AAFES/FS-S. 
1.3. Scope Determination.  Contact OPR for latest requirements and guidance. 
1.4. Design Considerations. Clothing stores are operated by AAFES and, at some 
installations, are integrated with Exchange Sales Store (CATCODE 740388). Contact 
AAFES, 3911 S. Walton Walker Blvd., Dallas, TX 75236-1598 for specific design 
criteria. 


 


Table 1.1. Space Allowances for Clothing Stores. 
 


Military Strength Gross Area 
m2 ft2 


300 to 599 186 2,000 
600 to 1,499 307 3,300 


1,500 to 2,999 390 4,200 
3,000 to 4,999 476 5,120 
5,000 to 9,999 595 6,400 
10,000 and up 622 6,700 


 








 


Base Package Store.  FAC: 7346 


CATCODE: 740269 


OPR: AAFES 


OCR: N/A 


1.1. Description. Established under AFI 34-219, Alcoholic Beverage Program. The base 


package store sells authorized customers alcoholic beverages at retail prices and 


provides for the transfer (wholesale) of alcoholic beverages to clubs. 


1.2. Requirements Determination. Contact OPR for latest requirements and guidance. 


See paragraph 1.1, Exchange Facilities, of this Manual. 


1.3. Scope Determination. For overseas installations, facility space is based on 


accommodating a two-and-a-half-month supply of merchandise. Space requirements 


are determined by AAFES. 


1.4. Dimensions.  Contact OPR for latest requirements and guidance. 


1.5. Design Considerations.  Contact OPR for latest requirements and guidance. 
 








 


Fire Station.  FAC: 7311 


CATCODE: 730142 


OPR: AFCEC/COS 


OCR: AFCEC/CXF 
 


1.1. Description. This facility houses the fire protection apparatus, equipment, 


operating supplies/agents, and administrative/maintenance/operations personnel of 


the base fire department. 


1.2. Requirements Determination. The basic fire station consists of an apparatus 


room, general purpose/dayrooms, training classroom, kitchen/dining area, sleeping 


quarters, physical conditioning room, personnel locker room/space, equipment 


maintenance area (including breathing apparatus servicing), firefighting agents and 


operating supply storage, and station office. Consult the Air Force Fire Station 


Design Guide and UFC 4-730-10, Fire Stations, for additional information and 


guidance. For administrative space follow the allowances in FC-6 CG-61 Admin 


Overview. These standards override any administrative space allowance shown in the 


UFC. 


1.3. Scope Requirements. The space criteria presented below provides an example 


of a large and small fire station. These examples represent typical local operations 


space requirements. Each base (MAJCOM) should develop its own space criteria 


and design solution appropriate to local functions, operating patterns, size 


requirements, site constraints, and desired architectural character. Reference the 


Air Force Fire Station Design Guide. 


1.4. Dimensions.  See UFC 4-730-10. 


1.5. Design Considerations.  Contact OPR for latest requirements and guidance. 
 








Dependent Boarding School Dormitory.  FAC: 7353 
CATCODE: 730782 
OPR: DODEA 
OCR: AF/A7CH, AF/A1PT 
Updated: 09 NOV 2022 


1.1. Description. Student dormitories are necessary to support authorized overseas 
dependent boarding schools. 
1.2. Requirements Determination. Requirements for student dormitory spaces vary 
with the capacity of the existing high school, the local projected school enrollment, 
and the projected enrollment of the geographical area served by the school. Base 
dormitory space requirements on 100 percent of the programmed boarding school 
enrollment as determined by the responsible Area School Superintendent. 
1.3. Scope Determination. Compute the gross dormitory floor area provided per 
student in accordance with guidance governing Airmen Dormitory (CATCODE 
721312).  See CATCODE 721312 Airmen Dormitory for additional information. 
Dormitory support consists of the types of storage space described under item 
Housing Supply/Storage Facility (CATCODE 442769). Space allowances criteria 
given under CATCODE 442769 also apply to dependent dormitory supply/storage 
requirements.  See CATCODE 442769 Housing Supplies and Storage Fac. for more 
information. 
1.4. Design Considerations.  Contact OPR for latest requirements and guidance. 


 








 


Exchange Amusement Center.  FAC: 7346 


CATCODE: 740379 


OPR: AAFES 


OCR: N/A 


1.1. Description. An amusement center combines coin operated games and 


refreshments. It usually includes a game area (i.e., pool tables, pinball and skill games), 


food and drink vending machines, a limited snack counter (in larger activities), and 


restrooms. An amusement center may be provided as an independent activity or operated 


in conjunction with a branch exchange, food court, or snack bar. 


1.2. Requirements Determination. Contact OPR for latest requirements and guidance. 


1.3. Scope Determination.  AAFES determines space requirements. 


1.4. Dimensions.  Contact OPR for latest requirements and guidance. 


1.5. Design Consideration.  Contact OPR for latest requirements and guidance. 
 








Forestry Guard Station.   FAC: 7381 


CATCODE: 730151 


OPR: AF/A4C
OCR: AFCEC/CXF  


1.1.  Description.   Surveillance station designed to provide protection against forest fires. 


Each station consists of an observation tower and housing for the assigned forester and 


family. (Also see CATCODE 730145 Fire Observation Tower). 


1.2.   A defined facility standard is not currently available for this CATCODE.  By default, 


all requirements are user justified until a standard is established or adopted. 








Exchange Cafeteria, Snack Bar.  FAC: 7331 


CATCODE: 740381 


OPR: AAFES 


OCR: N/A 


1.1. Description.  A food court or snack bar may be provided in conjunction with the 


exchange main retail store, preferably as an element of the community shopping 


center. Additional food courts or snack bars may be located in other areas where service 


is needed. 


1.2. Requirements Determination.  Contact OPR for latest requirements and 


guidance.  AAFES determines space requirements. 


1.3. Scope Determination. 


1.3.1. Food Court at Area Community Shopping Centers-Overseas.  A food court 


may be provided as an element of an overseas area community shopping center. 


1.3.2. Exchange Snack Stand.  At installations having a military strength of 3,000 


or more, exchange snack stands may be provided to supplement exchange food 


services. 


1.3.3. Flight Line Snack Bar.  In addition to other authorized food service 


facilities, each airfield is authorized one flight line snack bar in, or adjacent to, the air 


terminal building. 


1.4. Dimensions.  Contact OPR for latest requirements and guidance. 


1.5. Design Considerations.  Contact OPR for latest requirements and guidance. 








Visitor Control Center.  FAC: 7313 
CATCODE: 730832 
OPR: AFSFC/SFO 
OCR: N/A 
Updated: 09 NOV 2022 


1.1. Description. This facility is adjacent to the main entrance of all Air Force 
installations. Installations with more than one major entrance may require 
additional buildings; especially consider vendor, visitor, and contractor access. The 
facility is used as a focal point for processing visitors into the installation. Visitor 
requests for entry are validated and visitors issued temporary entry credentials. 
1.2. Requirements Determination. The building consists of a waiting area/lobby 
adjacent to a service counter, administrative support space, and storage area. The 
facility includes climate control, drinking water, telecommunications, and public 
restrooms as well as an adjacent vehicle parking area which doesn’t allow direct 
access onto installation. 
1.3. Scope Determination. The size of the facility varies with the base population, 
mission, average daily visitor processing, and functions of the visitor center. At a 
minimum, two personal workspaces should be available at the reception desk to 
process/produce visitors’ passes. Equipment for the production of a visitor’s pass 
includes a stand-alone computer, digital camera, visitor’s pass printing machine, 
and paper printer. 
1.4. Dimensions. A 167 m2 (1,800 ft2) facility should be sufficient for an average 
installation which has only one visitor center for the processing of visitors only. 
1.5. Design Considerations. Facilities providing a 24-hour reception point require 
more space than a facility providing only visitor processing. 


 








Enclosed Mall. FAC: 7346 


CATCODE: 740111  
OPR: AAFES  
OCR: N/A  
Updated: 09 NOV 2022 


1.1. Description. Shopping center under one roof that combines the elements of a 
community shopping center with the main exchange, exchange outlets, commissary, credit 
union, and bank. 
1.2. A defined facility standard is not currently available for this CATCODE.  By 
default, all requirements are user justified until a standard is established or adopted. 


 








 


Bakery.   FAC: 7321 


 


CATCODE: 730182 


OPR: AF/A1S   


OCR: AFSVA  


 


1.1.  Description.   Facility designed for support of base dining facilities by performing 


supplemental baking needs. Functional space area includes food preparation area, latrines, 


and building support area. 


1.2.   A defined facility standard is not currently available for this CATCODE.  By default, 


all requirements are user justified until a standard is established or adopted. 
 
 












Exchange Branch.  FAC: 7346 


CATCODE: 740382 


OPR: AAFES 


OCR: N/A 


1.1. Description.  See Exchange Facilities General Information Guidance. 


1.2. Requirements Determination.  AAFES determines the number of branch exchanges 


and space requirements. 


1.3. Scope Determination.  At installations having a military strength of 2,500 or more, 


branch exchanges, located to provide convenient exchange coverage of the installation, 


may be provided. Branch exchanges may be used for any of the authorized exchange 


activities or service outlets as required. 


1.4. Dimensions.  Contact OPR for latest requirements and guidance. 


1.5. Design Considerations.  Contact OPR for latest requirements and guidance. 








Kitchen, Pastry.   FAC: 7321 


CATCODE: 730186 


OPR: AF/A1S   


OCR: AFSVA  


1.1.  Description.   A centralized food service facility that provides fresh breads and 


pastries to the installation.   


1.2.   A defined facility standard is not currently available for this CATCODE.  By default, 


all requirements are user justified until a standard is established or adopted. 








 


Exchange Service Station.  FAC: 7345 


CATCODE: 740383 


OPR: AAFES 


OCR: N/A 


1.1. Description.  This category code applies to the following facilities: 


1.1.1. Car Care Center.  This facility is designed for the sale of gasoline, oil, 


automotive accessories, minor automotive repairs, and services such as lubrication, 


tire and battery service, and vehicle safety inspection. Gasoline may or may not be 


sold at this facility. 


1.1.2. Gasoline Station.  This facility is designed for the sale of gasoline, oil, and 


automotive accessories. (It does not provide stalls for repairs and other services.) 


1.1.3. Carwash Facility.  This facility may be designed for either mechanical car 


washing or for coin-operated manual washing by customers. 


1.2. Requirements Determination.  AAFES determines space requirements. 


1.3. Scope Determination.  Contact OPR for latest requirements and guidance. 


1.4. Dimensions.  Contact OPR for latest requirements and guidance. 


1.5. Design Considerations.  Canopies to protect pump islands from inclement weather 


may be provided without deduction from space allowances. Facility design includes, as an 


integral component, provisions to preclude discharge of pollutants to the surrounding 


atmosphere, ground, or waters. 








Branch Bank FAC: 7347 


CATCODE: 740153  
OPR: SAF/FMPB  
OCR: N/A  
Updated: 09 NOV 2022 


1.1. Description. Banking facility 
1.2. Requirements Determination. Banking facilities are established under DoD FMR, 
Volume 12, Chapter 33. Normally, only one bank is permitted on an Air Force base 
except where more than one bank existed prior to May 1, 2000, or where a waiver has 
been granted IAW DoDI 1000.11. Total customer base, as identified in Table 1 is the 
primary consideration in determining sizing.  
1.3. Scope Determination. Contact OPR for latest requirements and guidance. 
1.4. Design Considerations. Contact OPR for latest requirements and guidance. 


Table 1. Space Allowances for Banks. 
 


Total Customer Base1 Gross Area 
 m2 ft2 
Up to 1,000 139 1,500 
1,001 to 2,000 221 2,375 
2,001 to 3,000 302 3,250 
3,001 to 4,000 337 3,625 
4,001 to 5,000 372 4,000 
5,001 to 6,000 406 4,375 
6,001 to 7,000 441 4,750 
7,001 to 9,000 517 5,560 
9,001 to 11,000 592 6,375 
11,001 to 13,000 668 7,190 
13,001 to 15,000 743 8,000 
15,001 to 17,000 929 10,000 
17,001 to 20,000 1,210 13,000 
Over 20,000 Determined by Engineer Study 
NOTES: 
1. Active duty military personnel assigned to an installation and stationed within a 
commuting area not served by another military banking office plus civilian employees of 
the installation. 


 








        Credit Union.  FAC: 7347 
CATCODE: 740155 
OPR: SAF/FMPB 
OCR: N/A 
Updated: 09 NOV 2022 


1.1. Description. Although credit unions are private organizations not under the 
control of the DoD, a Federal credit union facility may be established on any military 
installation for the convenience of the installation personnel, military and civilian and 
their dependents, and other personnel as permitted in the approved by-laws of the credit 
union. Membership normally includes all assigned DoD personnel. 
1.2. Requirements Determination. Only one credit union is permitted on an Air 
Force base except where more than one credit union existed prior to May 1, 2000, or 
where a waiver has been granted IAW DoDD 1000.11, Financial Institutions on DoD 
Installations. Where more than one credit union already exists, each is entitled to the 
benefits defined in this regulation as if it were located on a separate base. A complete 
credit union facility includes reception and lobby space, teller space, interview space, 
operating (machine and/or record) space, record holding space, management office space, 
vault (fire and security) space, employee lounge space, and meeting rooms (conference 
room). 
1.3. Scope Determination. Credit union facilities are established under DoD FMR 
Volume 5, Chapter 34. When a credit union is authorized to construct its own building, at 
its own expense, on government-owned land, the space criteria limitations herein do not 
apply. 


1.3.1. Dimensions. Space requirements are determined for individual credit unions 
by the characteristics of their business operations. These characteristics are expressed 
under five categories in Table 1.1. Extrapolation should be used to determine the 
factor where the variable of a credit union exceeds any of the five categories. Table 
1.2 should also be extrapolated when the total factors from Table 1.1 exceed the 
factors shown in this table. The total of all credit union facilities on an Air Force base 
may not exceed the space allowances specified in Table 1.2, as extrapolated, except 
that a ten percent increase is permitted to allow for future business expansion. 


1.4. Design Considerations.  Contact OPR for latest requirements and guidance. 
 
 
 
 
 
 
 
 
 
 
 







Table 1.1. Factors for Credit Union Space Allowances. 
 


 Variable Factor 
1. Members 0-1000 1 


 1,000-2,500 2 
 2,501-7,500 3 
 7,501-12,000 4 
 12,000-20,000 5 
 over 20,000 6 
2. Assets in Dollars 0-100,000 1 


 100,001-500,000 2 
 500,001-1,500,000 3 
 1,500,001-5,000,000 4 
 over 5,000,000 5 
3. Transactions Per Day 0-99 1 


 100-299 2 
 300-499 3 
 500-749 4 
 750-999 5 
4. Accounting Machines 1 


 Manual 2 
5. Employees 2-5 1 


 6-9 2 
 10-13 3 
 14-17 4 
 18-21 5 
 22-25 6 
 over 25 7 







Table 1.2. Space Allowances for Credit Unions. 
 


Factor Totals Gross Area  
 m2 ft2 
Minimum 74 800 
5 93 1,000 
6 121 1,300 
7 158 1,700 
8 204 2,200 
10 260 2,800 
12 325 3,500 
14 399 4,300 
16 483 5,200 
18 576 6,200 
19 669 7,200 
20 762 8,200 
21 855 9,200 
22 958 10,200 
23 1,040 11,200 
24 1,130 12,200 
25 1,230 13,200 


 








 


Bus Shelter.   FAC: 7384 


 


CATCODE: 730275 


OPR: AF/A4LE   


OCR: AFCEC/COS  


 


1.1.  Description.   Facility that provides protection from the elements for those waiting for 


transportation. 


1.2.   A defined facility standard is not currently available for this CATCODE.  By default, 


all requirements are user justified until a standard is established or adopted. 
 
 








 


Bus Station.   FAC: 7341 


 


CATCODE: 730277 


OPR: AF/A4LE   


OCR: AFCEC/COS  


 


1.1.  Description.   Stopping place for bus transportation and transfer of freight or 


passengers. Functional space area includes ticket counter, waiting area, and freight depot. 


1.2.   A defined facility standard is not currently available for this CATCODE.  By default, 


all requirements are user justified until a standard is established or adopted. 
 
 








 


Exchange Maintenance Shop.  FAC: 7387 


CATCODE: 740385 


OPR: AAFES 


OCR: N/A 


1.1. Description.  This facility accommodates exchange maintenance shops and space 


for the local repair of exchange equipment and fixtures 


1.2. Requirements Determination.  Contact OPR for latest requirements and 


guidance. 


1.3. Scope Determination.  AAFES determines the total space that may be provided 


for installation exchange maintenance shops and for the local repair of exchange 


equipment and fixtures. 


1.4. Dimensions.  Contact OPR for latest requirements and guidance. 


1.5. Design Considerations.  Contact OPR for latest requirements and guidance. 
 








        Thrift Shop.  FAC: 7340 
CATCODE: 740255 
OPR: SAF/FMPB 
OCR: MAJCOM/A1 
Updated: 09 NOV 2022 


1.1. Description. This facility is a "second-hand store" operated by a private 
organization where military members buy and sell used apparel and used household 
furniture, furnishings, and equipment. 
1.2. Requirements Determination. Space allowances are given in Table 1.1 . For 
installations with military strength greater than 2,000, the space requirement varies 
according to the on-base population. 
1.3. Scope Determination. To find the maximum space requirements, multiply the 
appropriate Table 1.1 scope by the population adjustment factor given in Table 1.2 
that corresponds to the installation's on-base population. 
1.4. Design Considerations. Contact the installation Force Support Squadron (OPR) 
for additional information on design criteria. 


 
Table 1.1. Space Allowances for Thrift Shops. 


 


Total Customer Base1,2 Gross Area3  
 m2 ft2 


Up to 2,000 130 1,400 
2,001-4,000 186 2,000 
4,001-6,000 251 2,700 
6,001-8,000 316 3,400 
8,001-10,000 372 4,000 
10,002-12,000 418 4,500 
12,001-14,000 456 4,905 
Over 14,000 497 5,350 


NOTES: 
1. Total customer base is defined as active duty military personnel assigned to the 
installation plus 50% of dependent personnel and 10% of retired military supported by the 
installation. 
2. DoD civilians assigned to overseas facilities are to be counted as active duty strength 
for facility sizing purposes (including Alaska and Hawaii). 
3. Because of higher utilization of overseas facilities, consider adding 5 to 10 percent to 
the authorized scope for these facilities (including Alaska and Hawaii). 







 
 


Table 1.2. Space Allowances for Thrift Shops – Adjustment Factor. 
 


Population Percentage1 Adjustment Factor 
0-51 0.7 
52-75 0.8 
76-90 0.95 
91-100 1 


NOTES: 
1. Percentage of the installation's total military strength that live on-base in dormitories, in 
family housing, and retired military supported by the installation. 


 








Exchange Laundry and Dry-Cleaning Plants.  FAC: 7342 
CATCODE: 740384 
OPR: AAFES 
OCR: N/A 
Updated: 09 NOV 2022 


1.1. Description.  Laundry and dry- c l e a n i n g  plants operated under the exchange 
service are normally limited to the performance of other than appropriated fund 
laundering and dry cleaning. 
1.2. Requirements Determination.  Total population served is the primary factor 
considered in sizing laundry and dry-cleaning plants. Contact OPR for latest 
requirements and guidance. 
1.3. Scope Determination.  AAFES determines space requirements. On installations 
where both appropriated fund and non-appropriated fund facilities are to be provided, 
the total space may not exceed the criteria established for appropriated fund facilities 
in Table 1. 
1.4. Design Considerations.  Contact OPR for latest requirements and guidance. 


  Table 1. Space Allowances – Laundry and Dry Cleaning Plants1. 
 


Persons Served 2,3 Gross Area 
m2 ft2 


2,001 to 4,000 790 8,500 
7,001 to 10,000 1,020 11,000 
15,001 to 30,000 4,180 45,000 


NOTES: 
1. Includes a common core area (offices, employee restrooms, break room, locker rooms, 
supply rooms) but does not include base linen exchange facility, cash customer retail store, 
or boiler plant. Ensure the height of plant production areas, supply rooms, maintenance 
room, and boiler plant is a minimum of 8.5 m (28 ft) from floor to top of the peripheral 
exterior wall. Each restroom includes, as a minimum, one shower stall. Each facility 
requires a cash customer retail store, sized to include customer self-service turn- in and 
retrieval area and a counter area to service both walk-in and, possibly, drive- through 
customers. Supply room, linen exchange room, and maintenance room are double decked 
(containing a second floor for storage of parts and light bulk supplies). Include a storage 
room for explosive, hazardous and/or toxic chemicals designed IAW current Air Force 
criteria. Excluded areas (i.e., base linen exchange facility, customer retail store, boiler 
plant and mechanical room space) as required, should be added to the gross areas shown 
when determining a single gross area figure for each facility. 
2. If total population served exceeds 30,000, increase plant size using a straight-line 
projection based on actual personnel served. 
3. For intermediate numbers, use the next smaller plant and two-shift operations. 


 








 


Education Center.  FAC: 7351 


CATCODE: 730441 


OPR: AF/A1PT 


OCR: MAJCOM/A1 


1.1. Description. Education Service Centers (ESC) provide facilities for the academic 


and professional development of officers, airmen, and DoD civilian employees in 


support of Air Force and national goals. 


1.2. Requirements Determination. Minimum allowance determinations should 


include, but not be limited to, the following considerations: installation military 


and civilian population, staff, number and size of on-base institutions, average 


annual enrollments, program variety, and overall use of ESCs. Allowance 


determinations should, in any event, ensure execution of quality programs. 


1.3. Scope Determination. 


1.3.1. ESCs should make use of joint-use facilities, of existing classrooms, or 


other suitable facilities on an installation, to the maximum extent practicable. 


Joint use of classrooms or other suitable facilities may be necessary to support 


the on-base education programs when space in the ESC is insufficient to satisfy 


recognized needs. 


1.3.2. All newly constructed Education Centers should provide office space for 


personnel managing base-level functions of the Education and Training Flight 


– education, Professional Military Education (PME), On-the-Job Training (OJT), 


base training, classification and training, formal training, civilian training, 


academic and military testing, labs for science and computers, distance learning 


delivery, and base library. Also include classrooms for these activities. 


1.3.3. Space allowances for overseas bases should be adjusted to reflect Status of 


Forces Agreements (SOFA) and the logistics requirements of education contracts. 


1.3.4. Additional space requirements must be submitted from MSSQ/CC/MSE 


and BCE through MAJCOM/A1/A4 to AF/A1PT/A4C. (T-1). 


1.4. Dimensions. See FC6 CG61 Admin Overview for classroom size allowances. 


1.5. Design Considerations. ESCs should be located in or very near major on-base 


enlisted housing areas. Provisions should be made to accommodate a Branch Library 


in accordance with the criteria for Base Library (CATCODE 740675) when 


justified by installation requirements, except when the library is included in same 


facility. 
 








Exchange Administration.  FAC: 7387 
CATCODE: 740386 
OPR: AAFES 
OCR: N/A 
Updated: 09 NOV 2022 


1.1. Description.  This facility accommodates the main administrative offices of an 
installation's exchange, area exchange, or regional exchange operations. 
1.2. Requirements Determination.  Space requirements are determined on the basis of 
the number of occupants under criteria for administrative space in Facilities Class 6 of 
this Manual. 
1.3. Scope Determination.  The code does not apply to administrative space required 
for an individual facility, such as a main or branch exchange. Such space is provided 
out of the space allowance for the individual facility. The requirement for Exchange 
Central Administrative Facilities is identified under code CATCODE 740396. See 
related guidance in paragraph 1.3 of the section Category Group 74 – Exchange Facilities 
Overview.  
1.4. Design Considerations.  Contact OPR for latest requirements and guidance. 


 
 








Exchange Retail Warehouse.  FAC: 7388  
CATCODE: 740387 
OPR: AAFES 
OCR: N/A 
Updated: 09 NOV 2022 


1.1. Description.  This facility provides warehouse space for the installation's main retail 
store. 
1.2. Requirements Determination.  The space requirements are based on a percentage 
of the space authorized for the installation's main retail store, CATCODE 740388. 
1.3. Scope Determination.  In CONUS, the warehouse space may not exceed 33 
percent of the authorized retail store space. In Alaska, Hawaii, and overseas, it may not 
exceed 50 percent. 
1.4. Design Considerations.  Where practicable, locate the installation exchange 
warehouse contiguous to the exchange main retail store to reduce the cost of moving 
stock from the warehouse to the main store sales area. 


 








 


Exchange Sales Store (Main Exchange).  FAC: 7346 


CATCODE: 740388 


OPR: AAFES 


OCR: N/A 


1.1. Description.  The exchange main retail store comprises sales area, stock area, and 


office space, as required. 


1.2. Requirements Determination.  Space requirements at individual installations are 


determined from an analysis performed by the AAFES, which is based on DoD 


criteria involving population and environmental factors. At some large or geographically 


spread out bases branch exchanges are permitted. See CATCODE 740382 for branch 


exchange criteria. 


1.3. Scope Determination. 


1.3.1. Stores that experience abnormally high customer patronization and thus 


project an abnormally high sales volume may be provided up to 20 percent more 


space than the average store. When the high volume store is being developed in an 


existing building, an additional 10 percent increase is authorized if necessary to make 


efficient and economical use of existing space. The 20 percent increase permitted by 


Category Group 74 – Indoor Services Facilities, paragraph 1.2 does not apply. 


1.3.2. Auto Parts Sales Stores. Auto parts sales stores may be operated 


independently or in conjunction with other retail outlets, car care centers, or garages. 


AAFES determines the total floor areas for auto parts sales. 


1.3.3. Exchange Food Stores - Overseas. Food retail sales outlets may be 


provided in conjunction with other exchange retail outlets, food courts, and snack 


bars, or as independent sales stores. AAFES determines the total space provided for 


the sales outlets. 


1.4. Dimensions.  Contact OPR for latest requirements and guidance. 


1.5. Design Consideration.  Contact OPR for latest requirements and guidance. 


 
 








 


Base Dry Cleaning.   FAC: 7342 


 


CATCODE: 730652 


OPR: AF/A1S  


OCR: AFSVA  


 


1.1.  Description.   This facility provides only dry cleaning and other textile care services 


to government organizations and individuals. The facility includes space to receive, 


identify, process, and assemble the dry cleaning; administration and personnel support area; 


equipment maintenance, storage; and a dock area. 


1.2.   A defined facility standard is not currently available for this CATCODE.  By default, 


all requirements are user justified until a standard is established or adopted. 
 
 








Exchange Service Outlet.  FAC: 7346 
CATCODE: 740389 
OPR: AAFES 
OCR: N/A 
Updated: 09 NOV 2022 


1.1. Description.  Special sales and service outlets are authorized exchange activities 
for which distinct space criteria have not been specified herein. Typical examples of 
these activities are automobile repair garages, toy lands, taxicab and bus service, 
flower shops, baggage check points, bookstores, furniture stores, medical services 
(optometrist, dental, pharmacy, etc.), and in overseas areas exclusively, steam bath 
facilities, new car sales points, and stock investment offices. 
1.2. Requirements Determination.  Contact OPR for latest requirements and 
guidance. Facilities for exchange special sales and service outlets may be provided when 
the following conditions are met: 


1.2.1. When it has been firmly established that no appropriated funds are to be 
expended for an AAFES project and that no future obligation of appropriated funds 
are involved in the maintenance and operation of this facility. Utilities services are 
provided in overseas areas without reimbursement. Exception to this provision 
requires prior approval from the Deputy Under Secretary of Defense, Installations and 
Environment. Reference AFI 32-1022, Table 3.3, and Attachment 2, for Cat C 
revenue-generating activities that may qualify for some APF maintenance/repair 
work. 
1.2.2. Where the use of an existing building is involved, the space to be occupied is 
the minimum needed for efficient operations, and this space is surplus to all other 
than exchange and recreation facility needs of the same priority. 
1.2.3. Where the facility is to be provided through new construction from private 
funds and the provisions for the use of private funds have been complied with. 
1.2.4. Where the facility is to be provided through new construction from non-
appropriated funds and the project has been fully authorized. 
1.2.5. Space occupied by special sales and service outlets is not deducted from other 
space allowances provided by these criteria. 


1.3. Scope Determination.  Outlet facilities may be provided for the basic services, 
normally as adjuncts of the main retail store, including beauty shops. When a service 
outlet is being installed in an existing building, the space allowances may be increased 
by 20 percent or 9.3 m2 (100 ft2), whichever is greater, if such increase is necessary to 
effect economical and efficient use of the existing building. 


1.4. Design Considerations.  Contact OPR for latest requirements and guidance. 








 


Above Ground Tornado Shelter.   FAC: 7383 


 


CATCODE: 730660 


OPR: AFCEC/CFT  


OCR: N.A.  


 


1.1.  Description.   An enclosed, reinforced facility, generally within or beneath an existing 


building that provides protection against air attack, nuclear fallout, severe storms or other 


life-threatening events. 


1.2.   A defined facility standard is not currently available for this CATCODE.  By default, 


all requirements are user justified until a standard is established or adopted. 
 
 








Central Exchange Administration.  FAC: 7387 


CATCODE: 740396 


OPR: AAFES 


OCR: N/A 


1.1. Description.  Facility designed to provide administrative services for multiple 


installations within a specified geographical area.  See related guidance in Category 


Group 74, General Information - Exchange Facilities, paragraph 1.3. 


1.2. A defined facility standard is not currently available for this CATCODE.  By default, 


all requirements are user justified until a standard is established or adopted. 








Open Mess, Airmen.  FAC: 7333 
CATCODE: 740612 
OPR: AF/A1S  
OCR: AFSVA 
Updated: 09 NOV 2022 


1.1. Description.  This is a collocated club serving both officers and enlisted, where 
officers and enlisted have separate functional areas such as separate bars, cashiers 
counters, lounges, dining areas, entrances, and (if practical) parking lots. 
1.2. Requirements Determination.  These facilities share a kitchen, party rooms, and 
a ballroom. See Table 1, and Officer Open Mess (CATCODE 740618). 
1.3. Scope Determination.  Contact AFSVA/SVXF for latest requirements and 
guidance. The scope used for programming, budgeting, and design is limited by very 
specific financial considerations and by market need as documented by a professional, in- 
depth market survey. The scope is also influenced by the Services NAF construction 
prioritization system which encourages economy in scope and composite facilities. The 
scope may also be influenced by the Project Validation Assessment (PVAs). See Tables 1 
and 2 below for general guidance on total gross square foot allowances.  
1.4. Design Consideration.  Contact OPR for latest requirements and guidance. 


 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 







 
Table 1. Space Allowances for Officer/Enlisted/Collocated Clubs. 
 


Total Customer Base1 Gross Area2 
 m2 ft2 


Up to 50 See Note 3 See Note 3 
51 to 150 279 3,000 – Extra Small Club 
151 to 250 279 + 1.40 (P-150) 3,000 + 15 (P-150) – Extra Small Club 
251 to 500 418+ 1.11 (P-250) 4,500 + 12 (P-250) – Extra Small Club 
501 to 750 697 + .93 (P-500) 7,500 + 10 (P-500) – Extra Small Club 


751 to 1,000 929+ .74 (P-750) 10,000 + 8 (P-750) – Extra Small Club 
1,001 to 2,000 1,110 + .37 (P-1,000) 12,000 + 4 (P-1,000) – Small Club 
2,001 to 3,000 1,490 + .35 (P-2,000) 16,000 + 3.75 (P-2,000) – Small Club 
3,001 to 4,000 1,830 + .33 (P-3,000) 19,750 + 3.5 (P-3,000) – Small Club 
4,001 to 5,000 2,160 + .30 (P-4,000) 23,250 + 3.25 (P-4,000) – Medium 


Club 
5,001 to 6,000 2,460 + .28 (P-5,000) 26,500 + 3 (P-5,000) – Medium Club 
6,001 to 8,000 2,740 + .26 (P-6,000) 29,500 + 2.75 (P-6,000) – Large Club 
8,001 to 10,000 3,250 + .23 (P-8,000) 35,000 + 2.5 (P-8,000) 
10,001 to 12,000 3,770 + .21 (P-10,000) 40,000 + 2.25 (P-10,000) 
12,001 to 14,000 4,130 + .19 (P-12,000) 44,500 + 2 (P-12,000) 
14,001 to 16,000 4,510 + .16 (P-14,000) 48,500 + 1.75 (P-14,000) 
16,001 to 18,000 4,830+ .14 (P-16,000) 52,000 + 1.5 (P-16,000) 
18,001 to 20,000 5,110 + .12 (P-18,000) 55,000 + 1.25 (P-18,000) 


NOTES: 
1. Total customer base is defined as active duty officers, enlisted, or combined active duty 
officers and enlisted, as appropriate, assigned to the military installation, plus 50 percent of 
their spouses, plus 50 percent of the retired military supported by the facility. 
(Consideration should be given to increasing the total customer base at installations with 
consistently large numbers of TDY personnel or conducting PCS moves.) Verify the total 
customer base using a validated PVA study. 
2. Mechanical equipment room space required should be added to the gross area shown 
when determining a single gross area for each facility. 
3. Provide in other facilities at 4.1 m2 (44 ft2) gross area per person. 
Example follows for scope computation for officers' club: 
a. Assume total customer base is 900. 
b. Use formula from appropriate line “751-1000” in “total customer base” column in 
table. 
Then authorized scope = 929 + .74 (P-750). 
c. Substitute total customer base, 900, for P.  Then, authorized scope = 929 + .74 (900- 
750). 
d. Compute: Authorized Scope = 929 + .74 (150) = 1040 m2 (11,200 ft2) 


 
 
 
 







 


Table 2. Space Allowances for Consolidated Clubs. 
 


Total Customer Base1 Gross Area2  
 m2 ft2 


Up to 50 See Note 3  
51 to 150 279 3,000 – Extra Small Club 
151 to 250 279 + 1.90 (P-150) 3,000 + 20 (P-150) – Extra Small Club 
251 to 500 465 + 1.30 (P-250) 5,000 + 14 (P-250) – Extra Small Club 
501 to 750 790 + .65 (P-500) 8,500 + 7 (P-500) – Extra Small Club 


751 to 1,000 1,020 + .65 (P-750) 11,000 + 7 (P-750) – Extra Small Club 
1,001 to 2,000 1,180 + .46 (P-1,000) 12,750 + 5 (P-1,000) – Small Club 
2,001 to 3,000 1,650 + .37 (P-2,000) 17,750 + 4 (P-2,000) – Small Club 
3,001 to 4,000 2,020+ .33 (P-3,000) 21,750 + 3.5 (P-3,000) – Medium Club 
4,001 to 5,000 2,350 + .30 (P-4,000) 25,250 + 3.25 (P-4,000) – Medium 


Club 
5,001 to 6,000 2,650 + .28 (P-5,000) 28,500 + 3 (P-5,000) – Large Club 
6,001 to 8,000 2,930 + .26 (P-6,000) 31,500 + 2.75 (P-6,000) – Large Club 
8,001 to 10,000 3,440 + .23 (P-8,000) 37,000 + 2.5 (P-8,000) – Large Club 
10,001 to 12,000 3,900 + .21 (P-10,000) 42,000 + 2.25 (P-10,000) – Large Club 
12,001 to 14,000 4,320 + .19 (P-12,000) 46,500 + 2 (P-12,000) – Large Club 


NOTES: 
1. Total customer base is defined as active duty officers, enlisted, or combined active duty 
officers and enlisted, as appropriate, assigned to the military installation, plus 50 percent of 
their spouses, plus 50 percent of the retired military supported by the facility. (Consideration 
should be given to increasing the total customer base at installations with consistently large 
numbers of TDY personnel or conducting PCS moves.) Verify the total customer base using 
a validated PVA Study. 
2. Mechanical equipment room space required should be added to the gross area shown when 
determining a single gross area for each facility. 
3. Provide in other facilities at 4.1 m2 (44 ft2) gross area per person. 


 








 


Base Laundry.   FAC: 7342 


 


CATCODE: 730711 


OPR: AF/A1S  


OCR: AFSVA  


 


1.1.  Description.   This facility provides only laundry and other textile care services to 


government organizations and individuals. The facility includes space to receive, identify, 


process, assemble and ship laundry, administrative and personnel support area, equipment 


maintenance, storage, and a dock area. 


1.2.   A defined facility standard is not currently available for this CATCODE.  By default, 


all requirements are user justified until a standard is established or adopted. 
 
 








Central Exchange Warehouse.  FAC: 7388 


CATCODE: 740397 


OPR: AAFES 


OCR: N/A 


1.1. Description.  Regional warehouse that supports multiple installations within a 


specified geographical area. 


1.2. A defined facility standard is not currently available for this CATCODE.  By default, 


all requirements are user justified until a standard is established or adopted. 








Consolidated Open Mess.  FAC: 7333 
CATCODE: 740615 
OPR: AF/A1S  
OCR: AFSVA 
Updated: 09 NOV 2022 


1.1. Description.  Open Mess and Club facility serving both officers and enlisted, where 
officers and enlisted share all functional areas such as cashiers counter, lounge, dining 
areas, entrance, and parking lot, with the exception of having separate bars. 
1.2. Requirements Determination.  Contact OPR for latest requirements and 
guidance. 
1.3. Scope Determination.  Contact AFSVA/SVXF for latest requirements and 
guidance. The scope used for programming, budgeting, and design is limited by very 
specific financial considerations and by market need as documented by a professional, in- 
depth market survey. The scope is also influenced by the Services NAF construction 
prioritization system which encourages economy in scope and composite facilities. The 
scope may also be influenced by the Project Validation Assessment (PVAs). See Tables 1 
and 2 below for general guidance on total gross square foot allowances.  
1.4. Design Considerations.  Contact OPR for latest requirements and guidance. 


 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 







 
Table 1. Space Allowances for Consolidated Clubs. 


 


Total Customer Base1 Gross Area2 
 m2 ft2 


Up to 50 See Note 3 See Note 3 
51 to 150 279 3,000 – Extra Small Club 
151 to 250 279 + 1.90 (P-150) 3,000 + 20 (P-150) – Extra Small Club 
251 to 500 465 + 1.30 (P-250) 5,000 + 14 (P-250) – Extra Small Club 
501 to 750 790 + .65 (P-500) 8,500 + 7 (P-500) – Extra Small Club 


751 to 1,000 1,020 + .65 (P-750) 11,000 + 7 (P-750) – Extra Small Club 
1,001 to 2,000 1,180 + .46 (P-1,000) 12,750 + 5 (P-1,000) – Small Club 
2,001 to 3,000 1,650 + .37 (P-2,000) 17,750 + 4 (P-2,000) – Small Club 
3,001 to 4,000 2,020+ .33 (P-3,000) 21,750 + 3.5 (P-3,000) – Medium Club 
4,001 to 5,000 2,350 + .30 (P-4,000) 25,250 + 3.25 (P-4,000) – Medium 


Club 
5,001 to 6,000 2,650 + .28 (P-5,000) 28,500 + 3 (P-5,000) – Large Club 
6,001 to 8,000 2,930 + .26 (P-6,000) 31,500 + 2.75 (P-6,000) – Large Club 
8,001 to 10,000 3,440 + .23 (P-8,000) 37,000 + 2.5 (P-8,000) – Large Club 
10,001 to 12,000 3,900 + .21 (P-10,000) 42,000 + 2.25 (P-10,000) – Large Club 
12,001 to 14,000 4,320 + .19 (P-12,000) 46,500 + 2 (P-12,000) – Large Club 


NOTES: 
1. Total customer base is defined as active duty officers, enlisted, or combined active duty 
officers and enlisted, as appropriate, assigned to the military installation, plus 50 percent of 
their spouses, plus 50 percent of the retired military supported by the facility. (Consideration 
should be given to increasing the total customer base at installations with consistently large 
numbers of TDY personnel or conducting PCS moves.) Verify the total customer base using 
a validated PVA Study. 
2. Mechanical equipment room space required should be added to the gross area shown when 
determining a single gross area for each facility. 
3. Provide in other facilities at 4.1 m2 (44 ft2) gross area per person. 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 







 
Table 2. Space Allowances for Officer/Enlisted/Collocated Clubs. 
 


Total Customer Base1 Gross Area2  
 m2 ft2 


Up to 50 See Note 3 See Note 3 
51 to 150 279 3,000 – Extra Small Club 
151 to 250 279 + 1.40 (P-150) 3,000 + 15 (P-150) – Extra Small Club 
251 to 500 418+ 1.11 (P-250) 4,500 + 12 (P-250) – Extra Small Club 
501 to 750 697 + .93 (P-500) 7,500 + 10 (P-500) – Extra Small Club 


751 to 1,000 929+ .74 (P-750) 10,000 + 8 (P-750) – Extra Small Club 
1,001 to 2,000 1,110 + .37 (P-1,000) 12,000 + 4 (P-1,000) – Small Club 
2,001 to 3,000 1,490 + .35 (P-2,000) 16,000 + 3.75 (P-2,000) – Small Club 
3,001 to 4,000 1,830 + .33 (P-3,000) 19,750 + 3.5 (P-3,000) – Small Club 
4,001 to 5,000 2,160 + .30 (P-4,000) 23,250 + 3.25 (P-4,000) – Medium 


Club 
5,001 to 6,000 2,460 + .28 (P-5,000) 26,500 + 3 (P-5,000) – Medium Club 
6,001 to 8,000 2,740 + .26 (P-6,000) 29,500 + 2.75 (P-6,000) – Large Club 
8,001 to 10,000 3,250 + .23 (P-8,000) 35,000 + 2.5 (P-8,000) 
10,001 to 12,000 3,770 + .21 (P-10,000) 40,000 + 2.25 (P-10,000) 
12,001 to 14,000 4,130 + .19 (P-12,000) 44,500 + 2 (P-12,000) 
14,001 to 16,000 4,510 + .16 (P-14,000) 48,500 + 1.75 (P-14,000) 
16,001 to 18,000 4,830+ .14 (P-16,000) 52,000 + 1.5 (P-16,000) 
18,001 to 20,000 5,110 + .12 (P-18,000) 55,000 + 1.25 (P-18,000) 


NOTES: 
1. Total customer base is defined as active duty officers, enlisted, or combined active duty 
officers and enlisted, as appropriate, assigned to the military installation, plus 50 percent of 
their spouses, plus 50 percent of the retired military supported by the facility. (Consideration 
should be given to increasing the total customer base at installations with consistently large 
numbers of TDY personnel or conducting PCS moves.) Verify the total customer base using 
a validated PVA study. 
2. Mechanical equipment room space required should be added to the gross area shown 
when determining a single gross area for each facility. 
3. Provide in other facilities at 4.1 m2 (44 ft2) gross area per person. 
Example follows for scope computation for officers' club: 
a. Assume total customer base is 900. 
b. Use formula from appropriate line “751-1000” in “total customer base” column in 
table. 
Then authorized scope = 929 + .74 (P-750). 
c. Substitute total customer base, 900, for P.  Then, authorized scope = 929 + .74 (900- 
750). 
d. Compute: Authorized Scope = 929 + .74 (150) = 1040 m2 (11,200 ft2) 


 








 


Depot Laundry.   FAC: 7342 


 


CATCODE: 730713 


OPR: AF/A1S  


OCR: AFSVA  


 


1.1.  Description.   This facility provides laundry and dry cleaning service on a regional 


basis. This facility includes space to receives, identify, assemble, and ship laundry, dry 


cleaning, and other type textile, admin. and personnel support area, equipment 


maintenance, storage, and a dock area. 


1.2.   A defined facility standard is not currently available for this CATCODE.  By default, 


all requirements are user justified until a standard is established or adopted. 
 
 








 


Central Exchange Support Facility.  FAC: 7387 


CATCODE: 740398 


OPR: AAFES 


OCR: N/A 


1.1. Description.  This category code identifies those facilities or areas such as food 


processing (for example central kitchen) and in overseas areas only; depots, bakeries, 


refrigerated storage plants, central repair shops or processing plants.  


1.2. A defined facility standard is not currently available for this CATCODE.  By default, 


all requirements are user justified until a standard is established or adopted. 








Enlisted Open Mess.  FAC: 7333 
CATCODE: 740617 
OPR: AF/A1S  
OCR: AFSVA 
Updated: 09 NOV 2022 


1.1. Description.  This club serves enlisted personnel. 
1.2. Requirements Determination.  Table 1 and Table 2 provide maximum authorized 
scope only, not the scope that may be approved. 
1.3. Scope Determination.  The scope used for programming, budgeting, and design 
is limited by very specific considerations and by market need as documented by a 
professional, in-depth market survey. The scope is also influenced by the Services NAF 
construction prioritization system which encourages economy in scope and composite 
facilities. Space requirements, however, may be increased per a PVA study. Contact 
AFSVA/SVXF for latest requirements and guidance. 
1.4. Design Consideration.  For overseas installations, increase the total customer base 
by 25 percent before selecting the formula from the appropriate table. This increases the 
authorized space to accommodate the higher facility use which is normal overseas. DoD 
civilians assigned to overseas installations are to be counted as active duty strength for 
facility sizing purposes (including Alaska, and Hawaii). 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 







Table 1. Space Allowances for Officer/Enlisted/Collocated Clubs. 
 


Total Customer Base1 Gross Area2 
 m2 ft2 


Up to 50 See Note 3 See Note 3 
51 to 150 279 3,000 – Extra Small Club 
151 to 250 279 + 1.40 (P-150) 3,000 + 15 (P-150) – Extra Small Club 
251 to 500 418+ 1.11 (P-250) 4,500 + 12 (P-250) – Extra Small Club 
501 to 750 697 + .93 (P-500) 7,500 + 10 (P-500) – Extra Small Club 


751 to 1,000 929+ .74 (P-750) 10,000 + 8 (P-750) – Extra Small Club 
1,001 to 2,000 1,110 + .37 (P-1,000) 12,000 + 4 (P-1,000) – Small Club 
2,001 to 3,000 1,490 + .35 (P-2,000) 16,000 + 3.75 (P-2,000) – Small Club 
3,001 to 4,000 1,830 + .33 (P-3,000) 19,750 + 3.5 (P-3,000) – Small Club 
4,001 to 5,000 2,160 + .30 (P-4,000) 23,250 + 3.25 (P-4,000) – Medium 


Club 
5,001 to 6,000 2,460 + .28 (P-5,000) 26,500 + 3 (P-5,000) – Medium Club 
6,001 to 8,000 2,740 + .26 (P-6,000) 29,500 + 2.75 (P-6,000) – Large Club 
8,001 to 10,000 3,250 + .23 (P-8,000) 35,000 + 2.5 (P-8,000) 
10,001 to 12,000 3,770 + .21 (P-10,000) 40,000 + 2.25 (P-10,000) 
12,001 to 14,000 4,130 + .19 (P-12,000) 44,500 + 2 (P-12,000) 
14,001 to 16,000 4,510 + .16 (P-14,000) 48,500 + 1.75 (P-14,000) 
16,001 to 18,000 4,830+ .14 (P-16,000) 52,000 + 1.5 (P-16,000) 


18,001 to 20,000 5,110 + .12 (P-18,000) 55,000 + 1.25 (P-18,000) 
NOTES: 
1. Total customer base is defined as active duty officers, enlisted, or combined active duty 
officers and enlisted, as appropriate, assigned to the military installation, plus 50 percent of 
their spouses, plus 50 percent of the retired military supported by the facility. 
(Consideration should be given to increasing the total customer base at installations with 
consistently large numbers of TDY personnel or conducting PCS moves.) Verify the total 
customer base using a validated PVA study. 
2. Mechanical equipment room space required should be added to the gross area shown 
when determining a single gross area for each facility. 
3. Provide in other facilities at 4.1 m2 (44 ft2) gross area per person. 
Example follows for scope computation for officers' club: 
a. Assume total customer base is 900. 
b. Use formula from appropriate line “751-1000” in “total customer base” column in 
table. 
Then authorized scope = 929 + .74 (P-750). 
c. Substitute total customer base, 900, for P.  Then, authorized scope = 929 + .74 (900- 
750). 
d. Compute: Authorized Scope = 929 + .74 (150) = 1040 m2 (11,200 ft2) 


 
 
 
 
 







Table 2. Space Allowances for Consolidated Clubs. 
 


Total Customer Base1 Gross Area2  
 m2 ft2 


Up to 50 See Note 3  
51 to 150 279 3,000 – Extra Small Club 
151 to 250 279 + 1.90 (P-150) 3,000 + 20 (P-150) – Extra Small Club 
251 to 500 465 + 1.30 (P-250) 5,000 + 14 (P-250) – Extra Small Club 
501 to 750 790 + .65 (P-500) 8,500 + 7 (P-500) – Extra Small Club 


751 to 1,000 1,020 + .65 (P-750) 11,000 + 7 (P-750) – Extra Small Club 
1,001 to 2,000 1,180 + .46 (P-1,000) 12,750 + 5 (P-1,000) – Small Club 
2,001 to 3,000 1,650 + .37 (P-2,000) 17,750 + 4 (P-2,000) – Small Club 
3,001 to 4,000 2,020+ .33 (P-3,000) 21,750 + 3.5 (P-3,000) – Medium Club 
4,001 to 5,000 2,350 + .30 (P-4,000) 25,250 + 3.25 (P-4,000) – Medium 


Club 
5,001 to 6,000 2,650 + .28 (P-5,000) 28,500 + 3 (P-5,000) – Large Club 
6,001 to 8,000 2,930 + .26 (P-6,000) 31,500 + 2.75 (P-6,000) – Large Club 
8,001 to 10,000 3,440 + .23 (P-8,000) 37,000 + 2.5 (P-8,000) – Large Club 
10,001 to 12,000 3,900 + .21 (P-10,000) 42,000 + 2.25 (P-10,000) – Large Club 
12,001 to 14,000 4,320 + .19 (P-12,000) 46,500 + 2 (P-12,000) – Large Club 


NOTES: 
1. Total customer base is defined as active duty officers, enlisted, or combined active duty 
officers and enlisted, as appropriate, assigned to the military installation, plus 50 percent of 
their spouses, plus 50 percent of the retired military supported by the facility. (Consideration 
should be given to increasing the total customer base at installations with consistently large 
numbers of TDY personnel or conducting PCS moves.) Verify the total customer base using 
a validated PVA Study. 
2. Mechanical equipment room space required should be added to the gross area shown when 
determining a single gross area for each facility. 
3. Provide in other facilities at 4.1 m2 (44 ft2) gross area per person. 


 





