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Industrial Waste Treatment and Disposal Facility.  FAC: 8312 


CATCODE: 831155 


OPR: AFCEC/COS 


OCR: AFCEC/CFT 


1.1. Description.  This facility provides for the treatment and disposal of waterborne 


wastes generated by existing industrial type operations at Air Force installations (e.g., 


corrosion control, plating, maintenance, photo processing, etc.). This category code will 


be used for new treatment facilities, to upgrade existing treatment methods, and for new 


rehabilitated industrial facilities. Provide wastewater treatment as an integral component 


of any new industrial facility. 


1.2. Requirements Determination.  Contact OPR for latest requirements. Additional 


guidance is provided in UFC 3-240-02N, Wastewater Treatment System Augmenting 


Handbook; UFC 4-832-01N, Design: Industrial and Oily Wastewater Control; AFI 32-


7041; the CWA; and state and local regulations. 


1.3. Scope Determination.  Contact OPR for latest requirements. Additional guidance 


is provided in UFC 3-240-02N, UFC 4-832-01N, AFI 32-7041, the CWA, and state and 


local regulations. 


1.4. Dimensions.  Contact OPR for latest requirements and guidance. 


1.5. Design Considerations.  Site facilities in compliance with explosive safety 


standards of DoD 6055.9-Std and AFMAN 91-201. Facility design includes, as an 


integral component, provisions to preclude discharge of pollutants to the surrounding 


atmosphere, ground, or waters. 
 








 


Industrial Waste Fuel Spill Collection.  FAC: 8313 


CATCODE: 831157 


OPR: AFCEC/COS 


OCR: AFCEC/CFT 


1.1. Description. This facility consists of a collection basin (where floatable material 


is collected, separated, and removed), a diversion chamber installed within a drain 


line or channel, and inlet and outlet piping. 


1.2. Requirements Determination. Ensure the facility is able to collect and separate 


spilled fuel and oil carried by surface water drainage from large paved aprons used for 


aircraft refueling, truck and tanker unloading, and similar activities. It is separate from 


CATCODE 831155. 


1.3. Scope Determination.  Contact OPR for latest requirements and guidance. 


1.4. Dimensions.  Contact OPR for latest requirements and guidance. 


1.5. Design Considerations. Site facilities in compliance with explosive safety standards 


of, DoD 6055.9-Std and AFMAN 91-201. Facility design includes, as an integral 


component, provisions to preclude discharge of pollutants to the surrounding 


atmosphere, ground, or waters. 








 


Sewage Treatment and Disposal.  FAC: 8311 


CATCODE: 831165 


OPR: AFCEC/COS 


OCR: AFCEC/CFT 


1.1. Description.  See UFC 3-240-09FA, Domestic Wastewater Treatment. 


1.2. Requirements Determination.  Determining requirements are in UFC 3-240- 


09FA. 


1.3. Scope Determination.  See UFC 3-240-09FA. 


1.4. Dimensions.  See UFC 3-240-09FA. 


1.5. Design Considerations.  Site facilities in compliance with explosive safety standards 


of DoD 6055.9-Std and AFMAN 91-201. Ensure facility design complies with local, state 


and federal requirements and other guidance as defined in:  


1.5.1. Mandatory Requirements.  Although there is considerable flexibility in most 


of the guidance provided in this Manual, treat those sections identified as based on 


law, applicable Codes, Executive Orders, DoD Directives, Federal Regulations, Air 


Force Policy, and other governing standards accordingly.  Any deviations require 


MAJCOM approval. 


1.5.2. Exceptions.  The application of some United States (US) or Continental United 


States (CONUS) environmental policies is not applicable in all situations. In such 


instances, consult the Overseas Environmental Baseline Guidance Document and 


Final Governing Standards (OEBGD/FGS) for guidance in overseas locations not 


covered by US or CONUS environmental policies 


 
 








Sewage Septic Tank.  FAC: 8314 


CATCODE: 831169 


OPR: AFCEC/COS 


OCR: AFCEC/CFT 


1.1. Description.  Septic tank facility to include drain tile and piping that serves individual 


facilities that generate domestic wastewater. 


1.2. A defined facility standard is not currently available for this CATCODE.  By default, 


all requirements are user justified until a standard is established or adopted. 








 


Industrial Waste Main.  FAC: 8321 


CATCODE: 832255 


OPR: AFCEC/COS 


OCR: AFCEC/CFT 


1.1. Description.  See UFC 3-240-07FA, Sanitary and Industrial Wastewater Collection: 


Gravity Sewers and Appurtenances, and UFC 3-240-08FA, Sanitary and Industrial 


Wastewater Collection: Pumping Stations and Force Mains. 


1.2. Requirements Determination.  Determine requirements according to UFC 3- 


240-07FA, UFC 3-240-08FA, and AFI 32-1067. 


1.3. Scope Determination.  See UFC 3-240-07FA, UFC 3-240-08FA, and AFI 32- 


1067. 


1.4. Dimensions.  See UFC 3-240-07FA, UFC 3-240-08FA, and AFI 32-1067. 


1.5. Design Considerations.  Site facilities in compliance with explosive safety standards 


of DoD 6055.9-Std and AFMAN 91-201. Ensure facility design complies with local, state 


and federal requirements and other guidance as defined in:  


1.5.1. Mandatory Requirements.  Although there is considerable flexibility in most 


of the guidance provided in this Manual, treat those sections identified as based on 


law, applicable Codes, Executive Orders, DoD Directives, Federal Regulations, Air 


Force Policy, and other governing standards accordingly.  Any deviations require 


MAJCOM approval. 


1.5.2. Exceptions.  The application of some United States (US) or Continental United 


States (CONUS) environmental policies is not applicable in all situations. In such 


instances, consult the Overseas Environmental Baseline Guidance Document and 


Final Governing Standards (OEBGD/FGS) for guidance in overseas locations not 


covered by US or CONUS environmental policies 


 












Sanitary Sewage Main.  FAC: 8321 


CATCODE: 832266 


OPR: AFCEC/COS 


OCR: AFCEC/CFT 


1.1. Description.  See UFC 3-240-07FA, Sanitary and Industrial Wastewater Collection: 


Gravity Sewers and Appurtenances, and UFC 3-240-08FA, Sanitary and Industrial 


Wastewater Collection: Pumping Stations and Force Mains. 


1.2. Requirements Determination.  Determine requirements according to UFC 3- 


240-07FA, UFC 3-240-08FA, and AFI 32-1067. 


1.3. Scope Determination.  See UFC 3-240-07FA, UFC 3-240-08FA, and AFI 32- 


1067. 


1.4. Dimensions.  See UFC 3-240-07FA, UFC 3-240-08FA, and AFI 32-1067. 


1.5. Design Considerations.  Site facilities in compliance with explosive safety standards 


of DoD 6055.9-Std and AFMAN 91-201. Ensure facility design complies with local, state 


and federal requirements and other guidance as defined in:  


1.5.1. Mandatory Requirements.  Although there is considerable flexibility in most 


of the guidance provided in this Manual, treat those sections identified as based on 


law, applicable Codes, Executive Orders, DoD Directives, Federal Regulations, Air 


Force Policy, and other governing standards accordingly.  Any deviations require 


MAJCOM approval. 


1.5.2. Exceptions.  The application of some United States (US) or Continental United 


States (CONUS) environmental policies is not applicable in all situations. In such 


instances, consult the Overseas Environmental Baseline Guidance Document and 


Final Governing Standards (OEBGD/FGS) for guidance in overseas locations not 


covered by US or CONUS environmental policies 








Sanitary Sewage Pump Station.  FAC: 8316 


CATCODE: 832267 


OPR: AFCEC/COS 


OCR: AFCEC/CFT 


1.1. Description.  See UFC 3-240-07FA, Sanitary and Industrial Wastewater Collection: 


Gravity Sewers and Appurtenances, and UFC 3-240-08FA, Sanitary and Industrial 


Wastewater Collection: Pumping Stations and Force Mains. 


1.2. Requirements Determination.  Determine requirements according to UFC 3- 


240-07FA, UFC 3-240-08FA, and AFI 32-1067. 


1.3. Scope Determination.  See UFC 3-240-07FA, UFC 3-240-08FA, and AFI 32- 


1067. 


1.4. Dimensions.  See UFC 3-240-07FA, UFC 3-240-08FA, and AFI 32-1067. 


1.5. Design Considerations.  Site facilities in compliance with explosive safety standards 


of DoD 6055.9-Std and AFMAN 91-201. Ensure facility design complies with local, state 


and federal requirements and other guidance as defined in:  


1.5.1. Mandatory Requirements.  Although there is considerable flexibility in most 


of the guidance provided in this Manual, treat those sections identified as based on 


law, applicable Codes, Executive Orders, DoD Directives, Federal Regulations, Air 


Force Policy, and other governing standards accordingly.  Any deviations require 


MAJCOM approval. 


1.5.2. Exceptions.  The application of some United States (US) or Continental United 


States (CONUS) environmental policies is not applicable in all situations. In such 


instances, consult the Overseas Environmental Baseline Guidance Document and 


Final Governing Standards (OEBGD/FGS) for guidance in overseas locations not 


covered by US or CONUS environmental policies 








Solid Waste Disposal Facility.  FAC: 8331 


CATCODE: 833354 


OPR: AFCEC/COS 


OCR: AFCEC/CFT 


1.1. Description.  See AFI 32-7042. 


1.2. Requirements Determination.  Determine requirements according to UFC 3- 


240-07FA, UFC 3-240-08FA, UFC 3-240-14N, Solid Waste Disposal and AFI 32-7042. 


1.3. Scope Determination.  Contact OPR for latest requirements and guidance. 


1.4. Dimensions.  Contact OPR for latest requirements and guidance. 


1.5. Design Considerations.  Site facilities in compliance with explosive safety standards 


of DoD 6055.9-Std and AFMAN 91-201. Ensure facility design complies with local, state 


and federal requirements and other guidance as defined in:  


1.5.1. Mandatory Requirements.  Although there is considerable flexibility in most 


of the guidance provided in this Manual, treat those sections identified as based on 


law, applicable Codes, Executive Orders, DoD Directives, Federal Regulations, Air 


Force Policy, and other governing standards accordingly.  Any deviations require 


MAJCOM approval. 


1.5.2. Exceptions.  The application of some United States (US) or Continental United 


States (CONUS) environmental policies is not applicable in all situations. In such 


instances, consult the Overseas Environmental Baseline Guidance Document and 


Final Governing Standards (OEBGD/FGS) for guidance in overseas locations not 


covered by US or CONUS environmental policies 








Solid Waste Repository.  FAC: 8331 


CATCODE: 833356 


OPR: AFCEC/COS 


OCR: AFCEC/CFT 


1.1. Description.  Container designed for the storage and eventual transfer of solid waste. 


Hazardous materials are prohibited from this type disposal. 


1.2. A defined facility standard is not currently available for this CATCODE.  By default, 


all requirements are user justified until a standard is established or adopted. 








Solid Waste Disposal Facility (Non-Hazardous Landfill).  FAC: 8333 


CATCODE: 833360 


OPR: AFCEC/COS 


OCR: AFCEC/CFT 


1.1. Description.  Sanitary landfill for the disposal of non-hazardous solid waste. 


1.2. A defined facility standard is not currently available for this CATCODE.  By default, 


all requirements are user justified until a standard is established or adopted. 








Hazardous Waste Disposal Landfill.  FAC: 8334 


CATCODE: 833361 


OPR: AFCEC/COS 


OCR: AFCEC/CFT 


1.1. Description.  This category code identifies those landfills that are used for the disposal 


of hazardous/waste as defined by 40 CFR 261. See also 40 CFR 264, Subpart N-Landfills 


for permitted hazardous waste landfills. 


1.2. A defined facility standard is not currently available for this CATCODE.  By default, 


all requirements are user justified until a standard is established or adopted. 








Storm Drainage Disposal.  FAC: 8321 


CATCODE: 871183 


OPR: AFCEC/COS 


OCR: AFCEC/CFT 


1.1. Description.  Components of the storm drainage system to include piping, channels, 


catch basins, culverts, and manholes, etc. 


1.2. A defined facility standard is not currently available for this CATCODE.  By default, 


all requirements are user justified until a standard is established or adopted. 





