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NOTE: This guide specification covers the
preparati on and use of Design-Bid-Build (DBB) and
Design-Build (DB) Quality Control. This section, as
edited, nmust be reviewed and approved by the
Admi ni stering Construction Ofice prior to the 100
percent design subm ssion

Adhere to UFC 1-300-02 Unified Facilities Guide
Speci fications (UFGS) Fornmat Standard when editing
this gui de specification or preparing new project
specification sections. Edit this guide
specification for project specific requirenents by
addi ng, deleting, or revising text. For bracketed
itens, choose applicable iten(s) or insert
appropriate information.

Renove information and requirements not required in
respective project, whether or not brackets are
present.

Conment s, suggestions and reconmended changes for
this gui de specification are wel come and shoul d be
submtted as a Criteria Change Request (CCR)

Rk Ik kR IR R R Ok O e S O R AR Rk I R O o O R R R S O I S S S

R I R R R I R R I R R R I R I R R I R R I R R R R I R R I R O O

NOTE: For Navy - Wen this specification is used,

it will be in conjunction with Section 01 32 16.00 20
SMALL PROJECT CONSTRUCTI ON PROGRESS SCHEDULES, or

01 32 17.00 20 COST- LOADED NETWORK ANALYSI S
SCHEDULES ( NAS).

R I R I R I R I R R I R R R I R R I R I R R R R R R I R R I R O O

EE R R R S I R R I R I R I R S R R R R S R I R I R I R R S R R S R R R

NOTE: Options to allow for the QC Manager to serve
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as the Site Safety and Health O ficer or the Project
Superi ntendent or both have been incorporated into
this gui de specification. These options can include
the use of QC Specialists responsible for perform ng
QC for specific areas of work and for a specified
frequency. Specify QC Specialists for those areas of
work that are of sufficient conplexity or size to
justify the expense.

Consi der:

a. Design and conplexity of project.
b. Location of project.

c. Cost and type of Contract.

d. Characteristics of area construction | abor
mar ket .

e. Amount and type of off-site fabrication
f. Duration of project.

When requiring the use of a Registered Professiona
Engi neer/ Architect or a graduate Engi neer/Architect
for the QC Manager or QC Specialist(s), keep in mnd
t he additional cost. The over-specifying of
expertise for QC personnel should be avoi ded.

EE R R R S I R R I R I R I R S R R R R S R R I R R R S R R R R R

PART 1 GENERAL

Rk Ik kR IR R R Ok O e S O R AR Rk I R O o O R R R S O I S S S

NOTE: This section contains tailoring options for
ARMY, NAVY, COWM SSI ONI NG | NDOOR Al R QUALITY,
DESI GN- BUI LD, SPECI AL | NSPECTI ONS, DESI G\- Bl D- BUI LD,
and SECURE SPACE

Rk Ik kR IR R R Ok O e S O R AR Rk I R O o O R R R S O I S S S

1.1 REFERENCES

EE R R R S I R R I R I R I R S R R R R S R R I R R R R R S R R R O

NOTE: This paragraph is used to list the
publications cited in the text of the guide
specification. The publications are referred to in
the text by basic designation only and listed in

t hi s paragraph by organi zation, designation, date,
and title.

Use the Reference Wzard's Check Reference feature
when you add a Reference ldentifier (R D) outside of
the Section's Reference Article to automatically

pl ace the reference in the Reference Article. Also
use the Reference Wzard' s Check Reference feature
to update the issue dates.

Ref erences not used in the text will automatically
be deleted fromthis section of the project
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1

1

speci fication when you choose to reconcile
references in the publish print process.

Rk Ik kR IR R R Ok O e S O R AR Rk I R O o O R R R S O I S S S

The publications listed below forma part of this specification to the
extent referenced. The publications are referred to in the text by the
basi ¢ designation only.

ASTM | NTERNATI ONAL ( ASTM

ASTM C1077 (2017) Standard Practice for Agencies
Testing Concrete and Concrete Aggregates
for Use in Construction and Criteria for
Testing Agency Eval uation

ASTM D3666 (2016) Standard Specification for M nimm
Requi renents for Agencies Testing and
I nspecting Road and Paving Materials

ASTM D3740 (2019) M ni mum Requi renents for Agencies
Engaged in the Testing and/or |nspection
of Soil and Rock as Used in Engineering
Desi gn and Construction

ASTM E90 (2009; R2016) Standard Test Method for
Laborat ory Measurenent of Airborne Sound
Transm ssion Loss of Building Partitions
and El enents

ASTM E329 (2021) Standard Specification for Agencies
Engaged in Construction |nspection,
Testing, or Special |nspection

ASTM E543 (2021) Standard Specification for Agencies
Perform ng Non-Destructive Testing

U S. ARW CORPS OF ENG NEERS (USACE)

EM 385-1-1 (2014) Safety -- Safety and Health
Requi r enent s Manual

ER 1110-3-12 (2021) Mlitary Engi neering and Design
Qual ity Managenent

2 PAYMENT

Rk Ik kR IR R R Ok O e S O R AR Rk I R O o O R R R S O I S S S

NOTE: The follow ng paragraph has tailoring for
DESI G\ Bl D- BUI LD and DESI G\ BUI LD,

EE R I R R S I R R R I R I R S R R R R S R I R I R R R R R R R R

Separate paynent will not be made for providing and maintaining an
effective Quality Control program Include all associated costs in the
applicable Bid Pricing Schedule item

3 SUBM TTALS

Rk Ik kR IR R R Ok O e S O R AR Rk I R O o O R R R S O I S S S

NOTE: Review Submittal Description (SD) definitions
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in Section 01 33 00 SUBM TTAL PROCEDURES and edit
the following list, and correspondi ng subnittal
items in the text, to reflect only the submttals
required for the project. The CGuide Specification
techni cal editors have classified those itens that
requi re Governnent approval, due to their conplexity
or criticality, with a "G'. GCenerally, other
submittal items can be reviewed by the Contractor's
Quality Control System Only add a “G to an item
if the submittal is sufficiently inportant or
conplex in context of the project.

For Arny projects, fill in the enpty brackets
following the "G' classification, with a code of up
to three characters to indicate the approving
authority. Codes for Arny projects using the

Resi dent Managenent System (RVS) are: "AE" for
Architect-Engineer; "DO'" for District Ofice

(Engi neering Division or other organization in the
District Ofice); "AO" for Area Ofice; "RO for
Resident O fice; and "PO' for Project Ofice. Codes
following the "G' typically are not used for Navy
and Air Force projects.

The "S" classification indicates subnmittals required
as proof of conpliance for sustainability Quiding
Principles Validation or Third Party Certification
and as described in Section 01 33 00 SUBM TTAL
PRCOCEDURES.

Choose the first bracketed itemfor Navy and Air
Force projects, or choose the second bracketed item
for Army projects.

Rk Ik kR IR R R Ok O e S O R AR Rk I R O o O R R R S O I S S S

Covernment approval is required for submttals with a "G' or "S"
classification. Subnittals not having a "G' or "S" classification are
[for Contractor Quality Control approval.][for information only. Wen
used, a code following the "G' classification identifies the office that
will reviewthe submttal for the Government.] Subnmit the following in
accordance with Section 01 33 00 SUBM TTAL PROCEDURES.

SD-01 Preconstruction Subnmttals

kkhkkhkkhkkhhkkhhkkhhkhhkhhkhhkhkhhkhhkhhkhhkhhkhhkhkdhhkhhkhhkhhkhhkhkkhkhkkhhkk hkrhkhhkhhkhkhkhkk kkkihkihkihkhkk khkkikkikki*x*%

NOTE: For projects in the NAVFAC PAC Area of
Operation, and for the submttal (s) identified as
SD- 01 Preconstruction Submittals, select the "G
designation requiring Governnent approval for
Contractor Quality Control (QC Pl an.

kkhkkhkkhkkhhkkhhkkhhkhhkhhkhhkhkhhkhhkhhkhhkhhkhhkhkdhhkhhkhhkhhkhhkhkkhkhkkhhkk hkrhkhhkhhkhkhkhkk kkkihkihkihkhkk khkkikkikki*x*%

Contractor Quality Control (CQC) Plan; C, | 11

Addi tional Requirenments For Design Quality Control (DQC) Plan; ([,
[ 1]

SD- 05 Design Data
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1.

1.

Design Quality Contro

Di sci pline-Specific Checklists

Design Quality Control Documentation (DQCD)
SD- 06 Test Reports

Verification Statenent
SD-07 Certificates

Certificate O Readiness; ¢, [ 11

4 GENERAL REQUI REMENTS

kkhkkhkkhkkhhkkhhkkhhkhhkhhkhhkhkhhkhhkhhkhhkhhkhhkhkdhhkhhkhhkhhkhhkhkkhkhkkhhkk hkrhkhhkhhkhkhkhkk kkkihkihkihkhkk khkkikkikki*x*%

NOTE: The foll owi ng paragraph includes tailoring
for DESI G\-BUI LD.

R R R I R I R R I R I R R I R R R I R R I I R R R I R I R I

Establ i sh and maintain an effective quality control (QC) systemthat
conplies with FAR 52.246-12 Inspection of Construction. QCis conprised
of plans, procedures, and organi zati on necessary to produce an end product
that conplies with the Contract requirements. The QC system covers al
desi gn and construction operations, both onsite and offsite, and nust be
keyed to the proposed design and constructi on sequence. The Quality
Control Manager, Superintendent, Site Safety and Health O ficer (SSHO,
and all on-site supervisors are responsible for the quality of work and
are subject to renpval by the Contracting O ficer for non-conpliance with
the quality requirenents specified in the Contract. The Quality Control
Manager must namintain a physical presence at the work site at all tines
and is the primary individual responsible for all quality control

5 QUALI TY CONTRCL (QC) PROGRAM REQUI REMENTS

EE R R R S I R R I R R I R S R R R S R R R S I R I R I R R R R R S R R

NOTE: The follow ng paragraph has tailoring for
COVM SSI ONI NG and SPECI AL | NSPECTI ONS

Rk Ik kR IR R R Ok O e S O R AR Rk I R O o O R R R S O I S S S

Establish and maintain a QC program as described in this section. This QC
programis a key elenent in neeting the objectives of the Comm ssioning
Process (Cx). The QC program consists of a QC Organization, QC Plan, QC
Pl an Meeting(s), a Coordination and Mitual Understandi ng Meeting, QC

neeti ngs, three phases of control, submittal review and approval, testing,
conpl etion inspections, QC certifications, independent Special |nspections
in accordance with Section 01 45 35 SPECI AL | NSPECTI ONS, and document ati on
necessary to provide materials, equipnment, workmanship, fabrication
construction and operations that conply with the requirenents of this
Contract. The QC program nmust cover on-site and off-site work and be
keyed to the work sequence. No construction work or testing may be
performed unl ess the QC Manager is on the work site. The QC Manager rmust
report to an officer of the firmand not be subordinate to the Project
Superi ntendent or the Project Manager. The QC Manager, Project
Superi nt endent and Proj ect Manager nust work together effectively.

Al t hough the QC Manager is the primary individual responsible for quality
control, all individuals will be held responsible for the quality of work
on the job.
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1.5.1 Meet i ngs
1.5.1.1 Quality Control Plan Meeting

Prior to submi ssion of the QC Plan, the Contractor may request a neeting

with the Contracting Oficer to discuss the QC Plan requirenents of this
Contract.

The purpose of this nmeeting is to devel op a mutual understanding of the QC
Pl an requirenments prior to plan devel opnent and subm ssion and to agree on
the Contractor's list of Definable Feature of Wrk (DFOW.

1.5.1.2 Coordi nati on and Miutual Understandi ng Meeting

Rk Ik Sk kR IR R R O O Ok e S S R AR Ik R R O o O R O I S bk b R

NOTE: Tailored text in the follow ng paragraph
provi des | anguage for DESI G\ Bl D-BU LD and
DESI G\N- BUI LD construction procurenents.

EE R R R S I R R R I R S R R R R R O S R R I R R R R R R R R

After the Preconstruction Conference, Post Award Conference, before start
of design or construction, and prior to acceptance by the CGovernnent of
the CQC Plan, neet with the Contracting Oficer and discuss the
Contractor's quality control system During the nmeeting, a mnutual
under st andi ng of the systemdetails nust be devel oped, including the forms
for recording the CQC operations, design activities, control activities,
testing, adm nistration of the systemfor both onsite and offsite work,
and the interrelationship of Contractor's Management and control with the
CGovernment's Quality Assurance. Mnutes of the nmeeting will be prepared
by the QC Manager and signed by the Contractor, the Architect/Engineer
(AVE), and the Governnment. Provide a copy of the signed ninutes to all
attendees[ and include in the QC Plan]. At a minimmthe Coordi nati on and
Mut ual Under st andi ng Meeting must be repeated when a new QC Manager is
appoi nted. There can be other occasi ons when subsequent conferences wil|l
be called by either party to reconfirm nutual understandi ngs or address

deficiencies in the CQC system or procedures which can require corrective
action by the Contractor.

1.5.1.2.1 Pur pose

EE R R R S R R I R I R I R S R R S R I R S I R I R I R R R R R I R R R

NOTE: The foll owi ng paragraph contains tailoring
for COVM SSI ONI NG and SPECI AL | NSPECTI ONS.

Rk Ik kR IR R R Ok O e S O R AR Rk I R O o O R R R S O I S S S

The purpose of this nmeeting is to devel op a nmutual understanding of the QC
details, including docunentation, adninistration for on-site and off-site
wor k, design intent, Cx in accordance with Section 01 91 00.15 BUI LD NG
COW SSI ONI NG, environnental requirenments and procedures, coordi nation of
activities to be perforned, Special Inspections, and the coordination of
the Contractor's managenment, production, and QC personnel. At the
neeting, the Contractor must explain in detail how three phases of control
will be inplenented for each DFON as well as how each DFOWwi || be

af fected by each nanagenent plan or requirenent as |isted bel ow

a. Waste Managenent Pl an.

b. Procedures for noise and acoustics nanagenent.
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c. Environnental Protection Plan.

d. Environmental regulatory requirenents.

R R R I R I R I R R I R R R I R R R I R R I R R R R I R I R O O O

NOTE: The following itemis tailored for
COWM SSI ONI NG

IR R R R R R R E R R R R R R R R R E R E R R EE R E RS R EREEEREREEEREEEREREEEEEEEREEEREEREREEEREEREEEERI

[e]. C Plan requirenents in accordance with Section 01 91 00.15 BU LDl NG
COW SSI ONI NG

R R I R I R I R R I R R R I R R R I R R I R R R I R R I R O

NOTE: The following itemis tailored for SPECH AL
| NSPECTI ONS.

IR R R R R R R E R R R R R R R R R E R E R R EE R E RS R EREEEREREEEREEEREREEEEEEEREEEREEREREEEREEREEEERI

[e][f]. Special Inspections.

IR R R R R R R E R R R R R R R R R E R E R R EE R E RS R EREEEREREEEREEEREREEEEEEEREEEREEREREEEREEREEEERI

NOTE: The following itemis tailored for | NDOOR Al R
QUALI TY.

R R R R R I R R I R I R R I R R I R I R R I R R R R I R R I R O O

[e][fl[g]. Indoor Air Quality (l1AQ Managenent Pl an.
1.5.1.2.2 Coordi nation of Activities

EE R R R S I R R I R I R I R S R R R R S R R I R R R S R R R R R

NOTE: The foll owi ng paragraph contains tailoring
for 1 NDOOR Al R QUALITY and SPECI AL | NSPECTI ONS.

Rk Ik kR IR R R Ok O e S O R AR Rk I R O o O R R R S O I S S S

Coordi nate activities included in various sections to assure efficient and
orderly installation of each conponent. Coordinate operations included
under different sections that are dependent on each other for proper
installation and operation. Schedule construction operations with

consideration for indoor air quality as specified in the | AQ Managenent
Pl an. Coor di nat e Speci al |nspections.

1.5.1.2.3 Att endees

EE R R R S I R I R R I R S R R R R S R R I R R R S R R S R R

NOTE: The foll owi ng paragraph contains tailoring
for SPECI AL | NSPECTI ONS and COVM SSI ONI NG

Rk Ik kR IR R R Ok O e S O R AR Rk I R O o O R R R S O I S S S

As a minimum the Contractor's personnel required to attend include an
officer of the firm the Project Manager, Project Superintendent, QC
Manager, Alternate QC Manager,[ Assistant QC Manager,][ QC Specialists,]
Speci al | nspector,[ Special Inspector of Record,] Comm ssioning Provider
(CxCQ), Environmental Manager, and subcontractor representatives. Each
subcontractor who will be assigned QC responsibilities nust have a
principal of the firmat the neeting.

1.5.1.3 Quality Control (QC) Meetings

Rk Ik kR IR R R Ok O e S O R AR Rk I R O o O R R R S O I S S S
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NOTE: The foll owi ng paragraph contains tailoring
for SPECI AL | NSPECTI ONS and COWM SSI ONI NG

Rk Ik kR IR R R Ok O e S O R AR Rk I R O o O R R R S O I S S S

After the start of construction, conduct weekly QC neetings |led by the QC
Manager at the work site with the Project Superintendent,[ the QC
Specialists,] the Special |Inspector,[ the Special |nspector of Record,]
CxC, and the other personnel as necessary. The QC Manager is to prepare
the m nutes of the neeting and provide a copy to the Contracting O ficer
within two working days after the neeting. The Contracting O ficer nmay
attend these nmeetings. As a mininum acconplish the follow ng at each
neeti ng:

a. Review the mnutes of the previous neeting.

b. Review the schedule and the status of work and deficiencies/rework.
Revi ew the nmost current approved schedule (in accordance with schedul e
specification) and the status of work and deficiencies/rework.

c. Review the status of subnittals and Request For Information (RFIs).

Rk Ik kR IR R R Ok O e S O R AR Rk I R O o O R R R S O I S S S

NOTE: The following itemcontains tailoring for
NAVY and ARM.

EE R I R R S I R R I R I R I R S R R R R S I R R I R R R S S R S R R

d. Review the work to be acconplished in the next three weeks as defined
by the schedul e secti on paragraph THREE- WEEK LOOK AHEAD in Section
01 32 17.00 20 COST- LOADED NETWORK ANALYSI S SCHEDULES ( NAS) WEEKLY
PROGRESS MEETI NGS in Section 01 32 01.00 10 PRQJECT SCHEDULE and all
docunentation required for that work.

e. Review Testing Plan and Log including status of tests perforned since
[ ast QC Meeti ng.

f. Resolve QC and production problens. D scuss status of pendi ng change
orders.

g. Address itens that may require revising the QC Pl an.

h. Review Accident Prevention Plan (APP) and effectiveness of the safety
program

i. Review environnental requirenents and procedures.
j . Review Environnental Mnagenent Pl an.
k. Review Waste Managenent Pl an.

. Review the status of training conpletion.

kkhkkhkkhkkhhkkhhkkhhkhhkhhkhhkhkhhkhhkhhkhhkhhkhhkhkdhhkhhkhhkhhkhhkhkkhkhkkhhkk hkrhkhhkhhkhkhkhkk kkkihkihkihkhkk khkkikkikki*x*%

NOTE: The following itemis tailored for
COW SSI ONI NG

R R I R R I R R I R R R I R R I R I R R I R R R R I R R R O O

m Review Cx Plan and progress. Review |Issues Log and resol ution.

kkhkkhkkhkkhhkkhhkkhhkhhkhhkhhkhkhhkhhkhhkhhkhhkhhkhkdhhkhhkhhkhhkhhkhkkhkhkkhhkk hkrhkhhkhhkhkhkhkk kkkihkihkihkhkk khkkikkikki*x*%
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NOTE: The following itemis tailored for | NDOOR Al R
QUALI TY.

kkhkkhkkhkkhhkkhhkkhhkhhkhhkhhkhkhhkhhkhhkhhkhhkhhkhkdhhkhhkhhkhhkhhkhkkhkhkkhhkk hkrhkhhkhhkhkhkhkk kkkihkihkihkhkk khkkikkikki*x*%

[M[n]. Review | AQ Managenent Pl an.

1.5.2 Contractor Quality Control (CQC) Plan

Rk Ik kR IR R R Ok O e S O R AR Rk I R O o O R R R S O I S S S

NOTE: The foll owi ng paragraph contains tailoring
for NAVY, ARMY, and DESI G\ BU LD.

EE R R R S I R R I R I R I R S R R R R R R S R R I R I R R R R R R O

Submit no later than [30] | ] days after Contract Award after receipt
of notice to proceed, the CQC Plan proposed to inplenment the requirements
FAR 52.246-12 | nspection of Construction. The Government w || consider an
interimplan for the first [ ] days of operation. Design and
Construction will be permitted to begin only after acceptance of the CQC
Pl an and ot her Contract requirenents or acceptance of an interimplan
applicable to the particular feature of work to be started. W rk outside
of the accepted interimplan will not be permitted to begin until
acceptance of a CQC Plan or another interimplan containing the additional
work. Design work is not permtted to start prior to approval of a Design
Quality Control Plan.

1.5.2.1 Content of Contractor Quality Control (CQC) Plan

Provide a CQC Plan, prior to start of construction that includes a table
of contents, with major sections identified, pages nunmbered sequentially,
and that docunents the proposed nmethods and responsibilities for
acconplishing quality control during the construction of the project. The
CQC Plan nust at a mninmuminclude the follow ng sections:

a. A description of the quality control organization and acknow edgment
that the CQC staff will inplement the three phase control systemfor
all aspects of the work specified.

b. An organizational chart showing the quality control organization with
i ndi vidual nanes and job titles and lines of authority up to an
executive of the conmpany at the home office.

c. NAMES AND QUALI FI CATIONS: Nanes and qualifications, in resune fornmat,
(including position titles and durations for qualifying experiences)
for each person in the QC organization. |Include the Construction
Qual ity Managenent (CQVW) for Contractors course certifications for the
QC personnel as required by the paragraph CONSTRUCTI ON QUALI TY
MANAGEMENT TRAI NI NG,

d. DUTIES, RESPONSIBILITY AND AUTHORI TY OF QC PERSONNEL: Duti es,
responsibilities, and authorities of each person in the QC
or gani zati on.

e. QUTSI DE ORGANI ZATIONS: A listing of outside organizations, such as
architectural and consulting engineering firnms, that will be enpl oyed
by the Contractor and a description of the services these firns will
provi de.

Rk Ik kR IR R R Ok O e S O R AR Rk I R O o O R R R S O I S S S

NOTE: The following itemcontains tailoring for
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DESI GN- BUI LD and COVM SSI ONI NG

EE R I R R S I R R I R I R I R S R R R R S R I R R R R S R R R R S O

f. APPO NTMENT LETTERS: Letters signed by an officer of the firm
appoi nting the QC Manager and Alternate QC Manager, Design Quality
Control Manager, CxC, and stating that they are responsible for
i mpl enenting and managi ng the QC program as described in this
Contract. Include in this letter the responsibility of the QC Manager
and Alternate QC Manager to inplenent and manage the three phases of
control, and their authority to stop work that is not in conpliance
with the Contract. Letters of direction are to be issued by the QC
Manager to [the Assistant QC Manager and ]Jall other QC Specialists or
quality control representatives outlining their duties, authorities,
and responsibilities. Include copies of the letters in the Q Plan.

kkhkkhkkhkkhhkkhhkkhhkhhkhhkhhkhkhhkhhkhhkhhkhhkhhkhkkhhkkhhkrhkhhkhhkhkhkhkhhk hkhhkhhkhhkhkhkhkk kkk k) hkihkhkk khkkikkikki*x*%

NOTE: The following itemcontains tailoring for
DESI G\- BUI LD.

R R I R I R I I R R I R R R I R R R I R R R R R R I R R I R R O O

g. SUBM TTAL PROCEDURES AND | NI TI AL SUBM TTAL REGQ STER.  Procedures for
revi ewi ng, approving, scheduling, and managi ng submittals, including
t hose of subcontractors, designers of record, consultants,
architect-engineers (AE), offsite fabricators, suppliers, and
pur chasi ng agents. Provide the nane(s) of the person(s) in the QC
organi zation authorized to review and certify subnittals prior to
approval. Provide the initial submittal of the Submttal Register as
specified in Section 01 33 00 SUBM TTAL PROCEDURES.

h. TESTI NG LABORATORY | NFORMATI ON:  Testing | aboratory information
requi red by the paragraph ACCRED TATI ON REQUI REMENTS, as applicable.

i. TESTING PLAN AND LOG. A Testing Plan and Log that includes the tests
requi red, associated feature of work required, referenced by the
speci fication paragraph number requiring the test, the frequency, and
t he person responsible for each test.

R R I R I R I I R R I R R R I R R R I R R R R R R I R R I R R O O

NOTE: The following itemcontains tailoring for
DESI G\- BUI LD

kkhkkhkkhkkhhkkhhkkhhkhhkhhkhhkhkhhkhhkhhkhhkhhkhhkhkdhhkhhkhhkhhkhhkhkkhkhkkhhkk hkrhkhhkhhkhkhkhkk kkkihkihkihkhkk khkkikkikki*x*%

j. Procedures to conplete design and construction deficiencies from
identification through acceptable corrective action. Establish
verification procedures that identified deficiencies have been
corrected. This phase is performed prior to beginning work on each
definable feature of work, after all required plans, docunents,
materials are approved, and after copies are at the work site.

k. Reporting procedures, including proposed reporting formats.

. Procedures for submitting and revi ewi ng desi gn changes/vari ati ons
prior to submission to the Contracting Oficer

R R I R R I R R I R R R I R R I R I R R I R R R R I R R R O O

NOTE: The following itemcontains tailoring for
DESI G\- BUI LD

kkhkkhkkhkkhhkkhhkkhhkhhkhhkhhkhkhhkhhkhhkhhkhhkhhkhkdhhkhhkhhkhhkhhkhkkhkhkkhhkk hkrhkhhkhhkhkhkhkk kkkihkihkihkhkk khkkikkikki*x*%
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m LI ST OF DEFI NABLE FEATURES: A Definable Feature of Work (DFOW is a
task that is separate and distinct fromother tasks and has control
requi renents and work crews unique to that task. A DFONis identified
by different trades or disciplines, or it is work by the same trade in
a different environment. A DFOWNis by definition any itemor activity
on the construction schedul e, and the schedul e specification provides
direction regarding how the DFON are to be structured. Include in
the list of DFOM for all activities on the Construction Schedul e.
Provi de separate DFOMN in the Network Anal ysis Schedule for each
desi gn devel opnent stage and submittal package. Although each section
of the specifications can generally be considered as a definable
feature of work, there are frequently nore than one definable features
under a particular section. ldentify the specification section nunber
and schedul e activity ID for each DFOVNIisted. The DFOWNIist will be
reviewed in coordination with the constructi on schedul e and agreed
upon during the Coordination of Mitual Understanding Meeting.

n. PROCEDURES FOR PERFORM NG AND TRACKI NG THE THREE PHASES OF CONTROL:
Identify procedures used to ensure the three phases of control to
manage the quality on this project. For each Definable Feature of
Wrk (DFON, a Preparatory and Initial phase checklist will be filled
out during the Preparatory and Initial phase neetings. Conduct the
Preparatory and Initial Phases and meetings with a view towards
obtaining quality construction by planning ahead and identifying
potential problens for each DFON

kkhkkhkkhkkhhkkhhkkhhkhhkhhkhhkhkhhkhhkhhkhhkhhkhhkhkdhhkhhkhhkhhkhhkhkkhkhkkhhkk hkrhkhhkhhkhkhkhkk kkkihkihkihkhkk khkkikkikki*x*%

NOTE: The following is tailored for SPECH AL
| NSPECTI ONS

R R R R I R I R R R I R R R R R I R I R R R R R R I R R I R O O O

0. Coordinate schedul ed work with Special Inspections required by Section
01 45 35 SPECI AL | NSPECTI ONS, the Statenent of Special |nspections and
the Special Inspections Project Manual. Were the applicable code
i ssued by the International Code Council (1CC) calls for inspections
by the Building Oficial, the Contractor nust include the inspections
inthe Quality Control Plan and nust performthe inspections required
by the applicable ICC. The Contractor nust performthese inspections
usi ng i ndependent qualified inspectors. Include the Specia
I nspections Project Manual requirenents in the QC Pl an

EE R R R S R R I R I R I R S R R S R I R S I R I R I R R R R R I R R R

NOTE: Contact the Adm nistering Construction Ofice
to determine if the follow ng three paragraphs are

applicable to the project and edit.
EE IR I Sk S S I S S S I O R R R Rk S S Sk S O R R S Ik S I S R R Sk I O

[ [ol[p]. PROCEDURES FOR COVPLETI ON | NSPECTI ON: Procedures for identifying
and docunenting the conpletion inspection process. Include in these
procedures the responsible party for punch out inspection, pre-fina
i nspection, and final acceptance inspection

1[Ipl[g]- TRAI NI NG PROCEDURES AND TRAI NI NG LOG  Procedures for
coordi nati ng and docunenting the training of personnel required by the
Contract.

10[ql[r]. ORGAN ZATI ON AND PERSONNEL CERTI FI CATIONS LOG  Procedures for

coordi nating, tracking and docunmenting all certifications required for
entities such as subcontractors, testing |aboratories, suppliers, and
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personnel. The QC Manager will ensure that certifications are
current, appropriate for the work being perforned, and will not |apse
during any period of the Contract that the work is being performed.

11.5.2.2 Addi tional Requirenents for Design Quality Control (DQC) Plan

EE R R R S I R R I I R I R R R R R I R S I R R R I R I R R R R R I R

NOTE: This paragraph is tailored for DESI G\BU LD
and contains additional tailoring for ARMY and
NAVY. Use this paragraph for Design-Build projects
only.

For Army projects, use term Agency Techni cal Review
(ATR) for technical reviews on Civil Wrks projects
as defined by ER 1165-2-217. Use term | ndependent
Techni cal Review (I TR) for technical reviews on

M litary Engi neering Design projects as defined by
ER 1110-3-0201.

For Navy projects, Design Quality Control Reviews
are defined by FC 1-300-09N

Rk Rk Sk R R R R Sk O S O S I SRR o S Sk S Rk O O b S S R R SRRk S

The foll owi ng additional requirenents apply to the DQC Pl an

a.

Submit and naintain a DQC Plan as an effective quality control program
whi ch assures that all services required by this Contract are
performed and provided in a nmanner that neets professiona

architectural and engineering quality standards. As a mininum al
docunents nust be technically reviewed by conpetent, independent
reviewers identified in the DQC Plan. The sanme el enent that produced
t he product may not performthe[ |ndependent Technical Review (ITR)]]
Agency Techni cal Review (ATR)] Design Quality Control Review Correct
errors and deficiencies in the design docunents prior to submtting
themto the Governnent.

I nclude the design schedule in the master project schedul e, show ng

t he sequence of events involved in carrying out the project design
tasks within the specific Contract period. Schedule nust include
sufficient detail to identify all major design tasks, including those
that control the flow of work. Include review and correction periods
associated with each item Schedul e nmust be a forward planni ng as
wel |l as a project nonitoring tool. The schedule reflects cal endar
days and not dates for each activity. |If the schedule is changed,
submt a revised schedule reflecting the change within 7 cal endar
days.

I nclude in the DQC Pl an the discipline-specific checklists to be used
during the design and quality control of each submttal. Submt at
each desi gn phase as part of the project docunentation these conpl eted
di sci pline-specific checklists. ER 1110-3-12 provi des sone usefu

i nformati on in devel opi ng checklists.

| npl enent the DQC Plan by a Design Quality Control Manager who has the
responsi bility of being cognizant of and assuring that all docunents
on the project have been coordi nated and who coordi nates work wi th and
reports to the Contracting Officer via the QC Manager. Notify the
Contracting Officer, in witing, of the name of the individual and the
nane of an alternate person assigned to the position.
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e. Provide Quality Control Docunentation procedures such as QC review
sets and QC conments to denonstrate that cross checking of al
engi neering disciple's design drawi ngs and specifications has taken
pl ace. The QC review docunentati on nust exhibit a checking process of
t he desi gn docunents for conpl eteness, accuracy, and constructability.

EE R R R S I R R I R R I R I R R R I R S I R I R I R I R R R R R R R R

NOTE: The following itens are tailored for NAVY.

Rk Rk Sk R R R R Sk O S O S I SRR o S Sk S Rk O O b S S R R SRRk S

f. Nanes of the individuals, including their respective firmnanes, who
will be serving as the Designer of Record (DOR) in their respective
desi gn di scipline.

g. Subnmit a formal Communication Plan that indicates the frequency of
design neetings and what information is covered in those neetings, key
desi gn decision points tied to the Network Anal ysis Schedul e and how
the DOR plans to include the Governnent in those decisions, peer
revi ew procedures, interdisciplinary coordination, design review
procedures, and conment resol ution

The Conmuni cation Plan nmust enphasi ze key deci sions and possi bl e

probl ens the Contractor and Governnent nay encounter during the design
phase of the project. Provide a plan to discuss design alternatives
and design coordination with the stakeholders at the key deci sion
points as they arise on the project. |Identify individual stakehol ders
and suggested comuni cation nethods that will be enployed to expedite
and facilitate each anticipated critical decision. Conmunication

net hods may include: Concept Design Workshop, over-the-shoul der

revi ew neetings, presentation at client's office, |ifecycle cost

anal ysis presentation, technical phone conversation, and formal review
nmeeting. The design portion of the Comuni cation Plan nust be witten
by the DQC Manager and confirmed during the Post Award Kick-off
Partnering. Update the Conmunication Plan at every Partnering neeting.

h. A statenent of Life Safety and Fire Protection Features |nspections
and Testing nust be prepared by the Fire Protection DOR  Exanpl es of
life safety and fire protection features include, but are not limted
to, water distribution systenms including fire punps and fire hydrants,
fire resistive assenblies such as fire rated walls/partitions, through
-penetration firestop systens, spray-applied fireproofing of
structural components, fire alarmand detection systens, fire
suppressi on and standpi pe systens, neans of egress conponents,
enmergency and exit lighting fixtures. The plan nmust include a listing
of the individuals, approved agencies or firnms that will be retained
for conducting the required i nspections and tests accompanied by a
description of individual inspector's experience, and a copy of al
required certifications. Additional copies of this plan nust be
submtted to the NAVFAC Fire Protection Engineer and the Installation
Fire Chief. This plan nust include the follow ng:

(1) Comprehensive list of systens, conmponents or features to be
i nspected and tested.

(2) Description of performance verification testing activities for
each system or conponent.

(3) Procedures and schedul es for functional performance tests of al
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systens requiring functional testing.

i. Procedures for ensuring the design docunents are submitted in
accordance with FC 1-300-09N, Navy and Mari ne Corps Design Procedures
and ot her procedures to ensure disciplines have been properly
coordinated to elimnate conflicts.

1.5.3 Acceptance of the Quality Control (QC) and Design Quality Contro
(DQC) Pl an

Rk Ik kR IR Rk O kO e S S R ARk Rk R R R e I O O R SRR I b S R R

NOTE: The foll owi ng paragraph contains tailoring
for ARW and DESI G\-BUI LD

EE R R R S I R I R I R I R S R R R R O S R R S R R R R R R R R

The Contracting Oficer's acceptance of the Contractor QC Plan, or interim
pl an applicable to the particular feature of work to be started, and
Design Quality Control Plan is required prior to the start of design and
construction. The Governnent will consider an interimplan for the first
[ ] days of operation. Wrk outside of the accepted interimplan wll
not be permitted to begin until acceptance of a CQC Plan or another
interimplan containing the additional work. The Contracting O ficer
reserves the right to require changes in the QC and DQC Pl an and
operations as necessary, including renmoval or addition of personnel, to
ensure the specified quality of work. The Contracting O ficer reserves
the right to interview any nenber of the QC and DQC organi zati on at any
tine to verify the submitted qualifications. Al QC and DQC organi zation
personnel are subject to acceptance by the Contracting Oficer. The
Contracting Oficer may require the renoval of any individual for

non- conpliance with quality requirements specified in the Contract.

1.5.4 Prelim nary Construction Work Aut horized Prior to Acceptance

Rk Rk Sk R R R R Sk O S O S I SRR o S Sk S Rk O O b S S R R SRRk S

NOTE: This paragraph is tailored for NAVY

R R R I R I R I R R I R R R I R I I R I R R I I R R R I R I R O O

The only construction work that is authorized to proceed prior to the
acceptance of the QC Plan is nobilization of storage and office trailers,
temporary utilities, and surveying with specific prior approval of the
Contracting Oficer

1.5.5 Notification of Changes

Notify the Contracting Officer, in witing, of any proposed changes in the
QC Pl an or changes to the QC organi zation personnel. Proposed changes are
subj ect to acceptance by the Contracting Oficer

1.5.6 Speci al | nspections

Rk Rk Sk R R R R Sk O S O S I SRR o S Sk S Rk O O b S S R R SRRk S

NOTE: This paragraph is tailored for SPECI AL
| NSPECTI ONS

Speci al I nspections are required for all projects
except the follow ng per |BC

1. Construction of a minor nature as determ ned by
t he desi gner of record. Were renovation
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construction does not alter existing gravity or
|ateral | oad resisting system would constitute
construction that is mnor in nature.

2. Uility and m scell aneous G oup U occupancies
that are accessories to a residential occupancy.

3. Portions of structures designed and constructed

in accordance with the cold-forned steel |ight-frame
construction provisions of Section 2211 of |IBC or
t he conventional light-frame construction provisions

of Section 2308 of |BC.

EE R I R R S I R R I R R S R I R R R I R R R R I R I R R R R R R R R

Performall required Special |nspections per Section 01 45 35 SPECI AL
| NSPECTI ONS, the statement of Special |Inspections and the Schedul e of
Speci al | nspecti ons.

1.6  QUALITY CONTROL (QC) ORGANI ZATI ON

Rk Ik kR IR R R Ok O e S O R AR Rk I R O o O R R R S O I S S S

NOTE: Consult with Admi nistering Construction
Ofice for qualifications of the QC organi zation
nmenbers.

EE R I R R S I R R I R I R I R S R R R R S I R R I R R R S S R S R R

1.6.1 Per sonnel Requirenents

Rk Rk Sk R R R R Sk O S O S I SRR o S Sk S Rk O O b S S R R SRRk S

NOTE: This paragraph is tailored for ARMY

EE R I R R S I R R I I R R I R I R I R R I R S I R I R I R I R R I R R R R R R R

Rk Rk Sk R R R R Sk O S O S I SRR o S Sk S Rk O O b S S R R SRRk S

NOTE: Sel ection of Design-Build construction text
required.

EE R R S I R I R I I R I R S R R R R R I R S I R R R I R I R R I R R R R R R R

The requirenents for the CQC organization are a Site Safety and Heal th
Oficer (SSHO, QC Manager, a Design Quality Manager, and enough qualified
personnel to ensure safety and Contract compliance. The SSHO reports
directly to a senior project (or corporate) official independent fromthe
QC Manager. The SSHO will also serve as a nenber of the CQC Staff
Personnel identified in the technical provisions as requiring specialized
skills to assure the required work is being perfornmed properly. The CQC
staff always maintains a presence at the site during progress of the work
and have conplete authority and responsibility to take any action
necessary to ensure Contract conpliance. The CQC staff will be subject to
acceptance by the Contracting O ficer. Provide adequate office space,
filing systens and other resources as necessary to nmaintain an effective
and fully functional CQC organization. Pronptly conplete and furnish al
letters, material submittals, shop drawi ng submittals, schedules, and al

ot her project docunmentation to the CQC organi zation. The CQC organi zation
is responsible for always nmaintaining these documents and records at the
site, except as otherw se acceptable to the Contracting Oficer
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1.6.2 Quality Control (QC) Manager

1.6.2.1 Duti es

Rk Ik kR IR R R Ok O e S O R AR Rk I R O o O R R R S O I S S S

NOTE: Consult with Adm nistering Construction
Ofice to deternine if QC Manager nmy serve as SSHO
or Project Superintendent or both based on
conplexity of project. Select the second bracketed
itemallowi ng Project Superintendent duties for
routine projects. Select the third bracketed item
all owi ng no other duties for |large or conplex

proj ects.

Renove the bracketed phrases referring to QC
Speci al i sts when none are specified.

Use the tailoring for the QC manager to be
responsi bl e for coordinating the Special |nspection
Activities when a Special |nspector of Record is not
required for the project.

Coordinate the | ast bracketed sentence with

par agraph QUALI TY CONTROL (QC) FOR [ SECURE SPACE]
[ CONTROLLED AREA] [ SOUND RATED] PERI METER
CONSTRUCTI ON of this specification

Rk Ik kR IR R R Ok O e S O R AR Rk I R O o O R R R S O I S S S

Rk Ik kR IR R R Ok O e S O R AR Rk I R O o O R R R S O I S S S

NOTE: The foll owi ng paragraph contains tailoring
for ARMY, NAVY, SPECI AL | NSPECTI ONS, and SECURE
SPACE

Rk Ik kR IR R R Ok O e S O R AR Rk I R O o O R R R S O I S S S

Provide a QC Manager at the work site to inplement and nmanage the QC
prograni, and to serve as the Site Safety and Health O ficer (SSHO as
detailed in Section 01 35 26 GOVERNMENTAL SAFETY REQUI REMENTS]. The QC
Manager nust be enpl oyed by the Prine Contractor. [In addition to

i mpl enenting and managi ng the QC program the QC Manager may performthe
duties of Project Superintendent. ][The only duties and responsibilities
of the QC Manager are to nanage and inplenent the QC programon this
Contract. ]The QC Manager nust attend the partnering neetings, QC Plan
Meet i ngs, Coordi nati on and Mutual Understandi ng Meeting, conduct the QC
neetings, performthe three phases of control[ except for those phases of
control designated to be performed by QC Specialists], performsubmtta
revi ew and approval, ensure testing is performed and provide QC
certifications and docunentation required in this Contract. The QC
Manager is responsible for managi ng and coordi nating the three phases of
control and docunentation performed by[ the QC Specialists,] testing

| aboratory personnel and any ot her inspection and testing personne
required by this Contract. The QC Manager is the manager of all QC
activities. The QC nanager is responsible for notifying the Specia

I nspector [and Special Inspector of Record] of activities which require
their review. The QC nanager is responsible for coordinating the Specia
I nspection activities, see paragraph CONTRACTOR S QUALI TY CONTROL (QC)
MANAGER, in Section 01 45 35 SPECI AL | NSPECTI ONS. The QC manager is
responsi ble for the quality control for[ Secure Space][ Controlled Area]]|
Sound Rated] perinmeter construction.
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1.6.2.2 Qualifications

Rk Ik kR IR R R Ok O e S O R AR Rk I R O o O R R R S O I S S S

NOTE: Designer of Record, Specification Witer, or
Proj ect Manager or both must consult with the
executing Construction Ofice to ensure proper
qualifications for the QC Manager are defined. Do
not specify qualifications here without first
consulting with the Adm nistering Construction
Ofice.

Select and edit first bracketed paragraph for
projects NOT requiring the QC Manager to have a
degree in engineering or architecture.

Sel ect and edit second bracketed paragraph for
projects requiring the QC Manager to have a
four-year degree in engineering or architecture.
Sel ect the bracketed option within the second
paragraph for a professionally |icensed engi neer or
regi stered architect.

For Navy projects, requiring the QC Manager to have
a degree in engineering or architecture with or

wi t hout professional |icensing or registration
shoul d be the exception and only reserved for the
nost conpl ex projects where the contractor will
likely employ a QC staff with QC Assistants as
opposed to a | one QC Manager.

Sel ection choices for technical/professiona

qgual i fications and experience | evels should be
conmmensurate with the project conplexity, |ocation
and execution considerations to assure the execution
of the QC process is reasonably within the
capacities of an individual neeting the sel ected
qualifications. |If specific State or Territory
registration is not specifically required for
contract execution edit using the "in a US State or

X . X
Territory" bracketed sel ection
EE IR I Sk S S I S S S I O R R R Rk S S Sk S O R R S Ik S I S R R Sk I O

[ The QC Manager must be an individual with a minimmof [5] [10] [ ]
years conbi ned experience in the follow ng positions: Project
Superi nt endent, QC Manager, Project Manager, Project Engi neer or
Construction Manager on simlar size and type construction Contracts which
i ncluded the major trades that are part of this Contract. The individua
nust have at least [2] [4] | ] years experience as a QC Manager. The
i ndi vidual mnust be famliar with the requirenents of EM 385-1-1 and have
experience in the areas of hazard identification, safety conpliance, and
sustainability.

Rk Ik kR IR R R Ok O e S O R AR Rk I R O o O R R R S O I S S S

NOTE: The foll owi ng paragraph contains tailoring
options for ARW

EE R R R S R R I R R I R S R R R R S R R I R I R R S R R R R O

][ The QC Manager must be a graduate engi neer, graduate architect, or a
graduate of construction nanagenent, with [a current professional engineer
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registration [in the state of [ ] [inaUS State or Territory]] or a
current licensed architect [in the state of [ ] [inaUS State or
Territory]] and] a m nimum of [10] [ ] years construction experience
as a Project Superintendent, QC Manager, Project Manager, Project Engi neer
or Construction Manager on simlar size and type construction Contracts
whi ch included the nmajor trades that are part of this Contract. The

i ndi vidual nust have at least [2] [4] | ] years experience as a QC
Manager. The individual nust be famliar with the requirenments of

EM 385-1-1 and have experience in the areas of hazard identification
safety conpliance, and sustainability.

The QC Manager and all nenbers of the QC organi zati on nmust be capabl e of
readi ng, witing, and conversing fluently in the English | anguage.

.6.2.3 Construction Quality Managenent Traini ng

In addition to the above experience and education requirenents, the QC
Manager and all menbers of the QC team nust have conpleted the CQM for
Contractors course. |f the QC Manager does not have a current
certification, obtain the COMfor Contractors course certification within
90 days of award. This course is periodically offered by the Naval
Facilities Engi neering Systens Command and the Arny Corps of Engineers.
Contact the Contracting Officer for information on the next schedul ed

cl ass.

The Construction Quality Managenent Training certificate expires after 5
years. |If the QC Manager's certificate has expired, retake the course to
remai n current.

[1.6.2.4 Quality Control Requirements for Multiple Wrk Sites

EE R R R I R R R R I R S R R R R O S R R S I R R R R R S R R R R

NOTE: Insert this paragraph when a contract has
nore than one work site that requires a separate
full-time QC Manager. Fill in the work site

| ocations below that require a full-time QC Manager
when a project has nore than one work site that
requires a dedicated full-tinme QC Manager

Just because a project has nore than one work site
doesn't automatically nean additional full-time QC
Manager (s) are required. Only consider specifying
additional full-time QC Managers when the contract
i ncl udes separate projects and each project is

uni quely different from one another usually having
separate plans and specifications. This is very
rare and should only be specified after careful
consi deration and consultation with the

adm ni stering construction office.

Rk Ik kR IR R R Ok O e S O R AR Rk I R O o O R R R S O I S S S

Provi de separate full-time QC Managers at the work sites |isted bel ow
Provide a separate full-tine QC Manager at the foll owing work sites:

a. [I NDI CATE WORK SI TE LOCATI ON|

b. [1ND CATE WORK SI TE LOCATI ON|
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[ c. [INDI CATE WORK SI TE LOCATI ON|

] The QC Managers for the work sites |isted above are each responsible for
i mpl enenting and managi ng the QC Program at the designated work site.
They must performthe three phases of control, performsubmttal review,
ensure testing is performed, and prepare QC certifications and
docunentation required by this Contract. The qualification requirenents
for the QC Managers at each site are listed in the paragraph
QUALI FI CATI ONS.

]1.6.3 Organi zati onal Changes

Maintain the QC staff with personnel as required by the specification
section at all times. When it is necessary to nmake changes to the QC
staff, revise the CQC Plan to reflect the changes and submit the changes
to the Contracting O ficer for acceptance.

1.6.4 Design Quality Control (DQC) Manager

R R R I R I R R I R I R R I R R R I R R I I R R R I R I R I

NOTE: This paragraph and subparagraphs are tail ored
for DESI G\ BUI LD.

Sel ection of design-build construction text required.

The foll owi ng paragraph contains tailoring option
for COW SSI ONI NG

For Navy projects, the designer should review
specification 01 33 10.05 20 DESI GN SUBM TTAL
PROCEDURES t 0 ensure proper coordination with Sl

subm ttals.
EIR IR IR R R S I I I I I I I I I I R R S I I R I R IR R IR I R R S R b A I I IR R R I b I b b E b I I I R I R I b b b b b I I b b b b b b b

The DQC Manager nust be a nenber of the QC organization, nust coordinate
actions with the QC Manager, and nust not be subordinate to the Project

Superi ntendent or the Project Manager. The DQC Manager nay al so act as

the CxCif all CxC qualifications are net.

1.6.4.1 Qualifications

R R I R I R I R R I R I R R I R R R I R R I R R R R I R I R O O

NOTE: The following itens are tailored for NAVY.

R R R R I R I R R I R R R I R R R R I R R I R R R R I R R I R O O

a. A mnimmof [5] [ ] years experience as a design Architect or
Engi neer on simlar size and type designs / or design-build
Contracts. Provide education, experience, and nmanagenent capabilities
on simlar size and type Contracts.

b. Be a registered professional engineer or architect with an active
registration. Provide proof of registration as part of the resune
subm ttal package.

c. Conplete the US Arny Corps of Engineers (USACE) course entitled
"Construction Quality Managenent (CQW) for Contractors."

Rk Rk Sk R R R R Sk O S O S I SRR o S Sk S Rk O O b S S R R SRRk S

NOTE: The following itemis tailored for ARMW.
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EE R I R R S I R R I R R S R I R R R I R S I R R R R I R R R R R R R R R

a.

Must be a person who has verifiable engineering or architectura
desi gn experience and is a registered professional engineer or
architect.

1.6.4.2 Responsibilities

1

a.

Be responsible for the design integrity, professional design
standards, and all design services required.

EE R I R R S I R R I I R R I R I R I R R I R S I R I R I R I R R I R R R R R R R

NOTE: The following itens are tailored for NAVY.

EE R R R S I R R I R R I R I R R R I R S I R I R I R I R R R R R R R R

6.5

Be a nenber of the DOR firm but may not be the DOR or the person
stanpi ng and approving final construction drawi ngs or approving
submittals.

Be responsi ble for devel opnent of the design portion of the QC Pl an,
i ncorporation and nmai ntenance of the approved Design Schedul e, and the
preparation of DQC Reports and minutes of all design neetings.

Participate in the Post Award Kick-Of, all design planning neetings,
desi gn presentations, partnering, and QC neetings.

| npl enent the DQC Plan and nust remain on staff involved with the
project until completion of the project.

Be cogni zant of and assure that all design docunents on the project
have been devel oped in accordance with the Contract.

Provi de Design Quality Control Docunentation (DQCD) which indicates
desi gn coordination of the engineering disciplines. Submt DQCD wth
the pre-final and final design submittals as required in Section 01 33
10. 05 20 DESI GN SUBM TTAL PROCEDURES.

Devel op the submittal register. Coordinate with each DOR to detern ne
what itens need to be submitted, and who needs to approve.

Provide QC certification for design conpliance.
Certify and sign statenent on each invoice that all work to be paid to
the DOR under the invoice has been conpleted in accordance with the

Contract requirenents.

Prepare weekly DQC Reports that document the work the design team
acconpl i shed that week.

Coordinate all training requirenments with the QC and in accordance
with Section 01 78 23 OPERATI ON AND MAI NTENANCE DATA.

Alternate Quality Control (QC) Manager Duties and Qualifications

EE R R R S I R R I R I R S R R R R S I R R I R R R R R R R R

NOTE: The foll owi ng paragraph contains tailoring
for NAVY.

Rk Ik kR IR R R Ok O e S O R AR Rk I R O o O R R R S O I S S S
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Desi gnate an alternate for the QC Manager at the work site to serve in the
event of the designated QC Manager's absence. The period of absence may
not exceed two weeks at one tine, and not nore than 30 workdays during a
cal endar year. The qualification requirenments for the Alternate QC
Manager mnust be the same as for the QC Manager.

[1.6.6 Assistant Quality Control (QC) Minager Duties and Qualifications

Rk Ik kR IR R R Ok O e S O R AR Rk I R O o O R R R S O I S S S

NOTE: This option will rarely be used. Select
either the first or second bracketed paragraph

Consi der specifying an Assistant QC Manager only if
this is a labor intensive project, a very conpl ex
project, a project with nultiple work sites, or a
project where shifts are worked. Select the first
bracket ed paragraph in nost cases. Select and edit
t he second paragraph when the project involves shift
work. Select the qualifications fromthe QC Manager
par agr aphs.

Del ete the words "Assistant QC Manager" throughout
this section when this paragraph is not used.

Fill in the qualification requirenments based on the
nature and conplexity of job. Consult with the
Admi ni stering Construction Ofice to deternine if an
Assi stant QC Manager is required and what the

qual i fications should be.

Rk Ik kR IR R R Ok O e S O R AR Rk I R O o O R R R S O I S S S

[ Provide a full-tinme assistant to the QC Manager at the work site to
performthe three phases of control, performsubnittal review, ensure
testing is perfornmed, and prepare QC certifications and docunentation
required by this Contract. The qualification requirenments for the
Assi stant QC Manager nust be [ 1. The individual nust be fanmiliar
with the requirenents of EM 385-1-1 and have experience in the areas of
hazard identification and safety conpliance.

J[Provide a full-tinme assistant to the QC Manager at the work site to
performthe three phases of control, performsubmittal review, ensure
testing is perfornmed, and prepare QC certifications and docunentation
required by this Contract. The Assistant QC Manager nust be on the work
site during supplenmental work shifts [beyond the regular shift] and
performthe duties of the QC Manager during such supplenmental shift work
The qualification requirements for the Assistant QC Manager must be [FILL
I N BASED ON NATURE AND COWVPLEXI TY OF JOB]. The individual nust be
famliar with the requirements of EM 385-1-1 and have experience in the
areas of hazard identification and safety conpliance.

] The Assistant QC Manager nust be capable of reading, witing, and
conversing fluently in the English | anguage.

11.6.7 Desi gner of Record (DOR) Qualifications

R R I R R I R R I R R R I R R I R I R R I R R R R I R R R O O

NOTE: This paragraph is tailored for NAVY and
DESI GN- BUI LD.

kkhkkhkkhkkhhkkhhkkhhkhhkhhkhhkhkhhkhhkhhkhhkhhkhhkhkdhhkhhkhhkhhkhhkhkkhkhkkhhkk hkrhkhhkhhkhkhkhkk kkkihkihkihkhkk khkkikkikki*x*%
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1

The DOR nust be a regi stered design professional, retained by the Prine
Contractor, responsible for the overall design and review of submtta
docunents prepared by others. The DOR is registered or licensed to
practice their respective design profession as defined by the statutory
requi renents of the professional registration laws in the state in which
t he desi gn professional works. The DOR cannot serve as the DQC Manager

.6.8 Conmmi ssi oni ng

Rk Rk Sk R R R R Sk O S O S I SRR o S Sk S Rk O O b S S R R SRRk S

NOTE: This paragraph is tailored for COVM SSI ONl NG

Coordi nate with Section 01 91 00.15 BUI LDI NG
COVM SSI ONI NG

Rk Rk Sk R R R R Sk O S O S I SRR o S Sk S Rk O O b S S R R SRRk S

Conmi ssioning (Cx) is a systematic, quality-focused process for delivery
of a project focusing on verifying and docunenting all conm ssioned
systens and assenblies are installed, tested, and operating as they were
pl anned and designed to neet the project requirenents. The Quality
Control requirenents outlined in this specification section are key in
supporting the objectives of the Cx process, specifically coordinating
testing, docunenting, and verifying proper system operation. Properly
executed the Quality Control support of Cx ensures tinmely execution of
necessary tasks to deliver the fully conmi ssioned and operating systenms in
coordination with the overall construction and project schedule.

Provide Cx in addition to the quality control requirements of this section
and not as a substitute for quality control requirenents. The QC Manager
is responsible for carrying out the three phases of control while ensuring
the functional performance and integrated systens tests are coordi nated
with the Cx provider as required for each systemto be comi ssi oned.

.6.8.1 Certificate of Readi ness

The QC Manager nust issue a Certificate of Readi ness for Governnent
approval for each systemto be conmi ssioned. Schedul e Functiona
Performance Tests for each systemonly after the Certificate of Readiness
has been approved by the Governnent for the system The Certificate of
Readi ness certifies that all required inspections have been conpl eted and
deficiencies that were identified through any prior review, inspection, or
test activity have been corrected before the start of Functiona
Performance Tests. Refer to Cx requirenents in Section 01 91 00. 15

BUI LDI NG COMM SSIONI NG for a list of systens to be conm ssi oned and
detail ed requirenments for the Cx provider

6.9 Quality Control (QC) Specialists

EE R I R R S I R R I R I R I R S R R R O S I R R R R R S R R S R R R

NOTE: Only specify QC Specialists for those areas

of work of sufficient conplexity or size where a

specialist is required to supplenent the QC

Manager. |In the Experience Matrix insert the nunber

of years based on project scope and conpl exity of

the project. The requirenment for a QC Speciali st

must be included in Part 3 of the technical section

of the specification where a QC Specialist is needed.
For Navy projects, the use of Registered

Pr of essi onal Engi neers or Architects for QC
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Specialists nay be allowed in special cases, but
only after consultation with and approval by the
Adnmi ni stering Construction Ofice. Indicate the
specific tinme and frequency when the QC Speci ali st
nmust be on the site.

TAB personnel nust be specified when the Contract
specifications contain Section 23 05 93 TESTI NG,
ADJUSTI NG, AND BALANCI NG FOR HVAC. Sel ect options
accordi ngly.

Del ete the words "QC Specialists" throughout this
section when this paragraph is not used.

Thi s paragraph has tailoring for DESI G\-BU LD and
ARMY

Rk Ik kR IR R R Ok O e S O R AR Rk I R O o O R R R S O I S S S

Provide a separate QC Specialist at the work site for each of the areas as
listed in the Matrix listed bel ow, who nust assist and report to the QC
Manager and who [may perform production rel ated duties but nust be all owed
sufficient time to perforn] [nmust have no duties other than] their
assigned quality control duties. These individuals or specialized
techni cal conpanies [are directly enployed by the Prine Contractor and
cannot be enpl oyed by a supplier or subcontractor on this project] [are
enpl oyees of the Prine or subcontractor including Designer of Record (DOR)
]. A single person can cover nore than one area provided that the single
person is qualified to performaquality control activities in each
designated and that workload allows. QC Specialists rmust be physically
present at the work site with frequency as indicated in the Experience
Matrix below, to participate in the QC Meetings, performthe three phases
of control, including participation in Preparatory and Initial Phase
neetings, and to perform and document Foll ow up inspections as an

ext ensi on of the QC Manager for each definable feature of work in their
area of responsibility. QC Specialist nmust assist and be present for
training events, and Critical System Acceptance inspections by the
CGovernnment. Qualification, experience, Area of Responsibility, and
frequency of QC surveillance are provided in Mtrix listed herein.

Experi ence Matri x

1. Area 2-1. Qalification 3-1. Area of Responsibility
2-2. Experience 3-2. Frequency

[Cvil] [2-1. Gaduate G vil [3-1. Area of
Engi neer or Construction Responsibility: [ ]

Manager with [a professional 3-2. Frequency of QC
engi neer registration [in the |surveillance and inspection

state of [_ 11, and ] will be [___ ] during
2-2. 2 years experience in installation and including
the type of work being final inspection.]

performed on this project or
technician with 5 years
rel ated experience]
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[ Mechani cal ]

[2-1. Graduate Mechani cal
Engi neer with [a professional
engi neer registration [in the
state of [___ 1], and ]

2-2. 2 years experience or
person with 5 years of
experience supervising
nmechani cal features of work
inthe field with a
construction conpany]

[3-1. Area of
Responsibility: [___ ]
3-2. Frequency of QC
surveill ance and inspection
will be [ ] during
installation and including
final inspection.]

[El ectrical]

[2-1. Graduate Electrical
Engi neer with [a professional
engi neer registration [in the
state of [___ 1], and ]

2-2. 2 years related
experience or person 5 years
of experience supervising

el ectrical features of work
inthe field with a
construction conpany]

[3-1. Area of
Responsibility: [___ ]
3-2. Frequency of QC
survei |l l ance and inspection
will be [ ] during
installation and including
final inspection.]

[Structural]

[2-1. Gaduate Cvil

Engi neer (with Structural
Track or Focus) or
Constructi on Manager with [a
pr of essi onal engi neer
registration [in the state of
[ 1], and]

2-2. 2 years experience or
person 5 years of experience
supervi sing structural
features of work in the field
with a construction conpany]

[3-1. Area of
Responsibility: [___ ]
3-2. Frequency of QC
surveill ance and inspection
will be [ ] during
installation and including
final inspection.]

[Architectural]

[2-1. G aduate Architect
with [a registered architect
[in the state of [____ 1],
and ]

2-2. 2 years experience or
person with 5 years rel ated
experi ence]

[3-1. Area of
Responsibility: [___ ]
3-2. Frequency of QC
survei |l l ance and inspection
will be [___ ] during
installation and including
final inspection.]

[ Envi ronnent al ]

[2-1. G aduate Environnental
Engi neer with [a professional
engi neer registration [in the
state of [_ 11, and ]
2-2. 3 years experience]

[3-1. Area of
Responsibility: [___ ]
3-2. Frequency of QC
survei ll ance and inspection
will be [___ ] during
installation and including
final inspection.]
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[ Submi ttal s]

[2-1. Submittal Cerk

[3-1. Area of

2-2. 1 year experience] Responsibility: [___ ]
3-2. Frequency of QC
survei ll ance and inspection
will be [___ ] during
installation and including
final inspection.]
[Cccupied Family [2-1. Person, custoner [3-1. Area of
Housi ng] rel ations type, Responsibility: [___ ]
2-2. Coordinator experience] |3-2. Frequency of QC
survei |l l ance and inspection
will be [___ ] during
installation and including
final inspection.]
[ Concrete, [2-1. Materials Technician [3-1. Area of
Paverments and Soils] |2-2. 2 years experience for Responsibility: [___ ]
the appropriate area] 3-2. Frequency of QC
survei |l l ance and inspection
will be [___ ] during
installation and including
final inspection.]
[Testing, Adjusting |[2.1. TAB Team Field Leader [3-1. Area of

and

Bal anci ng ( TAB)

nmust be a nenber of AABC or
an experienced technician of

Responsibility: |
3-2.

1
Frequency of QC

Per sonnel ] the firmcertified by the NEBB|surveillance and inspection
2-2. 3 years experience will be [___ ] during
i mredi ately preceding this installation and including
Contract] final inspection.]

[ Roof i ng [2-1. Installation and [3-1. Area of

Manuf acturer's testing of roofing systens, Responsibility: [___ ]

Techni cal Section 07 53 23 3-2. Frequency of QC

Representati ve]

ETHYLENE- PROPYLENE- DI ENE-
MONOMVER ROCFI NG

survei |l l ance and inspection
will be [Full-time] during

2-2. 5 years experience installation and including
m ni muni final inspection.]
[ Mechani cal [2-1. Installation and [3-1. Area of

I nspect or,
I nternational
Counci |

Code

(1C0) Certified]

testing of boilers, Section
23 52 49.00 20 STEAM BO LERS
AND EQUI PMENT (500, 000 -

18, 000, 000 BTU HR)

2-2. 5 years experience

m ni muni

Responsibility: [___ ]

3-2. Frequency of QC

survei ll ance and inspection
will be [Mnimumthree tines

a week during installation and
full-tinme during testing]
during installation and
including final inspection.]
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[ Geot echni cal ] [2-1. [___ 1] [3-1. Area of

2-2. [____] years of Responsibility: [___ ]

experi ence] 3-2. Frequency of QC
survei ll ance and inspection
will be [___ ] during

installation and including
final inspection.]

[ Tel ecomuni cations] |[[2-1. [___ ] [3-1. Area of
2-2. [____ ] years of Responsibility: [___ ]
experi ence] 3-2. Frequency of QC
survei |l l ance and inspection
will be [___ ] during

installation and including
final inspection.]

[ Low Vol t age [2-1. [___ 1] [3-1. Area of
Speci al ti es/ ESS] 2-2. [____ ] years of Responsibility: [___ ]
experi ence] 3-2. Frequency of QC
survei |l l ance and inspection
will be [___ ] during

installation and including
final inspection.]

[Underwater QC Tean] |[Note: See paragraph [Note: See paragraph
UNDERWATER QC TEAM UNDERWATER QC TEAM

[Fire Protection QC |[Note: See paragraph FIRE [Note: See paragraph FIRE

Speci al i st (FPQQ)] PROTECTI ON QC SPECI ALI ST PROTECTI ON QC SPECI ALI ST
(FPQO)] (FPQO)]

[ Bui | di ng Envel ope [2-1. Roofing Manufacturer's |[3-1. Area of

QC Speci al i st] Techni cal Representative Responsibility: Installation
2-2. 5 years mnimumwth and testing of roofing.
roofing system used] 3-2. Frequency of QC

surveill ance and inspection
will be once a week during
installation, once a week
during flashing installation
and full-time during roof
testing.]

] G [

[1.6.9.1 Underwat er QC Team

Rk Ik kR IR R R Ok O e S O R AR Rk I R O o O R R R S O I S S S

NOTE: This paragraph to be used only when the
i nspection of underwater work is required.

EE R I R R S I R R I R I R I R S R R R R S R R I R R R R R S R R

Provi de Underwater QC (UMX) Team at the work site to perform underwater
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surveillance and inspection for the Contractor. The UWQC Team di vers nmnust
have current commrercial diver's license, with a mininumof five (5) years
experi ence with underwater inspection. The personnel nmake-up of the UAMXC
team must conmply with EM 385-1-1, OSHA, and |ocal requirements for
Contract diving operations. Conply with all the applicable safety

requi renents of EM 385-1-1, OSHA, and local requirenments for Contract

di ving operations. The UNX | ead diver nmust be thoroughly famliar with

t he design plans and specifications to sufficiently understand the

engi neeri ng aspects of the underwater construction and to be able to
recogni ze and docunent potential problem areas, such as inproperly
constructed or defective areas. Provide all necessary equipnment to
conduct surveillance and inspection services, including diver's equipnent,
di ve boat, conmunicati on equi pnent, and photographi c or video equi pnent or
both. Diver(s) must be equi pped to naintain two-way conmuni cation with QC
personnel during diving operations. Prepare and subnit a report including
phot ographs or videos or both with the QC report after each dive.
Frequency of underwater surveillance and inspection will be [ ] during
installation and including final inspection. The UMX Team nust be an

i ndependent third party hired directly by the Prine Contractor, and nust
not be involved with the design, preparation of Contract, or installation
of worKk.

1[1.6.9.2 Fire Protection QC Specialist (FPQC

EE R I R R S I R R I R I R I R S R R R R S I R R I R R R S S R S R R

NOTE: Insert the requirement for an FPQC when the
project involves the installation or nodification of
fire protection or life safety systens.

A Schedul e of Fire Protection System | nspections
prepared by the DOR FPE nust be included at the end
of this specification section whenever a FPQC is
specified. A tenplate for the Schedule of Fire
Protecti on System I nspecti ons can be found on the
VWol e Buil di ng Design Guide (WBDG website at

www. whdg. org/ffc/dod/unified-facilities-guide-

speci fications-ufgs/ufgs-01-45-00. The DOR FPE nust
edit the tenplate to indicate the inspections and
observations required by the FPQC that pertain to

the scope of this project.
EE IR I Sk S S I S S S I O R R R Rk S S Sk S O R R S Ik S I S R R Sk I O

Provide a Fire Protection Quality Control Specialist (FPQC) within the QC
organi zation to performquality control related activities as specified
herein on fire protection and life safety systens installed under this
Contract .

1.6.9.2.1 Qualifications

The FPQC nust have the follow ng qualifications:

a. Be a registered Professional Engineer (P.E.) licensed by a Licensing
Board in the United States, the District of Colunbia, Guam or Puerto
Ri co, having passed the National Council of Exaniners for Engineering
and Surveying (NCEES) exani nation specifically in the discipline of
Fire Protection Engi neering.

b. Have a mininumof five years of Fire Protection Engi neering experience
on projects of simlar relevance and complexity to the fire protection
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wor k specified under this Contract.

O her than the contractual obligations with the Prine Contractor, the
FPQC nust have no other business relationship (i.e., enployee, owner
partner, operating officer, distributor, salesman, technica
representative, fanmly relationship, or financial investnent) with the
Prime Contractor or subcontractors.

Rk Ik kR IR R R Ok O e S O R AR Rk I R O o O R R R S O I S S S

NOTE: The following itemincludes tailoring for
DESI G\N- BUI LD proj ect s.

EE R R R S I R R I R I R I R S R R R R R R S R R I R I R R R R R R O

Be enpl oyed by an independent engineering firmor conpany or be the
Fire Protection Engineer on the Prinme Contractor's Design-Build tean
The firmmay identify nultiple, to a maxi mumof five, licensed Fire
Protecti on Engi neers for the performance of the duties under this
Contract but nust subnmit the names and qualifications for Governnent
approval for all individuals identified prior to them perforning any
work under this Contract. These individuals nay not be substituted
wi t hout prior approval fromthe Contracting O ficer.

1.6.9.2.2 Responsibilities

FPQC duties and responsibilities:

a.

Assi st in the devel opnent of the QC Plan including the Testing Plan
and Log and executing the three phases of control for work involving
the installation and testing of fire protection and life safety
systens as an extension of the QC Manager

Participate in project QC Meetings. Participate in Preparatory and
Initial Phase neetings and perform and Fol |l ow up inspections for work
involving the installation and testing of fire protection and life
safety systens.

EE R R R S I R R I R R I R S R R R S R R R S I R I R I R R R R R S R R

NOTE: The following itemincludes tailoring for
DESI G\- BUI LD and DESI GN- Bl D- BUI LD proj ect s.

Rk Ik kR IR R R Ok O e S O R AR Rk I R O o O R R R S O I S S S

Revi ew and certify that all subnittals pertaining to fire protection
and |ife safety systens are conplete and accurate prior to subm ssion
to the Government for surveillance approval. Forward each subnmitta
reviewed by the FPQC to the Governnent for surveillance within ten
wor ki ng days of FPQC certification. The FPQC Specialist is
responsi ble for ensuring submttals are conplete and accurate and al
corrections have been nmade prior to submission to the Governnent. The
Covernnment reserves the right to reject any subnmittal that has not
first been reviewed and certified by the FPQC and so narked, in
witing, attesting to such review and conpl eteness of the submittal

The Government reserves the right to reject any subnmittal or
construction that is not in conpliance to Contract. Governnent
reviews do not relieve the Contractor responsibility for providing
adequate quality control neasures and do not constitute or inply
acceptance of Contract variation.

Perform construction surveillance in accordance with the Schedul e of
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Fire Protection System Inspections. Construction surveillance
includes but is not limted to performng periodic on-site inspections
during construction at specified nilestones, performing a pre-fina

i nspection of installed systenms and wi tnessing functional testing; and
participating and docurmenting in an on-site final acceptance

i nspection of fire protection and life safety systems with the

Gover nnent FPE.

Rk Ik kR IR R R Ok O e S O R AR Rk I R O o O R R R S O I S S S

NOTE: Select renpte inspections only if prior
approval is received by the DFPE. Sel ect video/
phot ogr aphi ¢ docunentation of inspections when
directed to include by the DFPE

EE R R R S I R I R I R I R S R R R R O S R R S R R R R R R R R

f. Docunent inspection results on a FPQC report prepared each day
i nspections are performed. The report nust include a description of
the visual inspection or observation performed, a witten sumary of
findings, a conclusion on conpliance with the Contract docunents, and
signature of the FPQC Specialist.[ [In person inspection][ and ]
[ Remot e i nspections] must be docunented via [video (.nmp4)][ or ][photo
(.jpeg)][ or both]. Video/photographi c docunentati on nust include
before and after conditions and physical neasurenents.] Forward the
FPQC daily report to the QC Manager who nust include the report with
t he subm ssion of their daily QC Report to the Governnent each day.
Every site visit by the FPQC nust be docunented on a FPQC daily report.

1.6.9.2.3 Schedul e of Fire Protection System Inspections

A schedul e, prepared by the Fire Protection DOR, which |ists each of the
requi red visual inspections and observations required by the FPQC. The
schedule is included at the end of this UFGS section

1]1.6.9.3 Quality Control (QC) for [Secure Space] [Controlled Area] [ Sound
Rat ed] Perineter Construction

R R I R R I R R I I R R R R R R I R R I R R R R R I R R I O

NOTE: This paragraph and subparagraphs are tail ored
for SECURE SPACE

Use this paragraph for wall, ceiling, floor, door

wi ndow and other utility penetrations required to
conply with acoustic separation requirenents.

Coordi nate specifications to provide an acoustically
i sol ated encl osed assenbly around the perineter of
the space indicated. Refer to DoD Unified
Facilities Criteria (UFC), and "I C Tech Spec - for
ICD/ I CS 705".

Choose the nane of the space in the brackets and
coordinate with the drawi ngs; typically use either
"Secure Space" or "Controlled Area.” Use "sound
rated" for spaces that do not have to neet "I C Tech
Spec — for ICD/ICS 705". Do not identify spaces as
a SCIF or SAPF on Contract docunents.

Choose the bracketed option to coordinate

i nspections with appointed Site Security Manager
(SSM when assenblies are required to neet "I C Tech
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Spec — for ICD/ICS 705".

Coordi nate all specification sections providing a
consi stent acoustically isolated encl osed assenbly
nmeeting the Sound Transm ssion Cl ass (STC) factory
testing requirenments specified. Consider
coordination with the follow ng sections: Sections
08 31 00 ACCESS DOORS AND PANELS, 08 34 73 SCUND
CONTROL DOOR ASSEMBLIES, 08 81 00 GLAZING, 09 29 00
GYPSUM BOARD, as well as any fenestration systens
not covered under the preceding sections.

I nclude options for electronic security systens,
man- bar installation, inspection ports, and TEMPEST
count er neasures when these elenents are included in
t he project.

Rk Rk Sk R R R R Sk O S O S I SRR o S Sk S Rk O O b S S R R SRRk S

1.6.9.3.1 Peri odi ¢ (Fol |l ow Up Phase) | nspections

Once construction begins, performperiodic inspections of[ Secure Space][
Controlled Area][ Sound Rated Area] identified in the Contract draw ngs at
| east once every two weeks. Increase frequency to weekly inspections

wi thin 30 days of planned acceptance testing.[ Coordinate periodic

i nspections with the appoi nted Governnment Site Security Manager (SSM
responsi bl e for ensuring the assenbly neets the requirenents for
accreditation.] Inspections nmust verify that construction and materials
comply with the Contract docunents, the description of the assenbly in the
ASTM E90 Factory Report for acoustical testing, and the approved

subm ttals. Focus inspections on the construction of the sound rated
assenblies, perineter penetrations, perineter doors,[ electronic security
system ][ man-bar installation,][ inspection ports,][ and TEMPEST

count erneasures]. Docunent periodic inspections in Daily QC Reports.

1.6.9.3.2 Prelim nary I nspection

The Governnent and QC Manager will performa joint prelininary inspection
of the[ Secure Space][ Controlled Area][ Sound Rated Area] after
construction of the assenbly is conplete to verify conpliance with the
design requirenents and ot her Contract docunents. The Contracting

O ficer[ and the appointed Governnent SSM will participate in the
prelimnary inspection. Provide the Contracting O ficer a mninum/[14]

[ ] cal endar days notification in advance of the prelimnary

i nspection.

As a result of the prelimnary inspection, prepare a[ Secure Space]]|
Controll ed Area][ Sound Rated Area] punch list with deficiencies
identified. Include with the punch list the estimted date by which the
deficiencies will be corrected. Docunent the prelimnary inspection in
the Daily QC Report and attach the punch list. Notify the Contacting

O ficer when deficiencies are corrected. Deficiencies fromthe

Prelim nary Inspection nust be corrected prior to scheduling the Fina
Accept ance | nspection.

1.6.9.3.3 Acceptance Testing for Sound Attenuation

Rk Rk Sk R R R R Sk O S O S I SRR o S Sk S Rk O O b S S R R SRRk S

NOTE: Coordi nate requirenments in this paragraph
with Section 09 29 00 GYPSUM BOARD and Secti on
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08 34 73 SOUND CONTROL DOCR ASSEMBLI ES

EE R R R S I R R I R I I R I R I R I R R R S I R I R I R I R R R R R R R

Perform acceptance testing for sound transm ssion | oss of sound rated door
assenblies as required in Section 08 34 73 SOUND CONTROL DOOR ASSEMBLI ES
and Section 09 29 00 GYPSUM BOARD for sound rated assenblies. Acceptance
testing nmust be perforned during the prelimnary inspection. The
Contracting Oficer[ and the appointed Government SSM nust w t ness
acceptance testing. Deficiencies identified during acceptance testing
nmust be included in the[ Secure Space][ Controlled Area][ Sound Rated
Area] punch list and corrected prior to the final acceptance inspection

1.6.9.3.4 Acceptance Testing for Electronic Security Systens

Rk Rk Sk R R R R Sk O S O S I SRR o S Sk S Rk O O b S S R R SRRk S

NOTE: Coordi nate requirenments in this paragraph
with Section 09 29 00 GYPSUM BOARD, Section 08 34 73
SOUND CONTROL DOOR ASSEMBLI ES, Section 28 08 10
ELECTRONI C SECURI TY SYSTEM ACCEPTANCE TESTI NG, and
Section 28 10 05 ELECTRONI C SECURI TY SYSTEMs ( ESS)

Rk Rk Sk R R R R Sk O S O S I SRR o S Sk S Rk O O b S S R R SRRk S

Perform acceptance testing for Electronic Security Systems in accordance
with Section 28 08 10 ELECTRONI C SECURI TY SYSTEM ACCEPTANCE TESTI NG
Acceptance testing nust be perforned during the prelininary inspection
The Contracting O ficer[ and the appoi nted Governnment SSM nust wi tness
acceptance testing. Deficiencies identified during acceptance testing
nmust be included in the[ Secure Space][ Controlled Area][ Sound Rated
Area] punch list and corrected prior to the Final Inspection

1.6.9.3.5 Fi nal | nspection

Performa final inspection of the[ Secure Space][ Controlled Area][ Sound
Rated Area] after required testing has been successfully conpleted as part
of the prelimnary inspection and all punch list items corrected. Testing
is not permitted during the final inspection. QC Manager and

Superi ntendent nust attend the final inspection and Governnent attendees
will include the Contracting Oficer[ and appoi nted Governnent SSM.
Request a final inspection by the Contracting O ficer a mninmmof 14

cal endar days in advance.

1.6.10 Speci al | nspector [and Special |nspector of Record]

EE R R R S I R R I R I I R R I R I R R I R S I R I R R I R R R R R R R O

NOTE: This paragraph is tailored for SPECI AL
| NSPECTI ONS

This paragraph is required if project involves
structural or fire protection

The Special Inspector of Record is required for the
foll owi ng project conditions:

1) Seismc Design Category D, E or F;, and assigned
to Risk Cat IIl, IV or WV

2) Seismic Design Category D, E or F; and with a
hei ght greater than 22860 mr 75 feet.
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3) Seismic Design Category E, assigned to Risk
Category | or Il and the building is greater than
two stories above grade pl ane.

4) Nom nal design wi nd speed in excess of 49 m sec
110 nmph; and assigned to Risk Cat IIl, IV or V.

5) Nominal design wind speed in excess of 49 nlsec
110 mph; and with a height greater than 22860 mr 75
ft.

kkhkkhkkhkkhhkkhhkkhhkhhkhhkhhkhkhhkhhkhhkhhkhhkhhkhkdhhkhhkhhkhhkhhkhkkhkhkkhhkk hkrhkhhkhhkhkhkhkk kkkihkihkihkhkk khkkikkikki*x*%

The Special Inspector (SI)[ and Special Inspector of Record (SIOR)] nust
be an i ndependent third party hired directly by the Prime Contractor. The
SI [and SIOR] nust not be a conpany enpl oyee of the Contractor or any
subcontractor performng the work to be inspected. The qualifications of
the SI[ and SIOR] are defined in Section 01 45 35 SPECI AL | NSPECTI ON

[1.6.11 Submittal Reviewer[s] Duties and Qualifications

Rk Ik kR IR R R Ok O e S O R AR Rk I R O o O R R R S O I S S S

NOTE: Edit as appropriate. Select this paragraph
along with one of the three options avail abl e when
submttal reviewers are desired to assist the QC
Manager. Consult with the Adm nistering
Construction O fice on which option to use.

The foll owi ng paragraph contains tailoring for
COW SSI ONI NG

EE R R R S I R R I R I R I R S R R R R S R R I R R R S R R R R R

Provide[ a] Submittal Reviewer[s], other than the QC Manager or CxC,
qualified in the discipline[s] being reviewed, to review and certify that
the submittals nmeet the requirenments of this Contract prior to
certification or approval by the QC Manager

EE R R R S I R R I R R I R S R R R S R R R S I R I R I R R R R R S R R

NOTE: Select this bracketed phrase for routine
proj ects.

Rk Ik kR IR R R Ok O e S O R AR Rk I R O o O R R R S O I S S S

[ Each submittal must be reviewed by an individual with 10 years of
constructi on experience.

Rk Ik kR IR R R Ok O e S O R AR Rk I R O o O R R R S O I S S S

NOTE: Select this bracketed phrase for |arge or
conpl ex projects.

EE R I R R S R I R I R I R S R R R R R S R I R I R I R R S R S R R R S

[ Each submittal must be reviewed by a registered architect or professiona
engi neer.

Rk Ik kR IR R R Ok O e S O R AR Rk I R O o O R R R S O I S S S

NOTE: Select and edit this bracketed group of
phrases and table for projects where[ a] subnitta
reviewer[s] of specific discipline for certain
specification sections or submttals are needed.

Rk Ik kR IR R R Ok O e S O R AR Rk I R O o O R R R S O I S S S
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NOTE:

Revi ewer qualification,

EE R R S I R R I R I R I R S R R R O S R R I R I R R S R R R R

The foll owi ng are exanpl es of Submttal
duties and experience.

Qualification /
Experience in
Submittal Discipline

Submittals to be revi ewed:

Spec Section No

Subm ttal

Regi st ered Mechani cal
Engi neer

Division 22 & 23

All

Regi stered Structural
Fabri cati on Engi neer,
(P.E)

Section 05 12 00
STRUCTURAL
STEEL

Drawi ngs Erection
Pl an

Certified Industrial
Hygi enist (CIH)/

Section 02 82 00
ASBESTCOS

Asbest os Hazard
Abat enent Pl an

Conpr ehensi ve REMEDI ATl ON
practice with five
years experience in

asbest os

Rk Ik kR IR R R Ok O e S O R AR Rk I R O o O R R R S O I S S S

[ Each of the follow ng submittals rmust be reviewed by[ an]
neeting the qualifications/experience specified bel ow

i ndi vi dual [ s]

Submittals to be reviewed:
Section No Subm ttal

Qualification / Experience
in Subnmittal Discipline

[ [ G

111.7 SUBM TTAL AND DELI VERABLES REVI EW AND APPROVAL

EE R R R S I R R I R I R I R S R R R R S R R I R R R R R S R R R O

NOTE: The foll owi ng paragraph contains tailoring
for COWM SSI ONI NG

Rk Ik kR IR R R Ok O e S O R AR Rk I R O o O R R R S O I S S S

Procedures for subnission, review and approval of subnmittals are described
in Section 01 33 00 SUBM TTAL PROCEDURES. Procedures nust include field
verification of relevant dinensions and conponent characteristics by the
QC organi zation prior to subnittal being sent to the Contracting Oficer.
The CQC organization is responsible for certifying that all submittals and
deliverables are in conpliance with the Contract. Wen Section 01 91 00.15
BUI LDI NG COV SSI ONI NG are included in the Contract, the subnmittals

requi red by those sections have to be coordinated with Section 01 33 00
SUBM TTAL PROCEDURES to ensure adequate tinme is allowed for each type of
subnmittal required.
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8 THREE PHASES OF CONTRCL

CQC enabl es the Contractor to ensure that the construction, including that
of subcontractors and suppliers, conplies with the requirements of the
Contract. At |least three phases of control must be conducted by the QC
Manager to adequately cover both on-site and off-site work for each
definable feature of the construction work as follows:

8.1 Preparat ory Phase

Rk Ik kR IR Rk O kO e S S R ARk Rk R R R e I O O R SRR I b S R R

NOTE: The second paragraph bel ow has tailoring
options for COW SSI ONI NG and SPECI AL | NSPECTI ONS

EE R R R S I R I R I R I R S R R R R O S R R S R R R R R R R R

Docurent the results of the preparatory phase actions by separate m nutes
prepared by the QC Manager and attach to the daily CQC report. [Instruct

applicabl e workers as to the acceptable | evel of workmanship required to

neet Contract specifications.

Notify the Contracting Oficer at |east two business days in advance of
each preparatory phase neeting. The nmeeting will be conducted by the QC
Manager and attended by [the QC Specialists, Jthe Project Superintendent,
the CxC, the Special Inspector, [the Special Inspector of Record, ]Jand the
foreman responsible for the DFON When the DFOWVw || be acconplished by a
subcontractor, that subcontractor's forenman nust attend the preparatory
phase nmeeting. This phase is perforned prior to beginning work on each
definable feature of work, after all required plans/docunents/materials
are approved/ accepted, and after copies are at the work site. Performthe
followi ng prior to beginning work on each DFOW

a. Review each paragraph of the applicable specification sections,
ref erence codes, and standards. Mke avail able during the prepatory
i nspection a copy of those sections of referenced codes and standards
applicable to that portion of the work to be acconplished in the
field. Mintain and make available in the field for use by Governnent
personnel until final acceptance of the work.

b. Review the Contract draw ngs.

c. Verify that field neasurenents are as indicated on construction or
shop drawi ngs or both before confirm ng product orders, to mnimze
wast e due to excessive materials.

d. Verify that appropriate shop drawings and subnmittals for materials and
equi prent have been submtted and approved. Verify receipt of
approved factory test results, when required.

e. Review the testing plan and ensure that provisions have been nade to
provide the required QC testing.

f. Examine the work area to ensure that the required prelimnary work has
been conpleted and conplies with the Contract and ensure any
deficiencies/rework itens in the prelimnary work have been corrected
and confirmed by the Contracting Oficer

g. Review coordination of product/mterial delivery to designated
prepared areas to execute the work.
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h. Examine the required materials, equipnent and sanple work to ensure
that they are on hand and conformto the approved shop draw ngs and
submtted data and are properly stored.

i. Check to assure that all materials and equi pment have been tested,
subm tted, and approved.

j. Discuss specific controls to be used, construction nethods,
construction tol erances, workmanshi p standards, and the approach that
will be used to provide quality construction by planning ahead and
identifying potential problens for each DFON Ensure any portion of
the plan requiring separate Contracting O ficer acceptance has been
approved.

k. Review the APP and appropriate Activity Hazard Analysis (AHA) to
ensure that applicable safety requirements are nmet, and that required
Safety Data Sheets (SDS) are submitted.

R R I R I R I I R R I R R R I R R R I R R R R R R I R R I R R O O

NOTE: The following itemis tailored for
COWM SSI ONIl NG

Rk Rk Sk R R R R Sk O S O S I SRR o S Sk S Rk O O b S S R R SRRk S

Review the Cx requirenents in accordance with Section 01 91 00. 15
BUI LDI NG COWM SSI ONI NG and ensure all prelimnary work itens have been
conpl eted and docunent ed.

Rk Rk Sk R R R R Sk O S O S I SRR o S Sk S Rk O O b S S R R SRRk S

NOTE: The following itens are tailored for ARMY.

R R R R I R I R R R I R R R R R I R I R R R R R R I R R I R O O O

[1][mM. Discussion of procedures for controlling quality of the work
including repetitive deficiencies. Docunent construction tol erances
and wor kmanshi p standards for that feature of work.

[M[n]. D scuss schedule and execution of the initial control phase and
confirmation or construction quality conpliance.

Rk Rk Sk R R R R Sk O S O S I SRR o S Sk S Rk O O b S S R R SRRk S

NOTE: The following itemis tailored for SPECH AL
| NSPECTI ONS.

R R I R I R I R R I R I R R I R R R I R R I R R R R I R I R O O

[1][mM[n][o]. Review Special |nspections required by Section 01 45 35
SPECI AL | NSPECTI ON, the Statenment of Special |nspections and the
Schedul e of Special |nspections.

1.8.2 Initial Phase

EE R I R R S I R R R I R I R S R R R R S R I R I R R R R R R R R

NOTE: The foll owi ng paragraph contains tailoring
options for SPECI AL | NSPECTI ONS

Rk Ik kR IR R R Ok O e S O R AR Rk I R O o O R R R S O I S S S

Notify the Contracting Oficer at |east two business days in advance of
each initial phase. Wen construction crews are ready to start work on a
DFOW conduct the initial phase with [the QC Specialists, Jthe Project
Superi ntendent, the Special Inspector, [the Special I|nspector of Record, ]
and the foreman responsible for that DFON (bserve the initial segnent of
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the DFONVto ensure that the work conplies with Contract requirenents.
Docurment the results of the initial phase in the [daily CQC Report and in
the JInitial Phase Checklist. Repeat the initial phase for each new crew
to work on-site when acceptable |levels of specified quality are not being
met. Indicate the exact location of initial phase for definable feature
of work for future reference and conparison with foll ow up phases.
Performthe followi ng for each DFOWN

a. Check work to ensure that it is in full conpliance with Contract
requi renents. Review mnutes of the preparatory neeting

b. Verify adequacy of controls to ensure full Contract conpliance.
Verify required control inspection and testing conply with the
Contract.

c. Establish level of workmanship and verify that it neets the m nimum
accept abl e wor kmanshi p standards. Conpare with required sanple panels
as appropriate.

d. Resolve any worknanshi p issues.
e. Ensure that testing is perforned by the approved | aboratory.

f. Check work procedures for conpliance with the APP and the appropriate
AHA to ensure that applicable safety requirenents are net.

Rk Ik kR IR R R Ok O e S O R AR Rk I R O o O R R R S O I S S S

NOTE: The following itemcontains tailoring for
COW SSI ONI NG

EE R R R S I R R I R I R I R S R R R R S R R I R R R S R R R R R

g. Review project specific work plans (i.e., Cx, HAZMAT Abatenent,
St or mmwat er Managenent) to ensure all preparatory work itenms have been
conpl eted and docunent ed.

R R R I R I R I R R I R R R I R I I R I R R I I R R R I R I R O O

NOTE: The following itemis tailored for SPECH AL
| NSPECTI ONS

kkhkkhkkhkkhhkkhhkkhhkhhkhhkhhkhkhhkhhkhhkhhkhhkhhkhkdhhkhhkhhkhhkhhkhkkhkhkkhhkk hkrhkhhkhhkhkhkhkk kkkihkihkihkhkk khkkikkikki*x*%

h. Coordinate schedul ed work with Special |nspections required by Section
01 45 35 SPECI AL | NSPECTI ONS, the Statenent of Special Inspections and
t he Schedul e of Special Inspections.

1.8.3 Fol | ow- Up Phase

kkhkkhkkhkkhhkkhhkkhhkhhkhhkhhkhkhhkhhkhhkhhkhhkhhkhkdhhkhhkhhkhhkhhkhkkhkhkkhhkk hkrhkhhkhhkhkhkhkk kkkihkihkihkhkk khkkikkikki*x*%

NOTE: Include tailored Cx Iine item when
Conmi ssioning Provider is a subcontractor to the
Construction Contractor.

kkhkkhkkhkkhhkkhhkkhhkhhkhhkhhkhkhhkhhkhhkhhkhhkhhkhkdhhkhhkhhkhhkhhkhkkhkhkkhhkk hkrhkhhkhhkhkhkhkk kkkihkihkihkhkk khkkikkikki*x*%

Performthe follow ng for on-going DFONdaily, or nore frequently as
necessary, until the conpletion of each DFON The Final Follow Up for any
DFONVwW || clearly note in the daily report the DFOWVis conpl eted, and al
deficiencies/rewrk itens have been conpleted in accordance with the

par agr aph DEFI Cl ENCY/ REWORK | TEMS LI ST. Each DFOWthat has conpleted the
Initial Phase and has not conpleted the Final Follow up nmust be included
on each daily report. |If no work was performed on that DFOWNfor the
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period of that daily report, it nust be so noted. Docunent all Follow Up
activities for DFOM in the daily CQC Report:

a. Ensure the work including control testing conplies with Contract
requi renents until conpletion of that particular work feature. Record
checks in the CQC docunentation

b. Mintain the quality of workmanship required
c. Ensure that testing is perforned by the approved | aboratory.

d. Ensure that deficiencies/rework itens are being corrected. Conduct
final follow up checks and correct all deficiencies prior to the start
of additional features of work which may be affected by the deficient
wor k.

e. Do not build upon nor conceal non-conform ng work.

f. Assure manufacturers' representatives have perforned necessary
i nspections if required and perform safety inspections.

kkhkkhkkhkkhhkkhhkkhhkhhkhhkhhkhkhhkhhkhhkhhkhhkhhkhkdhhkhhkhhkhhkhhkhkkhkhkkhhkk hkrhkhhkhhkhkhkhkk kkkihkihkihkhkk khkkikkikki*x*%

NOTE: The following itemis tailored for
COW SSI ONI NG

R R I R I R I R R I I R R R R R R I R R I R R R I R R I R O O

g. Reviewthe Cx requirements in accordance with Section 01 91 00. 15
BUI LDI NG COVM SSI ONI NG

R R R R I R I R R R I R R R R R I R I R R R R R R I R R I R O O O

NOTE: The following itemis tailored for SPECH AL
| NSPECTI ONS

kkhkkhkkhkkhhkkhhkkhhkhhkhhkhhkhkhhkhhkhhkhhkhhkhhkhkdhhkhhkhhkhhkhhkhkkhkhkkhhkk hkrhkhhkhhkhkhkhkk kkkihkihkihkhkk khkkikkikki*x*%

[g][h]. Coordinate schedul ed work with Special |nspections required by
Section 01 45 35 SPECI AL | NSPECTI ONS, the Statenent of Specia
I nspections and the Schedul e of Special |nspections.

.8.4 Additional Preparatory and Initial Phases

Conduct additional preparatory and initial phases on the sane DFONif the
quality of on-going work is unacceptable, if there are changes in the
applicable QC organization, if there are changes in the on-site production
supervision or work crew, if work on a DFOW has not started within 45 days
of the initial preparatory meeting or has resuned after 45 days of
inactivity, or if other problenms devel op

.8.5 Noti fication of Three Phases of Control for OFf-Site Wrk

Notify the Contracting Officer at |east two weeks prior to the start of
the preparatory and initial phases.

.8.6 Defi ci ency/ Rework Itens List

The QC Manager nust mmintain a list of work that does not conmply with the
Contract, identifying what itens need to be corrected, the activity ID
nunber associated with the item the date the itemwas originally

di scovered, the date the itemw |l be corrected by, and the date the item
was corrected.
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The list shall be reviewed at each weekly QC Meeti ng:

a. There is no requirenent to report a deficiency/rework itemthat is
corrected the same day it is discovered.

b. No successor task may be advanced beyond the preparatory phase neeting
until all deficiencies/rework itenms have been cleared by the QC
Manager and concurred with by the Contracting Officer. This nust be
confirmed as part of the Preparatory Phase activities.

c. Attach a copy of the "Deficiency/Rework Itens List" to the last daily
CQC Report of each nonth.

d. The Contractor is responsible for including those itens identified by
the Contracting O ficer.

e. Al deficiencies/rework itens nmust be confirned as corrected by the QC
Manager, and concurred by the Contracting O ficer, prior to
conmencenent of any conpletion inspections per paragraph COVPLETI ON
| NSPECTI ONS unl ess specifically exenpted by the Contracting Oficer

Rk Ik kR IR R R Ok O e S O R AR Rk I R O o O R R R S O I S S S

NOTE: The following itemhas tailoring for
DESI G\ BUI LD.

EE R R R S I R R I R R I R S R R R I R S I R R I R R R S R R R R

f. Non-Conpliance with these requirenents shall be grounds for renoval in
accordance with paragraph ACCEPTANCE OF THE QUALITY CONTROL (QC) AND
DESI GN QUALI TY CONTROL (DQC) PLAN.

g. Al delays, concurrent or related to failure to nmanage, nonitor
control, and correct deficiencies/rework itenms are entirely the
responsibility of the Contractor and shall not be made the subject, or
any conmponent of any request for additional tine or conpensation

9 TESTI NG

kkhkkhkkhkkhhkkhhkkhhkhhkhhkhhkhkhhkhhkhhkhhkhhkhhkhkdhhkhhkhhkhhkhhkhkkhkhkkhhkk hkrhkhhkhhkhkhkhkk kkkihkihkihkhkk khkkikkikki*x*%

NOTE: For Navy projects, a check nust be nade to
ensure that all required field and factory tests are
listed in each technical section. Use of accredited
| aboratories overseas, when available, wll be

i mpl emented at the discretion of the Contracting
Oficer. Edit the follow ng paragraphs accordingly.

kkhkkhkkhkkhhkkhhkkhhkhhkhhkhhkhkhhkhhkhhkhhkhhkhhkhkdhhkhhkhhkhhkhhkhkkhkhkkhhkk hkrhkhhkhhkhkhkhkk kkkihkihkihkhkk khkkikkikki*x*%

Perform specified or required tests to verify that control nmeasures are
adequate to provide a product which conforns to Contract requirenents.

Upon request, furnish to the Government duplicate sanples of test

speci mens for possible testing by the Government. Testing includes
operation and acceptance tests when specified. Procure the services of an
U S. Arny Corps of Engineers approved testing |laboratory or establish an
approved testing |aboratory at the project site or within | ] mles.
Performthe followi ng activities and record and provide the foll owi ng data:

a. Verify that testing procedures conply with Contract requirenents.

b. Verify that facilities and testing equi pnent are avail able and comply
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with testing standards.
c. Check test instrument calibration data against certified standards.

d. Verify that recording fornms and test identification control nunber

system including all test docunmentation requirenents, have been
pr epar ed.

e. Record results of all tests taken, both passing and failing on the CQC
report for the date taken. Specification paragraph reference,
| ocation where tests were taken, and the sequential control nunber
identifying the test. |If approved by the Contracting O ficer, actua
test reports are submitted later with a reference to the test nunber
and date taken. Provide an infornation copy of tests perforned by an
offsite or commercial test facility directly to the Contracting
Oficer. Failure to submt tinely test reports as stated results in
nonpayment for related work perfornmed and di sapproval of the test
facility for this Contract.

1.9.1 Accreditation Requirenents

Rk Rk Sk R R R R Sk O S O S I SRR o S Sk S Rk O O b S S R R SRRk S

NOTE: This paragraph is tailored for NAVY

R R R R R I R R I R I R R I R R I R I R R I R R R R I R R I R O O

Construction materials testing | aboratories nmust be accredited by a

| aboratory accreditation authority and nust subnmit a copy of the
Certificate of Accreditation and Scope of Accreditation. The l|aboratory's
scope of accreditation nmust include the appropriate ASTM standards (

ASTM E329, ASTM C1077, ASTM D3666, ASTM D3740, ASTM E543) listed in the
techni cal sections of the specifications. Laboratories engaged in
Hazardous Materials Testing nust neet the requirenents of OSHA and EPA.
The policy applies to the specific |aboratory performng the actua
testing, not just the Corporate Ofice.

1.9.2 Laboratory Accreditation Authorities

R R I R I R I I R R I R R R I R R R I R R R R R R I R R I R R O O

NOTE: The follow ng paragraph is tailored for ARW
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Al'l testing | aboratories nust be validated by the USACE Material Testing
Center (MrIC) for the tests to be perforned. Information on the USACE MIC
with web-links to both a list of validated testing |aboratories and for
the | aboratory inspection request for can be found at:
https://mc.erdc.dren. ml

R R I R I R I R R I I R R R R R I R I R R I R R R R I R R I R O O

NOTE: Request for listing additional |aboratory
accreditation prograns nust be subnmitted to
NAVFACENGCOM ECC/ OCR t hr ough t he Design Manager (DM
of the project.

The foll owi ng paragraph is tailored for NAVY.
R R Rk S S S I I I S R I S S S R I S I I O R I
Laboratory Accreditation Authorities include the National Voluntary
Laboratory Accreditation Program (NVLAP) admi nistered by the Nationa
Institute of Standards and Technol ogy at https://ww. ni st.gov/nvlap, the
Ameri can Associ ation of State H ghway and Transportation O ficials
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(AASHTO Accreditation Program at

htt p: //ww. aasht or esour ce. or g/ aap/ overvi ew, |International Accreditation
Services, Inc. (1AS) at https://ww.iasonline.org/, US. Arny Corps of
Engi neers Materials Testing Center (MIC) at

https://ww. erdc. usace. arny. m | / Medi a/ Fact - Sheet s/

Fact - Sheet-Article-View Article/ 476661/ materi al s-testing-center/, the
Anerican Association for Laboratory Accreditation (A2LA) program at
https://a2la.org/, the Washington Association of Building Oficials (WABO
at https://ww. wabo. org/ (Approval authority for WABOis linmted to
projects within Washington State), and the Washi ngton Area Council of

Engi neering Laboratories (WACEL) at

https://ww. wacel . org/ | ab-accredi tation-and-i nspecti on-agency-audit-
prograns/ | aborat ory-accreditation-progran (Approval authority by WACEL is
[imted to projects within Facilities Engineering Conmand (FEC) Washi ngton
geogr aphi cal area).

.9.3 Capabi lity Check

The Contracting Oficer retains the right to check | aboratory equi pment in
the proposed | aboratory and the | aboratory technician's testing
procedures, techniques, and other itens pertinent to testing, for
conpliance with the standards set forth in this Contract. Laboratories
utilized for testing soils, concrete, asphalt, and steel nust neet
criteria detailed in ASTM D3740 and ASTM E329.

1.9.3.1 Capability Recheck

1
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NOTE: The follow ng paragraph is tailored for ARW

R R R R I R I R R R I R R R R R I R I R R R R R R I R R I R O O O

If the selected |aboratory fails the capability check, the Contractor will

be assessed a charge of | ] to reinburse the Governnment for each
succeedi ng recheck of the laboratory or the checking of a subsequently
sel ected | aboratory. Such costs will be deducted fromthe Contract anpunt

due the Contractor

.9.3.2 Onsite Laboratory

Rk Rk Sk R R R R Sk O S O S I SRR o S Sk S Rk O O b S S R R SRRk S

NOTE: The follow ng paragraph is tailored for ARW

R R I R I R I R R I R I R R I R R R I R R I R R R R I R I R O O

The Governnent reserves the right to utilize the Contractor's contro
testing |l aboratory and equi pment to make assurance tests, and to check the
Contractor's testing procedures, techniques, and test results at no

addi tional cost to the Governnent.

9.4 Test Results

Rk Ik kR IR R R Ok O e S O R AR Rk I R O o O R R R S O I S S S

NOTE: The follow ng paragraph has tailoring for
NAVY.

EE R R R S I R R I R I R I R S R R R R S R I R I R I R R S R R S R R R

Cite applicable Contract requirenments, tests or anal ytical procedures
used. Provide actual results and include a statement that the itemtested
or anal yzed conforns or fails to conformto specified requirenments. |f
the itemfails to conform notify the Contracting Oficer imediately.
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Conspi cuously stanp the cover sheet for each report in large red letters
"CONFORMS" or "DOES NOT CONFORM' to the specification requirenents,

whi chever is applicable. Test results nust be signed by a testing

| aboratory representative authorized to sign certified test reports.
Furni sh the signed reports, certifications, and other documentation to the
Contracting O ficer via the QC Manager. Furnish a summuary report of field
tests at the end of each nonth, in accordance with paragraph DOCUVENTATI ON
AND | NFORVATI ON FOR THE CONTRACTI NG OFFI CER

.9.5 Test Reports and Monthly Summary Report of Tests

R R R R R I R R R R R I R R I R I R R I R R R R I R I R I O O

NOTE: The foll ow ng paragraph is tailored for NAVY.

R R I R I R I R R I R R R I R R R I R R I R R R I R R I R O

Furni sh the signed reports, certifications, and a sunmary report of field
tests at the end of each nonth to the Contracting O ficer. Attach a copy
of the summary report to the last daily CQC Report of each nonth.|

Provi de a copy of the signed test reports and certifications to the
Qperation and Mai ntenance Support Information (OVBlI) preparer for

inclusion into the OVBl docunentation, in accordance with Sections 01 78 23
OPERATI ON AND NAI NTENANCE DATA and 01 78 24.00 20 FACI LI TY DATA WORKBOOK

(FDW . ]
.10  COWPLETI ON | NSPECTI ONS
.10.1 Punch-Qut | nspection

Near the completion of all work or any increnent thereof, established by a
conpletion tinme stated in the Contract C ause entitled "Comencenent,
Prosecution, and Conpletion of Wrk," or stated el sewhere in the

speci fications, the QC Manager nust conduct an inspection of the work and
develop a "punch list" of items which do not conformto the approved

draw ngs, specifications, and Contract. Include in the punch Iist any
remaining itens on the "Deficiency/ Rework Itenms List", that were not
corrected prior to the Punch-Qut |nspection as approved by the Contracting
O ficer in accordance with the paragraph DEFI Cl ENCY/ REWORK | TEMS LI ST.
Include within the punch list the estinmated date by which the deficiencies
will be corrected. Provide a copy of the punch list to the Contracting
Oficer.

The QC Manager, or staff, must make follow on i nspections to ascertain
that all deficiencies have been corrected. Al punch list itens nmust be
confirmed as corrected by the QC Manager and concurred by the Contracting
Oficer. Once this is acconplished, notify the Governnent that the
facility is ready for the CGovernnent "Pre-Final Inspection”.

.10.2 Pre-Final |nspection

The Governnent and QC Manager will performthis inspection to verify that
the facility is conplete and ready to be occupied. A Government
"Pre-Final Punch List" will be docunented by the QC Manager as a result of
this inspection. The QC Manager will ensure that all items on this list
are corrected and concurred by the Contracting Oficer prior to notifying
the Governnent that a "Final" inspection with the Cient can be

scheduled. Al itens noted on the "Pre-Final" inspection nust be
corrected and concurred by the Contracting Officer in a tinmely manner and
be acconplished before the Contract conpletion date for the work, or any

i ncrenent thereof, if the project is divided into increnents by separate
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conpl etion dates unl ess exceptions are directed by the Contracting Oficer
1.10.3 Fi nal Acceptance | nspection

Notify the Contracting Oficer at |east 14 cal endar days prior to the date
a final acceptance inspection can be held. State within the notice that
all itens previously identified on the pre-final punch list will be
corrected and acceptable, along with any other unfinished Contract work,
by the date of the final acceptance inspection. The Contractor must be
represented by the QC Manager, the Project Superintendent, and others
deermed necessary. Attendees for the Governnent will include the
Contracting O ficer, other Governnent QA personnel, and personne
representing the Client. Failure of the Contractor to have all Contract
wor k acceptably conplete for this inspection will be cause for the
Contracting Oficer to bill the Contractor for the Government's additiona
i nspection cost in accordance with the Contract C ause entitled

"I nspection of Construction."

1.11  QUALITY CONTROL (QC) CERTI FI CATI ONS
1.11.1 Contractor Quality Control (CQC) Report Certification

Contain the followi ng statement within the CQC Report: "On behal f of the
Contractor, | certify that this report is conplete and correct and

equi pnrent and material used, and work performed during this reporting
period is in conpliance with the Contract draw ngs and specifications to
t he best of my know edge, except as noted in this report."”

1.11.2 Conpl etion Certification

Upon conpl etion of work under this Contract, the QC Manager nust furnish a
certificate to the Contracting Oficer attesting that "the work has been
conpl eted, inspected, tested and is in conpliance with the Contract."
Provide a copy of this final QC Certification for conpletion to the
preparer of the Operation & Miintenance (0O%\M docunentation.

1.11.3 I nvoice Certification

kkhkkhkkhkkhhkkhhkkhhkhhkhhkhhkhkhhkhhkhhkhhkhhkhhkhkdhhkhhkhhkhhkhhkhkkhkhkkhhkk hkrhkhhkhhkhkhkhkk kkkihkihkihkhkk khkkikkikki*x*%

NOTE: The follow ng paragraph is tailored for NAVY

kkhkkhkkhkkhhkkhhkkhhkhhkhhkhhkhkhhkhhkhhkhhkhhkhhkhkdhhkhhkhhkhhkhhkhkkhkhkkhhkk hkrhkhhkhhkhkhkhkk kkkihkihkihkhkk khkkikkikki*x*%

Furnish a certificate to the Contracting Oficer with each paynment
request, signed by the QC Manager, attesting that as-built draw ngs are
current, coordinated and attesting that the work for which paynent is
requested, including stored material, conplies with Contract requirenents.

1.12 DOCUNMENTATI ON AND | NFORVATI ON FOR THE CONTRACTI NG OFFI CER

R R R I R I R I R R I R R R I R R I R I R R I R R R R I R R I R R O

NOTE: The foll owi ng paragraphs are tailored for
ARMY.

kkhkkhkkhkkhhkkhhkkhhkhhkhhkhhkhkhhkhhkhhkhhkhhkhhkhkdhhkhhkhhkhhkhhkhkkhkhkkhhkk hkrhkhhkhhkhkhkhkk kkkihkihkihkhkk khkkikkikki*x*%

Mai ntain current and conplete records of on-site and off-site QC program
operations and activities.

kkhkkhkkhkkhhkkhhkkhhkhhkhhkhhkhkhhkhhkhhkhhkhhkhhkhkdhhkhhkhhkhhkhhkhkkhkhkkhhkk hkrhkhhkhhkhkhkhkk kkkihkihkihkhkk khkkikkikki*x*%

NOTE: List enclosed fornms. Sanple forns are not a
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part of this guide specification and should be
provi ded by the specifier

kkhkkhkkhkkhhkkhhkkhhkhhkhhkhhkhkhhkhhkhhkhhkhhkhhkhkdhhkhhkhhkhhkhhkhkkhkhkkhhkk hkrhkhhkhhkhkhkhkk kkkihkihkihkhkk khkkikkikki*x*%

Contact the Contracting O ficer for sanple fornms or print from RVS-QCS as
needed. Prior to comrencing work on construction, the Contractor nust
obtain a copy set of the current report forns. The report forns wll
consi st of the Contractor Quality Control (CQC) Report, CQC Report
(Continuation Sheet), Contractor Production Report, Contractor Production
Report (Continuation Sheet), Preparatory Phase Checklist, Initial Phase
Checklist, Testing Plan and Log, and Rework Itens List. Unless otherw se
provi ded by the Contracting O ficer, Contractor nmay use the forns provided
as related material l|ocated at https://ww. wbdg. org/ffc/dod/ unified-
facilities-guide-specifications-ufgs/ufgs-01-45-00.

.12.1 Constructi on Document ati on

Reports are required for each day that work is perfornmed and nust be
attached to the Contractor Quality Control Report prepared for the sane
day. Maintain current and conpl ete records of on-site and off-site QC
program operations and activities. Reports are required for each day work
is performed. Account for each cal endar day throughout the life of the
Contract .

The Project Superintendent and the QC Manager nust prepare and sign the
Contractor Production and CQC Reports, respectively. Every space on the
forms nust be filled in. Use NNA if nothing can be reported in one of the
spaces. The reporting of work rmust be identified by terninol ogy
consistent with the construction schedule. 1In the "Renmarks" sections of
the reports, enter pertinent information including directions received,
probl ens encountered during construction, work progress and del ays,
conflicts or errors in the drawi ngs or specifications, field changes,

saf ety hazards encountered, instructions given and corrective actions

t aken, del ays encountered, a record of visitors to the work site, quality
control problem areas, deviations fromthe QC Plan, construction

defici enci es encountered, and neetings held. For each entry in the
report(s), identify the Schedule Activity No. that is associated with the
entered renark.

.12.2 Quality Control Activities

CQC and Contractor Production reports will be prepared daily to maintain
current records providing factual evidence that required quality control
activities and tests have been performed. |Include in these records the
wor k of subcontractors and suppliers on an acceptable formthat includes,
as a mninmum the follow ng information

a. The name and area of responsibility of the Contractors and any
subcontractors.

b. Operating plant/equipnment with hours worked, idle, or down for repair.

c. Wirk perforned each day, giving |ocation, description, and by whom
When a Network Anal ysis Schedul e (NAS) is used, identify each item of
wor k perforned each day by NAS activity nunber.

d. Control phase activities perfornmed. Preparatory, and Initial phase

Checklists associated with the DFOWreferenced to the construction
schedul e. Follow up phase activities identified to the DFON |f
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testing or specific QC Specialist activities are associated with the
Fol | ow- up phase activities for a specific DFONVnote this and include
t hose reports.

e. Test and control activities perforned with results and references to
specifications and drawi ngs requirenents. Ildentify the control phase
(Preparatory, Initial, Followup). List of deficiencies noted, along
with corrective action in accordance with the paragraph
DEFI Cl ENCY/ REMORK | TEMS LI ST

f. Quantity of materials received at the site with statement as to
acceptability, storage, and reference to specifications and draw ngs
requi renents.

g. Subnittals and deliverables reviewed, with Contract reference, by
whom and action taken.

h. Ofsite surveillance activities, including actions taken

i. Job safety evaluations stating what was checked, results, and
i nstructions or corrective actions.

j. Instructions given/received and conflicts in plans and specifications.

R R I R I R I R R I I R R R R R R I R R I R R R I R R I R O O

NOTE: The following itemis tailored for
DESI G\N-BUI LD and has tailoring options for ARMY and
NAVY.

kkhkkhkkhkkhhkkhhkkhhkhhkhhkhhkhkhhkhhkhhkhhkhhkhhkhkdhhkhhkhhkhhkhhkhkkhkhkkhhkk hkrhkhhkhhkhkhkhkk kkkihkihkihkhkk khkkikkikki*x*%

k. Provide docunentation of design quality control activities. For
i ndependent design reviews, provide, as a mninmum identification of
the[ I ndependent Technical Review (I TR)][ Agency Technical Review
(ATR)] Design Quality Control Review teamand their review comments,
responses and the record of resolution of the comments.

1.12.3 Verification Statenent

I ndicate a description of trades working on the project; the nunber of
personnel worki ng; weather conditions encountered; and any del ays
encountered. Cover both conform ng and deficient features and include a
statenment that equi pnment and materials incorporated in the work and

wor kmanshi p conply with the Contract.

Furni sh the original and one copy of these records in report formto the
CGovernment by 10: 00 AMthe next working day after the date covered by the
report. As a mininum prepare and submit one report for every seven days
of no work and on the |last day of a no work period. All cal endar days
need to be accounted for throughout the life of the Contract. The first
report following a day of no work will be for that day only. Reports need
to be signed and dated by the QC Manager. Include copies of test reports
and copies of reports prepared by all subordinate quality contro

personnel within the QC Manager Report.

[1.12.4 Reports fromthe Quality Control (QC) Specialist(s)

Rk Ik kR IR R R Ok O e S O R AR Rk I R O o O R R R S O I S S S

NOTE: Delete the requirenent for the QC Speciali st
when QC Specialists are not specified.
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Docurent inspection results on a QC specialist report prepared each day
work is performed in their area of responsibility. The report nust

i nclude a description of the visual inspection or observation perforned, a
witten summary of findings, a conclusion on conpliance with the Contract
docunents, and signature of the QC Specialist. In person inspections nust
be docunented wi th Vi deo/ phot ographs. Vi deo/ phot ographi ¢ docunentati on of
deficiencies must include before and after conditions and physica
nmeasurenents, as necessary. Forward the QC daily report to the QC Manager
who rmust include the report with the subm ssion of their daily QC Report
to the Government each day. Every site visit by the QC Specialist nmust be
docunented on a QC Specialist daily report.

]11.12.5 Quality Control Validation

Establish and maintain the following in an electronic folder. Divide
folder into a series of tabbed sections as shown below. Ensure folder is
updated at each required progress neeting.

a. CQC Meeting minutes in accordance wi th paragraph QUALI TY CONTROL (QQC)
MEETI NGS.

b. Al conpleted Preparatory and Initial Phase Checklists, arranged by
specification section, further sorted by DFONreferenced to the
construction schedule. Submit each individual Phase Checklist the day
t he phase event occurs as part of the CQC daily report.

c. Al mlestone inspections, arranged by Activity Nunber referenced to
the construction schedul e.

EE R R R I R R R R I R S R R R R O S R R S I R R R R R S R R R R

NOTE: The following itemhas tailoring options for
NAVY.

Rk Ik kR IR R R Ok O e S O R AR Rk I R O o O R R R S O I S S S

d. An up-to-date copy of the Testing Plan and Log with supporting field
test reports, arranged by specification section referenced to the DFOV
to which individual reports results are associated. Individual field
test reports will be submitted within two working days after the test
is performed in accordance with the paragraph QUALI TY CONTROL
ACTIVITIES. Mnthly Sumary Report of Tests:[ Submit the report as
an electronic attachnent to the CQC Report at the end of each
nonth.][ Ml or hand-carry the original attached to the last QC
Report of the nonth.]

e. Copies of all Contract nodifications, arranged in nunerical order
Al so include docunentation that nodified work was acconpli shed.

f. An up-to-date copy of the paragraph DEFI Cl ENCY/ REWORK | TEMS LI ST

kkhkkhkkhkkhhkkhhkkhhkhhkhhkhhkhkhhkhhkhhkhhkhhkhhkhkdhhkhhkhhkhhkhhkhkkhkhkkhhkk hkrhkhhkhhkhkhkhkk kkkihkihkihkhkk khkkikkikki*x*%

NOTE: The following itemis tailored for
COW SSI ONI NG

R R I R R I R R I R R R I R R I R I R R I R R R R I R R R O O

g. Cx docunentation in accordance with Section 01 91 00. 15 BUI LDI NG
COW SSI ONI NG
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NOTE: The following itemis tailored for SPECH AL
| NSPECTI ONS.
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[g][h]. Special Inspection reports.

[g]l[h][i]. Upon commencenent of Conpletion Inspections of the entire
project or any defined portion, maintain up-to-date copies of al
punch lists issued by the QC staff to the Contractor and
subcontractors and all punch lists issued by the Governnent in
accordance with the paragraph COVPLETI ON | NSPECTI ONS

1.12.6 Testing Plan and Log

Rk Ik Sk kR IR R R O O Ok e S S R AR Ik R R O o O R O I S bk b R

NOTE: The foll owi ng paragraph has tailoring for
COW SSI ONI NG

EE R I R R S I R R R I R I R S R R R R I R S I R R I R R R S R O S R R O

As tests are perforned, the CxC and the QC Manager will record on the
"Testing Plan and Log" the date the test was perforned and the date the
test results were forwarded to the Contracting Officer. Attach a copy of
the updated "Testing Plan and Log" to the last daily CQC Report of each
nonth. Provide a copy of the final "Testing Plan and Log" to the preparer
of the Operation & Mai ntenance (O&M docunentati on.

1.12.7 As-Built Draw ngs

The QC Manager nust ensure the as-built draw ngs, required by Section

01 78 00 CLOSEQUT SUBM TTALS are kept current on a daily basis and narked
to show devi ati ons whi ch have been nade fromthe Contract drawi ngs. The
as-built drawi ngs docunent shall comrence with the QC Manager ensuring al
amendments, or changes to the Contract prior to Contract award are
accurately noted in the initial docunent set creating the accurate
basel i ne of the Contract prior to any work starting. Ensure each

devi ation has been identified with the appropriate nodifying docunentation
(e.g., PC No., Modification No., Request for Information No.). The QC
Manager [or QC Specialist assigned to an area of responsibility ]nust
initial each revision. Upon conpletion of work, the QC Manager will
furnish a certificate attesting to the accuracy of the as-built draw ngs
prior to submission to the Contracting Oficer

1.13 NOTI FI CATI ON ON NON- COVPLI ANCE

The Contracting Officer will notify the Contractor of any detected
non-conpliance with the Contract. Take inmediate corrective action after
recei pt of such notice. Such notice, when delivered to the Contractor at
the work site, is deenmed sufficient for the purpose of notification. |If
the Contractor fails or refuses to conply pronptly, the Contracting
Oficer may issue an order stopping all or part of the work unti

sati sfactory corrective action has been taken. No part of the time |ost
due to such stop orders will be made the subject of a claimfor extension
of time for excess costs or danmages by the Contractor

1.14 DELI VERY, STORAGE, AND HANDLI NG

Desi gnate receiving/storage areas for inconmng nmaterial to be delivered
according to installation schedule and to be placed convenient to work
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area in order to mninze waste due to excessive naterials handling and
nm sapplication. Store and handle naterials in a nmanner as to prevent | oss
from weat her and ot her damage. Keep materials, products, and accessories
covered and off the ground, and store in a dry, secure area. Prevent
contact with material that may cause corrosion, discoloration, or
staining. Protect all materials and installations from danage by the
activities of other trades.

PART 2 PRODUCTS
Not Used

PART 3 EXECUTI ON
Not Used

-- End of Section --
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