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¢ PIPE 4”¢ STANDARD WEIGHT PIPE

CAP WITH 1"x3"x3/8" FLAT
BAR WELDED TO CAP

DESCRIPTION

3/8" STIFFENER

AT 4'—0" O.C. PROVIDE FENDER PILE
GUIDES (2) AT PIER
SIDE MOORING EYE
LOCATIONS IN LIEU OF

STIFFENERS AT THESE
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T 2x12 POLYETHYLENE, ATTACH WITH 2— 3/47¢
BOLTS AT 2'—0" 0.C., COUNTERSINK BOLTS 1~

4”@ STANDARD WEIGHT PIPE (4.5" 0.D.) WITH ————— 2x6 POLYETHYLENE, TOP AND

ONE END THREADED FOR PLACING SAND OR BOTTOM, ATTACH WITH 2— 3/4"¢
FRESH WATER BALLAST (5 REQUIRED) BOLTS AT LOCATIONS SHOWN,
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) PLATE. ATTACH WITH 1/4” FILLET

WELDS ALL AROUND. MITER PLATE

ENDS AND WELD WITH 3/16” BUTT
WELDS EACH SIDE.

NOTE: TO BE PROVIDED IF IDENTIFIED IN THE SPECIFICATIONS.
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