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Comply with Air Force Corporate Standards for Overview:
http://afcfs.wbdg.org/index.html
This Installation Facilities Standards (IFS) document is part of the Air Force Corporate Facilities Standards (AFCFS) program to assist bases in implementing and maintaining facilities standards as appropriate for efficient operations within the respective climate region.  IFS fully replaces, consolidates and simplifies existing facilities standards documents, such as the Architectural Compatibility Plan (ACP) or ACGs, FEPs, etc., and organizes information using the same structure, or Table of Contents, as the AFCFS website.  
 IFS reflects the AFCFS’ concepts of "Facility Hierarchy" (categorizing facilities into group numbers) and "Facility Quality" (assigning an appropriate level of quality to each group number) and applies these principles at the base level.  Applicable DoD and Air Force criteria such as UFCs, AFIs, Memoranda, and UFGSs (Guide Specs) are referenced and linked within IFS to ensure the document is always current.  
 Navigating within this IFS is efficient and straightforward. Please use the interactive Table of Contents to locate subject matter, and click on the title of a section to access it.  From any page, click on the “Back to Table of Contents” footer to return.  Content is organized into 4 major sections: Installation Elements, Site Development, Facilities Exteriors and Facilities Interiors.  
 This IFS document begins as a fill-in PDF form, which is fully editable, and becomes a "living document" that can be regularly updated by base-level personnel following a format that is consistent across the Air Force. While the format is standardized, IFS content is customized for base operations and the local climate to ensure mission success while emphasizing reduced maintenance and reduced initial costs, life-cycle costs, energy use, and water use.  
1.   Conformance to Air Force Corporate Facilities Standards (AFCFS) and Installation Facilities Standards (IFS) are required by Air Force Instruction (AFI) 32-1023 and Air Force Memorandum. Please refer to the AFCFS website for links to documentation on current policy.
2.   Requests to deviate from any installation facilities standards, that are Unified Facilities Criteria (UFC) requirements, will follow the process outlined in the AFCFS for UFC waivers and exemptions.
3.   All Air Force designs including Non-Appropriated Funds (NAF) facilities are required to conform to AFCFS per Air Force Instruction (AFI) 32-1023; AFCFS will be used to formulate Installation Facilities Standards (IFS) per the AFI. The Base Civil Engineer (BCE) maintains and implements the IFS.
4.   Please refer to the AFCFS website as a portal to reference materials and requirements documents for design and construction projects (via links). Specific references to current DoD memoranda and Air Force criteria are updated periodically to provide the most current guidance and requirements. Programming, design and contract documents should list “current edition” for all reference and requirements documents. The documents in force at the date of execution of the design and/or construction contract shall be the governing version.
5.   Advanced Modeling Requirements:For all Air Force projects requiring advanced modeling, to include 3D visualization, Building Information Modeling (BIM), facility data, quantity take-off, geospatial, etc., follow the Army standards.  Refer to USACE Minimum Model Matrix (M3) and Project Execution Plan (PxP) which outline required model uses.  Refer to CAD BIM Technology Center (Contract Requirements) for more information on M3 and PxP.
6.   Joint Bases shall implement IFS under their Joint-Base designation with volume numbers for individual installations following the IFS Development Tool template. For example, for Joint Base Langley-Eustis, provide: Vol. 1 Langley AFB andVol. 2 Fort Eustis.
7.   References and Supplementary Documents listed in Appendix G are included in these Installation Facilities Standards by reference and are fully part of this document.  Please refer to Appendix G for a listing of documents, which are available via hyperlink for viewing and downloading.
 8.  Installations outside the United States: Per UFC 1-200-01 DOD BUILDING CODE, 8 Oct 2019, "All construction outside of the United States is also governed by Status of Forces Agreements (SOFA), Host Nation Funded Construction Agreements (HNFA), and in some instances, Bilateral Infrastructure Agreements (BIA). Therefore, the acquisition team must ensure compliance with the most stringent of the UFC, the SOFA, the HNFA, and the BIA, as applicable." Refer to Appendix G for applicable agreements. "Use UFC 1-202-01 for design of host nation facilities that support military operations."https://www.wbdg.org/ffc/dod/unified-facilities-criteria-ufc/ufc-1-202-01
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Comply with AF Corporate Standards for Facility Hierarchy (and subsections):
http://afcfs.wbdg.org/facility-hierarchy/index.html
Comply with AF Corporate Standards for Facility Quality (and subsections):
http://afcfs.wbdg.org/facility-quality/index.html
Comply with AF Corporate Standards for Facility Districts (and subsections):
http://afcfs.wbdg.org/facility-districts/index.html
Note: Apply the base-wide standards in this IFS for Installation Elements, Site Development, Facilities Exteriors and Facilities Interiors (products, materials, color, etc.).  Following application of the base-wide standards, refer to the Appendix and apply any additional requirements specifically related to the Facility District.
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Size image to:
800 pixels width x 440 pixels in height
 
 Click here to insert image
(jpg or png format)
Insert Parade Grounds graphic   Size image to: 250 pixels width x 188 pixels height    Click here to insert image
B03.2.2. Parks
Large graphics do not apply
Select number of graphics / images (large: 800 px x 440 px) to insert
Large graphics
Small graphics do not apply
Select number of graphics / images (small: 250 px x 188 px) to insert
Small graphics
Insert Parks graphic
 
Size image to:
800 pixels width x 440 pixels in height
 
 Click here to insert image
(jpg or png format)
Insert Parks graphic   Size image to: 250 pixels width x 188 pixels height    Click here to insert image
B03.2.3. Preserves
Large graphics do not apply
Select number of graphics / images (large: 800 px x 440 px) to insert
Large graphics
Small graphics do not apply
Select number of graphics / images (small: 250 px x 188 px) to insert
Small graphics
Insert Preserves graphic
 
Size image to:
800 pixels width x 440 pixels in height
 
 Click here to insert image
(jpg or png format)
Insert Preserves graphic   Size image to: 250 pixels width x 188 pixels height    Click here to insert image
B03.2.4. Perimeter Fence
Large graphics do not apply
Select number of graphics / images (large: 800 px x 440 px) to insert
Large graphics
Small graphics do not apply
Select number of graphics / images (small: 250 px x 188 px) to insert
Small graphics
Insert Perimeter Fence graphic
 
Size image to:
800 pixels width x 440 pixels in height
 
 Click here to insert image
(jpg or png format)
Insert Perimeter Fence graphic   Size image to: 250 pixels width x 188 pixels height    Click here to insert image
Comply with Air Force Corporate Standards for Site Development:
http://afcfs.wbdg.org/site-development/index.html
Comply with Air Force Corporate Standards for Site Development:
http://afcfs.wbdg.org/site-development/index.html
Comply with AF Corporate Standards for Site Design / NEPA:
http://afcfs.wbdg.org/site-development/site-design-nepa/index.html
Large graphics do not apply
Select number of graphics / images (large: 800 px x 440 px) to insert
Large graphics
Small graphics do not apply
Select number of graphics / images (small: 250 px x 188 px) to insert
Small graphics
Insert Site Design Considerations graphic
 
Size image to:
800 pixels width x 440 pixels in height
 
 Click here to insert image
(jpg or png format)
Insert Site Design Considerations graphic
 
Size image to:
250 pixels width x 188 pixels height
 
 Click here to insert image
Large graphics do not apply
Select number of graphics / images (large: 800 px x 440 px) to insert
Large graphics
Small graphics do not apply
Select number of graphics / images (small: 250 px x 188 px) to insert
Small graphics
Insert Building Orientation graphic
 
Size image to:
800 pixels width x 440 pixels in height
 
 Click here to insert image
(jpg or png format)
Insert Building Orientation graphic   Size image to: 250 pixels width x 188 pixels height    Click here to insert image
Comply with AF Corporate Standards for Site Development:
http://afcfs.wbdg.org/site-development/index.html
Comply with AF Corporate Standards for Utilities:
http://afcfs.wbdg.org/site-development/utilities/index.html
Large graphics do not apply
Select number of graphics / images (large: 800 px x 440 px) to insert
Large graphics
Small graphics do not apply
Select number of graphics / images (small: 250 px x 188 px) to insert
Small graphics
Insert Utility Components graphic
 
Size image to:
800 pixels width x 440 pixels in height
 
 Click here to insert image
(jpg or png format)
Insert Utility Components graphic
 
Size image to:
250 pixels width x 188 pixels height
 
 Click here to insert image
Comply with AF Corporate Standards for Site Development:
http://afcfs.wbdg.org/site-development/index.html
Comply with AF Corporate Standards for Parking Areas:
http://afcfs.wbdg.org/site-development/parking-areas/index.html
Large graphics do not apply
Select number of graphics / images (large: 800 px x 440 px) to insert
Large graphics
Small graphics do not apply
Select number of graphics / images (small: 250 px x 188 px) to insert
Small graphics
Insert Configurations and Design graphic
 
Size image to:
800 pixels width x 440 pixels in height
 
 Click here to insert image
(jpg or png format)
Insert Configurations and Design graphic   Size image to: 250 pixels width x 188 pixels height    Click here to insert image
Large graphics do not apply
Select number of graphics / images (large: 800 px x 440 px) to insert
Large graphics
Small graphics do not apply
Select number of graphics / images (small: 250 px x 188 px) to insert
Small graphics
Insert Paving and Striping graphic
 
Size image to:
800 pixels width x 440 pixels in height
 
 Click here to insert image
(jpg or png format)
Insert Paving and Striping graphic
 
Size image to:
250 pixels width x 188 pixels height
 
 Click here to insert image
Facility Group 1 paving materials shall be as follows.
Facility Group 2 paving materials shall be as follows.
Facility Group 3 paving materials shall be as follows.
Facility Group 4 paving materials shall be as follows.
Large graphics do not apply
Select number of graphics / images (large: 800 px x 440 px) to insert
Large graphics
Small graphics do not apply
Select number of graphics / images (small: 250 px x 188 px) to insert
Small graphics
Insert Curbing graphic
 
Size image to:
800 pixels width x 440 pixels in height
 
 Click here to insert image
(jpg or png format)
Insert Curbing graphic   Size image to: 250 pixels width x 188 pixels height    Click here to insert image
Facility Group 1 curbing / edging materials shall be as follows.
Facility Group 2 curbing / edging materials shall be as follows.
Facility Group 3 curbing / edging materials shall be as follows.
Facility Group 4 curbing / edging materials shall be as follows.
Large graphics do not apply
Select number of graphics / images (large: 800 px x 440 px) to insert
Large graphics
Small graphics do not apply
Select number of graphics / images (small: 250 px x 188 px) to insert
Small graphics
Insert Internal Islands and Medians graphic
 
Size image to:
800 pixels width x 440 pixels in height
 
 Click here to insert image
(jpg or png format)
Insert Internal Islands and Medians graphic   Size image to: 250 pixels width x 188 pixels height    Click here to insert image
Large graphics do not apply
Select number of graphics / images (large: 800 px x 440 px) to insert
Large graphics
Small graphics do not apply
Select number of graphics / images (small: 250 px x 188 px) to insert
Small graphics
Insert Parking Structures graphic
 
Size image to:
800 pixels width x 440 pixels in height
 
 Click here to insert image
(jpg or png format)
Insert Parking Structures graphic   Size image to: 250 pixels width x 188 pixels height    Click here to insert image
Large graphics do not apply
Select number of graphics / images (large: 800 px x 440 px) to insert
Large graphics
Small graphics do not apply
Select number of graphics / images (small: 250 px x 188 px) to insert
Small graphics
Insert Connectivity graphic
 
Size image to:
800 pixels width x 440 pixels in height
 
 Click here to insert image
(jpg or png format)
Insert Connectivity graphic
 
Size image to:
250 pixels width x 188 pixels height
 
 Click here to insert image
Comply with AF Corporate Standards for Site Development:
http://afcfs.wbdg.org/site-development/index.html
Comply with AF Corporate Standards for Stormwater Management:
http://afcfs.wbdg.org/site-development/stormwater-management/index.html
Large graphics do not apply
Select number of graphics / images (large: 800 px x 440 px) to insert
Large graphics
Small graphics do not apply
Select number of graphics / images (small: 250 px x 188 px) to insert
Small graphics
Insert Stormwater Requirements graphic
 
Size image to:
800 pixels width x 440 pixels in height
 
 Click here to insert image
(jpg or png format)
Insert Stormwater Requirements graphic
 
Size image to:
250 pixels width x 188 pixels height
 
 Click here to insert image
Comply with AF Corporate Standards for Site Development:
http://afcfs.wbdg.org/site-development/index.html
Comply with AF Corporate Standards for Sidewalks, Bikeways and Trails:
http://afcfs.wbdg.org/site-development/sidewalks-bikeways-trails/index.html
Large graphics do not apply
Select number of graphics / images (large: 800 px x 440 px) to insert
Large graphics
Small graphics do not apply
Select number of graphics / images (small: 250 px x 188 px) to insert
Small graphics
Insert Circulation and Paving graphic
 
Size image to:
800 pixels width x 440 pixels in height
 
 Click here to insert image
(jpg or png format)
Insert Circulation and Paving graphic   Size image to: 250 pixels width x 188 pixels height    Click here to insert image
Facility Group 1 sidewalks, plazas, and courtyards paving
materials shall be as follows.
Facility Group 2 sidewalks, plazas, and courtyards paving
materials shall be as follows.
Facility Group 3 sidewalks, plazas, and courtyards paving
materials shall be as follows.
Facility Group 4 sidewalks, plazas, and courtyards paving
materials shall be as follows.
Large graphics do not apply
Select number of graphics / images (large: 800 px x 440 px) to insert
Large graphics
Small graphics do not apply
Select number of graphics / images (small: 250 px x 188 px) to insert
Small graphics
Insert Ramps and Stairs graphic
 
Size image to:
800 pixels width x 440 pixels in height
 
 Click here to insert image
(jpg or png format)
Insert Ramps and Stairs graphic
 
Size image to:
250 pixels width x 188 pixels height
 
 Click here to insert image
Large graphics do not apply
Select number of graphics / images (large: 800 px x 440 px) to insert
Large graphics
Small graphics do not apply
Select number of graphics / images (small: 250 px x 188 px) to insert
Small graphics
Insert Lighting graphic
 
Size image to:
800 pixels width x 440 pixels in height
 
 Click here to insert image
(jpg or png format)
Insert Lighting graphic   Size image to: 250 pixels width x 188 pixels height    Click here to insert image
Comply with AF Corporate Standards for Site Development:
http://afcfs.wbdg.org/site-development/index.html
Comply with AF Corporate Standards for Landscape:
http://afcfs.wbdg.org/site-development/landscape/index.html
Large graphics do not apply
Select number of graphics / images (large: 800 px x 440 px) to insert
Large graphics
Small graphics do not apply
Select number of graphics / images (small: 250 px x 188 px) to insert
Small graphics
Insert Climate-based Materials graphic
 
Size image to:
800 pixels width x 440 pixels in height
 
 Click here to insert image
(jpg or png format)
Insert Climate-based Materials graphic
 
Size image to:
250 pixels width x 188 pixels height
 
 Click here to insert image
Large graphics do not apply
Select number of graphics / images (large: 800 px x 440 px) to insert
Large graphics
Small graphics do not apply
Select number of graphics / images (small: 250 px x 188 px) to insert
Small graphics
Insert Landscape Design Concept graphic
 
Size image to:
800 pixels width x 440 pixels in height
 
 Click here to insert image
(jpg or png format)
Insert Landscape Design Concept graphic   Size image to: 250 pixels width x 188 pixels height    Click here to insert image
Large graphics do not apply
Select number of graphics / images (large: 800 px x 440 px) to insert
Large graphics
Small graphics do not apply
Select number of graphics / images (small: 250 px x 188 px) to insert
Small graphics
Insert Xeriscape Design Principles graphic
 
Size image to:
800 pixels width x 440 pixels in height
 
 Click here to insert image
(jpg or png format)
Insert Xeriscape Design Principles graphic   Size image to: 250 pixels width x 188 pixels height    Click here to insert image
Large graphics do not apply
Select number of graphics / images (large: 800 px x 440 px) to insert
Large graphics
Small graphics do not apply
Select number of graphics / images (small: 250 px x 188 px) to insert
Small graphics
Insert Minimizing Water Requirements graphic
 
Size image to:
800 pixels width x 440 pixels in height
 
 Click here to insert image
(jpg or png format)
Insert Minimizing Water Requirements graphic   Size image to: 250 pixels width x 188 pixels height    Click here to insert image
Large graphics do not apply
Select number of graphics / images (large: 800 px x 440 px) to insert
Large graphics
Small graphics do not apply
Select number of graphics / images (small: 250 px x 188 px) to insert
Small graphics
Insert Plant Material Selection graphic
 
Size image to:
800 pixels width x 440 pixels in height
 
 Click here to insert image
(jpg or png format)
Insert Plant Material Selection graphic   Size image to: 250 pixels width x 188 pixels height    Click here to insert image
Large graphics do not apply
Select number of graphics / images (large: 800 px x 440 px) to insert
Large graphics
Small graphics do not apply
Select number of graphics / images (small: 250 px x 188 px) to insert
Small graphics
Insert Water Budgeting graphic
 
Size image to:
800 pixels width x 440 pixels in height
 
 Click here to insert image
(jpg or png format)
Insert Water Budgeting graphic   Size image to: 250 pixels width x 188 pixels height    Click here to insert image
Large graphics do not apply
Select number of graphics / images (large: 800 px x 440 px) to insert
Large graphics
Small graphics do not apply
Select number of graphics / images (small: 250 px x 188 px) to insert
Small graphics
Insert Base Entrance Landscaping graphic
 
Size image to:
800 pixels width x 440 pixels in height
 
 Click here to insert image
(jpg or png format)
Insert Base Entrance Landscaping graphic
 
Size image to:
250 pixels width x 188 pixels height
 
 Click here to insert image
Large graphics do not apply
Select number of graphics / images (large: 800 px x 440 px) to insert
Large graphics
Small graphics do not apply
Select number of graphics / images (small: 250 px x 188 px) to insert
Small graphics
Insert Streetscape Landscaping graphic
 
Size image to:
800 pixels width x 440 pixels in height
 
 Click here to insert image
(jpg or png format)
Insert Streetscape Landscaping graphic   Size image to: 250 pixels width x 188 pixels height    Click here to insert image
Large graphics do not apply
Select number of graphics / images (large: 800 px x 440 px) to insert
Large graphics
Small graphics do not apply
Select number of graphics / images (small: 250 px x 188 px) to insert
Small graphics
Insert Pedestrian Circulation Landscaping graphic
 
Size image to:
800 pixels width x 440 pixels in height
 
 Click here to insert image
(jpg or png format)
Insert Pedestrian Circulation Landscaping graphic
 
Size image to:
250 pixels width x 188 pixels height
 
 Click here to insert image
Large graphics do not apply
Select number of graphics / images (large: 800 px x 440 px) to insert
Large graphics
Small graphics do not apply
Select number of graphics / images (small: 250 px x 188 px) to insert
Small graphics
Insert Parking Lot Landscaping graphic
 
Size image to:
800 pixels width x 440 pixels in height
 
 Click here to insert image
(jpg or png format)
Insert Parking Lot Landscaping graphic   Size image to: 250 pixels width x 188 pixels height    Click here to insert image
Large graphics do not apply
Select number of graphics / images (large: 800 px x 440 px) to insert
Large graphics
Small graphics do not apply
Select number of graphics / images (small: 250 px x 188 px) to insert
Small graphics
Insert Screen/Accent Landscaping graphic
 
Size image to:
800 pixels width x 440 pixels in height
 
 Click here to insert image
(jpg or png format)
Insert Screen/Accent Landscaping graphic
 
Size image to:
250 pixels width x 188 pixels height
 
 Click here to insert image
Large graphics do not apply
Select number of graphics / images (large: 800 px x 440 px) to insert
Large graphics
Small graphics do not apply
Select number of graphics / images (small: 250 px x 188 px) to insert
Small graphics
Insert graphic
 
Size image to:
800 pixels width x 440 pixels in height
 
 Click here to insert image
(jpg or png format)
Insert graphic   Size image to: 250 pixels width x 188 pixels height    Click here to insert image
Comply with AF Corporate Standards for Site Development:
http://afcfs.wbdg.org/site-development/index.html
Comply with AF Corporate Standards for Site Furnishings:
http://afcfs.wbdg.org/site-development/site-furnishings/index.html
Large graphics do not apply
Select number of graphics / images (large: 800 px x 440 px) to insert
Large graphics
Small graphics do not apply
Select number of graphics / images (small: 250 px x 188 px) to insert
Small graphics
Insert Furnishings and Elements graphic
 
Size image to:
800 pixels width x 440 pixels in height
 
 Click here to insert image
(jpg or png format)
Insert Furnishings and Elements graphic   Size image to: 250 pixels width x 188 pixels height    Click here to insert image
Note: Apply the below base-wide standards for Site Furnishings (products, materials and color).  Then refer to the Appendix and apply any additional requirements specifically related to the Facility District in which the project is located.
Applies to:
Recommended Image: Example of Grill Type  Size image to: 250 pixels width x 188 pixels height   Click here to insert image
Applies to:
Recommended Image: Example of Bench Type  Size image to: 250 pixels width x 188 pixels height   Click here to insert image
Applies to:
Recommended Image: Example of Bike Rack Type  Size image to: 250 pixels width x 188 pixels height   Click here to insert image
Applies to:
Recommended Image: Example of Bike Locker Type  Size image to: 250 pixels width x 188 pixels height   Click here to insert image
Applies to:
Recommended Image: Example of Bollard Type  Size image to: 250 pixels width x 188 pixels height   Click here to insert image
Applies to:
Recommended Image: Example of Bus Shelter Type  Size image to: 250 pixels width x 188 pixels height   Click here to insert image
Applies to:
Recommended Image: Example of Drinking Fountain Type  Size image to: 250 pixels width x 188 pixels height   Click here to insert image
Applies to:
Recommended Image: Example of Dumpster Enclosure/Gate Type  Size image to: 250 pixels width x 188 pixels height   Click here to insert image
Applies to:
Recommended Image: Example of Fencing Type  Size image to: 250 pixels width x 188 pixels height   Click here to insert image
Applies to:
Recommended Image: Example of Flagpole Type  Size image to: 250 pixels width x 188 pixels height   Click here to insert image
Please refer to the Lighting section.
Applies to:
Recommended Image: Example of Litter / Ash Recepticle Type  Size image to: 250 pixels width x 188 pixels height   Click here to insert image
Applies to:
Recommended Image: Example of Picnic Table Type  Size image to: 250 pixels width x 188 pixels height   Click here to insert image
Applies to:
Recommended Image: Example of Planter Type  Size image to: 250 pixels width x 188 pixels height   Click here to insert image
Applies to:
Recommended Image: Example of Play Equipment Type  Size image to: 250 pixels width x 188 pixels height   Click here to insert image
Applies to:
Recommended Image: Example of Screen Wall Type  Size image to: 250 pixels width x 188 pixels height   Click here to insert image
Applies to:
Recommended Image: Example of Tree Grate Type  Size image to: 250 pixels width x 188 pixels height   Click here to insert image
Applies to:
Recommended Image: Example of Other Type  Size image to: 250 pixels width x 188 pixels height   Click here to insert image
Comply with AF Corporate Standards for Site Development:
http://afcfs.wbdg.org/site-development/index.html
Comply with AF Corporate Standards for Exterior Signs:
http://afcfs.wbdg.org/site-development/exterior-signs/index.html
Large graphics do not apply
Select number of graphics / images (large: 800 px x 440 px) to insert
Large graphics
Small graphics do not apply
Select number of graphics / images (small: 250 px x 188 px) to insert
Small graphics
Insert Colors and Types graphic
 
Size image to:
800 pixels width x 440 pixels in height
 
 Click here to insert image
(jpg or png format)
Insert Colors and Types graphic   Size image to: 250 pixels width x 188 pixels height    Click here to insert image
Large graphics do not apply
Select number of graphics / images (large: 800 px x 440 px) to insert
Large graphics
Small graphics do not apply
Select number of graphics / images (small: 250 px x 188 px) to insert
Small graphics
Insert Materials and Color Specifications graphic
 
Size image to:
800 pixels width x 440 pixels in height
 
 Click here to insert image
(jpg or png format)
Insert Materials and Color Specifications graphic   Size image to: 250 pixels width x 188 pixels height    Click here to insert image
Applies to:
Recommended Image: Example of Materials and Color Specifications  Size image to: 250 pixels width x 188 pixels height   Click here to insert image
Applies to:
Recommended Image: Example of Installation and Gate Identification Signs  Size image to: 250 pixels width x 188 pixels height   Click here to insert image
Applies to:
Recommended Image: Example of Building Identification Signs  Size image to: 250 pixels width x 188 pixels height   Click here to insert image
Applies to:
Recommended Image: Example of Traffic Control Device  Size image to: 250 pixels width x 188 pixels height   Click here to insert image
Applies to:
Recommended Image: Example of Directional and Wayfinding Sign  Size image to: 250 pixels width x 188 pixels height   Click here to insert image
Large graphics do not apply
Select number of graphics / images (large: 800 px x 440 px) to insert
Large graphics
Small graphics do not apply
Select number of graphics / images (small: 250 px x 188 px) to insert
Small graphics
Insert Informational Signs graphic
 
Size image to:
800 pixels width x 440 pixels in height
 
 Click here to insert image
(jpg or png format)
Insert Informational Signs graphic   Size image to: 250 pixels width x 188 pixels height    Click here to insert image
Large graphics do not apply
Select number of graphics / images (large: 800 px x 440 px) to insert
Large graphics
Small graphics do not apply
Select number of graphics / images (small: 250 px x 188 px) to insert
Small graphics
Insert Motivational Signs graphic
 
Size image to:
800 pixels width x 440 pixels in height
 
 Click here to insert image
(jpg or png format)
Insert Motivational Signs graphic   Size image to: 250 pixels width x 188 pixels height    Click here to insert image
Applies to:
Recommended Image: Example of Parking Lot Sign  Size image to: 250 pixels width x 188 pixels height   Click here to insert image
Applies to:
Recommended Image: Example of Regulatory Sign  Size image to: 250 pixels width x 188 pixels height   Click here to insert image
Applies to:
Recommended Image: Example of Other Sign  Size image to: 250 pixels width x 188 pixels height   Click here to insert image
Comply with AF Corporate Standards for Site Development:
http://afcfs.wbdg.org/site-development/index.html
Comply with AF Corporate Standards for Lighting:
http://afcfs.wbdg.org/site-development/lighting/index.html
Large graphics do not apply
Select number of graphics / images (large: 800 px x 440 px) to insert
Large graphics
Small graphics do not apply
Select number of graphics / images (small: 250 px x 188 px) to insert
Small graphics
Insert Fixtures and Lamping graphic
 
Size image to:
800 pixels width x 440 pixels in height
 
 Click here to insert image
(jpg or png format)
Insert Fixtures and Lamping graphic
 
Size image to:
250 pixels width x 188 pixels height
 
 Click here to insert image
Note: Apply the below base-wide standards for Light Fixtures (products, materials and color).  Then refer to the Appendix and apply any additional requirements specifically related to the Facility District in which the project is located.
Applies to:
Recommended Image: Example of Street Lighting  Size image to: 250 pixels width x 188 pixels height   Click here to insert image
Applies to:
Recommended Image: Example of Parking Lot Lighting  Size image to: 250 pixels width x 188 pixels height   Click here to insert image
Applies to:
Recommended Image: Example of Lighted Bollards  Size image to: 250 pixels width x 188 pixels height   Click here to insert image
Applies to:
Recommended Image: Example of Sidewalk Lighting  Size image to: 250 pixels width x 188 pixels height   Click here to insert image
Applies to:
Recommended Image: Example of Walls / Stairs Lighting  Size image to: 250 pixels width x 188 pixels height   Click here to insert image
Applies to:
Recommended Image: Example of Other Lighting  Size image to: 250 pixels width x 188 pixels height   Click here to insert image
Comply with Air Force Corporate Standards for Facilities Exteriors:
http://afcfs.wbdg.org/facilities-exteriors/index.html
Large graphics
Large graphics do not apply
Select number of graphics / images (large: 800 px x 440 px) to insert
Small graphics do not apply
Select number of graphics / images (small: 250 px x 188 px) to insert
Small graphics
OPTIONAL: Insert Facilities Exteriors graphic that
represents the base-wide standard
 
Size image to:
800 pixels width x 440 pixels in height
 
 Click here to insert image
(jpg or png format)
OPTIONAL: Insert Facilities Exteriors graphic that represents the base-wide standard
 
Size image to:
250 pixels width x 188 pixels height
 
 Click here to insert image
Comply with AF Corporate Standards for Supporting the Mission:
http://afcfs.wbdg.org/facilities-exteriors/supporting-the-mission/index.html
Comply with Air Force Corporate Standards for Sustainability:
http://afcfs.wbdg.org/facilities-exteriors/supporting-the-mission/index.html
Comply with AF Corporate Standards for Facilities Exteriors:
http://afcfs.wbdg.org/facilities-exteriors/index.html
Comply with AF Corporate Standards for Architectural Features:
http://afcfs.wbdg.org/facilities-exteriors/architectural-features/index.html
Insert 3 photos for each facility group.
Group 1
Group 2
Group 3
Group 4
Recommended Image:
Overall facility architecture
Size image to:
250 pixels width x 188 pixels height
 
 Click here to insert image
Recommended Image:
Primary Feature
Size image to:
250 pixels width x 188 pixels height
 
Click here to insert image
Recommended Image:
Architectural Detail
Size image to:
250 pixels width x 188 pixels height
 
Click here to insert image
Recommended Image:
Overall facility architecture
Size image to:
250 pixels width x 188 pixels height
 
Click here to insert image
Recommended Image:
Primary Feature
Size image to:
250 pixels width x 188 pixels height
 
Click here to insert image
Recommended Image: Wall showing secondary material Size image to: 250 pixels width x 188 pixels height   Click here to insert image
Recommended Image:
Overall facility architecture
Size image to:
250 pixels width x 188 pixels height
 
Click here to insert image
Recommended Image:
Primary Feature   
Size image to:
250 pixels width x 188 pixels height
 
Click here to insert image
Recommended Image:
Architectural Detail
Size image to:
250 pixels width x 188 pixels height
 
Click here to insert image
Recommended Image:
Overall facility architecture
Size image to:
250 pixels width x 188 pixels height
 
Click here to insert image
Recommended Image:    Primary Feature Size image to: 250 pixels width x 188 pixels height   Click here to insert image
Recommended Image:
Architectural Detail
Size image to:
250 pixels width x 188 pixels height
 
Click here to insert image
Note: Apply the below base-wide standards for Architectural Features (products, materials and color).  Then refer to the Appendix and apply any additional requirements specifically related to the Facility District in which the project is located.
Applies to:
Recommended Image: Example of Natural Ventilation System  Size image to: 250 pixels width x 188 pixels height   Click here to insert image
Applies to:
Recommended Image: Example of Thermal Mass  Size image to: 250 pixels width x 188 pixels height   Click here to insert image
Applies to:
Recommended Image: Example of Thermal Shading  Size image to: 250 pixels width x 188 pixels height   Click here to insert image
Applies to:
Recommended Image: Example of Renewable Heating/Cooling  Size image to: 250 pixels width x 188 pixels height   Click here to insert image
Applies to:
Recommended Image: Example of Solar Photovoltaic System  Size image to: 250 pixels width x 188 pixels height   Click here to insert image
Applies to:
Recommended Image: Example of Solar Thermal System  Size image to: 250 pixels width x 188 pixels height   Click here to insert image
Comply with AF Corporate Standards for Facilities Exteriors:
http://afcfs.wbdg.org/facilities-exteriors/index.html
Comply with AF Corporate Standards for Building Entrances:
http://afcfs.wbdg.org/facilities-exteriors/building-entrances/index.html
Insert 3 photos for each facility group. 
Group 1
Group 2
Group 3
Group 4
Recommended Image: Overall facility showing entrance Size image to: 250 pixels width x 188 pixels height    Click here to insert image
Recommended Image: Primary Entrance Size image to: 250 pixels width x 188 pixels height   Click here to insert image
Recommended Image: Secondary Entrance Size image to: 250 pixels width x 188 pixels height   Click here to insert image
Recommended Image: Overall facility showing entrance Size image to: 250 pixels width x 188 pixels height   Click here to insert image
Recommended Image: Primary Entrance Size image to: 250 pixels width x 188 pixels height   Click here to insert image
Recommended Image:
Secondary Entrance
Size image to:
250 pixels width x 188 pixels height
 
Click here to insert image
Recommended Image: Overall facility showing entrance Size image to: 250 pixels width x 188 pixels height   Click here to insert image
Recommended Image: Primary Entrance    Size image to: 250 pixels width x 188 pixels height   Click here to insert image
Recommended Image: Secondary Entrance Size image to: 250 pixels width x 188 pixels height   Click here to insert image
Recommended Image: Overall facility showing entrance Size image to: 250 pixels width x 188 pixels height   Click here to insert image
Recommended Image:   Primary Entrance Size image to: 250 pixels width x 188 pixels height   Click here to insert image
Recommended Image: Secondary Entrance Size image to: 250 pixels width x 188 pixels height   Click here to insert image
Comply with AF Corporate Standards for Facilities Exteriors:
http://afcfs.wbdg.org/facilities-exteriors/index.html
Comply with AF Corporate Standards for Doors and Windows:
http://afcfs.wbdg.org/facilities-exteriors/wall-systems/index.html
Comply with AFCFS Recommended Materials:
http://afcfs.wbdg.org/facilities-exteriors/wall-systems/materials/index.html
Insert 3 photos for each facility group. 
Group 1
Group 2
Group 3
Group 4
Recommended Image:
Overall facility showing materials
Size image to:
250 pixels width x 188 pixels height
 
 Click here to insert image
Recommended Image:
Wall showing primary material
Size image to:
250 pixels width x 188 pixels height
 
Click here to insert image
Recommended Image:
Wall showing secondary material
Size image to:
250 pixels width x 188 pixels height
 
Click here to insert image
Recommended Image:
Overall facility showing materials
Size image to:
250 pixels width x 188 pixels height
 
Click here to insert image
Recommended Image:
Wall showing primary material
Size image to:
250 pixels width x 188 pixels height
 
Click here to insert image
Recommended Image: Wall showing secondary material Size image to: 250 pixels width x 188 pixels height   Click here to insert image
Recommended Image:
Overall facility showing materials
Size image to:
250 pixels width x 188 pixels height
 
Click here to insert image
Recommended Image:
Wall showing primary material  
Size image to:
250 pixels width x 188 pixels height
 
Click here to insert image
Recommended Image:
Wall showing secondary material
Size image to:
250 pixels width x 188 pixels height
 
Click here to insert image
Recommended Image:
Overall facility showing materials
Size image to:
250 pixels width x 188 pixels height
 
Click here to insert image
Recommended Image:
Wall showing primary material
Size image to:
250 pixels width x 188 pixels height
 
Click here to insert image
Recommended Image:
Wall showing secondary material
Size image to:
250 pixels width x 188 pixels height
 
Click here to insert image
Facility Group 1 wall materials shall be as follows.
Facility Group 2 wall materials shall be as follows.
Facility Group 3 wall materials shall be as follows.
Facility Group 4 wall materials shall be as follows.
Note: Apply the below base-wide standards for Wall Systems (products, materials and color).  Then refer to the Appendix and apply any additional requirements specifically related to the Facility District in which the project is located.
D05.4.1. Flat Metal Panels
Applies to:
UFGS:       Section 07 42 13 Metal Wall Panels:
                   http://www.wbdg.org/FFC/DOD/UFGS/UFGS 07 42 13.pdf
                   Section 07 42 63 Fabricated Wall Panel Assemblies:
                   http://www.wbdg.org/FFC/DOD/UFGS/UFGS 07 42 63.pdf
Recommended Image: Detail of flat metal panel  Size image to: 250 pixels width x 188 pixels height   Click here to insert image
D05.4.2. Brick Veneer
Applies to:
UFGS:       Section 04 20 00 Unit Masonry:
                   http://www.wbdg.org/FFC/DOD/UFGS/UFGS 04 20 00.pdf
Recommended Image: Detail of brick Veneer  Size image to: 250 pixels width x 188 pixels height   Click here to insert image
D05.4.3. Architectural Precast
Applies to:
UFGS:       Section 03 45 00 Precast Architectural Concrete:
                   http://www.wbdg.org/FFC/DOD/UFGS/UFGS 03 45 00.pdf
Recommended Image: Detail of precast  Size image to: 250 pixels width x 188 pixels height   Click here to insert image
D05.4.4. Stucco Over Sheathing
Applies to:
UFGS:       Section 09 24 23 Cement Stucco:
                   http://www.wbdg.org/FFC/DOD/UFGS/UFGS 09 24 23.pdf
Recommended Image: Detail of stucco  Size image to: 250 pixels width x 188 pixels height   Click here to insert image
D05.4.5. Curtain Wall
Applies to:
UFGS:       Section 08 44 00 Curtain Wall and Glazed Assemblies:
                   http://www.wbdg.org/FFC/DOD/UFGS/UFGS 08 44 00.pdf
Recommended Image: Detail of curtain wall  Size image to: 250 pixels width x 188 pixels height   Click here to insert image
D05.4.6. Cast-In-Place Concrete
Applies to:
UFGS:       Section 03 33 00 Cast-In-Place Architectural Concrete:
                   http://www.wbdg.org/FFC/DOD/UFGS/UFGS 03 33 00.pdf
Recommended Image: Detail of cast-in-place concrete  Size image to: 250 pixels width x 188 pixels height   Click here to insert image
D05.4.7. Tilt-Up Concrete
Applies to:
UFGS:        Section 03 47 13 Tilt-Up Concrete:
                    http://www.wbdg.org/FFC/DOD/UFGS/UFGS 03 47 13.pdf
Recommended Image: Detail of tilt-up concrete  Size image to: 250 pixels width x 188 pixels height   Click here to insert image
D05.4.8. Ribbed Metal Sheeting
Applies to:
UFGS:       Section 07 42 13 Metal Wall Panels:
                   http://www.wbdg.org/FFC/DOD/UFGS/UFGS 07 42 13.pdf
Recommended Image: Detail of ribbed metal sheeting  Size image to: 250 pixels width x 188 pixels height   Click here to insert image
D05.4.9. EIFS
Applies to:
UFGS:        Section 07 24 00 Exterior Insulation and Finish Systems:
                    http://www.wbdg.org/FFC/DOD/UFGS/UFGS 07 24 00.pdf
Recommended Image: Detail of EIFS over framing  Size image to: 250 pixels width x 188 pixels height   Click here to insert image
D05.4.10. GFRC
Applies to:
UFGS:        Section 09 24 23 Cement Stucco:
                    http://www.wbdg.org/FFC/DOD/UFGS/UFGS 09 24 23.pdf
Recommended Image: Detail of GFRC over framing  Size image to: 250 pixels width x 188 pixels height   Click here to insert image
D05.4.11. Concrete Block
Applies to:
UFGS:        Section 04 20 00 Unit Masonry:
                    http://www.wbdg.org/FFC/DOD/UFGS/UFGS 04 20 00.pdf
Recommended Image: Detail of concrete block  Size image to: 250 pixels width x 188 pixels height   Click here to insert image
D05.4.12. Fiber Cement Siding
Applies to:
UFGS:        SECTION 074646 Fiber Cement Siding:                     (Not Available on UFGS)
Recommended Image: Detail of fiber cement siding  Size image to: 250 pixels width x 188 pixels height   Click here to insert image
D05.4.13. Other
Applies to:
Recommended Image: Detail of material  Size image to: 250 pixels width x 188 pixels height   Click here to insert image
Comply with AF Corporate Standards for Facilities Exteriors:
http://afcfs.wbdg.org/facilities-exteriors/index.html
Comply with AF Corporate Standards for Doors and Windows:
http://afcfs.wbdg.org/facilities-exteriors/doors-and-windows/index.html
Comply with AFCFS Recommended Materials:
http://afcfs.wbdg.org/facilities-exteriors/doors-and-windows/materials/index.html
Insert 3 photos for each facility group. 
Group 1
Group 2
Group 3
Group 4
Recommended Image: Facility showing doors and windows Size image to: 250 pixels width x 188 pixels height  Click here to insert image
Recommended Image: Window system Size image to: 250 pixels width x 188 pixels height   Click here to insert image
Recommended Image: Door system Size image to: 250 pixels width x 188 pixels height   Click here to insert image
Recommended Image: Facility showing doors and windows Size image to: 250 pixels width x 188 pixels height Click here to insert image
Recommended Image: Window system Size image to: 250 pixels width x 188 pixels height   Click here to insert image
Recommended Image:
Door system
Size image to:
250 pixels width x 188 pixels height
 
Click here to insert image
Recommended Image: Facility showing doors and windows Size image to: 250 pixels width x 188 pixels height Click here to insert image
Recommended Image: Window system   Size image to: 250 pixels width x 188 pixels height   Click here to insert image
Recommended Image: Door system Size image to: 250 pixels width x 188 pixels height   Click here to insert image
Recommended Image: Facility showing doors and windows Size image to: 250 pixels width x 188 pixels height Click here to insert image
Recommended Image: Window system Size image to: 250 pixels width x 188 pixels height   Click here to insert image
Recommended Image: Door system Size image to: 250 pixels width x 188 pixels height   Click here to insert image
Note: Apply the below base-wide standards for Doors and Windows (products, materials and color).  Then refer to the Appendix and apply any additional requirements specifically related to the Facility District in which the project is located.
Applies to:
UFGS:       Section 08 41 13 Aluminum-Framed Entrances and Storefronts:
                   http://www.wbdg.org/FFC/DOD/UFGS/UFGS 08 41 13.pdf
Recommended Image: Anodized Aluminum Framed Door and / or Window Size image to: 250 pixels width x 188 pixels height   Click here to insert image
Applies to:
UFGS:       Section 08 11 13 Steel Doors and Frames:
                   http://www.wbdg.org/FFC/DOD/UFGS/UFGS 08 11 13.pdf
Recommended Image: Hollow Metal Door Size image to: 250 pixels width x 188 pixels height   Click here to insert image
Applies to:
UFGS:       Section 08 14 00 Wood Doors
                   http://www.wbdg.org/FFC/DOD/UFGS/UFGS 08 14 00.pdf
Recommended Image: Aluminum-clad Wood Framed Door and / or Window Size image to: 250 pixels width x 188 pixels height   Click here to insert image
Applies to:
Recommended Image: Other Door and / or Window Type Size image to: 250 pixels width x 188 pixels height   Click here to insert image
Comply with AF Corporate Standards for Facilities Exteriors:
http://afcfs.wbdg.org/facilities-exteriors/index.html
Comply with AF Corporate Standards for Roof Systems:
http://afcfs.wbdg.org/facilities-exteriors/roof-systems/index.html
Comply with AFCFS Recommended Materials:
http://afcfs.wbdg.org/facilities-exteriors/roof-systems/materials/index.html
Insert 3 photos for each facility group. 
Group 1
Group 2
Group 3
Group 4
Recommended Image:
Facility showing roof
Size image to:
250 pixels width x 188 pixels height
 Click here to insert image
Recommended Image:
Roof features
Size image to:
250 pixels width x 188 pixels height
 
Click here to insert image
Recommended Image:
Roof Detail
Size image to:
250 pixels width x 188 pixels height
 
Click here to insert image
Recommended Image:
Facility showing roof
Size image to:
250 pixels width x 188 pixels height
Click here to insert image
Recommended Image:
Roof features
Size image to:
250 pixels width x 188 pixels height
 
Click here to insert image
Recommended Image: Roof Detail Size image to: 250 pixels width x 188 pixels height   Click here to insert image
Recommended Image:
Facility showing roof
Size image to:
250 pixels width x 188 pixels height
Click here to insert image
Recommended Image:
Roof features 
Size image to:
250 pixels width x 188 pixels height
 
Click here to insert image
Recommended Image:
Roof Detail
Size image to:
250 pixels width x 188 pixels height
 
Click here to insert image
Recommended Image:
Facility showing roof
Size image to:
250 pixels width x 188 pixels height
Click here to insert image
Recommended Image:
Roof features
Size image to:
250 pixels width x 188 pixels height
 
Click here to insert image
Recommended Image:
Roof Detail
Size image to:
250 pixels width x 188 pixels height
 
Click here to insert image
Note: Apply the below base-wide standards for Roof Systems (products, materials and color).  Then refer to the Appendix and apply any additional requirements specifically related to the Facility District in which the project is located.
Applies to:
UFGS:       Section 07 61 14 Steel Standing Seam Roofing
                   http://www.wbdg.org/FFC/DOD/UFGS/UFGS 07 61 14.00 20.pdf
Recommended Image: Detail of Standing Seam Metal Roof  Size image to: 250 pixels width x 188 pixels height   Click here to insert image
Applies to:
UFGS:       Section 07 53 23 Ethylene-Propylene-Diene-Monomer Roofing
                   http://www.wbdg.org/FFC/DOD/UFGS/UFGS 07 53 23.pdf
                   Section 07 54 50 TPO Thermoplastic Single-Ply Roofing
                   (Not Available on UFGS)
Recommended Image: Detail of Membrane Single-ply Roof  Size image to: 250 pixels width x 188 pixels height   Click here to insert image
Applies to:
UFGS:       Section 07 51 13 Built-Up Asphalt Roofing
                   http://www.wbdg.org/FFC/DOD/UFGS/UFGS 07 51 13.pdf
Recommended Image: Detail of Built-up Multi-ply Roof  Size image to: 250 pixels width x 188 pixels height   Click here to insert image
Applies to:
UFGS:       Section 07 32 16 Concrete Roof Tile                   (Not Available on UFGS)
Recommended Image: Detail of Concrete Tile Roof  Size image to: 250 pixels width x 188 pixels height   Click here to insert image
Applies to:
UFGS:       Section 07 32 13 Clay Roof Tiles 
                   (Not Available on UFGS)
                   Section 07 32 14 Clay Tile Roofing Replacement or Repair
                   http://www.wbdg.org/FFC/DOD/UFGS/UFGS 07 32 14.pdf
Recommended Image: Detail of Clay Tile Roof  Size image to: 250 pixels width x 188 pixels height   Click here to insert image
Applies to:
UFGS:       Section 07 31 26 Slate Shingles
                   http://www.wbdg.org/FFC/DOD/UFGS/UFGS 07 31 26.pdf
Recommended Image: Detail of Slate Shingled Roof  Size image to: 250 pixels width x 188 pixels height   Click here to insert image
Applies to:
UFGS:       Section 32 97 00 Vegetated Roof Assemblies                    (Not Available on UFGS)
Recommended Image: Detail of Vegetated Roof  Size image to: 250 pixels width x 188 pixels height   Click here to insert image
Applies to:
UFGS:       Section 07 41 13.19 Batten-Seam Metal Roof Panels                     (Not Available on UFGS)
Recommended Image: Detail of Ribbed Metal Sheeted Roof  Size image to: 250 pixels width x 188 pixels height   Click here to insert image
Applies to:
UFGS:       Section 07 31 13 Glass-fiber-reinforced Asphalt Shingles
                   http://www.wbdg.org/FFC/DOD/UFGS/UFGS 07 31 13.pdf
Recommended Image: Detail of Composite Shingled Roof  Size image to: 250 pixels width x 188 pixels height   Click here to insert image
Applies to:
Recommended Image: Detail of Other Type Roof  Size image to: 250 pixels width x 188 pixels height   Click here to insert image
Comply with AF Corporate Standards for Facilities Exteriors:
http://afcfs.wbdg.org/facilities-exteriors/index.html
Comply with AF Corporate Standards for Structural Systems:
http://afcfs.wbdg.org/facilities-exteriors/structural-systems/index.html
Comply with AFCFS Recommended Materials:
http://afcfs.wbdg.org/facilities-exteriors/structural-systems/materials/index.html
Insert 3 photos for each facility group. 
Group 1
Group 2
Group 3
Group 4
Recommended Image: Facility showing structure Size image to: 250 pixels width x 188 pixels height  Click here to insert image
Recommended Image: Structural features Size image to: 250 pixels width x 188 pixels height   Click here to insert image
Recommended Image: Structural Detail Size image to: 250 pixels width x 188 pixels height   Click here to insert image
Recommended Image: Facility showing structure Size image to: 250 pixels width x 188 pixels height Click here to insert image
Recommended Image: Structural features Size image to: 250 pixels width x 188 pixels height   Click here to insert image
Recommended Image:
Structural Detail
Size image to:
250 pixels width x 188 pixels height
 
Click here to insert image
Recommended Image: Facility showing structure Size image to: 250 pixels width x 188 pixels height Click here to insert image
Recommended Image: Structural features  Size image to: 250 pixels width x 188 pixels height   Click here to insert image
Recommended Image: Structural Detail Size image to: 250 pixels width x 188 pixels height   Click here to insert image
Recommended Image: Facility showing structure Size image to: 250 pixels width x 188 pixels height Click here to insert image
Recommended Image: Structural features Size image to: 250 pixels width x 188 pixels height   Click here to insert image
Recommended Image: Structural Detail Size image to: 250 pixels width x 188 pixels height   Click here to insert image
Note: Apply the below base-wide standards for Structural Systems (products, materials and color).  Then refer to the Appendix and apply any additional requirements specifically related to the Facility District in which the project is located.
Applies to:
UFGS:       Section 03 30 53 Miscellaneous Cast-In-Place Concrete
                   http://www.wbdg.org/FFC/DOD/UFGS/UFGS 03 30 53.pdf
                   Section 03 33 00 Cast-In-Place Architectural Concrete
                   http://www.wbdg.org/FFC/DOD/UFGS/UFGS 03 33 00.pdf
                   Section 03 47 13 Tilt-Up Concrete
                   http://www.wbdg.org/FFC/DOD/UFGS/UFGS 03 47 13.pdf
Recommended Image: Detail of Concrete Structure  Size image to: 250 pixels width x 188 pixels height   Click here to insert image
Applies to:
UFGS:       Section 03 30 53 Miscellaneous Cast-In-Place Concrete
                   http://www.wbdg.org/FFC/DOD/UFGS/UFGS 03 30 53.pdf
                   Section 03 11 19  Insulating Concrete Forming
                   (Not Available on UFGS)
Recommended Image: Detail of ICF Structure  Size image to: 250 pixels width x 188 pixels height   Click here to insert image
Applies to:
UFGS:       Section 05 12 00 Structural Steel
                   http://www.wbdg.org/FFC/DOD/UFGS/UFGS 05 12 00.pdf
Recommended Image: Detail of Steel Structure  Size image to: 250 pixels width x 188 pixels height   Click here to insert image
Applies to:
UFGS:       Section 13 12 00 Steel Building Systems
                   (Not Available on UFGS)
                   Section 13 34 19 Metal Building Systems
                   http://www.wbdg.org/FFC/DOD/UFGS/UFGS 13 34 19.pdf
Recommended Image: Detail of Pre-Engineered Steel Structure  Size image to: 250 pixels width x 188 pixels height   Click here to insert image
Applies to:
UFGS:       Section 04 20 00 Unit Masonry
                   http://www.wbdg.org/FFC/DOD/UFGS/UFGS 04 20 00.pdf
Recommended Image: Detail of Masonry Structure  Size image to: 250 pixels width x 188 pixels height   Click here to insert image
Applies to:
UFGS:       Section 06 13 00 Heavy Timber Construction                    (Not Available on UFGS)
Recommended Image: Detail of Heavy Timber Structure  Size image to: 250 pixels width x 188 pixels height   Click here to insert image
Applies to:
UFGS:       Section 05 45 00 Light Gauge Steel Framing System
                   (Not Available on UFGS)
Recommended Image: Detail of Light-gauge Steel Structure  Size image to: 250 pixels width x 188 pixels height   Click here to insert image
Applies to:
UFGS:       Section 06 10 00 Rough Carpentry
                   http://www.wbdg.org/FFC/DOD/UFGS/UFGS 06 10 00.pdf
                   Section 06 11 00 Wood Framing and Sheathing
                   (Not Available on UFGS)
Recommended Image: Detail of Wood Framed Structure  Size image to: 250 pixels width x 188 pixels height   Click here to insert image
Applies to:
Recommended Image: Detail of Other Type Structure  Size image to: 250 pixels width x 188 pixels height   Click here to insert image
Comply with AF Corporate Standards for Facilities Exteriors:
http://afcfs.wbdg.org/facilities-exteriors/index.html
Comply with AF Corporate Standards for Mechanical, Electrical and Plumbing:
http://afcfs.wbdg.org/facilities-exteriors/machanical-electrical-and-plumbing/index.html
Insert 3 photos for each facility group. 
Group 1
Group 2
Group 3
Group 4
Recommended Image:
Facility showing MEP
Size image to:
250 pixels width x 188 pixels height
 Click here to insert image
Recommended Image:
MEP features
Size image to:
250 pixels width x 188 pixels height
 
Click here to insert image
Recommended Image:
MEP Detail
Size image to:
250 pixels width x 188 pixels height
 
Click here to insert image
Recommended Image:
Facility showing MEP
Size image to:
250 pixels width x 188 pixels height
Click here to insert image
Recommended Image:
MEP features
Size image to:
250 pixels width x 188 pixels height
 
Click here to insert image
Recommended Image: MEP Detail Size image to: 250 pixels width x 188 pixels height   Click here to insert image
Recommended Image:
Facility showing MEP
Size image to:
250 pixels width x 188 pixels height
Click here to insert image
Recommended Image:
MEP features 
Size image to:
250 pixels width x 188 pixels height
 
Click here to insert image
Recommended Image:
MEP Detail
Size image to:
250 pixels width x 188 pixels height
 
Click here to insert image
Recommended Image:
Facility showing MEP
Size image to:
250 pixels width x 188 pixels height
Click here to insert image
Recommended Image:
MEP features
Size image to:
250 pixels width x 188 pixels height
 
Click here to insert image
Recommended Image:
MEP Detail
Size image to:
250 pixels width x 188 pixels height
 
Click here to insert image
Comply with Air Force Corporate Standards for Facilities Interiors:
http://afcfs.wbdg.org/facilities-interiors/index.html
Insert 3 photos for each facility group. 
Group 1
Group 2
Group 3
Group 4
Recommended Image:
Typical facility interior
Size image to:
250 pixels width x 188 pixels height
 Click here to insert image
Recommended Image:
Interior features
Size image to:
250 pixels width x 188 pixels height
 
Click here to insert image
Recommended Image:
Interior detail
Size image to:
250 pixels width x 188 pixels height
 
Click here to insert image
Recommended Image:
Typical facility interior
Size image to:
250 pixels width x 188 pixels height
Click here to insert image
Recommended Image:
Interior features
Size image to:
250 pixels width x 188 pixels height
 
Click here to insert image
Recommended Image: Interior detail Size image to: 250 pixels width x 188 pixels height   Click here to insert image
Recommended Image:
Typical facility interior
Size image to:
250 pixels width x 188 pixels height
Click here to insert image
Recommended Image:
Interior features 
Size image to:
250 pixels width x 188 pixels height
 
Click here to insert image
Recommended Image:
Interior detail
Size image to:
250 pixels width x 188 pixels height
 
Click here to insert image
Recommended Image:
Typical facility interior
Size image to:
250 pixels width x 188 pixels height
Click here to insert image
Recommended Image:
Interior features
Size image to:
250 pixels width x 188 pixels height
 
Click here to insert image
Recommended Image:
Interior detail
Size image to:
250 pixels width x 188 pixels height
 
Click here to insert image
Comply with Air Force Corporate Standards for Building Configurations:
http://afcfs.wbdg.org/facilities-interiors/buildings-configurations/index.html
Comply with Air Force Corporate Standards for Layout and Common Areas:
http://afcfs.wbdg.org/facilities-interiors/buildings-configurations/layout-and-common-areas/index.html 
Comply with Air Force Corporate Standards for Quality and Comfort:
http://afcfs.wbdg.org/facilities-interiors/buildings-configurations/quality-and-comfort/index.html 
Comply with Air Force Corporate Standards for Floors:
http://afcfs.wbdg.org/facilities-interiors/floors/index.html
Facility Group 1 floor materials shall be as follows.
Facility Group 2 floor materials shall be as follows.
Facility Group 3 floor materials shall be as follows.
Facility Group 4 floor materials shall be as follows.
Note: Apply the below base-wide standards for Floors (products, materials and color).  Then refer to the Appendix and apply any additional requirements specifically related to the Facility District in which the project is located.
Applies to:
UFGS:       Section 03 35 45 Polished Concrete Finishing                    (Not Available on UFGS)
Recommended Image: Detail of Prepared Slab  Size image to: 250 pixels width x 188 pixels height   Click here to insert image
Applies to:
UFGS:       Section 09 63 40 Stone Flooring
                   (Not Available on UFGS)
                   Section 09 66 13 Portland Cement Terrazzo Flooring
                   http://www.wbdg.org/FFC/DOD/UFGS/UFGS 09 66 13.pdf
Recommended Image: Detail of Natural Stone and / or Terrazzo  Size image to: 250 pixels width x 188 pixels height   Click here to insert image
Applies to:
UFGS:       Section 09 30 10 Ceramic, Quarry, and Glass Tiling
                   http://www.wbdg.org/FFC/DOD/UFGS/UFGS 09 30 10.pdf
Recommended Image: Detail of Quarry Tile  Size image to: 250 pixels width x 188 pixels height   Click here to insert image
Applies to:
UFGS:       Section 09 30 10 Ceramic, Quarry, and Glass Tiling
                   http://www.wbdg.org/FFC/DOD/UFGS/UFGS 09 30 10.pdf
Recommended Image: Detail of Ceramic Tile  Size image to: 250 pixels width x 188 pixels height   Click here to insert image
Applies to:
UFGS:       Section 09 65 00 Resilient Flooring
                   http://www.wbdg.org/FFC/DOD/UFGS/UFGS 09 65 00.pdf
Recommended Image: Detail of Resilient Floor  Size image to: 250 pixels width x 188 pixels height   Click here to insert image
Applies to:
UFGS:       UFGS 09 68 00 Carpeting
                   http://www.wbdg.org/FFC/DOD/UFGS/UFGS 09 68 00.pdf
Recommended Image: Detail of Carpeting  Size image to: 250 pixels width x 188 pixels height   Click here to insert image
Applies to:
UFGS:       Section 09 62 23 Strand Woven Bamboo Flooring                    (Not Available on UFGS)
Recommended Image: Detail of Rapidly-Renewable Product  Size image to: 250 pixels width x 188 pixels height   Click here to insert image
Applies to:
Recommended Image: Detail of Other Type Flooring  Size image to: 250 pixels width x 188 pixels height   Click here to insert image
Comply with Air Force Corporate Standards for Walls:
http://afcfs.wbdg.org/facilities-interiors/walls/index.html
Facility Group 1 wall materials shall be as follows.
Facility Group 2 wall materials shall be as follows.
Facility Group 3 wall materials shall be as follows.
Facility Group 4 wall materials shall be as follows.
Note: Apply the below base-wide standards for Walls (products, materials and color).  Then refer to the Appendix and apply any additional requirements specifically related to the Facility District in which the project is located.
Applies to:
UFGS:       Section 03 33 00 Cast-In-Place Architectural Concrete
                   http://www.wbdg.org/FFC/DOD/UFGS/UFGS 03 33 00.pdf
Recommended Image: Detail of Concrete Wall  Size image to: 250 pixels width x 188 pixels height   Click here to insert image
Applies to:
UFGS:       Section 04 20 00 Unit Masonry
                   http://www.wbdg.org/FFC/DOD/UFGS/UFGS 04 20 00.pdf
Recommended Image: Detail of Masonry Wall  Size image to: 250 pixels width x 188 pixels height   Click here to insert image
Applies to:
UFGS:       Section 09 30 10 Ceramic, Quarry, and Glass Tiling
                   http://www.wbdg.org/FFC/DOD/UFGS/UFGS 09 30 10.pdf
Recommended Image: Detail of Ceramic Tile Wall  Size image to: 250 pixels width x 188 pixels height   Click here to insert image
Applies to:
UFGS:       Section 09 29 00 Gypsum Board  
                   http://www.wbdg.org/FFC/DOD/UFGS/UFGS 09 29 00.pdf
                   Section 09 90 00 Paints and Coatings
                   http://www.wbdg.org/FFC/DOD/UFGS/UFGS 09 90 00.pdf
Recommended Image: Detail of Gypsum Board Wall  Size image to: 250 pixels width x 188 pixels height   Click here to insert image
Applies to:
UFGS:       Section 05 72 00 Decorative Metal Specialties
                   http://www.wbdg.org/FFC/DOD/UFGS/UFGS 05 72 00.pdf
                   
Recommended Image: Detail of Metal Panels  Size image to: 250 pixels width x 188 pixels height   Click here to insert image
Applies to:
UFGS:       Section 06 26 00 Board Paneling                    (Not Available on UFGS)                    
Recommended Image: Detail of Wood Paneling  Size image to: 250 pixels width x 188 pixels height   Click here to insert image
Applies to:
UFGS:       Section 09 74 13 Decorative Wood Wall Panels                    (Not Available on UFGS)                    
Recommended Image: Detail of Rapidly-Renewable Product  Size image to: 250 pixels width x 188 pixels height   Click here to insert image
Applies to:
Recommended Image: Detail of Other Type Wall Material  Size image to: 250 pixels width x 188 pixels height   Click here to insert image
Comply with Air Force Corporate Standards for Ceilings:
http://afcfs.wbdg.org/facilities-interiors/ceilings/index.html
Facility Group 1 ceiling materials shall be as follows.
Facility Group 2 ceiling materials shall be as follows.
Facility Group 3 ceiling materials shall be as follows.
Facility Group 4 ceiling materials shall be as follows.
Note: Apply the below base-wide standards for Ceilings (products, materials and color).  Then refer to the Appendix and apply any additional requirements specifically related to the Facility District in which the project is located.
Applies to:
UFGS:       Section 05 30 00 Steel Decks
                   http://www.wbdg.org/FFC/DOD/UFGS/UFGS 05 30 00.pdf
Recommended Image: Detail of Exposed Framing  Size image to: 250 pixels width x 188 pixels height   Click here to insert image
Applies to:
UFGS:       Section 03 33 00 Cast-In-Place Architectural Concrete
                   http://www.wbdg.org/FFC/DOD/UFGS/UFGS 03 33 00.pdf
Recommended Image: Detail of Exposed Concrete  Size image to: 250 pixels width x 188 pixels height   Click here to insert image
Applies to:
UFGS:       Section 09 51 00 Acoustical Ceilings
                   http://www.wbdg.org/FFC/DOD/UFGS/UFGS 09 51 00.pdf
Recommended Image: Detail of Grid and Acoustical Tile  Size image to: 250 pixels width x 188 pixels height   Click here to insert image
Applies to:
UFGS:       Section 09 29 00 Gypsum Board  
                   http://www.wbdg.org/FFC/DOD/UFGS/UFGS 09 29 00.pdf
                   Section 09 90 00 Paints and Coatings
                   http://www.wbdg.org/FFC/DOD/UFGS/UFGS 09 90 00.pdf
Recommended Image: Detail of Gypsum Board Ceiling  Size image to: 250 pixels width x 188 pixels height   Click here to insert image
Applies to:
UFGS:       Section 09 54 00 Specialty Metal Ceilings                    (Not Available on UFGS)
Recommended Image: Detail of Metal Panels  Size image to: 250 pixels width x 188 pixels height   Click here to insert image
Applies to:
UFGS:       Section 09 54 26 Suspended Wood Ceilings                    (Not Available on UFGS)
Recommended Image: Detail of Wood Ceiling  Size image to: 250 pixels width x 188 pixels height   Click here to insert image
Applies to:
UFGS:       Section 09 84 36 Sound-Absorbing Ceiling Units                    (Not Available on UFGS)
Recommended Image: Detail of Rapidly-Renewable Product  Size image to: 250 pixels width x 188 pixels height   Click here to insert image
Applies to:
Recommended Image: Detail of Other Type Ceiling Material  Size image to: 250 pixels width x 188 pixels height   Click here to insert image
Comply with Air Force Corporate Standards for Doors and Windows:
http://afcfs.wbdg.org/facilities-interiors/doors-and-windows/index.html
Facility Group 1
door (frame) and window frame materials shall be as follows.
Facility Group 1
door (leaf) materials shall be as follows.
Facility Group 3
door (frame) and window frame materials shall be as follows.
Facility Group 3
door (leaf) materials shall be as follows.
Facility Group 2 
door (frame) and window frame materials shall be as follows.
Facility Group 4 
door (leaf) materials shall be as follows.
Facility Group 4
door (frame) and window frame materials shall be as follows.
Facility Group 2 
door (leaf) materials shall be as follows.
Note: Apply the below base-wide standards for Doors and Windows (products, materials and color).  Then refer to the Appendix and apply any additional requirements specifically related to the Facility District in which the project is located.
Applies to:
UFGS:       Section 08 41 13 Aluminum-Framed Entrances and Storefronts
                   http://www.wbdg.org/FFC/DOD/UFGS/UFGS 08 41 13.pdf 
                   Section 08 71 00 Door Hardware
                   https://www.wbdg.org/FFC/DOD/UFGS/UFGS 08 71 00.pdf 
Recommended Image: Detail of Aluminum-Framed Entrance and / or Storefront  Size image to: 250 pixels width x 188 pixels height   Click here to insert image
Applies to:
UFGS:       Section 08 11 13 Steel Doors and Frames
                   http://www.wbdg.org/FFC/DOD/UFGS/UFGS 08 11 13.pdf
                   Section 08 71 00 Door Hardware
                   https://www.wbdg.org/FFC/DOD/UFGS/UFGS 08 71 00.pdf 
Recommended Image: Detail of Steel Door and / or Frame  Size image to: 250 pixels width x 188 pixels height   Click here to insert image
Applies to:
UFGS:       Section 08 14 00 Wood Doors
                   http://www.wbdg.org/FFC/DOD/UFGS/UFGS 08 14 00.pdf
                   Section 08 71 00 Door Hardware
                   https://www.wbdg.org/FFC/DOD/UFGS/UFGS 08 71 00.pdf 
Recommended Image: Detail of Wood Door  Size image to: 250 pixels width x 188 pixels height   Click here to insert image
Applies to:
Recommended Image: Detail of Other Type Door and / or Window Material  Size image to: 250 pixels width x 188 pixels height   Click here to insert image
Comply with Air Force Corporate Standards for Casework Systems:
http://afcfs.wbdg.org/facilities-interiors/casework-systems/index.html
Applies to:
UFGS:       Section 06 41 16.00 10 Plastic-Laminate-Clad Architectural Cabinets
                   http://www.wbdg.org/FFC/DOD/UFGS/UFGS 06 41 16.00 10.pdf
                   
Recommended Image: Detail of Plastic Laminate  Size image to: 250 pixels width x 188 pixels height   Click here to insert image
Applies to:
UFGS:       Section 12 36 00 Countertops
                   http://www.wbdg.org/FFC/DOD/UFGS/UFGS 12 36 00.pdf
                   
Recommended Image: Detail of Solid Polymer Surface  Size image to: 250 pixels width x 188 pixels height   Click here to insert image
Applies to:
UFGS:       Section 12 32 00 Manufactured Wood Casework
                   http://www.wbdg.org/FFC/DOD/UFGS/UFGS 12 32 00.pdf
                   
Recommended Image: Detail of Rapidly Renewable Product  Size image to: 250 pixels width x 188 pixels height   Click here to insert image
Applies to:
UFGS:       Section 12 31 00 Manufactured Metal Casework
                   http://www.wbdg.org/FFC/DOD/UFGS/UFGS 12 31 00.pdf
                   
Recommended Image: Detail of Metal Casework  Size image to: 250 pixels width x 188 pixels height   Click here to insert image
Applies to:
Recommended Image: Detail of Other Casework  Size image to: 250 pixels width x 188 pixels height   Click here to insert image
Applies to:
UFGS:       Section 06 41 16.00 10 Plastic-Laminate-Clad Architectural Cabinets
                   http://www.wbdg.org/FFC/DOD/UFGS/UFGS 06 41 16.00 10.pdf
                   
Recommended Image: Detail of Plastic Laminate Countertop  Size image to: 250 pixels width x 188 pixels height   Click here to insert image
Applies to:
UFGS:       Section 12 36 00 Countertops
                   http://www.wbdg.org/FFC/DOD/UFGS/UFGS 12 36 00.pdf
                   
Recommended Image: Detail of Solid Polymer Surface  Size image to: 250 pixels width x 188 pixels height   Click here to insert image
Applies to:
UFGS:       Section 12 36 00 Countertops
                   http://www.wbdg.org/FFC/DOD/UFGS/UFGS 12 36 00.pdf
                   
Recommended Image: Detail of Natural Stone Countertop  Size image to: 250 pixels width x 188 pixels height   Click here to insert image
Applies to:
UFGS:       Section 12 36 00 Countertops
                   http://www.wbdg.org/FFC/DOD/UFGS/UFGS 12 36 00.pdf
                   
Recommended Image: Detail of Cast Stone Countertop  Size image to: 250 pixels width x 188 pixels height   Click here to insert image
Applies to:
UFGS:       Section 12 31 00 Manufactured Metal Casework
                   http://www.wbdg.org/FFC/DOD/UFGS/UFGS 12 31 00.pdf
                   
Recommended Image: Detail of Metal Countertop  Size image to: 250 pixels width x 188 pixels height   Click here to insert image
Applies to:
Recommended Image: Detail of Other Countertop  Size image to: 250 pixels width x 188 pixels height   Click here to insert image
Comply with Air Force Corporate Standards for Furnishings:
http://afcfs.wbdg.org/facilities-interiors/furnishings/index.html
Comply with AF Corporate Standards for Durability and Serviceability:
http://afcfs.wbdg.org/facilities-interiors/furnishings/durability-and-serviceability/index.html
Comply with AF Corporate Standards for Accessories:
http://afcfs.wbdg.org/facilities-interiors/furnishings/accessories/index.html
Comply with Air Force Corporate Standards for Interior Signs:
http://afcfs.wbdg.org/facilities-interiors/interior-signs/index.html
Comply with Air Force Corporate Standards for Types and Color:
http://afcfs.wbdg.org/facilities-interiors/interior-signs/types-and-color/index.html
http://afcfs.wbdg.org/facilities-interiors/lighting-power-and-communication/index.html
Comply with Air Force Corporate Standards for Functionality and Efficiency:
http://afcfs.wbdg.org/facilities-interiors/lighting-power-and-communication/functionality-and-efficiency/index.html
Comply with Air Force Corporate Standards for Facility Districts:
http://afcfs.wbdg.org/facility-districts/index.html
Facilities Districts Overview Map:
Insert photo of a overall base map with all Facility Districts delineated
in a contrasting color or outline.
 
Size image to:
800 pixels width x 600 pixels height
 
 Click here to insert image
(jpg or png format)
Note: Apply the base-wide standards in this IFS for Installation Elements, Site Development, Facilities Exteriors and Facilities Interiors (products, materials, color, etc.).  Following application of the base-wide standards, refer to the Appendix and apply any additional requirements specifically related to the Facility District.
 
The following Facility Districts list exceptions to the base standards that are unique to each district.  Please refer to the Site Development, Facilities Exteriors, and Facilities Interiors sections of this IFS for base standards.
Map of District
Insert photo of a base map with the Facility District delineated
in a contrasting color or outline.
 
Size image to:
800 pixels width x 600 pixels height
 
 Click here to insert image
(jpg or png format)
Photos for each facility group within the Facility District as applicable.
Group 1
Recommended Image: Group 1 facility example Size image to: 250 pixels width x 188 pixels height   Click here to insert image
Recommended Image:
Group 1 facility example
Size image to:
250 pixels width x 188 pixels height
 
Click here to insert image
Recommended Image:
Group 1 facility example
Size image to:
250 pixels width x 188 pixels height
 
Click here to insert image
Group 2
Recommended Image: Group 2 facility example Size image to: 250 pixels width x 188 pixels height   Click here to insert image
Recommended Image:
Group 2 facility example
Size image to:
250 pixels width x 188 pixels height
 
Click here to insert image
Recommended Image:
Group 2 facility example
Size image to:
250 pixels width x 188 pixels height
 
Click here to insert image
Group 3
Recommended Image: Group 3 facility example Size image to: 250 pixels width x 188 pixels height   Click here to insert image
Recommended Image:
Group 3 facility example
Size image to:
250 pixels width x 188 pixels height
 
Click here to insert image
Recommended Image:
Group 3 facility example
Size image to:
250 pixels width x 188 pixels height
 
Click here to insert image
Group 4
Recommended Image: Group 4 facility example Size image to: 250 pixels width x 188 pixels height   Click here to insert image
Recommended Image:
Group 4 facility example
Size image to:
250 pixels width x 188 pixels height
 
Click here to insert image
Recommended Image:
Group 4 facility example
Size image to:
250 pixels width x 188 pixels height
 
Click here to insert image
Other
Recommended Image: Other facility example Size image to: 250 pixels width x 188 pixels height   Click here to insert image
Recommended Image:
Other facility example
Size image to:
250 pixels width x 188 pixels height
 
Click here to insert image
Recommended Image:
Other facility example
Size image to:
250 pixels width x 188 pixels height
 
Click here to insert image
Comply with Air Force Corporate Standards:
http://afcfs.wbdg.org/index.html
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	B01_1_1_narrative: 
	B01_1_2_narrative: WPAFB is located adjacent to the city of Dayton, Ohio, commonly known as "the birthplace of aviation." With over 700 facilities and 1,636 housing units (100 government-owned and 1,536 privatized), the 33 square kilometers (8,145 acre) Base has the character of a small city with its own residential, office, industrial, recreational, retail, health care, and educational uses. As diverse as its tenant organizations, the Base population of approximately 30,000 people is made up of civilian and military personnel, military dependents, contractors, students, and transient military personnel. The Base is divided into two distinct areas - Area A and Area B. Area B is separated from Area A by State Route 444: Area A, which primarily houses administrative functions, contains the Headquarters for the Air Force Materiel Command (HQ AFMC), National Air & Space Intelligence Center (NASIC), the Wright-Patterson Medical Center, and several military housing areas. Area A also encompasses the only active airfield on Base and houses the headquarters for the 88th Air Base Wing, the Kittyhawk Community Center, military family housing areas, and several morale, welfare, and recreation facilities.  Area B, which is principally comprised of research, development and education functions, contains the Life Cycle Management Center (LCMC), Wright Laboratory, the Air Force Institute of Technology (AFIT), and the National Museum of the United States Air Force.While Wright-Patterson traces its military origins to World War I, its aviation history began with the origins of manned, powered, controlled flight. Following their successful proof-of-concept flights at Kitty Hawk, North Carolina, in December 1903, Wilbur and Orville Wright returned home to Dayton, Ohio. They then selected an 84-acre plot of land near Dayton to serve as an experimental flying field while they transformed their invention into a real flying machine. The Huffman Prairie Flying Field, now a part of Wright-Patterson AFB and a National Park site, is where they developed the first practical airplane (the 1905 Flyer III). Over this prairie the brothers accomplished the first turn and circle in an airplane and solved the final mysteries of flight during 1904 and 1905. Here, too, they invented and used the first successful aircraft catapult launcher. The Huffman Prairie was also, as Orville wrote, where they “really learned to fly.”The brothers returned to the Huffman Prairie Flying Field in 1910. This time the site served as home to the Wright Company School of Aviation, the Wright’s flight exhibition company, and a test field for their aircraft company. Their aviation school trained 119 pilots. For $250, they delivered a two-week course of instruction that included “four hours of actual practice in the air and such instruction in the principles of flying machines as is necessary to prepare the pupil to become a competent and expert operator.” The tuition fee also covered any incidental damage to the equipment. Among their graduates were Army Lieutenant Henry “Hap” Arnold, who was sent to the school in 1911 to earn his wings, and A. Roy Brown, the Canadian ace who would receive aerial credit for downing Baron von Richthofen, the Red Baron in 1918. By the time operations on the Huffman Prairie ended in 1916, the Wrights had used the field as a research and development facility, flight test center, logistics depot, and training center. These functions would define the future of the Huffman Prairie and its surroundings for the next century. Equally important, the “can-do” spirit of invention and innovation that Wilbur and Orville brought to their flying field would inspire their heirs to continue pushing aeronautical engineering to its technological limits.For a comprehensive early history please refer to the History of Wright Patterson AFB in Appendix G of this IFS.WPAFB is located adjacent to the city of Dayton, Ohio, commonly known as "the birthplace of aviation." With over 700 facilities and 1,636 housing units (100 government-owned and 1,536 privatized), the 33 square kilometers (8,145 acre) Base has the character of a small city with its own residential, office, industrial, recreational, retail, health care, and educational uses. As diverse as its tenant organizations, the Base population of approximately 30,000 people is made up of civilian and military personnel, military dependents, contractors, students, and transient military personnel. The Base is divided into two distinct areas - Area A and Area B. Area B is separated from Area A by State Route 444: Area A, which primarily houses administrative functions, contains the Headquarters for the Air Force Materiel Command (HQ AFMC), National Air & Space Intelligence Center (NASIC), the Wright-Patterson Medical Center, and several military housing areas. Area A also encompasses the only active airfield on Base and houses the headquarters for the 88th Air Base Wing, the Kittyhawk Community Center, military family housing areas, and several morale, welfare, and recreation facilities.  Area B, which is principally comprised of research, development and education functions, contains the Life Cycle Management Center (LCMC), Wright Laboratory, the Air Force Institute of Technology (AFIT), and the National Museum of the United States Air Force.
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