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FRAME INSTALLATION
MASONRY and STUD WALLS

JOBSITE STORAGE: Store fromes off the ground on wood runners or skids. Do not store
directly on the ground. Cover frames with torpaulin or plastic but do insure that odequate
ventilation is provided to eliminote moisture condensation.

When frames are to be fully grouted and when plaster or mortar contoin "anti—freeze” agents
the inside of the frames should be cocted with a bituminous, water—resistant point by the
instollation contractor,

ASSEMBLY of FRAME

SLOTS FOR CORNER TABS BEND CORNER TABS
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.

BEND JAME TABS

. . TOWARD OUTSIDE
Install rubber silencers befare OF FRAME

frame is setup to avoid grout
plugging holes,
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SQUARING THE FRAME SPFREADER
The instoller should use wood spreoders (as Typical wood spreader must be square and made
described at right), a carpenters level (the from lumber at least 1" thick. Length of spreader
longer the better), and a carpenters square equals door opening width ot the head. Cut c¢lear—
(the bigger the better). Set the frame in ance notches for frame stops as shown. Spreader
the desired location. Level head and plumb must be nearly os wide as frame depth fer proper
jambs. Shim under jambs if necessary. installation.
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BRACING THE FRAME

NOTE: oF frome i@ recarved sefup ond welded,
ramave ond discard the temporary melal
supports thot ore lock welted fo jambs of
I pefpre starting insioliclan

Brace the frame os shown or shore (o ceiling.
Do rot brage i the direciion of tended wall
Plurnl and souore jombs. el spreader. Attach
jambs te floor through floor anchar
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INSTALLING THE FRAME

Set and plumi frome, Install jomb anchors at hinge
levals as well ig loid up. {3 anchors for heights
o 7-F —- one more anchor per jamb for eoch
adgitional 2 feet of height or fraction thereof.)
Growl frame in the orea of the onchors. & second
spregder should be used ot mid=point of opening
to maintain the door apering dimension. Continually
chack plumb ond square o8 wall progesses.

CHECK: The difference between diogensls meosured
from opposite corners  should nobl ssceed 17167,

ROUGH STUD OPENING
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DET. A

1. Buid the rough epening n wall dllowing 357187
clegrgnce between upright stud ond frame jomb
ared 1/8% clegronce betwean heoder and top of
daor frama. =

7. Insert jarmb anchers in frame throot ond top
inta place with o hommer. Place al hinge
location and directly oppesite on strike jamb.
Positipn gnchors alse at sill,

i, Place frome in rough apaning,

4 Sot spreoder and level frame Shim jombs i
NBCEESONY

*if you chogds to erect door Frome before wall
froming: mroce frome ond onchar of &l par
rmegenry procedure obove, then bkt studs to
daor frame.

WOOD or METAL STUD WALL CONSTRUCTION
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IMSTALLING THE FRAME

DET. B

5, Sguore and Tasten top onchers to stud en OME
JAME OMLY, Check plumb and sguore of door frame
and sontinue to fosten bolance of anchors to studs.
Repeat on opposite jamb.

GA I your onchor looks like Det. A, Tosten anchor
ta metal stud thru web of chaonnel using suitoble
fastener far shest metal,

&R If your anchor looks like Det. B, bend onchor tobs
ground stud ond Tosten tobs with suitoble Tostener.

7. Mpointain necessary clearance between frome returns
ond atud for inserting wall poard. Do not install

woll board until you are sure thot frome iz plumb
and sgquare,
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