REVISIONS
SYM DESCRIPTION PREPARED BY DATE APPROVED
PIPE SIZE | PLATE SIZE | BOLT SIZE VERTICAL RISER
UP TO 509 6x32mm 60 — 3
656 TO 808 | 6x32mm 108 S —— PIPE CLAMP
1002 TO 1258| 6x32mm 150 VERTICAL RISER = SPACER AS REQUIRED TO
1509 10x40mm 15¢ PIPE CLAMP 5 5 | LIFT CLAMP ABOVE SLEEVE
2009 10x40mm 160 - (A) — ]
ALL SIZES INDICATED ABOVE ARE IN mm. TYPE MN ISOLATOR/J 7 ﬂ& \
7 - N TYPE MN ISOLATOR 166 HANGER RODS
— EHOR 10 WALL 160 HANGER RODS ATTACH TO CONSTRUCTION
X ATTACH TO CONSTRUCTION -
. R x75x6mm GALV. 350x150 EXH.
L PIPE SLEEVE T # 200x400 EXH. ANGLE ALL AROUND ' DUCT CONN.
(WHERE OCCURS) o /HOOD | /I/DUCT CONN. ATTACHED TO INSIDE
rn o PIPE_CHASE < \ OF HOOD / HOOD —- I
L CORED OR SLEEVED OPENING : : N GLE. FIN cu;jL 1 WAL
TYPICAL FOR 2 o S Lioon " *75j
HANGER RODS (2 REQUIRED) 3 4 DRIP TROUGH _|_—25¢ DRAIN
/FIN. FLOOR N = 235 L/s EXHAUST FLOW RATE AL ARGUND £ROM DRIP
TROUGH TO
PLAN \/lEW FLOOR DRAIN
\ /—FIN. FLOOR [F'N- FLOOR
STEEL PLATE, ANCHOR TO FLOOR
SEE TABLE ABOVE +200mm TYPE MN ISOLATOR
FOR SIZE
T FRONT ELEVATION SECTION
SLEEVE AND VERTICAL RISER )
CLAMP ASSEMBLY
(Q PIPE CLAMP - 5 [
TYPE MN ISOLATOR— /; HOSOCA[EE # %o DETA|L8M2 o| M7—-7
(TO BE USED FOR UNSUPPORTED RISER ‘ 7 NOTE:
JOINTS LOCATED BETWEEN FLOORS ONLY) ] S SEE HOOD CONSTRUCTION NOTES BELOW FOR HOOD CONSTRUCTION
/\4j AND INSTALLATION.
STRUCTUAL STEEL
RISER BRACING FOR HUBLESS PIPES MEMBER
PIPE CHASE
PIPE CHASE & CORED OR SLEEVED OPENING DETAILS T@YP. 77
NOT TO SCALE
16¢ HANGER RODS (4 REQD) HOOD LIGHTING
ATTACH TO CONSTRUCTION X :
150x350 EXH. ANGLE ALL AROUND . DUCT CONN.
| | |/|/ DUCT CONN. ATTACHED TO INSIDE
OF HOOD 00D !
/_— _ . : ' FIN. CLG. _f 1] WALL
CAST IRON FLANGE I o e HOOD ‘ \ oo 754770 J
GROUND LEVEL—— AT [9 GROUND LEVEL T & SPIGOT PIECE > S o ORIP TROUGH o= 299 (RS
FLOOR = . N 8 620 L/s EXHAUST FLOW RATE ALL AROUND DRAIN FROM
i | ~ DRIP TROUGH
1 | WHEN THIS PIECE EXCEEDS | 2600 - T0 DRAIN
: ==/ T = HALF A LENGTH, STRAPS MAY =1 HANGER RODS (4 REQUIRED) FIN. FLOOR FIN. FLOOR
\ BE RUN ONLY TO FIRST OUT— ! [ [ '
GROUT OR SLEEVE SIDE JOINT. CAST IRON BELL | |
900mm — —~— CAULKING & SEALANT \ -—/& SPIGOT PIPE
i) , ) DLAN VIEW FRONT ELEVATION SECTION
( 3 ( 4= p—=r <ar
T~ SLEEVE W/ANCHOR RINGS 0 \2o¢ RODS
OR LUGS. SIZE SLEEVE TO HOOD # 1 DETAILS
FLEXIBLE PROVIDE A MIN. CLEARANCE P —— v
COUPLINGS \/\/ OF 50mm ALL AROUND. (TYP.) \{\/ NOTE
PlPES TI_ ROU GH FOUNDAT'ON BEAMS OR FOUNDAT'ON WALI_S SEE HOOD CONSTRUCTION NOTES BELOW FOR HOOD CONSTRUCTION
/34N AND INSTALLATION.
TYP.| M7-7
NOT TO SCALE
FLOOR
GROUND LEVEL GROUND LEVEL /ﬁ e | 1. HOODS SHALL BE CONSTRUCTED OF 18 GAUGE, TYPE 304 STAINLESS STEEL. HOODS DO NOT REQUIRE TO BE CONSTRUCTED IN ACCORDANCE WITH NFPA
96 REQUIREMENTS.
= = WHEN THIS PIECE EXCEEDS | = 2. ALL JOINTS AND SEAMS OF HOOD SHALL BE WELDED. JOINTS AND SEAMS SHALL BE GROUND TO A SMOOTH FINISH.
CAULKING & HALF A LENGTH, STRAPS MAY .
SEALANT BE RUN ONLY TO FIRST OUT- CAULKING & 3. HOODS SHALL BE BRACED AND STIFFENED TO PREVENT VIBRATION AND RATTLING.
900mm —e= - SIDE JOINT. SEALANT
a9 Aé 4. HOODS SHALL BE PROPERLY SUPPORTED FROM CONSTRUCTION.
Y 3? 3 ? o I y |l | A
N~ L - e ?7 ‘{ 5. CONTRACTOR SHALL VERIFY ALL DIMENSIONS, SO THAT THE HOODS OVERALL SIZE WILL FIT INTO THE ALLOWED SPACE.
SLEEVE W/ANCHOR RINGS 208 RODS
OR LUGS. / SIZE SLEEVE TO EleOThéléﬁuATlll\é)N 6. CONTRACTOR SHALL SUBMIT SHOP DRAWING OF EACH HOOD CONSTRUCTION AND INSTALLATION FOR APPROVAL BEFORE CONSTRUCTION OF HOODS.
FLEXIBLE PROVIDE A MIN. CLEARANCE
COUPLINGS \f\/ OF 50mm ALL AROUND. (TYP~) CENTER f IF SHEET IS LESS THAN 28"X42”, IT IS A REDUCED PRINT. SCALE REDUCED ACCORDINGLY. M 7_ 7
TYP.| M7-7
NOT TO SCALE MEDICALiDENTAL cunic G
THIS DOCUMENT ORIGINALLY HVAC
D AND SEALED B DETAILS
SIZE CODE IDENT. NO. - DRAWING NO.
THIS MEDIA SHOULD NOT 8144749
EER%(I):,I\IES[;DESE%M/-\ENT. l__ ><><><><>< CONST. CONTR. NO. _—
SCALE: AS SHOWN SPEC. 11996048 SHEET 244 OF 316






