REVISIONS

SYM DESCRIPTION PREPARED BY DATE APPROVED

BREAK—AWAY OR S DRIVE
CLEAT VA
///// ANCHOR EQUIPMENT TO ROOF
FQUIPMENT CURB WITH 128mm LAG
DENGLE FRAME ALL AROUND
SLEEVE OF REQUIRED GAUGE ——__ | S0TH SIDES OF CONSTRUCTION. ////// SCREWS @ 600mm SPACING
AND LENGTH ATTACH TO SLEEVE ONLY W/ NEOPRENE WASHERS AND UANUAL AR VENTS
CAULK WHEN SECURED “"’,/:::::;;7WTH AL AR VE
FLEXIBLE CONNECTI
~———1—CONSTRUCTION T TYPICAL
< i St i == 1 < CAP Q\*% THERMOMETER WELL (TYP) B
///// c — 9%4 WOOD RUNNER e
| J B PREFABRICATED EQUIPMENT ~ S—WAY CONTROL VALVE /
AND FRAME ] —H LENGTH FOR EQUIPMENT
\ UNION (TYP)
/ APPROVED ACTUATOR W/ ALL E%/BSNHTES ECLASHNG
gigﬁg/AWAY OR S DRIVE LINKAGES, BEARINGS, ETC. g ii COMBINATION FLOW MEASURING
_ROOF DECK INSULATION BALANCING VALVE
ACCESS DOOR
BAL. COCK
\\\\ ANCHOR SUPPORT TO ROOF Z/
$ CENTER
THIS DETAIL SHOWES THE GENERAL ARRANGEMENT OF ﬂ fﬂm TYPICAL _AHU COOLING COIL m
\ )
THE SMOKE DAMPER. EXACT CONFIGURATION SHALL CONNECTION DETAIL WPJ/W*Q
BE AS RECOMMENDED BY THE SMOKE DAMPER NO SCALE
MANUFACTURER AND THE AUTHORITY HAVING
JURISDICTION. ROOF MT’'D EQUIPMENT
SUPPORT DETAIL TYP [ M7-2
TYPICAL SMOKE DAMPER DETAIL /9
{ , NO SCALE
NO SCALF WpJ/WQ
MANUAL AIR VENTS
WITH OVERFLOW
4 FLEXIBLE CONNECTION
TYPICAL
3 B
\\%
o L O
e S3—WAY CONTROL VALVE “
BUILDING WALL — SEE ARCH. Qi P/Tf/
DRAWING < >y e S ol
P/T?/ Z JP “/
PROVIDE GASKET SEAL ALL AROUND \\
///////EDGES OF PLENUM AND BLANK—OFF UNION
- METAL PANELS. DRAIN LINE SHALL BE AT LEAST THE SAME
SIZE AS THE NIPPLE ON THE DRAIN PAN GAUGE LINE W/
BLANK— OFF UNUSED PORTION OF LOUVER C0CK (TYP.)
W/ 20 GA. SHEET METAL AND SECURE TO
BACK OF LOUVER W/ SHEET METAL L cock
NEATHERPROOR 5 TORY / SCREWPSLEMNAUXM i%mgmoéi TO LOUVER PITCH DOWN j:] 7 COMBINATION FLOW MEASURING |
LOUVER. SEE ARCH. TOWARD DRAIN BALANCING VALVE
DRAWINGS £_____x////ﬁgisEE MECHANICAL DRAWINING FOR C ;[EQQS@NWQMVE
‘ LOCATIONS, SIZES, & ETC. Z
DRAIN PAN
) o UGCED TEES TYPICAL HOT WATER COIL m
DUCT CONNECTION TO PLENUM . 1 e T2
BIRDSCREEN - ; SEE MECH. PLANS FOR LOCATIONS, h CONNECTION DETAIL ~
‘ SIZES, & ETC. NO SCALE
| 725mm
SLOPE PLENUM AS INDICATED TO L2 Lv—i[ 12:7J
ALLOW FOR DRAINAGE FOR ANY
MOISTURE COLLECTION., OFEN DRA“JQ//Ti;j
CUOING WALl UNIT NO. | DEPTH
L AHU-T 125mm
AHU-2 125mm
PLENUM AND LOUVER B AC=T=o | /omm
UVER BLANK-OFF CONN. DETAIL m SOLENOID VALVE
FOR O.A., RELIEF AND EXH. LOUVERS TYP Ju7-2 TYPICAL CONDENSATE DRAIN TRAP DETAIL EXPANSION VALVE % } FLEXIBLE CONNECTION
NO SCALE M7/—2 DIRECT EXPANSION COIL TYPICAL
NO SCALE \\ LIQUID LINE
NOTE: NOTE: DRAIN LINE SHALL BE INSULATED WITH 12mm FOAM 7
SEE MECH. FLOOR PLANS FOR LOUVERS REQUIRING PORTION PLASTIC UNLESS OTHERWISE SPECIFIED. Sk '6 C '
OF LOUVERS TO BE BLANKED OFF. — 7 i

-— EQUALIZER LINE
-+ CAPILLARY TUBE

K{SGHT GLASiﬁFLTER/DRYER

.

— 6 50

J//’ SUCTION LNE\
REMOTE BULB STRAP ON

SUCTION LINE @ 45" FROM
VERTICAL

INDOOR A/C UNIT —— -— QUTDOOR ACCU

NOTE:

EXPANSION AND SOLENOID VALVES MAY BE OMITTED IF

VALVE SHALL BE SIZED AND SHALL HAVE MINIMUM FLOW RATE BALL VALVE TYP\CAL REDUCED PRESSURE BACKFLOW PREVENTER CAPPILLARY TUBE TYPE SYSTEM IS FURNISHED.
INDICATED ON PLANS W/7.4 kPa PRESSURE DROP CAUGE COCK
6 PIPE DIAMETERS (TYPICAL) \ D.X. COIL PIPING DETAILm
\\> NO SCALE TYElM7*2
K5

S PIPE DIAMETERS
o /GATE VALVE OR BALL VALVE g M

DIRECTION OF FLOW

i ] ~—— DRAIN FULL SIZE OF DRAIN QUTLET IF SHEET IS LESS THAN 28"X42", IT IS A REDUCED PRINT. SCALE REDUCED ACCORDINGLY. M7'2
— \ B
J DIRECTION OF FLOW STRAINER W/

BLOW DOWN @H AR GAP FITTING
REDUCER REDUCER

IF REQUIRED SN STRAIGHT BIPE LENGT IF REQUIRED T E%E‘NDRNN FULL SIZE TO FLOOR MEDICAL/DENTAL CLINIC -
HVAC
COMBINATION FLOW MEASURING BALANCING VALVE /715 REDUCED PRESSURE BACKFLOW PREVENTER DETAIL /16) DETAILS
NO SCALE T‘YP\LM%*Z NO SCALE TYP |M7=2 SIZE | CODE IDENT. NO. _ DRAWING NO.

8144744
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