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91.4mm X 102mm WIDE,
P /\ ALL SIGNS PLASTIC WITH
S050mm AWAY FROM ANY A‘FiAQWArmm o C U T ’ O N ADHESIVE BACKING, REFLECTIVE MATERIAL
INTAKE INTO BUILDING MIN FROM VENT RISER SHALL BE LARGE LETTERS MIN. 1T3mm HIGH
ANY ADJACENT | FINISHED WITH ROOF . METHANE GAS IN PIPE WHITE LETTERS ON RED BACKGROUND.
CAST IRON PROPERTY LINE| JACK SIMILAR TO 9T4mm
w K\ ‘XSEZT%NRSM‘NSM&N - INTAKE INTO BUILDING ANY ADJACENT IMMEDIATELY NOTIFY V. SUBSLAB PIPING SPECIFICATIONS
PROPERTY LINE
Z |5 | PER THE APPROVAL OR BLDG. FACE | FIRE DERPT. - 91
VENT RISER ——_| / 21\ sToP cock =5 /20 OF THE ARCHITECT. 1. PIPING IS SPECIFIED ON THESE PLANS. WHERE
*  GC-B[0C-5 Chs T RO NO SMOKING OR SPARKS CORRUGATED POLY £ IS USED ALL WORK SHALL COMPLY
—— GC*5‘GC*5 TAP PIPE AND - RAIN GUARD VENT RISER SHALL BE W
| o~ | COCK WITH HOSE alle FINISHED WITH ROOF = REPORT AS WELL AS THE MANUFACTURER'S RECOMMENDATIONS.
COCK =13 I = JACK SIMILAR TO
| | < . @ - SANITARY VENT. ALL SIEN 2. WHERE PVC SCHEDULE 40 MATERIAL IS USED FOR SUBSLAB
| | / = | GC—5[GC—5 = VEN ‘ MATERIAL PIPING, ALL FITTINGS SHALL ALSO BE SCHEDULE 40 PVC
| / =|O T TERMINATION THIS SIGN SHALL BE ELBOWS, REDUCERS, CAPS; AND OTHER FITTINGS SHALL BE SLIP
1 | GC_OIGCL5 c | LOCATIONS SHALL BE POSTED ON EACH TYPE FOR A SOLVENT CEMENT APPLICATION. SOLVENT AND CEMENT
‘ | S| PER THE APPROVAL VENT RISER. SHALL BE HIGH STRENGTH, HEAVY DUTY, GRAY COLOR, HEAVY BODY,
FURRED AND MEDIUM CURING SPEED. ALL PVC MATERIALS SHALL BE PER THE
PIPE_LEGEND COLUMN 15 OF THE ARCHITECT. MEDICAL/DENTAL CLINIC FOLLOWING STANDARDS:
— | — - Z: m
L —— foo-3 CORRUGATED P.E. = S| G N AT TOP Ol‘_ VE N T R | SE R GC—5|6GC—=5 D—256 IMPACT RESISTANCE OF PLASTICS
/ = RO\ ! / NOT TO SCALE D-638 TENSILE PROPERTIES OF PLASTICS
32&? VEé\ATLHL P WALL / INTERIOR OR EXTERIOR | /
SERIND 7 f ) D—648 DEFLECTION TEMPERATURE OF PLASTIC UNDER FLEXURAL LOAD
102mmx254mmx254mm 4 D—790 FLEXURAL PROPERTIES OF PLASTICS
WS%@W A TR JOST/ D—1784 PVC AND CPVC COMPOUNDS
WITH SICN |- — vV ON /OFF KNOB -
ABOVE (20 A O (SHOWN IN OPEN POSITION) J
SLAB VENT RISER—=l | FROM GC—S‘GC—S Bl s D—1785 PVC PIPE, SCHEDULES 40, 80, AND 120
SUBSLAB
| { A S SIPE L FGEND / e D—2466 PVC PLASTIC PIPE FITTING, SCHEDULE 40
_ e T V] CORRUGATED P £ % & D—2467 PVC PIPE FITTING, SCHEDULE 80
¢ = IRON o ] /\@\% D—-2564 SOLVENT CEMENTS FOR PVC PIPE AND FITTINGS.
- E[HI[ < D—2740 PVC TUBING
/
= e ] D—2855 SOLVENT—CEMENTED JOINTS WITH PVC PIPE AND FITTINGS
SLAB
! BRASS STOP COCK VALVE F—656 PRIMERS FOR USE IN CEMENT JOINTS AT PVC PIPE AND FITTINGS
Brmm IPT THREAD X ALL JOINTS SHALL BE SOLVENT CEMENTED, SOLVENT CEMENTED
RIS DETAIL SHOWS ONLY PLUMBING 6mm 0D HOSE BARB i JOINTS SHOULD BE MADE IN ACCORDANCE WITH MANUFACTURER’S
NECESSARY FOR VENT RISER GAS DETECTOR. RECOMMENDATIONS OR IN ACCORDANCE WITH ASTM D2855. STANDARD
ELECTRONIC INSTALLATION IS SHOWN ON RECOMMENDED PRACTICE FOR "MAKING SOLVENT CEMENTED JOINTS
CONTRACTOR SHALL WITH PVC PIPE AND FITTINGS.
GC—9[GC—5
VERIFY EXACT TYPE
CONTRACTOR SHALL OF CONSTRUCTION AT - 3. PERFORATED PIPING SHALL HAVE FACTORY INSTALLED
MEDICAL/DENTAL CLINIC m FACH VENT RISER MEDICAL/DENTAL CLINIC PERFORATIONS. PIPING HAVING PERFORATIONS INSTALLED
PLUMBING FOR I.R. GAS DETECTOR . "i7cc - | oF concrpucion a1 Froom CALLED OUT ON THE STOP COCK N THE FIELD SHALL NOT BE ALLOWED.
SR - - GC—-5]GC-5
NOT TO SCALE EACH VENT RISER y PLANS. RISERS MUST NOT TO SCALE 4. PIPING MATERIAL ABOVE GROUND SHALL BE AS REQUIRED BY
CALLED OUT ON THE —— AVOID WINDOWS, - - THE UNIFORM PLUMBING CODE.
PLANS. RISERS MUST <\:.0 Ty AND MUST NOT BE s N
THIS DETAIL IS AVOID WINDOWS, / - INSTALLED WHERE 5. PIPING INSTALLATION OTHER THAN SIZING AND AS MODIFIED
“OoR PIPING ONL Y AND MUST NOT BE STRUCTURAL MEMBERS VETAL STUD WAL HEREIN SHALL COMPLY WITH CHAPTER 12 OF THE PLUMBING CODE.
INSTALLED WHERE —
CORRUGATED STRUCTURAL MEMBERS PROAIBIT. 1ST FLOOR 5. TRANSITION FITTING BETWEEN PLASTIC PIPE AND METAL PIPE
POLYETHYLENE DRAIN PIPE PROHIBIT. PIPE STRAP SHALL BE APPROVED TYPE AND SHALL BE INSTALLED BELOW SLAB
METHANE CODE FOR ALL SLAB 5—FEET BEFORE PENETRATION THROUGH SLAB. FEMALE PLASTIC
VENTS WHICL MUST COME | ’F SCREWED FITTINGS SHALL NOT BE USED IN THIS INSTALLATION.
\
M _ 75mme UP THROUGH WALLS, SEE e 5 N BT 7. GAS VENTS INTERNAL TO THE BUILDING SHALL BE TERMINATED
TOTI T 7T T k CAST ‘RON\ CITY OF HUNTINGTON BEACH — /omm ~ =L > ABOVE THE ROOF AT LEAST 1219mm AWAY FROM ANY ADJACENT
H H H & \ METHANE CODE SECTIONS 4.2 CAST IRON SLEEVE @ A Ta. PROPERTY LINE AND AT LEAST 3000mm AWAY OR 914mm ABOVE ANY
S i INSTALL MONITORING TEE AND Gcf5‘ccf5 ' — T AIR INTAKE INTO THE BUILDING. GAS VENTS FOR COLLECTION
— — o + J\f”’/ OR WRAP s SYSTEMS WHICH DO NOT ENTER THE BUILDING SHALL BE TERMINATED
H H H o U SQUARE NUT PLUG (NO FLUSH W/ STYROFOAM L 3660mm ABOVE GRADE AT LEAST 1219mm FROM ANY ADJACENT PROPERTY
— _/\ T PLUGS) PAINTED RED AT EXTERIOR TAPE & CAST IN e walL oR LINE AND AT LEAST 3050mm AWAY FROM ANY INTAKE INTO THE BUILDING.
N Y — TVTT] WALL OF STRUCTURE. : P
- e 60-__[__60" T ?SPELASL 7] COLUMN 8. ALL PENETRATIONS SHALL BE SEALED WITH APPROVED MATERIAL
THREE SLOTS PIPE STRAP R IN A MANNER TO PREVENT ANY GAS LEAKAGE INTO THE BUILDING.
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} § PIPE STRAP 10. WHEN PERMEABLE MATERIAL IS REQUIRED AND THE CLASS AND
PREWRAPPED FILTER PIPE ("SOCK PIPE”) FROM 5Tmm WIDE ROLLS 75mm 0.C. WHERE KIND IS NOT SPECIFIED. 9.525mm DIMENSION MATERIAL SHALL BE USED.
EXPOSED. PERMEABLE MATERIAL FOR USE IN BACKFILLING TRENCHES, UNDER
-MED\CAL/DENML CLINIC SIGN HEIGHT AT 1525mm [ 20 -MED\CAL/DENML RN AROUND, AND OVER UNDERDRAINS, SHALL CONSIST OF HARD, DURABLE,
VP AT EACH FLOOR _ OC—5l6C—5 CLEAN SAND, GRAVEL, OR CRUSHED STONE, AND SHALL BE FREE FROM
VENT PIPE GC—5 1Ge—5| | WHERE RISER IS EXPOSED. 102mrCORRUGATED EEEETT?SNGSQFE\EES PIPE INTO INTERIOR STUD WALL cc—5Tcc—5 ORGANIC MATERIAL, CLAY BALLS, OR OTHER DELETERIOUS SUBSTANCES.
NOT TO SCALE T0 75mm C.l. ADAPTER L NOT TO SCALE ) 11. ALL VALVES SHALL BE UL/AGA LISTED FOR THE APPLICATION INTENDED,
FIRS T == 4 h 12. PERFORATED DRAIN PIPING IN SOIL MAY BE LEVEL OR AT DOWN
CONCRETEX w FLOOR M= GRADIENT TO SUMP, BUT MAY NOT RUN UPHILL TO SUMP.
AR 102mmCORRUGATED 13. EVERY VENT RISER PIPE SHALL RUN WITHOUT SAG FROM VENT TRENCH
\ o T0 75mm C.l. ADAPTER === =n - s RON TO WHICH IT IS CONNECTED AND SHALL BE LOCATED AND DIRECTED THAT
R e =TT TR @ FLAMMABLE GASES WILL NOT ACCUMULATE OR TRAVEL TO AN UNSAFE
N = — === "2 "1 LOCATION, ENTER BUILDING OPENINGS, OR BE TRAPPED UNDER EAVES.
o "o CONDUIT : \x MIN. 5 —Q" GC-9|GC-5
Lt 0.D. VARIES . : : -— 16 \SLEEVE 14. VENT RISER PIPES RUNNING IN A SEMI—HORIZONTAL DIRECTION SHALL
o ¢ —i GC—5 BE INSTALLED TO PROVIDE A MIN. OF 6.35mm OF FALL FOR
—3 FEACH 25.4mm OF HORIZONTAL RUN—BACK TOWARD THE EARTH.
a7 TOP OF
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= < b a [ —T # — - N VENT RISERS MAY BE MANIFOLDED TOGETHER AS LONG AS THE POINT
= ) g - e IV SO e e OF COMBINATION IS NOT LESS THAN EIGHT FEET ABOVE THE RESPECTIVE
e \ m \ z - ) o - o ' VENT TRENCHES OF ORIGIN. THE INTERNAL CROSS SECTIONAL AREA OF
R N CCTEREoE . ' ' . —SLEEVE - THE COMBINED VENT RISER SHALL EQUAL THE COMBINED CROSS SECTIONAL
.. -|>=SLEEVE I.D. MUST BE - —o PIPING COLUMN . ' ' LOCATED PER AREA OF ALL PIPES MANIFOLDED.
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" .| GREATER THAN CONDUIT O.D. N TS, 5 . ) = S LARGER 16. ALL VENT RISERS SHALL BE LOCATED AND SUPPORTED IN AN
L < e NOMIN AL APPROVED MANNER.
’ ” *N\ - AD.S. DIAMETER 17. PIPING SHALL BE UNOBSTRUCTED UNLESS THE PLANS OR DETAILS
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