REVISIONS
SYM DESCRIPTION PREPARED BY| DATE APPROVED

IRRIGATION NOTES AUTOMATIC IRRIGATION

SPRINKLER CONTROLLER

7. CONFORM TO ALL LOCAL, COUNTY, STATE AND FEDERAL GUIDELINES AND

REGULATIONS REGARDING  INSTALLATION OF IRRIGATION SYSTEMS. — 7 ELECTRICAL SUPPLY TO BE
O THE CONTRACTOR IS RESPONSIBLE FOR VERIFYING THE LAYOUT, SPRINKLER HEAD NOZZLES, PROVIDED BY CONTRACTOR
AND LOCATIONS OF HEADS, FOR THEIR ABILITIES TO PROVIDE THE DESIRED COVERAGE AS SHOWN ON THE DRAWINGS. o
3. ALL LATERAL LINES ARE TO BE 25mm CLASS 200 PV.C.. ALL MAIN LINES SHALL BE 50mm SCHEDULE 40 P.V.C.. e N

ALL FITTINGS SHALL BE SOLVENT WELD SCHEDULE 40 P.V.C..

4. IF DAMAGE TO EXISTING PAVING OCCURS DURING INSTALLATION OF SLEEVES OR ANY PORTION OF THIS WORK, oo mm RIGID S TEEL
REPAIR THE DAMAGED AREA TO THE SATISFACTION OF THE CONTRACT OFFICER. PIPE LOCATED NEXT

5. PRIOR TO INITIATING WORK, ALL UNDERGROUND UTILITIES MUST BE LOCATED BY THE CONTRACTOR AND FLAGGED TO PREVENT TO WALL (ONE FOR
DAMAGE TO UTILITIES AND POSSIBLE PERSONAL HARM. o

MAIN AND LATERAL LINES SHALL BE "SNAKED” IN THE TRENCH TO PROVIDE FOR EXPANSION AND CONTRACTION. EACH CONTROLLER)

6.

7. SPRINKLER HEADS, VALVES AND CONTROLLER SHALL BE INSTALLED ACCORDING TO THE MANUFACTURER'S RECOMMENDATION’S.
8. VALVE CONTROL WIRES SHALL BE JOINED WITH WATERPROOF CONNECTIONS.
9
9

1066 mm

CONNECTION OF IRRIGATION CONTROLLER TO ELECTRICAL SERVICE IS CONSIDERED A PORTION OF THIS WORK. ~ = ENCLOSE CONTROL WIRES

. PROVIDE THE CONTRACT OFFICER WITH AS—BUILTS OF THE [IRRIGATION SYSTEM, ALONG WITH WARRANTIES, WATERING B H AND POWER LEAD IN CONDUIT
SCHEDULE, MAINTENANCE INFORMATION, ETC. FOR THEIR USE.

17. THE IRRIGATION PLAN DOES NOT INDICATE THE EXTENT OF EXISTING UTILITIES.
REFER TO UTILITY SHEETS PRIOR TO TRENCHING. -

12. ALL VALVE BOXES SHALL HAVE WELL VENTILATED COVERS. i

FLOOR

IRRIGATION CON TROLLER
ENLARGEMENT

60 mm RIGID STEEL PIPE

7%/ ELBOW, 300 mm RADIUS MINIMUM
I

T RRIGATION CONTROLU}%/”\\( -

3T mm X 102 mm WOODEN STAKE, PAINTED ORANGE NOT TO SCALE
(REMOVE WOODEN STAKE AFTER IRRIGATION INSTALLATION)

- SPRAY HEADS IN LAWN AREAS SHALL HAVE 100mm POP—UP HEIGHT
500 mm OFF BACK OF CURB SPRAY HEADS IN SHRUB AND GROUNDCOVER SHALL HAVE 300mm POP—UP HEIGHT
/ CONCRETE CURB
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OF INTERIOR PIPE

100mm POP—UP SPRAY HEAD /T GEARED ROTOR HEAD /G

UNDISTURBED EARTH

NOT TO SCALE o NOT TO SCALE o
CLOTH PACKING
: VALVE BOX COVER SHALL BE
WELL VENTILATED
NOTE:
SCHEDULE 40 PVC PIPE SLEEVES UALVE BOX R R
A o e BT T k. 250mm MAX.  © ELECTRIC VALVE VALVE BOX COVER SHALL BE

WELL VENTILATED

AGGREGATE BASE COURSE, ASPHALT PAVEMENT, \:
OR CONCRETE PAVEMENT. UATERAL |INE

MINIMUM .03 CU m

W/ FLOW CONTROL

. 100mm  MIN.

R s GRAVEL BED VALVE BOX 4
» " QUICK COUPLING VALVE W/
DUCT" TAPE OVER END OF PIPE BRICK SUPPORT TRIPLE JOINT COCKING RUBBER COVER
MAIN LINE SWING JOINT
25mm SCH. 80 PIPE

IYPICAL FOR IRRIGATION LINES UNDER PAVEMENT —
SLEEVE DETAuﬁ/'\\ MAIN_ LINE

NOT TO SCALF ‘

e eRADE JICK COUPLING VALVE
. . )

NOT TO SCALE “*‘ -4

DETECTION WIRE

LATERAL PVC LINE DEPTH SHALL BE

TO IRRIGATION SYSTEM =~ U [@

300mm FOR 100mm POP—UP SPRAY HEADS
450mm FOR 300mm POP—UP SPRAY HEADS
= 500 mm SAND OR ROCK FREE
Lo SOIL AROUND ALL PIPE
= < =
REDUCED PRESSURE == £
BACKFLOW PREVENTER = WATER METER = MAIN PVC LINE DEPTH SHALL BE 600mm
W/CUT—OFF VALVES S -
= VALVE BOX TAPE WIRES TO BOTTOM SIDE OF MAIN
VESH ENCLOSURE — e
MU n
“SEE SPECS : T . T LANDSCAPE IRRIGATION DETAILS
CONCRETE PAD NOTE: L-4
*:7:mjm:7:7:7:’\ R ] IF SHEET IS LESS THAN 287X42”, IT IS A REDUCED PRINT. SCALE REDUCED ACCORDINGLY. -
=il 1. PIPE UNDER PARKING
—t i\ LOTS AND SIDEWALKS X
100 mm MAIN LINE SHALL BE SLEEVED
\. 0 POC 2. UTILIZE COMMON TRENCHING WHERE POSSIBLE MEDICAL/DENTAL CLINIC

3. TRENCH SHALL BE 150mm WIDE
LANDSCAPE IRRIGATION DETAILS
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SCALE AS SHOWN SPEC. 11996048 |SHEET 34 OF 316

SACKFLOW PREVENTER/”\\ o TYPICAL TRENCH SECTION/E

NOT TO SCALE ‘ NOT TO SCALE ‘






