REVISIONS

SYM DESCRIPTION PREPARED BY DATE

APPROVED

. PHASE CONDUCTORS TO
ALL—NIGHT LATCH ON PANEL
OUTSIDE LIGHTS y
UNLATCH 'OFF’
24 HOUR ) SPECIFICATIONS:
0 z| 5 C1
SUNSET 120V S|4 CONTACTOR €] 1. 2 CHANNEL DIGITAL ASTRONOMICAL TIME SWITCH.
TIMER &) & CONTACTOR \ ELECTRICALLY 2. CONTROLLER SHALL PROGRAM IN AM/PM FORMAT.
LOTNS SUPPLY =5 OPERATED 3. CONTROLLER SHALL PROGRAM IN ONE MINUTE RESOLUTION.
SPARES ELECTRICALLY 4. DISPLAY SHALL BE OF LCD TYPE.
SUNRISE HELD 5. CONTROLLER SHALL BE CAPABLE OF 99 SET POINTS;
‘ 4 4 1 1 1 1 1 4 1 SEPARATE SCHEDULING FOR EACH DAY OF THE WEEK.
NN %% %% % C o = 6. CONTROLLER SHALL HAVE 365 DAY HOLIDAY CAPABILITIES
. WITH SINGLE DATES AND 4 SEASONS OF UNLIMITED DURATION.
LTS (L:'gmwcﬁs 7. DIFFERENT DAILY SCHEDULES SHALL BE PROGRAMMABLE
OFF ® 120V SPARES WITHIN EACH SEASON.
12 I 8. CONTROLLER SHALL HAVE DAYLIGHT SAVING OR STANDARD
TIME.
éfgg}((’”ﬁgbCNTTE'“gElN 9. CONTROLLER SHALL AUTOMATIC LEAP YEAR CORRECTION.
WAIN. ELECTRICAL ® 10. SCHEDULES SHALL BE RETAINED FOR 40 YEARS WITHOUT
ROOM . POWER.
\/ 11, CONTROLLER SHALL HAVE 30 DAY BACKUP FOR REALTIME
USING FIELD REPLACEABLE 9V LITHIUM BATTERY.
— HOT ~ NEUTRAL ;0 8?'T1E2,L'1G4'jn1“é? %RXH'DTS 12. CONTROLLER SHALL BE CAPABLE OF MANUAL OVERRIDE
TO PANEL N21B2 LOADING DOCK CKT 13 ON OR OFF TO THE NEXT SCHEDULED EVENT USING 1 BUTTON
SEE SHEET EP2-3 FOR EACH CHANNEL.
13, UNIT SHALL HAVE NEMA TYPE 3 INDOOR/OUTDOOR
P WIRING DIAGRAM ENCLOSURE AS STANDARD.
: 14, CONTROLLER SHALL BE CAPABLE OF 2 INDEPENDENT
CIRTURE TMEE MI/S, M230 OR M400. / contacTor LEICT contROL MOMENTARY OUTPUTS — ON AND OFF FOR EACH CHANNEL.
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