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WITH ALTERNATOR s
SILENCER — = SILENCER COMPRESSER AIR LOCATION OF MULTITAP
POWER LINE TO DENTAL TREATMENT POWER SUPPLY
™ COMPRESSORS WITH )
COMPRESSORS WITH AFTER COOLERS 40mm (1D”) DRAIN REGULATOR
AFTER COOLERS REFRIGERANT DRYER- 15mm (0)

AIR COOLED AFTER- PRESSURE REGULATOR COLD WATER
COOLER WITH THIS END OF UTILITY ™~ SEE SITE //_>INSULATED UNION
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FLOOR DRAIN GENERAL PURPOSE COALESCING FILTER REGULATOR — OUTLET PRESSURE — 1743 Pa
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NOT TO SCALE P2-6|P6—4
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( % \ P3—6
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\(O”) EXPANSION BOLTS,
DUPLEX DENTAL AIR COMPRESSOR DETAIL WITH AR DRYER

NOT TO SCALE

MANHOLE%_\
]

GATE VALVE

UNION \"l
CONCENTRIC
REDUCER ——

CHECK VALVE REQUIRED IF
SYSTEM IS PRESSUREIZED

S—
BY OTHER SOURCES

‘ \
MANUAL FLOW CONTROL
BALANCING VALVE

*

X GATE VALVE — N.O.
(CLOSE FOR PUMP

SUCTION PRESSURE)

- 8mm
45{ PRESSURE GAGE

1

m, n I—)

MOTOR
PUMP EE\—-W PUMP SUCTION AND
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(OPEN FOR PUMP SUCTION
PRESSURE

/Ii
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ABS COUPLING
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AIR CARRIER
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FINISHED WALL

NOTE: DIMENSION SHOWN IN
PARENTHESES ARE IN MILLIMETERS

WATER CLOSET

FLOOR
/—

DeTAIL OF WATER CLOSET ROUGH—N

NOT TO SCALE

P6-4

IF SHEET IS LESS THAN 28"X42", IT IS A REDUCED PRINT. SCALE REDUCED ACCORDINGLY.
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CONTROLER (TYP.)
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(TYP.) )
I//\I
] | WATER METER (TYP.)
BRINE "\ BRUNEMATIC VALVE (TYP.) GATE VALVE /
MAKER
* STRAIGHT LENGTHS OF UNOBSTRRUCTED PIPE WITHOUT INLINE APPURTENANCES SHALL
" AUTOMATIC BACKWASH BE INSTALLED UP/DOWNSTREAM OF FLOW CONTROL BALANCING VALVE PER MFGR'S
CONTROL (TYP.) INSTALLATION INSTRUCTIONS
JLooF STRUCTURAL LEGS INLINE CENTRIFUGAL PUMP 4O
N L NOT TO SCALE TYP.[P6-4
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MEDICALiDENTAL cunic
THIS DOCUMENT ORIGINALLY PLUMBING
ISSUED_AND_SEALED BY DETAILS
SIZE | CODE IDENT. NO. I- DRAWING NO.
THIS MEDIA SHOULD NOT 8144713
CERIPED DOCUMEN. P XXXXX e I
SCALE: AS SHOWN SPEC. 11996048 SHEET 208 OF 316






