WIRELESS INTERCOM CONTROL

STATION (SEE EC—2 FOR LOCATION).
PROVIDE 4 HEADSETS WITH BATTERY

PACKS, BELTS AND CHARGER.

EXTRA BATTERY FOR EACH HEADSET.

2TmmC WITH POWER

TRANSFORMER CONDUCTORS

MOUNT IN FLUSH NEMA 1 i\
DUIC

ENCLOSURE WITH HINGED DOOR

REVISIONS
SYM DESCRIPTION PREPARED BY DATE APPROVED
DRIVE-UP INTERCOM SYSTEM NOTES:
1. MOUNTING HEIGHTS OF DRIVE=UP INTERCOM SYSTEM DEVICES ABOVE FINISHED FLOOR
SHALL BE AS FOLLOWS, UNLESS OTHERWISE NOTED. (MOUNTING HEIGHTS ARE TO
CENTERLINE OF DEVICE, EXCEPT WHERE NOTED).
BASE STATION. ot 1525mm TO BOTTOM
INTERCONNECT MODULE. ... 609mm
LOOP DETECTOR CONTROL.....coiiiiiiiiiiiiiee e, 609mm
2. SYSTEM DESIGN SHOWN IS BASED ON 3M C906 SERIES INTERCOM SYSTEM. ADJUST
EQUIPMENT INTERCONNECT AS REQUIRED FOR OTHER MANUFACTURERS.
ROOF
PEDESTAL MOUNTED INTERCOM
SECOND FLOOR SPEAKER AND MICROPHONE FOR
BASE FULL DUPLEX COMMUNICATION
DU
PROVIDE \ "M IATE
DA BUBS - S
O COUNTER \
b |
g AS REQUIRED BY MANUFACTURER %
£
] DULD A > PAVEMENT
d
] GRADE
FIRST FLOOR X
VEHICLE DETECTOR CONTROL DU LD
PANEL. MUST BE LOCATED T
IMMEDIATELY UPON CONDUCTORS LD
ENTERING BUILDING.
(SEE EC2-2 FOR LOCATION.) 0
AS REQUIRED BY MANUFACTURER,
TYPICALLY:
T PAIR — 22 AWG, SHIELDED TWISTED PAIR FOR SPEAKER
T PAIR — 22 AWG, SHIELDED TWISTED PAIR FOR MICROPHONE
BOND SHIELDS UPON CABLES ENTERING BUILDING.
WEATHERPROOF LOOP CONDUCTORS IN 21Tmm PVC
CONDUIT, 305mm x 1220mm FLAT LOOP. CONDUIT
MUST BE PVC. THERE MUST BE NO REBAR OR
OTHER METAL INSIDE LOOP OR WITHIN 500mm OF LOOP.
PHARMACY DRIVE-UP WINDOW INTERCOM
SYSTEM - SINGLE LINE DIAGRAM
NO SCALE
IF SHEET IS LESS THAN 287"X42", IT IS A REDUCED PRINT. SCALE REDUCED ACCORDINGLY. EC11-1

MEDICAL/DENTAL CLINIC -

PHARMACY DRIVE-UP WINDOW INTERCOM SYSTEM -
SINGLE LINE DIAGRAM
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SCALE: AS SHOWN

SPEC. 11996048 SHEET 510 oF 316






