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SECTION 23 69 00.00 20

REFRIGERATION EQUIPMENT FOR COLD STORAGE
07/06
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NOTE: This guide specification covers the
requirements for requirements for refrigeration
equipment for cold storage facilities.

Comments and suggestions on this guide specification
are welcome and should be directed to the technical
proponent of the specification. A listing of
technical proponents, including their organization
designation and telephone number, is on the Internet.

Recommended changes to a UFGS should be submitted as
a Criteria Change Request (CCR).

Use of electronic communication is encouraged.

Brackets are used in the text to indicate designer
choices or locations where text must be supplied by

the designer.
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NOTE: The following information shall be shown on
the projects drawings:

1. Design refrigeration systems for cold storage
using energy efficiency in compliance with
FEMP/Energy Star requirements specified at
www.eren.doe.gov/femp/procurement. Indicate
efficiency design parameters for equipment on the

drawings.
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PART 1 GENERAL

1.1 REFERENCES

ER R R R R R R R R R R R R R R R R R R R R Rk R R R R R R R R R R R R R R R R R R R R R R R R R R R R R R R R R Rk

NOTE: 1Issue (date) of references included in
project specifications need not be more current than
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provided by the latest guide specification. Use of
SpecsIntact automated reference checking is
recommended for projects based on older guide

specifications.
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The publications listed below form a part of this specification to the
extent referenced. The publications are referred to within the text by the
basic designation only.

AIR-CONDITIONING AND REFRIGERATION INSTITUTE (ARI)

ARI 210/240 (2005) Unitary Air-Conditioning and
Air-Source Heat Pump Equipment

ARI 270 (1995) Sound Rating of Outdoor Unitary
Equipment

ARI 420 (2000) Unit Coolers for Refrigeration

ARI 450 (1999) Water-Cooled Refrigerant

Condensers, Remote Type

ARI 460 (2005) Remote Mechanical-Draft Air-Cooled
Refrigerant Condensers

ARI 495 (2005) Refrigerant Liquid Receivers
ART 520 (2004) Positive Displacement Condensing
Units

AMERICAN INSTITUTE OF STEEL CONSTRUCTION (AISC)

AISC 335 (1989) Structural Steel Buildings
Allowable Stress Design and Plastic Design

AMERICAN IRON AND STEEL INSTITUTE (AISI)
ATIST SG-973 (1996) Cold-Formed Steel Design Manual

AMERICAN SOCIETY OF HEATING, REFRIGERATING AND AIR-CONDITIONING
ENGINEERS (ASHRAE)

ASHRAE 15 (2001; Errata 2002) Safety Standard for
Refrigeration Systems

ASHRAE 23 (1993) Methods of Testing for Rating
Positive Displacement Refrigerant
Compressors and Condensing Units

ASHRAE 90.1 (2004; various Errata) Energy Standard for
Buildings Except Low-Rise Residential
Buildings

ASME INTERNATIONAL (ASME)
ASME BPVC SEC VIII D1 (2001) Boiler and Pressure Vessel Code;

Section VIII, Pressure Vessels Division 1
- Basic Coverage
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ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

ASTM INTERNATIONAL

A 123/A 123M

A 153/A 153M

A 653/A 653M

B 117

D 2996

D 5864

D 6081

E 2129

(ASTM)

(2002) Zinc (Hot-Dip Galvanized) Coatings
on Iron and Steel Products

(2004) Zinc Coating (Hot-Dip) on Iron and
Steel Hardware

(2004a) Steel Sheet, Zinc-Coated
(Galvanized) or Zinc-Iron Alloy-Coated
(Galvannealed) by the Hot-Dip Process

(2002) Operating Salt Spray (Fog) Apparatus

(2001) Filament-Wound "Fiberglass"
(Glass-Fiber-Reinforced
Thermosetting-Resin) Pipe

(2005) Standard Test Method for
Determining Aerobic Aquatic Biodegradation
of Lubricants or Their Components

(1997; R 2004) Aquatic Toxicity Testing of
Lubricants: Sample Preparation and Results
Interpretation

(2001; R 2003) Data Collection for
Sustainability Assessment of Building
Products

(2004) Surface Burning Characteristics of
Building Materials

COOLING TECHNOLOGY INSTITUTE (CTI)

CTI ATC-105

NEMA

NEMA

NEMA

NEMA

NEMA

NEMA

ICS

ICS

ICs

ICS

ICS

MG

(2000) Acceptance Test Code

NATIONAL ELECTRICAL MANUFACTURERS ASSOCIATION (NEMA)

1

(2000) Industrial Control and Systems:
General Requirements

(2000; R 2004) Industrial Controls and
Systems: Controllers, Contactors, and
Overload Relays Rated Not More than 2000
Volts AC or 750 Volts DC

(1993; R 2000) Industrial Control and
Systems: Medium Voltage Controllers Rated
2001 to 7200 Volts AC

(2000) Industrial Control and Systems:
Terminal Blocks

(1993; R 2001) Industrial Control and
Systems: Enclosures

(2003; R 2004) Motors and Generators
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NATIONAL FIRE PROTECTION ASSOCIATION (NFPA)
NFPA 70 (2005) National Electrical Code
U.S. ARMY CORPS OF ENGINEERS (USACE)
EM 1110-2-1424 (1999) Lubricants and Hydraulic Fluids
U.S. GENERAL SERVICES ADMINISTRATION (GSA)
FS F-C-2791 Cooling Towers, Liquid
UNDERWRITERS LABORATORIES (UL)

UL 207 (2001) Refrigerant-Containing Components
and Accessories, Nonelectrical

1.2 SUBMITTALS

ER R R R R R R R R R R R R R R R R R R R R R R R R R R R R R R R R R R R R R R R R R R R R R R R R R R R R R R R Rk

NOTE: Submittals must be limited to those necessary
for adequate quality control. The importance of an
item in the project should be one of the primary
factors in determining if a submittal for the item
should be required.

A “G” following a submittal item indicates that the
submittal requires Government approval. Some
submittals are already marked with a “G”. Only
delete an existing “G” if the submittal item is not
complex and can be reviewed through the Contractor’s
Quality Control system. Only add a “G” if the
submittal is sufficiently important or complex in
context of the project.

For submittals requiring Government approval on Army
projects, a code of up to three characters within
the submittal tags may be used following the "G"
designation to indicate the approving authority.
Codes for Army projects using the Resident
Management System (RMS) are: "AE" for
Architect-Engineer; "DO" for District Office
(Engineering Division or other organization in the
District Office); "AO" for Area Office; "RO" for
Resident Office; and "PO" for Project Office. Codes
following the "G" typically are not used for Navy
projects.

Submittal items not designated with a "G" are
considered as being for information only for Army
projects and for Contractor Quality Control approval

for Navy projects.
khkkkhkkkhkkhkhkhhkhkhhkhkhkhkhkhhkhkhhkkhkhkhkhkhkkhkhkkhkhkhkkhkhkhkhkhkhkhkhkhkhkhkhkhkhkhkhkkkhkkkhkkkkkkkkkkkkkkkk

Government approval is required for submittals with a "G" designation;
submittals not having a "G" designation are [for Contractor Quality Control
approval.] [for information only. When used, a designation following the
"G" designation identifies the office that will review the submittal for
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the Government.] The following shall be submitted in accordance with
Section 01 33 00 SUBMITTAL PROCEDURES:

SD-02 Shop Drawings
Refrigeration equipment; G
Atmospheric cooling equipment, including supporting members; G
SD-03 Product Data
Unit coolers; G
[Compressor] [Condensing] units; G
Condensers; G
Atmospheric cooling equipment; G
Water treatment system; G
Automatic controls; G
Heat recovery devices; G
Motors; G
Local/Regional Materials
Submit documentation indicating distance between manufacturing
facility and the project site. Indicate distance of raw material
origin from the project site. Indicate relative dollar value of
local/regional materials to total dollar value of products
included in project.]
Environmental Datal
SD-06 Test Reports
Pressure vessels; G
Aquatic toxicity
SD-08 Manufacturer's Instructions
Refrigeration equipment; G

Water treatment system; G

Include instruction for evacuation and charging procedures and
equipment start-up and initial operation.

SD-10 Operation and Maintenance Data
Refrigeration equipment, Data Package 3; G
Automatic controls, Data Package 3; G

Motors, Data Package 3; G
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Motor starters, Data Package 3; G
Water treatment system, Data Package 3; G

Submit in accordance with Section 01 78 23 OPERATION AND
MAINTENANCE DATA.

1.3 QUALITY ASSURANCE
1.3.1 Modifications of References
Accomplish work in accordance with the referenced publications, except as

modified by this section. Consider the advisory or recommended provisions
to be mandatory, as though the word "shall" had been substituted for the

words "should" or "could" or "may," wherever they appear. Interpret
reference to "the Authority having jurisdiction," "the Administrative
Authority," "the Owner," or "the Design Engineer" to mean the Contracting
Officer.

1.3.2 Safety

Design, manufacture, and installation of refrigeration equipment shall
conform to ASHRAE 15, UL 207, and NFPA 70. Provide personnel protection
from moving parts including fans, pulleys chains gears and couplings.
Guard or cover with insulation high temperature machinery and piping.

1.3.3 Pressure Vessels

The design, fabrication, inspection, and testing of pressure vessels
including the waterside and refrigerant side of condensers and evaporators
shall be in accordance with ASME BPVC SEC VIII D1, and ASHRAE 15. The
presence of the ASME official Code U-Symbol or Code UM-Symbol stamped or
marked on the vessels, and the submitting of the applicable ASME required
manufacturer's data report will be accepted as evidence that the pressure
vessels comply to the ASME rules for construction. Where referenced
publications do not apply, pressure components shall be tested at 1-1/2
times design working pressure. Refrigerant wetted carbon steel surfaces
shall be pickled or abrasive blasted free of mill scale, cleaned, dried,
charged, and sealed. [Where service temperatures below minus 7 degrees C
20 degrees F are encountered, materials of construction shall be low
temperature alloy carbon steel.] Nozzle length shall be approximately 1/3
greater than insulation thickness. Insulated vessels shall be fitted with
rings and other insulation supports as required for installation of
insulation. Exterior surfaces of vessels which are insulated and vapor
barrier sealed shall be abrasive blasted and primed with 0.076 mm 3 mil dry
film thickness of inorganic zinc rich coating.

1.3.4 Refrigeration Equipment
Include layout drawings and control diagrams of the refrigeration equipment.

1.4 REFRIGERATION PIPING AND ACCESSORIES

khkhkhkhkhkhkhkhkhkhkhkhkhkhkhkhkhkhkhkhkhkhkhkhhkhkhkhkhkhkhhkhkhkhhkhkhkhkhkhkhkhkhkhkhkhkhkhkhkhkhkhkhkhkhkhkhkhkhkhkhkhkhkhkhkhkhkhkhkkk*

NOTE: Insert appropriate Section number and title

in blank below using format per UFC 1-300-02.
khkkhkhkhkhkhkhkhkhkkkkkkkkkkkkkhkkhkhkhkhkhkhkhkhkhkhkhkkhkkkkkkkkkkkkkkkhkhkhkhkhkkkkkkkkkkkkkkkkkx*k
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Provide as sgpecified under [ 1.
1.5 ENVIRONMENTAL REQUIREMENTS

Assess potential effects of all lubricants on aquatic organisms in
accordance with ASTM D 6081 and submit aquatic toxicity reports. Assess
biodegradation in accordance with ASTM D 5864. In accordance with

EM 1110-2-1424 Chapter 8, aquatic toxicity shall exceed 1,000 ppm at LL50
and biodegradation shall exceed 60 percent conversion of carbon to carbon
dioxide in 28 days.

1.6 SUSTAINABLE DESIGN REQUIREMENTS

1.6.1 Local/Regional Materials

Rk ok ok o ok ok ok ok ok ok R ok o ok ok ok ok o o o o ok ok ok ok o o o ok ok ok ok ok ok o o o o o o ok o R R R o o R R R R R R R R R R R R

NOTE: Using local materials can help minimize
transportation impacts, including fossil fuel

consumption, air pollution, and labor.
khkkhkkkhkhkhkhkhkkhkhkhkkhkkkhkhkkkkhkkhkkhkhkhkhkhkkhkhkkhkhkkhkhkkkkkkkkkkkkkkhkhkkhkhkkkhkkkkhkkkkkkkkkkkk

Use materials or products extracted, harvested, or recovered, as well as
manufactured, within a [500] [ ] mile [800] [ ] kilometer radius from
the project site, if available from a minimum of three sources.

1.6.2 Environmental Data

Rk ok ok o ok ok ok ok ok ok o ok o ok ok o ok o o o R ok ok ok ok o o o ok ok o ok ok ok o o ok o o o ok o R o R R R R o R R R R R R R R R R Rk

NOTE: ASTM E 2129 provides for detailed
documentation of the sustainability aspects of
products used in the project. This level of detail
may be useful to the Contractor, Government,
building occupants, or the public in assessing the

sustainability of these products.
khkkkkkhkhkhhkhkhhkhkhhkhkhhkhkhhkkhkhkkhkhkkhkhkkkhkkkkhkkhkhkhkhkhkhkhhkhkhhkhkhkhkhkhkhkkhkkkkkkkkkkkkkkkkkkk

[Submit Table 1 of ASTM E 2129 for the following products: [ 1.1
PART 2 PRODUCTS
2.1 UNIT COOLERS

[Forced circulation] [Free delivery] type, factory fabricated, assembled
and tested, and packaged in accordance with ARI 420.

2.1.1 Construction

Construct casings of Type 300 Series stainless steel, aluminum, mill
galvanized or hot-dip galvanized steel after fabrication. Provide zinc
coated carbon steel with protective coating. Direct or V-belt drive fans
of the propeller or centrifugal type. Statically and dynamically balance
the fan wheels. Coils service shall have copper tubes and aluminum fins.
Provide water-tight, corrosion resistant drain pans. Drain pans and
drainage piping for units in spaces maintained at less than 2 degrees C 35
degrees F shall be insulated and fitted with means for defrosting and
condensate removal.

SECTION 23 69 00.00 20 Page 10



1.2 Energy Performance

ER R R R R R R R R R R R R R R R R R R R R R R R R R R R R R R R R R R R R R R R R R R R R R R R R R R R R R R R R Rk

NOTE: The Energy Policy Act of 2005 requires new
buildings to use 30 percent less energy than the
ASHRAE 90.1 level. Efficient cooling equipment and
components contribute to the following LEED credits:

EA Prerequisite 2; EAl.
khkkhkkkhkhkhkhkhkkhkhkhkkkhkhkhkhkhkhkhkkkhkhkhkhkhkkhkhkkhkhkkkhkkkkkkkkkkkkkhkhkkhkhkkkhkkkkhkkkkkkkkkkkk

Size equipment based on Design Manual CS from the Air Conditioning
Contractors of America; do not oversize. Equipment efficiency shall be in
accordance with ASHRAE 90.1, at a minimum.

.1.3 Defrosting

Defrost units mounted in spaces maintained at 2 degrees C 35 degrees F or
higher with ambient space air. Provide units mounted in spaces maintained
at less than 2 degrees C 35 degrees F with [hot gas] [electric heat]
defrosting system. Control room air defrosting by a timer defrost
controller adjustable for up to 6 defrost cycles per 24 hours, each of 5 to
120 minutes duration. Defrost systems shall be controlled by [timer]
[demand] defrost controller.

.1.3.1 Timer Defrost Controller

Controller shall include an adjustable timer to control frequency of
cycles; [defrost initiating thermostat;] adjustable program timer to
control sequence of defrost cycle; [defrost terminating thermostat;] manual
override switch; selector switch; and status pilot light.

.1.3.2 Demand Defrost Controller

Controller shall include an automatic, solid-state circuitry to initiate
defrost cycle based on sensing adjustable temperature difference of air
moving across coil in direct proportion to frost build-up; thermostat to
terminate defrost; adjustable lockout to prevent initiation of defrost
during pull-down after defrost cycle; manual override switch; and status
pilot light.

.2 [COMPRESSOR] [CONDENSING] UNITS

khkkhkkkhkhkhkhkhkhkhkhkkhkhkhkhkhkhkkkhkkhkhkhkhkhhkhkhkhkkhkhkhkhkhkhkhkkkkkhkkkhkkkhkhkhkhhkkhkkhhkkkkkkkkkkk

NOTE: HFC-134a refrigerant is non-ozone depleting,

but contributes to global warming. HCFC-123

refrigerant is ozone-depleting (but much less so

than R-11), and contributes minimally to global

warming. EPA, per the Significant New Alternative

Policy rule, reviews refrigerant substitutes on the

basis of ozone depletion potential, global warming
potential, toxicity, flammability, and exposure

potential. Lists of acceptable and unacceptable
substitutes are updated several times each year. A
chronological list of SNAP updates is available at
http://www.epa.gov/ozone/snap/refrigerants/lists/index.html
or from the stratospheric ozone information hotline

at 1 (800) 296-1996. Reducing ozone depletion and

global warming potential by reducing or eliminating

CFC, HCFC, and Halon use in air conditioning
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equipment contributes to the following LEED credits:

EA Prerequisite 3; EA4.
khkkhkkhkhkhkhkhkhkkhkhkkhkkkkhkkkkkkhkkhkhkkhkhkhkhkhkkhkhkkkhkkkkkkkkkkkkkhkhkhkhkhkkkhkhkkkhkkkkkkkkkkkk

Factory fabricated, assembled and tested, packaged, ready for full capacity
operation after terminal point connection and field charging with operating
fluids. Units shall conform to ARI 520, ASHRAE 23, and ASHRAE 15. Provide
two charges of lubricating oil for each compressor. The first charge shall
be used during the operating test period, and at the end of this period
shall be withdrawn and replaced with the second charge. Equipment using
R-11, R-12, R-113, R-114, R-115, or R-500 as a refrigerant will not be
permitted. Refrigerants shall have an Ozone Depletion Factor (ODF) of 0.05
or less. The ODF shall be in accordance with the "Montreal Protocol on
Substances that Deplete the Ozone Layer," September 1987, sponger by the
United Nations Environment Program. CFCs [and HCFCs] [and Halons ]shall
not be permitted. Refrigerant shall be an approved alternative refrigerant
per EPA's Significant New Alternative Policy (SNAP) listing. [Use HFC-134a
refrigerant.] [Use HCFC-123 refrigerant.]

.2.1 Capacity Criteria

Rk ok ok o ok ok ok ok ok ok ok ok o ok ok o R R o o o R ok ok ok o o o ok ok ok ok ok ok ok o ok o o o R o R R R R R R R R R R R R R R R R R R Rk

NOTE: Show the capacity and saturated suction
temperature, saturated condensing temperature,

superheat, and subcooling on the drawings.
khkkhkkhkhkhkhkhkhkkhkhkhkkhkkhkhkkhkkhkkhkkhkhkkhkhkhkhkhkkhkhkkkhkkkkkkkkkkkkkhkhkhkhkhkkhkhkkkkkkkkkkkkkkk

Application capacity rating shown shall include suction superheat and
liquid subcooling. Compressor design saturated condensing temperature and
saturated suction temperature limits shall not be exceeded.

.2.2 Reciprocating Compressors

[Hermetic] [Open], [direct] [V-belt] drive reciprocating piston type,
designed and constructed for indicated compression ratio service. [Design
welded hermetic compressors for high compression ratio heat pump and low
temperature refrigeration service.] Machine cylinder blocks and heads from
aged, fine-grained, cast iron. [Provide ammonia service compressor
cylinder blocks and heads with self-draining water- or refrigerant-cooled
jackets where recommended by the manufacturer.] [Freeze-protect water
jackets.] Forge crankshafts of steel or cast nodular iron. Dynamically
balance rotating parts, including crankshaft and power transmission
components. Design compressors to operate at partial loads without
vibration greater than full load vibration and be capable of continuous
operation at lowest partial load. Piston speed shall not exceed
manufacturer's recommendation or 4 1/2 m/s 875 fpm, whichever is lesser.
Provide main journals and ferrous and bronze connecting rods with
replaceable sleeve insert type, steel-backed, antifriction metal wear
surface bearings, or antifriction bearings or a combination thereof.
Aluminum connecting rod bearings shall be integral or replaceable sleeve
ingsert type. Provide bulls-eye type o0il sight glass at crankcase operating
level. Compressors with a rated input of 2 1/4 kW 3 horsepower and over
shall have forced-feed lubrication with reversible, self-priming, suction
strainer fitted, direct crankshaft drive, positive-displacement pump.
[Open compressor shaft seals shall be o0il lubricated and cooled rotary
mechanical type with externally, individually, replaceable wearing
components.] External drive motor enclosures shall be [open drip-proof.]
[totally enclosed.]
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2

.2.3 Helical Rotary Compressors

Provide positive displacement, oil-injected type, driven by an electric
motor. Solid steel rotors, Society of Automotive Engineers Grade 1141 or
1144. Shaft main bearings shall be either sleeve-design type with leaded
bronze or steel-backed babbit; or frictionless bearing design, ball or
roller type. Provide housings and covers of high-grade cast-iron pressure
castings. Lubrication systems shall lubricate rotors, bearings, shaft seal
as well as rotor sealing and cooling. Provide an oil safety cutout
interlocked with the compressor starter to allow compressor to operate only
when the oil management system is operational. Provide for lubrication of
bearings and shaft seals on shutdown with or without electric power supply.

.2.4 Accessgories

Unit accessories with 1 1/8 kW 1 1/2 horsepower and larger compressor shall
include suction, discharge and liquid gage ported shutoff wvalves, suction
and discharge service valves, suction strainers, mufflers, crankcase
heaters, and pressure relief. Provide double seated service valves with
gage ports. Provide lube o0il pressure gages and failure switches for
forced-feed lubricated open and accessible hermetic compressors. Unless
continuous heating is recommended by compressor manufacturer, crankcase
heaters shall function only when compressor is stopped. [Provide
condensers with purge valves.] [Where low ambient control incorporates
condenser flooding, receiver shall be sized as required.]

.2.5 Capacity Controls

Compressors shall start from rest unloaded. [Provide with start-stop
control.] [Provide with capacity modulation.] [Provide not less than
[ ] capacity control steps.]

.2.6 Condenser, Integral

Provide with [air-cooled] [water-cooled] condenser. [Open compressor unit
rated through 2 1/4 kW 3 horsepower may utilize integrally cast blades of
compressor flywheel or sheave as the air moving device supplemented by a
propeller fan mounted on extended compressor drive motor shaft.] [Provide
condensers and compressors with manufacturer's standard direct-drive
propeller fans which are elastomer mounted in combined, enclosing, guard or

support.] Construct coils with separate subcooling circuit [and circuiting
as indicated,] of copper tubing with aluminum fins. Test coils in
accordance with ASHRAE 15. Provide coils with sheet steel frame and

venturi fan shroud.

2.7 Condenser, Water-Cooled, Integral

Provide cleanable tube-in-tube condenser with [copper] [70/30
copper-nickel] coolant wetted surfaces and coolant regulating valve. Base
condenser rating on coolant fouling factor of [0.0005] [0.001].

.2.8 Condenser-Receiver, Water-Cooled, Integral

khkkkhkkkhkkhkhkhhkhkhhkhkhkhkhkhhkhkhhkkhkhkhkhkhkkhkhkkhkhkhkkhkhkhkhkhkhkhkhkhkhkhkhkhkhkhkhkkkhkkkhkkkkkkkkkkkkkkkk
NOTE: Normally 70/30 copper nickel performance is
superior to 90/10 copper nickel in brackish and salt
water. Where conditions are not detrimental to
90/10 copper nickel, incorporate same as an
alternative acceptable material. Use the higher
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fouling factor for open systems.
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Provide cleanable shell and tube condenser-receiver with [copper] [70/30
copper-nickel] tubes and coolant regulating valve. Base condenser rating
on coolant fouling factor of [0.0005.] [0.001.]

.2.9 Control Panels

Rk ok ok o ok ok ok ok ok ok R ok o ok ok o ok R o o R ok ok ok ok o o o o ok ok ok ok ok ok o ok o o o ok o o R R o o o R R R R R R R R R R R R R R R

NOTE: Verify that reverse-phase, and phase

imbalance protection provisions are available in

sizes under 70 kW 20 tons. Check with manufacturers

before specifying other than across-the-line

starting.
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Control panels and electrical components shall conform to NFPA 70,NEMA ICS 1,
NEMA ICS 2, NEMA ICS 3, NEMA ICS 4 and NEMA ICS 6, and mounted in a

NEMA ICS 6, Type 1 enclosure. Electrical controls shall include [[fused]
[unfused] disconnect;] control transformers with 50 percent excess
capacity; main and branch circuit overload protective devices compensated
for ambient temperatures as recommended by the manufacturer; reverse phase
protection where necessary to preclude damage; single-phase and
phase-imbalance protection; low voltage protection; manual reset on power
interruption or safety shutdown; [power factor correction capacitors;]
[status pilot lights;] compressor safety, operating and capacity controls;
[defrost controls;] [local and remote audible and visual alarms with
provisions to silence;] short cycling control with lock-out timer; time
delay for sequenced compressor starts; remote component interface; and
intercomponent wiring to terminal blocks with 10 spares. Provide stranded
copper wire of required ampacity and insulation at encountered
temperatures. Identify wires at terminal points.

.2.10 Base Mounting
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NOTE: Where condensing units or compressors are

located on top of walk-in boxes, mount on spring

vibration isolators. Weight of inertia block shall

be an engineered solution accommodating site

conditions.
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Mount compressors and components on a rigid, fabricated steel [base,]

[rack,]. [Mount compressor assembly to the base on spring type vibration
isolation mountings. Mount the base on the floor on elastomer pads.]
[Mount assembly supporting base on [cantilevered, height reducing,] spring

type vibration isolation mountings, selected to limit transmissibility of
imbalanced forces at lowest equipment revolutions per minute to 5 percent.]
[Mount assembly on concrete inertia block, fitted with cantilevered, height
reducing, spring type vibration isolation mountings. Weight of concrete
inertia block shall be [2.0] [ ] times weight of supported assembly.
Select spring mountings to limit transmissibility of imbalanced forces at
lowest equipment revolutions per minute to 3 percent.] [Integral-to-unit
pipe or tubing, and conduit connection to [control panel] [and] [building
services] shall be through service rated flexible connectors.]
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.3 CONDENSERS, AIR-COOLED
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NOTE: Currently, lowest SRN ratings, in the order

of 16 or 17, occur in units rated under 19,045 kW 65

MBH. Largest "quiet" equipment ratings are in 19-20

range.
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Factory fabricated and tested, packaged, self-contained and ready for full
capacity operation after terminal point connections. Unit [shall be
manufacturer matched part of split system, and] shall conform to ARI 460,
ARI 210/240, and ARI 270. Unit shall produce a Sound Rating Number (SRN)
not greater than [16] [21] [ 1.

.3.1 Capacity Rating

Size the condenser for the capacity and conditions indicated. Do not
oversize.

.3.2 Energy Performance

hhkhhhhhhhhhhhhhhhhhhhhhhhhhhhhhhhhhhhhhhhhhhhhhhhhhhhhhhhhddhdddddhhhhhhhk

NOTE: The Energy Policy Act of 2005 requires new
buildings to use 30 percent less energy than the
ASHRAE 90.1 level.
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Equipment efficiency shall be in accordance with ASHRAE 90.1, at a minimum.

.3.3 Unit Casing

Construct casing of galvanized steel or aluminum sheet metal and galvanized
or aluminum structural members. Provide with lifting provisions, access
panels, removable legs, [discharge hood,] and fan and heat rejection coil
guards and screens.

.3.4 Finishes

Equipment and component items, when fabricated from ferrous metal, shall be
factory finished with the manufacturer's standard finish, except that items
located outside of buildings and subject to a salt atmosphere shall have
weather resistant finishes that will withstand 240 hours exposure to the
salt spray test conducted in accordance with ASTM B 117, using a 20 percent
sodium chloride solution. Immediately after completion of the test, the
specimen shall show no sign of blistering, wrinkling, cracking, or loss of
adhesion and no sign of rust creepage beyond 3.18 mm 1/8 inch on either
side of the scratch mark.

.3.5 Fans

.3.5.1 Propeller Fans

Propeller type fans shall be [direct] [V-belt] drive type with dynamically
balanced, adjustable or fixed pitch, aluminum or corrosion protected steel
blades. [V-belt drive wheels shall be mounted on corrosion protected drive
shaft supported by grease lubricated antifriction bearings with cast
ferrous pillow block or extended housing.] Each wheel drive shall be
independent of any other wheel. Extended lubricant lines shall be provided
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for maintenance access. Drive bearings shall be protected with water
slingers or shields.

.3.5.2 Centrifugal Fans

[Forward curve] [Backward inclined] centrifugal scroll type fans shall be
provided with streamlined orifice inlet and V-belt drive, limited to three
wheels mounted on a corrosion protected drive shaft. Wheels and housing
shall be fabricated from aluminum or galvanized steel. Wheels shall be
dynamically balanced. Fan shaft first critical speed shall be not less
than 25 percent greater than operating speed. Fan shaft shall be mounted
in grease lubricated antifriction bearings with cast ferrous pillow block
housing. Extended lubricant lines shall be provided for maintenance access.

.3.5.3 Fan Drives

V-belt drives shall be fitted with guards, [fixed pitch] [or] [adjustable
pitch] sheaves.

.3.6 Fan Motors

Motors less than 3/4 kW 1 hp shall meet NEMA High Efficiency requirements
in accordance with NEMA MG 1. Motors 3/4 kW 1 hp and larger shall meet
NEMA Premium Efficiency requirements in accordance with NEMA MG 1. Motors
shall be variable speed. Motor enclosures shall be [open drip-proof]
[totally enclosed] type. Motors and bearings shall be protected by
location or with water slingers or shields.

.3.7 Refrigerant Circuit

Refrigerant containing components shall comply with ASHRAE 15, shall be
factory tested, cleaned, dehydrated, charged, and sealed. Each condenser
coil connection shall be fitted with a manual isolation valve of the ball
type and an access valve on the coil side. Receiver shall conform to

ART 495. [Receiver shall be insulated with not less than 25 mm 1 inch
thick, 100 percent adhesive bonded, vaportight, flexible, closed-cell
elastomer and finished with two coats of solvent base PVC protective
coating or 0.41 mm 0.016 inch thick aluminum jacket.]

.3.8 Coils

Coils shall be constructed of copper or aluminum tubing with permanently
attached fins for thermally efficient contact. Indoor and outdoor coilsg
shall be matched and from same manufacturer. Use a low sensible heat ratio
for more moisture removal. Casing shall be galvanized steel or aluminum.
[Coils for service in corrosive or salt laden atmosphere shall be
constructed of aluminum or with copper tubes and fins and galvanized end
sheets.] [In addition, coils shall be protected with baked-on, minimum
0.076 mm 3 mil thick, phenolic coating.] [Separate condenser circuit shall
be provided for each compressor complete with separate controls for each
related fan.] [Unit shall provide not less than [ ] degrees C degrees F
subcooling.] Subcooling circuit shall be liquid sealed. Condenser may be
used for refrigerant storage in lieu of separate receiver, provided that
storage capacity is 20 percent in excess of fully charged system. Where
liquid flooding low ambient control is furnished, a separate receiver shall
be provided.
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2.3.9 Low Ambient Condenser Controls

Unit shall be capable of operating in ambient temperature of [ ]
degrees C degrees F. Controls shall permit proper operation of system with
proper differential pressure across thermostatic expansion valve. Control
system shall be based on sensing of actual condensing pressure in
conjunction with manufacturer's method of fan or damper control or by
flooding the condenser. [Multifan units with power operated fan discharge
dampers, shall include gravity dampers.] [Electric damper operator torque
shall be at least 2.0 times required torque.] [Air volume control is not
acceptable for ambient conditions below 2 degrees C 35 degrees F.]
Controls shall be set to produce a minimum 21 degrees C 70 degrees F
saturated refrigerant condensing temperature.

2.3.10 Control Panels

Unit mounted control panels shall be housed in NEMA ICS 6, Type 1 or 3A
enclosures. Controls shall include [control transformer,] [fan motor
[contactor] [starters],] [solid-state speed control,] overload protective
devices, interface with local and remote components, miscellaneous electric
devices, and intercomponent wiring to terminal block points.

2.4 CONDENSERS, WATER-COOLED

Condenser shall be [remote mounted] [and] [integral to water-cooled
condensing unit] and shall conform to ARI 450.

2.4.1 Capacity Criteria

Ratings shall be in Btuh heat rejection for ARI 450 Group [1] [3]
conditions, and for application at indicated design conditions. Ratings
shall be based on [0.0005] [0.001] cooling water side fouling factor at
design velocity. Coolant side pressure drop at design condition flow and
fouling factor shall not exceed that indicated and shall be based on
tube-side velocities of not less than 1.07 nor greater than 2.44 m/s 3.5
nor greater than 8 fps. When condenser is used for refrigerant storage
during pumpdown, system charge shall be held within 80 percent of unit
volume and storage capacity shall be stated. [Condensers shall be designed
for coolant side working pressure of not less than [690] [1034] kPa (gage)
[100] [150] psig, refrigerant side working pressure of not less than 2068
kPa (gage) 300 psig.] A portion of entering coolant shall be in heat
transfer contact with liquid refrigerant to provide [ ] degrees C
degrees F subcooling. Do not oversize equipment.

2.4.2 Energy Performance

hhhhhhhhhhhhhhhhhhhhhhhhhhhhhhhhhhhhhhhhhhhhhhhhhhhhhhhhhhhdhhdddhhhhhhhhhk

NOTE: The Energy Policy Act of 2005 requires new
buildings to use 30 percent less energy than the
ASHRAE 90.1 level.
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Equipment efficiency shall be in accordance with ASHRAE 90.1, at a minimum.
2.4.3 Shell and Tube Type

Condensers shall be of the shell and tube type with the coolant in the

tubes. The design pressure drop shall govern the number of passes.
Condenser heads shall have pipe connections which permit access to or
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removal of the tubes. Materials of construction shall be suitable for the
service in which used. Condensers shall conform to ARI 450, with safety
provisions conforming to ASHRAE 15. Where coolant may be subject to
freezing, condensers shall be gravity drainable and shall be fitted with
automatic drain and vent valves.

.4 .4 Coolant Control

Control valves shall be [automatic, self-contained, controlled by
condensing pressure, and shall close bubble-tight when compressor is not

operating.] [modulating three-way mixing type, controlled by pressure
controller.] [Atmospheric cooling equipment shall be deenergized at
indicated set point.] Control shall be set for a saturated refrigerant

condensing temperature of 21 degrees C 70 degrees F.
.5 ATMOSPHERIC COOLING EQUIPMENT

[Cooling tower] [Evaporative water cooler] [Evaporative condenser] shall be
[induced] [or] [forced] mechanical draft, [vertical] [horizontal] discharge
[parallel-flow] [counter-flow] [or] [cross-flow] type of fire-resistant
construction. Cooling equipment shall be factory fabricated, assembled and
tested. [Cooling tower shall conform to requirements of FS F-C-2791,
except as modified hereinafter.]

.5.1 Design and Performance Requirements
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NOTE: When 53 m/s 10,500 fpm velocity is exceeded,
noise may become a significant factor. Low tip
speeds may or may not increase size of cooling
tower. Consider probability of chemically-treated
high-dissolved-solids drift loss causing damage to
adjacent structures and environment (trees, shrubs,

etc.).
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The requirements of CTI ATC-105 shall be the basis of establishing unit
capacity and performance. Unit capacity shall include a site recirculation
factor. Performance wind velocity shall be 8 km 5 miles per hour. Drift
loss shall not exceed 0.1 percent of unit circulation rate. Minimum unit
design wind load shall be [146 kg per square meter] [30 pounds per square

foot] [ 1. [Minimum design fan deck live load shall be [195 kg per
square meter] [40 pounds per square foot] [ 1.1 Fan tip speed shall not
exceed [53 mps] [10,500 feet per minute] [ ]. Design and construction

of steel members shall conform to AISC 335 and AISI SG-973.

.5.2 Materials of Construction

Metallic materials of construction shall be mill galvanized or hot-dip
galvanized after fabrication. Plastics shall have an ASTM E 84 flame
spread rating of 25 or less, except as otherwise specified.

.5.3 Framework and Casing

Structure shall withstand maximum stresses imposed. Panel joints shall
drain to interior. Seals, fasteners, and flashing shall be provided to

preclude external to unit water leakage. [Discharge cylinder height shall
be not less than [ ] mm inches above fan deck.]
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.5.4 Inlets and Louvers

Louver material shall be of thickness, configuration and support span to
prevent flutter or sagging under loads imposed during operation. Inlet
shall be fitted with square mesh galvanized hardware cloth with minimum 80
percent open area.

.5.5 Distribution System

Hot-water distribution system shall be [open basin] [or] [pressurized spray
nozzle] type. [Open basin shall be designed to permit surge water flow 40
percent greater than specified flow without overflow of basin. Basin shall
be fitted with removable cover.] System shall be self-draining and
nonclogging. [Means to isolate and balance flow to each section of unit
shall be provided.]

.5.5.1 Pumps

Pump casing shall be designed to withstand discharge head indicated, plus
static head on system, plus 50 percent of the total, but not less than 862
kPa (gage) 125 psig. Motor shall not be overloaded with pump operating at
any point on its characteristic curve, and shall have [open drip-proof]
[totally enclosed] enclosure. Pump speed shall not exceed [1800] [3600]
revolutions per minute. Pumps shall be [horizontal split-casel
[end-suction vertical split-case] [close-coupled in-1line] centrifugal type.
Casing and bearing housings shall be cast ferrous metal. Casing shall be
fitted with manual air vents and drain plugs. [Suction and discharge shall
be provided with pressure gage taps.] Shaft seal shall be mechanical type.
Impeller and trim shall be bronze. Shaft shall be stainless steel or
carbon steel sleeved with stainless steel. Bearings shall be sealed,
grease lubricated, antifriction type. Pump shall be accessible for
servicing without disturbing piping connections. [Pump and motor shall be
mounted on a common cast iron or fabricated structural steel base having
lipped edges and tapped drainage openings.] [Pump shall be provided with
elastomer-in-shear type shaft coupling with guard.] [Close-coupled pumps
shall be provided with drip pockets and tapped openings.] Pump rotating
assembly shall be dynamically balanced.

.5.6 Heat Exchangers
[Evaporative condenser coil shall comply with ASHRAE 15]. Coils shall be
completely drainable [serpentine] [or] [straight length, individually

cleanable] type. Coil tubes and headers shall be [seamless deoxidized
copper] [or] [electric resistance welded, hot rolled, mill scale free,
carbon steel tube and header, externally hot-dip galvanized after
fabrication to provide not less than 0.70 kg of zinc per square meter 2.3
ounces of zinc per square foot of single side surfaces]. [Coil tubes shall
be Schedule 40 carbon steel, internally cleaned to remove mill scale and
particulate and externally hot-dip galvanized after fabrication to provide
not less than 0.70 kg of zinc per square meter 2.3 ounces of zinc per
square foot of single side surfaces.] [[Split- ] [Multi] [circuit] ]
[desuperheater] [subcooling] [refrigerant and jacket cooling water] coils
shall be provided as indicated. [Refrigerant subcooling circuit shall
produce [ ] degrees C degrees F of subcooling.] Refrigerant receiver
shall conform to requirements of ARI 495. [Receiver insulation shall be
not less than 25 mm 1 inch thick, 100 percent adhesive bonded, flexible,
closed-cell elastomer, and finished with two coats of solvent base PVC
protective coating.] [Copper coils shall) be dielectrically isolated.]
Header connections shall be fitted with [thermometer wells,] [pressur