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USACE / NAVFAC / AFCESA / NASA UFGS- 10 44 16 (May 2009)
Preparing Activity: NASA Super sedi ng
UFGS- 10 44 16 (June 2006)

UNI FI ED FACI LI TI ES GUI DE SPECI FI CATI ONS

Ref erences are in agreenent with UVRL dated January 2010
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SECTI ON 10 44 16

FI RE EXTI NGUI SHERS
05/ 09
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NOTE: This gui de specification covers the
requirenents for portable fire extinguishers,

i ncluding wall brackets, cabinets, accessories,
mai nt enance servicing and i nspection taggi ng
requirenents.

Associ ated work found in other sections includes
non-portable fire protection systenms, alarnms and
rel at ed accessori es.

Consult with the local AH) (Authority Having
Jurisdiction) during design stage. |Indicate on
drawi ngs the locations for proper placenment and each
type of portable extinguisher |ocated within the
installation.

Edit this guide specification for project specific
requi renents by addi ng, deleting, or revising text.
For bracketed itenms, choose applicable itens(s) or
insert appropriate information

Renmove information and requirenents not required in
respective project, whether or not brackets are
present.

Commrent s and suggestions on this guide specification
are wel cone and should be directed to the technica
proponent of the specification. A listing of
techni cal proponents, including their organization
desi gnation and tel ephone nunber, is on the Internet.

Recommended changes to a UFGS shoul d be subnmitted as
a Criteria Change Request (CCR)
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PART 1 GENERAL

1.1 REFERENCES
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NOTE: This paragraph is used to list the
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publications cited in the text of the guide
specification. The publications are referred to in
the text by basic designation only and listed in
this paragraph by organi zation, designation, date,
and title.

Use the Reference Wzard's Check Reference feature
when you add a RI D outside of the Section's
Reference Article to automatically place the
reference in the Reference Article. Also use the
Ref erence Wzard's Check Reference feature to update
the issue dates.

Ref erences not used in the text will automatically
be deleted fromthis section of the project

speci ficati on when you choose to reconcile
references in the publish print process.
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The publications listed below forma part of this specification to the
extent referenced. The publications are referred to within the text by the
basi ¢ designation only.

| NTERNATI ONAL CODE COUNCI L (1 CQ)

| FC 1414 (2004) Portable Fire Extinguishers(Were
Requi red) (Construction, Alteration
Denolition)

| FC 906 (2004) Portable Fire Extinguishers

NATI ONAL FI RE PROTECTI ON ASSOCI ATl ON ( NFPA)

NFPA 1 (2008) Uniform Fire Code, 2006 Edition

NFPA 10 (2010) Standard for Portable Fire
Ext i ngui shers

NFPA 101 (2009; And 1 & 2 2009) Life Safety Code

NFPA 303 (2006) Fire Protection Standards for
Mari nas and Boat yards

NFPA 385 (2006) Standard for Tank Vehicles for
FIl anmabl e and Conbusti bl e Li qui ds

NFPA 409 (2004; TIA 2005; TIA 2006) Standard on
Aircraft Hangers

NFPA 418 (2006) Standard for Heliports

NFPA 505 (2006) Fire Safety Standard for Powered

I ndustrial Trucks Including Type
Desi gnations, Areas of Use, Conversions,
Mai nt enance, and Qperations

NFPA 99 (2005; Errata 2005; AMD 2009) Health Care
Facilities
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1.

29

29

UL

UL

UL

UL

UL

2

U.S. NATI ONAL ARCHI VES AND RECCRDS ADM NI STRATI ON ( NARA)

CFR 1910. 106 FIl anmabl e and Conbusti bl e Li qui ds
CFR 1910. 157 (2003) Portable Fire Extinguishers
UNDERWRI TERS LABORATORI ES (UL)

154 (2005; Rev thru Apr 2009) Standards for
Car bon Di oxi de Fire Extinguishers

2129 (2005; Rev thru Jan 2007) Standards for
Hal ocarbon C ean Agent Fire Extinguishers

299 (2002; Rev thru Apr 20097) Standards for
Dry Chemical Fire Extinguishers

626 (2005; Rev thru Jan 2007) Standards for
Water Fire Extinguishers

8 (2005; Rev thru Apr 2009) Standards for
Wat er Base Agent Fire Extinguishers

SUBM TTALS
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NOTE: Review Submittal Description (SD) definitions
in Section 01 33 00 SUBM TTAL PROCEDURES and edit
the following list to reflect only the subnmttals
required for the project. Submittals should be kept
to the minimumrequired for adequate quality control.

A“G following a subnmittal itemindicates that the
submittal requires Governnent approval. Sone
submittals are already marked with a “G'. Only
delete an existing “G' if the subnittal itemis not
conpl ex and can be reviewed through the Contractor’s
Quality Control system Only add a “G if the
submittal is sufficiently inportant or conplex in
context of the project.

For submittals requiring Governnent approval on Arny
projects, a code of up to three characters within
the submittal tags nmay be used following the "G
designation to indicate the approving authority.
Codes for Arny projects using the Resident
Managenment System (RMB) are: "AE" for
Architect-Engineer; "DO' for District Ofice

(Engi neering Division or other organization in the
District OOfice); "AO for Area Ofice; "RO for
Resident Ofice; and "PO' for Project Ofice. Codes
following the "G' typically are not used for Navy,
Air Force, and NASA projects.

Choose the first bracketed itemfor Navy, Air Force
and NASA projects, or choose the second bracketed
itemfor Army projects.
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CGovernment approval is required for submittals with a "G' designation;
submittals not having a "G' designation are [for Contractor Quality Control
approval .][for information only. When used, a designation follow ng the
"G' designation identifies the office that will review the submttal for
the Government.] Submt the following in accordance with Section 01 33 00
SUBM TTAL PROCEDURES:

SD- 01 Preconstruction Submttals

Manuf acturer's Data for each type of required Fire Extinguisher
with all related details, cabinets, accessories, and reconmended
operation manual s.

SD- 02 Shop Drawi ngs

Submit fabrication drawings for the following itens consisting of
fabrication and assenbly details performed in the factory. Submt
installation drawings for the following itens in accordance with
t he paragraph entitled, "lInstallation," of this section.
Fire Extinguishers
Accessori es
Cabi net s
Wal | Brackets

SD- 03 Product Data

Submit Manufacturer's catalog and warranty data for the follow ng
itens:

Fire Extinguishers
Accessori es
Cabi net s
Wal | Brackets
Repl acenment Parts
SD- 04 Sanpl es
One of each type of Fire Extinguisher being installed
One full-sized sanple of each type of Cabinet being installed

Three sanples of Wall Brackets and Accessories of each type being
used

Approved sanples may be used for installation, with proper
identification and storage.

SD-07 Certificates
Submit Certificates show ng the foll ow ng:

Certification that Fire Extinguishers conply with |local codes and
regul ati ons.

Certification that Fire Extinguishers conply with OSHA, NFPA, and
UL requirenents.

Submit Manufacturer's Warranty with Inspection Tag on each
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ext i ngui sher.

Cuarantee that Fire Extinguishers are free of defects in
materials, fabrication, finish, and installation and that they
will remain so for a period of not |less than | ] years after
conpl eti on.

1.3 DELI VERY, HANDLI NG, AND STORAGE

Protect materials fromweather, soil, and damage during delivery, storage,
and construction.

Deliver materials in their original packages, containers, or bundles
bearing the brand nane and the nane and type of the material.

[Provide portable fire extinguishers in conpliance with NFPA 505 for al
ancillary vehicles where Fire Safety Standard for Powered Industria

Trucks, including type designations, special ¢ conditions relating to areas
of use, conversions, nmintenance, or specific operations apply.]

PART 2 PRODUCTS

2.1 TYPES
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NOTE: Select one or nore of the follow ng types of
pressurized fire extingui shers, as required:

Wat er and Foam - Water extinguishers are for dass A
fires only (paper, wood, cloth).

Foam exti ngui shers are for Class A and B fires only
(common conbusti bl es, flammble |iquids and gases).

Car bon Di oxi de - Carbon Di oxi de extingui shers can be
used on Class B and C fires (flammble |iquids and
gases, live electrical equipnent).

Dry Chemical - Dry Chemical extinguishers can be
used on Class A, B, and C fires (all the above

el ements) (not recomended for conputers or
sensitive electrical equipnent - use clean agent or
Car bon Di oxi de) .

Wet Chemical - Wet chemical extinguishers are
primarily for cooking nmedia fires (high tenperature
oils and fats) (sonme nmay al so be used on Class A
fires in comercial kitchens).

Cl ean Agent - Newer Cl ean Agent extingui shers have
repl aced forner hal ogenated extinguishers with |ess
ozone depl eti ng hal ocarbon agents, for Cass B and C
fires, with sone larger units available for use on
Class A, B, and C fires.

Dry Powder - Dry Powder extinguishers are for d ass
D or conmbustible nmetal fires only.

Water M st - Water M st extinguishers are prinarily
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2.

2.

2.

for Cass Afires, although they are also safe for

use in Cass Cfires.
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Provide Fire Extinguishers conformng to NFPA 10. Provide quantity and

pl acenment in conpliance with the applicable sections of |FC 1414, |FC 906,
NFPA 1, NFPA 101, [NFPA 99], [NFPA 303], [NFPA 385], [NFPA 409], [NFPA 418],
[29 CFR 1910.106] and 29 CFR 1910. 157.

[Provide [stored-pressure] [cartridge] [hand-punp] water type fire
extingui shers].

[Provide [foan] type fire extinguishers.]

[ Provi de carbon-di oxi de type fire extinguishers conpliant with UL 154.]
[Provide dry chem cal type fire extinguishers conpliant with UL 299.]

[ Provide wet chenical type fire extinguishers conmpliant with UL 8.]

[ Provide cl ean agent type fire extinguishers conpliant with UL 2129.]
[Provide dry powder type fire extinguishers.]

[Provide water mist type fire extinguishers conpliant with UL 626.]
Submit Manufacturer's Data for each type of Fire Extinguisher required,
detailing all related Cabinet, Wall Mounting and Accessories informtion,

conplete with Manufacturer's Warranty with | nspection Tag.

2 MATERI AL
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NOTE: Select one or nore of the following for the
shell material. Check nmanufacturers to ensure that
the material and extinguisher type are conpati bl e.
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Provide [corrosion-resistant steel] [aluminun] [enaneled steel] [__ ]
extingui sher shell

3 S| ZE
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NOTE: Select one or nore of the following for the
size of the extinguisher. Size as indicated.
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[ 9.5 liter 2-1/2 gallons extinguishers.]
[ 1.1 kilogranm 2-1/2 pounds extingui shers.]

[ [2.3] [4.5] [6.8] [9] [13.6] kilogram [5] [10] [15] [20] [30] pounds
extingui shers. ]

4  ACCESSORI ES
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NOTE: Select itens as applicable. |Indicate
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appropriate UL rating.
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[ Forged brass val ve]
[ Fusi bl e pl ug]

[ Safety rel ease]
[Antifreeze]

[ Pressure gage]

2.5 CABI NETS
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NOTE: Include the follow ng paragraphs if fire
extingui shers are designated as cabi net mounted. |f
fire extinguishers are to be hung on wall brackets
only, then del ete cabi net requirenents.

Rk Rk R IR R R I kO AR Rk R Rk kO kO I IR I O I bk S A R R

2.5.1 Mat eri al
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NOTE: Select one of the followng materials for
cabi net s.
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Provi de [enanel ed steel] [corrosion-resistant steel] [al um num cabinets.

2.5.2 Type
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NOTE: Sel ect one of the follow ng types.
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[Provide [recessed] [trimess] [surface] type cabinets.]

[ Provide sem -recessed cabinet for a [150] [100] mllineter [6-inch]
[4-inch] wall.]

[Provide [recessed] [trimess] [surface] bubble type cabinets.]
2.5.3 Si ze
Di nensi on cabinets to accommpdate the specified fire extinguishers.

2.6 WALL BRACKETS
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NOTE: Delete the paragraph heading and the
foll owi ng paragraphs if cabinets are specified.
Sel ect one of the follow ng.
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Provi de[ runni ng-board] [spring-clip] [wall-hook] fire extinguisher wall
brackets.
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Provi de wall bracket and accessories as approved.
PART 3  EXECUTI ON

3.1 | NSTALLATI ON
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NOTE: For Class A light-hazard occupancies, such as
of fice buildings, use a Cass A extinguisher within a
25 neter 75-foot travel distance with one unit of 1A
rating for every 280 square neter 3,000 square feet
of floor area; ordinary hazard occupanci es such as
war ehouses and departnent stores: 25 neter 75-foot
travel distance with one unit of 2A rating for every
280 square neter 3,000 square feet; and extra hazard
occupanci es such as woodwor ki ng and spray painting

| ocations: 25 neter 75-foot travel distance with one
unit of 3A rating for every 280 square neter 3,000
square feet.

For O ass B light-hazard occupancies, use a Class B
extingui sher within 15 neter 50-foot travel distance
with one unit of 4B rating; ordinary hazard
occupanci es: 15 neter 50-foot travel distance with
one unit of 8B rating; extra hazard occupancies: 15
nmeter 50-foot travel distance with one unit of 12B
rating. For deep-layer flammble-liquid fire
hazards such as dip tanks, one unit of Class B
extingui shing potential is required for each 0.1
square neter square foot of the largest individua
hazard unl ess an approved automatic systemis

i nstall ed.

Cl ass C extinguishers, where there are electrica

hazards, are distributed on the sane basis as C ass
B exti ngui shers.
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Install Fire Extinguishers where indicated on the drawings. Verify exact
| ocations prior to installation.

Conply with the manufacturer's recomendations for all installations.
Provi de extingui shers which are fully charged and ready for operati on upon
installation. Provide extinguishers complete with Manufacturer's Warranty
with I nspection Tag attached.

3.2  ACCEPTANCE PROVI SI ONS

3.2.1 Repai ri ng

Renove and repl ace danmaged and unacceptabl e portions of conpleted work with
new work at no additional cost to the Governnent.

Provi de Repl acenent Parts list indicating specified itens replacenent part,

repl acenent cost, and nanme, address and contact for replacenent parts
di stributor.
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3.2.2 Cl eani ng

Clean all surfaces of the work, and adjacent surfaces which are soiled as a
result of the work. Renove fromthe site all construction equi prent,
tools, surplus materials and rubbish resulting fromthe work.

-- End of Section --
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