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SECTION 35 20 23

DREDG NG
04/ 06

IR R R R E R RS EEEEEREEEEEEREEEREEEREREEEREEEEEEREEEEEEREEEEEEEEEEEEEREEEEEEREEEEE SRS

NOTE: This gui de specification covers the
requi renents for dredging.

Edit this guide specification for project specific
requi renents by addi ng, deleting, or revising text.
For bracketed itens, choose applicable itens(s) or
i nsert appropriate information.

Renmove information and requirements not required in
respective project, whether or not brackets are
present.

Comrent s and suggestions on this guide specification
are wel come and should be directed to the technica
proponent of the specification. A listing of
Techni cal Proponents, including their organization
designation and tel ephone nunber, is on the Internet.

Recommended changes to a UFGS should be subnitted as
a Criteria Change Request (CCR)

EZE IR R R S R R R I I O R R R Ok S R R R R I R I R I O R I O

Rk Rk kR IR R R I kO e O O R AR R R R Rk kO I R R I O S R Rk o

NOTE: The techni ques of soundi ng, sweeping, or a
conbi nation thereof are applicable nethods in the
acceptance exam nation, dependi ng upon specific
requi renents of the project. In general, for

mai nt enance dredgi ng or for new dredgi ng on soft
bottom the acceptance exam nation by soundi ngs will
be acceptable; for new dredging on hard coral or
rock bed, and also for dredging bel ow exi sting
channel bottom on hard coral or rock bed, sweepings
are required. For new dredging on hard bed harbor
channel and turning basin for capital ships (such as
aircraft carriers), the conbination of soundi ngs and
sweepings is required. |If nodification of

navi gation charts is required after conpletion of
dredgi ng work, the EFD shall coordinate with Nava
Facilities Engi neering Cormand Code 04A3 for the
proper data transfer procedures to the Defense
Mappi ng Agency.

IR R R R R R RS EEEEEREEEEEEREEEREEEREREEEREEEREEEREEEREEEEREEEEEEEEEEEEEREEEEEEREEEEEERS
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PART 1 GENERAL
1.1 DEFI NI TI ON

Hard nmaterial is defined as material requiring [blasting or] [the use of]
speci al equi prrent for econom cal renoval, and includes boul ders or
fragments too large to be renoved in one piece by the dredge.

1.2 SUBM TTALS

EE R R R S I R R I R I R S R R R R O S R R R I R I R R S R R R R R O

NOTE: Review subnittal description (SD) definitions
in Section 01 33 00 SUBM TTAL PROCEDURES and edit
the following list to reflect only the submttals
required for the project. Submittals should be kept
to the minimumrequired for adequate quality control.

A“G following a subnmittal itemindicates that the
submittal requires Governnent approval. Sone
submittals are already marked with a “G'. Only
delete an existing “G if the subnittal itemis not
conpl ex and can be reviewed through the Contractor’s
Quality Control system Only add a “G if the
submittal is sufficiently inportant or conplex in
context of the project.

For submittals requiring Governnent approval on Arny
projects, a code of up to three characters within
the subnmittal tags nay be used following the "G'
designation to indicate the approving authority.
Codes for Arny projects using the Resident
Managenment System (RMB) are: "AE" for
Architect-Engineer; "DO for District Ofice

(Engi neering Division or other organization in the
District OOfice); "AO for Area Ofice; "RO' for
Resident O fice; and "PO' for Project Office. Codes
following the "G' typically are not used for Navy,
Air Force, and NASA projects.

Choose the first bracketed itemfor Navy, Air Force
and NASA projects, or choose the second bracketed
itemfor Arny projects.

EE R R R I R S I R R I I O R R R R O S R R R R R R I I O R R I

Covernment approval is required for submittals with a "G designation;
submittals not having a "G' designation are [for Contractor Quality Control
approval .][for information only. Wen used, a designation follow ng the
"G' designation identifies the office that will review the subnmittal for
the CGovernment.] The follow ng shall be submitted in accordance with
Section 01 33 00 SUBM TTAL PROCEDURES:

SD- 02 Shop Draw ngs
Subrer ged Pi pel i ne
Soundi ngs or Sweepings[; C[; G [

I ndicate pipeline location and installation details. Submt
drawi ngs of surveys during progress of work by soundi ngs or
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sweepi ngs.
SD-07 Certificates
Protection Pl an

Prior to blasting, subnmit a plan for protection of surrounding
structures, equipnent, and vessels.

1.3 MATERI AL TO BE REMOVED

EE R R R S I R I R I R I O I R R R I R S R R I R R R R R S R R R

NOTE: Include silt and nmud if project is for

mai nt enance dredging. Delete new material if area
has been previously dredged to design depth. New
material is material which has never been dredged.

EE R R R S I R R R O I R R R R O S R R I R I R R R R R R R

The material to be renpved is [silt and nud] [new material] [

1.3.1 Hard Materi al

EE R R R S I R R I R I R S R R R R R S R R I R R R R R R R R O

NOTE: Choose one of the follow ng options. Choose
the first option when renoval of hard material is
antici pated and the second option when renoval of
hard material is not anticipated. For both options,
when blasting will not be pernitted, so state and
delete requirenents relating to blasting. Wen
blasting is permtted, incorporate in the project
specification information relative to nmaxi mum anmount
of charge that will be permitted and detailed

requi renents applicable to the specific project.

IR R R R E R RS EEEEEREEEEEEREEEREEEREREEEREEEREEEREEEEEEREEEEEEEEEEEEEREEEEEEREEEEE SRS

[ Remove hard naterial. Blasting will [not] be permtted. [Blasting shal
be perfornmed only by experienced persons. Conduct operations in strict
accordance with applicable regulations. Protect exposed structures from
the effects of the blast in accordance with the protection plan.]]

[ The renoval of hard nmaterial is not included. Should the Governnent
direct in witing that hard material be renmoved, the work shall be
performed and an adjustnent in the contract price or time for conpletion,
or both, will be made in accordance with "FAR 52.236-2, Differing Site
Conditions." |If hard material is to be removed, blasting will [not] be
permtted. [Blasting shall be perfornmed only by experienced persons.
Conduct operations in strict accordance with applicable regul ations.

Prot ect exposed structures fromthe effects of the blast in accordance with
the protection plan.]]

1.4  ARTIFI Cl AL OBSTRUCTI ONS

EE R R R S I R I R R I R S R I R R R S R I R I R R R R R S R R R O

NOTE: Choose one of the follow ng options. Choose
the first option where no known obstructions exi st
and site is not near existing piers. Choose the
second option where known obstructions exist or for
dredgi ng around existing piers.

EE R R R S I R I R I R I O I R R R R I O S R R I R I I R S R R S R R R O
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[ Except as indicated, the Government has no know edge of cables, pipes, or
other artificial obstructions or of any w ecks, weckage, or other materi al
that woul d necessitate the use of explosives or the enpl oynent of

addi tional equiprment for econonical renoval. |If actual conditions differ
fromthose stated or shown, or both, an adjustnment in contract price or
time for conpletion, or both, will be made in accordance with "FAR
52.236-2, Differing Site Conditions."]

[ The Government has know edge of debris such as, but not limted to, netal
bands, pallets, pieces of broken cable, rope, fire hose, and broken

piles. The Governnent has no know edge of existing wecks, weckage, or
other material of such size or character as to require the use of
expl osi ves or special or additional plant for its econom cal renoval. Prior
to dredging, the Contractor shall rake the dredge areas and shall renove
debris encountered. Debris renoved fromthe dredged area shall be renopbved
fromthe water. Disposal shall be the responsibility of the Contractor and
di sposal shall be outside the limts of government property. In case the
actual conditions differ fromthose stated or shown, or both, an adjustnent
in contract price or tinme of conpletion, or both, will be made in
accordance with "FAR 52.236-2, Differing Site Conditions."]

[1.5 QUANTI TY OF MATERI AL

EZE IR R R S I R R I I O R R R Ok S R R I R R R I O R O O

NOTE: Insert quantities for project dredging,
overdept h dredging, and total in the blanks. Delete
par agraph for lunp sum contracts.

EE R R R S I R R I R I R I R S R R R R S R R I R I R R R R R R

The total estinmated amount of naterial to be removed fromw thin the
specified limts, including side slopes, but excluding overdepths, is
[ ] cubic neters cubic yards. The maxi num anount of all owabl e
overdepth dredging is estimated to be [ ] cubic neters cubic yards.

The estimated quantity for bidding purposes and for application of the "FAR
52.212-11, Variation in Estinmated Quantity" shall be [ ] cubic neters
cubic yards, which is the total quantity, including overdepth. The
quantities listed are estimates only. Wthin the limts of avail able funds,
compl ete the work specified whether the quantities involved are greater or

| ess than those estimated.

11.6 OVERDEPTH DREDA NG

Rk Ik kR IR R R O kO e O O I A Rk R R O Rk Ik I kS O O R R o

NOTE: Insert allowable depth for overdepth
dredgi ng, for which paynent will be nmde.

EE R I R R S I R I R R I R R R R R R R R S R R I R R R S R R R R R O

To cover unavoi dabl e i naccuracies of dredgi ng processes, material actually

renoved to a depth of [__ ] meters feet bel ow the depth specified and
within the dredging limts will be nmeasured and paid for at full contract
price.

1.7 SI DE SLOPES

Rk Rk kR IR R R Sk O kb S O I AR R R R Rk O ok O O R IR I bk S A R

NOTE: Use first bracketed item when the side slope
overdredge allowance is specified; use second
bracketed item when side sl ope overdredge al |l owance
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1

1

is not specified. For first bracketed item insert
al | owabl e depth for dredging of side slopes beyond
the indicated or specified side slopes for which
paynent wi |l be nmde.

EE R R R S I R I R I R I O I R R R R I O S R R I R I I R S R R S R R R O

Dredgi ng on side slopes shall follow, as closely as practicable, the lines
indi cated or specified. [A[__ ] meters [ ] foot allowance will be
made for dredgi ng beyond the indicated or specified side slopes, except as
provided herein.] [An allowance will be nade for dredgi ng beyond the |ines
i ndi cated or specified for side slopes. The allowance will be detern ned
by projecting a line upwards, paralleling the project design side slopes,
fromthe intersection of the overdepth dredging Iimt (at a point |ocated
vertically belowthe limt of dredging at the top of slope).] The anmount of
mat eri al excavated from side slopes will be determ ned by either
cross-sections or conputer, or both.

8 PERM T

Rk Ik Sk kR IR R R Ik O R R Rk Rk S R R R O O kS I O I S

NOTE: When disposal area is under jurisdiction of
Cor ps of Engineers, insert "Departnent of the Arny"
in the blank. Delete sentence when not applicable.
Pernmit may include restrictions and conditions, such
as time of year the dredgi ng may be acconpli shed,
use of turbidity control devices, and equi prent
restrictions.

IR R R R R R RS EEEEEREEEEEEEEEREEEREREEEREEEREEEREEREEEEREEEEEEEEEEREEEREEEEEEREEEEEEESES

The Contractor shall conply with conditions and requirenents of the Corps
of Engineers Permit and other State or Federal permits. The Contracting

Oficer will secure the permit for dredging and di sposal of material as
i ndi cated. Make arrangenents with [_ ] for disposal of excavated
material s.

.9 CHARGES

Rk Ik Sk kR IR R R I kO e S O R R Rk Rk kO R AR Ik I kS I S I b R R R o

NOTE: Insert "Departnent of the Arnmy" in the first
bl ank where disposal area is under jurisdiction of
the Corps of Engineers. Insert nane of disposa
area in second blank. Delete entire paragraph when
not applicabl e.

Rk Ik kR IR R R O kO e O O I A Rk R R O Rk Ik I kS O O R R o

The [ Governnent] [Contractor] will pay charges inposed by the |
di sposal of material in the | ] disposal area.

.10 ENVI RONMVENTAL PROTECTI ON REQUI REMENTS

Provide and maintain during the life of the contract, environmenta
protective neasures. Also, provide environnmental protective nmeasures
required to correct conditions, such as oil spills or debris, that occur
during the dredging operations. Conply with Federal, State, and | oca
regul ations pertaining to water, air, and noi se pollution.

11 BASI S FOR BI DS

EE R R R S I R I R I R I O I R R R R I O S R R I R I I R S R R S R R R O
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NOTE: Choose one of the follow ng options. Choose
the first option for |unp sum biddi ng of dredging,
in projects where exact quantities can be
practically determ ned prior to the actual work.
Choose the second option for unit price bidding of
dredging. Specify unit price bid itens for dredging
for projects where exact quantities cannot be

practically determ ned prior to the actual work.
EE IR I Sk S S I S S S R R R Rk I S Sk S I I R S Ik S S I S R Sk I O

[Base bids on the quantity of dredging indicated. Should the total
quantity of dredging vary fromthat specified as the basis for bidding, the
contract price will be adjusted in accordance with "FAR 52.243-4,
"Changes." The dredging conditions specified and indicated describe
conditions which are known. However, the Contractor is responsible for
ot her conditions encountered which are not unusual when conpared to the
conditions recogni zed in the dredgi ng busi ness as usual in dredging
activities such as those required under this contract.]

Rk Ik Sk kR IR R R Ik O R R Rk Rk S R R R O O kS I O I S

NOTE: For PACNAVFACENGCOM projects: Edit
appl i cable attachnents from Docunent 00 41 00 for
inclusion in Standard Form 1442, "Solicitation

O fer and Award" and "Schedule of Bid Itens." Sel ect
first bracketed text.

Rk Rk kIR Rk S S O e S S S AR Rk R O R Rk Ik kS I O R SRR o

[For unit price bid, see [SF 1442, "Solicitation, Ofer and Award" and
"Schedule of Bid Itens."] [paragraph entitled "Basis of Bids, Measurenent,
and Paynment" in Section 01 20 00.00 20 PRI CE AND PAYMENT PROCEDURES. ] ]

Rk Ik Sk kR IR R R I O O e S S R Rk Rk S R Rk Ok kS I O I b R R Rk

NOTE: For LANTDIV projects, use the follow ng for
unit price bidding.

EE R R R S I R R R I O I R R R R I O S R R I R R R R R R R R O

[ Payment will be at the contract unit price per cubic nmeter cubic yard,
multiplied by total cubic neters cubic yards of acceptable dredging. Base
bids on total cubic neters cubic yards of dredging[, as specified in
Section 00 22 13 SUPPLEMENTARY | NSTRUCTI ONS TO BIDDERS]. Include a bid
unit price per cubic neter cubic yard of dredging based on the quantity [as
specified or indicated.][stated in Section 00 22 13, SUPPLEMENTARY

| NSTRUCTI ONS TO BIDDERS.] If the Contracting O ficer requires an increase

or a decrease in total volune of dredging, the contract price will be
adjusted in accordance with the "FAR 52.211-18, Variation in Estimated
Quantity." Dredging conditions specified and indicated describe conditions

whi ch are known. However, the Contractor is responsible for other

condi tions encountered which are not unusual when conpared to conditions

recogni zed in the dredgi ng business as usual in dredging activities such as

those required under this contract.]
PART 2 PRODUCTS

Not used.
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PART 3 EXECUTI ON

3.

1 | NSPECTI ON

EE R R R S I R I R I R I O I R R R R I O S R R I R I I R S R R S R R R O

NOTE: Choose one of the follow ng options. Choose
the first option for projects which incorporate
Contractor Quality Control. Choose the second
option for projects which do not incorporate
Contractor Quality Control.

EE R R R S I R R I R I R S R R R R O S R R R I R I R R S R R R R R O

[l nspect the work, keep records of work perfornmed, and ensure that gages,
targets, ranges, and other markers are in place and usable for the intended
purpose. Furnish, at the request of the Contracting O ficer, boats,

boat nen, | aborers, and materials necessary for inspecting, supervising, and
surveying the work. \When required, provide transportation for the
Contracting O ficer and inspectors to and fromthe di sposal area and

bet ween the dredgi ng plant and adj acent points on shore.]

[ The Government will keep a record of work perforned and will require that
gages, ranges, and other markers are usable for the intended purpose.
Furni sh, at the request of the Contracting O ficer, boats, boatnen,

| aborers, and nmaterials necessary for inspecting, supervising, and
surveying the work. \When required, provide transportation for the
Contracting Oficer and inspectors to and fromthe di sposal area and

bet ween the dredgi ng plant and adj acent points on shore.]

.2 CONDUCT OF DREDG NG WORK

.2.1 Order of Work

Rk Ik kR IR R R I kO S S R Rk Rk S Rk Ik kS b O I R I R

NOTE: Special scheduling requirenents,
restrictions, or other simlar features bearing on
the Contractor performng the work, should be
specified in this paragraph or reference nade to
"Speci al Schedul i ng Requirenments" paragraph in
Section 01 40 00 WORK RESTRI CTI ONS

IR R R R R R RS EEEEEREEEEEEREEEREEEREREEEREEEREEEREEEREEEEREEEEEEEEEEEEEREEEEEEREEEEEERS

The Contracting Officer will direct the Contractor on the order of work.
The Government reserves the right to change the order of work at any tine.

. 2.2 Interference with Navigation

M nimze interference with the use of channels and passages. The
Contracting Officer will direct the shifting or noving of dredges or the
interruption of dredging operations to accomodate the novenent of vessels
and floating equi prent, if necessary.

.2.2.1 Conpensation for Interruption of Operations

| f dredging operations are interrupted due to the novenent of vessels or
floating equi prent, an adjustnent in the contract price or tine for
compl etion, or both, will be made as provided by the contract. The
Contracting Officer will notify the Contractor 7 days prior to ship
noverments that will affect dredgi ng operations.
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3.2.3 Lights

Each ni ght, between sunset and sunrise and during periods of restricted
visibility, provide lights for floating plants, pipelines, ranges, and
markers. Al so, provide lights for buoys that could endanger or obstruct
navi gati on. Wen night work is in progress, maintain lights fromsunset to
sunrise for the observation of dredging operations. Lighting shall conform
to United States Coast CGuard requirenments for visibility and col or.

3.2. 4 Ranges, Gages, and Lines

Furni sh, set, and naintain ranges, buoys, and markers needed to define the
work and to facilitate inspection. Establish and maintain gages in

| ocati ons observable fromeach part of the work so that the depth may be
determ ned. Suspend dredgi ng when the gages or ranges cannot be seen or
followed. The Contracting Oficer will furnish, upon request by the
Contractor, survey lines, points, and el evati ons necessary for the setting
of ranges, gages, and buoys.

3.2.5 Pl ant

Mai ntain the plant, scows, coam ngs, barges, pipelines, and associated
equi pnent to neet the requirenments of the work. Pronptly repair |eaks or
breaks al ong pipelines. Renove dredged material placed due to | eaks and
br eaks.

3.2.6 Di sposal of Excavated Materia

EE R R R S I R R I R I R I R S R R R R S R R I R I R R R R R R

NOTE: Delete inapplicable |anguage for disposa
area; insert other disposal area | anguage as

appropri ate.
EE IR R I Sk S S I S S I I R R R Rk S I S Sk S kI R R R Rk S S I S O Sk I S O R

Provide for safe transportation and di sposal of dredged materials.
Transport and di spose of dredged material inthe [[__ ] disposal area]
[area designated for disposal of dredged material]. [The Contractor may,
at his option, dispose of dredge material at [__ ] or provide disposal at
an approved di sposal area.] The deposit of dredged materials in

unaut hori zed places is forbidden. Conply with rules and regul ati ons of

| ocal port and harbor governing authorities.

3.2.6.1 Met hod of Di sposa

Rk Rk Rk R R IR R R Sk O O e S O R AR Rk R Rk O kO I R IR R I b I Rk I o

NOTE: Delete inapplicable nmethod of disposal and

i nclude only the | anguage appropriate for the nethod
of disposal to be used. Details should be specified
regardi ng exact location for discharge into the

di sposal area, maxi mum all owabl e el evati on of
bui |l dup, and any other limtations or special

provi sions for disposal.

EE R R R S I R I R R I R S R I R R R S R I R I R R R R R S R R R O

Deposit dredged material by [the hydraulic process] [hopper dredge]

[sel f-dunping scow or barge]. [Do not renove | oaded or partially | oaded
scows, barges, or hopper dredges fromthe dredge area until the | oad has
been measured by the Contracting Oficer. Notify the Contracting O ficer
when scows or barges are returned to the dredge area.] [Pipeline for
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hydraul i ¢ dredgi ng shall discharge into the disposal area.]

3.2.6.2 Di sposal in Indicated Fill Areas

EE R R R S I R I R I R I O I R R R R I O S R R I R I I R S R R S R R R O

NOTE: I nclude any special requirenents for
construction and nai ntenance of fill area bul kheads
and weirs. Del ete when fill areas are not shown on

the contract drawi ngs. Require bul kheads and weir
submittals for Contracting Oficer review

EE R R R S I R R I R I R S R R R R O S R R R I R I R R S R R R R R O

I n depositing excavated material for fill, uniformy grade and allow for
shrinkage. Provide and mai ntain necessary bul kheads, di kes, ditches,
weirs, spillways, and other construction necessary to confine and retain
the fill in the dredge fill area.

3.2.6.3 Qperation of Sluiceways

Rk Ik Sk kR IR R R Ik O R R Rk Rk S R R R O O kS I O I S

NOTE: Insert Corps of Engineers or other
controlling agency in the blank provided. Delete
when not applicable to the project.

EE R R R S R I R I R R R R R R R R S I R R I R I R R R S R R R R

Sl ui ceways on the disposal area levees will be operated and mai ntai ned by
the [ ]. The Contractor will be relieved of operations thereof.

3.2.6.4  Subnerged Pipeline

If a leak occurs in the discharge pipeline, inmediately discontinue using
the line until |leaks are repaired. Renove material placed due to | eaks or
br eaks.

3.2.7 Navi gati on Vr ni ngs

Furni sh and nmai ntai n navigation warning signs along the pipeline.
3.2.8 Met hod of Conmuni cati on

EE R R R S I R R R O I R R R R R S R R I R R R S R R S R R

NOTE: \Where appropriate, also require
communi cati ons between dredgi ng crews, disposa
area, and the Port Services Departnment of the Nava
installation.

IR R R R E R RS EEEEEREEEEEEEEEEREEREEEEREEEEEEREEREEEEREEEEEEEEEEEEEREEEEEEREEEEE SRS

Provi de a system of comunication between the dredge crew and the crew at
the disposal area. A portable two-way radio is acceptable.

3.2.9 Sal vaged Materi al

Anchors, chains, firearnms, and other articles of value, which are brought
to the surface during dredgi ng operations, shall remain or becone the
property of the Governnent and shall be deposited on shore at a convenient
| ocation near the site of the work, as directed.
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3.2.10 Safety of Structures

The prosecution of work shall ensure the stability of piers, bul kheads, and
other structures lying on or adjacent to the site of the work, insofar as
structures may be jeopardi zed by dredgi ng operations. Repair danage
resulting fromdredgi ng operations, insofar as such damage may be caused by
variation in locations or depth of dredging, or both, fromthat indicated
or permtted under the contract.

3.2. 11 Pl ant Renpva

Upon conpletion of the work, pronptly renpove plant, including ranges,
buoys, piles, and other markers or obstructions.

3.3 MEASUREMENT

[ Governnent will] [Contractor shall] take soundi ngs before and after
dr edgi ng.

3.3.1 Met hod of Measurenent

The material renoved will be nmeasured by cubic neter cubic yard in place,
by neans of soundi ngs taken before and after dredging. The draw ngs
represent existing conditions based on current available information, but
will be verified and corrected, if necessary, by soundings taken before
dredging in each locality. Soundings will be taken by lead line or [200
kHz] [ ] sonic nethods, or both, as determ ned by the Governnent;
results of soundings by either or both nethods will be the basis for
paynent. Areas sounded nore than 30 days prior to dredging will be
re-sounded when requested by the Contractor. The Contractor has the option
of being present when such soundi ngs are nade.

3.3.2 Surveys During Progress of Wrk

Contract depth will be determ ned by soundi ngs or sweepi ngs taken behind
the dredge as work progresses. The [Governnent will] [Contractor shall]
take progress soundi ngs or sweepi ngs.

3.3.3 Mont hly Esti mates

Monthly estimates of work conpleted will be based on the result of

soundi ngs taken during the progress of the work [or, at the option of the
Contracting Oficer, on 85 percent of the scow or barge neasurenent.]
Deductions will be made for dredging and di sposal not in accordance wth
the specifications.

3.4 FI NAL EXAM NATI ON AND ACCEPTANCE

EE R R R kR S I R R R I I O R R R R O S R R R I R I R I O R I R I

NOTE: The techni ques of soundi ng, sweeping, or a
conbi nation thereof are applicable nethods in the
accept ance exam nation, dependi ng upon specific
requirenents of the project. |In general, for

mai nt enance dredgi ng or for new dredgi ng on soft
bottom the acceptance exani nation by soundings wil|
be acceptable; for new dredging on hard coral or
rock bed, and also for dredging bel ow existing
channel bottomon hard coral or rock bed, sweepings
are required. For new dredgi ng on hard bed harbor
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channel and turning basin for capital ships (such as
aircraft carriers), the conbination of soundi ngs and
sweepings is required. |If nodification of

navi gation charts is required after conpletion of
dredgi ng work, the EFD shall coordinate with Nava
Facilities Engi neering Cormmand Code 04A3 for the
proper data transfer procedures to the Defense
Mappi ng Agency.

Rk bk b R IR R R O kO b S O R Rk Rk R ok O S O R R R Ik kS I O I b Rk R

As soon as practicable after the conpletion of areas, which in the opinion
of the Contracting Oficer, will not be affected by further dredging
operations, each area will be exam ned by the Governnment by soundi ng or
sweepi ng, or both. Renove shoals and |unps by draggi ng the bottom or by
dredging. However, if the bottomis soft and the shoal areas formno
materi al obstruction to navigation, renoval may be wai ved at the discretion
of the Contracting Officer. The Contractor will be notified when soundi ngs
or sweepings are to be nade and will be pernmitted to acconpany the sounding
or sweeping party and to inspect the data and nethods used in preparing the
final estimate. Wen areas are found to be in a satisfactory condition,
the work therein will be accepted as conplete. Final estimates will be
subj ect to deductions or correction of deductions previously nmade because
of excessive overdepth, dredging outside or authorized areas, or disposa

of material in an unauthorized manner.

-- End of Section --

SECTION 35 20 23 Page 13



