EE R R Ik R I R R R I I O I R R I R O I R R I R R I I O R O

USACE / NAVFAC / AFCESA / NASA UFGS-02 42 91 (April 2006)

Preparing Activity: USACE Repl aci ng wi t hout change
UFGS- 02226 ( Sept enber 2003)

UNI FI ED FACI LI TI ES GUI DE SPECI FI CATI ONS

Rk bk b R IR R R O kO b S O R Rk Rk R ok O S O R R R Ik kS I O I b Rk R

SECTI ON TABLE OF CONTENTS
DI VI SION 02 - EXI STI NG CONDI TI ONS
SECTION 02 42 91
REMOVAL AND SALVAGE OF HI STORI C BU LDI NG MATERI ALS

04/ 06

PART 1 GENERAL

SUBM TTALS

GENERAL REQUI REMENTS

QUALI FI CATI ONS

DUST CONTROL

PROTECTI ON

.1 Protection of Existing Historic Property
.2 Protection Fromthe Wat her

.3 Envi ronnental Protection

el
PRPODWONRE

o1 o1 Ol

PART 2 PRODUCTS (Not Applicabl e)

PART 3 EXECUTI ON

3.1 SALVAGED | TEMS
3.1.1 Site Wrk
3.1.2 Concrete
3.1.3 Masonry
3.1. 4 Met al s
3.1.5 Wod
3.1.6 Thermal and Mi sture Protection
3.1.7 Doors and W ndows
3.1.8 Fi ni shes
3.1.9 Equi pnrent and Specialty Itens
3.1.10 Mechani cal Equi pnent
3.1.11 El ectri cal Equi prent
3.2 RECYCLED MATERI ALS
3.3 Dl SPCSI TI ON OF MATERI ALS
3.3.1 Mat eri al Sal vaged for the Contractor
3.3.2 Itens Sal vaged for the Governnent
3.3.3 Itens Sal vaged for the Using Service
3.4 CLEAN- UP

-- End of Section Table of Contents --

SECTION 02 42 91 Page 1



Rk bk bk A IR R R Sk O O S R S AR R Rk O o O IR Ik S I S b R R

USACE / NAVFAC / AFCESA / NASA UFGS-02 42 91 (April 2006)
Preparing Activity: USACE Repl aci ng wi t hout change
UFGS- 02226 ( Sept enber 2003)

UNI FI ED FACI LI TI ES GUI DE SPECI FI CATI ONS

EE R R R S I R R I R I R S R R R R O S R R R I R I R R S R R R R R O

SECTI ON 02 42 91

REMOVAL AND SALVACGE OF HI STORI C BUI LDI NG MATERI ALS
04/ 06

EE R R R S R I R R I R S R R R R R S R I R I R R R S R R S R R O

NOTE: This gui de specification covers the

requi renents for renoval and sal vage of historic
buil ding materials of historic buildings and
structures.

Edit this guide specification for project specific
requi renents by addi ng, deleting, or revising text.
For bracketed itens, choose applicable itens(s) or
insert appropriate information

Renmove information and requirenents not required in
respective project, whether or not brackets are
present.

Comment s and suggestions on this guide specification
are wel come and should be directed to the technica
proponent of the specification. A listing of
techni cal proponents, including their organization
designation and tel ephone nunber, is on the Internet.

Recommended changes to a UFGS should be subnmitted as
a Citeria Change Request (CCR)
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PART 1 GENERAL
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NOTE: This guide specification will be coordinated
with the appropriate sections and the draw ngs, and
the bracketed choices will be selected or onitted

and the bracketed bl ank spaces filled in or omtted

as required.
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1.1 SUBM TTALS
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NOTE: Review submittal description (SD) definitions
in Section 01 33 00 SUBM TTAL PROCEDURES and edit
the following list to reflect only the submttals
required for the project. Submittals should be kept
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to the minimumrequired for adequate quality control.

A“G following a subnmittal itemindicates that the
submittal requires Governnent approval. Sone
submittals are already marked with a “G'. Only
delete an existing “G' if the subnittal itemis not
conpl ex and can be reviewed through the Contractor’s
Quality Control system Only add a “G if the
submittal is sufficiently inportant or conplex in
context of the project.

For submittals requiring Governnent approval on Arny
projects, a code of up to three characters within
the submittal tags nmay be used following the "G
designation to indicate the approving authority.
Codes for Arny projects using the Resident
Managenment System (RMB) are: "AE" for
Architect-Engineer; "DO' for District Ofice

(Engi neering Division or other organization in the
District OOfice); "AO for Area Ofice; "RO for
Resident Ofice; and "PO' for Project Ofice. Codes
following the "G' typically are not used for Navy,
Air Force, and NASA projects.

Choose the first bracketed itemfor Navy, Air Force
and NASA projects, or choose the second bracketed
itemfor Army projects.

IR R R R R R RS EEEEEREEEEEEEEEREEEREREEEREEEREEEREEREEEEREEEEEEEEEEREEEREEEEEEREEEEEEESES

CGovernment approval is required for submttals with a "G' designation;
submittals not having a "G' designation are for [Contractor Quality Control
approval .][information only. When used, a designation following the "G'
designation identifies the office that will review the submttal for the
Government.] The followi ng shall be submitted in accordance with Section
01 33 00 SUBM TTAL PROCEDURES:

SD- 03 Product Data
Wrk Plan[; G[; G [___ 11.

The procedures proposed for the acconplishnent of the work. The
procedures shall provide for safe conduct of the work, carefu
renoval and disposition of materials specified to be sal vaged or
recycled, dust control, protection of property which is to remain
undi st urbed, coordination with other work in progress, and tinely
di sconnection of utility services. The procedures shall include a
detail ed description of the nethods and equi pnment to be used for
each operation, and the sequence of operations.

.2 GENERAL REQUI REMENTS

The work includes renoval and sal vage of identified historic itens and
materials, and renoval of resulting rubbish and debris. The Contractor
shal |l subnmit a Work Plan as specified in the Submttals paragraph. GCeneral
denolition of non-historic materials and renoval of resulting rubbish and
debris shall comply with the requirements of Section 02 41 00 [ DEMOLI TI ON|
[ AND] [ DECONSTRUCTION]. Materials to be salvaged or recycled shall be
stored daily in areas and manner specified by the Contracting Oficer. In
the interest of conservation, salvage and recycling shall be pursued to the
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maxi mum ext ent possi bl e.
1.3  QUALI FI CATI ONS

The Contractor shall provide qualified workers trained and experienced in
whol e- bui | di ng recycling, including renoval and sal vage of historic
materials and shall subnmit docunentation of five consecutive years of work
of this type. A list of simlar projects shall be provided identifying
when, where, and for whomthe work was done. A current point-of-contact
for identified references shall be provided.

1.4 DUST CONTRCL

The anmount of dust resulting fromremoval, salvage and demplition
operations shall be controlled to prevent the spread of dust to occupied
portions of the construction site and to avoid creation of a nuisance in
the surrounding area. Use of water to control dust will not be pernitted
when it will result in, or create, danage to existing building materials
and hazardous or objectionable conditions such as ice, flooding and
pol I ution.

1.5 PROTECTI ON
1.5.1 Protection of Existing Hi storic Property

Bef ore begi nning any renoval, salvage or denolition work, the Contractor
shal |l survey the site and exam ne the draw ngs and specifications to
determ ne the extent of the work. The Contractor shall take necessary
precautions to avoid danmage to existing historic itens that are to renmain
in place, to be reused, or to remain the property of the Governnent. Itens
damaged by the Contractor shall be repaired and restored to origina
condition, or replaced, as approved by the Contracting Oficer. The
Contractor shall coordinate the work of this section with all other work
and shall construct and maintain shoring, bracing and supports, as
required. The Contractor shall ensure that structural elenments are not
overl oaded and shall provide additional supports as may be required as a
result of any cutting, renoval, or denmpolition work perforned under this
contract.

1.5.2 Protection Fromthe Wat her
The interior of buildings to remain and sal vageabl e materials shall be
protected fromthe weather at all tines. Salvaged historic materials shal
be stored out of contact with the ground and under weathertight covering.

1.5.3 Envi ronnental Protection
The work shall conply with the requirements of [Section 02 82 14.00 10
ASBESTOS ABATEMENT] [Section 02 83 19.00 10 LEAD BASED PAI NT HAZARD
ABATEMENT, TARGET HOUSI NG & CHI LD OCCUPIED FACILITIES] [__ ].

PART 2 PRODUCTS (Not Appl i cabl e)

PART 3 EXECUTI ON

3.1 SALVAGED | TEMS
Contractor shall salvage itens to the maxi num extent possible. Prior to any

denmolition work, historic items to be sal vaged shall be renoved fromthe
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structure. Renoval of sal vageable itenms shall be acconplished by hand | abor
to the maxi num extent possible. Care shall be taken to not damage historic
portions of the structure to remain or itens identified for sal vage.

Fur ni shi ngs, equi pnent, and materials not schedul ed for sal vage or
recycling shall be renpbved prior to any sal vagi ng procedures. Contractor
shal | keep a conplete recording of all salvaged materials including the
condition of such materials before, and after, salvage operations.

1.1 Site Wrk

The following site itens shall be renoved intact and sal vaged: [fences and
gates] [site furnishings] [fountains] [scul pture] [site ornanments] [site
[ighting fixtures] [ .

1.2 Concrete

The foll owing concrete itens shall be renoved intact and sal vaged: [precast
architectural elenents] |

.1.3 Masonry

The foll owing masonry itens shall be renoved intact and sal vaged: [brick]
[stone] [terra cotta] [cast stone] [clay tile trimelenents] [cornerstones]

.1.4 Met al s

The following netal itens shall be renpved intact and sal vaged: [I| adders]
[stairs and handrails] [cast architectural ornanent] [architectura
net al work] [ornamental ironwork] [gratings and netal wal kways] [ ].

.1.5 Wod

The following materials shall be renbved intact and sal vaged: [wood
decking] [mllwork] [custom paneling] [wood stairs and handrails] [|adders]
[architectural woodwork] [custom casework] [wood tinmbers (125 x 125 nm 5 x
5 inch or larger)] [__ ].

.1.6 Thermal and Misture Protection

The following nmaterials shall be renpbved intact and sal vaged: [slate
tiles] [clay tiles] [gutters, |eaders, and downspouts] [skylights] [roof
accessories] [exterior siding] [__ ].

1.7 Doors and W ndows

Doors and wi ndows with associ ated hardware and operati ng nechani sns shal
be renmpbved intact (including glass) and sal vaged per schedul e.

.1.8 Fi ni shes

The foll owing special or historic finishes shall be [protected] [renpved]
and remain intact: [stencilling] [decorative tile] [nblded ornament]
[decorative ceiling materials] [wood flooring] [textured wall coverings]
[mural s] [
.1.9 Equi prent and Specialty Itemns

The foll owi ng equi pnent and specialty itens shall be renoved intact and
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sal vaged: [chal kboards and tackboards] [toilet partitions] [louvers and
vents] [stoves] [plaques] [lockers] [mirrors] [bath accessories]
[partitions] [contents of cornerstones] [document boxes] [__ ].

.1.10 Mechani cal Equi prent

The foll owi ng nechani cal equi pnent shall be renpved intact and sal vaged:
[ bathroom fixtures] [radiators] [registers and grilles] [fans] [__ ].

.1.11 El ectrical Equi pment

The followi ng electrical fixtures and equi pnent shall be renpved intact and
sal vaged: [light fixtures] [switches] [switch plates] [outlet covers]
[cl ocks] [tel ecommuni cations equi pnent] [

.2 RECYCLED MATERI ALS

Contractor shall recycle materials to the nmaxi mum extent possible. Renoval
of recyclable materials shall be acconplished by hand | abor wherever
possible. Historic portions of the structure to remain and itens
identified for salvage shall not be damaged while renmoving materials for
recycling. The following materials shall be recycled: [dinension |unber]
[scrap wood] [paper and cardboard] [gypsum wal | board] [asphalt] [rubble]
[glass] [netals] |

.3 DI SPOSI TI ON OF MATERI ALS

Title to materials and equi pnrent to be denolished, except Governnent and
usi ng service salvage and historical itenms, is vested in the Contractor
upon recei pt of notice to proceed. The Governnent will not be responsible
for the condition, loss or danage to such property after notice to proceed.

. 3.1 Mat eri al Sal vaged for the Contractor

Mat eri al sal vaged for the Contractor shall be tenporarily stored as
approved by the Contracting Oficer and shall be renpved from Gover nnent
property before conpletion of the contract. Material salvaged for the
Contractor shall not be sold on the site.

. 3.2 Itens Sal vaged for the Governnent

Sal vaged itens to remain the property of the Governnent shall be renobved in
a manner to prevent damage and as directed by the Contracting Oficer,

shal | be packed or crated to protect the itens from damage. Itens damaged
during renoval or storage shall be repaired or replaced to match existing
itens. Containers shall be properly identified as to contents. The
following itens reserved as property of the Governnent shall be delivered
to the areas designated: [__ ].

. 3.3 Itens Sal vaged for the Using Service

The following itens reserved as property of the using service will be
renoved prior to commencenent of work under this contract: [ ].

.4  CLEAN- UP
Upon conpl etion of the work, portions of structure to remain and adj acent

areas and structures shall be cleaned of dust, dirt, and debris caused by
sal vage and denolition operations. Debris and rubbish shall be renbved and
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transported in a manner that prevents spillage on streets or adjacent
areas. Local regul ations regardi ng hauling and di sposal shall apply.

-- End of Section --
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