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This document lists publications referenced in the Unified Facilities Guide Specifications (UFGS)
of the Corps of Engineers (USACE), the Naval Facilities Engineering Command (NAVFAC), the
Air Force Civil Engineer Support Agency (AFCESA), and the guide specifications of the National
Aeronautics and Space Administration (NASA). Thelisting is current to the date of this
publication.

This version of the UMRL may contain more than one version of asinglereference. Thisis part of
the integration of NASA fully into the UFGS system. Future versionswill contain only asingle
version of each reference.

The UMRL lists issuing organizations alphabetically by name and not by acronym. In some cases
more than one organization may use the same acronym. If alisted reference does not have a
designator assigned by the issuing organization, a designator for the document has been established
for use within Specslntact.

Where areference has ajoint designation (example: ANSI/BHMA), the UMRL usualy lists the
reference under the proponent organization (example: The proponent of ANSI/BHMA A156.1 is
BHMA; therefore the reference in the UMRL is under BHMA). This procedure smplifies
referencing and ordering of joint documents, and specification sections should cite such reference
publications using the same designations used in the UMRL. Acronyms of major proponent
organizations listed in the UMRL which have joint publications with other standards organization
are as follows:

Proponent Joint With
Organization
ASME ANSI
ASTM AASHTO
BHMA ANS
EIA ANSI
|EEE ANS|
NEMA ANS
NFPA ANS|

Guide Specification section UFGS-01 42 00 SOURCES FOR REFERENCE PUBLICATIONS
includes al organizations listed in the UMRL. The section is automatically edited to fit
the project when the project specifications are produced through Specslntact.

The UMRL is maintained up-to-date on a continuing basis and is published periodicaly in
electronic format (PDF for use with free Adobe Reader software).



ASA

ASA

ASA

ASA

ASA

ASA

ASA

ASA

ASA

ASA

ASA

ASA

ASA

ASA

S1.1

S1.1

S1.4

S12.

S12.

S12.

S12.

S12.

S12.

S12.

S12.

S2.1

S2. 4

S2.7

ACOUSTI CAL SOCI ETY OF AVERI CA ( ASA)

1

3

11/ Part 1

11/ Part 2

23

30

51

53/1

53/ 2

54

9

0

1

(2004; Errata 2005; R 2009) Specification for
Cct ave- Band and Fractional - Cct ave- Band Anal og and
Digital Filters (ASA 65)

(2005; R 2010) Methods for the Measurenent of Sound
Pressure Levels in Air (ASA 118)

(1983; Amendnent 1985; R 2006) Specification for
Sound Level Meters (ASA 47)

(2003; R 2008) Acoustics-Measurenment of Noi se and
Vi bration of Small Air-Mving Devices, Part 1:
Ai rborne Noi se Em ssion

(2003; R 2008) Acoustics-Masurenent of Noi se and
Vi bration of Small Air-Mving Devices, Part 2:
Structure-borne Vibration

(1989; R 2011) Method for the Designation of Sound
Power Emitted by Machinery and Equi pnent

(1990; R 2002) Standard Cuidelines for the Use of
Sound Power Standards and for the Preparation of
Noi se Test Codes

(2002; R2007) Acoustics Determnation of Sound
Power Level s of Noi se Sources using Sound Pressure
Preci sion Method for Reverberati on Roons

(2011) Acoustics- Determination of Sound Power

Level s of Noi se Sources - Engi neering Methods for
Smal |, Movabl e Sources in Reverberant Fields -
Part1: Conparison Method for Hard-Walled Test Roons

(1999; R 2009) Acoustics- Determ nation of Sound
Power Levels of Noise Sources Using Sound Pressure
- Engi neering Methods for Small, Mvable Sources in
Reverberant Fields - Part2: Methods for Speci al
Reverberation Test Roons

(2011) Acoustics - Determination of Sound Power
Level s of Noi se Sources Using Sound Pressure -

Engi neering Method in an Essentially Free Field
over a Reflecting Plane

(1999; R 2004) Mechanical Vibration - Bal ance
Quality Requirenents of Rigid Rotors, Part 1:
Det erm nati on of Perm ssible Residual Unbal ance,
I ncl udi ng Marine Applications

(1984; R 2001) Mechanical Vibration of Rotating and
Reci procating Machinery - Requirenents for
Instrunents for Measuring Vibration Severity

(1983; R 2006) Guide to the Evaluation of Human
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Exposure to Vibration in Buildings

ASA S3.1 (1999; R 2008) Maximum Perm ssi bl e Anbi ent Noi se
Level s for Audionetric Test Roons (ASA 99)

ASA S3. 2 (2009) Method for Measuring the Intelligibility of
Speech Over Comuni cation Systens (ASA 85)

ASA S3. 41 (1990; R 2008) Audi bl e Energency Evacuation Signa

(ASA 96)

Al R CONDI TI ONI NG CONTRACTORS OF AMERI CA ( ACCA)

ACCA Manual 4 (2001) Installation Techniques for Perinmeter

Heating & Cooling; 11th Edition

Al R DI FFUSI ON COUNCI L ( ADC)

ADC St andards Manual (5th Edition) Flexible Duct Performance

AMCA

AMCA

AMCA

AMCA

AMCA

AMCA

AMCA

AMCA

AMCA

AMCA

AMCA

AMCA

Install ati on Standards

Al R MOVEMENT AND CONTROL ASSOCI ATI ON | NTERNATI ONAL ( AMCA)

201 (2002; R 2011) Fans and Systens

203 (1990; R 2011) Field Performance Measurenents of
Fan Systens

210 (2007) Laboratory Methods of Testing Fans for
Aer odynam ¢ Performance Rating

211 (2005) Certified Ratings Progranme - Product Rating
Manual for Air Fan Performance

220 (2005) Test Methods for Air Curtain Units

300 (2008) Reverberant Room Met hod for Sound Testing of
Fans

301 (2006; | NT 2007; Errata 2008) Methods for
Cal cul ati ng Fan Sound Ratings from Laboratory Test
Dat a

500-D (2007) Laboratory Methods of Testing Danpers for
Rati ng

500L (2007) Laboratory Methods of Testing Louvers for
Rati ng

511 (2010) Certified Ratings Programfor Air Contro
Devi ces

801 (2001; R 2008) Industrial Process/Power GCeneration
Fans: Specification Guidelines

802 (2002; R 2008) Industrial Process/Power Ceneration

Fans: Establishing Perfornmance Using Laboratory
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Model s
AMCA 99 (2010) Standards Handbook

AMCA 99- 0401 (1986) C assifications for Spark Resistant
Construction

AMCA Licensed Products (Online) Directory of Products Licensed Under the
AMCA International Certified Ratings Program

Al R- CONDI TI ONI NG, HEATI NG AND REFRI GERATI ON | NSTI TUTE (AHRI)

AHRI 1010 (2002) Sel f-Contained, Mechanically Refrigerated
Dri nki ng- Water Cool ers

AHRI 1060 |-P (2011) Performance Rating of Air-to-Air Heat
Exchangers for Energy Recovery Ventil ation Heat
Equi pnent

AHRI 260 (2001) Sound Rating of Ducted Air Myving and
Condi tioni ng Equi pnent

AHRI 320 (1998) Water-Source Heat Punps

AHRI 325 (1998) Ground Water-Source Heat Punps

AHRI 350 (2008) Sound Rating of Non-Ducted |ndoor

Ai r-Condi tioni ng Equi prent

AHRI 365 (2009) Commercial and Industrial Unitary
Ai r-Condi tioni ng Condensing Units

AHRI 366 (2009) Commercial and Industrial Unitary
Ai r-Condi tioning Condensing Units

AHRI 410 (2001; Addendum 1 2002; Addendum 2 2005; Addendum 3
2011) Forced-Circul ation Air-Cooling and
Air-Heating Coils

AHRI 420 (2008) Performance Rating of Forced-Circul ation
Free-Delivery Unit Coolers for Refrigeration

AHRI 430 (2009) Central-Station Air-Handling Units

AHRI 440 (2008) Room Fan-Coils and Unit Ventilators

AHRI 450 (2007) Water-Cool ed Refrigerant Condensers, Renote
Type

AHRI 480 (2007) Refrigerant-Cool ed Liquid Cool ers, Renpote
Type

AHRI 490 (2003) Renote Mechanical -Draft Evaporativel y- Cool ed

Refri gerant Condensers

AHRI 540 (2004) Performance Rating O Positive Displ acenent
Ref ri gerant Conpressors And Conpressor Units
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AHRI

AHRI

AHRI

AHRI

AHRI

AHRI

AHRI

AHRI

AHRI

AHRI

AHRI

AHRI

AHRI

550/ 590

575

700

710

711

720

740

880

885

DCAACP

DCUP

Cui deline D

Cui del i ne K

ANS| / AHRI

ANSI| / AHRI

ANSI| / AHRI

ANS| / AHRI

ANSI / AHRI

ANS| / AHRI

ANS| / AHRI

ANSI| / AHRI

210/ 240

270

340/ 360

370

460

495

510

520

(2003) Performance Rating of Water-Chilling
Packages Using the Vapor Conpression Cycle

(2008) Method of Measuring Machinery Sound Wthin
an Equi prrent Space

(2011) Specifications for Fluorocarbon Refrigerants
(2009) Performance Rating of Liquid-Line Driers
(2009) Performance Rating of Liquid-Line Driers
(2002) Refrigerant Access Val ves and Hose Connectors
(1998) Refrigerant Recovery/Recycling Equi pnent
(2011) Performance Rating of Air Term nals

(2011) Procedure for Estimating Occupi ed Space
Sound Levels in the Application of Air Terminals

and Air Qutlets

(Online) Directory of Certified Applied
Ai r-Conditioning Products

(Online) Directory of Certified Unitary Products

(1996) Application and Installation of Central
Station Air-Handling Units

(2009) Cuideline for Containers for Recovered
Non- FI ammabl e Fl uorocarbon Refrigerants

(2008) Performance Rating of Unitary
Air-Conditioning & Air-Source Heat Punp Equi pnent

(2008) Sound Rating of Qutdoor Unitary Equi pment
(2007) Performance Rating of Conmercial and
Industrial Unitary Air-Conditioning and Heat Punp
Equi pnent

(2011) Sound Rating of Large Qutdoor Refrigerating
and Air-Conditioning Equi pnent

(2005) Performance Rating of Renpte
Mechani cal -Draft Air-Cool ed Refrigerant Condensers

(2005) Performance Rating of Refrigerant Liquid
Recei vers

(2006) Performance Rating of Positive Displ acenent
Ammoni a Conpr essors and Conpressor Units

(2004) Performance Rating of Positive Displacenent
Condensing Units
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ANSI / AHRI 560 (2000) Absorption Water Chilling and Water Heating

Packages
ANSI / AHRI 620 (2004) Performance Rating of Self-Contained
Hum difiers for Residential Applications
ANSI / AHRI 640 (2005) Performance Rating of Commercial and
I ndustrial Humdifiers
ANS| / AHRI 750 (2007) Thernostatic Refrigerant Expansion Val ves
ANSI / AHRI 760 (2007) Performance Rating of Sol enoid Val ves for

Use Wth Volatile Refrigerants

ANSI / AHRI 850 (2004) Performance Rating of Commercial and
Industrial Air Filter Equi pment

ANSI / AHRI / CSA 310/ 380 (2004) Standard for Packaged Term nal
Air-Conditioners and Heat Punps

ALLI ANCE FOR TELECOVMUNI CATI ONS | NDUSTRY SOLUTI ONS (ATl S)
ATIS ANSI 6.1 (2008) Wbod Pol es -- Specifications & Di nmensions

ALUM NUM ASSQOCI ATI ON (AA)

AA ADM (2010) Al umi num Desi gn Manual

AA ADM 105 (2005; Errata 2005) Al um num Desi gn Manual

AA ASD1 (2009) Al umi num St andards and Dat a

AA ASM 35 (2000) Specifications for Al um num Sheet Metal Work
in Building Construction, Construction Manual
Series Section 5

AA DAF45 (2003; Reaffirmed 2009) Designation System for
Al um num Fi ni shes

AA H35.1/35.1M (2009) ANS All oy & Tenper Designation Systens for
Al um num

AA H35. 2 (2009) ANS Di mensi onal Tol erances for Al um num M ||
Product s

AA H35. 2M (2009) ANS Di nensi onal Tol erances for Alum num M ||
Product s

AA PK-1 (2009) Pink Sheets: Designations and Cheni cal
Conposition Limts for Alum num Al loys in the Form
of Castings & Ingot

AMERI CAN ARCHI TECTURAL MANUFACTURERS ASSCCI ATI ON ( AAMA)
AAMA 1002. 10 (1993) Vol untary Specification for Insulating Storm

Products for Wndows and Sliding dass Doors
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AANVA

1302. 5

1503

2603

2604

2605

501

501.1

501.4 & 501.6

503

609 & 610

611

701/ 702

800

902

Cw 10

(1976) Voluntary Specifications for Forced-Entry
Resi stant Al umi num Prime W ndows

(2009) Vol untary Test Method for Thernma
Transm ttance and Condensati on Resi stance of
W ndows, Doors and d azed Wall Sections

(2002) Vol untary Specification, Perfornmance
Requi renents and Test Procedures for Pignmented
Organi ¢ Coatings on Al um num Extrusions and Panel s

(2005) Vol untary Specification, Perfornmance

Requi renents and Test Procedures for High
Performance Organi ¢ Coatings on Al um num Extrusions
and Panel s

(2005) Voluntary Specification, Perfornmance

Requi rements and Test Procedures for Superior
Perform ng Organi c Coatings on Al unm num Extrusi ons
and Panel s

(2005) Methods of Test for Exterior Walls

(2005) Standard Test Method for Water Penetration
of Wndows, Curtain Walls and Doors Using Dynamnic
Pressure

(2009) Recomended Static Test Method for

Eval uating Curtain Wall and Storefront Systens

Subj ected to Seismc and Wnd I nduced Interstory
Drifts & Reconmended Dynamic Test Method for
Determi ning the Seismc Drift Causing dass Fall out
froma Wall System

(2008) Vol untary Specification for Field Testing of
Newy Installed Storefronts, Curtain Valls and
Sl oped d azing Systens

(2009) d eaning and Mi ntenance Cuide for
Architecturally Finished Al um num

(1998; R 2004) Vol untary Specification for Anodized
Architectural Al um num

(2004) Vol untary Specification for Pile
Weat herstri pping and Repl aceabl e Fenestrati on
Weat her seal s

(2010) Voluntary Specifications and Test Methods
for Seal ants

(1992; R 1999; R 2007) Voluntary Specification for
Sash Bal ances

(2004) Care and Handling of Architectural Al um num
from Shop to Site
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AANVA MOWM 1 (1989) Metal Curtain Wall Manual
AAVA W5G 1 (1995) W ndow Sel ection Guide

AAVA/ VDIVA 1600/ 1. S. 7-00(2000; Errata 2003; R 2003) Voluntary Specification
for Skylights

AAVA/ VDIVA/ CSA 101/ 1.S.2/(2008; Update 1 2008; Update 2 2008; Update 3 2009)
North Anerican Fenestration Standard/ Specification
for Wndows, Doors, and Skylights

AVERI CAN ASSOCI ATI ON OF STATE H GHWAY AND TRANSPORTATI ON OFFI Cl ALS
( AASHTO)

AASHTO GDHS- 5 (2004, 5th Edition) A Policy on Geonetric Design of
H ghways and Streets

AASHTO HB- 17 (2002; Errata 2003; Errata 2005, 17th Edition)
St andard Specifications for H ghway Bridges

AASHTO LTS-5 (2009; Errata 2009; Amendnent 1 2010; Amendnent 2
2011) Standard Specifications for Structural
Supports for H ghway Signs, Luminaires and Traffic
Signal s

AASHTO M 118 (1979) Coal -Tar Bitunen Used in Roofing,
Danp- Proofi ng, and Waterproofing

AASHTO M 133 (2010) Standard Specification for Preservatives and
Pressure Treatment Processes for Tinber

AASHTO M 140 (2008) Standard Specification for Enulsified Asphalt

AASHTO M 145 (1991; R 2008) Standard Specification for
Classification of Soils and Soil - Aggregate M xtures
for Hi ghway Construction Purposes

AASHTO M 147 (1965; R 2008) Standard Specification for Materials
for Aggregate and Soil - Aggregat e Subbase, Base, and
Sur f ace Cour ses

AASHTO M 156 (1997: R 2009) Standard Specification for
Requirenents for Mxing Plants for Hot-M xed,
Hot - Lai d Bitum nous Paving M xtures

AASHTO M 167M M 167 (2009) Standard Specification for Corrugated Steel
Structural Plate, Zinc-Coated, for Field-Bolted
Pi pe, Pi pe-Arches, and Arches

AASHTO M 180 (2011) Standard Specification for Corrugated Sheet
St eel Beans for H ghway Guardrail

AASHTO M 182 (2005; R 2009) Standard Specification for Burlap
Cloth Made from Jute or Kenaf and Cotton Mats

AASHTO M 190 (2004; R 2008) Standard Specification for
Bi t um nous Coated Corrugated Metal Culvert Pipe and
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AASHTO

AASHTO

AASHTO

AASHTO

AASHTO

AASHTO

AASHTO

AASHTO

AASHTO

AASHTO

AASHTO

AASHTO

AASHTO

AASHTO

AASHTO

AASHTO

AASHTO

AASHTO

M 198

M 20

M 200

M 208

M 216

M 219

M 226

M 243

M 247

M 252

M 288

M 294

M 300

M 314

M 320

M 322M M 322

M 325

M 43

Pi pe Arches

(2010) Standard Specification for Joints for
Concrete Pipe, Manhol es, and Precast Box Sections
Using Preformed Flexi ble Joint Seal ants

(1970; R 2004) Penetration-G aded Asphalt Cenent

(1973; R 2007) Standard Specification for Epoxy
Protective Coatings

(2001; R 2009) Standard Specification for Cationic
Emul sified Asphalt

(2005; R 2009) Standard Specification for Lime for
Soil Stabilization

(1992; R 2008) Standard Specification for
Corrugated Al umi num Al loy Structural Plate for
Fi el d-Bolted Pi pe, Pipe-Arches, and Arches

(1980; R 2008) Standard Specification for
Vi scosity- Graded Asphalt Cenent

(1996; R 2008) Standard Specification for
Fi el d- Appl i ed Coating of Corrugated Metal
Structural Plate for Pipe, Pipe-Arches, and Arches

(2011) Standard Specification for G ass Beads Used
i n Pavenent Markings

(2009) Standard Specification for Corrugated
Pol yet hyl ene Drai nage Pi pe

(2006; R 2011) Standard Specification for
Geotextile Specification for H ghway Applications

(2011) Standard Specification for Corrugated
Pol yet hyl ene Pi pe, 300- to 1500-mm Di anet er

(2003; R 2007) Standard Specification for |norganic
Zinc-Rich Primer

(1990; R 2008) Standard Specification for Steel
Anchor Bolts

(2010) Standard Specification for
Per f or mance- G aded Asphal t Bi nder

(2010) Standard Specification for Rail-Steel and
Ax|l e- Steel Defornmed Bars for Concrete Reinforcenent

(2008) Standard Specification for Stone Matrix
Asphal t ( SMA)

(2005; R 2009) Standard Specification for Sizes of
Aggregate for Road and Bridge Construction
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AASHTO M 81

AASHTO M 82

AASHTO MP 1la

AASHTO R 46

AASHTO RSDG- 4

AASHTO SDDP- 1- OL

AASHTO T 102

AASHTO T 11

AASHTO T 111

AASHTO T 134

AASHTO T 135

AASHTO T 136

AASHTO T 180

AASHTO T 193

AASHTO T 219

AASHTO T 224

AASHTO T 230

AASHTO T 259

AASHTO T 260

(1992; R 2008) Standard Specification for Cutback
Asphalt (Rapi d-Curing Type)

(1975; R 2008) Standard Specification for Cutback
Asphalt (Medi um Curing Type)

(2004) Performance G aded Asphalt Bi nder

(2008) Standard Practice for Designing Stone Matrix
Asphal t ( SMA)

(2011) Roadsi de Design Quide
(2003) Shop Detail Drawi ng Presentation CGuidelines

(2009) Standard Method of Test for Spot Test of
Asphaltic Materials

(2005; R 2009) standard Method of Test for
Materials Finer Than 75 Mcronmeter (No. 200) Sieve
in Mneral Aggregates by Washing

(2011) Standard Method of Test for Mneral Matter
or Ash in Asphalt Materials

(2005; R 2009) standard Method of Test for
Moi sture-Density Relations of Soil-Cenment M xtures

(1997; R 2009) Standard Met hod of Test for
Wet ti ng-and-Dryi ng Test of Conpacted Soil - Cenent
M xtures

(1997; R 2009) Standard Method of Test for
Freezi ng- and- Thawi ng Tests of Conpacted Soil - Cenent
M xt ures

(2010) Standard Met hod of Test for Misture-Density
Rel ations of Soils Using a 4.54-kg (10-1b) Rammrer
and a 457-mm (18-in.) Drop

(2010) Standard Method of Test for The California
Bearing Ratio

(1987; R 2008) Standard Method of Test for Testing
Lime for Chemical Constituents and Particle Sizes

(2010) Standard Method of Test for Correction for
Coarse Particles in the Soil Conpaction Test

(1968; R 2000) Determ ning Degree of Pavenent
Conpaction of Bitum nous Aggregate M xtures

(2002; R 2006) Standard Method of Test for
Resi stance of Concrete to Chloride lon Penetration

(1997; R 2009) Standard Method of Test for Sanpling
and Testing for Chloride lon in Concrete and
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AASHTO T 27

AASHTO T 30

AASHTO T 308

AASHTO T 312

AASHTO T 326

AASHTO T 329

AASHTO T 334

AASHTO T 40

Concrete Raw Materials

(2011) Standard Method of Test for Sieve Analysis
of Fine and Coarse Aggregates

(2010) Standard Method of Test for Mechani cal
Anal ysi s of Extracted Aggregate

(2010) Standard Method of Test for Determning the
Asphalt Bi nder Content of Hot M x Asphalt (HWVA) by
the Ignition Method

(2011) Standard Method of Test for Preparing and
Determ ning the Density of Hot M x Asphalt (HWA)
Speci mens by Means of the Superpave Gyratory
Compact or

(2005; R 2009) Standard Met hod of Test for
Unconpact ed Voi d Content of Coarse Aggregate (As

I nfl uenced by Particle Shape, Surface Texture, and
G adi ng)

(2008) Standard Test Met hod for Moisture Content of
Hot M x Asphalt (HVA) by Oven Met hod

(2008) Standard Method of Test for Estimating the
Cracki ng Tendency of Concrete

(2002; R 2006) Sanpling Bitunm nous Materials

AMERI CAN ASSOCI ATI ON OF TEXTI LE CHEM STS AND COLORI STS ( AATCQO)

AATCC 127

AATCC TM 107

AATCC TM 134

AATCC TM 16

AATCC TM 165

AATCC TM 174

(2008) Water Resistance: Hydrostatic Pressure Test
(2009; E 2010) Col orfastness to Water
(2006; E 2008) Electrostatic Propensity of Carpets
(2004; E 2010) Col orfastness to Light

(2008; E 2010) Col orfastness to Crocking: Textile
Fl oor Coverings - Crockneter Method

(2007; E 2010) Antimcrobial Activity Assessnent of
Car pet s

AMERI CAN BEARI NG MANUFACTURERS ASSOCI ATI ON ( ABMVR)

ABVA 11

ABMA 7

ABMA 9

(1990; R 2008) Load Ratings and Fatigue Life for
Rol | er Beari ngs

(1995; R 2008) Shaft and Housing Fits for Metric
Radi al Ball and Roller Bearings (Except Tapered
Rol | er Bearings) Conform ng to Basic Boundary Pl an

(1990; R 2008) Load Ratings and Fatigue Life for
Bal | Bearings
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ABVA Manual (1981) Anti-Friction Bearing M ntenance Manual
ABVA SBRB (Unknown) Ball and Roller Bearings and Ball

AVERI CAN BO LER MANUFACTURERS ASSQOCI ATI ON ( ABVR)

ABMA Boil er 103 (2001) Sel ected Codes and Standards of the Boiler
| ndustry
ABMA Boi | er 203 (2002) A Guide to Clean and Efficient Operation of

Coal - St oker-Fired Boilers
ABMVA Boi | er 402 (2005) Boiler Water Quality Requirenments and
Associ ated Steam Quality for Industrial/Comrercial
and Institutional Boilers
AMERI CAN BUREAU OF SHI PPI NG ( ABS)

ABS 2 (2012; Notice 2012) Rules for Building and d assing
Steel Vessels

AVERI CAN CONCRETE | NSTI TUTE | NTERNATI ONAL ( ACl)

ACl 117 (2010) Specifications for Tol erances for Concrete
Construction and Materials and Commentary

ACl 121R (2008) Guide for Concrete Construction Quality
Systens in Conformance with |1 SO 9001

ACl 201. 1R (2008) Guide for Conducting a Visual I|nspection of
Concrete in Service

ACl 201.2R (2008) Cuide to Durable Concrete

ACl 211.1 (1991; R 2009) Standard Practice for Selecting
Proportions for Normal, Heavywei ght and Mass
Concrete

ACl 211.2 (1998; R 2004) Standard Practice for Selecting
Proportions for Structural Lightweight Concrete

ACl 211. 3R (2002; R 2009) cGuide for Selecting Proportions for
No- Sl unp Concrete

ACl 211.5R (2001; R 2009) Guide for Submittal of Concrete
Proportions

ACl 212. 3R (2010) Chemnical Admi xtures for Concrete

ACl 213R (2003) Cuide for Structural Lightweight-Aggregate
Concrete

ACl 214R (2011) Evaluation of Strength Test Results of
Concrete

ACl 224. 1R (2007) Causes, Evaluation, and Repair of Cracks in

Concrete Structures
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AC

AC

AC

ACI

AC

AC

AC

ACI

ACI

AC

AC

AC

ACI

ACI

AC

AC

ACI

AC

AC

AC

ACI

AC

AC

301

301M

302. 1R

303R

304. 2R

304R

305.1

305R

306.1

306R

308.1

308R

309R

311. 4R

318

318M

336.1

346

347

364. 1R

437R

440. 2R

440. 3R

(2010) Specifications for Structural Concrete
(2010) Metric Specifications for Structural Concrete

(2004; Errata 2006; Errata 2007) Cuide for Concrete
Fl oor and Sl ab Construction

(2004) Guide to Cast-1n-Place Architectura
Concrete Practice

(1996; R 2008) Placing Concrete by Punping Methods

(2000; R 2009) cuide for Measuring, M Xxing,
Transporting, and Pl acing Concrete

(2006) Specification for Hot Wather Concreting
(2010) Specification for Hot Wather Concreting

(1990; R 2002) Standard Specification for Cold
Weat her Concreting

(2010) Col d Weat her Concreting

(2011) Standard Specification for Curing Concrete
(2001; R 2008) Guide to Curing Concrete

(2005) Cuide for Consolidation of Concrete

(2005) Guide for Concrete Inspection

(2011; Errata 2011) Building Code Requirenents for
Structural Concrete and Comrentary

(2011) Building Code Requirenents for Structura
Concrete & Comment ary

(2001) Specification for the Construction of
Drilled Piers

(2009) Specification for Cast-in-Place Concrete Pipe
(2004; Errata 2008) CGuide to Formwork for Concrete

(2007) Cuide for Evaluation of Concrete Structures
Before Rehabilitation

(2003) Strength Eval uation of Existing Concrete
Bui | di ngs

(2008; Errata 2009; Errata 2010) CGuide for the
Desi gn and Construction of Externally Bonded FRP
Systenms for Strengthening Concrete Structures

(2004) Guide Test Methods for Fiber-Reinforced
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ACl 5083.1-503.4

ACl 503R

ACl 506. 2

ACl 522.1

ACl 530/530.1

ACl 548. 4

ACI 551.1R

ACl C 10

ACl C 20

ACl C-21

ACl CP-50

ACl CP-60

ACl MCP PACK

ACl SP-15

ACl SP-2

ACl SP-66

ACI / MCP- 1

ACl | MCP- 2

ACI / MCP- 3

ACl | MCP- 4

Pol yner (FRP) for Reinforcing or Strengthening
Concrete Structures

(1992, R 2003) Four Epoxy Specifications
(1993; R 2008) Use of Epoxy Conpounds with Concrete

(1995) Specification for Materials, Proportioning,
and Application of Shotcrete

(2008) Specification For Pervious Concrete Pavenent

(2011) Building Code Requirenents and Specification
for Masonry Structures and Rel ated Conmentari es

(1993; R 1998) Standard Specification for
Lat ex- Modi fi ed Concrete (LMC) Overl ays

(2005) Tilt-up Concrete Construction Quide

(1990) Repair and Rehabilitation of Concrete
Structures

(1992) Repair and Rehabilitation Il
(1992) El evated Sl abs

(2007) Tilt-Up Supervisor & Technician Reference
Gui de

(2009) Craftman Workbook for ACI Certification of
Shot crete Nozzl eman

(2011) Manual of Concrete Practice

(2011) Field Reference Manual: Standard
Specifications for Structural Concrete AC 301-05
with Sel ected ACI References

(2007; Abstract: 10th Edition) ACI Mnual of
Concrete Inspection

(2004) AClI Detailing Manual

(2011) Manual of Concrete Practice Part 1
(2011) Manual of Concrete Practice Part 2
(2011) Manual of Concrete Practice Part 3

(2011) Manual of Concrete Practice Part 4

AVERI CAN CONCRETE PI PE ASSOCI ATI ON ( ACPA)

ACPA 01-102

(2000) Concrete Pi pe Handbook
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ACPA 01-103 (2000) Concrete Pipe Installation Manual

ACPA 01-110 (1984) Design Manual for Sul fide and Corrosion
Prediction and Control

ACPA QPC (2005; Ver 3.0) QCast Plant Certification Manual

AMERI CAN CONFERENCE OF GOVERNMENTAL | NDUSTRI AL HYG ENI STS (ACA H)

ACA H 0100 (2001; Suppl ements 2002-2008) Docunentation of the
Threshold Linmt Values and Biol ogical Exposure
I ndi ces

ACA H Publication 0028 (2006) TLVs and BEls

ACG H-2092M (2004) Industrial Ventilation: A Manual of
Recomended Practice(Metric)

ACA H 2092S (2004) Industrial Ventilation: A Manual of
Recommended Practice

AVERI CAN FOREST & PAPER ASSCCI ATI ON ( AF&PA)

AF&PA T10 (2001) Wbod Frane Construction Manual for One- and
Two- Fam |y Dwel |i ngs

AF&PA T101 (2005) National Design Specification (NDS) for Wod
Construction

AVERI CAN GAS ASSOCI ATl ON ( AGA)

AGA ANSI B109.1 (2000) Di aphragm Type Gas Di spl acement Meters
(Under 500 cubic ft./hour Capacity)

AGA ANSI B109. 2 (2000) Di aphragm Type Gas Displacenent Meters (500
cubic ft./hour Capacity and Over)

AGA ANS| B109. 3 (2000) Rotary-Type Gas Displ acenent Meters

AGA GVC Gas Measurenment Committee Report No. 3

AGA Report No 3 (2000; 4th Ed) Oifice Metering of Natural Gas;
PART 2: Specification and Installation Requirenments

AGA XR0603 (2006; 8th Ed) AGA Plastic Pipe Manual for Gas
Servi ce

AMERI CAN GEAR MANUFACTURERS ASSOCI ATI ON ( AGVA)

AGVA 2015/915-1 (2002A) Accuracy C assification System- Tangenti al
Measur enment Tol erance Tables for Cylindrical Gears

AGVA 908 (1989B; R 1999) Information Sheet: Ceonetry Factors
for Determning the Pitting Resistance and Bendi ng
Strength of Spur, Helical and Herringbone Gear Teeth

ANSI / AGVA 2001 (2004D; R 2010) Fundanental Rating Factors and
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ANS| / AGVA

ANSI / AGVA

ANS| / AGVA

ANS| / AGVA

ANSI / AGVA

ANS| / AGVA

ANS| / AGVA

ANSI / AGVA

ANS| / AGVA

ANSI / AGVA

ANSI / AGVA

ANS| / AGVA

ANS| / AGVA

ANSI / AGVA

ANS| / AGVA

ANS| / AGVA

2003

2004

2005

2009

2011

2015-1

6001

6011

6013

6025

6034

6113

6123

9000

9002

9005

Cal cul ati on Methods for Involute Spur and Helical
Gear Teeth

(2010D) Rating the Pitting Resistance and Bendi ng
Strength of Generated Strai ght Bevel, ZEROL Bevel,
and Spiral Bevel Gear Teeth

(2008C) CGear Materials, Heat Treatnent and
Pr ocessi ng Manual

(2003D; R 2008) Design Manual for Bevel Cears

(2001B; R 2008) Bevel Gear dassification,
Tol erances, and | nspection Mt hods

(1998A; R 2004) Cylindrical Wrngearing Tol erance
and | nspection Met hods

(2001A; R 2008) Accuracy Cassification System -
Tangenti al Measurements for Cylindrical Cears

(2008E) Design and Sel ecti on of Components for
Encl osed Gear Drives

(20031; R 2008) Specifications for Hi gh Speed
Helical Gear Units

(2006A; R 2011) Standard for |ndustrial Enclosed
Gear Drives

(1998D; R 2010) Sound for Encl osed Helical,
Herringbone and Spiral Bevel Gear Drives

(1992B; R 2005) Practice for Enclosed Cylindrical
Wor ngear Speed Reducers and Gearnotors

(2006A; R 2011) Standard for Industrial Enclosed
Gear Drives (Metric Edition)

(2006B) Design Manual for Enclosed Epicyclic Cear
Drives

(1990C; R 2008) Fl exible Couplings - Potenti al
Unbal ance C assification

(2004B; R 2011) Bores and Keyways for Flexible
Coupl ings (I nch Series)

(2002E; R 2008) Industrial Gear Lubrication

AMERI CAN HARDBOARD ASSOC!I ATI ON ( AHA)

AHA A135. 4

AHA Al135. 6

(1995; R 2004) Basic Hardboard

(1998; R 2006) Hardboard Siding

AMERI CAN | NDUSTRI AL HYG ENE ASSOCI ATI ON (Al HA)
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Al HA | MOVD8- 679 (2008) Recognition, Evaluation, and Control of
| ndoor Mol d

Al HA Z88. 6 (2006) Respiratory Protection - Respirator
Use- Physical Qualifications for Personnel

Al HA Z9. 2 (2006) Fundanental s Governi ng the Design and
Qperation of Local Exhaust Ventilation Systens

Al HA Z79. 3 (2007) Spray Finishing Operations - Safety Code for
Desi gn, Construction and Ventilation

AVERI CAN | NSTI TUTE OF STEEL CONSTRUCTI ON (Al SC)

Al SC 201 (2006) AISC Certification Programfor Structural
Steel Fabricators

Al SC 303 (2010) Code of Standard Practice for Steel
Bui | di ngs and Bri dges

Al SC 325 (2011) Steel Construction Manual

Al SC 326 (2009) Detailing for Steel Construction

Al SC 810 (1997) Design Quide 10: Erection Bracing of

Low Ri se Structural Steel Buildings

ANSI / Al SC 341 (2005; Suppl No. 1 2005) Seismc Provisions for
Structural Steel Buildings

ANSI / Al SC 360 (2010) Specification for Structural Steel Buil dings
AMERI CAN | NSTI TUTE OF TI MBER CONSTRUCTI ON (Al TC)

Al TC 109 (2007) Standard for Preservative Treatnent of
Structural G ued Lam nated Ti nber

Al TC 110 (2001) Standard Appearance Grades for Structural
G ued Lami nat ed Ti mber

AITC 111 (2005) Recomended Practice for Protection of
Structural G ued Lami nated Tinber During Transit,
St orage and Erection

Al TC 113 (2010) Standard for Dinensions of Structural d ued
Lam nated Ti nber

Al TC 117 (2010) Standard Specifications for Structural d ued
Lam nated Ti mber of Softwood Species, Design and
Manuf act uri ng Requirenents

Al TC 119 (1996) Standard Specifications for Structural d ued
Lam nated Ti nber of Hardwood Speci es

Al TC 200 (2009) Manufacturing Quality Control Systens Mnual

Al TC TCM (2004; Errata 2010) Ti nmber Construction Manual, 5th
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ANSI / Al TC A190. 1

Edi ti on

(2007) American National Standard, Structural d ued
Lani nated Ti nber

AMERI CAN | RON AND STEEL | NSTI TUTE (Al SI)

Al SC/ Al SI 121

Al Si

Al Si

Al SI

Al SI

Al SI

D100

S100

SG 971- Spec

SA2-KI'T

SQ03- 3

(2004) Standard Definitions for Use in the Design
of Steel Structures

(1991; R 2008) Col d-Forned Steel Design Manual

(2007; Supp 1: 2009; Supp 2: 2010) North American
Speci fication for the Design of Col d-Formed Steel
Structural Menbers

(1996; R 2001; Suppl 1) Specification and
Conmmentary for the Design of Cold-Forned Steel
Structural Menbers

(2001; Supp 1 2004) North American Specification
for the Design of Cold-Formed Steel Structural
Menber s

(2002; Suppl 2001-2004; R 2008) Col d-Forned Steel
Desi gn Manual Set

AMERI CAN LADDER | NSTI TUTE (ALl / LADDER)

ALl / LADDER Al14. 3

(2008) Standard for Fixed Ladders and Safety
Requi renment s

AMERI CAN LUMBER STANDARDS COWM TTEE ( ALSC)

ALSC PS 20

ANSI

ANSI

ANS|

ANSI

ANSI

ANS|

(2010) Anerican Softwood Lunber Standard

AMERI CAN NATI ONAL STANDARDS | NSTI TUTE (ANSI)

A108. 11

Al61. 2

A48. 1

A48. 2

ANSLG C78. 81

Cl2. 15

(1992; Reaffirmed 2005) Specifications for Interior
Install ati on of Cenentitious Backer Units

(1998) Decorative Lam nate Countertops, Perfornmance
St andards for Fabricated H gh Pressure

(1986) Concrete Construction - Forns for One Wy
Concrete Joi st Construction

(1986) Concrete Construction - Fornms for Two Wy
Concrete Joist Construction

(2010) American National Standard for Electric
Lanps- - Doubl e- Capped Fl uorescent Lanps--D nensi onal
and El ectrical Characteristics

(1990) Solid-State Demand Regi sters for
El ect romechani cal Watthour Meters
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ANSI

ANSI

ANS|

ANSI

ANS|

ANSI

ANSI

ANS|

ANS|

ANSI

ANS|

ANSI

ANS|

ANS|

ANSI

ANS|

ANS|

ANSI

ANSI

C135. 14

C135. 30

C37.

C39.

C57.

72

1

12.13

INCI TS 154

I NCI TS 92

Z21.

Z21.

Z21.

Z21.

Z21.

Z21.

Z21.

Z21.

Z21.

Z21.

Z21.

Z21.

1

10. 1/ CSA

10. 3/ CSA

13/ CSA 4.

15/ CSA 9.

18/ CSA 6.

21/ CSA 6.

22/ CSA 4.

24/ CSA 6.

41/ CSA 6.

45

47/ CSA 2.

10

(1979) Staples with Rolled or Slash Points for
Over head Li ne Construction

(1988) Zinc-Coated Ferrous Gound Rods for Overhead
or Underground Line Construction

(1987) Standard for Mnual | y- Operat ed Dead- Front
Pad Mounted Switchgear with Load Interrupting
Swi t ches and Separabl e Connections for

Al ternating-Current Systens

(1981; R 1992) Requirenents for El ectrical Anal og
I ndicating Instrunents

(1982) Conformance Requirenments for Liquid-Filled
Transformers

(1988; R 2004) O fice Mchines and Supplies -
Al phanureri c Machi nes - Keyboard Arrangenent

(1980; R 2003) Data Encryption Al gorithm

(2010; Addenda A 2011) Househol d Cooki ng Gas
Appl i ances

(2009; Addenda 2009) Gas Water Heaters Vol. |,
Storage Water Heaters with Input Ratings of 75,000
Btu Per Hour or Less

(2011) Gas Water Heaters Vol.lll, Storage Water
Heaters Wth I nput Ratings Above 75,000 Btu Per
Hour, Circul ati ng and | nstant aneous

(2010; Addenda A 2010) Gas-Fired Low Pressure Steam
and Hot Water Boilers

(2009) Manually Operated Gas Val ves for Appliances,
Appl i ance Connector Val ves and Hose End Val ves

(2007; Addenda A 2010) Gas Appliance Pressure
Regul at or s

(2005; Addenda A 2010) Automatic Val ves for Gas
Appl i ances

(1999; Addenda A 2000, Addenda B 2001; R 2004)
Rel i ef Valves for Hot Water Supply Systens

(2006; Addenda A 2009) Connectors for Gas Appliances

(2011) Quick-Di sconnect Devices for Use with Gas
Fuel Appliances

(1995) Fl exi bl e Connectors of Qther Than All-Metal
Construction for Gas Appliances

(2006; Addenda 1 2007; Addenda 2 2008) Gas-Fired
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ANS|

ANS|

ANS|

ANSI

ANSI

ANS|

ANSI

ANSI

ANS|

ANSI

ANS|

ANSI| / SPRI

ANSI / SPRI

Z21. 66/ CGA 6. 14

Z21. 69/ CSA 6. 16

Z21.78/ CSA 6. 20

Z21.80/ CSA 6. 22

Z21.86/ CSA 2. 32

Z400. 1/ 7129.1

Z83.19/ CSA 2. 35

Z83. 3

Z83. 4/ CSA 3.7

Z83.8/CSA 2.6

Z97.1

ES-1

RD- 1

ASC/ X9 X9.52

Central Furnaces

(1996; R 2001) Automatic Vent Danper Devices for

Use with Gas-Fired Appliances

(2009) Connectors for Myvabl e Gas Appliances

(2010) Standard Specification for Conbination Gas
Controls for Gas Appliances

(2003; Addenda A 2005; R 2008; Addenda B 2010) Line
Pressure Regul ators

(2008) Vented Gas-Fired Gravity Space Heating
Appl i ances

(2004) Hazardous Industrial Chemicals - Mterial

Saf ety Data Sheets - Preparation

(2009; Addenda A 2011) Gas-Fired High-Intensity
Infrared Heaters

(1971; R 1995) Gas Utilization Equi pnent
Boi l ers

in Large

(2003; Addenda A 2004; Addenda B 2006)
Non-Recirculating Direct Gas-Fired Industrial Air
Heaters

St andar d/ CSA St andard for
Gas Uility

(2009) American National
Gas Unit Heater, Gas Packaged Heaters,
Heaters and Gas-Fired Duct Furnaces

(2009; Errata 2010) Safety dazing Materials Used
in Buildings - Safety Perfornance Specifications
and Met hods of Test

(2003) Wnd Design Standard for
with Low Sl ope Roofing Systens

Edge Systens Used

(2004) Performance Standard for Retrofit Drains

(1998) Triple Data Encryption Al gorithm Mdes of
Qperation

AMERI CAN NURSERY & LANDSCAPE ASSCCI ATI ON ( ANLA)

ANSI / ANLA Z60. 1

API

API

(1996; R 2004) American Standard for Nursery Stock

AVERI CAN PETROLEUM | NSTI TUTE ( API)

570

MPNMS 2. 2A

(2009, 3rd Ed) Piping Inspection Code: |n-Service
I nspection, Rating, Repair, and Alteration of
Pi pi ng Systens

(1995; R 2007) Measurenent and Calibration of
Upright Cylindrical Tanks by the Manual Strapping
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API

API

API

API

API

API

API

API

API

API

API

API

API

API

API

API

MPNVB 2. 2B

MPMS 2. 2E

PUBL 1628

RP

RP

RP

RP

RP

RP

RP

RP

RP

RP

RP

RP

1110

1130

13B-1

1604

1615

2003

2009

2219

500

540

582

686

STD 2217A

Met hod

(1989; R 2007) Manual of Petrol eum Measurenent

St andards Chapter 2: Tank Calibration - Section 2B:
Calibration of Upright Cylindrical Tanks Using the
Optical Reference Line Method

(2004; Errata 2009; R 2009) Petrol eum and Liquid
Petrol eum Products - Calibration of Horizontal
Cylindrical Tanks - Part 1: Manual Methods

(1996) A CGuide to the Assessnent and Renedi ati on of
Under gr ound Petrol eum Rel eases

(2007) Pressure Testing of Steel Pipelines for the
Transportation of Gas, Petrol eum Gas, Hazardous
Li quids, Highly Volatile Liquids or Carbon Di oxide

(2007) Conput ational Pipeline Mnitoring for Liquid
Pi pel i nes

(2009; 4th Ed) Recommended Practice for Field
Testing Water-Based Drilling Fluids

(1996; R 2001) d osure of Underground Petrol eum
St orage Tanks

(2011) Installation of Underground Petrol eum
St orage Systens

(2008; 7th Ed) Protection Against lgnitions Arising
out of Static, Lightning, and Stray Currents

(2002; R 2007; 7th Ed) Safe Wl ding, Cutting, and
Hot Work Practices in Refineries, Gasoline Plants,
and Petrochem cal Pl ants

(2005) Safe Operation of Vacuum Trucks in Petrol eum
Servi ce

(1997; Errata 1998; R 2002) C assification of
Locations for Electrical Installations at Petrol eum
Facilities Classified as Class |, D vision and

Di vision 2

(1999; R 2004) Electrical Installations in
Petrol eum Processing Plants

(2009) Wl ding Guidelines for the Chemical, QOl,
and Gas |ndustries

(2009) Reconmended Practice for Machinery
Installation and Installation Design

(2009) Cuidelines for Safe Wrk in Inert Confined
Spaces in the Petrol eum and Petrochem cal |ndustries
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API

API

API

API

API

API

API

API

API

API

API

API

API

API

API

API

API

API

API

STD

STD

STD

Spec

Spec

Spec

Spec

Spec

Spec

Std

Std

Std

Std

Std

Std

Std

Std

Std

Std

600

608

682

13A

15LR

5CT

5L

6D

6FA

1104

1631

2000

2015

594

598

607

609

610

618

(2009; Errata 2009) Steel Gate Val ves-Fl anged and
Butt-wel di ng Ends, Bolted Bonnets

(2008) Metal Ball Valves - Flanged, Threaded, And
Wl di ng End

(2004; Errata 2006) Punps Shaft Sealing Systens For
Centrifugal and Rotary Punps

(2010) Specification for Drilling-Fluid Materials

(2001) Specification for Low Pressure Fiberglass
Line Pipe and Fittings

(2011) Specification for Casing and Tubi ng

(2007; Errata 2009; Addenda 1 2009; Addenda 2 2010;
Addendum 2 2011; Addendum 3 2011; 44th Ed)
Speci fication for Line Pipe

(2008; Errata 1 2008; Errata 2 2008; Errata 3 2009;
Addendum 1 2009; Errata 4 2010; Errata 5 2010;
Errata 6 2011; Addendum 2 2011) Specification for
Pi pel i ne Val ves

(1999; R 2006; Errata 2006; Errata 2008)
Specification for Fire Test for Valves

(2005; Erratal/ Adden 2007; Errata 2008; R 2010)
Wl di ng of Pipeline and Rel ated Facilities

(2001) Interior Lining and Periodic |Inspection of
Under ground Storage Tanks

(2009) Venting Atnospheric and Low Pressure Storage
Tanks

(2001; R 2006) Safe Entry and d eani ng of Petrol eum
St orage Tanks

(2010) Check Val ves: Flanged, Lug, Wafer and
Butt - Wel di ng

(2009) Val ve Inspecting and Testing

(2010) Testing of Valves: Fire Test for Soft- Seated
Quarter-Turn Val ves

(2009) Butterfly Valves: Double Flanged,
Lug- and- Waf er Type

(2010; Errata 2011) Centrifugal Punps for
Petrol eum Petrochem cal, and Natural Gas | ndustries

(2007; Errata 2009; Errata 2010) Reci procating

Conpressors for Petroleum Chem cal, and Gas
I ndustry Services
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APl Std 619 (2010) Rotary-Type Positive D spl acenent
Conpressors for Petrol eum Petrochem cal, and
Natural Gas Industries

APl Std 650 (2007; Addendum 1 2008; Addendum 2 2009; Addendum 3
2011; Errata 2011) Wl ded Tanks for Q| Storage

APl Std 653 (2009; Addendum 1 2010) Tank I nspection, Repair,
Al teration, and Reconstruction

APl Std 672 (2004; Errata 2007; Errata 2010) Packaged,

Integrally Geared Centrifugal Air Conpressors for
Petrol eum Chemical, and Gas |Industry Services

AMERI CAN RAI LWAY ENG NEERI NG AND MAI NTENANCE- OF- WAY ASSOCI ATI ON

( AREMA)
AREVA Eng Man (2010) Manual for Railway Engi neering
AREMA Track Pl ans (2008) Portfolio of Trackwork Pl ans

AVERI CAN SOCI ETY FOR NONDESTRUCTI VE TESTI NG ( ASNT)

ANSI / ASNT CP- 189 (2011) ASNT Standard for Qualification and
Certification of Nondestructive Testing Personnel
(ANSI / ASNT CP- 105- 2006)

ASNT SNT- TC- 1A (20110) Recommended Practice for Personnel
Qualification and Certification in Nondestructive
Testi ng

ASNT SNT-TC- 1A QRA Bk A (2010) Suppl enent to Recommended Practice No.
SNT- TC- 1A ( Q%A Book): Radi ographic Testing Met hod

ASNT SNT-TC- 1A Q%A Bk B (2007) Suppl enent to Recommended Practice
SNT- TC- 1A ( Q%A Book): Magnetic Particle Method

ASNT SNT-TC- 1A Q%A Bk C (2011; Text Correction 2011) Supplenment to
Recommended Practice No. SNT-TC 1A ( Q%A Book):
U trasonic Testing Method
ASNT SNT-TC- 1A Q%A Bk D (2011; Text Correction 2011) Supplenent to
Recommended Practice No. SNT-TC 1A ( Q%A Book):
Li quid Penetrant Testing Met hod
AVERI CAN SOCI ETY FOR QUALI TY (ASQ

ANSI / ASQ Z1. 4 (2008) Sanpling Procedures and Tables for
| nspection by Attributes

AMERI CAN SCCI ETY OF ClVIL ENG NEERS ( ASCE)

ASCE 2-06 (2007) Measurenment of Oxygen Transfer in C ean Water
ASCE 25- 06 (2008) Earthquake-Activated Automatic Gas Shut of f
Devi ces
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ASCE 7

ASCE 7-

10

ASCE Report

ANS| / ASHRAE 15 & 34

ASHRAE

ASHRAE

ASHRAE

ASHRAE

ASHRAE

ASHRAE

ASHRAE

ASHRAE

ASHRAE

ASHRAE

ASHRAE

ASHRAE

(2010; Change 2010; Change 2011; Errata 2011;
Change 2011) M ni num Desi gn Loads for Buil di ngs and
O her Structures

(2010; Change 2010; Change 2011; Errata 2011;
Change 2011) M ni num Desi gn Loads for Buil dings and
O her Structures

(1961) Filtering Materials for Sewage Treatnent
Pl ant s

AVERI CAN SOCI ETY OF HEATI NG, REFRI GERATI NG AND Al R- CONDI TI ONI NG
ENG NEERS ( ASHRAE)

113

127

130

135

146

17

189.1

23

23.1

33

51

(2010; Addenda a, b, ¢, d, e, f, g, h, I, j, k, I,
n and o; Errata 2011) ANSI/ASHRAE St andard
15-Safety Standard for Refrigeration Systens and
ANSI / ASHRAE St andard 34- Desi ghation and Safety
Classification of Refrigerants

(2009) Method of Testing for Room Air Diffusion

(2007) Method of Testing for Rating Conputer and
Data Processing Room Unitary Air-Conditioners

(2008) Method of Testing for Rating Ducted Air
Terminal Units

(2010; INT 1 2011; Addenda AD & AE 2011) BACnet-A
Dat a Communi cation Protocol for Building Autonation
and Control Networks

(2011) Method of Testing and Rating Pool Heaters

(2008) Method of Testing Capacity of Thernostatic
Ref ri gerant Expansi on Val ves

(2009; Addenda a, b 2010; Errata 2010) Standard for
the Design of High-Performance G een Buil di ngs
Except Low Ri se Residential Buildings

(2005) Methods of Testing for Rating Positive

Di spl acenent Refrigerant Conpressors and Condensi ng
Units

(2010) Methods of Testing for Rating Positive

Di spl acenent Refrigerant Conpressors and Condensing
Units that Operate at Subcritical Tenperatures of
the Refrigerant

(2000) Method of Testing Forced Circulation Air
Cooling and Air Heating Coils

(2007) Laboratory Methods of Testing Fans for
Aer odynam ¢ Performance Rating

(1992; Interpretation 1 2007) Gavinetric and
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ASHRAE

ASHRAE

ASHRAE

ASHRAE

ASHRAE

ASHRAE

ASHRAE

ASHRAE

ASHRAE

ASHRAE

ASHRAE

ASHRAE

ASHRAE

ASHRAE

ASHRAE

ASHRAE

ASHRAE

52.2

55

62.1

64

68

70

84

90.1 - IP

90.1 - Sl

90. 2

93

96

EQUI P | P HDBK

EQUI P SI HDBK

FUN I P

FUN SI

Dust - Spot Procedures for Testing Air-C eaning
Devi ces Used in General Ventilation for Renobving
Particul ate Matter

(2007; Addenda B 2008; Errata 2009, Errata 2010;
I NT 2010; Errata 2011) Method of Testing Ceneral
Ventilation Air-C eaning Devices for Renoval
Efficiency by Particle Size

(2010; Errata 1 2011; Addenda A 2011) Ther nal
Envi ronnental Conditions for Human Cccupancy

(2010; Errata 2011) Ventilation for Acceptable
I ndoor Air Quality

(2011) Methods of Testing Renbte Mechanical -Draft
Evaporative Refrigerant Condensers

(1997) Laboratory Method of Testing to Determ ne
the Sound Power In a Duct

(2006; R 2011) Method of Testing for Rating the
Performance of Air Qutlets and Inlets

(2008) Method of Testing Air-to-Air Heat Exchangers

(2010; INT 1 2011; Errata 2011, Errata 2011; INT
2-12 2011) Energy Standard for Buil di ngs Except
Low Ri se Residential Buildings

(2010; Errata 2011; INT 2-12 2011) Energy Standard
for Buildings Except Low R se Residential Buildings

(2007; Addendum B 2010) Energy Efficient Design of
Low Ri se Residential Buildings

(2010) Methods of Testing to Determ ne the Thernal
Perf ormance of Sol ar Collectors

(1980; R 1989) Methods of Testing to Determine the
Ther mal Perfornmance of Ungl azed Fl at-Pl ate
Li qui d- Type Sol ar Col |l ectors

(2008; Errata 1 2010) Handbook, HVAC Systens and
Equi prent (1P Edition)

(2008; Errata 1 2010) Handbook, HVAC Systens and
Equi prent (SI Edition)

(2009; Errata 2010) Fundanental s Handbook, [-P
Edi tion

(2009; Errata 2010) Fundanental s Handbook, Sl
Edition

HVAC APP | P HDBK (2011) HVAC Applications Handbook, |-P Edition
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ASHRAE HVAC APP S| HDBK (2011) HVAC Applications Handbook, Sl Edition

ASHRAE |t em 90376 (1997) G ound- Source Heat Punps, Design of
Geot hermal Systens for Conmercial and Institutional
Bui | di ngs

AMERI CAN SCCI ETY OF SAFETY ENGQ NEERS ( ASSE/ SAFE)

ASSE/ SAFE Al10. 24 (2006) Roofing - Safety Requirenents of Low Sl oped
Roof s

ASSE/ SAFE Al0. 3 (2006) Operations - Safety Requirements for Powder
Act uat ed Fasteni ng Systens

ASSE/ SAFE A10. 32 (2004) Fall Protection

ASSE/ SAFE Al10. 34 (2001; R 2005) Protection of the Public on or
Adj acent to Construction Sites

ASSE/ SAFE A10. 6 (2006) Safety Requirenments for Denolition Operations

ASSE/ SAFE A1264. 1 (2007) Safety Requirements for Wrkpl ace

Wal ki ng/ Wor ki ng Surfaces and Their Access;
Wor kpl ace, Floor, Wall and Roof Openings; Stairs
and Guardrails Systens

ASSE/ SAFE Z359. 1 (2007) Safety Requirements for Personal Fall Arrest
Systens, Subsystens and Conponents

AVERI CAN SOCI ETY OF SANI TARY ENG NEERI NG ( ASSE)

ASSE 1001 (2008) Performance Requirements for Atnospheric
Type Vacuum Breakers (ANSI approved 2009)

ASSE 1003 (2009) Performance Requirenments for Water Pressure
Reduci ng Val ves for Donestic Water Distribution
Systens - (ANSI approved 2010)

ASSE 1009 (1990) Performance Requirements for Commercial Food
Waste Ginder Units

ASSE 1010 (2004) Performance Requirenents for Water Hammer
Arresters (ANSI approved 2004)

ASSE 1011 (2004; Errata 2004) Performance Requirenents for
Hose Connection Vacuum Breakers (ANSI approved 2004)

ASSE 1012 (2009) Performance Requirements for Backfl ow
Preventer with an Internedi ate Atnospheric Vent -
(ANSI approved 2009)

ASSE 1013 (2009) Performance Requirenments for Reduced
Pressure Principle Backfl ow Preventers and Reduced
Pressure Fire Protection Principle Backflow
Preventers - (ANSI approved 2010)

ASSE 1015 (2009) Performance Requirements for Doubl e Check
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Backfl ow Preventi on Assenblies and Doubl e Check
Fire Protection Backfl ow Preventi on Assenblies -
(ANSI approved 2010)

ASSE 1017 (2009) Performance Requirenents for Tenperature
Actuated M xing Val ves for Hot Water Distribution
Systens - (ANSI approved 2010)

ASSE 1018 (2001) Performance Requirenments for Trap Seal
Primer Valves - Potable Water Supplied (ANSI
Approved 2002

ASSE 1019 (2011) Performance Requirenments for Vacuum Breaker
Wal | Hydrants, Freeze Resistant, Autonatic Draining
Type (ANSI Approved 2004)

ASSE 1020 (2004; Errata 2004; Errata 2004) Performance
Requi rements for Pressure Vacuum Breaker Assenbly
(ANSI Approved 2004)

ASSE 1037 (1990) Performance Requirenments for Pressurized
Fl ushi ng Devi ces (Flushoneters) for Plunbing
Fi xtures

ASSE 6000 SERI ES (2006) Professional Qualification Standard for
Medi cal Gas Systens Installers, Inspectors and
Verifiers

ASSE Series 5000 (2009) Cross-Connection Control Professional

Qualification Standard

AMERI CAN WATER WORKS ASSOCI ATI ON ( AWAA)

ANSI / AWM C541 (2008) Hydraulic and Pneunatic Cylinder and
Vane- Type Actuators for Valves and Slide Gates

ANSI / AWM C542 (2009) Electric Mtor Actuators for Val ves and
Slide Gates

AWM 10084 (2005) Standard Methods for the Exam nation of
Water and Wast ewat er

AWM A100 (2006; Errata 2007) Water Wells

AWM B100 (2009) Standard for Granular Filter Materi al

AWM B201 (2008) Soda Ash

AWM B300 (2010; Addenda 2011) Hypochlorites

AWM B301 (2010) Liquid Chlorine

AWM B302 (2010) Ammonium Sul fate

AWM B303 (2010) Sodium Chlorite

AWM B402 (2006) Ferrous Sul fate

Page 26



AVWNA

AWNA

AWNA

AWM

AVWNA

AVWNA

AVWNA

AWNA

AWNA

AWM

AVWNA

AVWNA

AWNA

AWNA

AWM

AVWNA

AVWNA

AVWNA

AWNA

AWNA

AWM

AVWNA

AVWNA

AVWNA

AWNA

AWNA

AVWNA

B403

B404

B405

B406

B407

B408

B451

B452

B453

B501

B502

B503

B504

B505

B511

B550

B600

B601

B602

B603

B604

B605

B701

B702

B703

Cl104/ A21. 4

Cl105/ A21.5

(2009)
(2008)
(2006)
(2006)
(2005)
(2010)
(2010)
(2006;
(2006;
(2008)

(2011)

Al um num Sul fate - Liquid, Gound, or Lunp
Liquid Sodium Silicate

Sodi um Al umi nat e

Ferric Sulfate

Liquid Ferric Chloride

Li qui d Pol yal um num Chl ori de

Pol y(Di al | yl di met hyl anmoni um Chl ori de)
Addenda 2007) EPI-DMA Pol yani nes

Addenda 2007) Pol yacryl om de

Sodi um Hydr oxi de (Caustic Soda)

Sodi um Pol yphosphat e, d assy (Sodi um

Hexamet aphosphat e)

(2011)
(2005)
(2005)
(2010)
(2010)
(2010)
(2011)
(2008)
(2010)
(2005;
(2007)
(2011)
(2011)
(2011)

(2008;

Sodi um Tri pol yphosphat e

Monosodi um Phosphat e, Anhydr ous

Di sodi um Phosphat e, Anhydr ous

St andard for Potassi um Hydroxi de
Standard for Cal ci um Chloride

Powder ed Activated Carbon

Sodi um Metabi sulfite

Copper Sul fate

Per manganat es

Errata 2008) Granul ar Activated Carbon
Reactivation of G anular Activated Carbon
Sodi um Fl uori de

Sodi um Fl uorosilicate

Fluorosilicic Acid

Errata 2010) Cenent-Mrtar Lining for

Ductile-lron Pipe and Fittings for Water

(2010)

Pol yet hyl ene Encasenent for Ductile-Iron

Pi pe Systens
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AVWNA

AWNA

AVWNA

AVWNA

AVWNA

AWNA

AVWNA

AVWNA

AWNA

AVWNA

AVWNA

AVWNA

AVWNA

AWNA

AVWNA

AWNA

AVWNA

AVWNA

AWNA

C110/ A21.

Cl11/ A21.

C115/ A21.

C150/ A21.

Cl151/ A21.

C153/ A21.

C200

C203

C205

C206

C207

C208

C209

c210

C213

C214

C215

C216

c217

10

11

15

50

51

53

(2008) Ductile-lron and Gray-lron Fittings for Water

(2007) Rubber- Gasket Joints for Ductile-lron
Pressure Pipe and Fittings

(2011) Flanged Ductile-lron Pipe Wth Ductile-Iron
or Gray-lron Threaded Fl anges

(2008) Thi ckness Design of Ductile-lron Pipe

(2009) Ductile-lron Pipe, Centrifugally Cast, for
Wat er

(2011) Ductile-lron Conpact Fittings for Water
Servi ce

(2005) Steel Water Pipe - 6 In. (150 mm) and Larger

(2008) Coal -Tar Protective Coatings and Linings for
Steel Water Pipelines - Enanel and Tape -
Hot - Appl i ed

(2007) Cenent-Mortar Protective Lining and Coating
for Steel Water Pipe - 4 In. (100 nm and Larger -
Shop Applied

(2011) Field Welding of Steel Water Pipe

(2007) Standard for Steel Pipe Flanges for
Wat erwor ks Service-Si zes 100 nm t hrough 3600 nm 4
in. through 144 in.

(2007; Errata 2009) Standard for Dinensions for
Fabricated Steel Water Pipe Fittings

(2006) Col d- Appl i ed Tape Coatings for the Exterior
of Special Sections, Connections and Fitting for
Steel Water Pipelines

(2007) Standard for Liquid Epoxy Coating Systens
for the Interior and Exterior of Steel Water
Pi pel i nes

(2007) Fusi on-Bonded Epoxy Coating for the Interior
and Exterior of Steel Water Pipelines

(2007; Addenda 2010) Tape Coating Systems for the
Exterior of Steel Water Pipelines

(2010) Extruded Pol yol efin Coatings for the
Exterior of Steel Water Pipelines

(2007) Heat - Shri nkabl e Cross-Linked Pol yol efin
Coatings for the Exterior of Special Sections,
Connections, and Fittings for Steel Water Pipelines

(2009) Petrol atum and Petrol eum Wax Tape Coati ngs
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AWNA

AVWNA

AVWNA

AWNA

AVWNA

AVWNA

AWNA

AVWNA

AVWNA

AVWNA

AWNA

AVWNA

AVWNA

AWNA

AVWNA

AVWNA

AWNA

AWNA

AVWNA

AVWNA

C218

C300

C301

C302

C303

C500

C502

C503

C504

C508

C509

C510

G511

C550

C600

C605

C606

C651

C652

C653

for the Exterior of Connections and Fittings for
Steel Water Pipelines

(2008) Coating the Exterior of Aboveground Steel
Water Pipelines and Fittings

(2011) Reinforced Concrete Pressure Pipe,
St eel - Cyl i nder Type

(2007) Prestressed Concrete Pressure Pipe,
St eel - Cyl i nder Type

(2011) Reinforced Concrete Pressure Pipe,
Noncyl i nder Type

(2008) Concrete Pressure Pipe, Bar-Wapped,
St eel - Cyl i nder Type

(2009) Metal - Seated Gate Valves for Water Supply
Service

(2005) Dry-Barrel Fire Hydrants
(2005) Wet-Barrel Fire Hydrants
(2010) Standard for Rubber-Seated Butterfly Val ves

(2009) Swi ng-Check Val ves for Waterworks Service, 2
In. (50 M) Through 24 In. (600 M) NPS

(2009) Resilient-Seated Gate Valves for Water
Supply Service

(2007) Standard for Doubl e Check Val ve Backfl ow
Preventi on Assenbly

(2007) Standard for Reduced-Pressure Principle
Backf | ow Prevention Assenbly

(2005; Errata 2005) Protective Epoxy Interior
Coatings for Valves and Hydrants

(2010) Installation of Ductile-lron Water Mins and
Thei r Appurtenances

(2005) Underground Installation of Polyvinyl
Chloride (PVC) Pressure Pipe and Fittings for Water

(2011) Grooved and Shoul dered Joints

(2005; Errata 2005) Standard for Disinfecting Water
Mai ns

(2011) Disinfection of Water-Storage Facilities

(2003) Disinfection of Water Treatnent Plants
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AVWNA

AWNA

AVWNA

AVWNA

AVWNA

AWNA

AVWNA

AVWNA

AWNA

AWNA

AVWNA

AVWNA

AWNA

AVWNA

AWNA

AVWNA

AVWNA

AVWNA

AWNA

C654

Cr700

Cr01

Cr02

Cr703

Cr04

Cr706

Cro7

C800

C900

C901

C905

C906

C909

C950

D100

D102

D103

D110

(2003) Disinfection of Wlls

(2009) Standard for Cold Water Meters -
Di spl acenent Type, Bronze Miin Case

(2007) Standard for Col d-Water Meters - Turbine
Type for Custoner Service

(2010) Col d-Water Meters - Conmpound Type
(2011) Col d-Vater Meters - Fire Service Type

(2008) Propeller-Type Meters for WaAterworks
Appli cations

(2010) Direct-Readi ng, Renote-Registration Systens
for Col d-Water Meters

(2010) Encoder-Type Renote-Regi stration Systens for
Col d-Water Meters

(2005) Underground Service Line Valves and Fittings

(2007; Errata 2008) Polyvinyl Chloride (PVQ
Pressure Pipe, and Fabricated Fittings, 4 In.
Through 12 In. (100 mm Through 300 nm, for Water
Di stribution

(2008) Pol yet hyl ene (PE) Pressure Pipe and Tubing,
1/2 In. (13mm Through 3 In. (76 mv, for Water
Service

(2010) Pol yvinyl Chloride (PVC) Pressure Pipe and
Fabricated Fittings 14 In. Through 48 In. (350 mm
through 1,200 mm for Water Transm ssion and

Di stribution

(2007) Pol yethyl ene (PE) Pressure Pipe and

Fittings, 4 In. (100 mm through 63 In., (1,575 m)
for Water Distribution and Transmn ssi on

(2009) Mol ecularly Oiented Pol yvinyl Chloride
(PVCO) Pressure Pipe, 4 INthrough 24 IN (100 mm
Through 600 nm), for Water, Wastewater, and

Recl ai med Water Service

(2007) Fiberglass Pressure Pipe

(2011) Wel ded Steel Tanks for Water Storage
(2011) Coating Steel Water-Storage Tanks

(2009; Errata 2010) Factory-Coated Bolted Steel
Tanks for Water Storage

(2005; Errata 2005) Wre- and Strand Wund,
Circular, Prestressed Concrete Water Tanks
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AVWNA

AWNA

AVWNA

AVWNA

AWNA

AVWNA

AVWNA

AVG

AWS

AVG

AVG

AWS

AVG

AVG

AWE

AVG

AVS

AWE

AVG

A3.

AS5.

A5.

AS5.

AS5.

A5.

AS5.

AS5.

A5.

AS5.

AS5.

D120

E101

ML1

ML4

M2 3

A5

(2009) Thernosetting Fi bergl ass-Reinforced Plastic
Tanks

(1988) Vertical Turbine Pumps - Line Shaft and
Subner si bl e Types

(2004; 4th Ed) Manual: Steel Water Pipe: A Quide
for Design and Installation

(2004; 3rd Ed) Manual: Recomrended Practice for
Backfl ow Preventi on and Cross-Connection Contro

(2002; 2nd Ed) Manual: PVC Pipe - Design and
I nstallation

(2005; Errata 2008; 2nd Ed) Fiberglass Pipe Design

(20083rd Ed) Manual: Concrete Pressure Pipe

AVERI CAN VEELDI NG SOCI ETY ( AWB)

oM A3.

0

01M A5. 01

1/ A5. 1M

10/ A5.

11/ A5.

13

13/ A5.

14/ A5.

18/ A5.

20/ A5.

22/ A5.

10M

11M

13M

14M

18M

20M

22M

(2007) Standard Symbol s for Wl ding, Brazing and
Nondestructi ve Exam nati on

(2010) Standard Wel ding Ternms and Definitions
(2008) Procurenent Cuidelines for Consunmables -
Wel ding and Allied Processes - Flux and Gas
Shi el ded El ectrical Wl ding Processes

(2004) Specification for Carbon Steel El ectrodes
for Shielded Metal Arc Welding

(1999; R 2007) Specification for Bare Al um num and
Al um num Al | oy Wl di ng El ectrodes and Rods

(2010) Specification for N ckel and Nickel Alloy
Wl di ng El ectrodes for Shielded Metal Arc Wl ding

(2010) Specification for Surfacing El ectrodes for
Shi el ded Metal Arc Wl ding

(2010) Specification for Surfacing Electrodes for
Shi el ded Metal Arc Wl ding

(2009; Errata 2009) Specification for N ckel and
Ni ckel Alloy Bare Wl ding El ectrodes and Rods

(2005) Carbon Steel Filler Metals for Gas Shiel ded
Arc Wl di ng

(2005) Carbon Steel Electrodes for Flux Cored Arc
Wl di ng

(2010) Specification for Stainless Steel Flux Cored
and Metal Cored Welding Electrodes and Rods
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AVE

AVG

AVG

AVE

AVE

AVG

AVE

AVE

AVG

AVE

AVG

AVG

AVE

AVS

AVE

AVG

AVE

AVS

AVG

AVG

AVE

A5. 3/ A5. 3M

A5. 32/ A5. 32M

A5. 4/ A5. 4AM

A5.5/ A5. 5M

A5. 8/ A5. 8M

A5. 9/ A5. 9M

B2. 1/ B2. 1M

B2. 2/ B2. 2M

BRH

Cl.1iMCl.1

C2.18

C2. 25/ C2. 25M

C5. 5/ C5. 5M

Dl.1/D1. 1M

Dl. 2/ D1. 2M

Dl1. 3/ D1. 3M

Dl1. 4/ D1. 4M

D1.5M D1. 5

D10. 10/ D10. 10M

D10. 11M D10. 11

D10. 12M D10. 12

(1999; R 2007) Specification for A um num and

Al um num Al | oy El ectrodes for Shielded Metal Arc
Vel di ng

(2011) Specification for Wl ding Shielding Gases

(2006) Specification for Stainless Steel Electrodes
for Shielded Metal Arc Welding

(2006) Specification for Low Al loy Steel Electrodes
for Shielded Metal Arc Welding

(2011) Specification for Filler Metals for Brazing
and Braze Vel ding

(2006; Errata 2007) Specification for Bare
Stai nl ess Steel Welding El ectrodes and Rods

(2009) Specification for Wl ding Procedure and
Performance Qualification

(2010) Specification for Brazing Procedure and
Performance Qualification

(2007; 5th Ed) Brazing Handbook

(2000; R 2006) Recomrended Practices for Resistance
Wl di ng

(1993; Errata 1993) CGuide for the Protection of
Steel with Thernmal Sprayed Coatings of Al um num and
Zinc and Their Alloys and Conposites

(2002) Specification for Thermal Spray Feedstock --
Solid and Conposite Wre and Ceram ¢ Rods

(2003) Recommended Practices for Gas Tungsten Arc
Vel di ng

(2010) Structural Welding Code - Steel
(2008) Structural Welding Code - Al um num

(2008; Errata 2008) Structural Welding Code - Sheet
St eel

(2011) Structural Wel ding Code - Reinforcing Steel
(2010) Bridge Wl ding Code

(1999; R 2009) Recommended Practices for Local
Heating of Welds in Piping and Tubi ng

(2007) CGuide for Root Pass Wl ding of Pipe Wthout
Backi ng

(2000) Guideline for Wlding MId Steel Pipe
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AVE

AWS

AVE

AVS

AWS

AVG

AVE

AVG

AWS

AVE

AVG-

D10. 4

D10. 7/ D10. 7M

D14. 1/ D14. 1M

D14. 4/ D14. 4M

D9. 1M D9. 1

Q1

Q7

VHB- 2. 9

WHB- 4. 8

Z49.1

03

(1986; R 2000) Recommended Practices for Welding
Austenitic Chrom um Ni ckel Stainless Steel Piping
and Tubi ng

(2008) Guide for the Gas Shielded Arc Wl ding of
Al um num and Al um num Al | oy Pipe

(2005) Specification for Wl ding Industrial and
M1l Cranes and Other Material Handling Equi prent

(2005) Specification for Wl ded Joints for
Machi nery and Equi prent

(2006) Sheet Metal Wl ding Code

(2007) Standard for AWS Certification of Welding
| nspectors

(1993; Suppl G Standard for AWS Certified Welders

(2004) Weél di ng Handbook; Vol ume 2, Wl ding
Processes, Part 1

(1998) Weél di ng Handbook, Volune 4 - Materials and
Applications Part 2

(2005) Safety in Wlding and Cutting and Allied
Processes

(2001) weél di ng Handbook, Volumes 1 thru 4

AVERI CAN WOOD PROTECTI ON ASSQOCI ATI ON ( AWPA)

AWPA Al

AWPA A3

AWPA A4

AWPA A5

AVWPA A6

AWPA A8

AVWPA A9

(1998) Standard Methods for Analysis of Creosote
and QO | - Type Preservatives

(2006) Standard Methods for Analysis of Waterborne
Preservatives and Fire-Retardant Formnul ati ons

(2005) Standard Method for Determ ning Penetration
of Preservatives and Fire Retardants

(2003) Standard Methods for Sanpling Wod
Preservatives

(2005) Standard Methods for Analysis of GO l-Borne
Preservatives

(2001) Method for the Determ nation of QOl-Type
Preservatives and Water in Wod

(1990) Qualitative Recovery of Creosote or Creosote
Solution fromFreshly Treated Piles, Poles, or

Ti mber (Squeeze Met hod)

(2001) Standard Method for Analysis of Treated Wod
and Treating Solutions by X-Ray Spectroscopy
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AVPA

AWPA

AWPA

AVPA

AVWPA

AWPA

AVPA

AVWPA

AVPA

AWPA

AVPA

AVPA

AVWPA

AVPA

AVPA

AVWPA

AVPA

AVPA

AVWPA

BOOK

c1

C18

C20

C25

c27

c28

C33

Vb6

P1/ P13

(2009) AWPA Book of Standards

(2003) Al Tinber Products - Preservative Treatnent
by Pressure Processes

(2003) Standard For Pressure Treated Material in
Mari ne Construction

(2003) Lunber, Tinber, Bridge Ties and M ne Ties -
Preservative Treatnent by Pressure Processes

(2003) Structural Lunber Fire-Retardant Treat ment
by Pressure Processes

(2003) Sawn Crossarnms - Preservative Treatnment by
Pressure Processes

(2002) Plywood - Fire-Retardant Treatnent by
Pressure Processes

(2003) Standard for Preservative Treatnent of
Structural G ued Lami nated Menmbers and Lami nation
Bef ore d uing of Southern Pine, Coastal Dougl as
Fir, Henfir and Western Hem ock by Pressure
Processes

(2003) Piles - Preservative Treatnent by Pressure
Processes

(2003) Standard for Preservative Treatnent of
Structural Conposite Lunber by Pressure Processes

(2003) Pol es - Preservative Treatnent by Pressure
Processes

(1999) Crossties and Switch Ties - Preservative
Treat ment by Pressure Processes

(2003) Plywood - Preservative Treatment by Pressure
Processes

(2001) Standard for the Purchase of Treated Wod
Product s

(2007) Standard for Inspection of Treated Wod
Product s

(2005) Standard Quality Control Procedures for Wod
Preserving Plants

(2002) Standard for the Care of
Preservati ve- Treated Wod Products

(2007) Brands Used on Forest Products

(2001) Standard for Creosote Preservative
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AVPA

AWPA

AVWPA

AVPA

AVPA

AVPA

AVWPA

AWPA

AVPA

APA

APA

APA

APA

APA

APA

APA

APA

P18

P2

P3

P49

P5

P8

P9

T1

ul

(2007) Nonpressure Preservatives
(2001) Standard for Creosote Sol utions

(2001) Standard for Creosote - Petroleum Q|
Sol ution

(2010) Standard for Fire Retardant FR-1
(2009) Standard for Waterborne Preservatives
(2005) Standard for G| -Borne Preservatives

(2003) Standards for Solvents and Forrmul ations for
Organi c Preservative Systens

(2009) Use Category System Processing and
Treat ment St andard

(2009) Use Category System User Specification for
Treated Wod

APA - THE ENG NEERED WOOD ASSOCI ATI ON ( APA)

E30

E445

EVCG

EWS R540

EWS T300

F405

L870

PS 1

APA S350

(2011) Engi neered Wod Construction Quide

(2002) Performance Standards and Qualification
Policy for Structural -Use Panels (APA PRP-108)

(2005) Engi neered Wod Construction Guide: Building
Requi rements and Rel ated Panel Systens

(2007) Builder Tips Proper Storage and Handl i ng of
G ul am Beans

(2007) Technical Note: d ulam Connection Details
(1999) Performance Rated Panels

(2010) Vol untary Product Standard, PS 1-09,
Structural Pl ywood

(1995) Vol untary Product Standard for Construction
and I ndustrial Plywood

(2011) Performance Standard for Wod-Based
Structural -Use Panel s

ARCHI TECTURAL WOODWORK | NSTI TUTE ( AW)

AW QSGSQCP

AW Qual

Stds

(2008) Architectural Wodwork Quality Standards
[Ilustrated

(8th Edition) AW Quality Standards

ARCNET TRADE ASSCCI ATI ON ( ATA)
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ATA 878.1 (1999) Local Area Network: Token Bus

ASM | NTERNATI ONAL ( ASM

ASM 06118G (1993) ASM Met al s Reference Book (3rd Ed)

ASM STFA (2001; 6th Ed) The Surface Treatnent and Fi nishing

ASME

ASME

ASME

ASME

ASME

ASME

ASME

ASME

ASME

ASME

ASME

ASME

ASME

ASME

ASME

ASME

of Alum numand Its Alloys (2 Vol.)

ASME | NTERNATI ONAL ( ASME)

Al12.1.2 (2004) Standard for Air Gaps in Plunmbing Systens
(For Pl umbi ng Fi xtures and Water- Connect ed
Recept or s)

All12.14.1 (2003; R 2008) Backwater Val ves

Al112.18. 1/ CSA B125. (2011) Plunbing Supply Fittings

Al112.19. 1/ CSA B45.2(2008; Update 1 2008; Update 2 2011) Enanel ed Cast
Iron and Enanel ed Steel Plunbing Fixtures

Al12.19. 17 (2010) Manufactured Safety Vacuum Rel ease Systens
(SVRS) for Residential and Commercial Sw nming
Pool, Spa, Hot Tub, and Wadi ng Pool Suction Systens

Al12.19. 2/ CSA B45.1(2008; Update 1 2009; Update 2 2011) Standard for

Vi treous China Plunmbing Fixtures and Hydraulic
Requirements for Water C osets and Urinals

Al12.19. 3/ CSA B45. 4(2008; Update 1 2009; Update 2 2011) Stainless
Steel Plunmbing Fixtures

Al12.19.5 (2005) Trimfor Water-Cl oset Bow's, Tanks and
Urinals

Al12.19.8 (2007; Addenda A 2008; Addenda B 2009) Suction
Fittings for Use in Swi nm ng Pools, Wadi ng Pool s,
Spas, And Hot Tubs

Al12. 36. 2M (1991; R 2008) C eanouts

All2.6. 1M (1997; R 2008) Floor Affixed Supports for
O f-the-Floor Plunbing Fixtures for Public Use

Al12.6.3 (2001; R 2007) sStandard for Floor and Trench Drains

Al12.6.4 (2003: R 2008) Roof, Deck and Bal cony Drains

Al3.1 (2007) Scheme for the Identification of Piping
Syst ens

Al7. 1/ CSA B44 (2010) Safety Code for Elevators and Escal ators

Al7.2 (2010) Cuide for Inspection of Elevators,

Escal ators, and Movi ng Wal ks | ncl udes | nspection
Procedures for Electric Traction and W ndi ng Drum
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ASME

ASME

ASME

ASME

ASME

ASME

ASME

ASME

ASME

ASME

ASME

ASME

ASME

ASME

ASME

ASME

ASME

ASME

ASME

ASME

Al7

AG

Bl1.

Bl1.

Bl1.

Bl1.

Bl1.

Bl1.

Bl1.

B15

B16

B16.

B16.

B16.

B16.

B16.

B16.

B16.

B16.

B16.

.3

1

20.1

20. 2M

20. 3

20.7

21M

21

1

10

11

12

15

18

20

21

22

23

El evators, Hydraulic Elevators, and Escal ators and
Movi ng Wal ks

(2011) Safety Code for Existing El evators and
Escal ators

(2009; Addenda A 2009; Addenda B 2011) Code on
Nucl ear Air and Gas Treat nent

(2003; R 2008) Unified Inch Screw Threads (UN and
UNR Thread Form

(1983; Errata 1992; R 2007) Gages and Gagi ng for
Uni fied I nch Screw Threads

(1983; R 2006) Pi pe Threads, General Purpose (Inch)

(2006; R 2011) Pipe Threads, 60 Deg. Ceneral
Pur pose (Metric)

(1976; R 2008) Dryseal Pipe Threads (I nch)

(1991; R 2008) Standard for Hose Coupling Screw
Threads (1 nch)

(1997; R 2008) Standard for Metric Screw Threads -
M) Profile

(2000; R 2008) Safety Standard for Mechanical Power
Transm ssi on Appar at us

(2010) Gray Iron Threaded Fittings; C asses 25, 125
and 250

(2009) Face-to-Face and End-to- End Di nensi ons of
Val ves

(2009) Forged Fittings, Socket-Welding and Threaded
(2009) Cast Iron Threaded Drai nage Fittings

(2011) Cast Bronze Alloy Threaded Fittings C asses
125 and 250

(2001; R 2005) Cast Copper Alloy Sol der Joint
Pressure Fittings

(2007) Metallic Gaskets for Pipe Flanges -
Ri ng-Joi nt, Spiral Wund, and Jacketed

(2011) Nonnetallic Flat Gaskets for Pipe Flanges

(2001; R 2010) standard for Wought Copper and
Copper All oy Sol der Joint Pressure Fittings

(2002; R 2006) Cast Copper Alloy Sol der Joint
Drai nage Fittings - DW
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ASME B16. 24 (2011) Cast Copper Alloy Pipe Flanges and Fl anged
Fittings: d asses 150, 300, 600, 900, 1500, and 2500

ASME B16. 25 (2007) Standard for Buttwel ding Ends

ASME B16. 26 (2011) Standard for Cast Copper Alloy Fittings for
Fl ared Copper Tubes

ASME B16. 29 (2007) Wought Copper and Wought Copper All oy
Sol der Joint Drainage Fittings - DW

ASME B16. 3 (2011) Malleable Iron Threaded Fittings, C asses
150 and 300

ASME B16. 33 (2002; R 2007) Manually Operated Metallic Gas

Val ves for Use in Gas Piping Systens Up to 125 psi,
Sizes NPS 1/2 - NPS 2

ASME B16. 34 (2009; Supp 2010) Valves - Flanged, Threaded and
Wl di ng End

ASME B16. 36 (2009) Oifice Flanges

ASME B16. 38 (2007) Large Metallic Valves for Gas Distribution
(Manual |y Operated, NPS 2 1/2 to 12, 125 psig
Maxi mum

ASME B16. 39 (2009) Standard for Malleable Iron Threaded Pi pe
Uni ons; C asses 150, 250, and 300

ASME B16. 4 (2011) Standard for Gray Iron Threaded Fittings;
Cl asses 125 and 250

ASME B16. 40 (2008) Manual ly Operated Thernopl astic Gas Shutoffs
and Valves in Gas Distribution Systens

ASME B16. 42 (2011) Ductile Iron Pipe Flanges and Fl anged
Fittings, O asses 150 and 300

ASME B16. 5 (2009) Pipe Flanges and Flanged Fittings: NPS 1/2
Through NPS 24 Metric/lnch Standard

ASME B16. 50 (2001; R 2008) Wought Copper and Copper All oy
Braze-Joint Pressure Fittings

ASME B16. 9 (2007) Standard for Factory-Made Wought Steel
Buttwel ding Fittings

ASME B17.1 (1967; R 2008) Keys and Keyseats

ASME Bl17.2 (1967; R 2008) Whodruff Keys and Keyseats

ASME B18. 13 (1996; Addenda A 1998; R 2008) Screw and Washer
Assenblies - Sems (Inch Series)

ASME B18. 13. 1M (20118) Screw and Washer Assenblies-SEMS (Metric
Seri es)
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ASME

ASME

ASME

ASME

ASME

ASME

ASME

ASME

ASME

ASME

ASME

ASME

ASME

ASME

ASME

ASME

ASME

ASME

ASME

ASME

ASME

ASME

B18.

B18.

B18.

B18.

B18.

B18.

B18.

B18.

B18.

B18.

B18.

B18.

B18.

B18.

B18.

B18.

B18.

B18.

B18.

B19.

B20.

B27.

21.

21

22

24

27

. 3. 8M

4. 1IM

. 4. 6M

. 2M

M

. 3M

.2.2M

. 5M

.M

(2010) Square and Hex Bolts and Screws (lnch Series)
(2010) Standard for Square and Hex Nuts

(1981; R 2005) Metric Hex Lag Screws

(2002; R 2007) Metric Hex Nuts, Style 1

(2010) Metric Heavy Hex Nuts

(2009) Washers: Helical Spring-Lock, Tooth Lock,
and Plain Washers (Inch Series)

(1999; R 2005) Lock Washers (Metric Series)
(1981; R 2010) Metric Plain Washers

(2004; Addenda A 2006) Part Identifying Nunber
(PIN) Code System Standard for B18 Fastener Products

(1998; R 2010) Tapered and Reduced Cross Section
Ret ai ning Rings (lnch Series)

(2003; R 2008) Socket Cap Shoul der and Set Screws,
Hex and Spline Keys (Inch Series)

(1986; R 2008) Hexagon Socket Head Shoul der Screws
(Metric Series)

(2006; R 2011) Metric Round Head Short Square Neck
Bolts

(1982; R 2010) Metric Round Head Square Neck Bolts
(1981; R 2008) Wod Screws (Inch Series)

(1998; R 2010) Slotted Head Cap Screws, Square Head
Set Screws, and Slotted Headl ess Set Screws: |nch
Series

(2010) Machi ne Screws, Tapping Screws, and Machi ne
Drive Screws (lnch Series)

(2000; R 2010) Standard Specification for Metric
Thr ead- Formi ng and Thread- Cutting Tappi ng Screws

(1999; R 2010) Metric Machine Screws

(1991; Addenda A 1994; Addenda B 1995) Safety
Standard for Conpressors for Process |Industries

(2009) Safety Standard for Conveyors and Rel ated
Equi pnent

(1977; R 2010) General Purpose Tapered and Reduced
Cross Section Retaining Rings, Metric
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ASME

ASME

ASME

ASME

ASME

ASME

ASME

ASME

ASME

ASME

ASME

ASME

ASME

ASME

ASME

ASME

ASME

ASME

ASME

ASME

ASME

ASME

B29.

B29.

B29.

B30.

B30.

B30.

B30.

B30.

B30.

B30.

B30.

B30.

B31.

B31.

B31.

B31.

B31.

B31.

B36.

B36.

B4.1

B40.

100

11M

400

10

11

16

17

22

10M

19M

100

(2002; Errata 2004) Precision Power Transnission,
Dbl - P- Power Transm ssion, Dbl -P-conveyor Roller
Chai ns, Attachments and Sprockets

(1994) Conbination Chains Attachnents and Sprocket
Teet h

(2001; R 2008) Conbination, "H' Type MII| Chains,
and Sprockets

(2009) Hooks

(2010) Monorails and Underhung Cranes - Safety
St andard for Cabl eways, Cranes, Derricks, Hoists,
Hooks, Jacks, and Slings

(2007) Overhead Hoi sts (Under hung)

(2006) Overhead and Gantry Cranes (Top Running
Bridge, Single G rder, Underhung Hoi sts)

(2011) Overhead and Gantry Cranes (Top Running
Bridge, Single or Miultiple Grder, Top Running
Trol | ey Hoi st)

(2010) Articul ati ng Boom Cranes

(2009) Tower Cranes

(2007) Mobile and Loconotive Cranes

(2010) Floating Cranes and Floating Derricks
(2010) Power Piping

(2010) Process Piping

(2009) Pipeline Transportation Systens for Liquid
Hydr ocarbons and O her Liquid

(2010) Refrigeration Piping and Heat Transfer
Conponent s

(2010; Suppl enment 2010) Gas Transm ssi on and
Di stribution Piping Systens

(2011) Building Services Piping

(2004; R 2010) Standard for Wl ded and Seamni ess
W ought Steel Pipe

(2004; R 2010) Stainless Steel Pipe

(1967; R 2009) Preferred Limts and Fits for
Cylindrical Parts

(2005; R 2010) Pressure Gauges and Gauge Attachnents

Page 40



ASME

ASME

ASME

ASME

ASME

ASME

ASME

ASME

ASME

ASME

ASME

ASME

ASME

ASME

ASME

ASME

ASME

ASME

ASME

ASME

B40. 2

B46. 1

BPVC

BPVC

BPVC

BPVC

BPVC

BPVC

BPVC

BPVC

BPVC

BPVC

BPVC

BPVC

Csh-1

HST- 1

HST- 2

HST- 3

HST- 4

HST-5

00

SEC

SEC

SEC

SEC

SEC

SEC

SEC

SEC

SEC

SEC

SEC

[1-A

[1-C

Vi

\

VI |

Vil D1

Vil D2

(2008) Thernoneters, Direct Readi ng and Renote
Readi ng

(2009) Surface Texture, Surface Roughness, WAviness
and Lay

(2010) Boiler and Pressure Vessels Code

(2010) BPVC Section |-Rules for Construction of
Power Boil ers

(2010) BPVC Section Il-Material s-Part A-Ferrous
Mat eri al s Specifications

(2010) BPVC Section Il-Materials Part
C-Specifications for Wl ding Rods El ectrodes and
Filler Metals

(2010) BPVC Section |IV-Rules for Construction of
Heating Boilers

(2010) BPVC Section | X-Wel di ng and Brazing
Qualifications

(2010) BPVC Section V-Nondestructive Exam nation

(2010) BPVC Section VI-Recomended Rules for the
Care and Operation of Heating Boilers

(2010) BPVC Section VII-Reconmended Guidelines for
the Care of Power Boilers

(2010) Boiler and Pressure Vessel Codes: Section
VIl Rules for Construction of Pressure Vessel

(2010) BPVC Section VIII-Rules for Construction of
Pressure Vessels Division 1

(2010) BPVC Section VIII-Rules for Construction of
Pressure Vessels Division 2-Alternative Rul es

(2009) Control and Safety Devices for Automatically
Fired Boilers

(1999; R 2010) Performance Standard for Electric
Chain Hoists

(1999; R 2010) Performance Standard for Hand Chain
Manual |y Operated Chain Hoists

(1999; R 2010) Performance Standard for Manually
Lever Qperated Chain Hoists

(1999; R 2010) Performance Standard for Overhead
El ectric Wre Rope Hoists

(1999; R 2010) Performance Standard for Air Chain
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ASME

ASME

ASME

ASME

ASME

ASME

ASME

ASME

ASME

ASME

ASME

ASME

ASME

ASME

ASME

ASME

ASME

ASME

ASME

HST- 6

MFC- 3M

N509

N510

NOG- 1

NQA- 1

NUM 1

PTC 10

PTC 12.
PTC 19.

PTC 19.

PTC 19.
PTC 19.
PTC 19.
PTC 25

PTC 38

PTC 4

PTC 9

QEl -1

10

11

Hoi st's

(1999; R 2010) Performance Standard for Air Wre
Rope Hoi sts

(2004; Addenda A 2007) Measurenent of Fluid Flow in
Pi pes Using Orifice, Nozzle, and Venturi

(2002; R 2008) Nucl ear Power Pl ant Air-C eaning
Units and Comnponents

(2007) Testing of Nuclear Air - Treatment Systens

(2010) Rules for Construction of Overhead and
Gantry Cranes (Top Running Bridge, Miultiple Grder)

(2008; Addenda a 2009; Addenda b 2011) Quality
Assurance Requirenents for Nuclear Facility

Appl i cati ons

(2009) Rules for Construction of Cranes, Mnorails,
and Hoists with Bridge or Trolley or Hoist of the
Under hung Type.

(1997; R 2009) Performance Test Code on Conpressors
and Exhausters

(1997; R 2009) Performance Test Code on Deaerators
(1981) Flue and Exhaust Gas Anal yses

(2008) Steam and Water Sanpling, Conditioning, and
Anal ysis in the Power Cycle

(2010) Pressure Measurenent

(1974; R 2004) Tenperature Measurenent
(2004) Fl ow Measur enent

(2008) Pressure Relief Devices

(1980; R 1985) Determ ning the Concentration of
Particulate Matter in a Gas Stream

(2008) Fired Steam CGenerators

(1970; R 1997) Di spl acenent Conpressors, Vacuum
Punps and Bl owers (for historical reference only)

(2010) Standard for the Qualification of Elevator
| nspectors

ASPHALT | NSTI TUTE (Al)

Al Ms-02

(1997 6th Ed) M x Design Mt hods
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Al M- 22 (2001; 2nd Ed) Construction of Hot-M x Asphalt
Pavenent s

Al SP-2 (2001; 3rd Ed) Superpave M x Design
ASPHALT ROOFI NG MANUFACTURER S ASSOCI ATI ON ( ARMAR)
ARVA 410BUR88 (2001) Manual of Roof WMaintenance and Repair

ARVA 460LSRO7 (2002) NRCA/ MRCA Repair Manual for Low Sl ope
Menbr ane Roof Systens

ARVA PMBRGO8 (1998) Quality Control Cuideline for the
Application of Polyner Modified Bitumen Roofing

ASSCOCI ATED Al R BALANCE COUNCI L ( AABQC)

AABC MN-1 (2002; 6th ed) National Standards for Total System
Bal ance
AABC MN\-4 (1996) Test and Bal ance Procedures

ACG Conmi ssi oni ng Cui del (2005) Conmmi ssi oni ng CGui del i ne
ASSOCI ATI ON FOR | RON AND STEEL TECHNOLOGY (Al ST)
Al ST PB-229 (2008) Stainless Steels: A Steel Products Mnual
ASSOCI ATI ON FOR THE ADVANCEMENT OF MEDI CAL | NSTRUMVENTATI ON ( AAM )
ANSI / AAM  ST8 (2008) Hospital Steam Sterilizers
ASSOCI ATI ON OF EDI SON | LLUM NATI NG COVPANI ES ( AEI O)

AEI C C8 (2000) Extruded Dielectric Shielded Power Cables
Rated 5 Through 46 kV

AElI C Cs1 (1990e11) I npregnat ed-Paper-Insul ated, Metallic
Sheat hed Cable, Solid Type

AEI C CS8 (2000) Extruded Dielectric Shielded Power Cables
Rated 5 Through 46 kV

ASSCCI ATI ON OF HOVE APPLI ANCE MANUFACTURERS ( AHAM

AHAM RAC- 1 (1982; R2008) Directory of Certified RoomAir
Condi ti oners

ASSOCI ATI ON OF THE WALL AND CEI LI NG | NDUSTRI ES - | NTERNATI ONAL
(AW )

AWCI TM 12- A (1997; 3rd Ed) Standard Practice for the Testing
and | nspection of Field Applied Sprayed
Fire-Resistive Materials; An Annotated Cuide

ASTM | NTERNATI ONAL ( ASTM
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ASTM 01. 01

ASTM Al

ASTM A1008/ A1008M

ASTM A1011/ A1011M

ASTM A1018/ A1018M

ASTM A1023/ A1023M

ASTM A1035/ A1035M

ASTM A105/ A105M

ASTM A106/ A106M

ASTM A108

ASTM A109/ A109M

ASTM Al116

ASTM Al121

ASTM A123/ A123M

ASTM Al126

ASTM A128/ A128M

ASTM Al34

(2011) Steel - Piping, Tubing, Fittings

(2000; R 2010) Standard Specification for Carbon
Steel Tee Rails

(2011) Standard Specification for Steel, Sheet,

Col d-Rol I ed, Carbon, Structural, Hi gh-Strength
Low Al l oy and High-Strength Low Al loy with | nproved
Formability, Solution Hardened, and Bake Hardened

(2010) Standard Specification for Steel, Sheet, and
Strip, Hot-Rolled, Carbon, Structural,

Hi gh-Strength Low Al l oy and Hi gh-Strength Low Al | oy
with I nproved Fornmability and Utra-H gh Strength

(2010) Standard Specification for Steel, Sheet and
Strip, Heavy-Thickness Coils, Hot-Rolled, Carbon,
Commercial, Drawing, Structural, Hi gh-Strength
Low Al l oy, High-Strength Low Alloy with | nproved
Formability, and Utra-H gh Strength

(2009) Standard Specification for Stranded Carbon
Steel Wre Ropes for General Purposes

(2011) Standard Specification for Deforned and

Pl ai n, Low carbon, Chromum Steel Bars for
Concrete Rei nforcenent

(2011) Standard Specification for Carbon Steel
Forgings for Piping Applications

(2010) Standard Specification for Seam ess Carbon
Steel Pipe for Hi gh-Tenperature Service

(2007) Standard Specification for Steel Bar, Carbon
and All oy, Col d-Finished

(2008) Standard Specification for Steel, Strip,
Car bon (0.25 Maxi num Percent), Col d-Roll ed

(2011) Standard Specification for Metallic-Coated,
Steel Wven Wre Fence Fabric

(2007) Standard Specification for Metallic-Coated
Carbon Steel Barbed Wre

(2009) Standard Specification for Zinc (Hot-Dip
Gal vani zed) Coatings on Iron and Steel Products

(2004; R 2009) Standard Specification for Gay Iron
Castings for Valves, Flanges, and Pipe Fittings

(1993; R 2007) Standard Specification for Steel
Castings, Austenitic Manganese

(1996; R 2005) Standard Specification for Pipe,
Steel, Electric-Fusion (Arc)-Wlded (Sizes NPS 16
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ASTM A135/ A135M

ASTM A139/ A139M

ASTM Al143/ A143M

ASTM A148/ A148M

ASTM A153/ A153M

ASTM Al159

ASTM Al167

ASTM Al76

ASTM A179/ A179M

ASTM A181/ A181M

ASTM A182/ A182M

ASTM A183

ASTM A184/ A184M

ASTM A185/ A185M

ASTM A192/ A192M

ASTM A193/ A193M

and Over)

(2009) Standard Specification for
El ectri c- Resi st ance- VWl ded Steel Pipe

(2004; R 2010) Standard Specification for
El ectric-Fusion (ARC)-Wel ded Steel Pipe (NPS 4 and
over)

(2007) Standard Practice for Safeguardi ng Agai nst
Enbrittl ement of Hot-Di p Gal vani zed Structural
Steel Products and Procedure for Detecting
Enbrittl enent

(2008) Standard Specification for Steel Castings,
Hi gh Strength, for Structural Purposes

(2009) Standard Specification for Zinc Coating
(Hot-Dip) on Iron and Steel Hardware

(1983; R 2011) Standard Specification for
Autonptive Gray Iron Castings

(2011) Standard Specification for Stainless and
Heat - Resi sting Chrom um Ni ckel Steel Plate, Sheet,
and Strip

(1999; R 2009) Standard Specification for Stainless
and Heat - Resisting Chromum Steel Plate, Sheet, and
Strip

(1990a; R 2005) Standard Specification for Seanl ess
Col d- Drawn Low Car bon St eel Heat-Exchanger and
Condenser Tubes

(2006) Standard Specification for Carbon Steel
For gi ngs, for General -Purpose Piping

(2011a) Standard Specification for Forged or Rolled
Al'l oy- Steel Pipe Flanges, Forged Fittings, and
Val ves and Parts for Hi gh-Tenperature Service

(2003; R 2009) Standard Specification for Carbon
Steel Track Bolts and Nuts

(2006e1) Standard Specification for Fabricated
Deformed Steel Bar Mats for Concrete Reinforcenent

(2007) Standard Specification for Steel Wl ded Wre
Rei nforcenent, Plain, for Concrete

(2002; R 2007) Standard Specification for Seaml ess
Carbon Steel Boiler Tubes for Hi gh-Pressure Service

(2011) Standard Specification for Alloy-Steel and

Stainless Steel Bolting Materials for
Hi gh- Tenperature Service and O her Special Purpose
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ASTM A194/ A194M

ASTM A197/ A197M

ASTM A20/ A20M

ASTM A211

ASTM A216/ A216M

ASTM A217/ A217M

ASTM A220/ A220M

ASTM A227] A227M

ASTM A229/ A229M

ASTM A234/ A234M

ASTM A239

ASTM A240/ A240M

ASTM A242/ A242M

ASTM A249/ A249M

ASTM A252

ASTM A263

Appl i cations

(2010a) Standard Specification for Carbon and Al oy
Steel Nuts for Bolts for H gh-Pressure or
Hi gh- Tenperature Service, or Both

(2000; R 2011) Standard Specification for Cupol a
Mal | eabl e Iron

(2011) Ceneral Requirenents for Steel Plates for
Pressure Vessels

(1975; R 1985) Specification for Spiral-Wl ded
Steel or Iron Pipe

(2008) Standard Specification for Steel Castings,
Carbon, Suitable for Fusion Wl ding, for
H gh- Tenperature Service

(2010) Standard Specification for Steel Castings,
Martensitic Stainless and All oy, for
Pressure-Contai ning Parts, Suitable for

Hi gh- Tenperature Service

(1999; R 2009) Standard Specification for Pearlitic
Mal | eabl e Iron

(2006; R 2011) Standard Specification for Steel
Wre, Cold-Drawn for Mechanical Springs

(1999; R 2005) Standard Specification for Steel
Wre, QI-Tenpered for Mechanical Springs

(2011) Standard Specification for Piping Fittings
of Wought Carbon Steel and Alloy Steel for
Moder ate and Hi gh Tenperature Service

(1995; R 2009el1) Standard Practice for Locating the
Thi nnest Spot in a Zinc (Glvanized) Coating on
Iron or Steel Articles

(2011a) Standard Specification for Chrom um and
Chrom um Ni ckel Stainless Steel Plate, Sheet, and
Strip for Pressure Vessels and for Ceneral

Appli cations

(2004; R 2009) Standard Specification for
Hi gh-Strength Low Al l oy Structural Steel

(2010a) Standard Specification for Wl ded
Austenitic Steel Boiler, Superheater,
Heat - Exchanger, and Condenser Tubes

(2010) Standard Specification for Wl ded and
Seanl ess Steel Pipe Piles

(2009) Standard Specification for Stainless
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ASTM A264

ASTM A265

ASTM A266/ A266M

ASTM A268/ A268M

ASTM A269

ASTM A27/ A27M

ASTM A270/ A270M

ASTM A275/ A275M

ASTM A276

ASTM A278/ A278M

ASTM A283/ A283M

ASTM A285/ A285M

ASTM A29/ A29M

ASTM A290/ A290M

ASTM A297/ A297M

ASTM A302/ A302M

Chrom um Steel -Cl ad Pl ate

(2011) Standard Specification for Stainless
Chrom um Ni ckel Steel-Clad Plate

(2009) Standard Specification for N ckel and
Ni ckel -Base Alloy-Clad Steel Plate

(2011) Standard Specification for Carbon Steel
Forgings for Pressure Vessel Conponents

(2010) Standard Specification for Seam ess and
Wel ded Ferritic and Martensitic Stainless Steel
Tubing for General Service

(2010) Standard Specification for Seam ess and
Wel ded Austenitic Stainless Steel Tubing for
General Service

(2010) Standard Specification for Steel Castings,
Carbon, for General Application

(2010) Standard Specification for Seam ess and
Wel ded Austenitic Stainless Steel Sanitary Tubing

(2008) Standard Test Method for Magnetic Particle
Exam nation of Steel Forgings

(2010) Standard Specification for Stainless Steel
Bars and Shapes

(2001; R 2011) Standard Specification for Gay Iron
Castings for Pressure-Containing Parts for
Tenperatures Up to 650 degrees F (350 degrees O

(2003; R 2007) Standard Specification for Low and
Intermedi ate Tensile Strength Carbon Steel Plates

(2003; R 2007) Standard Specification for Pressure
Vessel Plates, Carbon Steel, Low and
I nternedi ate-Tensile Strength

(2011a) Standard Specification for Steel Bars,
Carbon and Al l oy, Hot-Wought Ceneral Requirements
for

(2005; R 2010) Standard Specification for Carbon
and Alloy Steel Forgings for Rings for Reduction
Gears

(2010) Standard Specification for Steel Castings,
[ ron- Chrom um and | ron-Chrom um Ni ckel, Heat
Resi stant, for General Application

(2003; R 2007) Standard Specification for Pressure

Vessel Plates, Alloy Steel, Manganese- Ml ybdenum
and Manganese- Mbl ybdenum Ni ckel
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ASTM A307

ASTM A308/ A308M

ASTM A312/ A312M

ASTM A313/ A313M

ASTM A319

ASTM A320/ A320M

ASTM A322

ASTM A325

ASTM A325M

ASTM A328/ A328M

ASTM A334/ A334M

ASTM A336/ A336M

ASTM A345

ASTM A350/ A350M

ASTM A351/ A351M

ASTM A352/ A352M

ASTM A354

(2010) Standard Specification for Carbon Steel
Bolts and Studs, 60 000 PSI Tensile Strength

(2010) Standard Specification for Steel Sheet,
Terne (Lead-Tin Alloy) Coated by the Hot Dip Process

(2011) Standard Specification for Seanl ess, Wl ded,
and Heavily Cold Wrked Austenitic Stainless Steel
Pi pes

(2010el1) Standard Specification for Stainless Steel
Spring Wre

(1971; R 2011) Standard Specification for Gay Iron
Castings for Elevated Tenperatures for Non-Pressure
Contai ning Parts

(2011) Standard Specification for Alloy/ Steel and
Stainless Steel Bolting Materials for
Low Temper ature Service

(2007) Standard Specification Steel Bars, All oy,
St andard Grades

(2010) Standard Specification for Structural Bolts,
Steel, Heat Treated, 120/105 ksi M ni mum Tensil e
Strength

(2009) Standard Specification for Structural Bolts,
Steel, Heat Treated, 830 MPa M ni mum Tensil e
Strength (Metric)

(2007) Standard Specification for Steel Sheet Piling

(2004a; R 2010) Standard Specification for Seam ess
and Wel ded Carbon and All oy-Steel Tubes for
Low Temper ature Service

(2010a) Standard Specification for Alloy Steel
Forgings for Pressure and Hi gh- Tenperature Parts

(2009) Standard Specification for Flat-Rolled
El ectrical Steels for Magnetic Applications

(2011) Standard Specification for Carbon and
Low Al l oy Steel Forgings, Requiring Notch Toughness
Testing for Piping Conmponents

(2010) Standard Specification for Castings,
Austenitic, for Pressure-Containing Parts

(2006) Standard Specification for Steel Castings,
Ferritic and Martensitic, for Pressure-Containing
Parts, Suitable for Low Tenperature Service

(2007a) Standard Specification for Quenched and
Tenpered Alloy Steel Bolts, Studs, and O her
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ASTM A356/ A356M

ASTM A358/ A358M

ASTM A36/ A36M

ASTM A366/ A366M

ASTM A368

ASTM A370

ASTM A376/ A376M

ASTM A380

ASTM A385/ A385M

ASTM A392

ASTM A395/ A395M

ASTM A403/ AA03M

ASTM A416/ A416M

ASTM A420/ A420M

ASTM A421/ AA21M

ASTM A423/ A423M

External |y Threaded Fasteners

(2007) Standard Specification for Steel Castings,
Carbon, Low Alloy, and Stainless Steel,
Heavy-Wal | ed for Steam Turbi nes

(2008a) Standard Specification for

El ectric-Fusi on- Wl ded Austenitic Chrom um N ckel
Stainless Steel Pipe for H gh-Tenperature Service
and General Applications

(2008) Standard Specification for Carbon Structural
St eel

(1997el1) Standard Specification for Comrercial
Steel (CS) Sheet, Carbon, (0.15 Maxi mum Percent)
Col d-Rol | ed

(1995a; R 2009) Standard Specification for
Stainless Steel Wre Strand

(2011) Standard Test Methods and Definitions for
Mechani cal Testing of Steel Products

(2006) Standard Specification for Seanl ess
Austenitic Steel Pipe for High-Tenperature
Central -Station Service

(2006) Standard Practice for O eaning, Descaling,
and Passivation of Stainless Steel Parts,
Equi pnent, and Systens

(2011) Standard Practice for Providing High-Quality
Zinc Coatings (Hot-Dip)

(2011a) Standard Specification for Zinc-Coated
St eel Chai n-Li nk Fence Fabric

(1999; R 2009) Standard Specification for Ferritic
Ductile Iron Pressure-Retaining Castings for Use at
El evat ed Tenper at ures

(2011) Standard Specification for Wought
Austenitic Stainless Steel Piping Fittings

(2010) Standard Specification for Steel Strand,
Uncoat ed Seven-Wre for Prestressed Concrete

(2010a) Standard Specification for Piping Fittings
of Wought Carbon Steel and Alloy Steel for
Low Tenperature Service

(2010) Standard Specification for Uncoated
Stress-Relieved Steel Wre for Prestressed Concrete

(2009) Standard Specification for Seam ess and
El ectric-Wel ded Low Al l oy Steel Tubes
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ASTM A424] AA24M

ASTM A428/ A428M

ASTM A435/ A435M

ASTM A436

ASTM A439

ASTM A447] AAATM

ASTM A449

ASTM A463/ A463M

ASTM A467/ AA6TM

ASTM A47/ AATM

ASTM A475

ASTM A478

ASTM A479/ AA79M

ASTM A48/ A48M

ASTM A480/ AA480M

ASTM A484/ AA84AM

ASTM A487/ AABTM

ASTM A489

(2009a) Standard Specification for Steel
Por cel ai n Enanel i ng

Sheet for

(2010) Standard Test Method for Wi ght (Mass) of

Coating on Al um num Coated Iron or Steel

(1990; R 2007) Standard Specification for

Strai ght-Beam Ul trasoni ¢ Exani nation of Steel

(1984; R 2011) Standard Specification for
Austenitic Gray Iron Castings

(1983; R 2009) Standard Specification for
Austenitic Ductile Iron Castings

(2010) Standard Specification for Steel

Chrom um Ni ckel -l1ron Alloy (25-12 Cass), for
H gh- Tenperature Service

(2010) Standard Specification for
St eel

Bol ts, and Studs,

Heat Treated,

ksi M nimum Tensil e Strength, General

(2010) Standard Specification for Steel

Articles

Pl at es

Casti ngs,

Hex Cap Screws,

120/ 105/ 90

Al um num Coated, by the Hot-Di p Process

(2007) Standard Specification for Mach

(1999; R 2009) Standard Specification for

Mal | eabl e I ron Castings

Use
Sheet,
ine Coil Chain
Ferritic

(2003; R 2009el) Standard Specification for

Zi nc- Coat ed St eel

Wre Strand

(1997; R 2008) Standard Specification for

Chrom um Ni ckel
Knitting Wre

St ai nl ess Steel Wavin

g and

(2011) Standard Specification for Stainless Steel

Bars and Shapes for

Pressure Vessels

Use in Boilers and O her

(2003; R 2008) Standard Specification for Gray Iron

Casti ngs

(2011a) Standard Specification for Ceneral

Requi renments for

Heat - Resi sting Steel

Pl at e, Sheet, and

Fl at- Rol | ed Stainl ess and

Strip

(2011) Standard Specification for General

Requi renents for Stainless Steel

For gi ngs

Bar s,

Billets,

(1993; R 2007) Standard Specification for Steel

Castings Suitable for

Pressure Service

and

(2004el) Standard Specification for Carbon Steel
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ASTM A49

ASTM A490

ASTM A490M

ASTM A491

ASTM A492

ASTM A496/ A496M

ASTM A497/ AA97M

ASTM A499

ASTM A500/ A500M

ASTM A501

ASTM A504/ A504M

ASTM A512

ASTM A513

ASTM A514/ A514M

ASTM A515/ A515M

ASTM A516/ A516M

Lifting Eyes

(2001; R 2006) Standard Specification for Heat
Treated Carbon Steel Joint Bars, Mcroalloyed Joint
Bars and Forged Carbon Steel Conprom se Joint Bars

(2010ael) Standard Specification for Structural
Bolts, Alloy Steel, Heat Treated, 150 ksi M nimum
Tensile Strength

(2010e1) Standard Specification for High-Strength
Steel Bolts, Casses 10.9 and 10.9.3, for
Structural Steel Joints (Metric)

(2011) Standard Specification for Al unm num Coat ed
St eel Chain-Link Fence Fabric

(1995; R 2009) Standard Specification for Stainless
Steel Rope Wre

(2007) Standard Specification for Steel Wre,
Def ormed, for Concrete Rei nforcement

(2007) Standard Specification for Steel Wl ded Wre
Rei nforcenent, Deformed, for Concrete

(1989; R 2008) Standard Specification for Steel
Bars and Shapes, Carbon Rolled from"T" Rails

(2010a) Standard Specification for Col d-Forned
Wel ded and Seaml ess Carbon Steel Structural Tubing
i n Rounds and Shapes

(2007) Standard Specification for Hot-Forned Wl ded
and Seam ess Carbon Steel Structural Tubing

(2008) Standard Specification for Wought Carbon
Steel Wheel s

(2006) Standard Specification for Col d-Drawn
Buttwel d Carbon Steel Mechanical Tubing

(2008a) Standard Specification for
El ectri c- Resi stance- Wl ded Carbon and Al l oy Steel
Mechani cal Tubi ng

(2005; R 2009) Standard Specification for
Hi gh-Yi el d-Strength, Quenched and Tenpered All oy
Steel Plate, Suitable for Welding

(2010) Standard Specification for Pressure Vessel
Pl ates, Carbon Steel, for Internediate- and
Hi gher - Tenperature Service

(2010) Standard Specification for Pressure Vessel

Pl at es, Carbon Steel, for Mbderate- and
Lower - Tenperature Service
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ASTM A518/ A518M

ASTM A519

ASTM A524

ASTM A529/ A529M

ASTM A53/ A53M

ASTM A530/ A530M

ASTM A532/ A532M

ASTM A534

ASTM A536

ASTM A554

ASTM A560/ A560M

ASTM A563

ASTM A563M

ASTM A564/ A564M

ASTM A568/ A568M

ASTM A572/ A572M

ASTM A574

(1999; R 2008) Standard Specification for
Corrosion-Resistant H gh-Silicon Iron Castings

(2006) Standard Specification for Seaml ess Carbon
and All oy Steel Mechanical Tubing

(1996; R 2005) Standard Specification for Seanl ess
Carbon Steel Pipe for Atnospheric and Lower
Tenper at ur es

(2005; R 2009) Standard Specification for
Hi gh- Strength Carbon- Manganese Steel of Structural

Quality

(2010) Standard Specification for Pipe, Steel,
Bl ack and Hot - Di pped, Zinc-Coated, Wl ded and
Seam ess

(2004a; R 2010) Standard Specification for Ceneral
Requi renments for Specialized Carbon and All oy Steel
Pi pe

(2010) Standard Specification for
Abr asi on- Resi stant Cast |rons

(2009) Standard Specification for Carburizing
Steels for Anti-Friction Bearings

(1984; R 2009) Standard Specification for Ductile
Iron Castings

(2010) Standard Specification for Wl ded Stainless
St eel Mechani cal Tubi ng

(2011) Standard Specification for Castings,
Chrom um Ni ckel All oy

(2007a) Standard Specification for Carbon and Al oy
Steel Nuts

(2007) Standard Specification for Carbon and All oy
Steel Nuts (Metric)

(2010) Standard Specification for Hot-Rolled and
Col d- Fi ni shed Age- Hardening Stainless Steel Bars
and Shapes

(2011b) Standard Specifications for Steel, Sheet,
Carbon, Structural, and Hi gh-Strength, Low All oy,
Hot - Rol | ed and Col d- Rol | ed, General Requirenents for

(2007) Standard Specification for H gh-Strength
Low Al | oy Col unmbi um Vanadi um Structural Steel

(2011) Standard Specification for Alloy Steel
Socket - Head Cap Screws
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ASTM A574M

ASTM A575

ASTM A576

ASTM A580/ A580M

ASTM A582/ A582M

ASTM A586

ASTM A587

ASTM A588/ A588M

ASTM A6/ A6M

ASTM A603

ASTM A606/ A6O6M

ASTM A609/ A609M

ASTM A615/ A615M

ASTM A618/ A618M

ASTM A627

ASTM A632

(2011) Standard Specification for Alloy Steel
Socket - Head Cap Screws (Metric)

(1996; R 2007) Standard Specification for Steel
Bars, Carbon, Merchant Quality, M G ades

(1990b; R 2006) Standard Specification for Steel
Bars, Carbon, Hot-Wought, Special Qality

(2008) Standard Specification for Stainless Steel
Wre

(2005) Standard Specification for Free-Machining
Stainless Steel Bars

(2004a; R 2009el) Standard Specification for
Zinc-Coated Parallel and Helical Steel Wre
Structural Strand and Zinc-Coated Wre for
Spun-1n-Place Structural Strand

(1996; R 2005) Standard Specification for
El ectri c- Resi st ance- Wl ded Low Carbon Steel Pipe
for the Chenical |ndustry

(2010) Standard Specification for H gh-Strength
Low Al l oy Structural Steel with 50 ksi (345 MPa)
M ni mum Yiel d Point, with Atnospheric Corrosion
Resi st ance

(2011) Standard Specification for General
Requirenents for Rolled Structural Steel Bars,
Pl at es, Shapes, and Sheet Piling

(1998; R 2009el) Standard Specification for
Zinc-Coated Steel Structural Wre Rope

(2009a) Standard Specification for Steel Sheet and
Strip, H gh-Strength, Low Al loy, Hot-Rolled and
Col d-Rol l ed, with Inmproved At nospheric Corrosion
Resi st ance

(1991; R 2007) Standard Specification for Castings,
Carbon, Low Alloy, and Martensitic Stainless Steel,
U trasoni c Exami nation Ther eof

(2009b) Standard Specification for Defornmed and
Pl ai n Carbon-Steel Bars for Concrete Reinforcenent

(2004; R 2010) Standard Specification for
Hot - For med Wel ded and Seam ess Hi gh-Strength
Low Al l oy Structural Tubing

(2003; R 2011) Standard Specification for
Tool -Resisting Steel Bars, Flats, and Shapes for
Detention and Correctional Facilities

(2004; R 2009) Standard Specification for Seanl ess
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ASTM A633/ A633M

ASTM A641/ A641M

ASTM A648

ASTM A653/ A653M

ASTM A659/ A659M

ASTM A666

ASTM A667/ A667M

ASTM A668/ A668M

ASTM A675/ A675M

ASTM A688/ A688M

ASTM A690/ A690M

ASTM A694/ A694M

ASTM A702

ASTM A705/ A705M

ASTM A706/ A706M

and Wl ded Austenitic Stainless Steel Tubing
(Smal | -Di aneter) for General Service

(2001; R 2011) Standard Specification for
Normal i zed Hi gh-Strength Low Al l oy Structural Steel
Pl at es

(2009a) Standard Specification for Zinc-Coated
(Gal vani zed) Carbon Steel Wre

(2011) Standard Specification for Steel Wre, Hard
Drawn for Prestressing Concrete Pipe

(2011) Standard Specification for Steel Sheet,
Zi nc- Coated (Gl vani zed) or Zinc-lron All oy-Coated
(Gl vanneal ed) by the Hot-Di p Process

(2010) Standard Specification for Comrercial Steel
(CS), Sheet and Strip, Carbon (0.16 Maxi mumto 0.25
Maxi mum Percent), Hot-Rolled

(2010) Standard Specification for Anneal ed or
Col d-Worked Austenitic Stainless Steel Sheet,
Strip, Plate and Flat Bar

(1987; R 2008) Standard Specification for
Centrifugally Cast Dual Metal (G ay and White Cast
Iron) Cylinders

(2004; R 2009) Standard Specification for Steel
Forgi ngs, Carbon and Alloy, for General |ndustrial
Use

(2003; R 2009) Standard Specification for Steel
Bars, Carbon, Hot-Wought, Special Qality,
Mechani cal Properties

(2011) Standard Specification for Wel ded Austenitic
St ai nl ess Steel Feedwater Heater Tubes

(2007) Standard Specification for H gh-Strength
Low Al l oy Nickel, Copper, Phosphorus Steel HPiles
and Sheet Piling with Atnospheric Corrosion

Resi stance for Use in Marine Environnments

(2008) Standard Specification for Carbon and All oy
Steel Forgings for Pipe Flanges, Fittings, Valves,
and Parts for Hi gh-Pressure Transni ssion Service

(1989; R 2006) Standard Specification for Steel
Fence Posts and Assenblies, Hot Wought

(1995; R 2009) Standard Specification for
Age- Har deni ng Stainless Steel Forgings

(2009b) Standard Specification for Low All oy Steel
Deformed and Plain Bars for Concrete Reinforcenent
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ASTM A707/ A707M

ASTM A709/ A709M

ASTM A716

ASTM A722] A722M

ASTM A727] A727TM

ASTM A733

ASTM A74

ASTM A742] A742M

ASTM A743/ A743M

ASTM A746

ASTM A755/ A755M

ASTM A760/ A760M

ASTM A762/ A762M

ASTM A764

ASTM A767/ AT67M

ASTM A774] AT74M

ASTM A775/ A775M

(2010) Standard Specification for Forged Carbon and
Al oy Steel Flanges for Low Temperature Service

(2011) Standard Specification for Structural Steel
for Bridges

(2008) Standard Specification for Ductile Iron
Cul vert Pipe

(2007) Standard Specification for Uncoated
Hi gh-Strength Steel Bar for Prestressing Concrete

(2011) Standard Specification for Carbon Steel
Forgings for Piping Conponents with Inherent Notch
Toughness

(2003; R 2009el) Standard Specification for Wl ded
and Seam ess Carbon Steel and Austenitic Stainless
Steel Pipe N pples

(2009) Standard Specification for Cast Iron Soil
Pi pe and Fittings

(2003; R 2008) Standard Specification for Steel
Sheet, Metallic Coated and Pol ynmer Precoated for
Corrugat ed Steel Pipe

(2006; R 2010) Standard Specification for Castings,
I ron- Chrom um |ron-Chrom um N ckel, Corrosion
Resi stant, for General Application

(2009) Standard Specification for Ductile Iron
Gravity Sewer Pipe

(2011) Standard Specification for Steel Sheet,
Metallic Coated by the Hot-Di p Process and

Prepai nted by the Coil-Coating Process for Exterior
Exposed Buil di ng Products

(2010) Standard Specification for Corrugated Steel
Pi pe, Metallic-Coated for Sewers and Drains

(2008) Standard Specification for Corrugated Steel
Pi pe, Polyner Precoated for Sewers and Drains

(2007) Standard Specification for Metallic Coated
Carbon Steel Wre, Coated at Size and Drawn to Size
for Mechanical Springs

(2009) Standard Specification for Zinc-Coated
(Gal vani zed) Steel Bars for Concrete Reinforcenent

(2009) Standard Specification for As-Wel ded W ought
Austenitic Stainless Steel Fittings for General
Corrosive Service at Low and Moderate Tenperatures

(2007b) Standard Specification for Epoxy-Coated
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ASTM A778

ASTM A779/ A779M

ASTM A780/ A780M

ASTM A786/ A786M

ASTM A789/ A789M

ASTM A792/ A792M

ASTM A795/ A795M

ASTM A798/ A798M

ASTM A807/ ABO7M

ASTM A809

ASTM A813/ A813M

ASTM A814/ A814M

ASTM A815/ A815M

ASTM A82/ A82M

ASTM A820/ A820M

ASTM A821/ A821M

St eel

Rei nforci ng Bars

(2001; R 2009el1) Standard Specification for Wl ded,

Unanneal ed Austenitic Stainless Steel

Pr oduct s

(2010) Standard Specification for Steel

Seven-Wre,
for Prestressed

(2009) Standard

Concrete

Practice for

Tubul ar

St rand

Uncoat ed Areas of Hot-Di p Gal vani zed Coati ngs

(2005; R 2009) Standard Specification for

Hot - Rol | ed Car bon,
and All oy Steel

Low Al | oy,

Low Al | oy,

H gh-Strength
Fl oor

Pl at es

Uncoat ed, Conpacted, Stress-Relieved

Repair of Damaged and

(2010a) Standard Specification for Seaml ess and

Wel ded Ferritic/Austenitic Stainless Steel
Servi ce

for Ceneral

(2010) Standard Specification for Steel

Sheet ,

Tubi ng

55%

Al umi num Zinc Al |l oy-Coated by the Hot-Di p Process

(2008) Standard Specification for

Bl ack and

Hot - Di pped Zi nc- Coated (Gal vani zed) Wl ded and

Seanl ess St eel

(2007) Standard

Fact ory- Made Corrugated Steel

Pi pe for

Fire Pr

Practice for In

QO her Applications

(2002; R 2008) Standard Practice for

Corrugat ed Steel

St ruct ural

and Ot her Applications

otection Use

stalling

Pi pe for Sewers and

Installing
Pl ate Pipe for Sewers

(2008) Standard Specification for Al um num Coat ed

(Al um ni zed) Carbon Steel

Wre

(2009) Standard Specification for Single- or

Doubl e- Wl ded Austenitic Stainless Steel

Pi pe

(2008) Standard Specification for Col d-Wrked

Wel ded Austenitic Stainless Steel

Pi pe

(2010a) Standard Specification for Wought

Ferritic,
St ai nl ess St eel

(2007) Standard Specification for Steel
Concrete Rei nforcenent

Pl ain, for

(2011) Standard Specification for Steel

Ferritic/Austenitic,

Pi ping Fittings

Fi ber- Rei nforced Concrete

(2010) Standard Specification for Steel
Prestressi ng Concrete Tanks

Drawn for

Page 56

and Martensitic

Wre,

Fi bers

Wre,

for

Har d



ASTM A824

ASTM A849

ASTM A853

ASTM A856/ AB56M

ASTM A857/ AB57M

ASTM A858/ A858M

ASTM A861

ASTM A865/ AB65M

ASTM A879/ A879M

ASTM A882/ A882M

ASTM A884/ A884M

ASTM A886/ AB86M

ASTM A888

ASTM A898/ AB98M

ASTM A90/ A90M

ASTM A924/ A924M

(2001; R 2007) Standard Specification for
Metallic-Coated Steel Marcell ed Tension Wre for
Use Wth Chain Link Fence

(2010) Standard Specification for Post-Applied
Coati ngs, Pavings, and Linings for Corrugated Steel
Sewer and Drai nage Pipe

(2004; R 2010) Standard Specification for Steel
Wre, Carbon, for Ceneral Use

(2003; R 2009) Standard Specification for Zinc-5%
Al umi num M schnet al Al | oy- Coat ed Carbon Steel Wre

(2007) Standard Specification for Steel Sheet
Piling, Cold-Forned, Light Gage

(2010a) Standard Specification for Heat-Treated
Carbon Steel Fittings for Low Tenperature and
Corrosi ve Service

(2004; R 2008) Standard Specification for
Hi gh-Silicon Iron Pipe and Fittings

(2006) Standard Specification for Threaded
Coupl i ngs, Steel, Black or Zinc-Coated (Gl vani zed)
Wel ded or Seaml ess, for Use in Steel Pipe Joints

(2006) Standard Specification for Steel Sheet, zinc
Coated by the Electrolytic Process for Applications
Requiri ng Designation of the Coating Mass on Each
Sur f ace

(2004a; R 2010) Standard Specification for Filled
Epoxy- Coat ed Seven-Wre Prestressing Steel Strand

(2006) Standard Specification for Epoxy- Coated
Steel Wre and Wl ded Wre Reinforcenent

(2010) Standard Specification for Steel Strand,
I ndented, Seven-Wre Stress-Relieved for
Prestressed Concrete

(2011) Standard Specification for Hubless Cast Iron
Soil Pipe and Fittings for Sanitary and Storm
Drain, Waste, and Vent Piping Applications

(2007) Standard Specification for Strai ght Beam
U trasoni c Examination of Rolled Steel Structural
Shapes

(2011) Standard Test Method for Weight [Mass] of
Coating on Iron and Steel Articles with Zinc or
Zinc-All oy Coatings

(2010a) Standard Specification for Ceneral
Requirenents for Steel Sheet, Metallic-Coated by
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ASTM A929/ A929M

ASTM A931

ASTM A934/ A934M

ASTM A961/ A961M

ASTM A966/ A966M

ASTM A974

ASTM A975

ASTM A981/ A981M

ASTM A990

ASTM A992/ A992M

ASTM A996/ A996M

ASTM Bl

ASTM B101

ASTM B103/ B103M

ASTM B108/ B108M

the Hot-Di p Process

(2001; R 2007) Standard Specification for Steel
Sheet, Metallic-Coated by the Hot-Di p Process for
Corrugat ed Steel Pipe

(2008) Standard Test Method for Tension Testing of
Wre Ropes and Strand

(2007) Standard Specification for Epoxy-Coated
Prefabricated Steel Reinforcing Bars

(2011) Standard Specification for Conmon
Requirenments for Steel Flanges, Forged Fittings,
Val ves, and Parts for Piping Applications

(2008) Standard Test Method for Magnetic Particle
Exami nation of Steel Forgings Using Alternating
Current

(1997; R 2011) Standard Specification for Wl ded
Wre Fabric Gabion and Gabion Mattresses (Metallic
Coat ed or Pol yvinyl Chloride (PVC Coated)

(1997; R 2003) Standard Specification for

Doubl e- Twi st ed Hexagonal Mesh Gabi ons and Revet
Mattresses (Metallic-Coated Steel Wre or

Metal lic-Coated Steel Wre Wth Pol y(Vinyl
Chloride) (PVC) Coating)

(2011) Standard Specification for Eval uating Bond
Strength for 15.2 mm (0.6 in.) D aneter
Prestressing Steel Strand, Grade 270, Uncoated,
Used in Prestressed Ground Anchors

(2011) Standard Specification for Castings,

I ron-Ni ckel - Chromium and Ni ckel Alloys, Specially
Controlled for Pressure Retaining Parts for
Corrosive Service

(2011) Standard Specification for Structural Steel
Shapes

(2009b) Standard Specification for Rail-Steel and
Axl e- St eel Defornmed Bars for Concrete Reinforcenent

(2001; R 2007) Standard Specification for
Har d- Dr awn Copper Wre

(2007) Standard Specification for Lead-Coated
Copper Sheet and Strip for Building Construction

(2010) Standard Specification for Phosphor Bronze
Pl ate, Sheet, Strip, and Rolled Bar

(2008) Standard Specification for Al um num Al l oy
Per manent Ml d Casti ngs
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ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

B111/ B111M

B117

B121/ B121M

B124/ B124M

B127

B135

B135M

B136

B137

B138/ B138M

B148

B150/ B150M

B152/ B152M

B161

B163

B164

B165

B166

(2011) Standard Specification for Copper and
Copper - Al l oy Seamnl ess Condenser Tubes and Ferrul e
St ock

(2011) Standard Practice for Qperating Salt Spray
(Fog) Apparatus

(2001; R 2006) Standard Specification for Leaded
Brass Plate, Sheet, Strip, and Rolled Bar

(2011b) Standard Specification for Copper and
Copper All oy Forging Rod, Bar, and Shapes

(2005; R 2009) Standard Specification for
Ni ckel - Copper All oy (UNS N04400) Pl ate, Sheet, and
Strip

(2010) Standard Specification for Seanl ess Brass
Tube

(2010) Standard Specification for Seaml ess Brass
Tube (Metric)

(1984; R 2008el) Standard Method for Measurenent of
Stain Resistance of Anodic Coatings on Al umi num

(1995; R 2009) Standard Test Method for Measurenent
of Coating Mass Per Unit Area on Anodically Coated
Al um num

(2011) Standard Specification for Manganese Bronze
Rod, Bar and Shapes

(1997; R 2009) Standard Specification for
Al umi num Bronze Sand Casti ngs

(2008) Standard Specification for Al um num Bronze
Rod, Bar, and Shapes

(2009) Standard Specification for Copper Sheet,
Strip, Plate, and Rolled Bar

(2005; R 2009) Standard Specification for N ckel
Seanl ess Pi pe and Tube

(2011) Standard Specification for Seam ess N ckel
and Nickel Al oy Condenser and Heat- Exchanger Tubes

(2003; R 2008) Standard Specification for
Ni ckel - Copper Alloy Rod, Bar, and Wre

(2005; R 2009) Standard Specification for
Ni ckel - Copper All oy (UNS N04400)* Seam ess Pipe and
Tube

(2011) Standard Specification for
Ni ckel -Chromumlron Alloys (UNS N0O6600, NO06601,
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ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

B167

B168

B171/ B171M

B173

B176

B177/ B177M

B179

B187/ B187M

B188

B194

B2

B209

B209M

B21/ B21M

B210

N06603, N06690, N06693, N06025, and NO6045)* and
Ni ckel - Chr om um Cobal t - Mol ybdenum Al | oy (UNS
N06617) Rod, Bar, and Wre

(2011) Standard Specification for

Ni ckel - ChromiumIron Alloys (UNS N0O6600, N06601,
N06603, NO06690, N06693, N06025, and NO6045)* and
Ni ckel - Chr omi um Cobal t - Mol ybdenum Al | oy (UNS
N06617) Seam ess Pi pe and Tube

(2011) Standard Specification for

Ni ckel -Chromumlron Alloys (UNS N06600, NO06601,
N06603, NO6690, N06693, N06025, and N06045) and
Ni ckel - Chr om um Cobal t - Mol ybdenum Al | oy (UNS
N06617) Pl ate, Sheet, and Strip

(2011e1) Standard Specification for Copper-Alloy
Pl ate and Sheet for Pressure Vessels, Condensers
and Heat Exchangers

(2010) Standard Specification for Rope-Lay-Stranded
Copper Conductors Havi ng Concentric-Stranded
Menbers, for Electrical Conductors

(2008) Standard Specification for Copper-Alloy D e
Casti ngs

(2011) Standard Gui de for Engi neering Chrom um
El ectropl ating

(2011) Standard Specification for Al um num All oys
in Ingot and Molten Forns for Castings from All
Casting Processes

(2011) Standard Specification for Copper, Bus Bar,
Rod and Shapes and General Purpose Rod, Bar and
Shapes

(2010) Standard Specification for Seam ess Copper
Bus Pi pe and Tube

(2008) Standard Specification for Copper-Beryllium
Alloy Plate, Sheet, Strip, and Rolled Bar

(2008) Standard Specification for Medi um Hard- Drawn
Copper Wre

(2010) Standard Specification for Al um num and
Al umi num Al | oy Sheet and Pl ate

(2010) Standard Specification for Al um num and
Al um num Al | oy Sheet and Plate (Metric)

(2006) Standard Specification for Naval Brass Rod,
Bar, and Shapes

(2004) Standard Specification for Al um num and
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ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

B210M

B211

B211M

B22

B221

B221M

B23

B230/ B230M

B231/ B231M

B232/ B232M

B236

B236M

B241/ B241M

B244

B247

B247M

Al umi num Al | oy Drawn Seanl ess Tubes

(2005) Standard Specification for Al um num and
Al um num Al | oy Drawn Seanl ess Tubes (Metric)

(2003) Standard Specification for Al um num and
Al umi num Al l oy Bar, Rod, and Wre

(2003) Standard Specification for Al um num and
Al umi num Al l oy Bar, Rod, and Wre (Metric)

(2009e1) Standard Specification for Bronze Castings
for Bridges and Turntables

(2008) Standard Specification for Al um num and
Al umi num Al | oy Extruded Bars, Rods, Wre, Profiles,
and Tubes

(2007) Standard Specification for Al um num and
Al um num Al | oy Extruded Bars, Rods, Wre, Profiles,
and Tubes (Metric)

(2000; R 2010) Standard Specification for Wite
Metal Bearing Alloys (known Commercially as
"Babbitt Metal")

(2007) Standard Specification for Al umi num 1350-H19
Wre for Electrical Purposes

(2011) Standard Specification for
Concentri c-Lay-Stranded Al um num 1350 Conductors

(2011) Standard Specification for
Concentri c-Lay- Stranded Al um num Conduct ors,
Coat ed- St eel Reinforced (ACSR)

(2007) Standard Specification for Al um num Bars for
El ectrical Purposes (Bus Bars)

(2007) Standard Specification for A umnum Bars for
El ectrical Purposes (Bus Bars) (Metric)

(2010) Standard Specification for Al um num and
Al umi num Al | oy Seam ess Pi pe and Seanl ess Extruded
Tube

(2009) Standard Method for Measurement of Thickness
of Anodic Coatings on Alum num and of O her
Nonconducti ve Coatings on Nonmagnetic Basis Mtals
wi th Eddy-Current Instrunents

(2009) Standard Specification for Al um num and
Al um num Al | oy Di e Forgings, Hand Forgi ngs, and
Rol | ed Ri ng For gi ngs

(2009) Standard Specification for Al um num and
Al umi num Al |l oy Di e Forgings, Hand Forgi ngs, and
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ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

B251

B251M

B26/ B26M

B265

B271

B280

B3

B30

B302

B306

B308/ B308M

B316/ B316M

B317/ B317M

B32

B33

B333

B339

B344

Rol I ed Ring Forgings (Metric)

(2010) General Requirenments for Wought Sean ess
Copper and Copper-Al |l oy Tube

(2010) General Requirenents for Wought Seanl ess
Copper and Copper-Al |l oy Tube (Metric)

(2009) Standard Specification for Al um num Al l oy
Sand Castings

(2011) Standard Specification for Titani um and
Titanium All oy Strip, Sheet, and Pl ate

(2011) Standard Specification for Copper-Base Al oy
Centrifugal Castings

(2008) Standard Specification for Seam ess Copper
Tube for Air Conditioning and Refrigeration Field
Service

(2001; R 2007) Standard Specification for Soft or
Anneal ed Copper Wre

(2011) Standard Specification for Copper Alloys in
I ngot Form

(2007) Standard Specification for Threadl ess Copper
Pi pe, Standard Sizes

(2009) Standard Specification for Copper Drainage
Tube (DW)

(2010) Standard Specification for Al um num Al l oy
6061-T6 Standard Structural Profiles

(2010) Standard Specification for Al um num and
Al um num Al l oy Rivet and Col d- Headi ng Wre and Rods

(2007) Standard Specification for Al um num Al l oy
Extruded Bar, Rod, Tube, Pipe, and Structural
Profiles for Electrical Purposes (Bus Conductor)
(2008) Standard Specification for Sol der Metal

(2010) Standard Specification for Tinned Soft or
Anneal ed Copper Wre for Electrical Purposes

(2003; R 2008) Standard Specification for
Ni ckel - Mol ybdenum Al l oy Pl ate, Sheet, and Strip

(2000; R 2010) Standard Specification for Pig Tin
(2011) Standard Specification for Drawn or Roll ed

Ni ckel - Chromi um and Ni ckel -Chromi umIron Alloys for
El ectrical Heating El ements
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ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

B345/ B345M

B348

B36/ B36M

B361

B366

B37

B370

B371/ B371M

B39

B395/ B395M

B398/ B398M

B399/ B399M

B400

B418

B42

B424

B429/ B429M

B43

(2011) Standard Specification for Al um num and

Al um num Al | oy Seaml ess Pi pe and Seam ess Extruded
Tube for Gas and G| Transm ssion and Distribution
Pi pi ng Systens

(2011) Standard Specification for Titani um and
Titanium All oy Bars and Billets

(2008a) Standard Specification for Brass Pl ate,
Sheet, Strip, and Rolled Bar

(2008) Standard Specification for Factory-Mde

W ought Al umi num and Al um num Al l oy Wl ding Fittings

(2010a) Standard Specification for Factory-Mde
W ought Nickel and Nickel Alloy Fittings

(2008) Standard Specification for Al unmi numfor Use
in lron and Steel Manufacturer

(2011) Standard Specification for Copper Sheet and
Strip for Building Construction

(2008) Standard Specification for
Copper-Zinc-Silicon Al oy Rod

(1979; R 2008) Standard Specification for N ckel
(2008) Standard Specification for U Bend Seanl ess
Copper and Copper Al loy Heat Exchanger and
Condenser Tubes

(2002; R 2007) Standard Specification for

Al umi num Al |l oy 6201-T81 Wre for Electrical Purposes

(2004; R 2010) Standard Specification for
Concentric-Lay-Stranded Al um num Al |l oy 6201-T81
Conduct ors

(2008) Standard Specification for Conpact Round
Concentri c-Lay-Stranded Al um num 1350 Conduct or

(2009) Standard Specification for Cast and Wought
Gal vani ¢ Zi nc Anodes

(2010) Standard Specification for Seam ess Copper
Pi pe, Standard Sizes

(2005; R 2009) Standard Specification for
Ni - Fe-Cr-Md-Cu Al l oy (UNS N08825 and UNS N08221)*
Pl ate, Sheet, and Strip

(2010) Standard Specification for Al um num All oy
Extruded Structural Pipe and Tube

(2009) Standard Specification for Seam ess Red
Brass Pi pe, Standard Sizes
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ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

B438

B439

B443

B456

B479

B48

B496

B505/ B505M

B517

B545

B546

B564

B574

B584

B6

(2008) Standard Specification for Sintered Bronze
Bearings (G| | npregnated)

(2008) Standard Specification for Iron-Base
Sintered Bearings (O -1npregnated)

(2000; R 2009) Standard Specification for

Ni ckel - Chr omi um Mol ybdenum Col unbi um Al | oy ( UNS
N06625) and Ni ckel - Chr onmi um Mol ybdenum Si i con Al | oy
(UNS N06219)* Plate, Sheet, and Strip

(2011) Standard Specification for Electrodeposited
Coati ngs of Copper Plus N ckel Plus Chrom um and
Ni ckel Plus Chrom um

(2006) Standard Specification for Anneal ed Al uni num
and Alum num Al l oy Foil for Flexible Barrier, Food
Contact, and Ot her Applications

(2000; R 2011) Standard Specification for Soft
Rect angul ar and Square Bare Copper Wre for
El ectrical Conductors

(2004el; R 2010) Standard Specification for Conpact
Round Concentri c-Lay-Stranded Copper Conductors

(2010) Standard Specification for Copper-Base Al oy
Cont i nuous Casti ngs

(2005; R 2009) Standard Specification for Wl ded
Ni ckel - Chrom um I ron-All oy (UNS N0O6600, UNS N06603,
UNS N06025, and UNS N06045) Pipe

(1997; R 2009) Standard Specification for
El ectrodeposited Coatings of Tin

(2004; R 2009) Standard Specification for Electric
Fusi on- Wl ded Ni -Cr-Co-M Alloy (UNS NO6617),

Ni -Fe-Cr-Si Al oys (UNS N08330 and UNS

N08332), Ni -Cr-Fe-Al All oy (UNS N06603), N -Cr-Fe
Al'l oy (UNS NO6025), and Ni-Cr-Fe-Si Alloy (UNS
N06045) Pi pe

(2010) Standard Specification for N ckel Alloy
For gi ngs

(2010) Standard Specification for Low Carbon

Ni ckel - Mol ybdenum Chr om um Low- Car bon

Ni ckel - Chr omi um Mol ybdenum Low- Car bon

Ni ckel - Mol ybdenum Chr omi um Tant al um Low Car bon
Ni ckel - Chr om um Mol ybdenum Copper, Low Car bon

Ni ckel - Chr omi um Mol ybdenum Tungsten Al |l oy Rod

(2011) Standard Specification for Copper Alloy Sand
Castings for General Applications

(2009) Standard Specification for Zinc
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ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

B609/ B609M

B61

B619

B62

B622

B632/ B632M

B633

B650

B659

B68/ B68M

B687

B69

B695

B696

B725

B745/ B745M

B749

B75

B75M

(1999; R 2010) Standard Specification for Al umi num
1350 Round Wre, Anneal ed and |Intermedi ate Tenpers,
for Electrical purposes

(2008) Standard Specification for Steam or Val ve
Bronze Casti ngs

(2010) Standard Specification for Wl ded N ckel and
Ni ckel - Cobalt Al l oy Pipe

(2009) Standard Specification for Conposition
Bronze or Qunce Metal Castings

(2010) Standard Specification for Seam ess N ckel
and Nickel -Cobalt All oy Pipe and Tube

(2008) Standard Specification for Al um num Al l oy
Rol l ed Tread Pl ate

(2011) Standard Specification for Electrodeposited
Coatings of Zinc on Iron and Steel

(1995; R 2008) Standard Specification for
El ectrodeposi ted Engi neering Chrom um Coatings on
Ferrous Substrates

(1990; R 2008el) Standard Guide for Measuring
Thi ckness of Metallic and | norganic Coatings

(2011) Standard Specification for Seam ess Copper
Tube, Bright Annealed (Metric)

(1999; R 2005el) Standard Specification for Brass,
Copper, and Chronmium Pl ated Pi pe N pples

(2011) Standard Specification for Rolled Zinc

(2004; R 2009) Standard Specification for Coatings
of Zinc Mechanically Deposited on Iron and Steel

(2000; R 2009) Standard Specification for Coatings
of Cadm um Mechanical |y Deposited

(2005; R 2009) Standard Specification for Wl ded
Ni ckel (UNS N02200/ UNS N02201) and Ni ckel Copper
Al'l oy (UNS N04400) Pipe

(1997; R 2005) Standard Specification for
Corrugat ed Al um num Pi pe for Sewers and Drains

(2003; R 2009) Standard Specification for Lead and
Lead Alloy Strip, Sheet and Plate Products

(2002; R 2010) Standard Specification for Seaml ess
Copper Tube

(1999; R 2011) Standard Specification for Seam ess
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ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

B763

B766

B775

B3

B80O

B801

B806

B813

B819

B823

B824

B828

B829

B837

B843

B85/ B85M

B86

Copper Tube (Metric)

(2008a) Standard Specification for Copper All oy
Sand Castings for Valve Application

(1986; R 2008) Standard Specification for
El ectrodeposited Coatings of Cadmi um

(2008) General Requirenents for N ckel and Ni ckel
Al'l oy Vel ded Pi pe

(2011) Standard Specification for
Concentri c-Lay- Stranded Copper Conductors, Hard,
Medi um Hard, or Soft

(2005; R 2011) Standard Specification for 8000
Series Aluminum Alloy Wre for Electrical
Pur poses- Anneal ed and | ntermnedi ate Tenpers

(2007) Standard Specification for
Concentri c-Lay- Stranded Conductors of 8000 Series
Al um num Al |l oy for Subsequent Covering or Insulation

(2008a) Standard Specification for Copper All oy
Per manent Mol d Castings for General Applications

(2010) Standard Specification for Liquid and Paste
Fl uxes for Sol dering of Copper and Copper Alloy Tube

(2000; R 2006) Standard Specification for Seam ess
Copper Tube for Medical Gas Systens

(2009) Standard Specification for Materials for
Nonf errous Powder Metallurgy (P/MStructural Parts

(2011) General Requirenents for Copper All oy
Casti ngs

(2002; R 2010) Standard Practice for Mking
Capillary Joints by Sol dering of Copper and Copper
Al'l oy Tube and Fittings

(2004a; R 2009) CGeneral Requirenents for N ckel and
Ni ckel Al'l oys Seam ess Pipe and Tube

(2010) Standard Specification for Seam ess Copper
Tube for Natural Gas and Liquified Petrol eum (LP)
Gas Fuel Distribution Systens

(2007) Standard Specification for Magnesi um Al | oy
Anodes for Cathodic Protection

(2010) Standard Specification for Al um num All oy
Di e Castings

(2011) Standard Specification for Zinc and
Zinc- Al um num (ZA) Alloy Foundry and Di e Castings
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ASTM B88

ASTM B88M

ASTM B98/ B98M

ASTM C1002

ASTM C1012/ C1012M

ASTM C1015

ASTM C1017/ C1017M

ASTM C1019

ASTM C1026

ASTM C1027

ASTM C1028

ASTM C1032

ASTM C1036

ASTM C1040/ C1040M

ASTM C1047

ASTM C1048

ASTM C1053

(2009) Standard Specification for Seam ess Copper
Wat er Tube

(2005; R 2011) Standard Specification for Seam ess
Copper Water Tube (Metric)

(2008) Standard Specification for Copper-Silicon
Al'l oy Rod, Bar, and Shapes

(2007) Standard Specification for Steel

Sel f-Pi ercing Tapping Screws for the Application of
Gypsum Panel Products or Metal Plaster Bases to
Whod Studs or Steel Studs

(2010) Standard Test Method for Length Change of
Hydraul i c- Cement Mortars Exposed to a Sulfate
Sol uti on

(2006) Standard Practice for Installation of
Cellulosic and M neral Fiber Loose-Fill Ther nmal
| nsul ation

(2007) Standard Specification for Chenical
Adm xtures for Use in Producing Flowing Concrete

(2011) Standard Test Method for Sanpling and
Testing G out

(2010) Standard Test Method for Measuring the
Resi stance of Ceramc Tile to Freeze-Thaw Cycling

(2009) Standard Test Method for Determining Visible
Abr asi on Resistance of 3 azed Ceramic Tile

(2007el) Standard Test Method for Determ ning the

Static Coefficient of Friction of Ceramic Tile and
O her Like Surfaces by the Horizontal Dynanometer

Pul | - Meter Met hod

(2006) Standard Specification for Wwven Wre
Pl ast er Base

(2011) Standard Specification for Flat d ass
(2008) Standard Test Methods for In-Place Density
of Unhardened and Hardened Concrete, |ncluding
Rol | er Conpacted Concrete, by Nucl ear Methods

(2010a) Standard Specification for Accessories for
Gypsum Wl | board and Gypsum Veneer Base

(2004) Standard Specification for Heat-Treated Fl at
G ass - Kind HS, Kind FT Coated and Uncoated d ass

(2000; R 2010) Standard Specification for

Borosilicate dass Pipe and Fittings for Drain,
Waste, and Vent (DW/) Applications
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ASTM C1059/ C1059M

ASTM C1063

ASTM C1064/ C1064M

ASTM C1069

ASTM C1071

ASTM C1072

ASTM C1074

ASTM C1077

ASTM C1084

ASTM C1088

ASTM C1089

ASTM C109/ C109M

ASTM C11

ASTM C110

ASTM C1103

ASTM C1103M

ASTM C1107/ C1107M

(1999; R 2008) Standard Specification for Latex
Agents for Bonding Fresh to Hardened Concrete

(2011a) Standard Practice for Installation of
Lathing and Furring to Receive Interior and
Exterior Portland Cenent-Based Pl aster

(2008) Standard Test Method for Tenperature of
Freshly M xed Hydraulic-Cenent Concrete

(2009) Standard Test Method for Specific Surface
Area of Alumina or Quartz by Nitrogen Adsorption

(2005el1) Standard Specification for Fibrous d ass
Duct Lining Insulation (Thermal and Sound Absorbing
Mat eri al )

(2010) Standard Test Method for Measurenent of
Masonry Fl exural Bond Strength

(2011) Standard Practice for Estimating Concrete
Strength by the Maturity Method

(2011b) Standard Practice for Laboratories Testing
Concrete and Concrete Aggregates for Use in
Construction and Criteria for Laboratory Eval uation

(2010) Standard Specification for Portl and- Cenment
Content of Hardened Hydraulic-Cenment Concrete

(2011) Standard Specification for Thin Veneer Brick
Units Made From Clay or Shal e

(2006) Standard Specification for Spun Cast
Prestressed Concrete Pol es

(2011a) Standard Test Method for Conpressive
Strength of Hydraulic Cenment Mirtars (Using 2-in.
or (50-mm Cube Speci nens)

(2010a) Standard Term nol ogy Relating to Gypsum and
Rel ated Buil ding Materials and Systens

(2011) Standard Test Methods for Physical Testing
of Quicklime, Hydrated Linme, and Linestone

(2003; R 2009) Standard Practice for Joint
Acceptance Testing of Installed Precast Concrete
Pi pe Sewer Lines

(2003; R 2009) Standard Practice for Joint
Acceptance Testing of Installed Precast Concrete
Pi pe Sewer Lines (Metric)

(2011) Standard Specification for Packaged Dry,
Hydraul i c- Cement Grout (Nonshri nk)
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ASTM C1116/ C1116M

ASTM C1126

ASTM C1136

ASTM C114

ASTM C1140

ASTM Cl1141/ C1141M

ASTM C1142

ASTM C1147

ASTM C115

ASTM C1153

ASTM C1157/ C1157M

ASTM C1167

ASTM C117

ASTM C1172

ASTM C1177/ C1177M

ASTM C1178/ C1178M

ASTM C1184

ASTM C1186

ASTM C12

(2010a) Standard Specification for Fiber-Reinforced
Concrete

(2011e1) Standard Specification for Faced or
Unfaced Rigid Cellular Phenolic Thermal Insulation

(2010) Standard Specification for Flexible, Low
Per meance Vapor Retarders for Thernal |nsulation

(2011b) Standard Test Methods for Chemnical Analysis
of Hydraulic Cenent

(2003a) Standard Practice for Preparing and Testing
Speci mens from Shotcrete Test Panels

(2008) Standard Specification for Adm xtures for
Shotcrete

(1995; R 2007) Standard Specification for Extended
Life Mortar for Unit Masonry

(2001; R 2006) Standard Practice for Determning
the Short Term Tensile Wl d Strength of
Cheni cal - Resi stant Ther nopl astics

(2010) Standard Test Met hod for Fineness of
Portl and Cement by the Turbidi neter

(2010) Standard Practice for Location of Wt
Insul ation in Roofing Systens Using Infrared | maging

(2011) Standard Specification for Hydraulic Cenent
(2011) Standard Specification for Clay Roof Tiles
(2004) Standard Test Method for Materials Finer
than 75-um (No. 200) Sieve in Mneral Aggregates by
Washi ng

(2009e1) Standard Specification for Lam nated
Architectural Flat d ass

(2008) Standard Specification for @ ass Mat Gypsum
Substrate for Use as Sheat hing

(2011) Standard Specification for G ass Mat
Wat er - Resi st ant Gypsum Backi ng Panel

(2005) Standard Specification for Structural
Silicone Seal ants

(2008) Standard Specification for Flat Non- Asbest os
Fi ber Cenent Sheets

(2009) Standard Practice for Installing Vitrified
Clay Pipe Lines
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ASTM C1202

ASTM C1208/ C1208M

ASTM C1218/ C1218M

ASTM C123

ASTM C123/ C123M

ASTM C1240

ASTM C1244

ASTM C1244M

ASTM C125

ASTM C1252

ASTM C126

ASTM C1260

ASTM C1262

ASTM C127

ASTM C1278/ C1278M

ASTM C128

(2010) Standard Test Method for Electrical
I ndi cation of Concrete's Ability to Resist Chloride
I on Penetration

(2011) Standard Specification for Vitrified C ay
Pi pe and Joints for Use in Mcrotunneling,
Sliplining, Pipe Bursting and Tunnel s

(1999; R 2008) Standard Specification for
Wat er-Sol uble Chloride in Mortar and Concrete

(2011) Standard Test Method for Lightweight
Particles in Aggregate

(2011) Standard Test Met hod for Lightweight
Particles in Aggregate

(2011) Standard Specification for Silica Fune Used
in Cementitious M xtures

(2005ael) Standard Test Method for Concrete Sewer
Manhol es by the Negative Air Pressure (Vacuun) Test
Prior to Backfill

(2005ael) Standard Test Method for Concrete Sewer
Manhol es by the Negative Air Pressure (Vacuun) Test
Prior to Backfill (Metric)

(2011a) Standard Term nol ogy Relating to Concrete
and Concrete Aggregates

(2006) Standard Test Met hods for Unconpacted Void
Content of Fine Aggregate (as Influenced by
Particl e Shape, Surface Texture, and G ading)

(2011) Standard Specification for Ceram c d azed
Structural Cay Facing Tile, Facing Brick, and
Solid Masonry Units

(2007) Standard Test Method for Potential Alkali
Reactivity of Aggregates (Mrtar-Bar Method)

(2010) Standard Test Method for Evaluating the
Freeze- Thaw Durability of Manufactured Concrete
Masonry Units and Rel ated Concrete Units

(2007) Standard Test Method for Density, Relative
Density (Specific Gravity), and Absorption of
Coar se Aggregate

(2007a) Standard Specification for Fiber-Reinforced
Gypsum Panel

(2007a) Standard Test Method for Density, Relative

Density (Specific Gravity), and Absorption of Fine
Aggr egat e
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ASTM C1289

ASTM C129

ASTM C1290

ASTM C131

ASTM C1311

ASTM C1315

ASTM C1324

ASTM C1325

ASTM C1330

ASTM C136

ASTM C1363

ASTM C1372

ASTM C138/ C138M

ASTM C139

ASTM C1396/ C1396M

ASTM C14

ASTM C140

ASTM C142/ C142M

(2011) Standard Specification for Faced Rigid
Cel I ul ar Pol yi socyanurate Thermal |nsul ation Board

(2011) Standard Specification for Nonl oadbeari ng
Concrete Masonry Units

(2011) Standard Specification for Flexible Fibrous
d ass Bl anket Insulation Used to Externally
I nsul at e HVAC Duct s

(2006) Standard Test Method for Resistance to
Degradati on of Small-Size Coarse Aggregate by
Abrasion and Inpact in the Los Angel es Machi ne

(2010) Standard Specification for Solvent Rel ease
Agent s

(2011) Standard Specification for Liquid
Menbr ane- For mi ng Compounds Havi ng Speci al
Properties for Curing and Sealing Concrete

(2010) Standard Test Method for Exam nation and
Anal ysi s of Hardened Masonry Mortar

(2008b) Standard Specification for Non-Asbestos
Fi ber-Mat Rei nforced Cenent Substrate Sheets

(2002; R 2007) Standard Specification for
Cylindrical Seal ant Backing for Use with Cold
Li qui d- Appl i ed Seal ants

(2006) Standard Test Method for Sieve Anal ysis of
Fi ne and Coarse Aggregates

(2011) Standard Test Method for Thermal Perfornmance
of Building Materials and Envel ope Assenblies by
Means of a Hot Box Apparatus

(2011) Standard Specification for Dry-Cast
Segnental Retaining Wall Units

(2010b) Standard Test Method for Density ("Unit
Weight"), Yield, and Air Content (G avinetric) of
Concrete

(2010) Standard Specification for Concrete Masonry
Units for Construction of Catch Basins and Manhol es

(2011) Standard Specification for Gypsum Board

(2011) Standard Specification for Concrete Sewer,
Storm Drain, and Cul vert Pipe

(2011a) Standard Test Methods for Sanpling and
Testing Concrete Masonry Units and Related Units

(2010) Standard Test Method for Cay Lunps and
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ASTM C1427

ASTM Cl143/ C143M

ASTM C1433

ASTM C1433M

ASTM C1435/ C1435M

ASTM C1438

ASTM Cl144

ASTM C1478

ASTM C1478M

ASTM C14M

ASTM C150/ C150M

ASTM C151/ C151M

ASTM C1513

ASTM C1515

ASTM C1534

ASTM C155

Friable Particles in Aggregates

(2007el1) Specification for Preforned Flexible
Cel lul ar Pol yol efin Thermal Insulation in Sheet and
Tubul ar Form

(2010a) Standard Test Method for Slunp of
Hydraul i c- Cenrent Concrete

(2010) Standard Specification for Precast
Rei nforced Concrete Box Sections for Cul verts,
Storm Drai ns, and Sewers

(2010) Standard Specification for Precast
Rei nf orced Concrete Box Sections for Culverts,
Storm Drains, and Sewers (Metric)

(2008) Standard Practice for Ml ding
Rol | er - Conrpact ed Concrete in Cylinder Mlds Using a
Vi brati ng Hammrer

(2011a) Standard Specification for Latex and Powder
Pol ymer Modifiers for Hydraulic Cenment Concrete and
Mor t ar

(2011) Standard Specification for Aggregate for
Masonry Mortar

(2008) Standard Specification for Storm Drain
Resi | i ent Connectors Between Rei nforced Concrete
Storm Sewer Structures, Pipes and Laterals

(2008a) Standard Specification for StormDrain
Resil i ent Connectors Between Reinforced Concrete
Storm Sewer Structures, Pipes and Laterals (Metric)

(2011) Standard Specification for Concrete Sewer,
Storm Drain, and Cul vert Pipe (Metric)

(2011) Standard Specification for Portland Cenent

(2009) Standard Test Met hod for Autocl ave Expansion
of Hydraulic Cenent

(2010) Standard Specification for Steel Tapping
Screws for Col d-Formed Steel Fram ng Connections

(2011) Standard Guide for C eaning of Exterior
Di mensi on Stone, Vertical and Horizontal Surfaces,
New or EXisting

(2007el) Standard Specification for Flexible
Pol ymeri ¢ Foam Sheet Insul ation Used as a Ther nal
and Sound Absorbing Liner for Duct Systens

(1997; R 2007) Standard Specification for
I nsul ating Firebrick
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ASTM C156

ASTM C1567

ASTM C157/ C157M

ASTM C158

ASTM C1581/ C1581M

ASTM C159

ASTM C1602/ C1602M

ASTM C1609/ C1609M

ASTM C1629/ C1629M

ASTM C1646/ C1646M

ASTM C165

ASTM C1688/ C1688M

ASTM C171

ASTM C172

ASTM C172/ C172M

ASTM C173/ C173M

ASTM C174/ C174M

(2011) Standard Test Method for Water Retention by
Concrete Curing Materials

(2011) Standard Test Method for Potenti al

Al kali-Silica Reactivity of Conbinations of
Cenentitious Materials and Aggregate (Accel erated
Mort ar - Bar Met hod)

(2008) Standard Test Method for Length Change of
Har dened Hydraul i c- Cenent Mrtar and Concrete

(2002; R 2007) Strength of d ass by Flexure
(Determ nation of Mdul us of Rupture)

(2009a) Standard Test Method for Determ ning Age at
Cracki ng and I nduced Tensile Stress Characteristics
of Mortar and Concrete under Restrained Shrinkage

(2006; R 2011) Standard Specification for Vitrified
Clay Filter Bl ocks

(2006) Standard Specification for Mxing Water Used
in Production of Hydraulic Cenent Concrete

(2010) Standard Test Method for Fl exural
Per f or mance of Fi ber-Rei nforced Concrete (Using
Beam wi t h Thi rd- Poi nt Landi ng)

(2006; R 2011) Standard C assification for
Abuse- Resi st ant Nondecorated Interior Gypsum Panel
Products and Fi ber-Rei nforced Cenent Panel s

(2008a) Making and Curing Test Speci nens for
Eval uati ng Frost Resistance of Coarse Aggregate in
Air-Entrai ned Concrete by Rapid Freezing and Thaw ng

(2007) Standard Test Method for Measuring
Conpressive Properties of Thermal |nsul ations

(2010a) Standard Test Method For Density And Void
Content O Freshly M xed Pervious Concrete

(2007) Standard Specification for Sheet Materials
for Curing Concrete

(2010) Standard Practice for Sanpling Freshly M xed
Concrete

(2010) Standard Practice for Sanpling Freshly M xed
Concrete

(2010b) Standard Test Method for Air Content of
Freshly M xed Concrete by the Volunetric Method

(2006) Standard Test Method for Measuring Thi ckness
of Concrete Elenments Using Drilled Concrete Cores
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ASTM C177 (2010) Standard Test Method for Steady-State Heat
Fl ux Measuremrments and Thernmal Transm ssion
Properties by Means of the Guarded-Hot-Plate

Appar at us

ASTM C183 (2008) Standard Practice for Sanpling and the
Amount of Testing of Hydraulic Cenent

ASTM C185 (2008) Standard Test Method for Air Content of
Hydraul i c Cement Mortar

ASTM C186 (2005) Standard Test Method for Heat of Hydration
of Hydraulic Cenent

ASTM C188 (2009) Standard Test Method for Density of
Hydraul i ¢ Cenent

ASTM C191 (2008) Standard Test Method for Time of Setting
Hydraulic Cenment by Vicat Needl e

ASTM C192/ C192M (2007) Standard Practice for Making and Curing
Concrete Test Specinmens in the Laboratory

ASTM C195 (2007) Standard Specification for Mneral Fiber
Thermal | nsul ati ng Cenent

ASTM C196 (2000; R 2010) Standard Specification for Expanded
or Exfoliated Vermiculite Thermal |nsulating Cenent

ASTM C203 (2005a) Breaking Load and Fl exural Properties of
Bl ock- Type Thermal |nsul ation

ASTM C204 (2011) Standard Test Met hod for Fineness of
Hydraulic Cerment by Air Perneability Apparatus

ASTM C206 (2003; R 2009) Standard Specification for Finishing
Hydrated Lime

ASTM C207 (2006; R 2011) Standard Specification for Hydrated
Lime for Masonry Purposes

ASTM C208 (2008a) Cellul osic Fiber Insulating Board

ASTM C216 (2011) Facing Brick (Solid Masonry Units Made from
Clay or Shale)

ASTM C220 (1991; R 2009) Standard Specification for Flat
Asbest os- Cenent Sheets

ASTM C231/ C231M (2010) Standard Test Method for Air Content of
Freshly M xed Concrete by the Pressure Mt hod

ASTM C232/ C232M (2009) Standard Test Met hods for Bl eedi ng of
Concrete

ASTM C233/ C233M (2011) Standard Test Method for Air-Entraining

Adm xtures for Concrete
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ASTM C241/ C241M

ASTM C25

ASTM C260/ C260M

ASTM C266

ASTM C267

ASTM C27

ASTM C270

ASTM C272

ASTM C273/ C273M

ASTM C28/ C28M

ASTM C286

ASTM C289

ASTM C29/ C29M

ASTM C294

ASTM C295/ C295M

ASTM C297/ C297M

ASTM C301

ASTM C307

ASTM C309

(2009) Standard Specification for Abrasion
Resi stance of Stone Subjected to Foot Traffic

(2011) Standard Test Method for Chemical Analysis
of Linmestone, Quicklinme, and Hydrated Line

(2010a) Standard Specification for Air-Entraining
Admi xtures for Concrete

(2008el) Standard Test Method for Tine of Setting
of Hydraulic-Cement Paste by G Il nore Needles

(2001; R 2006) Chenical Resistance of Mrtars,

Grouts, and Mnolithic Surfacings and Pol yner
Concretes

(1998; R 2008) Fireclay and H gh- Al um na Refractory
Brick

(2010) Standard Specification for Mortar for Unit
Masonry

(2001; R 2007) Water Absorption of Core Materials
for Structural Sandw ch Constructions

(2007a) Shear Properties of Sandwi ch Core Materials
(2010) Gypsum Pl asters

(1999; R 2009) Standard Term nol ogy Relating to
Por cel ai n Enanel and Ceram c- Metal Systens

(2007) Standard Test Method for Potenti al
Al kali-Silica Reactivity of Aggregates (Chenical
Met hod)

(2009) Standard Test Method for Bulk Density ("Unit
Wei ght") and Voids in Aggregate

(2005) Standard Descriptive Nonenclature for
Constituents of Concrete Aggregates

(2011) Petrographic Exam nation of Aggregates for
Concrete

(2004; R 2010) Flatwi se Tensile Strength of
Sandwi ch Constructi ons

(2004; R 2009) Vitrified Cay Pipe

(2003; R 2008) Tensile Strength of

Cheni cal - Resi stant Mdrtar, Gouts, and Mnolithic
Sur f aci ngs

(2011) Standard Specification for Liquid
Menbr ane- For mi ng Compounds for Curing Concrete
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ASTM C31/ C31M (2010) Standard Practice for Mking and Curing
Concrete Test Specinmens in the Field

ASTM C311 (2011a) Sanpling and Testing Fly Ash or Natural
Pozzol ans for Use as a M neral Adm xture in
Port| and- Cemrent Concrete

ASTM C315 (2007) day Flue Linings

ASTM C317/ C317M (2000; R 2010) Gypsum Concrete

ASTM C32 (2011) Standard Specification for Sewer and Manhol e
Brick (Made from Cl ay or Shal e)

ASTM C33/ C33M (2011a) Standard Specification for Concrete
Aggr egat es

ASTM C330 (2009) Standard Specification for Lightweight
Aggregates for Structural Concrete

ASTM C330/ C330M (2009) Standard Specification for Lightweight
Aggregates for Structural Concrete

ASTM C332 (2009) Lightwei ght Aggregates for Insulating
Concrete

ASTM C338 (1993; R 2008) Standard Test Met hod Softeni ng Point
of G ass

ASTM C34 (2010) Structural Cay Load-Bearing Wall Tile

ASTM C35 (2001; R 2009) Inorganic Aggregates for Use in

Gypsum Pl ast er

ASTM C361 (2008) Standard Specification for Reinforced
Concrete Low Head Pressure Pipe

ASTM C361M (2008) Standard Specification for Reinforced
Concrete Low Head Pressure Pipe (Metric)

ASTM C373 (1988; R 2006) Water Absorption, Bulk Density,
Apparent Porosity, and Apparent Specific Gavity of
Fired Wiiteware Products

ASTM C387/ C387M (2011) Standard Specification for Packaged, Dry,
Conmbi ned Materials for Mdirtar and Concrete

ASTM C39/ C39M (2011) Standard Test Method for Conpressive
Strength of Cylindrical Concrete Specinens

ASTM C395 (2001; R 2006) Chem cal -Resistant Resin Mrtars

ASTM C4 (2004; R 2009) sStandard Specification for O ay

Drain Tile and Perforated Clay Drain Tile

ASTM C40 (2011) Standard Test Method for Organic Inpurities
in Fine Aggregates for Concrete
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ASTM C40/ CA0M

ASTM C401

ASTM C403/ C403M

ASTM C404

ASTM C406/ C406M

ASTM C412

ASTM C412M

ASTM C413

ASTM C42/ CA2M

ASTM CA423

ASTM C425

ASTM C430

ASTM 441

ASTM C443

ASTM C443M

ASTM C444

ASTM C444M

ASTM C449

ASTM C451

(2011) Standard Test Method for Organic Inpurities
in Fine Aggregates for Concrete

(1991; R 2005) Alum na and Alum na-Silicate
Castabl e Refractories

(2008) Standard Test Method for Time of Setting of
Concrete M xtures by Penetration Resistance

(2011) Standard Specification for Aggregates for
Masonry G out

(2010) Roofing Slate
(2011) Concrete Drain Tile
(2011) Concrete Drain Tile (Metric)

(2001; R 2006) Absorption of Chem cal - Resi stant
Mortars, Gouts, and Mnolithic Surfacings and
Pol ymer Concretes

(2011) Standard Test Method for (btaining and
Testing Drilled Cores and Sawed Beans of Concrete

(2009a) Sound Absorption and Sound Absorption
Coefficients by the Reverberati on Room Met hod

(2004; R 2009) Standard Specification for
Conpression Joints for Vitrified Cay Pipe and
Fittings

(2008) Fineness of Hydraulic Cenment by the
45-M croneter (No. 325) Sieve

(2005) Effectiveness of Pozzol ans or G ound

Bl ast - Furnace Slag in Preventing Excessive
Expansi on of Concrete Due to the Alkali-Silica
React i on

(2011) Standard Specification for Joints for
Concrete Pipe and Manhol es, Usi ng Rubber Gaskets

(2011) Standard Specification for Joints for
Concrete Pipe and Manhol es, Usi ng Rubber Gaskets
(Metric)

(2003; R 2009) Perforated Concrete Pipe

(2003; R 2009) Perforated Concrete Pipe (Metric)
(2007) Standard Specification for Mneral Fiber
Hydraul i c-Setting Thernmal Insulating and Finishing
Cenent

(2008) Standard Test Method for Early Stiffening of
Hydraul i c Cenment (Paste Met hod)
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ASTM C457/ CA57TM

ASTM C469/ C469M

ASTM C472

ASTM C473

ASTM CA75/ CA75M

ASTM CA76

ASTM CA78

ASTM C478M

ASTM C481

ASTM C482

ASTM C494/ C4A94M

ASTM C495

ASTM C496/ C496M

ASTM C497

ASTM C497M

ASTM C50

ASTM C501

ASTM C506

ASTM C506M

ASTM C507

(2011) M croscopical Determnation of Paraneters of
the Air-Void Systemin Hardened Concrete

(2010) Static Mdulus of Elasticity and Poisson's
Rati o of Concrete in Conpression

(1999; R 2009) Physical Testing of Gypsum Gypsum
Pl asters and Gypsum Concrete

(2010) Physical Testing of Gypsum Panel Products

(2002; R 2007) Joint Conmpound and Joi nt Tape for
Fi ni shi ng Gypsum Board

(2010) Standard Specification for Gout for Masonry

(2009) Standard Specification for Precast
Rei nforced Concrete Manhol e Secti ons

(2009) Standard Specification for Precast
Rei nf orced Concrete Manhol e Sections (Metric)

(1999; R 2005) Standard Test Method Laboratory
Agi ng of Sandwi ch Constructions

(2002; R 2009) Bond Strength of Ceramic Tile to
Portl and Cenent

(2011) Standard Specification for Chenical
Adm xtures for Concrete

(2007) Conpressive Strength of Lightweight
I nsul ating Concrete

(2011) Standard Test Method for Splitting Tensile
Strength of Cylindrical Concrete Specinens

(2005) Concrete Pipe, Manhole Sections, or Tile

(2005) Concrete Pipe, Manhol e Sections, or Tile
(Metric)

(2000; R 2006) Sanpling, Sanple Preparation,
Packagi ng, and Marking of Linme and Li nestone
Product s

(1984; R 2009) Rel ative Resistance to War of
Ungl azed Ceranic Tile by the Taber Abraser

(2011) Standard Specification for Reinforced
Concrete Arch Culvert, Storm Drain, and Sewer Pipe

(2011) Standard Specification for Reinforced
Concrete Arch Culvert, Storm Drain, and Sewer Pipe
(Metric)

(2011) Standard Specification for Reinforced
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ASTM C507M

ASTM C508/ C508M

ASTM C509

ASTM C514

ASTM C516

ASTM C518

ASTM C531

ASTM C533

ASTM C534/ C534M

ASTM C535

ASTM C542

ASTM C547

ASTM C549

ASTM C55

ASTM C552

ASTM C553

ASTM C557

ASTM C564

Concrete Elliptical Culvert, StormDrain, and Sewer
Pi pe

(2011) Standard Specification for Reinforced
Concrete Elliptical Culvert, StormDrain, and Sewer
Pi pe (Metric)

(2000; R 2009el) Asbestos-Cenent Underdrain Pipe

(2006; R 2011) El astoneric Cellular Preforned
Gasket and Sealing Materi al

(2004; R 2009el1) Standard Specification for Nails
for the Application of Gypsum Board

(2008) Vermculite Loose Fill Thermal Insulation

(2010) Steady-State Therrmal Transni ssion Properties
by Means of the Heat Fl ow Meter Apparatus

(2000; R 2005) Linear Shrinkage and Coefficient of
Ther mal Expansi on of Chemi cal - Resi stant Mrtars,
Grouts, and Mnolithic Surfacings, and Pol yner
Concretes

(2011) Standard Specification for CalciumSilicate
Bl ock and Pi pe Thernmal Insulation

(2008) Standard Specification for Preformed

Fl exi bl e El astoneric Cellular Thermal Insulation in
Sheet and Tubul ar Form

(2009) Standard Test Method for Resistance to
Degradati on of Large-Size Coarse Aggregate by
Abrasion and Inpact in the Los Angel es Machi ne
(2005; R 2011) Lock-Strip Gaskets

(2011) Standard Specification for M neral Fiber
Pi pe Insul ation

(2006) Perlite Loose Fill Insulation
(2011) Concrete Brick

(2007) Standard Specification for Cellular dass
Thermal | nsul ation

(2011) Standard Specification for M neral Fiber
Bl anket Thermal Insulation for Comrercial and
I ndustrial Applications

(2003; R 2009el) Adhesives for Fastening Gypsum
Wal | board to Whod Fram ng

(2011) Standard Specification for Rubber Gaskets
for Cast lIron Soil Pipe and Fittings
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ASTM C566

ASTM C567

ASTM C578

ASTM C579

ASTM C580

ASTM C581

ASTM C582

ASTM C587

ASTM C59/ C59M

ASTM C591

ASTM C592

ASTM C593

ASTM C595/ C595M

ASTM C596

ASTM C597

ASTM C600

ASTM C602

ASTM C603

ASTM C61/ C61M

(1997; R 2004) Standard Test Method for Total
Evapor abl e Moi sture Content of Aggregate by Drying

(2005a) Determ ning Density of Structural
Li ght wei ght Concrete

(2011a) Standard Specification for Rigid, Cellular
Pol ystyrene Thernmal |nsul ation

(2001; R 2006) Conpressive Strength of

Chemi cal - Resi stant Mdrtars, Gouts, Mnolithic
Surfaci ngs, and Pol yner Concretes

(2002; R 2008) Flexural Strength and Modul us of

El asticity of Chem cal -Resistant Mrtars, G outs,
Monol i thic Surfacings, and Pol yner Concretes

(2003; R 2008el) Standard Practice for Deternining
Chemi cal Resistance of Thernosetting Resins Used in
G ass-Fi ber-Reinforced Structures, Intended for

Li quid Service

(2009) Contact-Ml ded Rei nforced Thernosetting
Plastic (RTP) Lam nates for Corrosion-Resistant

Equi pment

(2004; R 2009) Gypsum Veneer Pl aster

(2000; R 2011) Gypsum Casting Plaster and Gypsum
Mol di ng Pl ast er

(2011) Standard Specification for Unfaced Preforned
Ri gid Cellul ar Polyi socyanurate Thermal |nsul ation

(2010) Standard Specification for Mneral Fiber
Bl anket 1 nsul ati on and Bl anket - Type Pi pe Insul ation
(Metal - Mesh Covered) (Industrial Type)

(2006; R 2011) Fly Ash and O her Pozzol ans for Use
with Linme for Soil Stabilization

(2011) Standard Specification for Bl ended Hydraulic
Cenent s

(2009) Drying Shrinkage of Mortar Containing
Hydraul i ¢ Cenent

(2009) Pul se Velocity Through Concrete
(1985; R 2010) Thermal Shock Test on d ass Pipe
(2007) Agricultural Limng Materials

(2004; R 2008) Extrusion Rate and Application Life
of El astoneric Seal ants

(2000; R 2011) Gypsum Keene's Cenent
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ASTM C610

ASTM C612

ASTM C618

ASTM C62

ASTM C631

ASTM C635/ C635M

ASTM C636/ C636M

ASTM C639

ASTM C641

ASTM C642

ASTM C645

ASTM Co647

ASTM C648

ASTM C652

ASTM C654

ASTM C654M

ASTM C655

ASTM C658

ASTM C661

ASTM C665

(2010) Standard Specification for Ml ded Expanded
Perlite Bl ock and Pipe Thermal Insulation

(2010) M neral Fiber Block and Board Ther nal
| nsul ati on

(2008a) Standard Specification for Coal Fly Ash and
Raw or Cal ci ned Natural Pozzolan for Use in Concrete

(2010) Building Brick (Solid Masonry Units Made
fromdday or Shale)

(2009) Bondi ng Conpounds for Interior Gypsum
Pl astering

(2007) Manufacture, Performance, and Testing of

Met al Suspension Systens for Acoustical Tile and
Lay-In Panel Ceilings

(2008) Standard Practice for Installation of Metal
Cei ling Suspension Systens for Acoustical Tile and
Lay-In Panel s

(2001; R 2011) Rheol ogical (Flow) Properties of
El ast onmeri c Seal ants

(2009) Staining Materials in Lightweight Concrete
Aggr egat es

(2006) Density, Absorption, and Voids in Hardened
Concrete

(2011a) Nonstructural Steel Fram ng Menbers

(2008) Properties and Tests of Mastics and Coating
Fi ni shes for Thermal Insulation

(2004; R 2009) Breaking Strength of Ceramic Tile

(2011) Hollow Brick (Hollow Masonry Units Made from
Clay or Shale)

(2011) Porous Concrete Pipe
(2011) Porous Concrete Pipe (Metric)

(2011) Reinforced Concrete D Load Cul vert, Storm
Drai n, and Sewer Pipe

(1998; R 2008) Chemi cal -Resistant Resin Grouts for
Brick or Tile

(2006; R 2011) Indentation Hardness of
El astoneri c- Type Seal ants by Means of a Duroneter

(2006) M neral - Fi ber Bl anket Thermal |nsulation for
Li ght Frame Construction and Manuf actured Housing
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ASTM C666/ C666M

ASTM C67

ASTM C672/ C672M

ASTM C679

ASTM C684

ASTM C685/ C685M

ASTM C70

ASTM C700

(2003; R 2008) Resistance of Concrete to Rapid
Freezi ng and Thaw ng

(2011) Standard Test Methods for Sanpling and
Testing Brick and Structural Cay Tile

(2003) Scaling Resistance of Concrete Surfaces
Exposed to Deicing Chenicals

(2003; R 2009el) Tack-Free Time of Elastomeric
Seal ant s

(1999; R 2003) Making, Accelerated Curing, and
Testing Concrete Conpression Test Specinens

(2010) Concrete Made by Vol unetric Batching and
Conti nuous M xi ng

(2006) Standard Test Method for Surface Misture in

Fi ne Aggregate

(2011) Standard Specification for Vitrified C ay
Pi pe, Extra Strength, Standard Strength, and
Per f or at ed

ASTM C702/ C702M (2011) Reducing Sanmpl es of Aggregate to Testing Size

ASTM C719 (1993; R 2010) Adhesion and Cohesion of Elastomeric
Joint Seal ants Under Cyclic Mvenent (Hockman Cycl e)
ASTM C722 (2004) Standard Specification for
Chemi cal - Resi stant Resin Mnolithic Surfacings
ASTM C726 (2011) M neral Fiber Roof Insulation Board
ASTM C728 (2005; R 2010) Perlite Thermal Insulation Board
ASTM C73 (2010) Calcium Silicate Brick (Sand-Lime Brick)
ASTM C732 (2006) Aging Effects of Artificial Wathering on
Lat ex Seal ants
ASTM C734 (2006) Low Tenperature Flexibility of Latex
Seal ants After Artificial Wathering
ASTM C739 (2011) Cellulosic Fiber Loose-Fill Thernal
| nsul ation
ASTM C744 (2011) Prefaced Concrete and Calcium Silicate
Masonry Units
ASTM C754 (2011) Installation of Steel Fram ng Menbers to
Recei ve Screw Attached Gypsum Panel Products
ASTM C76 (2011) Standard Specification for Reinforced

Concrete Culvert, Storm Drain, and Sewer Pipe
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ASTM C764

ASTM C76M

ASTM C779/ C779M

ASTM C78/ C78M

ASTM C780

ASTM C792

ASTM C793

ASTM C795

ASTM C796

ASTM C803/ C803M

ASTM C805/ C805M

ASTM C823/ C823M

ASTM C827/ C827M

ASTM C828

ASTM C834

ASTM C836/ C836M

ASTM C840

ASTM C841

ASTM C842

(2011) M neral Fiber Loose-Fill Thermal Insulation

(2011) Standard Specification for Reinforced
Concrete Culvert, Storm Drain, and Sewer Pipe
(Metric)

(2005; R 2010) Abrasion Resistance of Horizontal
Concrete Surfaces

(2010) Standard Test Method for Flexural Strength
of Concrete (Using Sinple Beamw th Third- Point
Loadi ng)

(2011) Preconstruction and Construction Eval uation
of Mortars for Plain and Reinforced Unit Masonry

(2004; R 2008) Effects of Heat Aging on Wi ght
Loss, Cracking, and Chal ki ng of El astoneric Seal ants

(2005; R 2010) Effects of Accel erated Wat hering on
El astomeric Joi nt Seal ants

(2008) Standard Specification for Thernmal
Insulation for Use in Contact with Austenitic
St ai nl ess St eel

(2004) Foami ng Agents for Use in Producing Cellular
Concrete Using Preformed Foam

(2003; R 2010) Penetration Resistance of Hardened
Concrete

(2008) Rebound Nunber of Hardened Concrete

(2007) Exami nation and Sanpling of Hardened
Concrete in Construction

(2010) Change in Height at Early Ages of
Cylindrical Specinens from Cementitious M xtures

(2011) LowPressure Air Test of Vitrified Cay Pipe
Li nes

(2010) Latex Seal ants

(2011a) High Solids Content, Cold Liquid-Applied
El astomeri c Wat er proofing Menbrane for Use Wth
Separ ate Weari ng Course

(2008) Application and Fini shing of Gypsum Board

(2003; R 2008el) Installation of Interior Lathing
and Furring

(2005e1; R 2010) Application of Interior Gypsum
Pl ast er
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ASTM C843

ASTM C844

ASTM C847

ASTM C856

ASTM C857

ASTM C864

ASTM C869/ C869M

ASTM C87/ C87M

ASTM C877

ASTM C877M

ASTM C88

ASTM C881/ C881M

ASTM C882/ C882M

ASTM C884/ C884M

ASTM C891

ASTM C897

ASTM C90

ASTM C91

ASTM C916

ASTM C919

ASTM C920

(1999; R 2006) Application of Gypsum Veneer Pl aster

(2004; R 2010) Application of Gypsum Base to
Recei ve Gypsum Veneer Pl aster

(2010a) Standard Specification for Metal Lath

(2011) Petrographi c Exam nation of Hardened Concrete
(2011) Standard Practice for M ninmum Structural

Desi gn Loadi ng for Underground Precast Concrete

Uility Structures

(2005; R 2011) Dense El astomeric Conpression Seal
Gaskets, Setting Blocks, and Spacers

(2011) Foami ng Agents Used in Mking Preforned Foam
for Cellular Concrete

(2010) Effect of Organic Inpurities in Fine
Aggregate on Strength of Mortar

(2008) External Sealing Bands for Concrete Pipe,
Manhol es, and Precast Box Sections

(2002; R 2009) External Sealing Bands for Concrete
Pi pe, Manhol es, and Precast Box Sections (Metric)

(2005) Standard Test Method for Soundness of
Aggregates by Use of Sodium Sul fate or Magnesi um
Sul fate

(2010) Standard Specification for Epoxy-Resin-Base
Bondi ng Systens for Concrete

(2005e1) Bond Strength of Epoxy-Resin Systens Used
with Concrete by Sl ant Shear

(1998; R 2010) Therrmal Conpatibility between
Concrete and Epoxy-Resin Overl ay

(2011) Installation of Underground Precast Concrete
Uility Structures

(2005; R 2009) Aggregate for Job-M xed Portl and
Cenent - Based Pl asters

(2011a) Loadbearing Concrete Masonry Units
(2005) Masonry Cenent

(1985; R 2007) Standard Specification for Adhesives
for Duct Thermal Insulation

(2008) Use of Sealants in Acoustical Applications

(2011) Standard Specification for El astoneric Joint
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ASTM C921

ASTM C923

ASTM C923M

ASTM C924

ASTM C924M

ASTM C926

ASTM C928/ C928M

ASTM C930

ASTM C932

ASTM C933

ASTM C936/ CO36M

ASTM C937

ASTM C938

ASTM C939

ASTM C94/ C94M

ASTM C940

ASTM C942

ASTM C943

Seal ant s

(2010) Standard Practice for Determ ning the
Properties of Jacketing Materials for Thernal
| nsul ati on

(2008) Standard Specification for Resilient
Connectors Between Rei nforced Concrete Manhol e
Structures, Pipes and Laterals

(2008b) Standard Specification for Resilient
Connectors Between Rei nforced Concrete Manhol e
Structures, Pipes and Laterals (Metric)

(2002; R 2009) Testing Concrete Pipe Sewer Lines by
Low Pressure Air Test Method

(2002; R 2009) Testing Concrete Pipe Sewer Liner by
Low Pressure Air Test Method (Metric)

(2011a) Application of Portland Cement-Based Pl aster

(2009) Packaged, Dry, Rapid-Hardening Cenentitious
Materials for Concrete Repairs

(2005) Potential Health and Safety Concerns

Associated with Thermal |nsulation Materials and
Accessori es

(2006) Standard Specification for Surface-Applied
Bondi ng Conpounds for Exterior Plastering

(2009) Wl ded Wre Lath

(2009) Standard Specification for Solid Concrete
I nterlocking Paving Units

(2010) Grout Fluidifier for Preplaced-Aggregate
Concrete

(2010) Proportioning Gout Mxtures for
Pr epl aced- Aggregate Concrete

(2010) Flow of Grout for Preplaced-Aggregate
Concrete (Fl ow Cone Met hod)

(2011b) Standard Specification for Ready-M xed
Concrete

(2010a) Expansi on and Bl eedi ng of Freshly M xed
Grouts for Preplaced-Aggregate Concrete in the
Laboratory

(2010) Conpressive Strength of Gouts for
Pr epl aced- Aggregate Concrete in the Laboratory

(2010) Making Test Cylinders and Prisns for
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ASTM C979/ C979M

ASTM C989

ASTM C990

ASTM CO90M

ASTM C991

ASTM D1002

ASTM D1003

Determ ning Strength and Density of
Prepl aced- Aggregate Concrete in the Laboratory

(1999; R 2005el1) Standard Test Method for Abrasion
Resi st ance of Concrete or Mrtar Surfaces by the
Rot ati ng-Cutter Method

(2010) Tine of Setting of Grouts for
Prepl aced- Aggregate Concrete in the Laboratory

(2010) Steel Drill Screws for the Application of
Gypsum Panel Products or Metal Plaster Bases to

Steel Studs from0.033 in. (0.84 nm to 0.112 in.
(2.84 M) in Thickness

(2011b) Load-Bearing (Transverse and Axial) Steel
Studs, Runners (Tracks), and Bracing or Bridging
for Screw Application of Gypsum Panel Products and
Met al Pl aster Bases

(2002; R 2009) Standard Practice for Infiltration
and Exfiltration Acceptance Testing of Installed
Precast Concrete Pipe Sewer Lines

(2002; R 2009) Standard Practice for Infiltration
and Exfiltration Acceptance Testing of Installed
Precast Concrete Pipe Sewer Lines (Metric)

(2009) Absorption and Bul k Specific Gavity of
D mensi on Stone

(2000; R 2011) Conpression-Recovery of Tape Seal ant

(2010) Quicklime and Hydrated Linme for Soil
Stabilization

(2010) Pigments for Integrally Col ored Concrete

(2010) Standard Specification for Slag Cenent for
Use in Concrete and Mrtars

(2009) Standard Specification for Joints for
Concrete Pipe, Manhol es and Precast Box Sections
Usi ng Preformed Flexible Joint Seal ants

(2009) Standard Specification for Joints for
Concrete Pipe, Manhol es and Precast Box Sections
Using Preformed Flexible Joint Sealants (Metric)

(2008el) Flexible dass Fiber Insulation for Metal
Bui | di ngs

(2010) Apparent Shear Strength of Single-Lap-Joint
Adhesi vel y Bonded Metal Specinens by Tension
Loading (Metal -to-Metal)

(2011) Haze and Lum nous Transm ttance of
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ASTM

ASTM

ASTM

ASTM

D1004

D1037

D1044

D1045

D1047

D1052

D1054

D1056

D1066

D1073

D1117

D1139/ D1139M

D1140

D1143/ D1143M

D1148

D1149

D1152

D1153

D117

D1171

Transparent Pl astics

(2009) Initial Tear Resistance of Plastic Film and
Sheeti ng

(2006a) Eval uating Properties of Wod-Base Fiber
and Particle Panel Materials

(2008) Resistance of Transparent Plastics to
Surface Abrasion

(2008) Sanpling and Testing Plasticizers Used in
Pl astics

(2011) Poly(Vinyl Chloride) Jacket for Wre and
Cabl e

(2009) Measuring Rubber Deterioration-Cut Growh
Usi ng Ross Fl exi ng Appar at us

(2002; R 2007) Rubber Property - Resilience Using a
Rebound Pendul um

(2007) Standard Specification for Flexible Cellular
Materials - Sponge or Expanded Rubber

(2011) Sanpling Steam
(2007) Fine Aggregate for Bitum nous Paving M xtures
(2001) Eval uating Nonwoven Fabrics

(2009) Aggregate for Single or Multiple Bitum nous
Surface Treatnents

(2000; R 2006) Amount of Material in Soils Finer
than the No. 200 (75-m croneter) Sieve

(2007el) Piles Under Static Axial Conpressive Load
(2007a) Standard Test Method for Rubber
Deteriorati on—bi scoloration fromU traviolet (UY)

and Heat Exposure of Light-Colored Surfaces

(2007) Standard Test Met hod for Rubber
Deterioration - Surface Qzone Cracking in a Chanber

(2006) Met hanol (Methyl Al cohol)

(2006) Met hyl Isobutyl Ketone

(2010) Standard CGuide for Sanpling, Test Methods,
Specifications and Guide for Electrical Insulating
Ols of Petroleum Origin

(1999; R 2007) Rubber Deterioration - Surface Ozone
Cracki ng Qutdoors or Chanber (Triangular Specinens)
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ASTM

ASTM

ASTM

ASTM

D1177

D1179

D1187/ D1187M

D1188

D1190

D1200

D1203

D1204

D1210

D1220

D1227

D123

D1238

D1241

D1242

D1248

D1250

D13

D130

D1308

(2007) Freezing Point of Aqueous Engi ne Cool ants
(2010) Fluoride lon in Water

(1997; R 2011el) Asphalt-Base Enul sions for Use as
Protective Coatings for Metal

(2007el) Bulk Specific Gavity and Density of
Conpacted Bitum nous M xtures Using Paraffin-Coated
Speci nens

(1997) Standard Specification for Concrete Joint
Seal er, Hot-Applied Elastic Type

(2010) Viscosity by Ford Viscosity Cup

(2010) Vol atile Loss from Plastics Using Activated
Car bon Met hods

(2008) Linear Dimensional Changes of Nonrigid
Ther nopl astic Sheeting or Filmat El evated
Tenperature

(2005; R 2010) Fineness of Dispersion of
Pi gment - Vehi cl e Systens by Hegman- Type Gage

(1965; R 1990) Measurenent and Calibration of
Upright Cylindrical Tanks

(1995; R 2007) Emulsified Asphalt Used as a
Protective Coating for Roofing

(2009el1e2) Termi nology Relating to Textiles

(2010) Melt Fl ow Rates of Thernopl astics by
Extrusi on Pl astoneter

(2007) Materials for Soil-Aggregate Subbase, Base,
and Surface Courses

(1995a) Resistance of Plastic Materials to Abrasion

(2005) Standard Specification for Polyethyl ene
Pl astics Extrusion Materials for Wre and Cabl e

(2008) Standard CGuide for Use of the Petrol eum
Measur enent Tabl es

(2002) Standard Specification for Spirits of
Tur penti ne

(2010) Standard Test Method for Corrosiveness to
Copper from Petrol eum Products by Copper Strip Test

(2002; R 2007) Effect of Household Chem cals on
Cl ear and Pignented Organi c Finishes
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ASTM

ASTM

ASTM

ASTM

D1310

D1327

D1330

D1339

D1384

D140/ D140M

D1401

D1418

D1429

D1435

D1452

D146

D1461

D1474

D1475

D149

D1499

D1505

D1525

D1527

(2001; R 2007) Flash Point and Fire Point of
Li qui ds by Tag Open- Cup Apparat us

(2004) Bitumen-Saturated Wwven Burl ap Fabrics Used
i n Roofing and Wat er proofing

(2004; R 2010) Rubber Sheet Gaskets
(1984) Sulfite lon in Water

(2005e1) Corrosion Test for Engine Coolants in
d asswar e

(2009) Standard Practice for Sanpling Bitum nous
Material s

(2010) Standard Test Method for Water Separability
of Petroleum G ls and Synthetic Fluids

(2010a) Rubber and Rubber Lattices - Nomencl ature
(2008) Specific Gravity of Water and Brine

(2005) Standard Practice for Qutdoor Wathering of
Pl astics

(2009) Soil Investigation and Sanpling by Auger
Bori ngs

(2004) Sanpling and Testing Bitunmen-Saturated Felts
and Woven Fabrics for Roofing and Waterproofing

(1985; R 2006) Misture or Volatile Distillates in
Bi t um nous Pavi ng M xtures

(2008) Standard Test Method for Indentation
Har dness of Organic Coati ngs

(1998; R 2008) Standard Test Method for Density of
Li quid Coatings, Inks, and Rel ated Products

(2009) Dielectric Breakdown Vol tage and Dielectric
Strength of Solid Electrical Insulating Materials
at Commerci al Power Frequencies

(2005) Filtered Open-Fl ame Carbon-Arc Type
Exposures of Plastics

(2010) Density of Plastics by the Density-G adient
Techni que

(2009) Vicat Softening Tenperature of Plastics
(1999; R 2005) Standard Specification for

Acrylonitril e-Butadi ene-Styrene (ABS) Plastic Pipe,
Schedul es 40 and 80

Page 89



ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

ASTM
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ASTM

ASTM

ASTM

D153

D1533

D1535

D1544

D1556

D1557

D1559

D1560

D1586

D1587

D1593

D1598

D1599

D1603

D1621

D1622

D1623

D1625

D1630

D1632

(1984; R 2008) Specific Gavity of Pignments
(2000; R 2005) Standard Test Method for Water in

I nsul ating Liquids by Coul ometric Karl Fischer
Titration

(2008el1) Specifying Color by the Minsell System

(2004; R 2010) Standard Test Method for Col or of
Transparent Liquids (Gardner Col or Scal e)

(2007) Density and Unit Weight of Soil in Place by
t he Sand- Cone Met hod

(2009) Standard Test Met hods for Laboratory
Conpaction Characteristics of Soil Using Mdified
Effort (56,000 ft-I1bf/ft3) (2700 kN-ni nB)

(1989) Resistance to Plastic Flow of Bitum nous
M xtures Using Marshall Apparatus

(2009a) Resistance to Deformation and Cohesi on of
Bi tum nous M xtures by Means of Hveem Appar at us

(2008a) Penetration Test and Split-Barrel Sanpling
of Soils

(2008) Thin-Valled Tube Sanpling of Soils for
Geot echni cal Pur poses

(2009) Standard Specification for Nonrigid Vinyl
Chloride Plastic Filmand Sheeting

(2002; R 2009) Tine-to-Failure of Plastic Pipe
Under Constant Internal Pressure

(1999; R 2011) Resistance to Short-Tinme Hydraulic
Failure Pressure of Plastic Pipe, Tubing, and
Fittings

(2011) Carbon Black Content in Oefin Plastics

(2010) Conpressive Properties of Rigid Cellular
Pl astics

(2008) Apparent Density of Rigid Cellular Plastics

(2009) Tensile and Tensil e Adhesion Properties of
Rigid Cellular Plastics

(1971; R 2000) Standard Specifications for
Chromat ed Copper Arsenate

(2006) Rubber Property - Abrasion Resistance
(Foot war e Abr ader)

(2007) Making and Curing Soil-Cement Conpression
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ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

D1633

D1640

D1652

D1653

D1654

D1667

D1668

D1682

D1693

D1710

D173

D1730

D1731

D1735

D1751

D1752

D1761

and Fl exure Test Specinens in the Laboratory

(2000; R 2007) Conpressive Strength of Ml ded
Soi | - Cenent Cylinders

(2003; R 2009) Drying, Curing, or FilmFormation of
Organi ¢ Coatings at Room Tenperature

(2004) Standard Test Method for Epoxy Content of
Epoxy Resins

(2003; R 2008) Water Vapor Transm ssion of Organic
Coating Filnms

(2008) Eval uation of Painted or Coated Speci nens
Subj ected to Corrosive Environnents

(2005; R 2011) Flexible Cellular Materials - Poly
(Vinyl Chloride) Foam (O osed-Cel |)

(1997a; R 2006) d ass Fabrics (Wven and Treat ed)
for Roofing and Water proofing

(1964; R 1975el) Test for Breaking Load and
El ongati on of Textile Fabrics

(2008) Standard Test Method for Environnental
Stress- Cracking of Ethylene Plastics

(2008) Extruded and Comnpression Ml ded
Pol yt etraf | uor oet hyl ene (PTFE) Rod and Heavy-Wall ed
Tubi ng

(2003) Bitunmen-Saturated Cotton Fabrics Used in
Roof i ng and Wat er proofing

(2009) Standard Practices for Preparation of
Al um num and Al um num Al | oy Surfaces for Painting

(2009) Preparation of Hot-Dip Al um num Surfaces for
Pai nti ng

(2008) Testing Water Resistance of Coatings Using
VWat er Fog Apparat us

(2004; R 2008) Standard Specification for Prefornmed
Expansi on Joint Filler for Concrete Paving and
Structural Construction (Nonextrudi ng and Resilient
Bi t um nous Types)

(2004a; R 2008) Standard Specification for
Pref ormed Sponge Rubber Cork and Recycl ed PVC
Expansi on

(2006) Standard Test Methods for Mechani cal
Fasteners in Wod
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ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

D1763

Di777

D1784

D1785

D1790

D1856

D1863

D1864/ D1864M

D1876

D1883

D1894

D1922

D1927

D1929

D1970/ D1970M

D1972

D198

D1998

D2000

D202

(2000; R 2005) Epoxy Resins
(1996e1; R 2011) Thickness of Textile Materials

(2011) Standard Specification for Rigid Poly(Vinyl
Chloride) (PVC) Conmpounds and Chl ori nated
Pol y(Vi nyl Chloride) (CPVC) Compounds

(2006) Standard Specification for Poly(Vinyl
Chloride) (PVC, Plastic Pipe, Schedules 40, 80,
and 120

(2008) Brittleness Temperature of Plastic Sheeting
by | npact

(2009) Recovery of Asphalt from Solution by Abson
Met hod

(2005) M neral Aggregate Used on Built-Up Roofs

(1989; R 2009el) Mdisture in M neral Aggregate Used
on Built-Up Roofs

(2008) Standard Test Met hod for Peel Resistance of
Adhesi ves (T-Peel Test)

(2007e2) CBR (California Bearing Ratio) of
Labor at ory- Conpacted Soil s

(2011e1) Static and Kinetic Coefficients of
Friction of Plastic Filmand Sheeting

(2009) Propagation Tear Resistance of Plastic Film
and Thin Sheeting by Pendul um Met hod

(1981; R 1988) Rigid Poly(Vinyl Chloride) Plastic
Sheet

(2011) Standard Test Method for Determning
I gnition Tenperature of Plastics

(2011) Sel f-Adhering Pol ymer Modified Bitum nous
Sheet Materials Used as Steep Roofing Underl aynent
for Ice Dam Protection

(1997; R 2005) Standard Practice for Generic
Mar ki ng of Plastic Products

(2009) Standard Test Methods of Static Tests of
Lunmber in Structural Sizes

(2006) Pol yet hyl ene Upright Storage Tanks

(2008) Standard O assification System for Rubber
Products in Autonotive Applications

(2008) Sanpling and Testing Untreated Paper Used
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ASTM
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ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

D2026/ D2026M

D2027

D2028

D2028/ D2028M

D2035

D2041/ D2041M

D2047

D2103

D2104

D2113

D2122

D2126

D2136

D2167

D217

D2170/ D2170M

D2171/ D2171M

D2172/ D2172M

D2176

D2178

for Electrical Insulation

(1997; R 2010el) Cutback Asphalt (Sl ow Curing Type)
(2010) Cutback Asphalt (Medium Curing Type)

(2010) Cutback Asphalt (Rapid-Curing Type)

(2010) Cutback Asphalt (Rapid-Curing Type)

(2008) Standard Practice for
Coagul ati on-Fl occul ati on Jar Test of Water

(2011) Theoretical Maxi mum Specific Gavity and
Density of Bitum nous Paving M xtures

(2011) Static Coefficient of Friction of
Pol i sh- Coat ed Fl oor Surfaces as Measured by the
Janes Machi ne

(2010) Standard Specification for Polyethylene Film
and Sheeting

(2003) Standard Specification for Polyethyl ene (PE)
Pl astic Pipe, Schedule 40

(2008) Rock Core Drilling and Sanpling of Rock for
Site Investigation

(1998; R 2010) Determining D nensions of
Ther nopl astic Pipe and Fittings

(2009) Response of Rigid Cellular Plastics to
Thermal and Hum d Agi ng

(2002; R 2007) Coated Fabrics - Low Tenperature
Bend Test

(2008) Density and Unit Weight of Soil in Place by
t he Rubber Bal |l oon Met hod

(2010) Cone Penetration of Lubricating G ease
(2010) Kinematic Viscosity of Asphalts (Bitunens)

(2010) Viscosity of Asphalts by Vacuum Capill ary
Vi sconet er

(2011) Quantitative Extraction of Bitumen from
Bi t um nous Pavi ng M xtures

(1997a; R 2007) Fol di ng Endurance of Paper by the
MI.T. Tester

(2004) Asphalt dass Felt Used in Roofing and
Wat er pr oofi ng
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ASTM
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ASTM

ASTM

ASTM

ASTM

D2186

D2216

D2217

D2235

D2239

D2240

D2241

D2244

D2247

D226

D226/ D226M

D2261

D227

D2270

D2272

D2287

D229

D2308

(2005; R 2009) Deposit-Formng Inmpurities in Steam

(2010) Laboratory Determi nation of Water (Misture)
Content of Soil and Rock by Mass

(1985; R 1998) Wet Preparation of Soil Sanples for
Particle-Size Analysis and Determ nation of Soil
Const ants

(2004; R 2011) Standard Specification for Solvent
Cenent for Acrylonitrile-Butadi ene-Styrene (ABS)
Plastic Pipe and Fittings

(2003) Standard Specification for Polyethyl ene (PE)
Pl astic Pipe (SIDR-PR) Based on Controlled |nside
Di anet er

(2005; R 2010) Standard Test Method for Rubber
Property - Duroneter Hardness

(2009) Standard Specification for Poly(Vinyl
Chloride) (PVC) Pressure-Rated Pipe (SDR Series)

(2011) Cal cul ation of Col or Tol erances and Col or
Di fferences fromlnstrunentally Measured Col or
Coor di nat es

(2011) Testing Water Resistance of Coatings in 100%
Rel ative Humi dity

(2009) Standard Specification for Asphalt-Saturated
Organic Felt Used in Roofing and Wat er proofing

(2009) Standard Specification for Asphalt-Saturated
O ganic Felt Used in Roofing and Waterproofing

(2011) Tearing Strength of Fabrics by the Tongue
(Single Rip) Procedure (Constant Rate-of-Extension
Tensil e Testing Machi ne)

(2003) Coal -Tar-Saturated Organic Felt Used in
Roof i ng and Water proofing

(2010el1) Standard Practice for Cal culating
Vi scosity Index fromKinematic Viscosity at 40 and
100°C

(2011) Standard Test Method for Oxidation Stability
of Steam Turbine G ls by Rotating Pressure Vessel

(2011) Nonrigid Vinyl Chloride Polynmer and
Copol ymer Mol di ng and Extrusi on Conpounds

(2009b) Rigid Sheet and Plate Materials Used for
El ectrical Insulation

(2007) Standard Specification for Thernoplastic
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ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

D2310

D2321

D2344/ D2344M

D235

D2369

D2370

D2394

D2397

D2412

D2419

D242/ D242M

D2434

D244

D2447

D2452

D2453

D2454

D2464

Pol yet hyl ene Jacket for Electrical Wre and Cabl e

(2006) Machi ne- Made "Fi bergl ass"
(d ass- Fi ber-Rei nforced Thernosetting-Resin) Pipe

(2011) Standard Practice for Underground
Installati on of Thernoplastic Pipe for Sewers and
QO her Gravity-Flow Applications

(2000; R 2006) Standard Test Method for Short-Beam

Strength of Polymer Matrix Composite Materials and
Thei r Lami nates

(2002; R 2007) Mneral Spirits (Petroleum Spirits)
(Hydrocarbon Dry C eani ng Sol vent)

(2010el) Vol atile Content of Coatings

(1998; R 2010) Tensile Properties of Organic
Coat i ngs

(2005; R 2011) Sinul ated Service Testing of Wod
and Wbod- Base Finish Flooring

(2005) Standard Specification for Cationic
Emul sified Asphalt

(2011) Determ nation of External Loading
Characteristics of Plastic Pipe by Parallel-Plate
Loadi ng

(2009) Sand Equival ent Val ue of Soils and Fine
Aggr egat e

(2009) Mneral Filler for Bitum nous Paving M xtures

(1968; R 2006) Perneability of Granular Soils
(Const ant Head)

(2009) Emul sified Asphalts

(2003) Standard Specification for Polyethyl ene (PE)
Pl astic Pipe, Schedules 40 and 80, Based on Qutside
Di anet er

(2003; R 2009) Standard Test Method for

Extrudability of GO 1- and Resin-Base Caul ki ng
Conpounds

(2003; R 2009) Standard Test Method for Shrinkage
and Tenacity of O l- and Resin-Base Caul ki ng
Conpounds

(2008) Determ ning the Effect of Overbaking on
Organi ¢ Coati ngs

(2006) Standard Specification for Threaded
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ASTM

ASTM

ASTM

D2466

D2467

D2471

D2472

D2487

D2488

D2489/ D2489M

D2495

D25

D2513

D2517

D2523

D256

D2563

D2564

D2565

D257

D2583

Pol y(Vinyl Chloride) (PVC) Plastic Pipe Fittings,
Schedul e 80

(2006) Standard Specification for Poly(Vinyl
Chloride) (PVC) Plastic Pipe Fittings, Schedule 40

(2006) Standard Specification for Poly(Vinyl
Chloride) (PVC) Plastic Pipe Fittings, Schedule 80

(1999) Standard Test Method for Gel Tine and Peak

Exot herm ¢ Tenperature of Reacting Thernosetting
Resi ns

(2000; R 2006) Standard Specification for Sul phur
Hexaf | uori de

(2011) Soils for Engineering Purposes (Unified Soil
Classification Systen)

(2009a) Description and ldentification of Soils
(Vi sual - Manual Procedure)

(2008) Estimating Degree of Particle Coating of
Bi t um nous- Aggregate M xtures

(2007) Standard Test Method for Moisture in Cotton
by Oven-Drying

(1999; R 2005) Round Tinber Piles

(2011a) Thernoplastic Gas Pressure Pipe, Tubing,
and Fittings

(2006) Rei nforced Epoxy Resin Gas Pressure Pipe and
Fittings

(2000; R 2006) Standard Practice for Testing
Load-Strain Properties of Roofing Menbranes

(2010) Determ ning the |1zod Pendul um | npact
Resi stance of Plastics

(2008) d assifying Visual Defects in
d ass-Reinforced Plastic Lam nate Parts

(2004; R 2009el) Standard Specification for Sol vent
Cenents for Poly(Vinyl Chloride) (PVC) Plastic
Pi pi ng Systens

(1999; R 2008) Xenon Arc Exposure of Plastics
I ntended for Qutdoor Applications

(2007) Standard Test Methods for D C Resistance or
Conduct ance of Insulating Materials

(2007) Indentation Hardness of Rigid Plastics by
Means of a Barcol |npressor
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ASTM

ASTM

ASTM

ASTM

D2609

D2621

D2628

D2632

D2652

D2657

D2661

D2665

D2672

D2680

D2683

D2688

D2697

D2726

D2729

D2737

D2751

D2765

(2002; R 2008) Standard Specification for Plastic
Insert Fittings for Polyethylene (PE) Plastic Pipe

(1987; R 2011) Infrared ldentification of Vehicle
Solids from Sol vent - Reduci bl e Paints

(1991; R 2011) Standard Specification for Prefornmed
Pol ychl oroprene El astoneric Joint Seals for
Concrete Pavenents

(2001; R 2008) Rubber Property-Resilience by
Vertical Rebound

(2011) Activated Carbon

(2007) Heat Fusion Joining Polyolefin Pipe and
Fittings

(2011) Standard Specification for
Acrylonitril e-But adi ene-Styrene (ABS) Schedul e 40,
Plastic Drain, Waste, and Vent Pipe and Fittings

(2011) Standard Specification for Poly(Vinyl
Chloride) (PVC) Plastic Drain, Waste, and Vent Pipe
and Fittings

(1996a; R 2009) Joints for |IPS PVC Pipe Using
Sol vent Cenent

(2001; R 2009) Standard Specification for
Acrylonitril e-But adi ene-Styrene (ABS) and
Pol y(Vi nyl Chloride) (PVC) Conposite Sewer Piping

(2010) Standard Specification for Socket-Type
Pol yet hyl ene Fittings for CQutside
Di amet er-Control | ed Pol yet hyl ene Pi pe and Tubi ng

(2011) Corrosivity of Water in the Absence of Heat
Transfer (Weight Loss Met hods)

(2003; R 2008) Vol ume Nonvol atile Matter in Cear
or Pignented Coatings

(2010) Bulk Specific Gravity and Density of
Non- Absor pti ve Conpacted Bitum nous M xtures

(2011) Poly(Vinyl Chloride) (PVC) Sewer Pipe and
Fittings

(2003) Pol yet hyl ene (PE) Plastic Tubing

(2005) Standard Specification for

Acrylonitril e-But adi ene-Styrene (ABS) Sewer Pipe
and Fittings

(2011) Determ nation of Gel Content and Swell Ratio
of Crosslinked Ethylene Plastics
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ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

D2774

D2794

D281

D2822/ D2822M

D2824

D2835

D2837

D2842

D2843

D2844

D2846/ D2846M

D2854

D2855

D2856

D2859

D2862

D2863

D2866

D2867

(2008) Underground Installation of Thernoplastic
Pressure Piping

(1993; R 2010) Resistance of Organic Coatings to
the Effects of Rapid Deformation (Inpact)

(1995; R 2007) G| Absorption of Pignents by
Spat ul a Rub- Qut

(2005el; R 2011) Asphalt Roof Cement

(2006) Al um num Pi grent ed Asphalt Roof Coati ngs,
Non- Fi ber ed, Asbestos Fi bered, and Fi bered without
Asbest os

(1989; R 2007) Lubricant for Installation of
Pref ormed Conpression Seals in Concrete Pavenents

(2011) Standard Test Method for Obtaining
Hydrostatic Design Basis for Thernopl astic Pipe
Materials or Pressure Design Basis for

Ther nopl astic Pi pe Products

(2006) Water Absorption of Rigid Cellular Plastics

(2010) Density of Snmoke fromthe Burning or
Deconposition of Plastics

(2007el) Resistance R-Value and Expansi on Pressure
of Conpacted Soils

(2009bel) Chlorinated Poly(Vinyl Chloride) (CPVC
Pl astic Hot- and Col d-Water Distribution Systens

(2009) Apparent Density of Activated Carbon
(1996; R 2010) Standard Practice for Mking

Sol vent - Cenented Joints with Poly(Vinyl Chloride)
(PVC) Pipe and Fittings

(1994; R 1998) Open-Cell Content of Rigid Cellular
Pl astics by the Air Pycnoneter

(2006; R 2011) Ignition Characteristics of Finished
Textile Floor Covering Materials

(2010) Particle Size Distribution of G anular
Activated Carbon

(2010) Measuring the M nimum Oxygen Concentration
to Support Candl e-Li ke Conbustion of Plastics
(Oxygen | ndex)

(2011) Total Ash Content of Activated Carbon

(2009) Misture in Activated Carbon
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ASTM
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ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

D2898

D2917

D2937

D2939

D2940/ D2940M

D2950/ D2950M

D297

D2974

D2990

D2992

D2995

D2996

D2997

D3018/ D3018M

D3019

D3020

D3034

D3035

D3039/ D3039M

(2010) Accel erated Weat hering of
Fire-Retardant-Treated Wod for Fire Testing

(2007) Methyl Isoamyl Ketone

(2010) Density of Soil in Place by the
Drive-Cylinder Method

(2003) Emulsified Bitunens Used as Protective
Coati ngs

(2009) Standard Specification for Gaded Aggregate
Material for Bases or Subbases for H ghways or
Airports

(2010) Density of Bitum nous Concrete in Place by
Nucl ear Met hods

(1993; R 2006) Rubber Products - Chenical Analysis

(2007a) Moisture, Ash, and Organic Matter of Peat
and O her Organic Soils

(2009) Tensile, Conpressive, and Flexural Creep and
Creep-Rupture of Plastics

(2006) Obtaining Hydrostatic or Pressure Design
Basis for "Fiberglass" (d ass-Fi ber-Reinforced
Ther nosetti ng- Resin) Pipe and Fittings

(1999; R 2009) Determ ning Application Rate of
Bi tum nous Distributors

(2001; R 2007el) Filanment-Wund "Fi bergl ass"
(d ass- Fi ber-Rei nforced Thernosetting-Resin) Pipe

(2001; R 2007el) Centrifugally Cast "Fibergl ass"
(d ass- Fi ber-Rei nforced Thernosetting-Resin) Pipe

(2011) Standard Specification for Cass A Asphalt
Shingl es Surfaced Wth M neral G anul es

(2008) Lap Cement Used with Asphalt Roll Roofing
Non Fi bered, Asbestos Fi bered, and Non Asbestos
Fi ber ed

(1989) Pol yet hyl ene and Et hyl ene Copol yner Plastic
Sheeting for Pond, Canal, and Reservoir Lining

(2008) Standard Specification for Type PSM
Pol y(Vi nyl Chloride) (PVC) Sewer Pipe and Fittings

(2010) Pol yethyl ene (PE) Plastic Pipe (DR-PR) Based
on Controlled Qutside D aneter

(2008) Tensile Properties of Polyner Matrix
Conposite Materials
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ASTM

ASTM
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ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

D3045

D3083

D312

D3122

D3138

D3139

D3161

D3171

D3203

D3212

D3222

D323

D3261

D3262

D3273

D3274

D3276

D3278

(1992; R 2010) Practice for Heat Aging of Plastics
Wt hout Load

(1989) Flexible Poly(Vinyl Chloride) Plastic
Sheeting for Pond, Canal, and Reservoir Lining

(2000; R 2006) Standard Specification for Asphalt
Used in Roofing

(1995; R 2009) Solvent Cenents for Styrene-Rubber
(SR) Plastic Pipe and Fittings

(2004; R 2011) Sol vent Cenents for Transition

Joi nts Between Acrylonitrile-Butadi ene-Styrene
(ABS) and Pol y(Vinyl Chloride) (PVC) Non-Pressure
Pi pi ng Components

(1998; R 2011) Joints for Plastic Pressure Pipes
Usi ng Fl exi bl e El astoneric Seal s

(2009) Standard Test Method for W nd-Resistance of
Asphal t Shingl es (Fan-1nduced Met hod)

(2011) Standard Test Met hod for Constituent Content
of Conposite Materials

(2005) Percent Air Voids in Conpacted Dense and
Open Bitum nous Paving M xtures

(2007) Standard Specification for Joints for Drain
and Sewer Plastic Pipes Using Flexible Elastoneric
Seal s

(2005; R 2010) Unnodified Pol y(Vinylidene Fluoride)
(PVDF) Mol ding Extrusion and Coating Materials

(2008) Vapor Pressure of Petrol eum Products (Reid
Met hod)

(2010a) Standard Specification for Butt Heat Fusion
Pol yet hyl ene (PE) Plastic Fittings for Polyethyl ene
(PE) Plastic Pipe and Tubing

(2011) "Fiberglass" (d ass-Fiber-Reinforced
Ther noset ti ng- Resi n) Sewer Pipe

(2000; R 2005) Resistance to Gowmh of Mld on the
Surface of Interior Coatings in an Environnental
Chanber

(2009el1) Eval uating Degree of Surface Disfigurenent
of Paint Filnms by Mcrobial (Fungal or Algal)
Gowmh or Soil and Dirt Accunul ati on

(2007) Painting Inspectors (Metal Substrates)

(1996; R 2011) Flash Point of Liquids by Small
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ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

D3299

D3307

D3308

D3311

D333

D3330/ D3330M

D3335

D3350

D3359

D3363

D3370

D3381/ D3381M

D3389

D3418

D3427

D3451

D3453

D3455

D3462/ D3462M

Scal e C osed- Cup Appar at us

(2010) Fil ament-Wund d ass- Fi ber - Rei nf orced
Ther nbset Resin Corrosion-Resistant Tanks

(2010) Perfl uoroal koxy (PFA)-Fl uorocarbon Resin
Mol di ng and Extrusion Materials

(2006) PTFE Resin Skived Tape

(2011) Drain, Waste, and Vent (DW) Plastic
Fittings Patterns

(2001; R 2007) Standard Guide for Clear and
Pi gment ed Lacquers

(2004; R 2010) Peel Adhesion of Pressure-Sensitive
Tape

(1985a; R 2009) Low Concentrations of Lead,
Cadmium and Cobalt in Paint by Atom c Absorption
Spect r oscopy

(2010a) Pol yethylene Plastics Pipe and Fittings
Materi al s

(2009e2) Measuring Adhesion by Tape Test
(2005el; R 2011) Film Hardness by Pencil Test
(2010) Sanpling Water from Cl osed Conduits

(2009a) Viscosity-Gaded Asphalt Cement for Use in
Paverment Construction

(2010) Coated Fabrics Abrasion Resistance (Rotary
Pl atform Doubl e- Head Abrader)

(2008) Transition Tenperatures of Polyners by
Differential Scanning Calorinetry

(2007) Standard Test Method for Air Rel ease
Properties of PetroleumQls

(2006) Testing Coating Powders and Powder Coati ngs
(2007) Flexible Cellular Materials - Urethane for
Furniture and Autonotive Cushi oning, Beddi ng, and

Sim | ar Applications

(2011) Conpatibility of Construction Material with
El ectrical Insulating Ol of Petroleum Oigin

(2010a) Standard Specification for Asphalt Shingles

Made From d ass Felt and Surfaced with M nera
G anul es
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ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

D3465

D3487

D3498

D3551

D3567

D3574

D3575

D3595

D3612

D3617

D3625

D3656

D3665

D3666

D3667

D3676

D3678

D3689

(2000; R 2007el) Standard Test Method for Purity of
Monmeric Pl asticizers by Gas Chromat ography

(2009) Standard Specification for M neral
Insulating Gl Used in Electrical Apparatus

(2011) Adhesives for Field-duing Plywod to Lunber
Fram ng for Floor Systens

(2008) Laboratory Preparation of Soil-Linme Mxtures
Usi ng a Mechani cal M xer

(1997; R 2006) Standard Practice for Determning
Di nensi ons of “Fiberglass” (d ass-Fiber-Reinforced
Thernosetting Resin) Pipe and Fittings

(2008) Standard Test Methods for Flexible Cellular
Mat eri al s—Sl ab, Bonded, and Ml ded Uret hane Foamns

(2008) Flexible Cellular Materials Made From A efin
Pol yrer s

(2002; R 2007) Polychlorotrifluoroethyl ene (PCTFE)
Extruded Pl astic Sheet and Film

(2002; R 2009) Standard Test Method for Anal ysis of
Gases Dissolved in Electrical Insulating Gl by Gas
Chr omat ogr aphy

(2007) Sanpling and Anal ysis of New Built-Up Roof
Menbr anes

(1996; R 2005) Standard Practice for Effect of
Wat er on Bitum nous- Coat ed Aggregate Using Boiling
Wt er

(2007) Insect Screening and Louver C oth Wven from
Vi nyl - Coated d ass Yarns

(2007e1) Random Sanpling of Construction Materials

(2009a) M ni mum Requi renents for Agencies Testing
and | nspecting Road and Paving Materials

(2005; R 2010) Rubber Seals Used in Flat-Plate
Sol ar Col |l ectors

(2007) Rubber Cellul ar Cushion Used for Carpet or
Rug Under! ay

(1997; R 2008el) Standard Specification for Rigid
Poly (Vinyl Chloride) (PVC Interior-Profile
Extrusi ons

(2007) Standard Test Met hods for Deep Foundati ons
Under Static Axial Tensile Load
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ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

D3691/ D3691M

D3699

D3718

D3721

D3737

D374

D3740

D3744

D3744/ D3744M

D374M

D3753

D3754

D3775

D3776/ D3776M

D3786/ D3786M

D3787

D3802

D3833/ D3833M

D3839

(2009) Wbven, Lace, and Knit Household Curtain and
Drapery Fabrics

(2008) Standard Specification for Kerosene

(1985a; R 2010) Low Concentrations of Chromiumin
Pai nt by Atom c Absorption Spectroscopy

(2005; R 2011) Synthetic Red Iron Oxide Pignent
(2009) Standard Practice for Establishing Al owable

Properties for Structural dued Lani nated Ti nber
(dulam

(1999; R 2004) Thickness of Solid Electrical
I nsul ation

(2011) M ni mum Requirenents for Agenci es Engaged in
the Testing and/or |nspection of Soil and Rock as
Used in Engi neering Design and Construction

(2003) Standard Test Method for Aggregate
Durability Index

(2011) Standard Test Method for Aggregate
Durability I ndex

(1999; R 2005) Thickness of Solid Electrical
I nsul ation (Metric)

(2005e1) d ass-Fiber-Rei nforced Pol yester Manhol es
and Wetwel | s

(2011) "Fiberglass" (d ass-Fiber-Reinforced
Ther nosetti ng- Resin) Sewer and | ndustrial Pressure
Pi pe

(2008) Warp End Count and Filling Pick Count of
Wven Fabric

(2009aele2) Standard Test Method for Mass Per Unit
Area (Weight) of Fabric

(2009) Hydraulic Bursting Strength of Textile
Fabri cs- Di aphragm Bursting Strength Tester Method

(2007; R 2011) Bursting Strength of Textiles -
Const ant - Rat e- of - Traverse (CRT), Ball Burst Test

(2010) Ball-Pan Hardness of Activated Carbon

(1996; R 2011) Water Vapor Transm ssion of
Pressure-Sensitive Tapes

(2008) Underground Installation of "Fiberglass"”
(d ass- Fi ber-Rei nforced Thernosetting-Resin) Pipe
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ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

D3840

D3841

D3860

D3867

D3884

D3887

D3892

D3895

D390

D3910

D3915

D3916

D3924

D3925

D395

D3951

D396

D3960

D3965

(2010) "Fiberglass" (d ass-Fiber-Reinforced
Ther nosetting-Resin) Pipe Fittings for Nonpressure
Appli cations

(1997; R 2008el) Standard Specification for d ass
Fi ber - Rei nforced Pol yester Plastic Panel s

(1998; R 2008) Determ nation of Adsorptive Capacity
of Activated Carbon by Aqueous Phase |sotherm
Techni que

(2009) Nitrite-Nitrate in Water

(2009) Abrasion Resistance of Textile Fabrics
(Rotary Platform Doubl e-Head Met hod)

(1996; R 2008) Standard Specification for
Tol erances for Knitted Fabrics

(1993; R 2009) Packagi ng/ Packi ng of Plastics

(2007) Oxidative-Induction Time of Polyolefins by
Differential Scanning Calorinetry

(1992; R 1999) Coal -Tar Creosote for the
Preservative Treatnent of Piles, Poles and Ti nbers
for Marine, Land, and Fresh Water Use

(2011) Design, Testing, and Construction of Slurry
Seal

(2006) Rigid Poly(Vinyl Chloride) (PVC and
Chlorinated Pol y(Vinyl Chloride) (CPVC) Conpounds
for Plastic Pipe and Fittings Used in Pressure
Appl i cations

(2008) Tensile Properties of Pultruded
G ass- Fi ber-Rei nforced Pl astic Rod

(1980; R 2011) Standard Environnent for
Condi tioning and Testing Paint, Varnish, Lacquer,
and Rel ated Materials

(2002; R 2010) Sanpling Liquid Paints and Rel ated
Pi gment ed Coat i ngs

(2003; R 2008) Standard Test Methods for Rubber
Property - Conpression Set

(2010) Conmmerci al Packagi ng
(2010) Standard Specification for Fuel Qs

(2005) Determning Volatile O ganic Conpound (VOC)
Content of Paints and Rel ated Coati ngs

(2011) Rigid Acrylonitrile-Butadi ene-Styrene (ABS)
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ASTM D3966 (2007) Standard Test Met hods for Deep Foundati ons
Under Lateral Load

ASTM D4 (1986; R 2010) Bitunen Content

ASTM D4000 (2011) Standard O assification System for

Specifying Plastic Materials

ASTM D4016 (2008) Viscosity of Chemical Gouts by Brook field
Vi sconet er (Laboratory Method)

ASTM D402 (2008) Distillation of Cut-Back Asphaltic
(Bi tum nous) Products

ASTM D4020 (2011) U tra-H gh- Ml ecul ar - Wi ght Pol yet hyl ene
Mol di ng and Extrusion Materials

ASTM D4024 (2005) Machi ne Made "Fi bergl ass"
(d ass- Fi ber-Rei nforced Thernosetting Resin) Flanges

ASTM D4057 (2006; R 2011) Standard Practice for Manual
Sanpl i ng of Petrol eum and Petrol eum Products

ASTM D4059 (2000; R 2010) Analysis of Polychlorinated
Bi phenyl s in Insulating Liquids by Gas
Chr omat ogr aphy

ASTM D4060 (2010) Abrasion Resistance of Organic Coatings by
the Taber Abraser

ASTM D4068 (2009) Chlorinated Pol yethyl ene Sheeting for
Conceal ed Wat er- Cont ai nnent Menbr ane

ASTM D4073 (2006) Standard Test Method for Tensile-Tear
Strength of Bitum nous Roofing Menbranes

ASTM D4078 (2002; R 2008) Water Emulsion Floor Polish

ASTM D4093 (1995; R 2010) Photoel astic Measurenents of

Bi refringence and Residual Strains in Transparent
or Translucent Plastic Materials

ASTM D4097 (2001; R 2010) Contact- Ml ded
d ass- Fi ber-Rei nforced Thernpset Resin
Corrosi on- Resi st ant Tanks

ASTM D41/ D41M (2011) Asphalt Prinmer Used in Roofing,
Danpproofing, and Wat er proofing

ASTM D4101 (2011) Standard Specification for Polypropyl ene
I njection and Extrusion Materials

ASTM D412 (2006ae2) Standard Test Methods for Vul canized
Rubber and Thernopl astic El astoners - Tension
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ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

D4125/ D4125M

D413

D4157

D4161

D4167

D4a177

D420

D4214

D4216

D4218

D422

D4220

D4253

D4254

D4259

D4263

D4280

D4285

D429

(2010) Asphalt Content of Bitumi nous M xtures by
the Nucl ear Met hod

(1998; R 2007) Rubber Property - Adhesion to
Fl exi bl e Substrate

(2010) Standard Test Met hod for Abrasi on Resistance
of Textile Fabrics (Gscillatory Cylinder Method)

(2001; R 2010) "Fiberglass" (d ass-Fiber-Reinforced

Ther noset ti ng- Resin) Pipe Joints Using Flexible
El astonmeric Seal s

(1997; R 2007) Fiber-Reinforced Plastic Fans and
Bl ower s

(1995; R 2010) Standard Practice for Autonatic
Sanpl i ng of Petrol eum and Petrol eum Products

(1998; R 2003) Site Characterization for
Engi neeri ng Design, and Construction Purposes

(2007) Standard Test Method for Eval uating the
Degree of Chal king of Exterior Paint Filns

(2006) Rigid Poly (Vinyl Chloride) (PVC) and
Rel ated PVC and Chlorinated Poly (Vinyl Chloride)
(CPVC) Buil ding Products Compounds

(1996; R 2008) Determ nation of Carbon Bl ack
Content in Polyethylene Conpounds by the

Muf f | e- Furnace Techni que

(1963; R 2007) Particle-Size Analysis of Soils

(1995; R 2007) Preserving and Transporting Soi l
Sanpl es

(2000; R 2006) Maximum I ndex Density and Unit
Wei ght of Soils Using a Vibratory Tabl e

(2000; R 2006el) M nimum Index Density and Unit
Wei ght of Soils and Cal cul ation of Relative Density

(1988; R 2006) Standard Practice for Abrading
Concrete

(1983; R 2005) Indicating Misture in Concrete by
the Plastic Sheet Method

(2008) Extended Life Type, Nonpl owabl e, Raised,
Retrorefl ecti ve Pavenment WMarkers

(1983; R 2006) Indicating Ol or Water in
Conpressed Air

(2008) Rubber Property-Adhesion to Rigid Substrates
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ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

D43

D430

D4318

D4329

D4354

D4355

D4357

D4380

D4397

D4400

D4402

D4417

D4427

D4434/ D 4434M

D4439

D4444

D445

D4479

D448

D449

(2000; R 2006) Coal Tar Prinmer Used in Roofing,
Danpproofi ng, and Wt er proofi ng

(2006el1) Standard Test Methods for Rubber
Deterioration - Dynam c Fatigue

(2010) Liquid Limt, Plastic Limt, and Plasticity
| ndex of Soils

(2005) Standard Practice for Fluorescent W
Exposure of Plastics

(1999; R 2009) Sanpling of CGeosynthetics for Testing
(2007) Deterioration of Geotextiles from Exposure

to Light, Misture and Heat in a Xenon-Arc Type
Appar at us

(1996) Plastic Lam nates Made from Wven- Rovi ng and
Woven-Yarn d ass Fabrics

(1984; R 2006) Standard Test Method for Density of
Bentonitic Slurries

(2010) Standard Specification for Pol yethyl ene
Sheeting for Construction, Industrial, and
Agricultural Applications

(1999; R 2007) Sag Resistance of Paints Using a
Mul tinotch Applicator

(2006) Viscosity Determ nation of Asphalt at
El evat ed Tenperatures Using a Rotational Visconeter

(2003) Field Measurenent of Surface Profile of
Bl ast C eaned Steel

(2007) Peat Sanples by Laboratory Testing
(2011) Pol y(Vinyl Chloride) Sheet Roofing
(2004) Geosynthetics

(2008) Use and Calibration of Hand-Held Misture
Met er s

(2011a) Standard Test Method for Kinematic

Vi scosity of Transparent and Opaque Liquids (and
the Cal cul ati on of Dynamic Viscosity)

(2007) Asphalt Roof Coatings - Asbestos-Free

(2008) Sizes of Aggregate for Road and Bridge
Construction

(2003; R 2008) Asphalt Used in Danpproofing and
Wat er pr oof i ng
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ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

D4491 (1999a; R 2009) Water Perneability of Ceotextiles
by Permittivity

D450 (2007) Coal -Tar Pitch Used in Roofing,
Danpproofing, and Wat er proofing

D4501 (2001; R 2009el) Adhesive Bonds Between Rigid
Substrates by the Bl ock-Shear Met hod

D4505 (2005) Preformed Retroflective Pavenent WMarking
Tape for Extended Service Life

D4533 (2011) Trapezoid Tearing Strength of Geotextiles

D4541 (2009el1) Pull-Of Strength of Coatings Using
Port abl e Adhesion Testers

D4551 (1996; R 2008el) Poly(Vinyl Chloride) (PVC) Plastic
Fl exi bl e Conceal ed Wat er - Cont ai nnent Menbr ane

D4552/ D4552M (2010) d assifying Hot-M x Recycling Agents

D4586 (2007) Asphalt Roof Cenent, Asbestos-Free

D4587 (2011) Standard Practice for Fluorescent
UV- Condensati on Exposures of Paint and Rel ated
Coati ngs

D4595 (2009) Tensile Properties of Geotextiles by the
Wde-Wdth Strip Method

D4601 (2004) Asphalt-Coated d ass Fi ber Base Sheet Used
in Roofing

D4607 (1994; R 2011) Determ nation of |odine Nunber of
Activated Carbon

D4632 (2008) Grab Breaking Load and El ongati on of
CGeotextiles

D4635 (2008a) Standard Specification for Polyethyl ene
Films Made from Low Density Pol yet hyl ene for
General Use and Packagi ng Applications

D4637/ D4637M (2010) EPDM Sheet Used in Single-Ply Roof Menbrane

D4643 (2008) Determination of Water (Misture) Content of
Soil by the M crowave Oven Met hod

D4689 (1999; R 2005) Standard Specification for Adhesive,
Casei n- Type

D4690 (1999; R 2005) Standard Specification for U ea
For mal dehyde Resin Adhesi ves

D470 (2005) Crosslinked Insulations and Jackets for Wre

and Cabl e
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ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

D471

D4716

D4750

D4751

D4759

D476

D4791

D4802

D4811

D4814

D4832

D4833

D4840

D4867/ D4867M

D4869/ D4869M

D4873

D4884

D4887/ D4887M

D4897/ D4897M

(2010) Standard Test Method for Rubber Property -
Ef fect of Liquids

(2008) Determning the (In-Plane) Flow Rate Per
Unit Wdth and Hydraulic Transm ssivity of a
Geosynt hetic Using a Constant Head

(1987; R 2001) Determ ning Subsurface Liquid Levels
in a Borehole or Minitoring Well (Observation Well)

(2004) Determ ning Apparent Opening Size of a
Geotextil e

(2011) Determ ning the Specification Conformance of
Geosynt heti cs

(2000; R 2011) Dry Pignmentary Titani um Di oxi de
Pi gment s

(2010) Flat Particles, Elongated Particles, or Flat
and El ongated Particles in Coarse Aggregate

(2010) Pol y(Met hyl Methacrylate) Acrylic Plastic
Sheet

(2006) Nonvul cani zed (Uncured) Rubber Sheet Used as
Roof Fl ashing

(2011) Autonotive Spark-lgnition Engi ne Fuel

(2010) Preparation and Testing of Controlled Low
Strength Material (CLSM Test Cylinders

(2007) Index Puncture Resistance of Geotextil es,
Geonenbr anes, and Rel ated Products

(1999; R 2010) Sanpling Chai n-Of - Cust ody Procedures

(2009) Effect of Misture on Asphalt Concrete
Pavi ng M xtures

(2005e1; R 2011) Standard Specification for
Asphal t - Saturated Organic Felt Underlaynent Used in
St eep Sl ope Roofing

(2002; R 2009) Identification, Storage, and
Handl i ng of CGeosynthetic Rolls and Sanpl es

(2009) Strength of Sewn or Thermal |y Bonded Seans
of Ceotextiles

(2011) Preparation of Viscosity Blends for Hot
Recycl ed Bituni nous Materials

(2001; R 2009) Standard Specification for

Asphal t - Coat ed d ass- Fi ber Venting Base Sheet Used
i n Roofing
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ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

D490

D4944

D4945

D495

D4959

D4972

D4976

D4992

D5034

D5035

D5079

D5084

D5088

D5092

D5102

D5106

D512

D5147/ D5147M

D5148

(1992; R 2005) Road Tar
(2004) Field Determ nati on of Water (Mbisture)

Content of Soil by the Cal cium Carbi de Gas Pressure
Tester Method

(2008) High-Strain Dynanmic Testing of Piles
(1999; R 2004) Standard Test Method for
H gh-Vol t age, Low Current, Dry Arc Resistance of

Solid Electrical Insulation

(2007) Determ nation of Water (Misture) Content of
Soil by Direct Heating

(2001; R 2007) pH of Soils

(2006) Standard Specification for Polyethyl ene
Pl astics Ml ding and Extrusion Materials

(2007) Evaluation of Rock to be Used for Erosion
Cont r ol

(2006el) Penetration of Bitum nous Materials

(2009) Breaking Strength and El ongation of Textile
Fabrics (Grab Test)

(2011) Breaking Force and El ongation of Textile
Fabrics (Strip Method)

(2008) Preserving and Transporting Rock Core Sanples
(2010) Measurenent of Hydraulic Conductivity of
Saturated Porous Materials Using a Flexible Wall

Per meamnet er

(2002; R 2008) Decontamnination of Field Equipnent
Used at Nonradi oactive Waste Sites

(2004; R 2010el) Design and Installation of G ound
Water Monitoring Wells in Aquifers

(2009) Standard Test Method for Unconfined
Conpressive Strength of Conpacted Soil-Line M xtures

(2008) Steel Slag Aggregates for Bitum nous Paving
M xt ur es

(2010) Chloride lon in Water

(2011a) Standard Test Methods for Sampling and
Testing Modified Bitum nous Sheet Material

(2010) Standard Test Method for Centrifuge Kerosine
Equi val ent
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ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

D5158

D516

D517

D5195

D5199

D520

D5203

D522

D5228

D523

D5249

D5261

D5262

D5268

D5299

D5312

D5313

D5321

D5385

D5397

(1998; R 2005) Determination of the Particle Size
of Powdered Activated Carbon by Air Jet Sieving

(2011) Sulfate lon in Water
(1998; R 2008) Asphalt Pl ank

(2008) Density of Soil and Rock |In-Place at Depths
Bel ow the Surface by Nucl ear Met hods

(2011) Measuring Nom nal Thickness of Ceosynthetics
(2000; R 2011) Zinc Dust Pignent

(2007) Pol yethyl ene Pl astics Ml ding and Extrusion
Materials from Recycl ed Post-Consuner (HDPE) Sources

(1993a; R 2008) Mandrel Bend Test of Attached
Organi ¢ Coati ngs

(1992; R 2010) Determ nation of the Butane Wrking
Capacity of Activated Carbon

(2008) Standard Test Method for Specul ar d oss
(2010) Backer Material for Use with Col d-and

Hot - Appl i ed Joi nt Seal ants in Portl and- Cenent
Concrete and Asphalt Joints

(2010) Measuring Mass Per Unit Area of Geotextiles

(2007) Evaluating the Unconfined Tensi on Creep
Behavi or of Ceosynthetics

(2007) Topsoil Used for Landscapi ng Purposes

(1999; R 2005) Decomm ssioning of Ground Water
Wel |'s, Vadose Zone Mnitoring Devices, Boreholes,
and Ot her Devices for Environnental Activities

(2004) Evaluation of Durability of Rock for Erosion
Control Under Freezing and Thawi ng Conditions

(2004) Evaluation of Durability of Rock for Erosion
Control Under Wetting and Dryi ng Conditions

(2008) Determ ning the Coefficient of Soil and
Geosynt hetic or Geosynthetic and Geosynthetic
Friction by the Direct Shear Mt hod

(1993; R 2006) Hydrostatic Pressure Resistance of
Wat er proofi ng Menbr anes

(2007) Evaluation of Stress Crack Resistance of
Pol yol ef i n Geonenbr anes Usi ng Not ched Const ant
Tensil e Load Test
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ASTM D542 (2000; R 2006) Index of Refraction of Transparent
Organic Plastics

ASTM D5420 (2010) Inmpact Resistance of Flat, Rigid Plastic
Speci men by Means of a Strike Inpacted by a Falling
Wei ght (Gardner | npact)

ASTM D5421 (2005; R 2010) Contact Mol ded "Fi bergl ass"
(d ass- Fi ber-Rei nforced Thernosetting Resin) Flanges
ASTM D543 (2006) Standard Practices for Evaluating the
Resi stance of Plastics to Chem cal Reagents
ASTM D5434 (2009) Field Logging of Subsurface Explorations of
Soi | and Rock
ASTM D5444 (2008) Mechani cal Size Analysis of Extracted
Aggr egat e
ASTM D5456 (2011) Evaluation of Structural Conposite Lumnber
Product s
ASTM D546 (2010) Sieve Analysis of Mneral Filler for
Bi t um nous Pavi ng M xtures
ASTM D5469 (2000; R 2005) Application of New Spray Applied
Pol yur et hane Foam and Coat ed Roofing Systens
ASTM D5505 (2006) d assifying Enul sified Recycling Agents
ASTM D5519 (2007) Particle Size Analysis of Natural and
Man- Made Ri prap Materials
ASTM D5521 (2005) Standard CGui de for Devel opnent of
Ground-Water Monitoring Wells in Ganular Aquifers
ASTM D5539 (1994; R 2008) Seed Starter M x
ASTM D5543 (2009) Standard Test Methods for Low Level
Di ssol ved Oxygen in Water
ASTM D558 (2011) Moisture-Density (Unit Weight) Relations of
Soi | - Cenent M xtures
ASTM D559 (2003) Wetting and Dryi ng Conpacted Soil - Cenent
M xt ures
ASTM D5596 (2003; R 2009) M croscopic Eval uation of the

Di spersi on of Carbon Black in Polyolefin
Geosynt heti cs

ASTM D56 (2005; R 2010) Flash Point by Tag Cl osed Cup Tester
ASTM D560 (2003) Freezing and Thawi ng Conpacted Soil - Cenent

M xt ures
ASTM D5603 (2001; R 2008) Rubber Compounding Materials -
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ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

D5608

D561

D562

D5641

D566

D5663

D5677

D5685

D570

D572

D5721

D5727/ D5727M

D573

D575

D5759

D578

D579

D579/ D579M

D5793

D5821

Recycl ed Vul cani zate Particul ate Rubber

(2010) Decontam nation of Field Equi pment Used at
Low Level Radioactive Waste Sites

(1982; R 2008) Carbon Bl ack Pignment for Paint

(2010) Consistency of Paints Measuring Krebs Unit
(KU) Viscosity Using a Stornmer-Type Visconeter

(1994; R 2011) Geonenbrane Seam Eval uation by
Vacuum Chamnber

(2002; R 2009) Dropping Point of Lubricating G ease

(1997; R 2003) Validating Recycled Content in
Packagi ng Paper and Paperboard

(2005; R 2010) Fiberglass (d ass-Fiber-Reinforced
Ther nosetting- Resin) Pipe and Pipe Fittings,
Adhesi ve Bonded Joi nt Type, for Aviation Jet

Tur bi ne Fuel Lines

(2011) "Fiberglass" (d ass-Fiber-Reinforced
Ther nosetti ng-Resin) Pressure Pipe Fittings

(1998; R 2010el) Standard Test Method for Water
Absorption of Plastics

(2004; R 2010) Rubber Deterioration by Heat and
Oxygen

(2008) Air-Oven Aging of Polyol efin Geomenbranes

(2000; R 2011) Emulsified Refined Coal Tar (M neral
Col I oi d Type)

(2004; R 2010) Standard Test Method for Rubber -
Deterioration in an Air Oven

(1991; R 2007) Rubber Properties in Conpression

(1995; R 2005) Characterization of Coal Fly Ash and
Cl ean Coal Conbustion Fly Ash for Potential Uses

(2005) d ass Fiber Strands

(2010) Standard Specification for Geige Wven
d ass Fabrics

(2010) Standard Specification for Geige Wven
d ass Fabrics

(2005) Binding Sites Per Unit Length or Wdth of
Pile Yarn Fl oor Coverings

(2001; R 2006) Standard Test Method for Determining
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ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

D5848

D5851

D5852

D5864

D5885

D5887

D5888

D5889

D5890

D5891

D5893/ D5893M

D5894

D5948

D596

D5993

D5994

D6/ D6M

the Percentage of Fractured Particles in Coarse
Aggr egat e

(2010el1) Mass Per Unit Area of Pile Yarn Fl oor
Coveri ngs

(1995; R 2011) Planning and I nplenenting a Water
Moni t ori ng Program

(2000; R 2007) Standard Test Method for Erodibility
Determ nation of Soil in the Field or in the
Laboratory by the Jet |ndex Method

(2011) Standard Test Method for Determ ning Aerobic
Aquati c Bi odegradation of Lubricants or Their
Conponent s

(2006) Oxidative Induction Time of Polyolefin
Geosynt hetics by Hi gh-Pressure Differential
Scanni ng Cal orinetry

(2009) Measurenent of Index Flux Through Saturated
Geosynthetic Clay Liner Specinens Using a Flexible
WAl | Per nmeanet er

(2006; R 2011) Storage and Handling of Geosynthetic
Cl ay Liners

(2011) Quality Control of Geosynthetic Clay Liners

(2006) Swell Index of day M neral Conmponent of
Geosynthetic Cay Liners

(2002; R 2009) Fluid Loss of O ay Conponent of
Geosynthetic Cay Liners

(2010) Cold Applied, Single Conponent, Chemically

Curing Silicone Joint Sealant for Portland Cenent
Concrete Pavenents

(2010) Cyclic Salt Fog/ W Exposure of Painted
Metal, (Alternating Exposures in a Fog/Dry Cabinet
and a UV/ Condensati on Cabi net)

(2005e1) Standard Specification for Ml ding
Conpounds, Thernosetting

(2001; R 2011) Reporting Results of Analysis of
Vat er

(1999; R 2009) Measuring Mass Per Unit of
Geosynthetic Cay Liners

(2010) Measuring Core Thickness of Textured
Geonenbr ane

(1995el1; R 2011) Loss on Heating of Gl and
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Asphal ti ¢ Conpounds

ASTM D6007 (2002; R 2008) Standard Test Method for Determning
For mal dehyde Concentration in Air from Wod
Products Using a Small Scal e Chanber

ASTM D6072/ D6072M (2009) Obtaining Sanmpl es of Geosynthetic Clay Liners

ASTM D6081 (1998; R 2009) Aquatic Toxicity Testing of
Lubricants: Sanple Preparation and Results
Interpretation

ASTM D610 (2008) Eval uating Degree of Rusting on Painted
St eel Surfaces

ASTM D6108 (2009) Standard Test Method for Conpressive
Properties of Plastic Lunber and Shapes

ASTM D6109 (2010) Standard Test Methods for Fl exural
Properties of Unreinforced and Reinforced Plastic
Lunber and Rel ated Products

ASTM D6111 (2009) Standard Test Method for Bulk Density and
Specific Gravity of Plastic Lunber and Shapes by
Di spl acenent

ASTM D6112 (2010) Conpressive and Fl exural Creep and
Creep-Rupture of Plastic Lunmber and Shapes

ASTM D6117 (2010) Standard Test Methods for Mechani cal
Fasteners in Plastic Lunber and Shapes

ASTM D6155 (2006) Nontraditional Coarse Aggregate for
Bi t um nous Pavi ng M xtures

ASTM D6162 (2000a; R 2008) Styrene Butadi ene Styrene (SBS)
Modi fi ed Bitunm nous Sheet Materials Using a
Conbi nati on of Pol yester and @ ass Fi ber
Rei nf or cenent s

ASTM D6163 (2000; R 2008) Styrene Butadi ene Styrene (SBS)
Modi fi ed Bitum nous Sheet Materials Using d ass
Fi ber Rei nforcenents

ASTM D6164/ D6164M (2011) Styrene Butadiene Styrene (SBS) Modified
Bi tum nous Sheet Materials Using Polyester
Rei nf or cenent s

ASTM D6222/ D6222M (2011) Atactic Pol ypropyl ene (ARP) Modified
Bi t um nous Sheet Materials Using Polyester
Rei nf or cenment s

ASTM D6223/ D6223M (2002; R 2009el) Standard Specification for Atactic
Pol ypropyl ene (ARP) Mbdified Bitum nous Sheet
Materials Using a Conbination of Polyester and
d ass Fi ber Reinforcenents
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ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

D6226

D6237

D624

D6243

D6245

D6270

D6298

D6304

D6307

D633

D6330

D6345

D635

D6368

D6369

D638

D6380

(2010) Standard Test Method for Open Cell Content
of Rigid Cellular Plastics

(2009) Painting Inspectors (Concrete and Masonry
Subst r at es)

(2000; R 2007) Tear Strength of Conventi onal
Vul cani zed Rubber and Thernopl astic El astoners

(2009) Determining the Internal and Interface Shear
Resi st ance of Geosynthetic Cay Liner by the Direct
Shear Met hod

(2007) Using I ndoor Carbon Di oxi de Concentrations
to Evaluate I ndoor Air Quality and Ventilation

(2008el) Use of Scrap Tires in Civil Engineering
Appl i cations

(2005e1) Fi bergl ass Reinforced
St yrene- But adi ene- Styrene (SBS) Modified Bitum nous
Sheet with Factory Applied Metal Surface

(2007el) Standard Test Method for Determ nation of
Water in Petrol eum Products, Lubricating Ols, and
Additives by Coulonmetric Karl Fischer Titration

(2010) Asphalt Content of Hot M x Asphalt by
[ gnition Method

(1997; R 2005) Vol ume Correction Table for Road Tar

(1998; R 2008) Standard Practice for Determ nation
of Volatile O ganic Conpounds (Excluding

For mal dehyde) Em ssi ons from Wod- Based Panel s

Usi ng Small Environmental Chanbers Under Defined
Test Conditions

(2010) Sel ection of Methods for Active, Integrative
Sanpling of Volatile Organic Conpounds in Ar

(2010) Standard Test Method for Rate of Burning
and/ or Extent and Tinme of Burning of
Sel f - Supporting Plastics in a Horizontal Position

(2006) Standard Specification for Vapor-Degreasing
Grade, and General Grade Normal - Propyl Brom de

(1999; R 2006) Design of Standard Flashing Details
for EPDM Roof Menbranes

(2010) Standard Test Method for Tensile Properties
of Plastics

(2003; R 2009) Standard Specification for Asphalt
Rol | Roofing (Organic Felt)
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ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

D6386

D6390

D6392

D648

D6496

D6497

D6629

D6637

D6638

D664

D665

D6662

D6690

D6706

D6725

D6754/ D6754M

D6757

(2010) Standard Practice for Preparation of Zinc
(Hot-Di p Gal vani zed) Coated Iron and Steel Product
and Hardware Surfaces for Painting

(2011) Determ nation of Draindown Characteristics
in Unconpacted Asphalt M xtures

(2008) Determning the Integrity of Nonreinforced
Geonenbr ane Seans Produced Using Ther no- Fusi on
Met hods

(2007) Deflection Tenperature of Plastics Under
Fl exural Load in the Edgew se Position

(2004a; R 2009) Determ ning Average Bondi ng Peel
Strength Between the Top and Bottom Layers of
Needl e- Punched Geosynthetic O ay Liners

(2002; R 2010) Mechani cal Attachment of Geonenbrane
to Penetrations or Structures

(2001; R 2007) Selection of Methods for Estimating
Soil Loss by Erosion

(2011) Standard Test Method for Determining Tensile
Properties of Geogrids by the Single or Milti-Ri b
Tensil e Met hod

(2007) Determ ning Connection Strength Between
Geosynt heti ¢ Rei nforcenent and Segnental Concrete
Units (Mdul ar Concrete Bl ocks)

(2011a) Standard Test Method for Acid Number of
Petrol eum Products by Potentionetric Titration

(2006) Standard Test Method for Rust-Preventing
Characteristics of Inhibited Mneral Gl in the
Presence of Water

(2009) Standard Specification for Polyol efin-Based
Pl astic Lunber Decki ng Boards

(2007) Standard Specification for Joint and Crack

Seal ants, Hot Applied, for Concrete and Asphalt
Pavenent s

(2001; R 2007) Standard Test Method for Measuring
Geosynt hetic Pullout Resistance in Soil

(2004; R 2010) Standard Practice for Direct Push
Installati on of Prepacked Screen Monitoring Wlls
in Unconsol i dated Aquifers

(2010) Standard Specification for Ketone Ethylene
Est er Based Sheet Roofing

(2007) Standard Specification for Underlaynment Felt
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Cont ai ni ng I norgani c Fibers Used in Steep-Slope

Roof i ng
ASTM D6765 (2002; R 2008) Standard Practice for Live Staking
ASTM D6768 (2004; R 2009) Tensile Strength of Geosynthetic
Clay Liners
ASTM D6836 (2002; R 2008e2) Standard Test Methods for

Determination of the Soil Water Characteristic
Curve for Desorption Using a Hangi ng Col um,
Pressure Extractor, Chilled Mrror Hygroneter,
and/ or Centrifuge

ASTM D6859 (2011) Standard Test Method for Pile Thickness of
Fi ni shed Level Pile Yarn Floor Coverings

ASTM D6871 (2003; R 2008) Standard Specification for Natural
(Vegetable O 1) Ester Fluids Used in El ectrical
Appar at us

ASTM D692/ D692M (2009) Coarse Aggregate for Bitum nous Paving
M xt ures

ASTM D6925 (2009) Standard Test Method for Preparation and

Determination of the Relative Density of Hot M x
Asphalt (HVA) Speci nens by Means of the Superpave
Gyratory Conpact or

ASTM D6926 (2010) Standard Practice for Preparation of
Bi t um nous Speci mens Usi ng Marshal | Apparat us

ASTM D6927 (2006) Standard Test Method for Marshall Stability
and Fl ow of Bitum nous M xtures

ASTM D6938 (2010) Standard Test Method for In-Place Density
and Water Content of Soil and Soil - Aggregate by
Nucl ear Met hods (Shal | ow Dept h)

ASTM D695 (2010) Standard Test Method for Conpressive
Properties of Rigid Plastics

ASTM D696 (2008) Standard Test Method for Coefficient of
Li near Thermal Expansion of Plastics Between -30
degrees C and 30 degrees C Wth a Vitreous Silica
Di | at orret er

ASTM D698 (2007el) Laboratory Conpaction Characteristics of
Soil Using Standard Effort (12,400 ft-lbf/cu. ft.
(600 kNemicu. m))

ASTM D70 (2009e1) Specific Gavity and Density of Sem -Solid
Bi tum nous Materials (Pycnometer Method)

ASTM D7005 (2003; R 2008) Standard Test Method for Determning
the Bond Strength (Ply Adhesion) of Geoconposites
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ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

D709

D7091

D711

D7116

Dr127

D714

D7155

D737

D740

D746

D747

D75/ D75M

D751

D774/ D774M

D785

D789

D790

D792

D814

(2001; R 2007) Lani nated Thernosetting Mterials

(2005) Standard Practice for Nondestructive
Measurement of Dry Film Thickness of Nonmagnetic
Coatings Applied to Ferrous Metals and Nonmmgneti c,
Nondestructive Coatings Applied to Non-Ferrous

Met al s

(2010) No-Pick-Up Time of Traffic Paint

(2005) Standard Specification for Joint Seal ants,
Hot Applied, Jet Fuel Resistant Types, for Portland
Cenment Concrete Pavenent

(2005) Measurenent of Surface Roughness of Abrasive
Bl ast Cl eaned Metal Surfaces using a Portable
Stylus Instrunent

(2002; R 2009) Evaluating Degree of Blistering of
Pai nt s

(2006) Standard Practice for Eval uating
Conpatibility of Mxtures of Turbine Lubricating
Qls

(2004; R 2008ele2) Air Perneability of Textile
Fabrics

(2005) Met hyl Ethyl Ketone

(2007) Standard Test Method for Brittleness
Tenperature of Plastics and El astoners by | npact

(2010) Apparent Bendi ng Modul us of Plastics by
Means of a Cantil ever Beam

(2009) Standard Practice for Sanpling Aggregates
(2006) Coated Fabrics
(1997; R 2007) Bursting Strength of Paper

(2008) Rockwel | Hardness of Plastics and El ectri cal
Insul ating Materials

(2007el) Determination of Relative Viscosity and
Moi sture Content of Polyam de (PA)

(2010) Flexural Properties of Unreinforced and
Rei nforced Plastics and El ectrical Insulating
Materi al s

(2008) Density and Specific Gravity (Relative
Density) of Plastics by D splacenent

(1995; R 2010) Rubber Property - Vapor Transni ssion
of Vol atile Liquids
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ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

D822

D823

D841

D854

D877

D882

D883

D388

D892

D903

D905

D92

D923

D924

D93

D943

D946/ D946M

D953

D962

(2001; R 2006) Filtered Open-Fl ame Carbon-Arc
Exposures of Paint and Rel ated Coati ngs

(1995; R 2007) Producing Filns of Uniform Thi ckness
of Paint, Varnish, and Rel ated Products on Test
Panel s.

(2011) Nitration G ade Tol uene

(2010) Specific Gavity of Soil Solids by Water
Pycnonet er

(2002; R 2007) Standard Test Method for Dielectric
Br eakdown Vol t age of Insulating Liquids Using Disk
El ect r odes

(2010) Tensile Properties of Thin Plastic Sheeting
(2011) Terminology Relating to Plastics
(2009) Dissolved Oxygen in Water

(2011a) Standard Test Method for Foam ng
Characteristics of Lubricating Qls

(1998; R 2010) Peel or Stripping Strength of
Adhesi ve Bonds

(2008el) Strength Properties of Adhesive Bonds in
Shear by Conpression Loadi ng

(2005a; R 2010) Standard Test Method for Flash and
Fire Points by O evel and Open Cup Tester

(2007) Standard Practice for Sanpling Electrical
I nsul ating Liquids

(2008) Standard Test Method for Dissipation Factor
(or Power Factor) and Relative Permttivity
(Dielectric Constant) of Electrical Insulating

Li qui ds

(2011) Fl ash-Poi nt by Pensky-Martens C osed Cup
Test er

(2004ael; R 2010) Standard Test Method for
Oxi dation Characteristics of Inhibited Mneral Gls

(2009a) Penetration-G aded Asphalt Cenent for Use
in Pavenent Construction

(2010) Standard Test Method for Bearing Strength of
Pl astics

(1981; R 2008el) Al um num Powder and Paste Pignents
for Paints
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ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

D968

D97

D974

D975

D977

D979/ D979M

D98

D995

DEFONLI NE

El

E10

E100

E1042

E1067/ E1067M

E108

El1l

E110

E1105

E1146

E1155

E1155M

(2005; R 2010) Abrasion Resistance of Organic
Coatings by Falling Abrasive

(2011) Pour Point of Petrol eum Products

(2011) Standard Test Method for Acid and Base
Nunber by Col or-Indicator Titration

(2011) Standard Specification for Diesel Fuel Gls
(2005) Emul sified Asphalt

(2011) Sanpling Bitum nous Paving M xtures

(2005) Cal cium Chl oride

(1995b; R 2002) M xing Plants for Hot-M xed,
Hot - Lai d Bitum nous Paving M xtures

(2008) ASTM Online Dictionary of Engineering
Sci ence and Technol ogy

(2007) Standard Specification for ASTM
Li qui d-in-d ass Thernoneters

(2010) Brinell Hardness of Metallic Materials
(2010) ASTM Hydroneters

(2002; R 2008el) Acoustically Absorptive Mterials
Applied by Trowel or Spray

(2011) Acoustic Em ssion Exam nation of Fibergl ass
Rei nforced Plastic Resin (FRP) Tanks/Vessels

(2011) Fire Tests of Roof Coverings
(2009el) Wre Coth and Sieves for Testing Purposes

(2010) Indentation Hardness of Metallic Materials
by Portabl e Hardness Testers

(2000; R 2008) Standard Test Method for Field
Det erm nati on of Water Penetration of Installed
Exterior Wndows, Skylights, Doors, and Curtain
Wall's, by Uniformor Cyclic Static Air Pressure
Di fference

(2008) Standard Specification for Muriatic Acid
(Techni cal G ade Hydrochloric Acid)

(1996; R 2008) Standard Test Method for Determning
Fl oor Fl at ness and Fl oor Level ness Nunbers

(1996; R 2008) Standard Test Method for Determining
Fl oor Fl atness and Fl oor Level ness Nunbers (Metric)
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ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

E119

E122

E125

E126

E1264

E1289

E1300

E1333

E1347

E136

E1368

E1399

E1414/ E1414M

E1424

E1477

E1494

E152

E154

(2011a) Standard Test Methods for Fire Tests of
Bui | di ng Construction and Materials

(2009e1) Calculating Sanple Size to Estimate, Wth
a Specified Tolerable Error, the Average for
Characteristic of a Lot or Process

(1963; R 2008) Photographs for Magnetic Particle
I ndi cati ons on Ferrous Castings

(2005a) Inspection and Verification of Hydroneters
(2008e1) Acoustical Ceiling Products

(2008) Standard Specification for Reference
Speci men for Sound Transni ssion Loss

(2009a) Determ ning Load Resistance of Gass in
Bui | di ngs

(2010) Determ ning Formal dehyde Concentrations in
Air and Em ssion Rates from Wod Products Using a
Lar ge Chanber

(2006; R 2011) Color and Col or Difference
Measurenent by Tristinulus (Filter) Colorinetry

(2011) Behavior of Mterials in a Vertical Tube
Furnace at 750 Degrees C

(2011) Visual Inspection of Asbestos Abatenent
Proj ects

(1997; R 2009) Cyclic Mvenent and Measuring the
M ni mum and Maxi mum Joi nt W dths of Architectural
Joint Systens

(2011) Airborne Sound Attenuati on Between Roomns
Sharing a Conmon Ceiling Plenum

(1991; R 2008) Standard Test Method for Determning
the Rate of Air Leakage Through Exterior W ndows,
Curtain Walls, and Doors Under Specified Pressure
and Tenperature Differences Across the Specinen

(1998a; R 2008) Lum nous Refl ectance Factor of
Acoustical Mterials by Use of Integrating-Sphere
Refl ect oneters

(1992; R 2010) Encapsul ants for Spray- or

Trowel - Appl i ed Friabl e Asbest os- Cont ai ni ng Bui | di ng
Materi al s

(1981ael) Fire Tests of Door Assenblies

(2008a) Water Vapor Retarders Used in Contact with
Earth Under Concrete Sl abs, on Walls, or as G ound
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ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

E1592

E1613

E162

E164

E1644

E1646

E165

E168

E169

E1726

E1727

E1728

E1745

E1792

E1886

E1912

Cover

(2005) Structural Performance of Sheet Metal Roof
and Siding Systenms by Uniform Static Air Pressure
Di fference

(2004) Determ nation of Lead by Inductively Coupled
Pl asma Atom ¢ Em ssion Spectronetry (1 CP-AES),

Fl ame Atomi c Absorption Spectronetry (FAAS), or
Graphite Furnace Atonic Absorption Spectonetry
(GFAAS) Techni ques

(2011a) Surface Flammbility of Materials Using a
Radi ant Heat Energy Source

(2008) U trasonic Contact Exam nation of Wl dnents

(2004) Hot Pl ate Digestion of Dust Wpe Sanples for
the Determ nation of Lead

(1995; R 2011) Standard Test Method for Water
Penetration of Exterior Metal Roof Panel Systens by
UniformAir Pressure Difference

(2009) Standard Test Method for Liquid Penetrant
Exami nati on

(2006) GCeneral Techniques of Infrared Quantitative
Anal ysi s

(2004; R 2009) General Techniques of
Utraviolet-Visible Quantitative Analysis

(2001; R 2009) Preparation of Soil Sanples by
Hot pl ate Di gestion for Subsequent Lead Anal ysis

(2005) Field Collection of Soil Samples for Lead
Determ nati on by Atom c Spectronetry Techni ques

(2010) Collection of Settled Dust Sanples Using
W pe Sanpling Methods for Subsequent Lead
Det erm nati on

(2011) Standard Specification for Water Vapor
Retarders Used in Contact with Soil or G anul ar
Fill under Concrete Sl abs

(2003; R 2011) Wpe Sanpling Materials for Lead in
Sur f ace Dust

(2005) Standard Test Method for Perfornmance of
Exterior Wndows, Curtain Walls, Doors, and | npact
Protective Systens |Inpacted by Mssile(s) and
Exposed to Cyclic Pressure Differentials

(1998; R 2004) Accelerated Site Characterization
for Confirmed or Suspected Petrol eum Rel eases

Page 123



ASTM E1966 (2007; R 2011) Fire-Resistive Joint Systens

ASTM E1971 (2005) Stewardship for the C eaning of Conmmercial
and Institutional Buildings

ASTM E1991 (2005) Environnental Life Cycle Assessnent of
Bui | di ng Materi al s/ Products

ASTM E2016 (2006) Standard Specification for Industrial Wven
Wre Coth

ASTM E204 (1998; R 2007) ldentification of Material by

I nfrared Absorption Spectroscopy, Using the ASTM
Coded Band and Chem cal C assification |ndex

ASTM E2074 (2000el1) Standard Test Method for Fire Tests of
Door Assenblies, Including Positive Pressure
Testing of Side-H nged and Pivoted Sw ngi ng Door
Assenbl i es

ASTM E2098 (2000; R 2006) Determ ning Tensile Breaking
Strength of dass Fiber Reinforcing Mesh for Use in
Class PB Exterior Insulation and Finish Systens
(EIFS) after Exposure to a Sodi um Hydroxi de Sol ution

ASTM E2112 (2007) Standard Practice for Installation of
Exterior Wndows, Doors and Skylights

ASTM E2114 (2008) Standard Term nol ogy for Sustainability
Rel ative to the Performance of Buil dings

ASTM E2129 (2010) Standard Practice for Data Collection for
Sustai nability Assessnment of Building Products

ASTM E2140 (2001; R 2009) Standard Test Method for Water
Penetration of Metal Roof Panel Systems by Static
Water Pressure Head

ASTM E2174 (2010ael) Standard Practice for On-Site | nspection
of Installed Fire Stops

ASTM E2226 (2011) Standard Practice for Application of Hose
Stream

ASTM E2231 (2009) Specinen Preparation and Munting of Pipe

and Duct Insulation Materials to Assess Surface
Burni ng Characteristics

ASTM E228 (2011) Standard Test Method for Linear Thernal
Expansi on of Solid Materials with a Push-Rod
Di | at onet er

ASTM E2307 (2010) Standard Test Method for Determining Fire
Resi stance of Perineter Fire Barrier Systens Using
Internmedi ate-Scale, Miulti-story Test Apparatus

ASTM E2336 (2004; R 2009) Standard Test Methods for Fire
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ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

E2393

E2634

E28

E283

E290

E308

E329

E330

E331

E336

E337

E34

E376

E381

E390

E413

E438

E446

Resi stive G ease Duct Encl osure Systens

(2010a) Standard Practice for On-Site Inspection of
Installed Fire Resistive Joint Systens and
Perimeter Fire Barriers

(2011) Standard Specification for Flat \Wall
I nsul ating Concrete Form (I CF) Systens

(1999; R 2009) Softening Point of Resins Derived
from Naval Stores by Ring and Ball Apparatus

(2004) Determning the Rate of Air Leakage Through
Exteri or Wndows, Curtain Walls, and Doors Under
Speci fied Pressure Differences Across the Specinen

(2009) Bend Testing of Material for Ductility

(2008) Conputing the Colors of Objects by Using the
ClE System

(2011b) Standard Specification for Agenci es Engaged

in the Testing and/or Inspection of Materials Used
in Construction

(2002; R 2010) Structural Performance of Exterior
W ndows, Doors, Skylights and Curtain Walls by
Uniform Static Air Pressure Difference

(2000; R 2009) Water Penetration of Exterior
W ndows, Skylights, Doors, and Curtain Walls by
Uniform Static Air Pressure Difference

(2010) Measurenent of Airborne Sound Insulation in
Bui | di ngs

(2002; R 2007) Measuring Humidity with a
Psychronmeter (The Measurenment of Wet- and Dry-Bulb
Tenper at ur es)

(2011) Chemical Analysis of Al um num and
Al um num Base Al l oys

(2011) Measuring Coating Thickness by
Magneti c-Field or Eddy-Current (El ectronagnetic)
Test Met hods

(2001; R 2006) Macroetch Testing Steel Bars,
Billets, Bloons, and Forgi ngs

(2011) Radi ographs Steel Fusion Wl ds
(2010) Rating Sound Insulation
(1992; R 2006) d asses in Laboratory Apparatus

(2010) Radi ographs for Steel Castings Up to 2 In.
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ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

E488

E488/ E488M

E514/ E514M

E515

E543

E546

E557

E576

E580/ E580M

E596

E605

E648

E661

E662

E695

E709

E72

E736

(51nm) in Thi ckness

(1996; R 2003) Standard Test Methods for Strength
of Anchors in Concrete and Masonry El enents

(2010) Standard Test Methods for Strength of
Anchors in Concrete and Masonry El enents

(2009) Standard Test Method for Water Penetration
and Leakage Through Masonry

(2011) Leaks Using Bubbl e Em ssion Techni ques

(2009) Standard Practice for Agencies Perform ng
Non- Destructive Testing

(2008) Frost Point of Sealed Insulating dass Units
(2000; R 2006el) Installation of Operable Partitions

(2008) Frost Point of Sealed Insulating dass Units
in the Vertical Position

(2011ael) Application of Ceiling Suspension Systens
for Acoustical Tile and Lay-ln Panels in Areas
Requiring Moderate Seism c Restraint

(1996; R 2009) Laboratory Measurenent of Noise
Reducti on of Sound-1sol ating Encl osures

(1993; R 2011) Thickness and Density of Sprayed
Fire-Resistive Material (SFRM Applied to
Structural Menbers

(2010el1) Standard Test Method for Critical Radiant
Fl ux of Floor-Covering Systens Using a Radi ant Heat
Ener gy Source

(2003; R 2009) Standard Test Method for Perfornmance
of Wod and Whod- Based Fl oor and Roof Sheat hing
Under Concentrated Static and | npact Loads

(2009) Standard Test Method for Specific Optical
Density of Snmoke Generated by Solid Materials

(2003; R 2009) Measuring Rel ative Resistance of
wal |, Floor, and Roof Construction to |Inpact Loading

(2008) Standard Guide for Magnetic Particle
Exam nati on

(2005) Conducting Strength Tests of Panels for
Bui | di ng Construction

(2000; R 2011) Cohesi on/ Adhesi on of Sprayed

Fire-Resistive Materials Applied to Structural
Menber s
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ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

E759

E760

E761

E774

E783

E795

E814

E831

E84

E859

E9O0

E937

E94

E953/ E953M

E96/ E96M

F 1007

F 1015

F 104

(1992; R 2011) Effect of Deflection on Sprayed
Fire-Resistive Material Applied to Structural
Menber s

(1992; R 2011) Effect of Inpact on Bondi ng of
Sprayed Fire-Resistive Material Applied to
Structural Menbers

(1992; R 2011) Conpressive Strength of Sprayed
Fire-Resistive Material Applied to Structural
Menber s

(1997) Cdassification of the Durability of Seal ed
Insulating dass Units

(2002; R 2010) Standard Test Method for Field
Measurement of Air Leakage Through Installed
Exterior Wndows and Doors

(2005) Mounting Test Speci mens During Sound
Absorption Tests

(2011a) Standard Test Method for Fire Tests of
Thr ough- Penetration Fire Stops

(2006) Linear Thernal Expansion of Solid Materials
by Ther nonmechani cal Anal ysis

(2011b) Standard Test Method for Surface Burning
Characteristics of Building Materials

(1993; R 2011) Air Erosion of Sprayed
Fire-Resistive Materials (SFRVS) Applied to
Structural Menbers

(2009) Standard Test Method for Laboratory

Measur enment of Ai rborne Sound Transm ssion Loss of
Buil ding Partitions and El enents

(1993; R 2011) Corrosion of Steel by Sprayed
Fire-Resistive Material (SFRM Applied to
Structural Menbers

(2004; R 2010) Radi ographi c Exam nation

(2008) Fusibility of Refuse-Derived Fuel (RDF) Ash

(2010) Standard Test Met hods for Water Vapor
Transm ssion of Materials

(1986; R 2007) Pipeline Expansion Joints of the
Packed Slip Type for Marine Application

(2003; R 2009) Rel ative Abrasiveness of Synthetic
Turf Pl aying Surfaces

(2011) Standard C assification Systemfor
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ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

1040

1043

1055

1056

1066

1077

1083

1097

1105

1120

1139

1172

1182

1184

1199

1200

1216

Nonnetal | i c Gasket Materials

(1987; R 2007) Standard Specification for Filter
Units, Air Conditioning, Viscous - |npingenent and
Dry Types, Repl aceable

(2011a) Strength and Protective Coatings on Meta
I ndustrial Chain-Link Fence Franmework

(2011) El ectrofusion Type Pol yethylene Fittings for
Qutside Diameter Controlled Pol yet hyl ene Pi pe and
Tubi ng

(2004; R 2011) Socket Fusion Tools for Use in
Socket Fusion Joi ni ng Pol yet hyl ene Pi pe or Tubing
and Fittings

(2004el; R 2010) Standard Specification for Vinyl
Conposition Floor Tile

(2005) Selection of Committee F-16 Fastener
Speci fications

(2010) Standard Specification for Pipe, Steel,
Hot - Di pped Zi nc Coated (Gal vani zed) Wl ded, for
Fence Structures

(1991; R 2006) Mortar, Refractory
(Hi gh- Temperature, Air-Setting)

(2009) Preparing Aircraft C eaning Conpounds,

Li qui d- Type, Tenperature-Sensitive, or

Sol vent - Based, for Storage Stability Testing
(1987; R 2010) Standard Specification for GCircul ar

Metallic Bellows Type Expansion Joints for Piping
Appli cations

(1988; R 2010) Steam Traps and Drains

(1988; R 2010) Standard Specification for Fuel Ql
Meters of the Volunetric Positive Displacenent Type

(2007) Anodes, Sacrificial Zinc Al oy

(2005; R 2010) Industrial and Commercial Horizonta
Slide Cates

(1988; R 2010) Cast (Al Tenperatures and
Pressures) and Wl ded Pipe Line Strainers (150 psig
and 150 degrees F Maxi nmun

(1988; R 2010) Fabricated (Wl ded) Pipe Line
Strainers (Above 150 psig and 150 degrees F)

(2009) Standard Practice for Rehabilitation of
Exi sting Pipelines and Conduits by the Inversion
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and Curing of a Resin-Inpregnated Tube

ASTM F 1233 (2008) Security G azing Materials and Systens

ASTM F 1267 (2007) Metal, Expanded, Steel

ASTM F 1290 (1998a; R 2011) El ectrofusion Joining Polyolefin
Pi pe and Fittings

ASTM F 1292 (2009) Inpact Attenuation of Surface Systens Under
and Around Pl ayground Equi pnent

ASTM F 1303 (2004; R 2009) Sheet Vinyl Floor Covering with
Backi ng

ASTM F 1344 (2010) Rubber Floor Tile

ASTM F 1417 (2011a) Standard Test Method for Installation

Acceptance of Plastic Gravity Sewer Lines Using Low
Pressure Air

ASTM F 147 (1987; R 2009) Standard Test Method for Flexibility
of Non-Metallic Gasket Materi al

ASTM F 1476 (2007) Standard Specification for Performance of
Gasket ed Mechani cal Couplings for Use in Piping
Appli cations

ASTM F 148 (2002; R 2007) Binder Durability of Cork
Conpositi on Gasket Materials

ASTM F 1482 (2004; R 2009el) Installation and Preparation of
Panel Type Underl aynents to Receive Resilient
Fl oori ng

ASTM F 1483 (2005) Oriented Poly(Vinyl Chloride), PVCO
Pressure Pipe

ASTM F 1487 (2011) Pl ayground Equi prent for Public Use

ASTM F 150 (2006) Electrical Resistance of Conductive and
Static Dissipative Resilient Flooring

ASTM F 1508 (1996; R 2010) Angle Style, Pressure Relief Valves
for Steam Gas, and Liquid Services

ASTM F 152 (1995; R 2009) Tension Testing of Nonnetallic
Gasket Materials

ASTM F 1545 (1997; R 2009) Standard Specification for
Pl astic-Lined Ferrous Metal Pipe, Fittings and
Fl anges

ASTM F 1554 (2007ael) Standard Specification for Anchor Bolts,

Steel, 36, 55, and 105-ksi Yield Strength

ASTM F 1642 (2004; R 2010) Standard Test Method for G azing and
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ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

1667

1679

1700

1743

1760

1803

1852

1859

1860

1861

1869

1913

1941

1941M

2015

2034

2155

2169

G azing Systens Subject to Airblast Loadi ngs
(2011) Driven Fasteners: Nails, Spikes, and Staples

(2004e1) Standard Test Method for Using a Variable
I nci dence Tri bometer

(2004; R 2010) Solid Vinyl Floor Tile

(2008) Standard Practice for Rehabilitation of

Exi sting Pipeline and Conduits by Pulled-In-Place
Installation of Cured-1n-Place Thernpsetting Resin
Pi pe (Cl PP)

(2001; R 2011) Coextruded Pol y(Vinyl Chloride)
(PVC) Non-Pressure Plastic Pipe Having

Repr ocessed- Recycl ed Cont ent

(2006) Standard Specification for Poly (Vinyl
Chloride)(PVC) Cosed Profile Gavity Pipe and
Fittings Based on Controlled Inside D aneter

(2008) Standard Specification for "Twist Of" Type
Tension Control Structural Bolt/Nut/Wsher
Assenblies, Steel, Heat Treated, 120/105 ksi

M ni mum Tensil e Strength

(2010) Rubber Sheet Fl oor Covering Wthout Backing
(2010) Rubber Sheet Fl oor Covering Wth Backing
(2008) Resilient Wall Base

(2011) Measuring Misture Vapor Em ssion Rate of
Concrete Subfl oor Using Anhydrous Cal ci um Chl ori de

(2004; R 2010) Vinyl Sheet Floor Covering Wt hout
Backi ng

(2010) Standard Specification for Electrodeposited
Coatings on Threaded Fasteners (Unified Inch Screw
Threads (UN UNR))

(2007) Standard Specification for Electrodeposited
Coatings on Threaded Fasteners (Metric)

(2000; R 2006) Standard Specification for Lap Joint
Fl ange Pi pe End Applications

(2008) Sheet Linol eum Fl oor Covering

(2001; R 2009) Standard Specification for

Per f ormance of Hasps and O her Attachnment Devices
for Padl ocks of Seals

(2002; R 2008) Resilient Stair Treads
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ASTM F 2170 (2011) Determining Relative Hunmidity in Concrete
Fl oor Slabs in situ Probes

ASTM F 2192 (2005; R 2011) Standard Test Method for Determning
and Reporting the Berthing Energy and Reaction of
Mari ne Feeders

ASTM F 2195 (2007) Linoleum Floor Tile

ASTM F 2248 (2009) Standard Practice for Specifying an
Equi val ent 3- Second Duration Design Loading for
Bl ast Resistant d azing Fabricated with Lani nated
d ass

ASTM F 2387 (2004) Standard Specification for Manufactured
Saf ety Vacuum Rel ease Systens (SVRS) for Sw nm ng
Pool s, Spas, and Hot Tubs

ASTM F 2389 (2010) Standard Specification for Pressure-rated
Pol ypropyl ene (PP) Pi ping Systens

ASTM F 2656 (2007) Standard Test Method for Vehicle Crash
Testing of Perinmeter Barriers

ASTM F 312 (2008) Standard Test Methods for M croscopical
Si zing an Counting Particles from Aerospace Fl uids
on Menbrane Filters

ASTM F 331 (2005) Standard Test Method for Nonvol atil e Resi due
of Solvent Extract from Aerospace Conponents (Using
Fl ash Evapor at or)

ASTM F 336 (2002; R 2009) Design and Construction of
Nonnetal I i ¢ Envel oped Gaskets for Corrosive Service

ASTM F 36 (1999; R 2009) Conpressibility and Recovery of
Gasket Materials

ASTM F 402 (2005) Safe Handling of Solvent Cenents, Priners,
and Cl eaners Used for Joining Thernopl astic Pipe
and Fittings

ASTM F 405 (2005) Corrugated Pol yet hyl ene (PE) Tubi ng and
Fittings

ASTM F 409 (2002; R 2008) Thernopl astic Accessible and
Repl aceabl e Pl astic Tube and Tubular Fittings

ASTM F 428 (2009) Intensity of Scratches on Aerospace d ass
Encl osur es

ASTM F 436 (2011) Hardened Steel Washers

ASTM F 436M (2010) Hardened Steel Washers (Metric)

ASTM F 437 (2009) Standard Specification for Threaded

Chlorinated Poly(Vinyl Chloride) (CPVC Plastic
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ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

438

439

441/ F 441M

442/ F 442M

446

467

468

477

480

493

512

520

521

547

548

567

568M

Pi pe Fittings, Schedule 80

(2009) Standard Specification for Socket- Type
Chlorinated Poly(Vinyl Chloride) (CPVC) Plastic
Pi pe Fittings, Schedul e 40

(2011) Standard Specification for Chlorinated
Pol y(Vinyl Chloride) (CPVC) Plastic Pipe Fittings,
Schedul e 80

(2009) Standard Specification for Chlorinated
Pol y(Vinyl Chloride) (CPVC) Plastic Pipe, Schedul es
40 and 80

(2009) Standard Specification for Chlorinated
Pol y(Vinyl Chloride) (CPVC) Plastic Pipe (SDR-PR)

(1985; R 2009) Gab Bars and Accessories Installed
in the Bathing Area

(2008e1) Standard Specification for Nonferrous Nuts
for General Use

(2010) Nonferrous Bolts, Hex Cap Screws, and Studs
for CGeneral Use

(2010) Standard Specification for Elastoneric Seals
(CGaskets) for Joining Plastic Pipe

(2006bel) Thernopl astic Well Casing Pipe and
Coupl i ngs Made in Standard Di nension Ratios (SDR),
SCH 40 and SCH 80

(2010) Sol vent Cenents for Chlorinated Pol y(Vinyl
Chloride) (CPVC) Plastic Pipe and Fittings

(2006) Smoot h-Wall Poly (Vinyl Chloride) (PVQ
Conduit and Fittings for Underground Installation

(2010) Environmental Resistance of Aerospace
Transpar enci es

(1983; R 2010) Bond Integrity of Transparent
Lam nat es

(2006) Nails for Use with Wod and Wod- Base
Material s

(2009) Intensity of Scratches on Aerospace
Transparent Pl astics

(2011) Standard Practice for Installation of Chain
Li nk Fence

(2007) Standard Specification for Carbon and All oy
Steel Externally Threaded Metric Fasteners
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ASTM F 585 (1994; R 2007) Standard Practice for Insertion of
Fl exi bl e Pol yet hyl ene Pipe into Existing Sewers

ASTM F 593 (2002; R 2008) Stainless Steel Bolts, Hex Cap
Screws, and Studs

ASTM F 594 (2009el1) Standard Specification for Stainless Steel
Nut s

ASTM F 626 (2008) Standard Specification for Fence Fittings

ASTM F 628 (2008) Acrylonitrile-Butadi ene-Styrene (ABS)

Schedul e 40 Plastic Drain, Waste, and Vent Pipe
with a Cellular Core

ASTM F 656 (2010) Prinmers for Use in Solvent Cenent Joints of
Pol y(Vinyl Chloride) (PVC) Plastic Pipe and Fittings

ASTM F 667 (2006) Large Dianeter Corrugated Pol yethyl ene Pipe
and Fittings

ASTM F 668 (2011) Poly(Vinyl Chloride) (PVC) and other Organic
Pol yrrer - Coat ed St eel Chai n-Link Fence Fabric

ASTM F 679 (2008) Pol y(Vinyl Chloride) (PVC) Large-Di aneter
Plastic Gravity Sewer Pipe and Fittings

ASTM F 710 (2011) Standard Practice for Preparing Concrete
Fl oors to Receive Resilient Flooring

ASTM F 714 (2010) Pol yethyl ene (PE) Plastic Pipe (SDR PR)
Based on Qutside Dianeter

ASTM F 735 (2006) Abrasion Resistance of Transparent Plastics
and Coatings Using the Gscillating Sand Met hod

ASTM F 758 (1995; R 2007el) Snooth-Vall Poly(Vinyl Chloride)
(PVC) Plastic Underdrain Systens for H ghway,
Airport, and Simlar Drainage

ASTM F 791 (1996; R 2008) Stress Crazing of Transparent

Pl astics
ASTM F 793 (2010a) Wallcovering by Durability Characteristics
ASTM F 794 (2003; R 2009) Standard Specification for

Pol y(Vinyl Chloride) (PVC) Profile Gravity Sewer
Pi pe and Fittings Based on Controlled |Inside
Di anet er

ASTM F 835 (2004el) Alloy Steel Socket Button and Fl at
Count ersunk Head Cap Screws

ASTM F 835M (2011) Alloy Steel Socket Button and Fl at
Count ersunk Head Cap Screws (Metric)

ASTM F 836M (2002; R 2010) Standard Specification for Style 1
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ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

F 842

F 844

F 851

F 872

F 876

F 877

F 883

F 891

F 894

F 900

F 949

F 959

F 959M

F1412

F2329

F2618

G 109

G 152

Stainless Steel Metric Nuts

(2004) Measuring the Forced Entry Resistance of
Slidi ng Door Assenblies, Excluding d azing |Inpact

(2007a) Washers, Steel, Plain (Flat), Unhardened
for CGeneral Use

(1987; R 2005) Standard Test Method for Self-Rising
Seat Mechani sns

(1984; R 1990) Filter Units, Air Conditioning:
Vi scous- | mpi ngenent Type, C eanabl e

(2010el1) Crosslinked Pol yethyl ene (PEX) Tubing

(2011a) Crosslinked Pol yethyl ene (PEX) Plastic Hot -
and Col d-Water Distribution Systens

(2009) Padl ocks

(2010) Coextruded Poly (Vinyl Chloride) (PVC
Plastic Pipe with a Cellular Core

(2007) Pol yethylene (PE) Large Dianeter Profile
Val | Sewer and Drain Pipe

(2005) Industrial and Comercial Sw ng Gates

(2010) Poly(Vinyl Chloride) (PVC) Corrugated Sewer
Pipe with a Snooth Interior and Fittings

(2009) Conpressi bl e-\Washer-Type Direct Tension
Indicators for Use with Structural Fasteners

(2007) Conpressi bl e-Washer-Type Direct Tension
I ndicators for Use with Structural Fasteners
(Metric)

(2009) Standard Specification for Polyol efin Pipe
and Fittings for Corrosive Waste Drai nage Systens

(2005; R 2011) Zinc Coating, Hot-Dip, Requirenents
for Application to Carbon and Alloy Steel Bolts,
Screws, Washers, Nuts, and Special Threaded

Fast eners

(2009) Standard Specification for Chlorinated Poly
(Vinyl Chloride) (CPVC) Pipe and Fittings for
Chem cal Waste Drai nage Systens

(2007) Determning the Effects of Chenical
Admi xtures on the Corrosion of Enbedded Steel
Rei nforcenment in Concrete Exposed to Chloride
Envi ronment s E(2000)

(2006) Operating Open Flane Carbon Arc Light
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Appar atus for Exposure of Nonnetallic Materials

ASTM G 153 (2004; R 2010) Operating Encl osed Carbon Arc Light
Appar atus for Exposure of Nonnetallic Materials

ASTM G 154 (2006) Standard Practice for Qperating Fluorescent
Li ght Apparatus for WV Exposure of Nonnetallic
Materi al s

ASTM G 155 (2005a) Standard Practice for Operating Xenon Arc
Li ght Apparatus for Exposure of Non-Metallic
Materi al s

ASTM G 21 (2009) Determ ning Resistance of Synthetic
Pol ymeric Materials to Fungi

ASTM G 53 (1996) Operating Light- and Water-Exposure
Appar at us (Fl uorescent UV-Condensation Type) for
Exposure of Nonnetallic Materials

ASTM G 60 (2001; R 2007) Conducting Cyclic Hum dity Exposures

ASTM G 71 (1981; R 2009) Standard Gui de for Conducting and
Eval uating Gal vanic Corrosion Tests in Electrol ytes

ASTM G 82 (1998; R 2009) Standard Gui de for Devel opnent and
Use of a Galvanic Series for Predicting Galvanic
Corrosi on Performance
| EEE/ ASTM SI 10 (2002) American National Standard for Use of the
International Systemof Units (SI): The Mdern
Metric System
BAY AREA Al R QUALI TY MANAGEMENT DI STRICT (Bay Area AQWD)
Bay Area AQVWD Rule 8-51 (1992; R 2001) Adhesive and Seal ant Products
Bl FMA | NTERNATI ONAL ( Bl FMR)
ANSI / Bl FMA X5.5 (2008) Desk Products
ANSI / Bl FMA X5. 6 (2010) Panel Systens
Bl OCYCLE, JOURNAL OF COVPOSTI NG AND RECYCLI NG ( BI OCYCLE)
Bl OCYCLE (Article - Nov 1995, Vol 36, Issue 11) Standardi zed
Test for Evaluation of Conpost Self-Heating;
Briton, WF.Jr, et. al.
BRI CK | NDUSTRY ASSOCI ATI ON ( BI A)
Bl A Tech Note 20 (1990; R 2000) deaning Brick Misonry
BRI TI SH STANDARDS | NSTI TUTE ( BSI)
BS EN 13121-3 (2008; AMD 2010) GRP Tanks and Vessels for Use
Above G ound —Part 3: Design and Wor kmanship
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BS EN | SO 10497

(2010) Testing of Valves Fire Type-Testing
Requi renment s

BU LDERS HARDWARE MANUFACTURERS ASSCCI ATI ON ( BHVA)

ANSI / BHVA

ANSI / BHVA

ANSI / BHVA

ANS| / BHVA

ANS| / BHVA

ANSI / BHVA

ANSI / BHVA

ANS| / BHVA

ANSI / BHVA

ANS| / BHVA

ANSI / BHVA

ANSI / BHVA

ANSI / BHVA

ANSI| / BHVA

ANSI / BHVA

ANSI / BHVA

ANS| / BHVA

ANSI / BHVA

ANSI / BHVA

ANS| / BHVA

ANSI / BHVA

Al156.

A156.

A156.

Al156.

Al156.

Al56.

A156.

Al156.

Al156.

Al156.

Al156.

A156.

A156.

Al156.

Al156.

Al156.

Al156.

A156.

A156.

Al56.

Al156.

1

10

11

115

12

13

15

16

17

18

20

21

22

9

(2006) Butts and Hi nges
(2011) Power Qperated Pedestrian Doors
(2010) Cabi net Locks

(2006) Hardware Preparation in Steel Doors and
St eel Franes

(2005) Interconnected Locks & Latches
(2005) Mortise Locks & Latches Series 1000

(2006) Rel ease Devices C oser Hol der,
El ectromagneti ¢ and El ectronmechani ca

(2008) Auxiliary Hardware

(2004; R 2010) Self dosing H nges & Pivots
(2006) Materials and Finishes

(2011) Bored and Preassenbl ed Locks and Latches
(2006) Strap and Tee Hinges, and Hasps

(2009) Threshol ds

(2005) Door Gasketing and Edge Seal Systens
(2008) Exit Devices

(2008) Door Controls - Cosers

(2010) Auxiliary Locks and Associ ated Products
(2010) Architectural Door Trim

(2003; R 2009) Tenpl ate Hi nge Di nmensions

(2010) Door Controls - Overhead Stops and Hol ders

(2010) Cabi net Hardware

CALI FORNI A ENERGY COWM SSI ON ( CEC)

CEC Title

24

(1978; R 2005) California's Energy Efficiency
St andards for Residential and Nonresidenti al
Bui | di ngs

CARPET AND RUG | NSTI TUTE (CRI)
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CRI 104 (2002) Standard for Installation Specification of
Conmrer ci al Car pet

CAST |RON SO L PIPE | NSTI TUTE (Cl SPI)
Cl SPI 301 (2009) Hubless Cast Iron Soil Pipe and Fittings for
Sanitary and Storm Drain, Waste, and Vent Piping
Appli cations
Cl skl 310 (2011) Coupling for Use in Connection with Hubl ess
Cast Iron Soil Pipe and Fittings for Sanitary and
Storm Drain, Waste, and Vent Piping Applications
CElI LI NGS & | NTERI OR SYSTEMS CONSTRUCTI ON ASSOCI ATI ON ( Cl SCA)
Cl SCA Access Fl oors (2007) Recommended Test Procedures for Access Floors

CENTERS FOR DI SEASE CONTROL AND PREVENTI ON ( CDC)

CDC BMBL (1999; Errata) Biosafety in M crobiological and
Bi onedi cal Laboratories, 4th Edition

CHEM CAL FABRI CS & FI LM ASSOCI ATI ON ( CFFA)

CFFA- W 101-D (2002) Vinyl Coated Fabric Wallcovering
CHLORI NE | NSTI TUTE ()

Cl Pamphlet 1 (2008) Chlorine Basics, Edition 7

Cl Panphl et 6 (2005) Piping Systens for Dry Chlorine, edition 15
COVPCSI TE PANEL ASSOCI ATI ON ( CPA)

CPA A208.1 (2009) Medium Density Fiberboard (MDF) For Interior
Applications

CPA A208. 2 (2009) Medium Density Fiberboard (MDF) for Interior
Appli cations

COWPRESSED Al R AND GAS | NSTI TUTE ( CAG )
CAG B19.1 (2010) Safety Standard for Conpressor Systens

COMPRESSED GAS ASSOCI ATI ON ( CGA)

CAA G 10.1 (2008) Commmodity Specification for Nitrogen; 7th
Edi tion

CRA G4.1 (2009) d eaning Equi prent for Oxygen Service; 6th
Edition

CGA G4.4 (2003) Oxygen Pipeline Systens; 4th Edition

CAA G7 (2008) Conpressed Air for Human Respiration; 6th
Edi tion
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CA G7.1 (2011) Commodity Specification for Air; 5th Edition

CGA HB (1999) Handbook of Compressed Gases; 4th Edition

CGA M1 (2007) Cuide for Medical Gas Supply Systens at
Consuner Sites; 2nd Edition

CAA P-1 (2008) Safe Handling of Conpressed Gases in
Containers; 11th Edition

CGA P-39 (2008) Oxygen-Rich Atnmospheres; 2nd Edition

CGA V-5 (2008) Dianeter-1ndex Safety System

(Non- 1 nt erchangeabl e Low Pressure Connections for
Medi cal Gas Applications); 6th Edition

CONCRETE REI NFORCI NG STEEL | NSTI TUTE ( CRSI )

CRS|I 10MsP (2009; 28th Ed) Manual of Standard Practice
CONCRETE SAW NG AND DRI LLI NG ASSOC!I ATI ON ( CSDA)

CSDA- W 104 (June 1, 1998) Track Munted Wall Saw ng

CONSUMER ELECTRONI CS ASSOCI ATI ON ( CEA)

CEA 170 (1957) Electrical Performance Standards -
Monochrone Tel evision Studio Facilities

CEA-709. 1-C (2010) Control Network Protocol Specification

CEA-709. 3 (1999; R 2004) Free-Topol ogy Twi sted-Pair Channel

Speci fication

CEA- 852-B (2010) Tunnel i ng Conmponent Network Protocols Over
I nternet Protocol Channels

CONSUMER PRODUCT SAFETY COWM SSI ON ( CPSC)
CPSC Pub No 325 (1997) Handbook for Public Playground Safety
CONVEYOR EQUI PMENT MANUFACTURERS ASSOCI ATI ON ( CEMA)

CEMVA B105.1 (2003) Wl ded Steel Conveyor Pulleys with
Conpressi on Type Hubs

CEVA Belt Book (2005) Belt Conveyors for Bulk Materials

COOLI NG TECHNOLOGY | NSTI TUTE (CTI)

CTlI ATC 105 (2000) Acceptance Test Code

CTl ESG 114 (2007) Design of Cooling Towers with Douglas Fir
Lunber

CTl STD-111 (2009) Gear Speed Reducers
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CTl STD-134 (2007) Plywood for Use in Cooling Towers

CTl Std-103 (2007) Redwood Lunber Specifications
CTl Std-112 (2009) Pressure Preservative Treatnment of Lumnber
CTl Std-137 (2009) Fiberglass Pultruded Structural Products for

Use in Cooling Towers

CTl Std-201 (2011) Standard for the Certification of Water
Cool i ng Tower Thernal Perfornmance

COPPER DEVELOPMENT ASSOCI ATI ON ( CDA)
CDA A4015 (1994; R 1995) Copper Tube Handbook
CDA A4050 Copper in Architecture - Design Handbook

CRANE MANUFACTURERS ASSOCI ATI ON OF AMERI CA ( CVAA)

CVRA 70 (2004) EnviroTop Running and Bridge and Gantry Type
Multiple Grder Electric Overhead Traveling Cranes,
No. 70

CMVRA 74 (2004) Top Running and Under Running Single G rder

El ectric Overhead Cranes Utilizing Under Running
Trol l ey Hoist, No. 74

CSA STANDARDS ( CSA)

CGA 3.11-MB8 (1988; R 2009) Lever Qperated Pressure Lubricated
Plug Type Gas Shut-Of Val ves

CGA 3.16-MB8 (1988; R 2009) Lever Qperated Non-Lubricated Gas
Shut - O f Val ves

CGA 9. 2- V88 (1988; R 2009) Manually Operated Shut-Of Val ves
for Gas Piping Systens

CSA A23.4 (2009; Update 2010) Precast Concrete - Materials
and Construction

CSA C22.2 No. 109 (1981; R 2009) Conmercial Cooking Appliances

CSA Directory (updat ed continuously online) Product I|ndex

DI STRI CT OF COLUMBI A MUNI Cl PAL REGULATI ONS ( DCWVR)

20 DCWVR (1997) Environment - Chapters 40 to 70, Subtitle E
Hazar dous Waste, Chapters 40 - 70

DOOR AND ACCESS SYSTEM MANUFACTURERS ASSCOCI ATI ON ( DASMA)

ANSI / DASVA 102 (2004) Specifications for Sectional Overhead-Type
Door s
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ANSI / DASVA 108 (2005) Standard Method for Testing Sectional Garage
Doors and Rolling Doors: Determnation of
Structural Performance Under Uniform Static Air
Pressure Difference
DUCTI LE | RON Pl PE RESEARCH ASSOCI ATI ON ( DI PRA)
Dl PRA TRD (2006) Thrust Restraint Design for Ductile Iron Pipe
El FS | NDUSTRY MEMBERS ASSCCI ATI ON ( EI M)

El VA TM 101. 01 (1995) Freeze/ Thaw Resi stance of Exterior
I nsul ation and Finish Systens (EIFS), Cass PB

El VA TM 101. 86 (1995) Resistance of Exterior Insulation Finish
Systens (EIFS), Cass PBto The Effects of Rapid
Def ormati on (I npact)
ELECTRI CAL GENERATI NG SYSTEMS ASSCCI ATI ON ( EGSA)
EGSA 101P (1995) Engine Driven Generator Sets
ELECTRONI C COVPONENTS ASSOCI ATI ON ( ECA)

ECA ElI A/ ECA 310 (2005) Cabinets, Racks, Panels, and Associ ated
Equi pnent

ELECTRONI C | NDUSTRI ES ALLI ANCE (EI A)
ANSI / Tl A- 455- 80C (2003) FOTP-80 - |EC 60793-1-144 Optical fibres

Part 1-44: Measurenent Methods and Test Procedures
- Cut-of f Wavel ength

El A 416 (1974; R 1981) Filters for Radio Interference

El A 443 (1979) NARM Standard for Solid State Rel ays Service
El A 480 (1981) Toggle Switches

EIAIS 46 (1987) Test Procedure for Resistance to Sol dering

(Vapor Phase Techni que) for Surface Munt Devices

TI A/ El A 455-41- A (1993a; R 2001) FOTP-41 - Conpressive Loading
Resi st ance of Fiber Optic Cables

ELECTROSTATI C DI SCHARGE ASSCCI ATI ON ( ESD)

ESD S6.1 (2009) Grounding

ESD S7.1 (2005) Floor Materials Characterization of Mterials
ENERGY | NSTI TUTE (El)

El 1529 (2005; 6th Ed) Aviation Fueling Hose and Hose
Assenbl i es
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El 1581 (2002; Addenda 2006) Specifications and
Qualification Procedures for Aviation Jet Fuel
Filter/ Separators

El 1584 (2001; Addenda 2007; 3rd Ed) Four-Ilnch Hydrant
Syst em Conponents and Arrangenents (Hydrant Pit
Val ves and | ntake Coupl ers)
ETL TESTI NG LABORATORI ES ( ETL)

ETL DLP (updat ed continuously) Directory of ETL Listed
Product s

EURCPEAN COW TTEE FOR STANDARDI ZATI ON ( CEN CENELEC)

EN 60309-1 (1999; Al 2004; Al 2007) Plugs, Socket-Qutlets and
Coupl ers for Industrial Purposes Part 1. General
Requi rement s

EN 60309-2 (1999; Al 2004; Al 2007) Plugs, Socket-Qutlets and
Coupl ers for Industrial Purposes Part 2:
Di nmensi onal Interchangeability Requirenments for Pin
and Cont act - Tube Accessories

EN 60529 (1991; Al 2000) Degrees of Protection Provided By
Encl osures (I P Code)

EXPANSI ON JO NT MANUFACTURERS ASSCCI ATI ON ( EJMB)
EJVA Stds (2008) EJMA St andards
FLU D CONTRCLS | NSTI TUTE (FCl)
FCl 70-2 (2006) Control Valve Seat Leakage
FLU D SEALI NG ASSOCI ATI ON ( FSA)

FSA- 0017 (1995e6) Standard for Non-Metallic Expansion Joints
and Fl exi bl e Pi pe Connectors Techni cal Handbook

FM GLOBAL (FM
FM 4435 (2004) Roof Perineter Flashing
FM 4470 (2010) Single-Ply, Polyner-Mdified Bitumen Sheet,
Built-up Roof (BUR), and Liquid Applied Roof

Assenblies for Use in Cass 1 and Nonconbusti bl e
Roof Deck Construction

FM 4471 (2010) dass | Panel Roofs
FM APP GUI DE (updated on-1ine) Approval CGuide
http: //ww. appr oval gui de. cont
FM AS 4991 (2001) Approval of Firestop Contractors
FM DS 1-28 (2002) Design Wnd Loads
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FM DS 12-17 (2001) watertube Boilers

FM P9513 (2002) Specialist Data Book Set for Roofing
Contractors; contains 1-22 (2001), 1-28 (2002),
1-29 (2002), 1-28R/1-29R (1998), 1-30 (2000), 1-31
(2000), 1-32 (2000), 1-33 (2000), 1-34 (2001), 1-49
(2000), 1-52 (2000), 1-54 (2001)

FOREST STEWARDSHI P COUNCI L ( FSC)

FSC STD 01 001 (2000) Principles and Criteria for Forest
St ewar dshi p

FORESTRY SUPPLI ERS I NC. ( FSUP)

FSUP 77341 (1999) Munsell (R) Soil Color Charts
FOUNDATI ON FOR CROSS- CONNECTI ON CONTROL AND HYDRAULI C RESEARCH
( FCCCHR)
FCCCHR Li st (continuously updated) List of Approved Backfl ow
Prevention Assenblies
FCCCHR Manual (1988e9) Manual of Cross-Connection Control

GEOLOJ CAL SCCI ETY OF AMERI CA (GeoSA)
GSA RCC00100R (2009) Geol ogi cal Rock Col or Chart (Minsell)

GEOSYNTHETI C | NSTI TUTE (GSI)

GSl R CHAa (1991) Determ nation of the Long-Term Design
Strength of Stiff Geogrids

GSI GRI G&b (1991) Determ nation of the Long-Term Design
Strength of Flexible Geogrids

GSI Rl G (1996) Gip Types for Use in Wde Wdth Testing of
CGeotextiles and Ceogrids

GSI R Gvll (1997) Accel erated Weat heri ng of Geonenbranes Using
a Fl uorescent UVA Device

GSI GRI GvL2 (1998) Asperity Measurenment of Textured
Geonenbr anes Using a Depth Gauge

Gl &R Gw (1995) Accelerated Curing of Geonmenbrane Test Strip
Seans Made by Chem cal Fusi on Met hods

GSI R Gw (1995) Col d Weat her Seami ng of Geomenbranes

GSI GRI GI6 (1992) Geotextile Pullout

GLASS ASSOCI ATI ON OF NORTH AMERI CA ( GANA)

GANA d azi ng Manual (2004) d azing Manual
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GANA Seal ant Manual (2008) Seal ant Manual

GANA St andar ds Manual (2001) Tenpering Division's Engineering Standards
Manual

GREEN BUI LDI NG | NI TI ATI VE (GBI)

Green d obes (2004) Green G obes(tm US Green Building Rating
System

GREEN SEAL (GS)

GC-12 (1997) Cccupancy Sensors
GS- 36 (2000) Commerci al Adhesives
GS- 37 (2000; R 2009) Industrial and Institutional C eaners

GREENGUARD ENVI RONVENTAL | NSTI TUTE ( GEl )
GEl Greenguard Standards for Low Emitting Products

GYPSUM ASSCCI ATI ON ( GA)

GA 214 (2010) Recommended Level s of Gypsum Board Finish

GA 216 (2010) Application and Fini shing of Gypsum Panel
Product s

GA 224 (2008) Installation of Predecorated Gypsum Board

GA 253 (2007) Application of Gypsum Sheat hi ng

GA 600 (2009) Fire Resistance Design Mnual

H P. WHI TE LABORATORY ( HPW

HPW TP- 0500. 03 (2003) Transparent Materials for use in Forced
Entry or Containment Barriers

HPW TP- 0501. 01 (1989) Ballistic Resistance of Structural Materials
(Opaque and Transparent); Test Procedures and
Acceptance Criteria

HPW TP- 0502. 01 (1989) Forced Entry Resistance of Structural
Material s (Qpaque and Transparent); Test Procedures
and Acceptance Criteria

HPW TP- 0506. 00 (1993) Forced Entry Resistance of Security
Structures and Structural Subassenblies VERY LOW
THREAT LEVEL

HPW TP- 0507. 00 (1993) Forced Entry Resistance of Security
Structures and Structural Subassenblies LON THREAT
LEVEL
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HPW TP- 0508. 00 (1993) Forced Entry Resistance of Security
Structures and Structural Subassenblies MED UM

THREAT LEVEL

HPW TP- 0509. 00 (1993) Forced Entry Resistance of Security
Structures and Structural Subassenblies H GH THREAT
LEVEL

HARDWOOD PLYWOOD AND VENEER ASSCCI ATI ON ( HPVA)

HPVA EF (2009) American National Standard for Engineered
Wbod Fl oori ng

HPVA HP- 1 (2009) Anerican National Standard for Hardwood and
Decorative Pl ywood

HEAT EXCHANGE | NSTI TUTE ( HEI)

HElI 2622 (2009) Standards for C osed Feedwater Heaters; 8th
Edition
HElI 2623 (2004) Standards for Power Plant Heat Exchangers

HYDRAULI C | NSTI TUTE (H)

H 1.1-1.2 (2008) Rotodynanmic (Centrifugal) Punp for
Nomencl ature and Definitions
H 1.3 (2009) Rotodynamic (Centrifugal) Punp Applications
H 2.3 (2008) Rotodynamic (Vertical) Applications
H 2.4 (2008) Rotodynanmic (Vertical) Operations
H 2.6 (2000) Vertical Punp Tests
H 3.1-3.5 (2008) Rotary Punps
H 7.1-7.5 (2006) Controlled Vol une Metering Punps
H 9.1-9.5 (2000) Punps - General Guidelines for Types,

Applications, Definitions, Sound Measurements and
Docunent ati on

H 9.6.4 (2009) Centrifugal and Vertical Punps, Vibration
Measurenments and Al |l owabl e Val ues

H MLOO (2009) HI Punp Standards Set
HYDRONI CS | NSTI TUTE DI VI SI ON OF GAMA (HYI)

HYI - 005 (2004) 1=B=R Ratings for Boilers, Baseboard
Radi ati on and Fi nned Tube (Comrerci al)

HYI - 400 (1995) Radi ant Fl oor Heating
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| CC EVALUATI ON SERVI CE, INC. (I CC- ES)

| CC ES AC125 (2007; R 2009; R 2010) Acceptance Criteria for
Concrete and Rei nforced and Unrei nforced Masonry
St rengt heni ng Usi ng Fi ber - Rei nforced Pol yner (FRP)
Conposite Systens

| CC ES AC178 (2003; R 2008) Acceptance Criteria for Inspection
and Verification of Concrete and Reinforced and
Unrei nforced Masonry Strengthening Using
Fi ber - Rei nforced Pol yner (FRP) Conposite Systens

| CC-ES AC04 (2009) Acceptance Criteria for Sandw ch Panel s

| CC-ES AC23 (2004; R 2008) Acceptance Criteria for
Spray- Appl i ed and I ntunescent Mastic Coating
Fire-Protection Mterials

| CCG- ES AC300 (2009) Acceptance Criteria for Access Floors

| CCG-ES AC48 (2005; Corr 2009) Acceptance Criteria for Roof
Under |l aynment for Use in Severe Cinmte Areas

| LLUM NATI NG ENG NEERI NG SOCI ETY OF NORTH AMERI CA (| ESNA)

| ESNA HB-9 (2000; Errata 2004; Errata 2005; Errata 2006) |IES
Li ghti ng Handbook

| ESNA LM 48 (2001) Cuide for Testing the Calibration of
Locki ng- Type Photoel ectric Control Devices Used in
Qut door Applications

| ESNA RP- 8 (2000; Errata 2004; R 2005; Errata 2007) Roadway
Li ghting

| NDUSTRI AL FASTENERS | NSTI TUTE (I FI)

| FI 100/ 107 (2002) Prevailing Torque-Type Steel Hex and Hex
Fl ange Nuts Regul ar and Light Hex Series

| NNOVATI VE PAVEMENT RESEARCH FOUNDATI ON (| PRF)
| PRF | NTERI M TEST PROTOCTest Method to Assess Potential Reactivity of
Aggregates in Presence of Airfield Deicing
Chemicals (Mrtar Bar Test)
| NSTI TUTE OF CLEAN Al R COVPANI ES (| CAC)
| CAC EP-1 (2000) Terninology for Electrostatic Precipitators
| CAC EP- 10W (1995) Bid Specification Information Requirenents
and Bid Evaluation Formfor Electrostatic
Precipitators

| CAC EP-6 (1968) Pilot Electrostatic Precipitators

| CAC EP-7 (2004) Electrostatic Precipitator Gas Fl ow Mdel
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| CAC

| CAC

| CAC

| CAC

| CAC

| CAC

| CAC

| CAC

| CAC

| CAC

| CAC

| CAC

| CAC

| EEE

| EEE

| EEE

| EEE

| EEE

| EEE

EP- 8

M 2

M 4

M 5

M 6

W5- 1

W5- 3

VE- 4

St udi es

(1993) Structural Design Criteria for Electrostatic
Preci pi tator Casings

(1972) Fundanentals of Fabric Collectors and
A ossary of Terns

(2002) Operation and Mai ntenance of Fabric Filters
(1991) Types of Fabric Filters
(1982) Flue Gas Desul furization Term nol ogy

(1968; R 1972) Gaseous Emi ssions Equi pnent: Product
Definitions and Illustrations

(1969) Cyclonic Mechanical Dust Collector Criteria
(1973) Information Required for the Preparation of
Bi ddi ng Specifications for Large D aneter Cycl ones
and Tubul ar Centrifugal Collectors

(1975) Standardized Method of Particle Size
Determ nation and Col | ection Efficiency

(1981) Sinplified Method of Efficiency Cal cul ations
fromFractional Efficiency Curves

(1975) Wet Scrubber Term nol ogy
(1976; R 1980) Basic Types of Wet Scrubbers

(1975) Wet Scrubber System Major Auxiliaries

| NSTI TUTE OF ELECTRI CAL AND ELECTRONI CS ENGQ NEERS (| EEE)

100

1100

112

114

115

(2000; R 2005) General Principles for Tenperature
Limts in the Rating of Electric Equiprment and for
the Evaluation of Electrical Insulation

(2000; Archived) The Authoritative Dictionary of
| EEE St andards Ter s

(2005) Eneral d Book | EEE Recommended Practice for
Poweri ng and Groundi ng El ectronic Equi pnent

(2004) Standard Test Procedure for Pol yphase
I nduction Mdtors and Generators

(2001) Test Procedure for Single-Phase Induction
Mot or s

(2009) Guide for Test Procedures for Synchronous
Machi nes: Part | Acceptance and Perfornmance
Testing; Part Il Test Procedures and Paraneter
Determi nation for Dynanic Analysis
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| EEE

| EEE

| EEE

| EEE

| EEE

| EEE

| EEE

| EEE

| EEE

| EEE

| EEE

| EEE

| EEE

| EEE

| EEE

| EEE

1159

120

142

18

242

299

32

383

386

399

400.

404

43

450

48

(2009) Reconmended Practice on Mnitoring Electric
Power Quality

(1989; R 2007) Master Test Cuide for Electrical
Measurenments in Power Circuits

(2007) Recommended Practice for G oundi ng of
I ndustrial and Conmercial Power Systens - | EEE
Green Book

(2002; INT 1 2005) Standard for Shunt Power
Capacitors

(2001; Errata 2003) Recommended Practice for
Protection and Coordi nati on of Industrial and
Conmer ci al Power Systens - Buff Book

(2006) Standard Method for Measuring the
Ef f ecti veness of El ectromagnetic Shiel di ng
Encl osur es

(1972; R 1997) Standard Requirenments, Term nol ogy,
and Test Procedures for Neutral G ounding Devices

(2003; R 2008) Standard for Qualifying Cass 1E
El ectric Cables and, Field Splices for Nuclear
Power Generating Stations 2004

(2006; INT 1 2011) Standard for Separable Insul ated
Connector Systens for Power Distribution Systens
Above 600V

(1997) Brown Book | EEE Recommended Practice for
Power Systens Anal ysis

(1995; Amendnent A 2001) Standard Techni ques for
H gh Vol tage Testing

(2004) Guide for Field Testing of Shielded Power
Cabl e Systens Using Very Low Frequency (VLF)

(2006) Standard for Extruded and Lam nated
Di el ectric Shielded Cable Joints Rated 2500 V to
500, 000 V

(2000; R 2006) Recommended Practice for Testing
I nsul ati on Resistance of Rotating Machinery

(2010) Recommended Practice for Mintenance,
Testing, and Repl acenment of Vented Lead-Acid
Batteries for Stationary Applications

(2009) Standard for Test Procedures and
Requirenments for Alternating-Current Cable

Term nations Used on Shi el ded Cabl es Havi ng

Lam nated Insulation Rated 2.5 kV through 765 kV or
Extruded I nsulation Rated 2.5 kV through 500 kV
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| EEE
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| EEE

| EEE

| EEE

| EEE

| EEE

| EEE

484

485

515

519

525

602

62

80

802. 3

81

85

Cl2. 16

C135.1

C135. 2

C135. 22

C135. 30

(2002; R 2008) Reconmended Practice for
Installati on Design and | nplenentation of Vented
Lead-Acid Batteries for Stationary Applications

(2010) Recommended Practice for Sizing Lead-Acid
Batteries for Stationary Applications

(2011) Standard for the Testing, Design,
Install ati on, and Mai ntenance of El ectrical
Resi stance Heat Tracing for Industrial Applications

(1992; R 1993; Errata 2004) Recommended Practices
and Requirenents for Harnmonic Control in Electrical
Power Systens

(2007) Guide for the Design and Installation of
Cabl e Systens in Substations

(2007) Recommended Practice for Electric Systens in
Health Care Facilities - Wite Book

(1995; R 2005) Guide for Diagnostic Field Testing
of Electric Power Apparatus-Part 1. Ol Filled
Power Transforners, Regul ators, and Reactors

(20001 NT 1 2002; Errata 2007) Cuide for Safety in
AC Substation G oundi ng

(2008; AT 2009; AV 2009; BC 2009; Corr 1 2009; INT
1 2010; BA 2010; AZ 2010; BG 2011; BF 2011; BD
2011) Standard Infornation

Technol ogy- - Tel econmmuni cati ons and I nformation
Exchange Between Systens--Specific Requirenents
Part 3: CSMA/ CD Access Method and Physical Layer
Speci fications

(1983) Guide for Measuring Earth Resistivity,
Ground | npedance, and Earth Surface Potentials of a
Ground System

(1973; R 1986) Test Procedure for Airborne Sound
Measurenments on Rotating Electric Machinery

(1991) Solid-State Electricity Meters

(1999) Standard for Zinc-Coated Steel Bolts and
Nuts for Overhead Line Construction

(1999) Threaded Zi nc-Coated Ferrous Strand-Eye
Anchor Rods and Nuts for Overhead Line Construction

(1988) Standard for Zinc-Coated Ferrous Pol e-Top
I nsul ator Pins with Lead Threads for Over head Line
Construction

(1988) Standard for Zinc-Coated Ferrous G ound Rods
for Overhead or Underground Line Construction
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| EEE

c2

C37.

C37.

C37.

C37.

C37.

C37.

C37.

C37.

C37.

C37.

C37.

C37.

C37.

C37.

C37.

C37.

04

06

081

09

121

13

16

17

20.

20.

20.

23

30

32

(2012) National Electrical Safety Code

(1999; Amd A 2003; Errata 2005; R 2006; Amd B 2008;
I NT 2010) Standard for Rating Structure for AC
Hi gh-Voltage Circuit Breakers

(2009) Standard for AC High-Voltage Circuit
Breakers Rated on a Symmetrical Current Basis -
Preferred Ratings and Rel ated Required Capabilities
for Voltage Above 1000 V

(1981; Supp 1997; R 2007) @uide for Synthetic Fault
Testing of AC H gh-Voltage Circuit Breakers Rated
on a Symretrical Current Basis

(1999; AMD 1 2005; Corr 1 2007; R 2007; Errata
2007; Anendnent B 2011) Standard Test Procedure for
AC Hi gh-Voltage Circuit Breakers Rated on a
Symmetrical Current Basis

(2007) Standard for Supervisory Control, Data
Acqui sition (SCADA) and Automatic Systens

(1989; R 2006) Anerican National Standard for
Swi t chgear-Unit Substations - Requirenents

(2008; INT 1 2009) Standard for Low Voltage AC
Power Circuit Breakers Used in Encl osures

(2009) Standard for Preferred Ratings, Related
Requi renents, and Application Reconmendati ons for
Low Vol tage AC (635 V and bel ow) and DC 3200 V and
bel ow) Power Circuit Breakers

(1997) Standard for Trip Devices for AC and

Gener al - Pur pose DC Low Vol t age Power Circuit
Br eakers

(2008) Standard for Electrical Power System Device
Function Nunmbers, Acronyns and Contact Designations

(2002; INT 1 2005; ANMD A 2005; AMD B 2006; R 2007)
Standard for Metal-Encl osed Low Vol t age Power
Circuit-Breaker Switchgear

(1999; Corr 2000; R 2005) Standard for Metal-d ad
Swi t chgear

(2001; R 2006) Standard for Metal-Encl osed
Interrupter Switchgear

(2003; R 2008) Standard for Metal-Encl osed Bus

(1997) Standard Requirenents for Hi gh-Voltage
Swi t ches

(2002) Standard for High-Voltage Switches, Bus
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C37.

C37.

C37.

C37.

C37.

C37.

C37.

C37.

C37.

C37.

C37.

C37.

34

40

41

42

46

47

60

63

71

74

90

90.

1

Supports, and Accessories - Schedul es of Preferred
Rati ngs, Construction Cuidelines and Specifications

(1994) Standard Test Code for Hi gh-Voltage Air
Swi t ches

(2003; Errata 2003; R 2009) Service Conditions &
Definitions for Hi gh-Voltage Fuses, Distribution
Encl osed Single-Pole Air Sw tches, Fuse

Di sconnecting Switches, & Accessories

(2008; Errata 2009) Standard Design Tests for

H gh- Vol t age (>1000 V) Fuses, Fuse and

Di sconnecting Cutouts, Distribution Enclosed
Singl e-Pole Air Switches, Fuse Disconnecting
Swi t ches, and Accessories Used with These Devices

(2009) Standard Specifications for Hi gh-Voltage (>
1000 V) Expul sion-Type Distribution-d ass Fuses,
Fuse and Di sconnecting Cutouts, Fuse D sconnecting
Swi t ches, and Fuse Links, and Accessories Used with
These Devi ces

(2010) Standard for High Vol tage Expul sion and
Current-Limting Type Power Cl ass Fuses and Fuse
Di sconnecting Swi tches

(2000) Standard for Hi gh Voltage Current-Limting
Type Distribution O ass Fuses and Fuse
Di sconnecting Switches

(2003; CORR 1 2004) Standard Requirenents for

Over head, Pad Munted, Dry Vault and Subnersible
Automatic Circuit Reclosers and Fault Interrupters
for Alternating Current Systens Up to 38 kV

(2005) Standard Requirenments for Overhead,
Pad- Mount ed, Dry-Vault, and Subnersible Autonatic
Li ne Sectionalizers for AC Systens

(2001) Standard Three-Phase, Manual ly Operated
Subsurface or Vault Load-Interrupting Switches for
Al ternating-Current Systens

(2003; Int 1 2004) Standard Requirenents for
Subsurface, Vault, and Pad- Mounted Load-I|nterrupter
Swi t chgear and Fused Load-Interrupter Sw tchgear
for Alternating Current Systens Up to 38 kV

(2005) Standard for Relays and Rel ay Systens
Associ ated Wth El ectric Power Apparatus

(2002; Errata 2003; Errata 2004) Standard for Surge
Wthstand Capability (SWC) Tests for Relays and
Rel ay Systens Associated with El ectric Power

Appar at us
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C37.

C50.

C57.

C57.

C57.

C57.

C57.

C57.

C57.

C57.

C57.

C57.

C57.

96

12

110

12.

12.

12.

12.

12.

12.

12.

12.

12.

12.

00

01

10

20

21

25

26

28

29

34

(2000; R 2006) Cuide for AC Motor Protection

(2005; R 2010) Standard for Salient Pole 50 HZ and
60 Hz Synchronous Generators and Generation/ Motors
for Hydraulic Turbine Applications Rated 5 MVA and
above

(2008) Recommended Practice for Establishing
Liquid-Filled and Dry-Type Power and Distribution
Transformer Capability Wien Suppl yi ng Nonsi nusoi da
Load Currents

(2010) Standard General Requirenents for
Li qui d-I mrersed Distribution, Power, and Regul ating
Transformers

(2005) Ceneral Requirenents for Dry-Type
Di stribution and Power Transforners Including Those
wi th Solid-Cast and/or Resin-Encapsul ated W ndi ngs

(2010) Standard for Transforners 230 kV and Bel ow
833/ 958 through 8333/10, 417 kVA, Single-Phase, and
750/ 862 t hrough 60, 000/ 80, 000/ 100, 000 kVA,

Thr ee- Phase Wt hout Load Tap Changi ng; and

3750/ 4687 t hrough 60, 000/ 80, 000/ 100, 000 kVA Wth
Load Tap Changing - Safety Requirenents

(2011) Standard for Overhead Type Distribution
Transfornmers, 500 KVA and Snaller: Hi gh Voltage 34
500 Volts and Bel ow. Low Vol tage, 7970/13,800 Y
Vol ts and Bel ow

(1992) Pad- Mount ed, Conpartmental - Type Sel f - Cool ed,
Si ngl e- Phase Distribution Transformers Wth High
Vol t age Bushi ngs; Hi gh-vol tage, 34,500 GRYD 19, 920
Vol ts

(1990) Standard for Transforners - Pad-Mounted,
Conpartnental - Type, Sel f-Cool ed, Single-Phase
Distribution Transforners Wth Separable Insul ated
Hi gh- Vol t age Connectors; Hi gh Voltage, 34,500 G dy/
19,920 Volts and Bel ow; Low Vol tage, 240/120 Volts;
167 kVa and Snal |l er Requirenents

(1992) Pad- Mount ed Conpartnental - Type, Sel f- Cool ed,
Three- Phase Distribution Transformers for Use with
Separ abl e I nsul ated Hi gh-Vol tage Connectors

(2005; INT 3 2011) Standard for Pad- Mounted
Equi pnent - Enclosure Integrity

(2005) Standard for Pad-Munted Equi pnent -
Encl osure Integrity for Coastal Environnents

(2009) Standard for Requirenents for Pad-Munted,

Conpartnent al - Type, Sel f-Cool ed, Three-Phase
Distribution Transforners, 5 MVA and Smal |l er; Hi gh
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C57.

C57.

C57.

C57.

C57.

C57.

C57.

C57.

C62.

12.

12.

12.

12.

12.

12.

124

13

13.

15

19.

19.

93

96

98

11

50

51

70

80

90

91

00

01

Vol t age, 34.5 kV Nomi nal System Vol tage and Bel ow,
Low Vol tage, 15 kV Noni nal System Vol tage and Bel ow

(1981; R 1998) Ventilated Dry-Type Distribution
Transformers, 1 to 500 kVA, Single-Phase, and 15 to
500 kVA, Three-Phase, with Hi gh-Volt 601 to 34,500
Vol ts

(2008) Standard for Ventilated Dry-Type Power
Transformers, 501 kVA and Larger, Three-Phase, with
H gh- Vol tage 601 to 34,500 Volts, Low-voltage

208Y/ 120 to 4160 Volts - General Requirenent

(2000; R 2006) Standard Term nal Markings and
Connections for Distribution and Power Transforners

(2010) Standard Term nol ogy for Power and
Di stribution Transforners

(2010) Standard Test Code for Liquid-Imersed
Distribution, Power, and Regul ating Transforners

(2001; INT 1-2005) Standard Test Code for Dry-Type
Di stribution and Power Transforners

(1991; R 2002) Reconmended Practice for the
Detection of Partial Discharge and the Measurenent
of Apparent Charge in Dry-Type Transformers

(2008) Standard Requirenents for Instrunent
Transformers

(2006) Guide for Field Testing of Relaying Current
Transforners

(2009) Standard Requirenents, Term nol ogy, and Test
Code for Step-Voltage Regul ators

(2009; INT 1 2009; Errata 2010) Standard General
Requi renents and Test Procedures for Qutdoor Power
Appar at us Bushi ngs

(2000; R 2005) Standard Performance Characteristics
and Di nensions for Qutdoor Apparatus Bushings

(2007) Cuide for Installation and Mintenance of
Li qui d- | nmer sed Power Transforners

(1999; R 2005) Guide for Loading Dry-Type
Di stribution and Power Transforners

(1993; Errata 1998; R 1999) Guide for Transforner
| mpul se Tests

(2005; Amd 1 2008) Standard for Metal - Oxi de Surge
Arresters for Alternating Current Power Circuits

(>1kV)
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| EEE C62. 33 (1982; R 2000) Standard for Test Specifications for
Vari stor Surge-Protective Devices

| EEE C62. 41 (1991; R 1995) Recommended Practice on Surge
Vol tages in Low Voltage AC Power Circuits

| EEE C62.41.1 (2002; R 2008) Guide on the Surges Environnent in
Low Vol tage (1000 V and Less) AC Power Circuits

| EEE C62.41.2 (2002) Reconmended Practice on Characterization of
Surges in Low Voltage (1000 V and Less) AC Power
Crcuits

| EEE C62. 45 (2002; R 2008) Recomended Practice on Surge

Testing for Equi pnent Connected to Low Voltage
(1000v and | ess)AC Power Circuits

| EEE C63. 2 (2009) Standard for Electronagnetic Noise and Field
Strength Instrunentation, 10 Hz to 40 GHz -
Speci fications

| EEE C63. 4 (2009) Anerican National Standard for Methods of
Measur ement of Radi o- Noi se Emi ssions from
Low Vol tage El ectrical and El ectroni ¢ Equi pnent in
the Range of 9 kHz to 40 G

| EEE Stds Dictionary (2009) | EEE Standards Dictionary: G ossary of Terns
& Definitions

| NSTI TUTE OF ENVI RONMVENTAL SCl ENCES AND TECHNOLOGY (| EST)

| EST RP- CC-001 (1993) HEPA and ULPA Filters
| EST RP- CC-008 (2007; Rev 2) Gas-Phase Adsorber Cells
| EST- STD- CC1246D (2002) Product C eanliness Levels and Contam nati on

Control Program

| NSTI TUTE OF | NSPECTI ON, CLEANI NG, AND RESTORATI ON CERTI FI CATI ON
(11 CRC)

I 1 CRC S100 (2002) Standard Reference Guide for Professional
Car pet d eaning
I 1 CRC S500 (2006) Standard and Reference Cuide for

Pr of essi onal Water Damage Restoration
| NSTI TUTE OF TRANSPORTATI ON ENG NEERS (| TE)

| TE ATC (2006; v5.2b) Advanced Transportation Controller
(ATC) Standard

| NSTRUCTI ONS AND STANDARDS FOR NAVBASE GUANTANAMO BAY CUBA
( COVNAVBASEGTMOI NST)

11300. 3 Base Energy Conservation Regul ations

Page 153



1710.

4400.

5090.

5090.

5090.

5090.

5100.

FGS

| CEA

| CEA

| CEA

| CEA

| CEA

| CEA

| CEA

| GVA

| GVA

| GVA

10

2A

13

Qut door Recreational and Wldlife Instruction

Consol i dat ed Hazardous Material Reutilization and
I nvent ory Managenment Program

Hazar dous Wast e Managenent Pl an
St andard Operating Procedures for Landfil

Pol [ ution Control Procedures for G| and Hazar dous
Subst ances

Asbest os Program Managenent

Hazar dous Materi al / Excess Hazardous Materi al
Control and Safety Program

(1994) Final Governing Standards for Environnenta
Protection by U S. Forces in Cuba

| NSULATED CABLE ENG NEERS ASSOCI ATI ON (| CEA)

S-83-596

S- 84- 608

S-87-640

S-90-661

S-94-649

S- 98- 688

S-99-689

(2011) Indoor Optical Fiber Cables

(2010) Tel ecomruni cati ons Cable, Filled Polyolefin
| nsul at ed, Copper Conductor; 4th Edition

(2006) Optical Fiber Qutside Plant Conmunications
Cable; 4th Edition

(2008) Category 3, 5, & 5e Individually Unshiel ded
Twi sted Pair | ndoor Cables for Use in Genera

Pur pose and LAN Conmmuni cati ons Wring Systens
Techni cal Requirenents

(2004) Standard for Concentric Neutral Cabl es Rated
5 Through 46 KV

(2006) Broadband Twi sted Pair Tel ecomruni cati on
Cabl e, Aircore, Polyolefin Insulated, Copper
Conduct ors Techni cal Requirenents

(2006) Broadband Twi sted Pair Tel ecomruni cation
Cable Filled, Polyolefin Insulated, Copper
Conduct ors Techni cal Requirenents

| NSULATI NG GLASS MANUFACTURERS ALLI ANCE (1 GVA)

TB- 3001

TM 3000

TR-1200

(1990) cCuidelines for Sloped d azing

(1997) d azing Guidelines for Seal ed Insulating
dass Units

(1983) Commercial Insulating G ass Dinmensiona
Tol er ances

| NTERNATI ONAL Al R TRANSPORT ASSCCI ATI ON (| ATA)
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| ATA DGR (2004) Dangerous Goods Regul ations

| NTERNATI ONAL ASSCCI ATI ON OF PLUMBI NG AND MECHANI CAL OFFI CI ALS

(1 APMD)
| APMO PS 117 (2005b) Press Type Or Plain End Rub Gasketed W
Nail CU & CU Alloy Fittings 4 Install On CU Tubing
I APMO UPC (2003) Uni form Pl unmbi ng Code
| APMO Z7124.1. 2 (2005) Plastic Bathtub and Shower Units
| APMOD Z124. 3 (2005) Plastic Lavatories
| APMOD Z124.5 (2006) Plastic Toilet (Water C oset) Seats
| APMO Z124. 6 (2007) Plastic Sinks
| APMO Z124. 8 (1990) Plastic Bathtub Liners

| NTERNATI ONAL CODE COUNCI L (1 CQ)

| CC I BC (2009; Errata First Printing) Internationa
Bui | di ng Code

ICC I FC (2009) International Fire Code

| CC | FGC (2009) International Fuel Gas Code

ICC I MC (2009) International Mechani cal Code

ICC IPC (2009) International Plunmbing Code

| CC PC (2009) International Code Council Performance Code
for Buildings and Facilities

| CC UBC (1997; Erratas Vol 1, 2 & 3 01/2001; Vol 1 & 2
03/2001; Vol 2 10/2001) Uniform Buil di ng Code

| CC UuMC (1997; Errata 2 & 3 1997) Uniform Mechani cal Code

| CCJ ANSI A117.1 (2009) Accessible and Usabl e Buil di ngs and

Facilities

| NTERNATI ONAL CONCRETE REPAI R | NSTI TUTE (1 CRI)

| CRI 03732 (1997) Sel ecting and Specifying Concrete Surface
Preparation for Seal ers, Coatings, and Pol yner
Overl ays

| NTERNATI ONAL ELECTRI CAL TESTI NG ASSCC!I ATI ON ( NETA)

NETA ATS (2009) Standard for Acceptance Testing
Specifications for Electrical Power Equi pnent and
Syst ens
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NETA NMAI NT

| EC

| EC

| EC

| EC

| EC

| EC

| EC

| EC

| EC

| EC

| EC

| EC

| EC

| EC

(2011) Standard for Mintenance Testing
Specifications for Electric Power Distribution
Equi prent and Systens

| NTERNATI ONAL ELECTROTECHNI CAL COWM SSI ON (| EC)

60034- 2A

60068- 2- 27

60068- 2- 30

60255-21-3

60265-1

60268- 16

60309- 3

60687

60947-4-1

61000-4-5

61099

61131-3

62053- 22

62271-111

(1974) Rotating Electrical Michines Part 2:

Met hods for Determning Losses and Efficiency of
Rotating El ectrical Mchinery from Tests (Excluding
Machi nes for Traction Vehicles)

(2008) Environmental Testing - Part 2-27: Tests -
Test EA and Cui dance: Shock; Ed 4.0

(2005) Environnental Testing - Part 2-30: Tests -
Test Db: Danp Heat, Cyclic (12 H+ 12 H Cycle); HEd
3.0

(1993) Electrical Relays - Part 21: Vibration,
Shock, Bunp And Seism c Tests On Measuring Rel ays
And Protection Equi pnent - Section 3: Seismc
Tests; Ed 1.0

(1998; Corrigendum 2000) H gh Voltage Switches -
Part 1: Switches for Rated Voltages Above 1 kV and
Less Than 52 kV

(2003) Sound System Equi pnent - Part 16: Objective
Rating OF Speech Intelligibility By Speech
Transm ssion Index; Ed 3.0

Pin and Sl eeve Devices

(1992) Alternating Current Static Watt-Hour Meters
for Active Energy (Classes 0,2 S and 0,5 S)

(2009) Lowvoltage Switchgear and Control gear, Part
4-1: Contactors and Motor Starters -
El ect romechani cal Contactor and Mbtor Starters

(2005; Corr 2009) Electronmagnetic Conpatibility
(EMC) - Part 4-5: Testing and Measurenent
Techni ques; Surge Immunity Test; Ed 2.0

(2010) Insulating Liquids - Specifications for
Unused Synthetic Organic Esters for Electrical
Pur poses; Ed 2.0

(2003) Programmabl e Controllers - Part 3:
Pr ogranmm ng Languages; Ed 2.0

(2003) Electricity Metering Equipnent (a.c.) -
Particul ar Requirenents - Part 22: Static Meters
for Active Energy (Classes 0,2 Sand 0,5 S); Ed 1.0

(2005) Hi gh Voltage Sw tchgear And Control gear -
Part 111: Overhead, Pad-Munted, Dry Vault, and
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Subnersible Automatic Circuit Recl osers and Fault
Interrupters For Alternating Current Systens Up To
38 kV; Ed 1.0

| NTERNATI ONAL GROUND SOURCE HEAT PUWMP ASSCOCI ATI ON (| GSHPA)

| GSHPA 21010 (1991) Grouting Procedures for G ound-Source Heat
Punp Systens

| GSHPA 21015 (2000) G outing for Vertical GHP Systens

| GSHPA 21020 (1988) d osed-Loop/ G ound- Source Heat Punp
SysteniInstall ation Guide

| GSHPA 21030 (2005) Design and Installation Standards

| GSHPA 21060 (1989) Soil and Rock Classification Field Manual

| NTERNATI ONAL | NSTI TUTE OF AMVONI A REFRI GERATI ON (I 1 AR)
[1AR 2 (2008; ADD A 2010) American National Standard for
Equi pnent, Design, and Installation of Amonia
Mechani cal Refrigerating Systens

| NTERNATI ONAL MUNI Cl PAL SI GNAL ASSQOCI ATI ON (| MSA)

| MBA 32 (1997) Copper-Covered Steel Messenger Strand, 30
Percent or 40 Percent Conductivity

| NTERNATI ONAL ORGANI ZATI ON FOR STANDARDI ZATI ON (| SO

ANSI | SO'I EC 7816 (R 2009) Identification Cards - Integrated Circuit
Car ds
| SO 10763 (1994) Hydraulic Fluid Power - Plain-end, Seanl ess

and Wel ded Precision Steel Tubes - D nmensions and
Nom nal Wérki ng Pressures

| SO 11143 (2008) Dentistry - Anmal gam Separators

| SO 11171 (2010) Hydraulic Fluid Power - Calibration of
Automatic Particle Counters for Liquids

| SO 11727 (1999) Pneumatic Fluid Power - ldentification of
Ports and Control Mechani sms of Control Val ves and
Q her Conponents

| SO 1219-1 (2006) Fluid Power Systens and Conponents Graphic
Synbols and Circuit Diagrams - Part 1: Gaphic
Synbol s for Conventional Use and Dat a- Processing
Applications

| SO 1219-2 (1995) Fluid Power Systens and Conponents Graphic
Synbols and Circuit Diagrans - Part 2: Circuit
Di agr ans

| SO 13256-1 (1998) Water-Source Heat Punps - Testing and Rating
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I SO

I SO

I SO
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| SO

I SO

| SO

| SO

I SO

| SO

| SO

13256-2

14040

16889

17357

1940-1

2151

228-1

2551

261

262

263

2758

2858

3046

3813

4021

for Performance - Part 1: Water-to-Air and
Brine-to-Air Heat Punps

(1998) Water-Source Heat Punps - Testing and Rating
for Performance - Part 2: Water-to-Water and
Brine-to-Water Heat Punps

(2006) Environnmental Managenment - Life Cycle
Assessnent - Principles and Franmework

(2008) Hydraulic Fluid Power - Milti-Pass Method
for Evaluating Filtration Perfornmance of a Filter
El ement

(2002) Ship and Marine Technol ogy - High Pressure
Fl oati ng Pneunati c Rubber Fenders

(2003; Cor 2005) Mechanical Vibration - Bal ance
Quality Requirenents for Rotors in a Constant
(Rigid) State - Part 1: Specification and
Verification of Bal ance

(2004) Acoustics - Noise Test Code for Conpressors
and Vacuum Punps - Engi neering Method (G ade 2)

(2000) Pi pe Threads Were Pressure-Tight Joints Are
Not Made on The Threads - Part 1: D mensions,
Tol erances and Desi gnati on

(1981) Machi ne-nade Textile Fl oor Coverings -
Det erm nation of Di nensional Changes Due to the
Ef fects of Varied Water and Heat Conditions

(1998) 1SO General Purpose Metric Screw Threads -
General Pl an

(1998) 1SO CGeneral Purpose Metric Screw Threads -
Sel ected Sizes for Screws, Bolts and Nuts

(1973) 1SO I nch Screw Threads - Ceneral Plan and
Sel ection for Screws, Bolts and Nuts - Dianeter
Range 0.06 to 6 inch

(2001) Paper - Determ nation of Bursting Strength
(1975) End Suction Centrifugal Punp (Rating 16 Bar)
Desi gnati on Nom nal Duty Point and D nensions -

I nternational Restrictions

(1986; Am 1) Reciprocating Internal Conbustion
Engi nes - Perfornmance

(2004) Resilient Floor Coverings - Cork Floor Tiles
(1992) Hydraulic Fluid Power - Particul ate

Contam nation Analysis - Extraction of Fluid
Sanpl es from Lines of an Operating System
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I SO

| SO

| SO

I SO

ANSI /| SEA Z358. 1

4126-1

4406

5199

5209

5598

5752

7005- 2

7240- 16

7240-19

7810

7811-1

7811-2

8528

8802- 3

9001

9461

(2004) Safety Devices for Protection Agai nst
Excessive Pressure - Part 1: Safety Val ves

(1999) Hydraulic Fluid Power - Fluids - Method for
Codi ng the Level of Contam nation by Solid Particles

(2002) Technical Specifications for Centrifuga
Punps, dass |

(1977) General Purpose Industrial Valves - Marking

(2008) Fluid Power Systens and Conponents -
Vocabul ary

(1982) Metal Valves for Use in Flanged Pipe Systens
- Face to Face and Center to Face D nmensions

(1988) Metallic Flanges Part 2: Cast Iron Flanges

(2007) Fire Detection And Al arm Systens —Part 16:
Sound System Control And Indicating Equi pnent

(2007) Fire Detection and Al arm Systens —Part 19:
Design, Installation, Conm ssioning and Service of
Sound Systens for Emergency Purposes

(2003; And 1 2009) ldentification Cards - Physica
Characteristics

(2002) Identification Cards - Recording Techni que -
Part 1: Enbossing

(2001) Identification Cards - Recording Techni que
- Part 2: WMagnetic Stripe - Low Coercivity

(1993; R 2005) Reciprocating Internal Combustion
Engi ne Driven Alternating Current Generator Sets

(2000) Information Technol ogy - Tel ecomruni cati ons
and | nformati on Exchange Between Systens - Loca
and Metropolitan Area Networks - Specific
Requirenents - Part 3: Carrier Sense Multiple
Access with Collision Detection (CSMA/ CD)Access
Met hod and Physical Layer Specifications

(2008; Corr 1 2009) Quality Management Systemns-
Requi renment s

(1992) Hydraulic Fluid Power - ldentification of
Val ve Ports, Subplates, Control Devices and
Sol enoi ds

| NTERNATI ONAL SAFETY EQUI PMENT ASSOCI ATI ON (| SEA)

(2009) American National Standard for Emergency
Eyewash and Shower Equi pnent
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ANSI /| SEA Z87. 1

ANSI /| SEA Z89. 1

(2010) Cccupational and Educational Personal Eye
and Face Protection Devices

(2009) American National Standard for Requirements
for Industrial Head Protection

| NTERNATI ONAL TELECOMMUNI CATI ON UNI ON (I TU)

I TU H 222.0

I TU V. 34

I TU V. 42

| TU V.42 bis

I TU V. 44

I TU V.92

(2006; ANMD 1 2007; ANMD 2 2007; NOTE 2008; CORR 1
2008; CORR 2 2009; AMD 3 2009; CORR 3 2009; CORR 4
2009; AMD 4 2009; AMD 5 2011) Audi ovi sual and

Mul tinedia Systens: |Information Technol ogy -
Generic Coding of Mwving Pictures and Associ at ed
Audi o I nfornmation: Systens

(1998) Data Comuni cation Over the Tel ephone

Net wor k: A Modem Qperating at Data Signaling Rates
of up to 33,600 Bit/S for Use on the Ceneral
Swi t ched Tel ephone Network and on Leased

Poi nt - To- Poi nt 2-Wre Tel ephone-Type Circuits

(2002; Corrigendum 1 2003) Data Communi cations
Over the Tel ephone Network: Error-Correcting
Procedures for DCEs using

Asynchr onous-t o- Synchronous Conver si on

(1990) Data Comuni cation over the Tel ephone
Net wor k: Data Conpression Procedures for Data
Circuit Term nating Equi pnent (DCE) Using Error
Correction Procedures

(2000; Corr 1 2002) Data Conmuni cation Over the
Tel ephone Networ k Data Conpressi on Procedures

(2000; Am 1 2001, Am 2 2002; Corr 1 2003) Data
Conmuni cati on Over the Tel ephone Network:
Enhancenents to Recomendati on V. 90

| NTERNATI ONAL W NDOW CLEANI NG ASSCOCI ATI ON (1 WCA)

IWVCA [-14.1

(2001) W ndow C eaning Safety Standard

| PC - ASSOCI ATI ON CONNECTI NG ELECTRONI CS | NDUSTRI ES (| PC)

| PC D330

(1992) Design Gui de Manual

| SA - | NTERNATI ONAL SOCI ETY OF AUTOVATI ON (| SA)

ANSI /1 SA 12.13.01

ANSI/1SA 5.1

| SA 18.1

|SA 5.2

(2003) Performance Requirenments for Conbustible Gas
Det ectors

(2009) Instrunmentation Synbols and Identification

(1979; R2004) Annunci ator Sequences and
Speci fications

(1976; R1992) Binary Logic Diagrans for Process
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Qper ati ons

| SA 5.3 (1983) Graphic Synbols for Distributed
Control / Shared Di splay Instrumentation, Logic, and
Conput er Systens

| SA 51.1 (1979; R1993) Process Instrunentation Term nol ogy
| SA 7.0.01 (1996) Quality Standard for Instrunent Air

| SA MC96. 1 (1982) Tenperature Measurenment Thernocoupl es

| SA RP2. 1 (1978) Manoneter Tabl es

| SA RP60. 9 (1981) Piping Guide for Control Centers

| TALI AN LAWS AND DECREES (D. M)

LAW No. 1086 (May 11, 1971) Norns for Wirks in Reinforced
Concrete and Steel and Application Instructions

Law No. 373 (April 30, 1976) Norms for the containnent of
energy consunption for thermal uses in buildings.

Law No. 46 (March 5, 1990) Safety Norms for Technol ogi ca
Systens

KI TCHEN CABI NET MANUFACTURERS ASSOCI ATI ON ( KCVR)

KCVA Al61.1 (2000) Performance & Construction Standards for
Kitchen and Vanity Cabi nets

L. H. BAI LEY HORTORI UM ( LHBH)
LHBH (1976) Hortus Third
LONVARK | NTERNATI ONAL ( LonMar k)
LonMark | nteroperability(2005) LonMark Application-Layer Interoperability

Gui de and LonMark Layer 1-6 Interoperability CQuide;
Version 3.4

LonMar k SCPT Li st (2003) LonMark SCPT Master List; Version 12
LonMar k SNVT Li st (2003) LonMark SNVT Master List; Version 113
LonMark XIF CGui de (2001) LonMark External Interface File Reference

Gui de; Revision 4.402

MANUFACTURERS STANDARDI ZATI ON SOCI ETY OF THE VALVE AND FI TTI NGS
| NDUSTRY ( MSS)

MBS SP-104 (2003) Wought Copper Sol der Joint Pressure Fittings

MBS SP-110 (2010) Ball Valves Threaded, Socket-Wel ding, Sol der
Joint, Gooved and Fl ared Ends
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MBS

MBS

M5S

MBS

MBS

MBS

MBS

M5S

MBS

M5S

M5S

MBS

M5S

M5S

MBS

M5S

M5S

MBS

MBS

SP-125

SP- 25

SP- 43

SP- 44

SP- 45

SP- 53

SP-54

SP- 55

SP- 58

SP-61

SP-67

SP- 69

SP-70

SP-71

SP-72

SP-78

SP- 80

SP- 83

SP- 85

(2010) Gray lron and Ductile Iron In-Line,
Spri ng- Loaded, Center-Cui ded Check Val ves

(2008) Standard Marking System for Val ves,
Fittings, Flanges and Unions

(2008; Errata 2010) Wought Stainless Steel
Butt-Wel ding Fittings

(2010; Errata 2011) Steel Pipeline Flanges

(2003; R 2008) Bypass and Drai n Connections

(1999; R 2007) Quality Standard for Steel Castings
and Forgings for Valves, Flanges and Fittings and
Q her Pi pi ng Conponents - Magnetic Particle

Exami nati on Met hod

(1999; R 2007) Quality Standard for Steel Castings
for Valves, Flanges and Fittings and O her Piping
Conponents, - Radi ographi ¢ Exam nati on Mt hod
(2011) Quality Standard for Steel Castings for

Val ves, Flanges and Fittings and O her Piping
Conponents - Visual Method for Eval uation of
Surface Irregularities

(2009) Pi pe Hangers and Supports - Materials,

Desi gn and Manufacture, Selection, Application, and
I nstallation

(2009) Pressure Testing of Valves

(2002a) Butterfly Val ves

(2003) Pi pe Hangers and Supports - Selection and
Application (ANSI Approved American National

St andar d)

(2006) Gray Iron Gate Val ves, Flanged and Threaded
Ends

(2005) Gray Iron Swi ng Check Val ves, Flanged and
Thr eaded Ends

(2010) Ball Valves with Fl anged or Butt-Welding
Ends for General Service

(2005a) Cast Iron Plug Val ves, Flanged and Threaded
Ends

(2008) Bronze Gate, d obe, Angle and Check Val ves

(2006) C ass 3000 Steel Pipe Unions Socket Welding
and Threaded

(2002) Gray Iron dobe & Angle Val ves Fl anged and
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Thr eaded Ends

MBS SP- 86 (2009; Errata 2011) CGuidelines for Metric Data in
St andards for Valves, Flanges, Fittings and
Actuators

MBS SP- 89 (2003) Pi pe Hangers and Supports - Fabrication and

Install ation Practices

MAPLE FLOORI NG MANUFACTURERS ASSCCI ATI ON ( MFMR)

MFVA AFSFSCL (2003) Athletic Floor Sealer and Finish
Speci fications and Conformance List #22

MFVA GRHM (2000) Grading Rules for MFMA Northern Hardwood
Mapl e

MFVA GS (1999) Cuide Specifications for Maple Flooring
Syst ens

MFVA SSCLFMGF (2000) Sandi ng, Sealing, Court Lining, Finishing

and Resurfacing of Maple Gym Fl oors
MARBLE | NSTI TUTE OF AVERI CA (M A)
M A Desi gn Manual (2003) Dinension Stone Design Mnual

MASTER PAI NTERS | NSTI TUTE (MPI)

WPl 1 (Cct 2009) Al um num Pai nt

MPI 10 (Cct 2009) Exterior Latex, Flat, MPI G oss Level 1

MPI 101 (Cct 2009) Epoxy Anti-Corrosive Metal Priner

MPI 107 (Cct 2009) Rust Inhibitive Prinmer (Water-Based)

VPl 108 (Cct 2009) High Build Epoxy Coating, Low d oss

MRl 11 (Cct 2009) Exterior Latex, Sem -d oss, MPI doss
Level 5

MPI 113 (Cct 2009) Exterior Pignented El astoneric Coating
(Wat er Based)

MPI 114 (Cct 2009) Interior Latex, doss, MPI doss Level 6

MPI 116 (Cct 2009) Epoxy Block Filler

MPI 119 (Cct 2009) Exterior Latex, doss

MPI 13 (Cct 2009) Exterior Sol vent-Based Seni-Transparent
Stain

MPI 134 (Cct 2009) al vani zed Priner (Waterbased)
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138

139

140

141

144

145

146

147

151

153

154

16

161

163

164

19

21

212

22

(Qct 2009)

d oss Level

(Qct 2009)

d oss Level

(Cct 2009)

d oss Level

(Qct 2009)

d oss Level

(Qct 2009)

Interior H gh
2

Interior High
3

Interior High
4

Interior H gh
5

I nstitutional

Per f or mance Lat ex, MPI

Per f or mance Latex, MPI

Per f ormance Latex, WNPI

Per f or mance Latex MPI

Low Odor / VOC Interior

Latex, MPI d oss Level 2

(Cct 2009) Institutional Low Odor / VOC Interio
Latex, MPI d oss Level 3

(Cct 2009) Institutional Low Qdor/VOC Interior
Latex, MPI d oss Level 4

(Cct 2009) Institutional Low Odor / VOC Interio
Latex, Sem -G oss, MPl doss Level 5

(Cct 2009) Interior WB. Light Industrial Coati
MPI d oss Level 3

(Cct 2009) Interior WB. Light Industrial Coati
Sem -d oss, MPI d oss Level 5

(Cct 2009) Interior WB. Light Industrial Coati
d oss, MPI G oss Level 6

(Cct 2009) Exterior Latex-Based Solid Hi de Stai

(Cct 2009) Exterior WB. Light Industrial Coati
MPI d oss Level 3

(Cct 2009) Exterior WB. Light Industrial Coati
Sem -3 oss, MPI d oss Level 5

(Cct 2009) Exterior WB. Light Industrial Coati
A oss, MPI d oss Level 6

(Cct 2009) Inorganic Zinc Rich Priner

(Cct 2009) Al umi num Heat Resistant Enanel (up t
427 C and 800 F

(Cct 2009) Heat Resistant Enamel, Goss (up to
degrees C and 400 degrees F), MPI d oss Level 6

r

r

ng,

ng,

ng,

ng,

ng,

ng,

(0]

205

(Cct 2009) Floor Coating, Thin Film for Aircraft

Mai nt enance Facilities

(Cct 2009) Al umi num Paint, H gh Heat (up to 590
degrees C and 1100 degrees F.
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23

26

27

31

39

42

44

45

46

47

48

49

50

51

52

53

54

56

57

59

60

68

(Qct 2009)
(Qct 2009)

(Cct 2009)
d oss

(Cct 2009)
(Cct 2009)
(Cct 2009)
(Cct 2009)
(Cct 2009)
(Cct 2009)
(Cct 2009)

(Cct 2009)
Level 5

(Qct 2009)
(Qct 2009)
(Qct 2009)
(Qct 2009)

(Cct 2009)
Level 2

(Qct 2009)
(Qct 2009)

(Cct 2009)
Level 5

(Cct 2009)
d oss

(Cct 2009)
Satin

(Qct 2009)
(Cct 2009)

(Cct 2009)
d oss

(Qct 2009)

Surface Tol erant Metal Priner
Cenmentitious Gal vani zed Metal Primer

Exterior / Interior Al kyd Floor Enarnel,

Pol yur et hane, Moi sture Cured, Cear d oss
I nterior Latex-Based Wod Priner
Interior/Exterior Latex Block Filler
Latex Stucco and Masonry Textured Coating
Interior Latex, MPI G oss Level 2
Interior Al kyd Prinmer Sealer

I nterior Enamel Undercoat

Interior Al kyd, Sem -d oss, MPI d oss

Interior Al kyd, doss, MPI doss Level 6
Interior Al kyd, Flat, MPI doss Level 1
Exterior A kyd Wod Priner

Interior Latex Primer Sealer

Interior Al kyd, Eggshell, MPI d oss

Interior Latex, MPI d oss Level 3
Interior Latex, Flat, MPI d oss Level 1

Interior Latex, Sem -d oss, MPI d oss

Interior Gl Mdified U ethane d ear

Interior G| Mdified U ethane d ear

Interior/Exterior Floor Enanel, Low d oss
Exterior Latex Wod Priner

Interior/Exterior Latex Floor Paint, Low

Interior/Exterior Latex Floor Enanel,
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d oss

MPl 7 (Cct 2009) Exterior G| Wod Prinmer

MPI 71 (Cct 2009) Pol yurethane, Misture Cured, Cear, Flat

MPI 72 (Cct 2009) Pol yurethane, Two Conponent, Pignented,
d oss

MPl 77 (Cct 2009) Epoxy d oss

MPI 79 (Cct 2009) Al kyd Anti-Corrosive Metal Priner

MPI 8 (Cct 2009) Exterior Alkyd, Flat, MPI G oss Level |

MPI 9 (Cct 2009) Exterior Alkyd, doss, MPI doss Level 6

MPI 90 (Cct 2009) Interior Wod Stain, Sem -Transparent

MPI 94 (Cct 2009) Exterior Al kyd, Sem -d oss, MPI doss
Level 5

MPI 95 (Cct 2009) Quick Drying Priner for Al um num

MPI  ASM (2004) Architectural Painting Specification Manual

MATERI AL HANDLI NG | NDUSTRY OF AMERI CA | NC (MHI A)

VH MH27.1 (2003) Specifications for Underhung Cranes and
Monorai |l Systens

VH  MH27. 2 (2003) Specifications for Enclosed Track Under hung
Cranes and Monorail Systens

WVH MH28. 1 (1997) Specification: Industrial Steel G ade
Shel vi ng

METAL BUI LDI NG MANUFACTURERS ASSOCI ATI ON ( MBMVR)

MBVA MBSM (2002) Metal Building Systens Manual

VBVA RSDM (2000) Metal Roofing Systens Design Manual
M DWEST | NSULATI ON CONTRACTORS ASSOCI ATI ON (M CA)

M CA Insul ation Stds (1999) National Comrercial & Industrial Insulation
St andar ds

M DMEST ROOFI NG CONTRACTORS ASSOCI ATI ON ( MRCA)

CERTA (2003) NRCA/ MRCA Certified Roofing Torch Applicator
Program

NACE | NTERNATI ONAL ( NACE)

NACE RP0193 (2001) External Cathodic Protection of On-G ade
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Carbon Steel Storage Tank Bottons

NACE RP0274 (1974; R 2004) High Voltage El ectrical Inspection
of Pipeline Coatings

NACE RP0288 (1994; R 2004) Inspection of Linings on Steel and
Concrete

NACE RP0402 (2002) Fi el d-Applied Fusion-Bonded Epoxy (FBE) Pipe
Coating Systens for Grth Wld Joints: Application,
Perf ormance, and Quality Control

NACE SP0169 (1992; R 2007) Control of External Corrosion on
Under ground or Subnerged Metallic Piping Systens

NACE SP0177 (2007) Mtigation of Alternating Current and
Li ghtning Effects on Metallic Structures and
Corrosion Control Systens

NACE SP0178 (2007) Design, Fabrication, and Surface Finish
Practices for Tanks and Vessels to be for |Imersion
Servi ce

NACE SP0185 (2007) Extruded Pol yol efin Resin Coating Systens
with Soft Adhesives for Underground or Subnerged
Pi pe

NACE SP0188 (1999; R 2006) Discontinuity (Holiday) Testing of
New Protective Coatings on Conductive Substrates

NACE SP0196 (2004) Gal vani ¢ Anode Cat hodic Protection of
I nternal Subnerged Surfaces of Steel Water Storage
Tanks

NACE SP0285 (2011) External Corrosion Control of Underground
St orage Tank Systens by Cathodic Protection

NACE SP0388 (2001; R 2007) Inpressed Current Cathodic
Protection of Internal Subnerged Surfaces

NACE SP0572 (2001; R 2007) Design, Installation, Operation and
Mai nt enance of | npressed Current Deep Anode Beds

NATI ONAL AERONAUTI CS AND SPACE ADM NI STRATI ON ( NASA)

NASA NPG 8621. 1 (2004a) NASA M shap Reporting, Investigating and
Record Keepi ng Policy

NASA NPG 8715. 3 (2004) NASA Safety Manua

NASA- STD 8719. 12 (2010) Safety Standard for Expl osives, Propellants,
and Pyrotechnics

NASA- STD- 5008A (2011b) Protective Coating of Carbon Steel,

Stainless Steel, and Al um num on Launch Structures,
Facilities, and G ound Support Equi pnent
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RCBEA

RCBEA

ACR

NADCA

2.63 (2004) Tank and Storage Tank Un-pressurized

GUI DE (2004) NASA Reliability Centered Buil ding and
Equi pnent Accept ance Qui de
NATI ONAL Al R DUCT CLEANERS ASSOCI ATl ON ( NADCA)
(2006) Standard for Assessnent, C eaning, and
Restoration of HVAC Systens
HVAC | nspection Ma(2005) Procedures for Assessing the C eanliness of

Conmrer ci al HVAC Syst ens

NATI ONAL ASSOCI ATI ON OF ARCHI TECTURAL METAL MANUFACTURERS ( NAAMM)

NAAMM AMP 500 (2006) Metal Finishes Manual

NAAMM AMP 521 (2001) Pi pe Railing Manual

NAAMM EMLA 920 (2009) Cuide Specifications for Metal Lathing and
Furring

NAAMM HWWA 801 (2005) d ossary of Terms for Hollow Metal Doors and
Fr ames

NAAMM HWWVA 802 (2007) Manufacturing of Hollow Metal Doors and
Fr ames

NAAMM HWWA 810 (2009) Hol | ow Metal Doors

NAAMM HMIVA 820 (2008) Hol | ow Metal Franes

NAAMM HWWA 830 (2002) Hardware Selection for Holl ow Metal Doors
and Franes

NAAMM HWWVA 840 (2007) Installation and Storage of Holl ow Met al
Doors and Franes

NAAMM HWVA 850 (2000) Fire Rated Holl ow Metal Doors and Franmes

NAAMM HMIVA 862 (2003) Cuide Specifications for Commercial Security
Hol | ow Metal Doors and Franes

NAAMM HWWA 863 (2004) Cuide Specifications for Detention Security
Hol | ow Metal Doors and Franes

NAAMM HVVA HWM (1999; R2000) Hol |l ow Metal WManual

NAAMM MBG 531 (2009) Metal Bar Grating Manual

NAAMM MBG 531S (1989) Cuide Specification for Stainless Steel
Grating

NAAMM MBG 532 (2009) Heavy Duty Metal Bar Grating Manual

NATI ONAL BOARD OF BO LER AND PRESSURE VESSEL | NSPECTORS ( NBBPVI )
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NBBPVI NB- 23 (2007; AND 2008; AMD 2009; AMD 2010) National Board
| nspecti on Code

NBBPVI NB- 27 (1991) National Board Rul es and Reconmendati ons for
the Design and Construction of Boiler Bl owoff
Syst ens

NATI ONAL CABLE AND TELECOVMUNI CATI ONS ASSCOCI ATI ON ( NCTA)

NCTA RP (2003) NCTA Recommended Practices for Measurenents
on Cabl e Tel evi si on Systens

NATI ONAL CONCRETE MASONRY ASSOCI ATI ON ( NCVA)
NCVA TR127 (2010b) Design Manual for Segnental Retaining Walls

NCVA TR160 (1998) Seismc Design Manual for Segnental
Retai ning Walls

NATI ONAL COUNCI L ON RADI ATI ON PROTECTI ON AND MEASUREMENTS ( NCRP)
NCRP 102 (1989) Medical X-Ray, Electron Beam and Gamma- Ray

Protection for Energies up to 50 MeV (Equi prent
Desi gn, Performance and Use)

NCRP 144 (2003) Radiation Protection for Particle
Accel erator Facilities
NCRP 145 (2003) Radiation Protection in Dentistry
NCRP 49 (1976) Structural Shielding Design and Eval uation

for Medical Use of X-Rays and Ganma Rays of
Energies up to 10 MeV

NATI ONAL DRI LLI NG ASSOCI ATI ON ( NDA)
DCDVA TM (1991) DCDWVA Techni cal Manual
NATI ONAL ELECTRI CAL CONTRACTORS ASSCCI ATI ON ( NECA)

NECA/ Bl CSI 568 (2006) Standard for Installing Building
Tel ecommuni cati ons Cabl i ng

NATI ONAL ELECTRI CAL MANUFACTURERS ASSOCI ATI ON ( NEMA)

ANSI ANSLG C78. 41 (2006) For Electric Lanps--Cuidelines for
Low Pressure Sodi um Lanps

ANSI ANSLG C78. 42 (2009) For Electric Lanps: H gh-Pressure Sodi um
Lanps

ANSI Cl119.1 (2011) Electric Connectors - Seal ed Insul ated
Under gr ound Connector Systens Rated 600 Volts

ANSI Cl12.1 (2008) Electric Meters Code for Electricity Metering

ANSI C12.18 (2006) Protocol Specification for ANSI Type 2
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ANS|

ANSI

ANS|

ANS|

ANSI

ANSI

ANSI

ANSI

ANS|

ANSI

ANS|

ANSI

ANS|

ANSI

ANS|

C12.2

Cl2.4

C1l2.7

C136.

C136.

C136.

C136.

C136.

C136.

C136.

C136.

C136.

C29.2

C29.3

0

10

11

13

15

21

Optical Port

(2010) Electricity Meters - 0.2 and 0.5 Accuracy
Cl asses

(1984; R 2002) Registers - Mechani cal Dermand
(2005) Requirenents for Watthour Meter Sockets

(2010) Anerican National Standard for Roadway and
Area Lighting Equi prent - Locki ng- Type Phot ocontr ol
Devi ces and Mating Receptacl es--Physical and

El ectrical Interchangeability and Testing

(2006) Anmerican Standard for Roadway Lighting
Equi pnent Series Sockets and Series Sockets
Recept acl es

(2004; R 2009) American National Standard for
Roadway Lighting Equi prrent, Metal Brackets for Wod
Pol es

(2011) Anmerican National Standard for Roadway

Li ghting Equi pnent - High-Intensity-Di scharge and
Low Pressure Sodi um Lanps in Lumnaires - Field

I dentification

(2004; R 2009) American National Standard for
Roadway and Area Lighting Equi pnent: Lum naires
Vol tage C assification

(2004; R 2009) Anerican National Standard for
Roadway and Area Lighting Equi prent - Vertical
Tenons Used with Post-Top-Munted Lum naires

(2005; R 2009) American National Standard for
Roadway and Area Lighting Equi pnent Luminaire
Attachment s

(2004) Anerican National Standard for Roadway
Li ghting Equi pmrent - Metal Heads and Refl ector
Assenblies - Mechanical and Opti cal

I nt erchangeability

(2003) American National Standard for Roadway and
Area Lighting Equi pnent - Socket Support Assenblies
for Metal Heads - Mechanical Interchangeability

(1988; R 2002) Anerican National Standard for
El ectrical Power |nsul ators--Test Methods

(1992; R 1999) American National Standard for
I nsul ators - Wet-Process Porcel ain and Toughened
d ass - Suspension Type

(1986; R 2002) Anerican National Standard for Wt
Process Porcelain Insulators - Spool Type
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ANSI

ANSI

ANS|

ANS|

ANS|

ANSI

ANS|

ANSI

ANSI

ANS|

ANSI

ANS|

ANSI

ANSI

ANS|

ANSI

ANS|

Cr8.

Cr8.

Cr8.

Cr8.

Cr8.

Cr8.

.44

. 50

.41

.61

1381

23

379

389

40

901

(1989; R 2002) Standard for Wet-Process Porcelain
Insulators - Strain Type

(1984; R 2002) Wet-Process Porcelain Insulators
(Low and Medi um Vol tage Pin Type)

(1996; 2007) Anerican National Standard for Wet
Process Porcelain Insulators - Hi gh-Voltage Line
Post Type

(1983; R 2002) American National Standard for
Wet - Process Porcel ain Insulators - Apparat us,
Post - Type

(1981; R 1992) Special for Distribution G| Cutouts
and Fuze Links

(1989; R 1995; R 2000; R 2010) American National
Standard for Switchgear--Low Voltage AC Power
Circuit Breakers Used in Encl osures - Test

Pr ocedur es

(2000) Anerican National Standard for Pol yphase
I nduction Mdtors for Power Generating Stations

(1993) American National Standard for Gas Tube
Surge Arresters on Wre Line Tel ephone Circuits

(1998) American National Standard for Electric
Lanps - 250-Watt, 70 Watt, MB5 Metal -Halide Lanps

(1995; R 2003) Anerican National Standard for
| ncandescent Lanps - M scel | aneous Types

(2006) American National Standard for Electric
Lanps--Cd assification of the Beam Patterns of
Ref | ect or Lanps

(2004; R 2009) Anerican National Standard for
El ectric Lanmps - High Intensity D scharge (H D) -
Met hods of Measuring Characteristics

(2011) American National Standard for Mercury
Lanps- - Speci fications

(2005) American National Standard for Electric
Lanps - Single Base Fluorescent Lanps--D nensional
and El ectrical Characteristics

(2005) Anerican National Standard for Electrical
Rigid Steel Conduit (ERSC)

(2005) American National Standard for Electrical
Metal | i c Tubing (EM)

(2005) Anerican National Standard for Electrical
Ri gi d Al umi num Condui t
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ANSI C82.1 (2004) American National Standard for Electric Lanp
Bal | asts - Line Frequency Fluorescent Lanp Ballasts

ANSI CB82.11 (2002) American National Standard for
Hi gh- Frequency Fl uorescent Lanp
Bal | ast s- - Suppl enent s

ANSI CB82.2 (2002) Anerican National Standard for Lanp
Bal | ast s- - Met hods of Measurenent of Fl uorescent
Lanp Bal |l asts

ANSI CB82.4 (2002) American National Standard for Ballasts for
Hi gh-Intensity-Di scharge and Low Pressure Sodi um
(LPS) Lanps (Multiple-Supply Type)

ANSI CB82.9 (2010) Anerican National Standard for
H gh-Intensity Di scharge and Low Pressure Sodi um
Lanps, Ballasts and Transforners - Definitions

ANSI NEMA ANSLG C78. 390 (2006) Method of Designation for Electric Lanps,
-M ni ature and Seal ed- Beam | ncandescent Lanps

ANS| Zz535.1 (2006; R 2011) Anerican National Standard for
Saf et y- - Col or Code

ANSI / ANSLG C78. 43 (2007) American National Standard for Electric
Lanps - Singl e-Ended Metal -Halide Lanps

ANSI /| EC C78. 81 (2010) American National Standard for Electric
Lanps- - Doubl e- Capped Fl uorescent Lanps--D nmensi onal
and El ectrical Characteristics

ANSI /| EC C78. 901 (2005) Anerican National Standard for Electric
Lanps - Single Base Fluorescent Lanps--D nensional
and El ectrical Characteristics

ANSI / NEMA C78.LL 1256 (2003) Procedures for Fluorescent Lanp Sanpl e
Preparation and the Toxicity Characteristic
Leachi ng Procedure (TCLP)

ANSI / NEMA FB 1 (2007; AMD 2010) Standard for Fittings, Cast Metal
Boxes, and Conduit Bodies for Conduit, Electrical
Metal l'ic Tubing, and Cable

ANSI / NEMA LD 3 (2005) Standard for Hi gh-Pressure Decorative
Lam nat es
ANSI / NEMA OS 1 (2008; And 2010) Sheet-Steel Qutlet Boxes, Device

Boxes, Covers, and Box Supports

ANSI / NEMA CS 2 (2008; ANMD 2010) Nonmetal lic Qutlet Boxes, Device
Boxes, Covers, and Box Supports

ANSI / NEMA PB 2.1 (2007) General Instructions for Proper Handli ng,
Installation, Operation and Mi ntenance of
Deadfront Distribution Switchboards Rated 600 V or
Less
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ANSI| / NEMA WC 66

(2001; Errata 2003) Perfornmance Standard for
Category 6 and Category 7 100 Chm Shi el ded and
Unshi el ded Twi sted Pairs

ANSI / NEMA WC 71/ 1 CEA S-9(1999) Standard for Nonshi el ded Cabl es Rated

NEVA 107

NEMVA 250

NEMA AB 1

NEVA AB 3

NEMA ANSLG C78. 40

NEMA ANSLG C82. 11

NEMA BU 1.1

NEMVA Cl12. 19

NEMA C135. 4

NEVA C136. 10

NEMVA C136. 20

NEMA C37.51

NEMA C37.72

NEMA C50. 10

NEMVA DC 3

2001-5000 Volts for use in the Distribution of
El ectri c Energy

(1987; R 1993) Methods of Measurenent of Radio
I nfl uence Voltage (RIV) of High-Voltage Apparatus
(inactive)

(2008) Encl osures for Electrical Equipnent (1000
Vol ts Maxi mum

(2002) Mol ded-Case Circuit Breakers, Ml ded Case
Switches, and Circuit-Breaker Enclosures

(2006) Mol ded Case Circuit Breakers and Their
Appli cation

(2011) Specification for Mercury Lanps

(2011) Lanp Ballasts - High-Frequency Fl uorescent
Lanp Bal |l asts

(2010) General Instructions for Proper Handli ng,
Installation, Operation and Mi ntenance of Busway
Rated 600 V or Less

(2008) Utility Industry End Device Data Tabl es

(1987) Zinc-Coated Ferrous Eyebolts and Nuts for
Over head Line Construction

(2010) American National Standard for Roadway and
Area Lighting Equi pnent - Locki ng- Type Phot ocont r ol
Devi ces and Mating Receptacl es--Physical and

El ectrical Interchangeability and Testing

(2008) Anerican National Standard for Roadway and
Area Lighting Equi pment - Fi ber Reinforced
Conposite (FRC) Lighting Poles

(2003; R 2010; Addenda 2010) Anerican National
Standard for Switchgear--Mtal Enclosed Low Voltage
AC Power, Circuit-Breaker Sw tchgear

Assenbl i es- Conf ormance Test Procedures

(1987) Manual | y- Oper at ed, Dead- Front Padnmount ed
Switchgear with Load Interrupting Switches and
Separ abl e Connectors for Alternating-Current Systens

(1990) Rotating Electrical Mchinery - Synchronous
Machi nes

(2008) Residential Controls - Electrical
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NEMA

NENVA

NENA

NENA

NEMA

NENMA

NEMA

NEMA

NEMA

NEMA

NEMA

NENVA

NENA

NENA

NEMA

NEMA

NENA

NENA

NEMA

NENA

NENA

ESPG

FU 1

A 2

ICS 1

ICS 10 Part 2

ICS 4

ICS 5

ICS 6

ICS 7

ICS 8

KS 1

LA 1

LD 3.1

LI 1

LL 1

LSD 25

MG 1

MG 10

Wal | - Mount ed Room Ther nost at s

(2009-2010) El ectrical Standards and Product Cuide
(ESPQ

(2002; R 2007) Low Voltage Cartridge Fuses
(2005) Programmabl e Controllers - Parts 1 thru 8

(2000; R 2005; R 2008) standard for Industrial
Control and Systens: General Requirements

(2005) AC Transfer Equiprent, Part 2: Static AC
Transfer Equi pnent

(2000; R 2005; Errata 2008) Standard for
Controllers, Contactors, and Overl oad Rel ays Rated
600 V

(2005; R 2010) Medium Vol tage Control |l ers Rated
2001 to 7200 V AC

(2009) Cuide for the Application, Handling,
Storage, Installation and Mai ntenance of

Medi um Vol t age AC Contactors, Controllers and
Control Centers

(2010) Terninal Bl ocks

(2000; R 2010) Control Circuit and Pil ot Devices
(1993; R 2011) Encl osures

(2006) Adj ust abl e- Speed Drives

(2000; R 2005) Crane and Hoist Controllers

(2001; R 2006) Encl osed and M scel | aneous
Di stribution Equi prent Switches (600 V Maxi mum

(2009) Standard for Surge Arresters

(1995) Performance, Application, Fabrication, and
Installation of Hi gh-Pressure Decorative Lam nates

(1998) Industrial Lam nating Thernopsetting Products

(1997; R 2002) Procedures for Linear Fluorescent
Lanp Sanple Preparation and the TCLP Extraction

(2008) Best Practices for Metal Halide Lighting
Systens, Plus Questions and Answers about Lanp
Ruptures in Metal Halide Lighting Systens
(2009) Motors and Generators

(2001; R 2007) Energy Managenent Guide for
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NEMA

NEMA

NEMA

NEMA

NENMA

NEMA

NEMA

NEMA

NEMA

NEMA

NEMA

NEMA

NEMA

NEMA

NEMA

NEMA

NEMA

NEMA

NEMA

Sel ection and Use of Fi xed Frequency Medi um AC
Squi rrel - Cage Pol yphase | nduction Mtors

M5 11 (1977; R 2007) Energy Managenent Cuide for
Sel ection and Use of Single Phase Motors

M5 2 (2001; Rev 1 2007) Safety Standard for Construction
and Cuide for Selection, Installation and Use of
El ectric Motors and Generators

PB 1 (2006; Errata 2008) Panel boards

PB 2 (2006) Deadfront Distribution Sw tchboards

PE 1 (2003) Uninterruptible Power Systens (UPS)
Speci fication and Performance Verification

PREM UM (2007) General Specification for Consultants,
I ndustrial and Munici pal: NEMA Premium Efficiency
El ectric Mdtors (600 Volts or Less)

RN 1 (2005) Pol yvinyl -Chl oride (PVC) Externally Coated
Gal vani zed Rigid Steel Conduit and Internediate
Met al Conduit

SG 2 (1993) Standard for High-Voltage Fuses

SG 4 (2009) AC High-Voltage G rcuit Breakers

SG 6 (2000) Standard for Power Switching Equi pnent

SM 23 (1991; R 2002) Steam Turbines for Mechanical Drive
Servi ce

ST 1 (1988; R 1994; R 1997) Specialty Transforners
(Except General Purpose Type)

ST 20 (1992; R 1997) Standard for Dry-Type Transfornmers
for General Applications

TC 14 (2002) Standard for Reinforced Thernosetting Resin
Conduit (RTRC) and Fittings

TC 2 (2003) Standard for Electrical Polyvinyl Chloride
(PVC) Conduit

TC 3 (2004) Standard for Polyvinyl Chloride (PVC
Fittings for Use Wth R gid PVC Conduit and Tubing

TC 6 & 8 (2003) Standard for Polyvinyl Chloride (PVQ
Plastic Uilities Duct for Underground Installations

TC 7 (2005) Standard for Snooth-Wall Coilable Electrica
Pol yet hyl ene Condui t

TC 9 (2004) Standard for Fittings for Polyvinyl Chloride

(PVC) Plastic Uilities Duct for Underground
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NEMA

NENVA

NEMA

NEMA

NENMA

NEMA

NEMA

NENVA

NEMA

NEMA

NEMA

NEMA

NEMA

NEMA

NEMA

NEMA

NEMA

TP

TR

VE

VE

1

1

27500

Instal |l ation

(2002) Cuide for Determ ning Energy Efficiency for
Di stribution Transforners

(1993; R 2000) Transforners, Regulators, and
React or s

(1989; R 2005) Traffic Control Systens (not
recommended for new designs)

(2003) Traffic Controller Assenblies with NTCIP
Requi rements - Version 02.06

(2009) Standard for Metal Cable Tray Systens
(2006) Cable Tray Installation Guidelines

(1980; Rev 1 1989; R 1998; R 2005) Standard for
Steel Armor and Associ ated Coverings for

| mpr egnat ed Paper |nsul ated Cables (I CEA S-67-401
5th Edition)

(2005) Standard for Aerospace and | ndustri al
El ectrical Cable

(1992; Rev 1 1994) Rubber-Insulated Wre and Cabl e
for the Transm ssion and Distribution of Electrical
Ener gy

58/ 1 CEA S-75-381(2008) Portable and Power Feeder Cables for Use in

70

72

M nes and Simlar Applications

(1988; Rev 3 1996)

Cross- Li nked- Ther noset ti ng- Pol yet hyl ene- | nsul at ed
Wre and Cable for the Transm ssion and
Distribution of Electrical Energy

(2009) Power Cable Rated 2000 V or Less for the
Distribution of Electrical Energy--S95-658

(1999; R 2004) Standard for Continuity of Coating
Testing for Electrical Conductors

74/ 1 CEA S-93-639(2006) 5-46 kV Shiel ded Power Cable for Use in the

Transm ssion and Distribution of Electric Energy

(1988; Rev 3 1996)

Et hyl ene- Propyl ene- Rubber -1 nsul ated Wre and Cabl e
for the Transm ssion and Distribution of Electrical
Ener gy

(1999; R 2005; R 2010) Standard for General Col or
Requirenments for Wring Devices

(2002; R 2008) Wring Devices Dinmensions
Speci fications
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NEVA 7535. 1 (2006; R 2011) Safety Colors

NEVA 7535. 4 (2011) American National Standard for Product
Saf ety Signs and Label s

NEMA/ ANSI Cl12. 10 (2011) Physical Aspects of Watthour Meters - Safety
St andar ds

NEMA/ ANSI Cl12. 11 (2007) Instrument Transformers for Revenue

Metering, 10 kV BIL through 350 kV BIL (0.6 kV NSV
through 69 kV NSV)

NATI ONAL ELEVATOR | NDUSTRY, I NC. (NEII)
NEIl -1 (2000; R thru 2010) Building Transportation
St andards and Cui delines, including the Perfornmance
Standards Matrix for New El evator Installation
NATI ONAL ENVI RONVENTAL BALANCI NG BUREAU ( NEBB)
NEBB Commi ssi oni ng St and(2009) Procedural Standards for Wol e Buil ding
Syst enms Commi ssi oni ng of New Construction; 3rd

Edi tion

NEBB NASV (2006) Procedural Standards for Measurenments and
Assessment of Sound and Vi bration

NEBB PROCEDURAL STANDARLC(2005) Procedural Standards for TAB (Testing,
Adj usting and Bal anci ng) Environnental Systens

NATI ONAL FENESTRATI ON RATI NG COUNCI L ( NFRC)

NFRC 100 (2010) Procedure for Determ ning Fenestration
Product U Factors

NFRC 200 (2010) Procedure for Determ ning Fenestration
Product Sol ar Heat Gain Coefficient and Visible
Transm ttance at Nornmml |ncidence

NATI ONAL FI RE PROTECTI ON ASSOCI ATl ON ( NFPA)

NFPA 1 (2012) Fire Code

NFPA 10 (2010) Standard for Portable Fire Extinguishers
NFPA 101 (2012; Anmendnent 1 2012) Life Safety Code

NFPA 105 (2010) Standard for Installation of Snoke Door

Assenbl i es and Ot her Opening Protectives

NFPA 11 (2010; TIA 10-1) Standard for Low, Medium and
H gh- Expansi on Foam

NFPA 110 (2010; TIA 10-1) Standard for Energency and Standby
Power Systens

NFPA 111 (2010) Standard on Stored Electrical Energy
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NFPA

NFPA

NFPA

NFPA

NFPA

NFPA

NFPA

NFPA

NFPA

NFPA

NFPA

NFPA

NFPA

NFPA

NFPA

NFPA

NFPA

12

1221

12A

13

13D

13E

13R

14

15

16

17

170

17A

1961

1963

1971

20

Emer gency and Standby Power Systens

(2011) Standard on Carbon Di oxi de Exti ngui shing
Syst ens

(2010) Standard for the Installation, Mintenance
and Use of Emergency Services Communi cations Systens

(2009) Standard on Hal on 1301 Fire Extinguishing
Syst ens

(2010; Errata 10-1; TIA 10-1; TIA 11-2) Standard
for the Installation of Sprinkler Systens

(2010; TIA 10-1; TIA 11-2; TIA 11-3) Standard for
the Installation of Sprinkler Systenms in One- and
Two- Fam |y Dwel | i ngs and Manuf actured Hones

(2010) Reconmended Practice for Fire Departnent
Qperations in Properties Protected by Sprinkler and
St andpi pe Systens

(2010; TIA 10-1; TIA 11-2) Standard for the
Installation of Sprinkler Systens in Residential
Qccupancies Up to and Including Four Stories in
Hei ght

(2010) Standard for the Installation of Standpipes
and Hose Systens

(2012) Standard for Water Spray Fixed Systens for
Fire Protection

(2011) Standard for Installation of Foam Water
Sprinkl er and Foam Water Spray Systens

(2009) Standard for Dry Chem cal Extingui shing
Syst ens

(2009; Errata 2011) Standard for Fire Safety and
Enmer gency Synbol s

(2009; Errata 09-1) Standard for Wt Chemi cal
Exti ngui shing Systens

(2007) Standard on Fire Hose

(2009; Errata 09-1) Standard for Fire Hose
Connecti ons

(2007; AMD 1 2006; AMD 2 & 3 2007; AMD 4 & 5 2008;
ERTA 2 & 3 2008; ERTA 4 2011) Standard on
Protective Ensenbles for Structural Fire Fighting
and Proximty Fire Fighting

(2010; TIA 10-1; TIA 11-2) Standard for the
Installation of Stationary Punps for Fire Protection
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NFPA

NFPA

NFPA

NFPA

NFPA

NFPA

NFPA

NFPA

NFPA

NFPA

NFPA

NFPA

NFPA

NFPA

NFPA

NFPA

NFPA

NFPA

2001

211

214

22

220

24

241

25

252

255

257

262

265

268

286

291

30

303

(2012) Standard on C ean Agent Fire Extinguishing
Syst ens

(2010) Standard for Chi meys, Fireplaces, Vents,
and Solid Fuel -Burning Appliances

(2011; Errata 2011) Standard on Water-Cooling Towers

(2008; Errata 10-1) Standard for Water Tanks for
Private Fire Protection

(2012) Standard on Types of Buil ding Construction

(2010) Standard for the Installation of Private
Fire Service Miins and Their Appurtenances

(2009) Standard for Safeguarding
Construction, Alteration, and Denolition Operations

(2011; TIA 11-1; TIA 11-2) Standard for the
| nspection, Testing, and M ntenance of Water-Based
Fire Protection Systens

(2008) Standard Methods of Fire Tests of Door
Assenbl i es

(2006) Standard Method of Test of Surface Burning
Characteristics of Building Materials

(2007) Standard on Fire Test for Wndow and d ass
Bl ock Assenblies

(2011) Standard nethod of Test for Flane Travel and
Smoke of Wres and Cables for Use in Air-Handling
Spaces

(2011) Standard Methods of Fire Tests for
Eval uating Room Fire Gowth Contribution of Textile
Coverings on Full Height Panels and Walls

(2007) Standard Test Method for Determning
Ignitibility of Exterior Wall Assenblies Using a
Radi ant Heat Energy Source

(2011) Standard Methods of Fire Tests for
Eval uating Contribution of Wall and Ceiling
Interior Finish to RoomFire Gowth

(2010) Recommended Practice for Fire Flow Testing
and Marking of Hydrants

(2012; Errata 2011; Errata 2011) Fl ammabl e and
Conbusti bl e Li qui ds Code

(2011) Fire Protection Standards for Marinas and
Boat yar ds
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NFPA

NFPA

NFPA

NFPA

NFPA

NFPA

NFPA

NFPA

NFPA

NFPA

NFPA

NFPA

NFPA

NFPA

NFPA

NFPA

NFPA

NFPA

NFPA

306

30A

31

329

37

385

407

409

418

45

496

505

51B

54

55

58

65

664

70

(2009) Standard for Control of Gas Hazards on
Vessel s

(2012; Errata 2011) Code for Mdtor Fuel Dispensing
Facilities and Repair Garages

(2011) Standard for the Installation of O1-Burning
Equi pnent

(2010) Reconmended Practice for Handling Rel eases
of Fl ammabl e and Conbusti bl e Liqui ds and Gases

(2010; TIA 10-1) Standard for the Installation and

Use of Stationary Conbustion Engi nes and Gas
Tur bi nes

(2007) Standard for Tank Vehicles for Flammbl e and
Conbusti bl e Li quids

(2012; TIA 11-1) Standard for Aircraft Fue
Servi ci ng

(2011; Errata 11-1) Standard on Aircraft Hangars
(2011) Standard for Heliports

(2011) Standard on Fire Protection for Laboratories
Usi ng Chemical s

(2008) Standard for Purged and Pressurized
Encl osures for Electrical Equipnent

(2011) Fire Safety Standard for Powered |Industria
Trucks Including Type Designations, Areas of Use,
Conver si ons, Mai ntenance, and Operations

(2009; TIA 09-1) Standard for Fire Prevention
During Welding, Cutting, and O her Hot Work

(2012) National Fuel Gas Code

(2010; Errata 10-1; Errata 10-2; Errata 10-3,
Errata 10-4, Errata 10-5; Errata 10-1A) Conpressed
Gases and Cryogeni c Fluids Codes

(2011; TIA 11-1; FErrata 11-1; TIA 11-2; TIA 11-3)
Li quefi ed Petrol eum Gas Code

(1993) Processing and Finishing of Al um num
(2012) Standard for the Prevention of Fires and
Expl osi ons in Wod Processi ng and Wodwor ki ng

Facilities

(2011; TIA 11-1; Errata 2011; TIA 11-2; TIA 11-3;
TIA 11-4) National Electrical Code
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NFPA

NFPA

NFPA

NFPA

NFPA

NFPA

NFPA

NFPA

NFPA

NFPA

NFPA

NFPA

NFPA

NFPA

NFPA

NFPA

NFPA

NFPA

701

704

70B

70E

72

75

77

780

80

80A

82

85

85C

90A

90B

91

96

99

(2010) Standard Methods of Fire Tests for Flane
Propagation of Textiles and Filns

(2012) Standard System for the ldentification of
the Hazards of Materials for Enmergency Response

(2010) Recommended Practice for Electrical
Equi pnrent Mai nt enance

(2012) Standard for Electrical Safety in the
Wor kpl ace

(2010; TIA 10-4) National Fire Alarmand Signaling
Code

(2009) Standard for the Protection of Information
Technol ogy Equi pnent

(2007) Reconmended Practice on Static Electricity

(2011) Standard for the Installation of Lightning
Protecti on Systens

(2010; TIA 10-2) Standard for Fire Doors and O her
Qpening Protectives

(2012) Recomended Practice for Protection of
Bui | di ngs from Exterior Fire Exposures

(2009; Errata 10-1; TIA 11-1) Standard on
I nci nerators and Waste and Li nen Handl i ng Systens
and Equi pnent

(2011; Errata 2011) Boiler and Conbustion Systens
Hazards Code

(1997) Prevention of Furnace Explosions in Fuel
G- and Natural Gas-Fired Single Burner
Boi | er - Fur naces

(2012) Standard for the Installation of Air
Conditioning and Ventilating Systens

(2012) Standard for the Installation of Warm Air
Heating and Air Conditioning Systens

(2010) Standard for Exhaust Systens for Air
Conveyi ng of Vapors, Gases, Msts and
Nonconbusti bl e Particul ate Solids

(2011) Standard for Ventilation Control and Fire
Protection of Comrercial Cooking Operations

(2012) Health Care Facilities Code

NATI ONAL FLUI D POAER ASSQOCI ATI ON ( NFLPA)
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ANSI / NFLPA T3.12.3 (1992; Rev 2) Pneummtic Fluid Power - Pressure
Regul ator - Industrial Type

ANSI / NFLPA T3. 16. 2 (1997; Rev 1; Reapproved 2005) Hydraulic Fluid
Power - Design for Nonintegral Industrial Reservoirs

NFLPA T2.13.1 (2007; 5th Ed) Recommended Practice — Hydraulic
Fluid Power — Use O Fire Resistant Fluids In
I ndustrial Systens

NFLPA T3.28.9 (1989; R 2009; 2nd Ed) Fluid Power Systens and
Products - Moving Parts Fluid Controls - Method of
Di agr anm ng

NFLPA T3.5.1 (2002; R 2010; 3rd Ed) Hydraulic Fluid Power -
Val ves, Munting Surfaces

NATI ONAL HARDWOOD LUMBER ASSOCI ATl ON ( NHLA)

NHLA Rul es (2007) Rules for the Measurenent & Inspection of
Har dwood & Cypress

NATI ONAL | NSTI TUTE FOR CERTI FI CATI ON | N ENG NEERI NG TECHNOLOG ES
(NI CET)

NI CET 1014-7 (2003) Program Detail Manual for Certification in
the Field of Fire Protection Engi neering Technol ogy
(Field Code 003) Subfield of Automatic Sprinkler
Syst em Layout

NATI ONAL | NSTI TUTE FOR OCCUPATI ONAL SAFETY AND HEALTH ( NI OSH)

NI OSH 2003- 154 (2003; 4th Ed; Supple 3) NI OSH Manual of Analytica
Met hods
NI OSH 2009- 132 (2008) Attention Enmergency Responders - Qui dance on

Emer gency Responder - Personal Protective Equi pnent
(PPE) for Response to Chem cal, Biol ogical,
Radi ol ogi cal , and Nuclear (CBRN) Terrorismlncidents

NI OSH 81-123 (1981) Cccupational Health Cuideline for Chenica
Hazards, (Vols. 1, 2, and 3)

NI OSH 85- 115 (1985) Cccupational Safety and Heal th Cui dance
Manual for Hazardous Waste Site Activities

NI OSH 99- 109 (Latest) Certified Equi prent List
NATI ONAL | NSTI TUTE OF JUSTI CE (NI J)

NI'J Std 0108.01 (1985) Ballistic Resistant Protective Materials
NATI ONAL | NSTI TUTE OF STANDARDS AND TECHNOLOGY (NI ST)

NI ST BEES 4.0 (2007) Building for Environnental and Econonic
Sustainability
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NI ST HB 135 (1995; Annual Suppl 2010) Life Cycle Costing Mnual
for the Federal Energy Managenent Program

NI ST HB 44 (2010) Specifications, Tol erances, and O her
Techni cal Requirenents for Wi ghing and Measuring
Devi ces

NI ST IR 91-4756 (1991) Laboratory Accreditation Activities in the

United States

NI ST PS 1 (2009) DOC Vol untary Product Standard PS 1-07,
Structural Pl ywood

NI ST SP 250 (1991) Calibration Services Users Guide
NATI ONAL LI ME ASSOCI ATI ON ( NLA)

NLA BUL 326 (2004) Line-Treated Soil Construction Manual: Line
Stabilization and Line Mdification

NATI ONAL PRECAST CONCRETE ASSOCI ATI ON ( NPCA)

NPCA QC Manual (2005; R 2006) Quality Control Manual for Precast
Pl ants

NATI ONAL READY M XED CONCRETE ASSOCI ATl ON ( NRMCA)
NRMCA CPMB 100 (2000; R 2006) Concrete Pl ant Standards
NRMCA QC 3 (2003) Quality Control Manual: Section 3, Plant
Certifications Checklist: Certification of Ready

M xed Concrete Production Facilities

NRMCA TMMVB 100 (2001; R 2007) Truck M xer, Agitator and Front
Di scharge Concrete Carrier Standards

NATI ONAL ROCFI NG CONTRACTORS ASSCCI ATI ON ( NRCA)

NRCA 0405 (2001; 5th Ed) Roofing and Waterproofing Manual

NRCA 0409 (2006) Architectural Sheet Metal and Metal Roofing
Manual

NRCA 0418 (2009) Steep-slope Roof System Manual

NRCA Detail s (2003) NRCA Roof Perineter Flashing Systens

Construction Details for Cass 1 Roof Construction
NRCA Roof Man (2012) The NRCA Roofing Manual

NATI ONAL SECURI TY TELECOVMUNI CATI ONS AND | NFORVATI ON SYSTEMS
SECURI TY (NSTI SS)

NSTI SSAM TEMPEST/ 2- 95 (1995; Am A 2000) RED/ BLACK Installation Guidance

NSTI SSI - 7003 (1996) Protective Distribution Systens (PDS)
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NATI ONAL TERRAZZO & MOSAI C ASSCCI ATI ON ( NTMR)
NTMA I nfo Cuide (2000) Terrazzo Information CGuide
NATI ONAL WOOD W NDOW AND DOOR ASSCCI ATI ON ( NVWADA)
AAMA/ NWADA 101/1.S. 2 (1997) Vol untary Quide Specifications for A um num
Pol y(Vi nyl Chloride)(PVC) and Wod W ndows and
d ass Doors
NATURAL RESOURCE, AGRI CULTURAL AND ENG NEERI NG SERVI CE ( NRAES)
NRAES 54 (1992) On- Far m Conposti ng Handbook
NOFMA: THE WOOD FLOORI NG MANUFACTURERS ASSOCI ATI ON ( NOFMR)
NOFMA Gradi ng Rul es (1999) Oficial Flooring Gading Rules

NORTH AMERI CAN | NSULATI ON MANUFACTURERS ASSOC!I ATI ON ( NAI MA)

NAI VA AH112 (1993) d eaning Fibrous dass or Lined Sheet Meta
Duct s

NAI MA AH116 (2002, 5th Ed) Fibrous @ ass Duct Construction
St andar ds

NAI VA AH122 (2006) d eaning Fibrous Insulated Duct Systens -
Recomrended Practices

NAI MA AH127 (1999) Inpact of Duct Ceaning on Internal Duct
I nsul ation

NORTHEASTERN LUVBER MANUFACTURERS ASSOCI ATl ON ( NELMA)

NELMA Gradi ng Rul es (2006) Standard Grading Rules for Northeastern
Lunber

NORTHWEST Al R POLLUTI ON AUTHORI TY ( NWAPA)
NWAPA Regul ati on Air Regul ation

NSF | NTERNATI ONAL ( NSF)

NSF Food Equi prent (2005) NSF Product Listings of Food Equi pnent and
Rel at ed Products, Conmponents and Materials
NSF/ ANSI 12 (2009) Automatic |ce Maki ng Equi pnent
NSF/ ANSI 13 (2009) Refuse Processors and Processi ng Equi prnent
NSF/ ANSI 14 (2011a) Pl astics Piping System Conponents and
Rel ated Materials
NSF/ ANSI 169 (2009) Speci al Purpose Food Equi prrent and Devi ces
NSF/ ANSI 18 (2009) Manual Food and Beverage Di spensi ng Equi pnent
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NSF/ ANSI 2 (2010) Food Equi pnent

NSF/ ANSI 20 (2007) Commercial Bulk M|k D spensing Equi pnent

NSF/ ANSI 21 (2009) Thernopl asti c Refuse Containers

NSF/ ANSI 222 (2006e) Ozone Cenerators

NSF/ ANSI 25 (2009) Vendi ng Machines for Food and Beverage

NSF/ ANSI 29 (2009) Detergent and Chemical Feeders for
Conmer ci al Spray-type Di shwashi ng Machi nes

NSF/ ANSI 3 (2010) Conmerci al Warewashi ng Equi pnent

NSF/ ANSI 35 (2009) Hi gh Pressure Decorative Lam nates for
Surfaci ng Food Service Equi pnent

NSF/ ANSI 36 (2009) Di nnerware

NSF/ ANSI 37 (2009) Air Curtains for Entranceways in Food and
Food Service Establishments

NSF/ ANSI 4 (2009) Commerci al Cooking, Rethernalization and
Power ed Hot Food Hol di ng and Transport Equi pnent

NSF/ ANSI 42 (2011) Drinking Water Treatment Units - Aesthetic
Ef fects

NSF/ ANSI 51 (2009e) Food Equi prrent Materials

NSF/ ANSI 52 (2009) Suppl enmental Flooring

NSF/ ANSI 53 (2011) Drinking Water Treatnment Units - Health
Effects

NSF/ ANSI 59 (2011) Mobile Food Carts

NSF/ ANSI 6 (2009) Dispensing Freezers

NSF/ ANSI 60 (2011) Drinking Water Treatment Chemicals - Health
Effects

NSF/ ANSI 61 (2011) Drinking Water System Conponents - Health
Effects

NSF/ ANSI 7 (2009) Commrercial Refrigerators and Freezers

NSF/ ANSI 8 (2010) Conmmerci al Powered Food Preparation Equi pnent

OLYMPI C Al R POLLUTI ON CONTROL AUTHORI TY (OAPCA)
OAPCA Regul ation Regul ation 1

ORGANI SATI ON FOR ECONOM C CO- OPERATI ON AND DEVELOPMENT ( CECD)
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OECD Test 203 (1992) Fish Acute Toxicity Test

Pl PE FABRI CATI ON | NSTI TUTE ( PFI)

PFI ES 1 (2010) Internal Machining and Solid Machi ned
Backing Rings for Circunferential Butt Welds

PFI ES 11 (2003) Permanent Marking of Piping Mterials

PFI ES 21 (2010) Internal Machining and Fit-up of GIAW Root
Pass Circunferential Butt Welds

PFI ES 22 (2002; R 2006) Col or Coding of Piping Mterials

PFI ES 3 (2004) Fabricating Tol erances

PFI ES 31 (1992; R 2004) Standard for Protection of Ends of
Fabricated Piping Assenblies

PFI ES 35 (1998; R 2003) Nonsynmetrical Bevels and Joint
Configurations for Butt Welds

PFI ES 7 (2004) M ni mum Length and Spacing for Wl ded Nozzl es

PFI TB1 (2006) Pressure - Tenperature Ratings of Seanl ess

Pi pe Used in Power Plant Piping Systens
PLASTI C PI PE AND FI TTI NGS ASSCCI ATI ON ( PPFA)

PPFA Fire Man (2010) Firestopping: Plastic Pipe in Fire Resistive
Construction

PLASTI CS PI PE | NSTI TUTE ( PPI)

PPI TR-21 (2001) Thermal Expansion and Contraction in Plastic
Pi pi ng Systens

PLUMBI NG AND DRAI NAGE | NSTI TUTE ( PDI)

PDI G 101 (2010) Testing and Rating Procedure for Hydro
Mechani cal Grease Interceptors with Appendi x of
Installati on and Mai nt enance

PDI WH 201 (2010) Water Hanmer Arresters Standard
PLUMBI NG AND MECHANI CAL CONTRACTORS ASSOCI ATI ON ( PMCA)

PPI C Seismc Restraint (1982) Guidelines for Seismc Restraints of
Mechani cal Systens and Pl unbi ng Systens

PLUMBI NG HEATI NG COOLI NG CONTRACTORS NATI ONAL ASSCOCI ATI ON ( PHCC)
NAPHCC NSPC (2009) National Standard Pl unbi ng Code

PORCELAI N ENAVEL | NSTI TUTE ( PEl)
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PEI 1001 (1996) Specification for Architectural Porcel ain
Enanmel (ALS-100)

PEI CG 3 (2005) Col or Guide for Architectural Porcelain
Enanel

POST- TENSI ONI NG | NSTI TUTE ( PTI)

PTI DC35.1 (2004) Recommendations for Prestressed Rock and
Soi |l Anchors

PTI MLO. 2 (2000) Specifications for Unbonded Single Strand
Tendons

PTI M5. 1 (2003; Errata 2009) Specification for Gouting of

Post - Tensi oned Structures
PTI TAB. 1 (2006) Post - Tensi oni ng Manua

PRECAST/ PRESTRESSED CONCRETE | NSTI TUTE (PCl)

PCl JR-382 (1993) Recommended Practice for Design, Mnufacture
and Installation of Prestressed Concrete Piling

PCI M\L-116 (1999) Manual for Quality Control for Plants and
Production of Structural Precast Concrete Products,
4th Edition

PCl  MNL- 117 (1996) Manual for Quality Control for Plants and

Producti on of Architectural Precast Concrete
Products, 3rd Edition

PCI MN\L-120 (2010) PCl Design Handbook - Precast and
Prestressed Concrete, 6th Edition

PCI M\L-122 (2007) Architectural Precast Concrete, 3rd Edition

PCl  MNL- 124 (1989) Design for Fire Resistance of Precast

Prestressed Concrete, Second Edition

PCI MN\L-128 (2001) Recomended Practice for d ass Fiber
Rei nforced Concrete Panels, 4th Edition

PClI STD 112 (1984) Standard Prestressed Concrete Piles Square,
Cct agonal and Cylinder

PUGET SOUND CLEAN Al R AGENCY ( PSCAA)
PSCAA Regul ati on Regul ation I, Il, and 11

REDWOOD | NSPECTI ON SERVI CE (RI'S) OF THE CALI FORNI A REDWOOD
ASSOCI ATI ON ( CRA)

RIS Grade Use (1998) Redwood Lunber Gades and Uses

RESEARCH COUNCI L ON STRUCTURAL CONNECTI ONS ( RCSC)
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RCSC S348 (2004) RCSC Specification for Structural Joints
Usi ng ASTM A325 or A490 Bolts

RUBBER MANUFACTURERS ASSOCI ATI ON ( RVA)

RVA | P-1 (1989) Conveyor and El evator Belt Handbook; 3rd
Edi tion

RVA | P-2 (2009) Hose Handbook; 8th Edition

RMVA | P-20 (2007) Specifications for Drives Using C assica

V-Bel ts and Sheaves. Specifications for A B, C,
and D Cross Sections

RVA | P-22 (2007) Specifications for Drives Using Narrow
V-Belts and Sheaves (Joint RVA/ MPTA), 4th Edition

SCl ENTI FI C CERTI FI CATI ON SYSTEMS ( SCS)

SCS Scientific Certification Systens (SCS)Indoor
Advant age

SCS SP-01 (2000) Environmental ly Preferabl e Product
Specification for Architectural and Anti-Corrosive
Pai nt s

SCI ENTI FI C EQUI PMENT AND FURNI TURE ASSCOCI ATI ON ( SEFA)

SEFA 7 (1996) Recomended Practice for Laboratory and
Hospital Service Fittings

SCREEN MANUFACTURERS ASSOCI ATI ON ( SMA)

SVA 1004 (1987; R 1998) Al um num Tubul ar Frane Screens for
W ndows

SEM CONDUCTCOR EQUI PMENT AND MATERI ALS | NTERNATI ONAL ( SEM )

SEM C28 (2011) Specifications for Hydrofluoric Acid
SEM (C35 (2008) Specifications and Guidelines for Nitric Acid
SHEET METAL AND Al R CONDI TI ONI NG CONTRACTORS' NATI ONAL ASSOCI ATI ON
( SMACNA)
ANSI / SMACNA 008 (2007) 1 AQ cuidelines for Qccupi ed Buil di ngs Under
Construction, 2nd Edition
SMACNA 1143 (1985) HVAC Air Duct Leakage Test Manual, 1st
Edition
SIVACNA 1378 (1995) Thernopl astic Duct (PVC) Construction
Manual , 2nd Edition
SIVACNA 1403 (2008) Accepted Industry Practice for Industrial

Duct Construction, 2nd Edition
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SMACNA 1429 (1994) HVAC Systens Conm ssioning Manual, 1st

Edition

SMACNA 1520 (1999) Round Industrial Duct Construction
St andards, 3rd Edition

SIVACNA 1650 (2008) Seismic Restraint Manual Quidelines for
Mechani cal Systens, 2nd Edition

SMACNA 1767 (2001) Kitchen Ventilation Systems & Food Service
Equi pnrent Fabrication & Installation Guidelines,
1st Edition

SVACNA 1780 (2002) HVAC Systens - Testing, Adjusting and
Bal anci ng, 3rd Edition

SIVACNA 1793 (2003) Architectural Sheet Metal Manual, 6th Edition

SMACNA 1819 (2002) Fire, Snoke and Radi ati on Danper
Installati on Guide for HVAC Systems, 5th Edition

SIVACNA 1858 (2004) HVAC Sound And Vi bration Manual - First
Edi tion

SVACNA 1884 (2003) Fibrous dass Duct Construction Standards,
7th Edition

SMACNA 1922 (2004) Rectangul ar Industrial Duct Construction
St andards, 2nd Edition

SIVACNA 1966 (2005) HVAC Duct Construction Standards Metal and
Fl exi ble, 3rd Edition

SVACNA 1981 (2008) Seismic Restraint Manual Quidelines for
Mechani cal Systens, 3rd Edition

SMACNA 1987 (2006) HVAC Duct Systems |nspection Guide, 3rd
Edition

SI NGLE PLY ROCFI NG | NDUSTRY ( SPRI)

SPRI RP-4 (2008/) Wnd Design Standard for Ball asted
Si ngl e-Ply Roofing Systens

SCCI ETY OF AUTOMOTI VE ENG NEERS | NTERNATI ONAL ( SAE)

SAE AMS 2480 (2009; Rev H) Phosphate Treatnent, Paint, Base

SAE AMS 3216 (2005; Rev G Fluorocarbon (FKM Rubber
Hi gh- Tenperature - Fluid Resistant Low Conpression
Set 70 To 80

SAE AMS 3779 (1990; Rev A; R 1994) Tape Adhesive, Pressure
Sensitive Thermal Radiation Resistant, Al um num
Foil /3 ass Coth

SAE AMS- C- 22542 (1998) d eani ng Compound, Hi gh Pressure d eaner,
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Li quid

SAE AMS- C- 6183 (1998; R 2007) Cork and Rubber Conposition Sheet;
for Aromatic Fuel and O1 Resistant Gaskets

SAE AMS- P-5315 (2001, Rev A) Butadiene - Acrylonitrile (NBR)
Rubber For Fuel -Resistant Seals 60 To 70

SAE AMS- QQ A- 200/ 8 (1997; R 2007) Alum num Al l oy 6061, Bar, Rod,
Shapes, Tube, and Wre, Extruded

SAE AMS2460 (2007) Plating, Chrom um

SAE AMS3275 (2009; Rev C) Sheet, Acrylonitrile Butadi ene (NBR)
Rubber and Non- Asbestos Fi ber Fuel and O Resistant

SAE AMS3611 (2011; Rev E) Plastic Sheet, Polycarbonate Cenera
Pur pose

SAE AMS5351 (1987; Rev F; R 2006) Steel Castings, Sand,

Corrosi on and Moderate Hear Resistant, 13Cr,
Nor mal i zed and Tenpered

SAE AMS7276 (2001; Rev H Rings, Sealing Fluorocarbon (FKM
Rubber Hi gh- Tenperature Fluid Resistant Low
Conpression Set 70 to 80

SAE ARP598 (2003; Rev C) Aerospace M croscopic Sizing and
Counting of Particulate Contamnation for Fluid
Power Systens

SAE ARP892 (1965; R 1994) DC Starter-Generator, Engine

SAE AS4841 (1995; R 2005) Fittings, 37 Degree Flared, Fluid
Connection

SAE AS4842 (1995; R 2004) Fittings and Bosses, Pipe Threaded,
Fl uid Connection

SAE AS4842/ 1 (1995; R 2007) Fittings, 37 Degree Flared to Pipe
Threaded, Fluid Connection

SAE AS4843 (1995; R 2007) Fittings, Beaded, Fluid Connection

SAE AS4843/ 1 (1995; R 2007) Fittings, Beaded to 37 Degree

Fl ared, Fluid Connection

SAE AS4843/ 2 (1995; R 2007) Fittings, Beaded to Pipe Threaded,
Fl ui d Connecti on

SAE AS4875 (1995; R 2007) Fittings, Straight Threaded Boss,
Fl uid Connecti on

SAE AS4875/ 1 (1995; R 2007) Fittings, Straight Thread Boss or
Fl anged to 37 Degree Flared, Fluid Connection

SAE AS4875/ 2 (1995; R 2007) Fittings, Flanged to Beaded, Fluid
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Connecti on

SAE AS5756/ 6 (2004) Cable, 3-Phase Power, Electric Portable,
Mul ti conductor, 90 Degree C, 600V, Ozone Resistant,
Split Phase
SAE AS5877 (2007; Rev A) Aircraft Pressure Refueling Nozzle
SAE J1019 (2007) Tests and Procedures for Hi gh Tenperature

Transm ssion O Hose, Engine Lubricating G| Hose,
and Hose Assenblies

SAE J1165 (1979; R 1986) Reporting C eanliness Levels of
Hydraul i ¢ Fl uids

SAE J1508 (2009) Hose C anp Specifications

SAE J1545 (2005) Instrunmental Col or Difference Measurenent
for Exterior Finishes, Textiles and Colored Trim

SAE J1677 (2009) Tests and Procedures for Steel and Copper
Ni ckel Tubing

SAE J1995 (19905; R 1995) Engi ne Power Test Code - Spark
Ignition and Conpression Ignition - G oss Power
Rati ng

SAE J200 (2008) d assification Systemfor Rubber Materials

SAE J429 (2011) Mechani cal and Material Requirenents for
External |y Threaded Fasteners

SAE J513 (1999) Refrigeration Tube Fittings - Genera
Speci fications

SAE J514 (2004) Hydraulic Tube Fittings

SAE J517 (2010) Hydraulic Hose

SAE J534 (2008) Lubrication Fittings

SAE J537 (2011) Storage Batteries

SAE J636 (1992; R 2001) V-Belts and Pull eys

SOCI ETY OF MOTI ON PI CTURE AND TELEVI SI ON ENG NEERS ( SMPTE)

SMPTE 170M (2004) Tel evision - Conposite Anal og Video Signal -
NTSC for Studio Applications

SCLAR RATI NG AND CERTI FI CATI ON CORPORATI ON ( SRCC)

SRCC CSCWHSR (2004) Summary of SRCC Certified Sol ar Collector
and Water Heating System Ratings

SRCC OG- 100 (1995) Operating Guidelines for Certifying Sol ar
Col I ectors
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SQUTH COAST Al R QUALI TY MANAGEMENT DI STRI CT ( SCAQVD)
SCAQVWD Rul e 1168 (1989; R 2005) Adhesive and Seal ant Applications
SOUTHERN CYPRESS MANUFACTURERS ASSOCI ATI ON ( SCVA)

SCVA Spec (1986; Supple. No. 1, Aug 1993) Standard
Specifications for Grades of Southern Cypress

SOUTHERN PI NE | NSPECTI ON BUREAU ( SPI B)

SPI B 1003 (2002) Standard Grading Rules for Southern Pine
Lunber

SPRAY POLYURETHANE FOAM ALLI ANCE ( SPFA)

SPFA AY- 104 (1994; R 2000) Spray Pol yuret hane Foam Systens for
New and Renedi al Roofi ng

STATE OF CALI FORNI A DEPARTMENT OF TRANSPORTATI ON ( CALTRANS)

CTM 526 (2002) Operation of California Profil ograph and
Eval uation of Profiles

STATE OF MARYLAND CODE OF MARYLAND REGULATI ONS ( COVAR)

COVAR 26. 13 (1988) Chapters .01- .13, Disposal of Controlled
Hazar dous Subst ances

STATE OF VI RG NIl A ADM NI STRATI VE CODE ( VAC)

16 VAC 25-20-30 Title 16, Agency 25, Chapter 20, Section 30:
Notification and Permt Fee

16 VAC 25-35 Title 16, Agency 25, Chapter 35: Regul ation
Concerning Certified Lead Contractor's
Notification, Lead Project Permits And Permt Fees

18 VAC 15-30 Title 18, Agency 15, Chapter 30: Virginia
Lead- Based Paint Activities Regul ations

9 VAC 20-60 Title 9, Agency 20, Chapter 60: Hazardous Wste
Management Regul ati ons

9 VAC 20-80 Title 9, Agency 20, Chapter 80: Solid Waste
Managenent Regul ati ons

STEEL DECK | NSTI TUTE ( SDI)

SDI 31 (2007) Design Manual for Conposite Decks, Form
Decks, and Roof Decks

SDI DDV (2004; Errata 2006; Add 2006) Di aphragm Design
Manual ; 3rd Edition

SDI  DDP (1987; R 2000) Deck Damage and Penetrations
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SDI

MOoC2

(2006) Manual of Construction with Steel Deck

STEEL DOOR | NSTI TUTE ( SDI / DOOR)

SDI / DOOR 111

SDI / DOOR 113

SDI / DOOR A250. 11

SDI / DOOR A250. 3

SDI / DOOR A250. 4

SDI / DOOR A250. 6

SDI / DOOR A250. 8

SJl

SJI

SJl

SJI

SJl

SJI

(2009) Recomended Sel ection and Usage Cuide for
St andard Steel Doors, Frames and Accessories

(2001; R2006) Standard Practice for Determning the
Steady State Thermal Transmittance of Steel Door
and Frame Assenblies

(2001) Recommended Erection Instructions for Steel
Fr ames

(2007) Test Procedure and Acceptance Criteria for
Factory Applied Finish Painted Steel Surfaces for
St eel Doors and Franes

(2001) Test Procedure and Acceptance Criteria for
Physi cal Endurance for Steel Doors and Hardware
Rei nf or ci ng

(2003; R2009) Recommended Practice for Hardware
Rei nforcing on Standard Steel Doors and Franes

(2003; R2008) Recomrended Specifications for
Standard Steel Doors and Franes

STEEL JO ST | NSTI TUTE (SJl)

279167 SPECS/ LOADS

LOAD TABLES

MANUAL

TD 10

TD 11

TD 8

D 9

(2006; Errata 1 2006; Errata 2 2007; Errata 3 2007)
42nd Edition Standard Specifications - Load Tables
and Wei ght Tables for Steel Joists and Joist Grders

(2005; Errata 1 2006; Errata 2 2007; Errata 3 2007)
42nd Edition Catal og of Standard Specifications
Load Tabl es and Wi ght Tables for Steel Joists and
Joi st Grders

(2009) 80 Years of Open Wb Steel Joist Construction

(2003) Technical Digest No. 10 - Design of Fire
Resi stive Assenblies with Steel Joists

(2007) Technical Digest No. 11 - Design O Lateral
Load Resisting Franes Using Steel Joists And Joi st
Grders

(2008) Technical Digest No. 8 - Wlding O Open-Wb
Steel Joists And Joist Grders; 2nd Edition

(2008) Technical Digest No. 9 - Handling and
Erection of Steel Joists and Joist Grders; 3rd
Edi ti on

STEEL TANK | NSTI TUTE (STI)
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STI F8

STI F9

STl P3

STI RO

94

11

12

(2010) ACT-100 (R) Specification for External
Corrosion Protection of FRP Conposite Steel USTs

(1998) Standard for D ked Aboveground Storage Tanks

(2010) Specification and Manual for External
Corrosion Protection of Underground Steel Storage
Tanks

(2009) Installation Instructions for Shop
Fabri cat ed Aboveground Tanks for Fl ammabl e,
Conbusti bl e Li quids

STEEL W NDOW | NSTI TUTE (SW)

SW  AGSW

SW SWs

TAPPI

TAPPI

TAPPI

TAPPI

TAPPI

TAPPI

El A/ TI A 455- 165A

(2002) Architect's GQuide to Steel W ndows

(2005) Steel W ndow Specifications

TECHNI CAL ASSOCI ATI ON OF THE PULP AND PAPER | NDUSTRY ( TAPPI)

T403

T404

T410

T456

T487

T803

oV

™M

PM

ov

(2010) Bursting Strength of Paper

(1992) Tensile Breaking Strength and El ongation of
Paper and Paperboard (Using Pendul um Type Tester)

(2008) Granmmage of Paper and Paperboard (Wi ght Per
Unit Area)

(2010) Tensile Breaking Strength of Water-Saturated
Paper and Paperboard ("Wt Tensile Strength")

(1999) Fungus Resi stance of Paper and Paperboard

(2010) Puncture Test of Container Board

TELECOVMMUNI CATI ONS | NDUSTRY ASSOCI ATI ON (Tl A)

TI'A J- STD- 607

TIA-11

TI A-22

TI A- 23

TI A- 32

52

2

2

9

(1993) Standard for Mde-Field D ameter Measurenent
by Near-Field Scanni ng Techni que

(2002a) Conmercial Buil ding G oundi ng (Earthing)
and Bondi ng Requirenents for Tel econmuni cations

(2009) Requirenments for Field Test Instrunents and
Measurenents for Bal anced Tw sted-Pair Cabling

(2005g; Adm 1 2007; Adm 2 2009) Structural
St andards for Antenna Supporting Structures and
Ant ennas

(1997f; R 2002) Interface Between Data Term nal
Equi pnrent and Data Circuit-Term nati ng Equi pnent
Enpl oyi ng Serial Binary Data |nterchange

(2003c) M ni mum Standards for Comunication

Ant ennas - Base Station Antennas
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TI A-374- A

Tl A- 455- 104

Tl A- 455- 107

Tl A- 455- 13

Tl A- 455- 175

Tl A- 455- 177

Tl A- 455- 21

TI A- 455- 33

Tl A- 455- 46A

TI A-455-47B

Tl A- 455- 58

Tl A-455-78-B

TI A- 455- 82

Tl A- 455-91

TI A- 472D000

TI A- 485

Tl A- 492 AAAA

TI A- 492AAAB

(2002) Land Mobile Selective Signaling Standard

(1993a; R 2000; R 2005) Standard for FOTP-104 Fi ber
Optic Cable Cyclic Flexing Test

(1999a) FOTP-107 Determ nation of Conponent
Ref | ectance or Link/System Return Loss using a Loss
Test Set

(1996a; R 2002) FOTP-13 Visual and Mechani cal
I nspection of Fiber Optic Conmponents, Devices, and
Assenbl i es

(2003b) FOTP-175 | EC-60793-1-42: Measurenent
Met hods and Test Procedures — Chronatic Di spersion

(2003b) FOTP-177 | EC-60793-1-43: Measurenent
Met hods and Test Procedures - Numerical Aperture

(1988a; R 2002) FOTP-21 - Mating Durability of
Fi ber Optic Interconnecting Devices

(2005b) Optical Cable Tensile Loadi ng and Bendi ng
Test

(1990) FOTP-46 Spectral Attenuation Measurenent for
Long- Length, G aded-Index Optical Fibers

(1992) FOIP-47 Qutput Far Field Radiation Pattern
Measur enent

(2001b) FOTP-58 Core Di aneter Measurenent of
Graded- I ndex Optical Fibers

(2002) FOTP-78 Optical Fibres - Part 1-40:
Measur enment Met hods and Test Procedures -
Att enuati on

(1992b) FOTP-82 Fluid Penetration Test for
Fl ui d- Bl ocked Fi ber Optic Cable

(1986; R 1996) FOTP-91 Fiber Optic Cable Tw st-Bend
Test

(2007b) Fiber Optic Conmmunications Cable for
Qut si de Pl ant Use

(1998a; R 2003) Electrical Characteristics of
Generators and Receivers for Use in Bal anced
Digital Miltipoint Systens

(2009b) 62.5-um Core Di aneter/125-um C addi ng
D anmeter O ass la G aded-1ndex Miltinode Optical
Fi bers

(2009a) 50-Um Core Di aneter/125-Um d addi ng
D ameter O ass | A G aded-1ndex Miltinode Optical
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TI A- 492CAAA

Tl A- 492E000

TI A- 526- 14

TI A-526-7

Tl A-568- 2

TI A-568-C. 0

TIA-568-C. 1

TI A-568-C. 2

TI A-568-C. 3

TI A- 569

TI A-570

TI A- 590

TI A- 603

TI A- 758

TI A/ EI A- 455

TI A/ El A-455-171

TI A/ EI A- 455- 204

Fi bers

(1998; R 2002) Detail Specification for Cass |IVa
Di spersion-Unshi fted Singl e-Mde Optical Fibers

(1996; R 2002) Sectional Specification for d ass
I Vd Nonzer o-Di spersion Single-Mde Optical Fibers
for the 1550 nm W ndow

(2010b) OFSTP-14A Optical Power Loss Measurements
of Installed Miltinode Fiber Cable Plant

(2002; R 2008) OFSTP-7 Measurenent of Optical Power
Loss of Installed Single-Mde Fiber Cable Plant

(2009c; Errata 2010) Commercial Buil ding
Tel ecommuni cations Cabling Standard - Part 2:
Bal anced Twi sted Pair Cabl e Comnponents

(2009; Add 1 2010) Ceneric Tel econmuni cations
Cabling for Custoner Prem ses

(2009) Commercial Building Tel econmuni cati ons
Cabl ing Standard

(2009; Errata 2010) Bal anced Twi sted-Pair
Tel ecommuni cati ons Cabling and Conponents Standards

(2008; Corrections 2008) Optical Fiber Cabling
Conponent s St andard

(2004b; Add 1 2009) Commercial Building Standard
for Tel ecomuni cati ons Pat hways and Spaces

(2004b; Adm 1 2009; R 2010) Residentia
Tel ecommuni cations Infrastructure Standard

(1997a) Standard for Physical Location and
Protecti on of Bel ow G ound Fiber Optic Cable Pl ant

(2010d) Land Mobile FM or PM - Conmuni cations
Equi prent - Measurenent and Perfornmance Standards

(2004a) Customer-Omed Qutside Plant
Tel ecommuni cations Infrastructure Standard

(1998b) Standard Test Procedure for Fiber Optic
Fi bers, Cabl es, Transducers, Sensors, Connecting
and Term nating Devices, and Gt her Fiber Optic
Conponent s

(2001a) FOTP-171 - Attenuation by Substitution
Measurenent for Short-Length Miltinode G aded- | ndex
and Singl e-Mbde Optical Fiber Cable Assenblies

(2000) Standard for Measurenment of Bandw dth on
Mul ti node Fi ber
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TI A/ EI A- 455- 25

TI A/ El A- 455- 41

TI A/ EI A- 455- 81

TI A/ EI A- 455- 88

TI Al EI A- 472DAAA

TI A/ EI A- 4750000- C

TI A/ EI A- 569- A

TI A/ El A- 598

TI A/ EI A- 604- 10

TI A/ EI A- 604- 12

TI A/ EI A- 604- 2

TI A/ El A-604-3

TI A/ EI A- 606

(2002c) FOTP-25 | npact Testing of Optical Fiber
Cabl es

(1993a; R 2001) FOTP-41 Conpressive Loading
Resi st ance of Fiber Optic Cables

(2000b) FOTP-81 Compound Flow (Drip) Test for
Filled Fiber Optic Cable

(2001) FOTP-88 Fiber Optic Cable Bend Test

(1993) Detail Specification for All Dielectric

Fi ber Optic Communications Cable for Qutside Plant
Use Containing Cass la 62.5 Un Core Di aneter/ 125
um d addi ng Di aneter/ 250 um Coating Di aneter

Fi ber(s).

(1996) Ceneric Specifications for Fiber Optic
Connectors (ANSI)

(1998; Addenda 2000, 2001) Commercial Buil ding
St andards for Tel econmuni cati ons Pat hways and Spaces

(2005c) Optical Fiber Cable Col or Coding

(2002a) FOCI'S 10 Fi ber Optic Connector
Intermateability Standard - Type LC

(2000) FOCI'S 12 Fiber Optic Connector
Intermateability Standard Type MI-RJ

(2004b) FOCIS 2 Fiber Optic Connector
Intermateability Standard

(2000b) Fiber Optic Connector Intermateability
Standard (FOCIS), Type SC and SC- APC, FOCI S-3

(2002a; Errata 2007; R 2007; Adm 1 2008)
Adm ni stration Standard for the Tel ecommuni cati ons
I nfrastructure

THE | NTERNET ENG NEERI NG TASK FORCE (| ETF)

RFC 2131

RFC 821

(1997) Dynamic Host Configuration Protocol

(1982) Sinple Ml Transfer Protocol (SMIP)

THE SOCI ETY FOR PROTECTI VE COATI NGS ( SSPC)

CS 23.00/ AW C2. 23M NACE(2003) Specification for the Application of Thernal

SSPC AB 1

SSPC AB 2

Spray Coatings (Metallizing) of A umnum Zinc, and
Their Al oys and Conposites for the Corrosion
Protection of Steel

(1991; E 2004; E 2007) Mneral and Slag Abrasives

(1996; E 2004) deanliness of Recycled Ferrous
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SSPC

SSPC

SSPC

SSPC

SSPC

SSPC

SSPC

SSPC

SSPC

SSPC

SSPC

SSPC

SSPC

SSPC

SSPC

SSPC

SSPC

SSPC

SSPC

AB

3

Cui de 12

Cui de 6

Cui de 7

PA

PA

PA

PA

PS

PS

PS

PS

PS

PS

PS

PS

PS

PS

1

2

Cui de 3

CGui de 5

10.01

11.01

12.01

13.01

14. 01

26. 00

4.02

4. 04

9.01

Gui de 17.00

Pai nt 104

Metal lic Abrasive
(2003; E 2004) Ferrous Metallic Abrasive

(1998; E 2004) Guide for Illumnation of Industrial
Pai nting Projects

(2004) Cuide for Containing Surface Preparation
Debris Cenerated During Paint Renpval Operations

(2004; E 2004) cuide to the Disposal of
Lead- Cont am nated Surface Preparation Debris

(2000; E 2004) Shop, Field, and Mintenance
Pai nting of Steel

(2004) Measurenent of Dry Coating Thickness Wth
Magneti c Gages

(1982; E 1995) A CGuide to Safety in Paint
Appli cation

(2002; E 2004) Guide to Mintenance Coating of
Steel Structures in Atnospheric Service

(1982; E 2004) Hot-Applied Coal Tar Enanel Painting
System

(1982; E 2004) Black (or Dark Red) Coal Tar Epoxy
Pol yam de Painting System

(2002; E 2004) One Coat Zinc-Rich Painting System
(1982; E 2004) Epoxy Pol yam de Painting System
(1982; E 2004) Steel Joist Shop Painting System
(2000; E 2004) Al um num Pi gnent ed Epoxy Coati ng
System Materi al s Specification, Perfornmance-Based
(Type | for use over Blast Ceaned Steel and Type

Il for use over Hand C eaned Steel)

(1982; E 2004) Four-Coat Vinyl Painting System (For
Fresh Water, Chenical, and Corrosive Atnospheres)

(1982; E 2004) Four-Coat Wite or Colored Vinyl
Pai nting System (For Fresh Water, Chemical, and
Corrosi ve Atnospheres)

(1982; E 2004) Col d-Applied Asphalt Mstic Painting
Systemwi th Extra-Thick Film

(1982; E 2004) Cuide for Selecting Urethane
Pai nting Systens

(1982; E 2004) White or Tinted Al kyd Paint
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SSPC Paint 11 (1992; E 2000) Paint Specification No. 11Red Iron
Oxi de, Zinc Chromate, Raw Linseed Ol and Al kyd

Pri mer

SSPC Pai nt 13 (1991) Paint Specification No. 13 Red or Brown
One- Coat Shop Pai nt

SSPC Pai nt 15 (1999; E 2004) Steel Joist Shop Priner

SSPC Pai nt 16 (2006) Coal Tar Epoxy-Pol yam de Bl ack (or Dark Red)
Pai nt

SSPC Pai nt 18 (1982; E 2004) Chlorinated Rubber Internedi ate Coat
Pai nt

SSPC Pai nt 20 (2002; E 2004) Zinc-Rich Primers (Type |
I norgani c, and Type |I, Organic)

SSPC Pai nt 21 (1982; E 2004) VWhite or Colored Silicone Al kyd
Paint (Type I, H gh doss and Type Il, Medium d 0ss)

SSPC Pai nt 22 (1982; E 2004) Paint Specification No. 22
Epoxy- Pol yam de Paints (Priner, Internediate, and
Topcoat)

SSPC Pai nt 25 (1997; E 2004) Zinc Oxide, Al kyd, Linseed Ol
Primer for Use Over Hand Cl eaned Steel, Type | and
Type 11

SSPC Pai nt 27 (1982; E 2004) Basic Zinc Chromate-Vinyl Butyra
Wash Primer

SSPC Pai nt 28 (1991; E 2004) Water-Borne Epoxy Primer for Stee
Sur f aces

SSPC Pai nt 29 (2002; E 2004) Zinc Dust Sacrificial Prinmer,
Per f or mance- Based

SSPC Pai nt 33 (2006) Coal Tar Mastic, Col d-Applied

SSPC Pai nt 36 (2006) Two- Conponent Weat herable Aliphatic

Pol yur et hane Topcoat, Perfornmance- Based

SSPC Pai nt 38 (2006) Si ngl e- Conponent Mbi st ure- Cure \Wat herabl e
Al'i phatic Pol yuret hane Topcoat, Performance-Based

SSPC Pai nt 40 (2007) Zinc-Rich Misture-Cure Pol yurethane Primer
Per f or mance- Based

SSPC Pai nt 41 (2008) Mbi sture-Cured Pol yurethane Priner or
I nternedi ate Coat, M caceous |Iron Oxi de Rei nforced,
Per f or rance- Based

SSPC Pai nti ng Manual (2002) Good Painting Practice, Steel Structures
Pai nting Manual , Volune 1

SSPC QP 1 (1998; E 2004) Standard Procedure for Evaluating
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SSPC

SSPC

SSPC

SSPC

SSPC

SSPC

SSPC

SSPC

SSPC

SSPC

SSPC

SSPC

SSPC

SSPC

SSPC

SSPC

SSPC

SSPC

SSPC

P 2

P 3

P 5

s 1

SP 1
SP 10/ NACE No. 2
SP 11

SP 12/ NACE No. 5

SP 2
SP 3
SP 5/ NACE No. 1
SP 6/ NACE No. 3
SP 7/ NACE No. 4
SP 8

SP COM

SSPM

VIS 1

VIS 3

VIS 4/ NACE VIS 7

SSPC- TU 2/ NACE 6G197

Pai nting Contractors (Field Application to Conpl ex
I ndustrial Structures)

(2009) Standard Procedure for the Qualification of
Pai nting Contractors (Field Renoval of Hazardous
Coatings from Conpl ex Structures)

(2006; R 2007) Standard Procedure for Eval uating
Qualifications of Shop Painting Applicators

(1999; E 2004) Standard Procedure for Evaluating
the Qualifications of Coating and Lining |Inspection
Conpani es

(2004) Standard Procedure for Evaluating a
Contractor's Advanced Quality Managenent System

(1982; E 2004) Sol vent d eaning
(2007) Near-VWite Blast C eaning
(1987; E 2004) Power Tool Cleaning to Bare Metal

(2002) Surface Preparation and Cl eaning of Metals
by Waterjetting Prior to Recoating

(1982; E 2004) Hand Tool d eaning
(1982; E 2004) Power Tool d eaning
(2007) White Metal Blast C eaning
(2007) Conmerci al Bl ast C eaning
(2007) Brush-Of Blast d eaning
(1982; E 2004) Pickling

(2004) Surface Preparation Commentary for Steel and
Concrete Substrates

(2010) SSPC Pai nting Manual, Volune 2, Systens and
Speci fications

(2002; e 2004) Guide and Reference Photographs for
Steel Surfaces Prepared by Dry Abrasive Bl ast
Cl eani ng

(2004) cuide and Reference Photographs for Steel
Surfaces Prepared by Hand and Power Tool C eaning

(1998; E 2000; E 2004) Guide and Reference
Phot ographs for Steel Surfaces Prepared by
Waterjetting

(1997) Design, Installation, and Mi ntenance of
Coating Systenms for Concrete Used in Secondary
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Cont ai nnent
TILE COUNCI L OF NORTH AMERI CA ( TCNA)
TCA Hdbk (2010) Handbook for Ceramic Tile Installation
TREE CARE | NDUSTRY ASSOCI ATI ON (TCl A)
TCl A A300P1 (2008) ANSI A300 Partl: Tree Care QOperations -
Trees, Shrubs and O her Wody Pl ant Mi nt enance
Standard Practices - Pruning
TCI A 7133.1 (2006) American National Standard for
Arboricultural Operations - Pruning, Repairing,
Mai nt ai ni ng, and Renoving Trees, and Cutting Brush
- Safety Requirenents

TRUSS PLATE | NSTI TUTE (TPI)

TP 1 (2002) National Design Standard for Metal Plate
Connected Wod Truss Construction; Commentary and
Appendi ces

TPI H B (1991) Commentary and Recommendati ons for Handl i ng,
Installing and Bracing Metal Plate Connected Wod
Trusses

TUBULAR EXCHANGER MANUFACTURERS ASSOCI ATI ON ( TEMA)

TEMA Stds (2007) Standards of the Tubul ar Exchange
Manuf act urers Associ ation ( TEMA)

TURFGRASS PRODUCERS | NTERNATI ONAL ( TPI)
TPl GSS (1995) Cuideline Specifications to Turfgrass Soddi ng

U S. AR FORCE (USAF)

AF 48-1 (2005, Change 2009) Respiratory Protection Program

AF 91-501 (2004) Air Force Consolidated Cccupational Safety
St andard

AFl 32-1053 (2009) Integrated Pest Managenent Program

AFl 91-202 (1998; Change 2009) US Air Force M shap Prevention
Program

AFOSHSTD 91- 38 (1997) Hydrocarbon Fuels - General

U 'S. ARMY (DA)
DA AR 200-1 (2007) Environnmental Protection and Enhancenent

DA AR 55-80 (2003) DOD Transportation Engi neering Program
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DA PAM 385- 64

(1999) Ammuni tion and Expl osi ves Safety Standards

U S. ARWY CENTER FOR HEALTH PROMOTI ON AND PREVENTI VE MEDI Cl NE
( USACHPPM)

USACHPPM Pr ot ocol

(1993) Sanpling Protocol Building Denolition Debris
and Buil dings Painted with Lead-Based Pai nt

U S. ARW CORPS OF ENG NEERS (USACE)

CED TR G-

CERL Tech

CCE CRD-C

CCE CRD-C

CCE CRD-C

CCE CRD-C

CCE CRD-C

CCE CRD-C

CCE CRD-C

CCE CRD-C

CCE CRD-C

CCE CRD-C

CCE CRD-C

CCE CRD-C

CCE CRD-C

85-3

Rep FM 95/ 05

100

104

112

114

130

143

144

148

164

169

171

300

39

(1985) Geotechnical Descriptions of Rock and Rock
Masses

(1994) Field Evaluation of Cathodic Protection
Systens Using Ceram c- Coat ed Anodes for Lock and
Dam Gat es

(1975) Method of Sanpling Concrete Aggregate and
Aggregate Sources, and Sel ection of Mterial for
Testi ng

(1980) Method of Cal cul ation of the Fineness
Modul us of Aggregate

(1969) Method of Test for Surface Moisture in
Aggregate by Water Di spl acenent

(1997) Test Method for Soundness of Aggregates by
Freezing and Thawi ng of Concrete Speci nmens

(2001) Standard Reconmended Practice for Estimating
Scratch Hardness of Coarse Aggregate Particles

(1962) Specifications for Meters for Autonatic
I ndi cation of Mdisture in Fine Aggregate

(1992) Standard Test Method for Resistance of Rock
to Freezing and Thaw ng

(1969) Method of Testing Stone for Expansive
Br eakdown on Soaking in Ethylene dycol

(1992) Standard Test Method for Direct Tensile
Strength of Cylindrical Concrete or Mrtar Specinens

(1997) Standard Test Method for Resistance of Rock
to Wetting and Drying

(1995) Standard Test Method for Determning
Percent age of Crushed Particles in Aggregate

(1990) Specifications for Menbrane-Form ng
Conpounds for Curing Concrete

(1981) Test Method for Coefficient of Linear
Ther mal Expansi on of Concrete
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ECB

CRD- C 400

CRD-C 513

CRD-C 521

CRD- C 525

CRD- C 53

CRD- C 548

CRD-C 55

CRD-C 572

CRD-C 61

CRD- C 649

CRD- C 650

CRD- C 662

CRD-C 94

2005-10

EM 1110- 1- 1906

EM 1110- 1- 3500

EM 1110- 1- 4006

EM 1110- 2- 1424

EM 1110-2-1601

(1963) Requirenments for Water for Use in MXing or
Curing Concrete

(1974) Corps of Engineers Specifications for Rubber
Wat er st ops

(1981) Standard Test Met hod for Frequency and
Amplitude of Vibrators for Concrete

(1989) Corps of Engineers Test Method for

Eval uati on of Hot-Applied Joint Sealants for
Bubbl i ng Due to Heating

(2001) Test Method for Consistency of No-Slunp
Concrete Using the Mdified Vebe Apparatus

(1988) Standard Specification for Jet-Fuel and
Heat - Resi st ant Pref ormed Pol ychl or opr ene
El astomeric Joint Seals for Rigid Pavenents

(1992) Test Method for Wthin-Batch Uniformty of
Freshly M xed Concrete

(1974) Corps of Engineers Specifications for
Pol yvi nyl chl ori de WAt er st ops

(1989A) Test Method for Deternining the Resistance
of Freshly M xed Concrete to Washing Qut in Water

(1995) Standard Test Method for Unit Weight,
Marshall Stability, and Flow of Bitum nous M xtures

(1995) Standard Method for Density and Percent
Voi ds of Conpacted Bitum nous Pavi ng M xtures

(2009) Determining the Potential A kali-Silica
Reactivity of Conbinations of Cenentitious
Materials, LithiumN trate Adm xture and Aggregate
(Accel erated Mortar-Bar Met hod)

(1995) Corps of Engineers Specification for Surface
Ret ar der s

(2005) Scheduling Requirenents for Testing of
Mechani cal Systems in Construction Contracts

(1996) Engi neering and Design -- Soil Sanpling
(1995) Engi neering and Design -- Chenmical Gouting

(1998) Engi neering and Design -- Renoval of
Under ground Storage Tanks (USTs)

(1999; Change 1-2006; Change 2-2007) Engi neering
and Design -- Lubricants and Hydraulic Fluids

(1991; 1994 Change 1) Engineering and Design --
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EM 1110- 2- 1906

EM 1110-2-1913

EM 1110-2-2704

EM 1110- 2- 2901

EM 1110- 2- 3506

EM 200-1-1

EM 200-1-3

EM 200-1-6

EM 200-1-7

EM 385-1-1

EP 1110-1-11

EP 1110-1-19

EP 310-1-6a

EP 310-1-6b

EP 415-1-266

EP-1110-1-8

ER 1-1-11

ER 1110-1-12

ER 1110-1-263

Hydraul i ¢ Design of Flood Control Channels
(1986) Laboratory Soils Testing

(2000) Engi neering and Desi gn; Design and
Construction of Levees

(2004) Engi neering and Design -- Cathodic
Protection Systens for Civil Wrks Structures

(1997) Engi neering and Design -- Tunnels and Shafts
i n Rock

(1984) Engi neering and Design -- G outing Technol ogy

(1994) Environnmental Quality -- Validation of
Anal ytical Chenistry Laboratories

(2001) Engi neering and Design -- Requirenents for
the Preparation of Sanpling and Analysis Pl ans

(1997) Environmental Quality -- Chemical Quality
Assurance for HTRW Proj ects

(2001) Environnental Quality - Performance
Eval uation (PE) Program

(2008; Errata 1-2010; Changes 1-3 2010; Changes 4-6
2011) Safety and Heal th Requirenents Manua

(1992; Change 1 1997) Engineering and Design --
Asbest os Abat ement Qui deline Detail Sheets

(2001) A Guide to Preparing and Revi ewi ng Renedi a
Action Reports of Cost and Performance

(2006) Sign Standards Manual, VOL 1

(2006) Sign Standards Manual, VOL 2, Appendices
(2000) Resident Engi neer Managenent Gui de (REMG)
for Hazardous, Toxic, and Radi oactive Waste (HTRW

Proj ects

(2009) Construction Equi pnrent Oanership and
Qper ating Expense Schedul e

(1995) Adninistration -- Progress, Schedul es, and
Net wor k Anal ysi s Systens

(2006; Change 1) Engineering and Design -- Quality
Managenent

(1998) Engi neering and Design -- Chenical Data

Qual ity Managenent for Hazardous, Toxic,
Radi oactive Waste Renedial Activities
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ER 1110-3-1301 (1999) Engi neering and Design -- Cost Engi neering
Pol i cy Requirements for Hazardous, Toxic
Radi oactive Waste (HTRW Cost Engi neering

ER 385-1-95 (2007; Errata 2007) Safety -- Safety and Health
Requirenents for Miunitions and Expl osives of
Concern (MEC) Operations

PWIB 420-49-5 (1998) Industrial Water Treatnent Procedures

TR- 06- X (2006; Suppl ement 2009) A/E/C (Architectural,
Engi neering, and Construction) CADD Standard -
Rel ease 3.0

TR-EL-97-8 (1997) Bi oengi neering for Streanbank Erosion
Control; Report 1, CQuidelines

VETLANDS DELI NEATI ON MAN(1987) Corps of Engi neers Wetlands Delineation
Manual

U S. ARMY ENVI RONMENTAL CENTER ( USAEC)
USAEC CETHA- TS- CR- 93043 (1993) W ndrow Conposti ng Denonstration for
Expl osi ves-Contam nated Soils at the Umatilla Depot
Activity (NTI'S PB95-200119)
USAEC SFI Mt AEC- ET- CR-961(1996) Cost Report: W ndrow Conposting to Treat
Expl osi ves-Cont am nated Soils at Umatilla Arny
Depot Activity (UVDA) (NTIS AD- A318001)
USAEC SFI Mt AEC- ET- CR-970(1997) Federal Renedi ati on Technol ogi es Screening
Matrix and Reference Guide, Third Edition (NTIS
PB98- 108590)
U.S. Code
USC Title 42 The Public Health and Wl fare
U. S. DEFENSE | NTELLI GENCE AGENCY (DI A)

DIA DCID 6/9 (2002) Director of Central Intelligence Directive
No. 6/9

U. S. DEFENSE LOG STI CS AGENCY (DLA)

DLA 4145. 25 (June 2000) Storage and Handling of Liquefied and
Gaseous Conpressed Gases and Their Full and Enpty
Cylinders

DLA J4 Handbook (Part V) Federal Supply Cass Assignments (Nuneric

and Al phabetic Listing)
DLA Lock DOD Lock Program http://ww.dscp.dla.ml/gi/locks/
U S. DEPARTMENT OF AGRI CULTURE ( USDA)

AMS Seed Act (1940; R 1988; R 1998) Federal Seed Act
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Bi omass R&D Act

DOA SSIR 42

RUS 1755

RUS 202-1

RUS Bull 1728H 701
RUS Bull 1751F-205
RUS Bul|l 1751F-630
RUS Bul | 1751F-640
RUS Bull 1751F-643
RUS Bull 1751F-644
RUS Bull 1751F-815
RUS Bul | 1753F-201
RUS Bull 1753F-401
RUS Bull 1753F-601
RUS Bul | 345-50
RUS Bul | 345-65
RUS Bul | 345-67
RUS Bull 345-72
RUS Bull 345-83
US FarmBill

(2000) Bi onmass Research and Devel oprent Act

(1996) Soil Survey Investigation Report No. 42,
Soil Survey Laboratory Methods Manual, Version 3.0

Tel ecommuni cati ons Standards and Specifications for
Mat eri al s, Equi prent and Construction

(2004) List of Materials Acceptable for Use on
Systens of RUS El ectrification Borrowers

(1993) Wod Crossarnms (Solid and Lam nated),
Transm ssion Tinbers and Pol e Keys

(1987) Filled Tel ephone Cabl es (PE-39)
(1996) Design of Aerial Plant

(1995) Design of Buried Plant, Physica
Consi der ati ons

(2002) Underground Pl ant Design
(2002) Underground Pl ant Construction
(1979) Electrical Protection of CQutside Plant

(1997) Acceptance Tests of Tel ecomruni cations Pl ant
(PC-4)

(1995) Splicing Copper and Fiber Optic Cables (PC 2)

(1994) Specifications for Filled Fiber Optic Cables
( PE-90)

(1979) Trunk Carrier Systens (PE-60)
(1985) Shield Bondi ng Connectors (PE-65)

(1998) REA Specification for Filled Tel ephone
Cabl es, PE-39

(1985) Filled Splice O osures (PE-74)

(1979; Rev COct 1982) Gas Tube Surge Arrestors
( PE- 80)

(2002) U.S. FarmBill of My 2002

U. S. DEPARTMENT OF COMMERCE ( DOC)

DOC/ NI ST PS1

DOC/ NI ST PS51

(1995) Construction and Industrial Plywod with
Typi cal APA Trademar ks

(1971) Hardwood and Decorative Plywood

Page 206



DOC/ NI ST PS56

DOC/ NI ST PS58

(1973) Structural dued Lami nated Ti nber

(1973) Basic Hardboard (ANSI A135.4)

U. S. DEPARTMENT OF DEFENSE ( DOD)

DCOD 3235. 1-H

DCD 4000. 25-1-M

DCD 4500. 9-R

DCD 5100. 76-M

DCD 5220. 22-M

DCD- G- 24508

M L- A-22262

M L- A- 24179

M L- A- 25896

M L- A-3316

M L- A- 8625

M L- B- 18897

M L- G 15726

M L- G- 18480

M L- C- 24368/ 1

M L- C- 24368/ 2

(1982) Test & Evaluation of SystemReliability
Availability and Maintainability - A Priner

(2006) MLSTRIP - Mlitary Standard Requi sitioning
and | ssue Procedures

(2007) Defense Transportation Regulation - Part I1I:
Cargo Movenent

(2000) Physical Security of Sensitive Conventional
Arms, Ammunition, and Expl osives

(2006) National Industrial Security Program
Operating Manual (N SPOM

(1998; Rev A, Am 4) G ease, H gh Performance,
Mul ti purpose (Metric)

(1993; Rev B; Am 2 1996) Abrasive Blasting Media
Ship Hull Blast C eaning

(1969; Rev A; Am 2 1980; Notice 1 1987) Adhesive,
Fl exi bl e Unicellular-Plastic Thermal |nsulation

(1983; Rev E; Notice 1 1989; Notice 3 2003)
Adapt er, Pressure Fuel Servicing, Nominal 2.5 inch
di amet er

(1987; Rev C, Am 2 1990) Adhesives, Fire-Resistant,
Thermal | nsul ation

(1993; Rev F; Am 1 2003) Anodic Coatings, for
Al um num and Al um num Al | oys

(Rev F; CANC Notice 1) Boilers, Steam and Hot
Water, Watertube (Straight Bare and Finned Tube),
Cast Iron and Firebox, Packaged Type (40,000 to
35, 000, 000 BTW HR Thernal CQutput Capacity)

(198; Rev F; Am 1 1991) Copper-Nickel Alloy, Sheet,
Plate, Strip, Bar, Rod, and Wre

(1992; Rev B; Notice 2 2009) Coating Conpound,
Bi tum nous, Sol vent, Coal - Tar Base

(1987; Rev B) Connector Assenblies; Plug, Power
Transfer, Shore to Ship and Ship to Ship, 500
Vol ts, 500 Anperes, 60 Hertz, Synbol Nunmber 1160

(1987; Rev B) Connector Assenblies; Receptacle, and
Recept acl e- Cabl ed, Power Transfer, Shore to Ship
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M L- G- 83260

M L-D- 16791

M L- DTL- 12276

M L- DTL- 15024

M L- DTL- 16884

M L-DTL-17813

M L- DTL- 24441

M L- DTL- 24441/ 19

M L- DTL- 24441/ 20

M L- DTL- 24441/ 22

M L- DTL- 24441/ 29

M L- DTL- 24441/ 31

M L- DTL- 24643/ 3

M L- DTL- 24788

M L- DTL- 28840

M L- DTL- 28840/ 12

M L- DTL- 29229

and Ship to Ship, 500 Volts, 500 Anmperes, 60 Hertz,
Synbol Number 1161

(1972; Rev A; Notice 1 1996) Coupler, Hydrant Valve
GRU- 16/ e

(1990; Rev G Am 1 1993) Detergents, Ceneral
Pur pose (Liquid, Non-Ionic)

(2006; Rev E; Notice 1 2011) Varnish, Phenolic,
Baki ng

(1997; Rev F) Plates, Tags and Bands for
I dentification of Equiprment, General Specification
for

(2006; Rev L) Fuel, Naval Distillate

(2009; Rev H, Supp 1 2009) Expansion Joints, Pipe,
Metallic Bellows, General Specification for

(2009; Rev D) Paint, Epoxy-Polyam de, General
Specification for

(2009; Rev Q) Paint, Epoxy-Polyamde, Zinc Priner,
Formul a 159, Type |11

(2009; Rev B) Paint, Epoxy-Polyam de, G een Prinmer,
Formul a 150, Type |11

(2009; Rev B) Paint, Epoxy-Polyam de, Wite Formul a
152, Type |11

(2009; Rev B) Paint, Epoxy-Polyam de, G een Priner,
Formul a 150, Type IV

(2009; Rev B) Paint, Epoxy-Polyam de, Wite,
Formul a 152, Type IV

(2009; Rev E) Cable, Electrical, -20 Degrees Cto
+90 Degrees, 600 Volts, Types LSSHOF, LSDHOF,
LSTHOF, and LSFHOF

(2008; Rev A) Coupling Assenbly, Sem -Dry-Break,
Qui ck- Di sconnect Fuel Wth or Wthout Continuity
Swi tch

(2010; Rev C; Am 1 2010) Connectors, Electrical,
Crcul ar Threaded, Hi gh Density, H gh Shock,
Shi pboard, O ass D, General Specification

(2009; Rev E) Connectors, Electrical, Screw
Threads, Hi gh Density, H gh Shock, Shipboard, Crinp
Cont acts Receptacle, Box Munting, Casses D, DS,
P, T and zZ

(Rev B, Notice 1) Switches and Frogs, Track,
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M L-DTL- 32101

M L- DTL- 38219

M L- DTL- 5541

M L- DTL- 5624

M L- DTL- 5904

M L- DTL- 7830

M L- DTL- 82020

M L- DTL-83133

M L- DTL- 83413

M L- DTL- 83413/ 4

M L- DTL- 83413/ 7

M L-E-17814

M L- F- 18280

M L- F- 24385

M L-F- 29177

M L- H 15021

Fabricated, for Portal Cranes

(2006; Rev A; Am 1 2011) Carbon, Activated,

| mpr egnat ed,

Copper - si | ver - Zi nc- Mol ybdenum Tri et hyl enedi am ne
(ASZM TEDA)

(1998; Rev D) Turbine Fuel, Low Volatility, JP-7

(2006; Rev F) Chenical Conversion Coatings on
Al um num and Al um num Al | oys

(2004; Rev U; Notice 1 2008) Turbine Fuel,
Avi ation, G ades JP-4 and JP-5

(2010; Rev E) Light, Runway Marker, Elevated, Type
C1

(2007; Rev E) Light Assenmbly, Marker, Aircraft
Qbstruction

(1997; Rev C, Notice 1 2005) Switches and Frogs,
Track, Cast Manganese Steel, for Portal Cranes

(2010; Rev H) Turbine Fuels, Aviation, Kerosene
Type, JP-8 (NATO F-34), NATO F-35 and JP-8 + 100
(NATO F-37)

(2005; Rev B) Connectors and Assenbli es,
El ectrical, Aircraft G ounding, General
Specification for

(2010; Rev C) Connectors and Assenbli es,
El ectrical, Aircraft G ounding: Plugs, for Types |
and Il Gounding Assenblies

(2003; Rev C, Notice 1 2010) Connectors and
Assenblies, Electrical, Aircraft Gounding C anmp
Connector for Types | and Il G ounding Assenbli es,
Clip, Electrical

(Rev F; CANC Notice 1) Expansion Joints, Pipe,
Sli p- Type, Packed

(Rev F; Supp 1; CANC Notice 1) Fittings, Flareless
Tube, Fluid Connection

(1992; Rev F; Am 1 1994) Fire Extinguishing Agent,

Aqueous Fil m Form ng Foam (AFFF) Liquid
Concentrate, for Fresh and Seawat er

(Rev A; CANC Notice 1) Filter, Air-Extended Area,
Initial Installation

(1950; Rev A; Am 2 1959) Hook, Snap Bolt,
Swi vel - Eye, and Ri ngs
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M L- HDBK 232

M L- HDBK- 17- 3

M L- HDBK- 419

M L- HDBK- 831

M L-1-1361

M L-1-24092

M L-1-24768/ 14

M L-1-631

M L-L-26764

M L-L-26990

M L-L-29575

M L-L-7158

M L- P-21035

M L- P- 24396

M L- P- 8944

M L- PRF- 13789

M L- PRF- 15733

(1987; Rev A, Notice 1 1988; Notice 2 2000)
Red/ Bl ack Engineering - Installation Guidelines

(2002; Rev F) Composite Materials Handbook, Vol. 3,
Pol ymmer Matrix Conposites Material Usage, Design,
and Anal ysis

(1987; Rev A) Grounding, Bonding, and Shielding for
El ectroni ¢ Equi pnents and Facilities Volumes 1 of 2
Basi ¢ Theory

(1999; Basic; Notice 1 2004) Preparation of Test
Reports

(1985; Rev C, Notice 1 1991) Instrunent
Auxiliaries, Electrical Measuring: Shunts,
Resi stors and Transforners

(1993; Rev D; Supp 1993) Insul ating Varni shes and
Sol vent | ess Resins for Applications by the Dip
Process

(1992) Insulation, Plastic, Lam nated,
Ther nosetting, Cotton-Fabric-Base, Phenolic-Resin
(FBG

(1961; Rev D, Am 6 1987) Insul ation, Electrical,
Synt heti c- Resi n Conposition, Nonrigid

(1970; Rev B) Light, Marker, Airport Approach, High
Intensity, Type MB-2

(1967; Rev B; Am 2 1978) Light, Marker, Airport
Approach, High Intensity, Type M1

(1989) Light, Wave-Of, Fl ashing,
Capaci t ance- Di schar ge

(1969; Rev E; Notice 1 1991) Light, Beacon,
Rot ati ng, 24-1nch

(1991; Rev B; Notice 2 2003) Paint, H gh Zi nc Dust
Content, Gal vanizing Repair (Metric)

(1994; Rev A) Packing Material, Braided PTFE
(Pol ytetrafl uoroet hyl ene)

(1970; Rev A; Am 1 1983) Panel, Airport Lighting
Control, Ceneral Specification for

(1999; Rev E; Notice 1 2008) Strainers, Sedinent:
Pi pel i ne, Basket Type

(2010; Rev J, Supp 1 2010) Filters and Capacitors,

Radi o Frequency Interference, Ceneral Specification
for
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M L- PRF- 17331

M L- PRF- 22750

M L- PRF- 23236

M L- PRF- 23377

M L- PRF- 24021

M L- PRF- 24635

M L- PRF- 25567

M L- PRF- 32016

M L- PRF- 370

M L- PRF- 4556

M L- PRF- 52747

M L- PRF- 52748

M L- PRF- 680

M L- PRF- 6855

M L- PRF- 85285

M L- PRF-907

M L- R- 24243

M L- R-43900

M L- R-83248

(2007; Rev J; Am 1 2007) Lubricating O, Steam
Tur bi ne and CGear, Mbderate Service

(1994; Rev G Coating, Epoxy, Hi gh Solids
(2009; Rev D) Coating Systems for Ship Structures

(2007; Rev J; Am 2 2007) Priner Coatings: Epoxy,
H gh Sol i ds

(1998; Rev K) Electric Power Mnitors, External
Aircraft

(2009; Rev E) Coating Systems, Wather Resistant,
Exterior Use

(1998; Rev E; Notice 1 2005; Notice 2 2010) Leak
Det ecti on Conpound, Oxygen Systens (Metric)

(2002; Rev A) Cell, Gas Phase, Adsorber

(2002; Rev J) Hose And Hose Assenblies,
Nonmetal lic: Elastomeric, Liquid Fuel

(1998; Rev F; Am 1 1999) Coating Kit, Epoxy, for
Interior of Steel Fuel Tanks

(1996; Rev F) Nozzle Assenbly, Closed-Circuit
Refuel ing, Standard and Arctic Service

(1995; Rev F; Notice 1 2004; Notice 2 2010) Nozzl e,
Adapter, Closed-Circuit to Gavity Fill, Standard
and Arctic Service

(2010; Rev C) Degreasing Sol vent

(2009; Rev F) Rubber, Synthetic, Sheets, Strips,

Mol ded or Extruded Shapes, General Specification for

(2009; Rev D; Am 3 2009) Coating: Pol yurethane
Aircraft and Support Equi pnent

(2004; Rev F) Antiseize Thread Conpound, Hi gh
Tenperat ure

(1994; Rev C, Supp 1 1994; Am 1 1994) Rivets,
Bl i nd, Nonstructural, Retained Mandrel, General
specification for

(Rev B; Notice 1; CANC Notice 2) Refrigerators,
Freezers, Prefabricated, Mechanical, Commerci al,
Val k-1n

(Rev C, Notice 1; Notice 2) Rubber, Fluorocarbon

El astomer, Hi gh Tenperature, Fluid, and Conpression

Set Resi st ant
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M L-S-45180 (1984; Rev D; Notice 1 1991; Notice 2 1998) Sealing
Conpound, Gasket, Hydrocarbon Fluid and Water
Resi st ant

M L- STD- 101 (1970; Rev B) Col or Code for Pipelines & for
Conpressed Gas Cylinders

M L- STD- 108 (1985; Rev E; Am 1 1985; Notice 2 1990)
Definitions of and Basic Requirenments for
Encl osures for Electric and El ectroni c Equi pnent

M L- STD- 129 (2007; Rev P; Change 4 2007) MIlitary Marking for
Shi prent and St orage

M L- STD- 130 (2007; Rev N) ldentification Marking of U S.
Mlitary Property

M L- STD- 1399- 300 (2008; Rev B) Electric Power, Alternating Current

M L- STD- 161 (2005; Rev G Notice 1 2010) ldentification Methods

for Bul k Petrol eum Products Systens | ncl uding
Hydr ocarbon M ssile Fuels

M L- STD- 1691 (1994; Rev F) Construction and Material Schedul e
for Mlitary Medical and Dental Facilities

M L- STD- 1699 (1992; Rev B) Nondestructive Eval uation of Butt
Welds in Crane and Railroad Rails

M L- STD- 188- 124 (1998; Rev B; Notice 2 1998; Notice 3 2000)
Groundi ng, Bondi ng and Shi el ding for Conmmon Long
Haul / Tacti cal Communi cati ons Systens, |ncluding
G ound Based Conmuni cations - Electronics
Facilities and Equi pnents

M L- STD- 188-125-1 (1998; Basic; Notice 1 2005) High-Altitude
El ectromagnetic Pul se (HEMP) Protection for
Ground-Based C41 Facilities Performng Critical,
Ti me- Urgent M ssions, Part | Fixed Facilities

M L- STD- 188- 176 (1997; Notice 1) Standardized Profile for
Asynchronous Transfer Mde (ATM

M L- STD- 202 (2003; Rev G Notice 1 2003) Electronic and
El ectri cal Conponent Parts

M L- STD- 2042 (2007; Rev B; Notice 1 2007) Fiber Optic Cable
Topol ogy Installation Standard Methods for Naval
Shi ps

M L- STD- 220 (2009; Rev C) Method of Insertion Loss Measurenent

M L- STD- 282 (1995; Basic, Notice 4 1995) Filter Units,

Protective C ot hing, Gas-Msk Conmponents and
Rel at ed Products: Performance-Test Mt hods

M L- STD- 461 (2007; Rev F) Requirenents for the Control of
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M L- STD- 704

M L- STD- 810

M L- STD- 889

M L-T-152

M L-T-16420

M L-T-19646

M L-T-27535

M L-T-81772

M L-V-12003

M L-V-173

M L-V-18436

M5 17814

UFC 1-200-01

UFC 1-300-08

UFC 3-230- 08A

UFC 3-301-01

UFC 3-310-04

UFC 3-460-03

El ectromagnetic Interference Characteristics of
Subsystems and Equi pnent

(2004; Rev F; Notice 1 2008) Aircraft Electric
Power Characteristics

(2008; Rev G Environnental Engineering
Consi derati ons and Laboratory Tests

(1988; Rev B; Notice 2 1988; Notice 3 1993)
Dissimlar Metals

(1961; Rev B; Am 2 1966; Notice 2 2000; Notice 3
2006; Notice 4 2011) Treatnent, Mbisture and Fungus
Resi stant, of Conmunications, Electronic, and
Associ ated El ectrical Equi pnent

(1978; Rev K; Am 1 1988) Tube, Copper-Ni ckel All oy,

Seaml ess and Wel ded (Copper Alloy Nunbers 715 and
706)

(1990; Rev A) Thernoneter, Gas Actuated, Renote
Readi ng

(1964; Rev A, Supp 1 1964; Am 2 1965; Notice 1
1993; Notice 3 1999) Transforner, Power, |solation,
Series Circuit, Airport Lighting, General

Speci fication for

(1986; Rev B; Am 1 1991) Thinner, Aircraft Coating

(Rev F; Am 1; CANC Notice 1) Valves, Plug,
Cast-lron or Steel, Mnually Qperated

(Rev C; Am 2; CANC Notice 3) Varnish, Misture and
Fungus Resi stant (For Treatment of Conmmunications,
El ectroni c, and Associ ated Equi prent)

(1987; Rev F) Valves, Check, Bronze, Cast lron, and
St eel Body

(1972; Rev C; Am 1 2002; Notice 1 2006) Coupling,
Frangi bl e, Aviation G ound Lights

(2007; Change 2 2010) GCeneral Building Requirenents

(2009, with Change 1) Criteria for Transfer and
Accept ance of DoD Real Property

(2004) Water Supply: Water Treat nment
(2010) Structural Engi neering
(2007; Change 1) Seisnic Design for Buildings

(2003) &M Mai ntenance of Petrol eum Systens
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UFC 3-601-02 (2010) Operations and Mai ntenance: |nspection,
Testing, and Mai ntenance of Fire Protection Systens

UFC 4-010-01 (2003; Change 1 2007) DoD M nimum Antiterrorism
St andards for Buil di ngs

UFC 4-021-01 (2008; Change 1 2010) Design and O&M Mass
Notification Systens

U. S. DEPARTMENT OF ENERGY ( DOE)

DCE CE-2 (2000) How to Buy an Energy-Efficient Water-Cool ed
El ectric Chiller

DCE CE-3 (2001) How to Buy an Energy-Efficient Comerci al
Unitary Air Conditioner

DCE CE-6 (2000) How to Buy an Energy-Efficient Air-Cooled
El ectric Chiller

DCE Cl -1 (2001) How to Buy a Prem um Energy-Efficient
El ectric Motor

DCE HDBK- 1169 (2003) Nuclear Air deaning Handbook

DCE LT-4 (2000) How to Buy Energy-Efficient Exit Signs

DCE RA-1 (2000) How to Buy an Energy-Efficient Room Air
Condi ti oner

U. S. DEPARTMENT OF HOUSI NG AND URBAN DEVELOPMENT ( HUD)
HUD 6780 (1995; Errata Aug 1996;Rev Ch. 7 - 1997) Guidelines
for the Evaluation and Control of Lead-Based Paint
Hazards in Housing
U. S. DEPARTMENT OF STATE (SD)
SD Std-01.01 (1993 Rev G Amended; Inx Certified Prod/ MQg)
Certification Standard Forced Entry and Ballistic
Resi stance of Structural Systens

SD- STD- 02. 01 (2003; Rev A) Specification For Vehicle Crash Test
of Perimeter Barriers and Gates

U. S. DEPARTMENT OF TRANSPORTATI ON ( DOT)

DOT 4500. 9R Def ense Transportati on Regulation, Part 2, Cargo
Moverent, Chapter 204, Hazardous Materi al

U. S. ENVI RONVENTAL PROTECTI ON AGENCY ( EPA)
7 USC Section 136 Federal Insecticide, Fungicide, and Rodenticide Act

EPA 340/ 1-90/018 (1990) Asbest os/ NESHAP Regul at ed Asbest os
Contai ning Material s Guidance
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EPA

EPA

EPA

EPA

EPA

EPA

EPA

EPA

EPA

EPA

EPA

EPA

EPA

EPA

EPA

EPA

EPA

EPA

402- C-01-001

402- F-91-102

402- R-92- 004

402-R-92-014

402- R-93- 003

402- R-93-078

450/ 4- 80/ 023R

530- R-97- 007

530/ F- 93/ 004

540/ 2- 91/ 020A

540/ R 94-008

540/ R-92/ 071a

542- B- 98- 007

560/ 5- 85- 024

560/ 5- 86- 017

600- 4- 89- 034

600/ 4- 79/ 020

600/ 4- 90/ 027F

(2001) 1 AQ Building Education and Assessment Tool
(1 - BEAM

(1991) Building Air Quality: A Guide for Building
Owmners and Facility Managers

(1992) Indoor Radon and Radon Decay Product
Measur enment Devi ce Protocols

(1993) Radon Measurenent in School s

(1993) Protocols for Radon and Radon Decay Product
Measurenments in Hones

(1993; R 1994) Radon Mtigation Standards

(1985) Cuideline for Determ nation of Good
Engi neering Practice Stack Hei ght (Technical
Support Docunent for the Stack Hei ght Regul ations)

(1997) Best Managenent Practices (BMPs) for Soils
Treat ment Technol ogi es;, Suggested Operati onal
Guidelines to Prevent Cross-Media Transfer of
Contam nants During C eanup Activities

(1993; Rev O Updates I, I, IIA 11B, and |11
Test Methods for Evaluating Solid Waste (Vol |
IB, IC, and Il) (Sw846)

)
A,

(1991) Cuide for Conducting Treatability Studies
under CERCLA: Soil Washing: Interim Guidance

(1999) USEPA Contract Laboratory Program Nati onal
Functional Guidelines for Organic Data Review

(1992) A Cuide For Conducting Treatability Studies
Under CERCLA, Final Report

(1998) Cuide to Docunenting and Managi ng Cost and
Performance Information for Renedi ation Projects

(1985) Guidance for Controlling Asbestos-Containing
Materials in Buildings (Purple Book)

(1986) Field Manual for Gid Sanpling of PCB Spill
Sites to Verify O eanup

(1990) Handbook of Suggested Practices for the
Design and Installation of Goundwater Mnitoring
Vel ls

(1983) Methods for Chemical Analysis of Water and
Wast es

(1993) Methods for Measuring the Acute Toxicity of

Ef fl uents and Receiving Waters to Freshwater and
Mari ne Organi sms
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EPA

EPA

EPA

EPA

EPA

EPA

EPA

EPA

EPA

EPA

EPA

EPA

EPA

EPA

EPA

EPA

600/ R- 96/ 084

625- R-92-016

625- R-93-011

625/ 1- 86/ 021

625/ 6- 89/ 019

625/ 6- 89/ 021

625/ 6- 89/ 023

712- G- 98- 075

821- R-02-012

832- R-92- 005

833- R-060- 04

AP- 42

Met hod 24

SM 9223

SW 846

SW 846. 3-3

Energy Star

(1996) Cuidance for Data Quality Assessnent:
Practical Methods for Data Analysis EPA QNG 9,
QA96 versi on

(1993; Am 1994) Radon Prevention in Design and
Construction of Schools and Qther Large Buil di ngs

(1993) Radon Reduction Techni que for Existing
Det ached Houses: Technical Guidance for Active
Soi | Depressurization Systens

(1986) Design Manual :
Di si nfection

Muni ci pal WAst ewat er

(1989) Handbook: Guidance on Setting Permt
Conditions and Reporting Trial Burn Results:
Vol unme |l of the Hazardous Waste | ncineration
Qui dance Series

(1989) Handbook Hazardous Waste | ncineration
Measur ement Qui dance Manual : Volune |11 of the
Hazar dous Waste | ncinerati on Gui dance Series

(1990) Handbook: Quality Assurance/ Quality Control
(QA QC) Procedures For Hazardous WAste Incineration

(1996) Fate, Transport and Transformation Test
Gui del i nes - OPPTS 835.3100- "Aerobic Aquatic
Bi odegr adati on"

(2002) Methods for Measuring the Acute Toxicity of
Ef fl uents and Receiving Waters to Freshwater and
Mari ne Organi sms

(1992) Storm Water Managenent for Construction
Activities Devel oping Pollution Preventions and

Pl ans and Best Managenent Practices

(2000) Devel opi ng Your Storm Water Poll ution
Prevention Plan, a Quide for Construction Sites

(1995) Conpilation of Air Pollution Enission Factors
(2000) Determ nation of Volatile Matter Content,
Water Content, Density, Volume Solids, and Wi ght
Solids of Surface Coatings

(2004) Enzyne Substrate Coliform Test

(Third Edition; Update 1V) Test Methods for
Eval uating Solid Waste: Physical/Chem cal Methods

(1999, Third Edition, Update Il11-A) Test Methods
for Evaluating Solid Waste: Physical/Cheni cal
Met hods

(1992; R 2006) Energy Star Energy Efficiency
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NPDES

PL 93-523

FAA

FAA

FAA

FAA

FAA

FAA

FAA

FAA

FAA

FAA

FAA

FAA

FAA

FAA

FAA

FAA

FAA

Label i ng System

(1972; R 2005) Nationa
Eli m nati on System

Pol | ut ant Di schar ge

(1974; A 1999) Safe Drinking Water Act

U S. FEDERAL AVI ATI ON ADM NI STRATI ON ( FAA)

6850. 19

AC

AC

AC

AC

AC

AC

AC

AC

AC

AC

AC

AC

AC

AC

AC

AC

150/ 5300- 13

150/ 5320- 12

150/ 5340- 30

150/ 5345- 10

150/ 5345-12

150/ 5345-13

150/ 5345- 26

150/ 5345- 27

150/ 5345- 28

150/ 5345- 3

150/ 5345-42

150/ 5345- 43

150/ 5345- 44

150/ 5345- 45

150/ 5345- 46

150/ 5345- 47

(1978) Frangi bl e Coupling

(2009; Basic; Change 15) Airport Design

(1997, Rev C) Measurement, Construction and
Mai nt enance of Skid-Resistant Airport Pavenent
Sur f aces

(2010; Rev E) Design and Installation Details for
Airport Visual Aids

(2005; Rev F) Specification for Constant Current
Regul at ors Regul at or Mnitors

(2005; Rev E) Specification for Airport and
Hel i port Beacon

(2007; Rev B) Specification for L-841 Auxiliary
Rel ay Cabi net Assenbly for Pilot Control of Airport
Lighting Crcuits

(2008; Rev D) FAA Specification for
Recept acl e, Cabl e Connectors

L- 823 Pl ug and

(2004; Rev D) Specification for Wnd Cone Assenblies

(2005; Rev F) Precision Approach Path I ndicator
(PAPI) Systens

(2007; Rev F) Specification for
Control to Airport Lighting

L- 821 Panels for

(2006; Rev F) Specification for Airport Light
Bases, Transforner Housings, Junction Boxes and
Accessori es

(2006; Rev F) Specification for Cbstruction
Li ghti ng Equi prent

(2007; Rev H) Specification for
Si gns

Runway and Taxi way

(2007; Rev O Low Inmpact Resistant (LIR) Structures

(2009; Rev D) Specification for
Li ght Fi xtures

Runway and Taxi way

(2005; Rev B) Specification for Series to Series
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FAA

FAA

FAA

FAA

FAA

FAA

FAA

FAA

FAA

FAA

FAA

FAA

FAA

FAA

FCC

FCC

FCC

AC 150/ 5345-5

AC 150/ 5345-51

AC 150/ 5345-7

AC 150/ 5370- 10

AC 70/ 7460-1

E- 1315

E- 2159

E- 2519

E- 2628

E- 2690

E-2702

E- 2756

E- 2980

E- 982

I solation Transformers for Airport Lighting Systens

(2006; Rev B) Specification for Airport Lighting
Circuit Selector Switch

(2005; Rev A) Specification for Discharge-Type
Fl ashi ng Li ght Equi pnent

(2001; Rev E) Specification for L-824 Underground
El ectrical Cable for Airport Lighting Crcuits

(2009; Rev E) Standards for Specifying Construction
of Airports

(2007; Rev K) Cbstruction Marking and Lighting

(1967; Rev A; Am 1971) Light Base and Transforner
Housi ng

(2004; Rev E) Runway End ldentifier Lighting System
(REI'L)

(1972; Rev A) Types | and 11

(1979; Rev B) Sequenced Fl ashing Lighting System
El evated and Semi flush with Di nm ng and Monitoring

(2000; Rev A) Isolation Transformer (1500 watt) for
H gh Intensity Approach Lighting Systens

(2007; Rev A)Low Inpact Resistant (LIR) Structures
(2004; Rev B) Four Box Precision Approach Path

I ndi cator (PAPI) without Renbte Mnitoring

Subsyst em ( RVB)

(2005) Medium Intensity Approach Lighting System
with Runway Alignment |Indicator Lights (MALSR)

(2003; Rev J) PAR-56 Lanphol der

U. S. FEDERAL COMMUNI CATI ONS COWM SSI ON ( FCO)

EMC

Part 15

Part 68

(2002) FCC El ectromagnetic Conpliance Requirenents
Radi o Frequency Devices (47 CFR 15)

Connection of Term nal Equi pnent to the Tel ephone
Net work (47 CFR 68)

U.S. FEDERAL HI GHWAY ADM NI STRATI ON ( FHWA)

FHWA | F-99-025

FHWA | P-84-11

(2000) Drilled Shafts: Construction Procedures and
Desi gn Methods (with Errata Sheet)

(1984) Handbook on Design and Construction of
Drilled Shafts Under Lateral Load
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FHWA NHI - 00- 043

FHWA RD- 89- 199

FHWA SA-96-071

MJUTCD

NCHRP 350

(2004) Mechanically Stabilized Earth Walls and
Rei nforced Soil Sl opes Design and Construction
Gui del i nes (1 SDDC)

(1989) Hydraulic Stability of Articulated Concrete
Bl ock Revetnment Systens During Overtopping Fl ow

(2001) Mechanically Stabilized Earth Walls and
Rei nforced Soil Slopes: Design and Construction
Gui del i nes

(2009) Manual of Uniform Traffic Control Devices

(1993) Recommended Procedures for the Safety
Per f ormance Eval uati on of H ghway Features

U S. CENERAL SERVI CES ADM NI STRATI ON ( GSA)

CID A-A- 1689

CID A-A-1922

CI D A-A-1923

CID A-A-1924

CI D A-A-1925

CID A-A-1928

CI D A-A-203

CID A A272

CI D A-A- 2886

CID A-A- 2962

CI D A-A-3120

CI D A-A-3130

CID A-A- 344

Cl D A- A-50457

CI D A-A-50494

Cl D A- A-50502

(Rev B) Tape, Pressure-Sensitive Adhesive, (Plastic

Fi | m

(Rev A; Notice 2) Shield, Expansion (Caulking
Anchors, Single Lead)

(Rev A; Notice 2) Shield, Expansion (Lag, Machine
and Externally Threaded Wdge Bolt Anchors)

(Rev A; Notice 2) Shield, Expansion (Self Drilling
Tubul ar Expansi on Shell Bolt Anchors

(Rev A; Notice 2) Shield Expansion (Nail Anchors)
(Rev C; Notice 1) Padl ock (Conbi nation)

(Rev C, Notice 3) Paper, Kraft, Untreated

(Rev B; Notice 1) Caul ki ng Conpounds

(Rev A) Paint, Traffic, Solvent Based

(Rev A; Notice 2) Enamel, Alkyd, doss, Low VOC
Cont ent

(Rev A) Paint: For Swi nmm ng Pools
(Rev A) Paint (For Application to Wt Surfaces)
(Rev B; Notice 1) Lacquer (Cear d oss)

(Rev A; Notice 2) Valves Radiator, Heating Packl ess
Bonnett, O ass 125 PSIG

(Basic; Notice 1) Exhaust Head, Steam

(Basic) Air Conditioners, (Unitary Heat Punp), Ar
to Air (3,000 to 300,000 BTU)
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ClD

CID

CID

cl D

CID

CID

cl D

CID

CID

cl D

CID

CID

cl D

cl D

ClD

CID

ClD

cl D

CID

CID

cl D

A- A- 50504

A- A- 50541

A- A- 50543

A- A- 50544

A- A- 50545

A- A- 50553

A- A- 50555

A- A- 50558

A- A- 50559

A- A- 50560

A- A- 50561

A- A- 50562

A- A- 50565

A- A- 50566

A- A- 50568

A- A- 50573

A- A- 50696

A- A- 50879

A- A- 51145

A- A- 52128

A- A- 52557

(Basic) Analyzers, Flue-Gas, Orsat-Type, Portable

(Basic; Notice 2) Valves, Tank Float, Angle and
G obe Pattern (Inch-Pound

(Basic; Notice 2) Heaters, Convection, Steam or Hot
Vat er

(Basic; Notice 2) Radiators, Heating, Steam and Hot
Water, Cast Ilron

(Basic; Notice 2) Radiator, Heating, Baseboard
Panel , Steam and Hot Water

(Basic; Notice 1) Fitting for Conduit, Metal, Rigid
(Thick-wal |l and Thin-Vall (EMI) Type)

(Basic) Punping Units, Sewage, Duplex, Centrifugal,
Automatic Wet-Pit Type

(Basic; Notice 1) Valves, Pressure Regul ating, Steam

(Basic; Notice 1) Val ves, Tenperature-Regulating
(Thernostatically Controll ed)

(Basic) Punps, Centrifugal, Water Circul ating,
El ectric-Mtor-Driven

(Basic) Punps, Rotary, Power-Driven, Viscous Liquids
(Basic) Punp Units, Centrifugal, Water, Horizontal;
Ceneral Service and Boil er-Feed: Electric-Mtor or

St eam Tur bi ne-Dri ven

(Basic) Cabinet, Storage; Wardrobe, Three Drawer

(Basic) Monitoring Devices, Em ssion, Stack Rel ated

(Basic; Notice 1) Gages, Liquid Level Measuring,
Tank

(Basic) Water Softener Unit, Line-Soda Type

(Basic) Reels, Static Discharge, G ounding, 50 and
75 Foot Cabl e Lengths

(Rev A) Sterilization Test Strip Set, Bacteri al
Spor e

(Rev D; Notice 1) Flux, Soldering, Non-Electronic,
Paste and Liquid

(Basic) Shelving, Storage, Stationary and Mobil e,
Food Storage

(Rev A, Notice 1) Fuel G, Diesel; for Posts,
Canps and Stations
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ClD

CID

cl D

cl D

ClD

CID

CID

cl D

cl D

CID

CID

cl D

CID

CID

CID

cl D

A- A- 55614

A- A- 55615

A- A- 55619

A- A- 58092

A- A-59213

A- A-59222

A- A- 59223

A- A- 59224

A- A- 59249

A- A- 59326

A- A- 59502

A- A- 59617

A- A- 60001

A- A- 60003

A- A- 60005

A- A- 857

FED- STD- 141

FED- STD- 209

FED- STD- 228

FED- STD- 313

FED- STD- 595

FS AA-D-600

(Basic; Notice 2) Shield, Expansion (Non-Drilling
Expansi on Anchor s)

(Basic; Notice 2) Shield, Expansion (Wod Screw and
Lag Bolt Sel f-Threadi ng Anchors

(Rev C) Casters, Industrial, Heavy Duty
(Basic) Tape, Antiseize, Polytetrafl uoroethyl ene
(Rev A) Splice Connectors

(Basic; Notice 1) Fans, Centrifugal, Draft, Forced
and | nduced

(Basic; Notice 1) Cooling Towers, Liquid
(Basic; Notice 2) Meters, Fluid Quantity Volunetric

(Basic; Notice 1) Filters, Fluid, Pressure,
Feedwat er

(Rev C) Ceneral Specification For Coupling Hal ves,
Qui ck- Di sconnect, Cam Locki ng Type

(Basic) Plastic Sheet, Polycarbonate

(Basic) Unions, Brass or Bronze, Threaded Pi pe
Connections and Sol der-Joint Tube Connecti ons

(Basic) Traps, Steam
(Basic) Partitions, Toilet, Conplete

(Basic; Notice 2) Frames, Covers, Gratings, Steps,
Sunp And Catch Basin, Mnhole

(Rev B, Notice 3) Thinner, Dope and Lacquer
(Cellulose Nitrate)

(Rev D; Am 1) Paint, Varnish, Lacquer and Rel ated
Materials: Methods of Inspection, Sanmpling and
Testi ng

(Rev C) O ean Room and Work Station Requirenents,
Control | ed Environnent

(2000) Cable and Wre, Insulated; Methods of Testing
(Rev D, Am1) Material Safety Data, Transportation
Data and Di sposal Data for Hazardous Materials

Furni shed to Government Activities

(Rev C) Colors Used in Governnent Procurenent

(Rev D, Am1; Am 4) Door, Vault, Security
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FS

FS

FS

FS

FS

FS

FS

FS

FS

FS

FS

FS

FS

FS

FS

FS

FS

FS

FS

FS

AA- L- 00486

CCC- G429

CCC- G- 467

CCC- W 408

F- B- 2902

F- B- 2903

F- B- 2909

F- B-2910

F- F- 2901

F- F- 351

F- P-2908

F- T- 2907

F- V- 2906

FF- B- 588

FF- S- 325

HH-1-558

L- G- 530

L-S 125

MW L- 736

MW L-751

(Rev J) Lockers, dothing, Steel

(Rev F; Notice 1) Coth, Gsnaburg, Cotton

(Rev C) doth, Burlap, Jute (or Kenaf)

(Rev D; Notice 1) Wallcovering, Vinyl Coated
(Basic; Notice 1) Boilers, Steam Watertube (Bent
Tube, Multi-Drum and Cross Drun) Packaged Type
(10,000,000 to 125,000,000 BTU HR Thermal Cut put
Capaci ty)

(Basic) Boilers, Steamand or Water, Firetube,
Scot ch Packaged Type (320,001 to 35,000,000 BTU HR
Thermal CQut put Capacity)

(Basic) Burners, Single Light G1l, Gas, and Light
O | -Gas Conbination for Packaged Heating Boilers
(up to 320,000 BTU HR Thermal CQutput Capacity)
(Basic) Burners, Single O, Gas, and Gas-QO |
Conbi nati on for Packaged Boilers (320,001 to

125, 000, 000 BTU HR Thernal Qutput Capacity)

Feeders, Boiler Water Treatnent, By-Pass and
Conpound Recei ver Types

(Rev F; Notice 1) Filters and Filter El enents,
Fluid Pressure: Lubricating Ol, Bypass and Full
FI ow

(Basic; Notice 1) punping Units, Condensate,
Return; and Boil er Feed Package

(Rev A) Tanks, Portable Hot Water Storage
(Basic) Valves, Air Venting, Steam

(Rev E; Notice 1) Bolt, Toggle: and Expansion
Sl eeve, Screw

(Int Ard 3) Shield, Expansion; Nail, Expansion; and
Nail, Drive Screw (Devices, Anchoring, Msonry)

(Rev C; Notice 1) Insulation, Blocks, Boards,

Bl ankets, Felts, Sleeving (Pipe and Tube Covering),
and Pipe Fitting Covering, Thermal (M neral Fiber,
I ndustrial Type)

(Rev C) Coating, Pipe, Thernoplastic Resin

(Rev B; Notice 1) Screening, |Insect, Nonnetallic
(Rev D) Lunber; Hardwood

(Rev H) Lunber; Softwood
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FS

FS

FS

FS

FS

FS

FS

FS

FS

FS

FS

FS

FS

FS

FS

FS

FS

FS

FS

FS

MUV A- 001993

O D 1276

OO A-373

OO A-374

QQ B- 654
RR-C- 271

RR-F-191

RR-F-191/1

RR- F-191/ 2

RR- F-191/ 3

RR- F- 191/ 4

RR- S- 331
RR-W 410
S-R-2834

S- U- 2833

SS-L-30

SS- S- 1401

SS-S-1614

SS-S-200

SS-S-210

(1978) Adhesive, Epoxy, Flexible, Filled (For
Bi ndi ng, Sealing, and G outing)

(Rev B) Disinfectant-Detergent, Ceneral Purpose
(Pine G1)

(Rev D) Air Conditioners, Single Package Type
(Rev C) Air Conditioners with Renpte Condensing
Units or Renpte Air-Cool ed, and Water - Cool ed
Condenser Units, Unitary

(Rev A; Notice 1) Brazing Alloys, Silver

(Rev F) Chains and Attachnents, Wl ded and Wl dl ess

(Rev K) Fencing, Wre and Post Metal (and Gates,
Chai n-Li nk Fence Fabric, and Accessories)

(Rev F) Fencing, Wre and Post, Metal (Chain-Link
Fence Fabric)

(Rev E) Fencing, Wre and Post, Metal (Chain-Link
Fence Gates)

(Rev E; Am 1) Fencing, Wre and Post, Metal
(Chai n-Li nk Fence Posts, Top Rails and Braces)

(Rev F) Fencing, Wre and Post, Metal (Chain-Link
Fence Accessori es)

(Rev D) Shoes: For Wod Piles
(Rev G Wre Rope and Strand
(Basic) Radiators: Heating, Steel, Miultifin Type

(Basic) Unit Heater, Air-Crculating, Steam- Hot
Wat er

(Rev D; Int Am 3) Lath and Board Products, Gypsum

(Rev C, Am 1) Seal ant, Joint,
Non- Jet - Fuel - Resi stant, Hot-Applied, for Portland
Cenent and Asphalt Concrete Pavenents

(Rev A, Am 1) Seal ants, Joint, Jet-Fuel -Resistant,
Hot - Appl i ed, for Portland Cenent and Tar Concrete
Pavenent s

(Rev E; Am1; Notice 1) Seal ant, Joint,
Two- Conponent, Jet-Bl ast-Resistant, Col d-Appli ed,
for Portland Cenment Concrete Pavenent

(Rev A, Notice 3) Sealing Conpound, Preforned
Pl astic, for Expansion Joints and Pipe Joints
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FS

FS

FS

FS

FS

FS

FS

FS

FS

FS

FS

FS

FS

FS

FS

FS

FS

FS

FS

FS

TT-B-1325

TT- G490

TT- G520

TT- E-1593

TT- E-489

TT- E-491

TT-E- 751

TT-F- 336

TT-P-115

TT-P-1952

TT- P- 28

TT-P-38

TT- P- 645

TT-S-001543

TT-V-121

UU- B- 790

W C 375

W H- 2904

WM H 191

WA P-421

(Rev D) Beads (d ass Spheres) Retro-Reflective
(Metric)

(Rev E) O eaning Methods for Ferrous Surfaces and
Pretreatnments for Organic Coatings

(Rev B; Notice 1) Coating Conpound, Bitum nous,
Sol vent Type, Underbody (for Motor Vehicles)

(Rev B) Enanel, Silicone A kyd Copol yner, d oss
(For Exterior and Interior Use)

(Rev J; Notice 2) Enamel, Alkyd, dass, Low VOC
Cont ent

(Rev C, Notice 1) Enanmel; doss, Synthetic (for
Met al and Wbod Furniture)

(Rev C) Ethyl Acetate
(Rev E; Notice 2) Filler, Wod, Paste
(Rev F) Paint, Traffic (H ghway, Wite and Yell ow)

(Rev E) Paint, Traffic and Airfield Markings,
Wat er bor ne

(Rev H) Paint, Alum num Heat Resisting (1200
Degrees F.)

(Rev E; Notice 1) Paint, Al um num Ready-M xed

(Rev B; Am 1) Priner, Paint, Z nc-Mlybdate, Al kyd
Type

(Rev A) Sealing Compound: Silicone Rubber Base

(For Cal king, Sealing, and dazing in Buildings and
O her Structures)

(Rev H, Notice 1) Varnish, Spar, Water-Resisting
(Rev A, Am1; Notice 1) Building Paper, Vegetable
Fi ber: (Kraft, Waterproofed, Water Repellent and
Fire Resistant)

(Rev D) Crcuit Breakers, Mdl ded Case, Branch
Crcuit and Service

(Basic) Heaters, Fluid, Deaerating (For Water Only)
1,000 to 1,600,000 Pounds Per Hour Capacity

(Rev E; Notice 2) Heater, Fluid, Industrial
(I nstant aneous, Steam Water Converter Type)

(Rev D; Notice 1) Pipe, Cast, Gray and Ductile
Iron, Pressure (For Water and Ot her Liquids)
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FS WV P-541 (Rev E; Am 1) Pl unbing Fixtures

FS WV S- 2739 (Basic; Notice 1) Strainers, Sedinent: Pipeline,
Water, Air, Gas, G, or Steam

FS XX- C- 2816 (Basic; Notice 1) Conpressor, Air, Reciprocating or
Rotary, Electric Mtor Driven, Stationary, 10 HP
and Larger

QPL- TNT- AP- 28 (2004) Paint, Aluminum Heat Resisting (1200
Degrees F)

U. S. GREEN BUI LDI NG COUNCI L ( USGBC)
LEED (2002; R 2005) Leadership in Energy and
Envi ronnental Design(tm G een Building Rating
System for New Construction (LEED- NC)
LEED Ref erence Cui de (2005) LEED- NC Ref erence Cuide for New Construction

U.S. NATI ONAL ARCHI VES AND RECCRDS ADM NI STRATI ON ( NARA)

10 CFR 20 Standards for Protection Against Radiation

10 CFR 430 Ener gy Conservation Program for Consuner Products

10 CFR 431 Energy Efficiency Programfor Certain Comrerci al
and | ndustrial Equi pment

15 CFR 772 Definition of Termns

15 CFR 773 Speci al Licensing Procedures

16 CFR 1201 Safety Standard for Architectural G azing Materials

16 CFR 1209 InterimSafety Standard for Cellul ose Insulation

16 CFR 1404.4 Requi renents to Provi de Performance and Techni cal

Data by Labeling - Notice to Purchasers

16 CFR 1630 Standard for the Surface Flanmability of Carpets
and Rugs (FF 1-70)

21 CFR 1020 Per f ormance Standards for 1onizing Radiation
Em tting Products

21 CFR 1040 Performance Standards for Light-Emtting Products

21 CFR 175 I ndi rect Food Additives: Adhesives and Conponents
of Coati ngs

21 CFR 701 Cosnetic Labeling

29 CFR 1904 Recordi ng and Reporting Occupational Injuries and
Il nesses
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29

29

29

29

29

29

29

29

29

29

29

29

29

29

29

29

29

29

29

29

29

29

29

29

29

29

29

29

1910

1910- SUBPART D
1910- SUBPART Q

1910- SUBPART Z

1910.

1910.

1910.

1910.

1910.

1910.

1910.

1910.

1910.

1910.

1910.

1910.

1910.

1910.

1910.

1910.

1910.

1910.

1910.

1910.

1910.

1910.

1910.

1910.

1000

1001

1018

1025

1028

106

12

120

1200

134

141

144

145

146

147

157

179

20

212

219

23

24

27

28

Qccupational Safety and Heal th Standards

Wal ki ng - Working Surfaces

Wl di ng, Cutting, and Brazing

Toxi ¢ and Hazardous Substances

Ai r Contam nants

Asbest os

I norgani ¢ Arsenic

Lead

Benzene

Fl ammabl e and Conbusti bl e Li quids

Construction Wrk

Hazar dous Waste Operations and Enmergency Response
Hazard Communi cati on

Respiratory Protection

Sani tation

Saf ety Col or Code for WMarking Physical Hazards
Acci dent Prevention Signs and Tags

Perm t-required Confined Spaces

Control of Hazardous Energy (Lock Qut/Tag CQut)
(2003) Portable Fire Extinguishers

Overhead and Gantry Cranes

Access to Enpl oyee Exposure and Medi cal Records
Saf ety Standard for Machi nery and Machi ne Guardi ng
Mechani cal Power Transmi ssion Apparat us
Guardi ng Fl oor and Wall Openings and Hol es

Fi xed I ndustrial Stairs

Fi xed Ladders

Saf ety Standards for Scaffol ding
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29

29

29

29

29

29

29

29

29

29

29

29

29

29

29

29

29

29

29

29

29

29

29

29

29

29

1910.

1910.

1915

1919

1926

1926.

1926.

1926.

1926.

1926.

1926.

1926.

1926.

1926.

1926.

1926.

1926.

1926.

1926.

1926.

1926.

1926.

1926.

1926.

1926.

1926.

306

94

103

1101

1127

1400

16

200

21

32

33

450

500

501

502

51

55

59

62

65

651

652

756

Speci fic Purpose Equi pnent and Installations
Ventilation

Confined and Encl osed Spaces and O her Dangerous
At nospheres in Shipyard Enpl oynent

Gear Certification

Saf ety and Health Regul ations for Construction
Respiratory Protection

Asbest os

Cadmi um

Cranes & Derricks in Construction

Rul es of Construction

Acci dent Prevention Signs and Tags

Saf ety Training and Educati on

Saf ety and Health Regul ations for Construction -
Definition

Access to Enpl oyee Exposure and Medi cal Records
Scaf f ol ds

Fall Protection

Duty to Have Fall Protection

Fall Protection Systens Criteria and Practices
Sani tation

Gases, Vapors, Funes, Dusts, and Msts

Hazard Communi cation

Lead

Hazar dous Waste Operations and Emergency Response
Speci fic Excavation Requirenents

Saf ety and Health Regul ati ons for Construction;

Subpart P, Excavations; Requirenments for Protective

Syst ens

St eel Erection; Beans and Col ums
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29

30

30

33

36

40

40

40

40

40

40

40

40

40

40

40

40

40

40

40

40

40

40

1926. 757

1

72

328

1191

112

117

122

122. 26

141. 80

143

150 -

152 -

171

241

243

247

258

260

261

262

262. 22

189

186

Steel Erection; Open Wb Steel Joists

M ne Safety and Health Admi nistration;
Establ i shment and Use of Oficial Enblem

Health Standards for Coal M nes

Definitions of Waters of the United States

Americans with Disabilities Act (ADA) Accessibility

Gui delines for Buildings and Facilities
Protecti on of Environment
G|l Pollution Prevention

Determ nation of Reportable Quantities for
Hazar dous Subst ances

EPA Administered Permit Prograns: The National
Pol | utant Di scharge Elinmination System

Storm Water Di scharges (Applicable to State NPDES
Programs, see section 123.25)

National Primary Drinking Water Regul ati ons;
Control of Lead and Copper; General Requirenents

Nati onal Secondary Drinking Water Regul ati ons
Pestici de Prograns

Pestici de Prograns

Certification of Pesticide Applicators

Gui delines for Disposal of Solid Waste
Guidelines for the Storage and Col | ecti on of

Resi dential, Commercial, and Institutional Solid

Wast e

Conpr ehensi ve Procurement Quideline for Products
Cont ai ni ng Recovered Materials

Subtitle D Landfill Requirenents
Hazar dous Wast e Managenent System  General
Identification and Listing of Hazardous Waste

St andards Applicable to Generators of Hazardous
Wast e

Nunber of Copies

Page 228



40

40

40

40

40

40

40

40

40

40

40

40

40

40

40

40

40

40

40

40

40

263

264

265

266

268

270

271

272

273

279

280

300

302

355

372- SUBPART D

50

50. 12

50.

58

60

61

6

St andards Applicable to Transporters of Hazardous
Wast e

St andards for Omners and Operators of Hazardous
Waste Treatnent, Storage, and Disposal Facilities

Interim Status Standards for Omers and Operators
of Hazardous Waste Treatnent, Storage, and Di sposal
Facilities

St andards for the Management of Specific Hazardous
Wast es and Specific Types of Hazardous Waste
Managenent Facilities

Land Di sposal Restrictions

EPA Administered Permit Prograns: The Hazardous
Waste Permit Program

Requi renments for Authorization of State Hazardous
Wast e Prograns

Approved State Hazardous Waste Managenent Prograns
St andards For Universal Waste Managenent

St andards for the Managenent of Used O

Techni cal Standards and Corrective Action

Requi rements for Owmers and Operators of

Under ground St orage Tanks (UST)

Nati onal G| and Hazardous Substances Pol |l ution
Conti ngency Pl an

Desi gnati on, Reportable Quantities, and Notification
Emer gency Pl anning and Notification
Speci fic Toxic Chem cal Listings

National Primary and Secondary Ambient Air Quality
St andar ds

National Primary and Secondary Ambient Air Quality
St andards for Lead

National Primary and Secondary Ambient Air Quality
St andards for PMLO

Ambient Air Quality Surveillance
St andards of Performance for New Stationary Sources

Nati onal Em ssion Standards for Hazardous Air
Pol  utants
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40

40

40

40

40

40

40

40

42

47

47

47

47

47

47

47

49

49

49

49

49

49

49

49

61- SUBPART A

61- SUBPART M

68

745

761

761

763

82

84

15

17

25

68

76

76.

90

107

171

171

172

173

173.

174

175

. 75

605

- 178

301

Ceneral Provisions
Nat i onal Em ssion Standard for Asbestos
Chem cal Accident Prevention Provisions

Lead- Based Pai nt Poi soning Prevention in Certain
Resi dential Structures

Pol ychl ori nat ed Bi phenyls (PCBs) Manufacturing,
Processing, Distribution in Cormerce, and Use
Prohi bi ti ons

Chenical Waste Landfills

Asbest os

Protection of Stratospheric Ozone

Approval of Respiratory Protective Devices

Radi o Frequency Devi ces

Construction, Mrking, and Lighting of Antenna
Structures

Satellite Comrunications

Connection of Term nal Equi pnent to the Tel ephone
Net wor k

Mul tichannel Video and Cabl e Tel evi sion Service
Techni cal Standards

Private Land Mbil e Radi o Services

Hazar dous Materials Program Procedures

General Information, Regul ations, and Definitions
Hazar dous Materials Regul ations

Hazardous Materials Table, Special Provisions,
Hazar dous Materials Comuni cations, Emergency

Response I nformation, and Traini ng Requirenents

Shi ppers - General Requirenents for Shipnments and
Packagi ngs

Shi pnent of Conpressed Gases in Cylinders and
Spheri cal Pressure Vessels

Carriage by Rai

Carriage by Aircraft
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49 CFR 176 Carriage by Vessel

49 CFR 177 Carriage by Public H ghway

49 CFR 178 Speci fications for Packagi ngs

49 CFR 179 Specifications for Tank Cars

49 CFR 192 Transportation of Natural and Other Gas by
Pi peline: M ninmum Federal Safety Standards

49 CFR 195 Transportation of Hazardous Liquids by Pipeline

CPL 2.100 (1995) Application of the Permt-Required Confined
Spaces (PRCS) Standards, 29 CFR 1910. 146

PL 102- 486 (1992) Residential Energy Efficiency Ratings

PL 109-58 Energy Policy Act of 2005 (EPAct05)

U S. NAVAL FACI LI TI ES ENG NEERI NG COMVAND ( NAVFAC)

NAVFAC A- A- 50570 (1997) Paint, Water-Borne, Acrylic O Modified
Acrylic, Sem gloss, For Metal Surfaces

NAVFAC MO 225 (1990) Industrial Water Treat nment

NAVFAC MO 324 (1992) Inspection and Certification of Boilers and

Unfired Pressure Vessels

NAVFAC P- 307 (2009; Change 1 Mar 2011; Change 2 Aug
2011) Managenent of Wi ght Handl i ng Equi prent

NAVFAC P- 355 (1992) Seismic Design for Buildings

ND OPNAVI NST 5100. 23 (2005; Rev G Navy Cccupational Safety and Health
(NAVOsH) Progr am Manual

U.S. NAVAL FACI LI TI ES ENG NEERI NG SERVI CE CENTER ( NFESC)
NFESC CR 80. 025 (1980) Testing and Eval uati on of Attack Resistance
and Hardening Retrofits of Marine Barrack
Construction Types to Small Arns Miltiple |Inpact
Thr eat
U. S. NAVAL SEA SYSTEMS COMVAND ( NAVSEA)

NAVSEA T9074- AS- G B-010/(1999; Notice 1) Requirenments for Nondestructive
Testing Met hods

QPL-19140 (2011) Lunber and Plywood, Fire-Retardant Treated
QPL- 24109 (2011) Vval ve, d obe, Angle, Quick Change Cartridge

Trim H gh Pressure (H P.) Hydraulic and Pneumatic
(Sizes 1/8 - 1-1/4 Inches)
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QPL- 26202

uL

UL

UL

uL

UL

UL

UL

UL

UL

UL

UL

UL

UL

UL

uL

UL

UL

uL

UL

(2008) Light, Marker, Airport, Sem flush, Genera
Speci fication for

UNDERWRI TERS LABORATORI ES (UL)

1002

1004-1

1008

1010

1012

1025

1029

1034

1037

1042

1059

1063

1066

1067

1069

1072

1076

1086

(2005; Reprint Jul 2007) Standard for Flexible
Met al Conduit

(2006) Electrically Operated Valves For Use in
Hazardous (C assified) Locations

(2008; Corrections 2008) Standard for Safety
Rotating El ectrical Machines

(2011) Transfer Switch Equi pnent

(2006) Receptacl e-Pl ug Conbi nations for Use in
Hazar dous (Cl assified) Locations

(2010) Power Units OQther than Cass 2
(1980; R 1990, Bul. 1991) Electric Air Heaters

(1994; Reprint May 2011) Hi gh-Intensity-Di scharge
Lanp Ball asts

(2011) Burglary-Resistant Electric Locking
Mechani sns

(1999; Reprint Dec 2009) Safety Antitheft Al arms
and Devi ces

(2009; Reprint Jun 2010) Electric Baseboard Heating
Equi prent

(2001; Reprint Cct 2010) Standard for Ternina
Bl ocks

(2006) Machi ne-Tool Wres and Cabl es

(1997; Reprint COct 2009) Low Voltage AC and DC
Power Circuit Breakers Used in Encl osures

(2011) Electrically Conductive Equi pnent and
Materials for Use in Flammbl e Anestheti zi ng
Locati ons

(2007; Reprint Jan 2009) Hospital Signaling and
Nurse Call Equi pnent

(2006; Reprint Aug 2011) Medi um Vol tage Power Cabl es

(1995; Reprint Sep 2010) Proprietary Burglar A arm
Units and Systens

(2005; Reprint Jun 2010) Standard for Househol d
Trash Conpactors

Page 232



UL

uL

UL

UL

UL

UL

UL

UL

UL

UL

UL

uL

UL

UL

UL

UL

UL

uL

UL

109

10A

10B

10C

1236

1242

1247

125

1256

1283

1286

1316

140

142

1437

1449

1479

1480

1492

(1997; Reprint May 2009) Tube Fittings for
Fl ammabl e and Conbusti bl e Fluids, Refrigeration
Service, and Marine Use

(2009) Standard for Tin-C ad Fire Doors

(2008; Reprint Apr 2009) Fire Tests of Door
Assenbl i es

(2009) Standard for Positive Pressure Fire Tests of
Door Assenblies

(2006; Reprint Jul 2011) Standard for Battery
Chargers for Charging Engine-Starter Batteries

(2006; Reprint Jul 2007) Standard for Electrica
Internediate Metal Conduit -- Stee

(2007; Reprint Jun 2011) Diesel Engines for Driving
Stationary Fire Punps

(2009; Reprint Nov 2011) Safety Flow Control Valves
for Anhydrous Ammonia and LP-Gas

(2002; Reprint Jan 2007) Fire Test of Roof Deck
Constructions

(2005; Reprint Feb 2009) El ectromagnetic
Interference Filters

(2008; Reprint Sep 2011) O fice Furnishings
(1994; Reprint May 2006) d ass-Fi ber-Reinforced
Pl astic Underground Storage Tanks for Petrol eum
Products, Al cohols, and Al cohol -Gasoline M xtures

(2006; Reprint Jan 2008) Rel ocking Devices for
Saf es and Vaults

(2006; Reprint Feb 2010) Steel Aboveground Tanks
for Flammabl e and Conbusti bl e Liquids

(2006) Electrical Analog Instrunents - Panel Board
Types

(2006; Reprint Feb 2011) Surge Protective Devices

(2003; Reprint Mar 2010) Fire Tests of
Thr ough- Penetrati on Firestops

(2003; Reprint Jun 2010) Standard for Speakers for
Fire Alarm Energency, and Conmercial and
Pr of essi onal Use

(1996; Reprint Jun 2010) Audi o-Video Products and
Accessori es
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UL

UL

UL

UL

uL

UL

UL

uL

UL

UL

UL

UL

UL

uL

UL

UL

UL

UL

UL

14B

14C

154

155

1558

1561

1569

1581

1598

1610

1635

1638

1660

1666

1684

1686

1699

1738

174

(2008) Sliding Hardware for Standard, Horizontally
Mounted Tin-C ad Fire Doors

(2006; Reprint Dec 2008) Swi ngi ng Hardware for
Standard Tin-Clad Fire Doors Mounted Singly and in
Pairs

(2005; Reprint Nov 2010) Carbon-Dioxide Fire
Exti ngui shers

(2000; Reprint Mar 2009) Standard Tests for Fire
Resi stance of Vault and File Room Doors

(1999; Reprint Apr 2010) Metal - Encl osed Low Vol t age
Power Circuit Breaker Switchgear

(2011) Dry-Type CGeneral Purpose and Power
Transforners

(1999; Reprint Cct 2011) Standard for Metal-C ad
Cabl es

(2001; Reprint Apr 2011) Electrical Wres, Cables,
and Fl exi bl e Cords

(2008; Reprint Jan 2010) Lum naires

(1998; Reprint Sep 2010) Standard for
Central -Station Burglar-Alarm Units

(1996; Reprint Jan 2010) Digital Al arm Conmuni cat or
System Units

(2001; Reprint Cct 2008) Visual Signaling
Appliances - Private Mbde Enmergency and General
Uility Signaling

(2004; Reprint Apr 2008) Liquid-Tight Flexible
Nonnetal Ii ¢ Condui t

(2007; Reprint May 2011) Test for Flanme Propagation
Hei ght of El ectrical and Optical -Fi ber Cabl es
Installed Vertically in Shafts

(2000; Reprint Aug 2009) Reinforced Thernosetting
Resin Conduit (RTRC) and Fittings

(2007; Reprint Cct 2010) Standard for Pin and
Sl eeve Configurations

(2006; Reprint Feb 2011) Arc-Fault
Crcuit-Interrupters

(2010; Reprint May 2011) Venting Systens for
Gas- Burni ng Appliances, Categories Il, Ill and IV

(2004; Reprint Jul 2011) Household Electric Storage
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uL

UL

UL

UL

UL

uL

UL

UL

UL

UL

UL

UL

uL

UL

UL

UL

uL

UL

1746

1778

181

181A

181B

1863

19

1951

197

1971

1981

198M

1995

1996

20

2017

2034

2043

2050

Tank Water Heaters

(2007) External Corrosion Protection Systens for
St eel Under ground Storage Tanks

(2005; Reprint Cct 2011) Uninterruptible Power
Syst ens

(2005; Reprint Cct 2008) Factory-Made Air Ducts and
Air Connectors

(2005; Reprint Feb 2008) Standard for C osure

Systens for Use with Rigid Air Ducts and Air
Connectors

(2005; Reprint Feb 2008) Standard for C osure
Systens for Use with Flexible Air Ducts and Air
Connectors

(2004; Reprint Aug 2008) Comuni cation Circuit
Accessori es

(2001; Reprint Jun 2008) Lined Fire Hose and Hose
Assenbl i es

(2011) Electric Plunbing Accessories

(2010; Reprint Jun 2011) Conmercial Electric
Cooki ng Appl i ances

(2002; Reprint Cct 2008) Signaling Devices for the
Hearing | npaired

(2003) Standard for Central Station Autonmation
Syst ens

(2003; Reprint Cct 2007) Standard for M ne-Duty
Fuses

(2011) Heating and Cool i ng Equi prent
(2009; Reprint Nov 2011) Electric Duct Heaters
(2010) General -Use Snap Switches

(2008; Reprint May 2011) GCeneral - Purpose Signaling
Devi ces and Systens

(2008; Reprint Feb 2009) Single and Multiple
St ati on Carbon Mnoxi de Al arns

(2008) Fire Test for Heat and Visible Snoke Rel ease
for Discrete Products and Their Accessories
Installed in Air-Handling Spaces

(2003; 4th Edition) National I|ndustrial Security
Syst ens
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UL

UL

UL

UL

UL

UL

UL

UL

UL

UL

UL

uL

UL

UL

uL

UL

UL

UL

UL

UL

207

2079

2085

209

2127

2129

214

2166

2218

228

231

246

250

262

263

268

268A

294

296

299

(2009) Refrigerant- Containing Conmponents and
Accessories, Nonelectrica

(2004; Reprint Jun 2008) Tests for Fire Resistance
of Building Joint Systens

(1997; Reprint Sep 2010) Protected Aboveground
Tanks for Flammabl e and Conbusti bl e Li quids

(2005; Reprint May 2007) Cellular Metal Floor
Raceways and Fittings

(1999; Reprint Mar 2001) Inert Gas O ean Agent
Exti ngui shing System Units

(2005; Reprint Jul 2011) Hal ocarbon C ean Agent
Fire Extinguishers

(1997; Rev thru Aug 2001) Tests for
Fl ame- Propagati on of Fabrics and Fil ns

(1999; Reprint Mar 2001) Hal ocarbon C ean Agent
Exti ngui shing System Units

(2010) UL Standard for Safety |npact Resistance of
Prepared Roof Covering Material sRef Title

(2006; Reprint Nov 2008) Door C osers-Holders, Wth
or Wthout Integral Snoke Detectors

(2008; Reprint Jun 2010) Power Qutlets

(2011; Reprint Aug 2011) Hydrants for
Fire-Protection Service

(1993; Reprint Aug 2000) Household Refrigerators
and Freezers

(2004; Reprint Cct 2011) Gate Val ves for
Fire-Protection Service

(2011) Fire Tests of Building Construction and
Materi al s

(2009) Snoke Detectors for Fire Al arm Systens

(2008; Reprint Sep 2009) Snoke Detectors for Duct
Appli cation

(1999; R 2001; R 2004; R 2005; R 2009) Access
Control System Units

(2003; Reprint Jun 2011) G| Burners

(2002; Reprint Apr 2009) Dry Chemical Fire
Exti ngui shers

Page 236



UL

UL

uL

UL

UL

uL

UL

UL

UL

uL

UL

UL

UL

UL

UL

UL

UL

UL

UL

UL

UL

UL

uL

312

325

33

330

346

353

360

38

412

4248

427

429

430

437

44

441

444

448

464

467

471

484

(2010) Check Valves for Fire-Protection Service

(2002; Reprint Cct 2011) Door, Drapery, CGate,
Louver, and W ndow Qperators and Systens

(2010) Heat Responsive Links for Fire-Protection
Servi ce

(2009) UL standard for Safety Hose and Hose
Assenbl i es for Dispensing Fl anmabl e Li qui ds

(2005; Reprint Nov 2009) Waterfl ow Indicators for
Fire Protective Signaling Systens

(1994; Reprint Nov 2011) Standard for Limt Controls

(2009; Reprint Jun 2009) Liquid-Tight Flexible
St eel Conduit

(2008; Reprint Dec 2008) Manual Signaling Boxes for
Fire Al arm Systens

(2004; Reprint Cct 2008) Standard for Arnored Cabl e
(2011) Standard for Refrigeration Unit Coolers
(2007) UL standard for Safety Fusehol ders

(2011) Refrigerating Units

(2009; Reprint Jan 2010) Electrically Operated
Val ves

(2009; Reprint Mar 2011) Standard for Waste
Di sposers

(2000; Reprint Jul 2008) Key Locks

(2010) Thernoset-Insul ated Wres and Cabl es
(2010; Reprint My 2010) Gas Vents

(2008; Reprint Apr 2010) Comuni cations Cabl es

(2007; Reprint Jan 2011) Centrifugal Stationary
Punps for Fire-Protection Service

(2009; Reprint Jan 2011) Standard for Audible
Si gnal Appliances

(2007) Goundi ng and Bondi ng Equi pnent

(2010; Reprint Sep 2011) Commercial Refrigerators
and Freezers

(2007; Reprint Nov 2009) Standard for Room Air
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UL

uL

UL

UL

UL

UL

UL

UL

UL

UL

UL

uL

UL

UL

UL

uL

UL

UL

UL

uL

486A- 486B

486C

486E

489

497

497B

498

499

50

506

507

508

5085- 3

508A

508C

510

512

514A

514B

514C

Condi ti oners
(2003; Reprint Feb 2010) Wre Connectors
(2004; Reprint Feb 2010) Splicing Wre Connectors

(2009; Reprint Apr 2010) Equi prent Wring Termnals
for Use with Al um num and/ or Copper Conductors

(2009; Reprint Jun 2011) Ml ded-Case Circuit
Br eakers, Mol ded- Case Switches, and Circuit-Breaker
Encl osur es

(2001; Reprint Apr 2009) Protectors for Paired
Conduct or Communi cation Circuits

(2004; Reprint Cct 2008) Protectors for Data
Conmuni cation Circuits

(2001; Reprint Apr 2010) Attachnent Plugs and
Recept acl es

(2005; Reprint Mar 2011) Electric Heating
Appl i ances

(2011) Surface Metal Raceways and Fittings

(2007) Enclosures for Electrical Equipnent,
Non- envi ronment al Consi derati ons

(2008; Reprint Mar 2010) Specialty Transforners
(1999; Reprint Apr 2010) Standard for Electric Fans

(1999; Reprint Apr 2010) Industrial Control
Equi pnent

(2006; Reprint May 2011) Low Voltage Transforners -
Part 3: Class 2 and Cass 3 Transforners

(2001; Reprint Feb 2010) Industrial Control Panels
(2002; Reprint Nov 2010) Power Conversion Equi pnent

(2005; Reprint Apr 2008) Polyvinyl Chloride,
Pol yet hyl ene and Rubber |nsul ating Tape

(1993; R 1993 thru 2008) Standard for Fusehol ders
(2004; Reprint Apr 2010) Metallic Qutlet Boxes

(2004; Reprint Nov 2009) Conduit, Tubing and Cable
Fittings

(1996; Reprint Novy 2011) Nonnetallic Qutlet Boxes,
Fl ush- Devi ce Boxes, and Covers
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UL

uL

UL

UL

UL

UL

UL

UL

UL

UL

UL

uL

UL

UL

uL

UL

UL

uL

UL

521

536

544

555

5558

567

574

58

580

586

595

S5A

60601-1

609

60950

626

632

634

636

(1999; Reprint May 2010) Heat Detectors for Fire
Protective Signaling Systens

(1997; Reprint Jun 2003) Flexible Metallic Hose

(1998; R 1999) Standard for Medical and Dental
Equi pnent

(2006; Reprint Sep 2011) Standard for Fire Danpers
(1999; Reprint May 2011) Snoke Danpers

(2003; Reprint Cct 2011) Emergency Breakaway
Fittings, Sw vel Connectors and Pi pe-Connection

Fittings for Petrol eum Products and LP-Gas

(2003; Reprint Apr 2010) Standard for Electric Ql
Heaters

(1996; Reprint Jul 1998) Steel Underground Tanks
for Flammabl e and Conbusti bl e Li qui ds

(2006; Reprint Jul 2009) Tests for Uplift
Resi stance of Roof Assenblies

(2009) Standard for Hi gh-Efficiency Particul ate,
Air Filter Units

(1985) Marine-Type Electric Lighting Fixtures

(2003; Reprint Aug 2008) Nonnetallic Surface
Raceways and Fittings

(2007; reprint Nov 2010) Electrical Rigid Metal
Condui t - St eel

(2003; Reprint Apr 2006) Medical Electrical
Equi prent, Part 1: Ceneral Requirenents for Safety

(1996; Reprint Sep 2010) Local Burglar Alarm Units
and Systens

(2000; Reprint Cct 2007) Safety of Information
Technol ogy Equi pnent

(2005; Reprint Nov 2010) 2-1/2 Gallon
St ored- Pressure, Water-Type Fire Extinguishers

(2000) Standard for Electrically-Actuated
Transmitters

(2007; Reprint Dec 2009) Connectors and Switches
for Use with Burglar-Al arm Systens

(1996; Reprint Jan 2010) Hol dup Alarm Units and
Syst ens
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UL

uL

UL

UL

uL

UL

UL

UL

UL

UL

UL

UL

UL

UL

UL

UL

UL

UL

UL

UL

639

641

651

651A

668

67

674

681

698

6A

705

710

719

723

726

727

731

732

746C

749

752

(2007; Reprint Jan 2010) Standard for Intrusion
Detection Units

(2010) Type L Low Tenperature Venting Systens

(2011) Standard for Schedule 40 and 80 Rigid PVC
Conduit and Fittings

(2011) Type EB and A Rigid PVC Conduit and HDPE
Condui t

(2004; Reprint Aug 2008) Hose Val ves for
Fire-Protection Service

(2009; Reprint Sep 2010) Standard for Panel boards

(2011) Electric Mtors and CGenerators for Use in
Di vision 1 Hazardous (C assified) Locations

(1999; Reprint Jan 2001) Installation and
Cl assification of Burglar and Hol dup Al arm Systens

(2006) Industrial Control Equipment for use in
Hazardous (Cl assified) Locations

(2008) Electrical Rigid Metal Conduit - Al um num
Red Brass, and Stainl ess Steel

(2004; Reprint Apr 2011) Standard for Power
Ventil ators

(1995; Reprint Jun 2010) Exhaust Hoods for
Conmer ci al Cooki ng Equi pnent

(2006; Reprint Cct 2007) Nonnetallic-Sheat hed Cabl es

(2008; Reprint Sep 2010) Test for Surface Burning
Characteristics of Building Materials

(1995; Reprint Apr 2011) Gl-Fired Boiler Assenblies

(2006; Reprint Apr 2010) Standard for Gl-Fired
Central Furnaces

(1995; Reprint Apr 2010) Standard for Gl-Fired
Unit Heaters

(1995; Reprint Apr 2010) Gl-Fired Storage Tank
Wat er Heaters

(2004; Reprint Cct 2010) Polymeric Materials - Use
in Electrical Equipnent Eval uations

(2008) Househol d Di shwashers
(2005; Reprint Jul 2011) Standard for
Bul | et - Resi sti ng Equi prent
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UL

UL

UL

uL

UL

UL

uL

UL

UL

UL

uL

UL

UL

uL

UL

UL

UL

uL

UL

UL

763

768

773

773A

778

779

789

790

795

796

797

80

817

823

827

83

842

844

845

854

(2000; Reprint Jul 2010) Standard for
Mot or - Oper at ed Commerci al Food Preparing Machi nes

(2006; Reprint Apr 2010) Standard for Comnbi nation
Locks

(1995; Reprint Mar 2002) Standard for Plug-In,
Locki ng Type Photocontrols for Use with Area
Li ghti ng

(2006; Reprint Mar 2011) Standard for Nonindustri al
Phot oel ectric Switches for Lighting Control

(2010; Reprint Aug 2011) Standard for
Mot or - Qper at ed Water Punps

(20115) Standard for Electrically Conductive
Fl oori ngs

(2004; Reprint Aug 2008) Standard for Indicator
Posts for Fire-Protection Service

(2004; Reprint Cct 2008) Standard Test Methods for
Fire Tests of Roof Coverings

(2011) Standard for Commrercial -1 ndustrial Gas
Heat i ng Equi pnent

(2010) Standard for Printed-Wring Boards
(2007) Electrical Metallic Tubing -- Steel

(2005; Reprint Jun 2011) Water Based Agent Fire
Exti ngui shers

(2007; Reprint Aug 2009) Standard for Steel Tanks
for Gl-Burner Fuels and O her Conbustible Liquids

(2001; Reprint Nov 2011) Standard for Cord Sets and
Power - Suppl y Cords

(2006; Reprint Nov 2007) Standard for Electric
Heaters for Use in Hazardous (C assified) Locations

(2008) Standard for Central-Station Al arm Servi ces
(2008) Thernopl astic-1nsul ated Wres and Cabl es

(2007; Reprint Apr 2011) Standard for Val ves for
FI ammabl e Fl ui ds

(2006; Reprint Sep 2011) Standard for Lum naires
for Use in Hazardous (C assified) Locations

(2005; Reprint Jul 2011) Mdtor Control Centers

(2004; Reprint Sep 2011) Standard for
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UL
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UL

UL
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UL

857

858

860

864

869A

87

870

873

877

886

891

894

900

913

916

921

923

924

Servi ce- Entrance Cabl es
(2009) Busways

(2005; Reprint Aug 2010) Standard for Househol d
El ectri ¢ Ranges

(2001) Pi pe Unions for Flammbl e and Conbusti bl e
Fluids and Fire-Protection Service

(2003; Reprint Jan 20110) Standard for Control
Units and Accessories for Fire Al arm Systens

(2006) Reference Standard for Service Equi pnent

(2001; Reprint Jun 2008) UL Standard for Safety
Power - Oper at ed Di spensi ng Devices for Petrol eum
Product s

(2008) Standard for Wreways, Auxiliary Gutters,
and Associated Fittings

(2007; Reprint Jan 2010) Standard for
Tenperature-1Indicating and - Regul ati ng Equi pnent

(1993; Reprint Dec 2009) Standard for Circuit

Breakers and Circuit-Breaker Enclosures for Use in
Hazardous (C assified) Locations

(1994; Reprint Nov 2005) Standard for CQutl et Boxes

and Fittings for Use in Hazardous (d assified)
Locati ons

(2005) Switchboards

(1993; Reprint Feb 2009) Standard for Switches for
Use in Hazardous (C assified) Locations

(2009) Standard for Fire Tests of Wndow Assenblies

(2004; Reprint Nov 2009) Standard for Air Filter
Units

(2006; Reprint Sep 2011) UL Standard for Safety
Intrinsically Safe Apparatus and Associ at ed
Apparatus for Use in Class I, Il, and IIl, Division
1, Hazardous (C assified) Locations

(2007; Reprint Jun 2010) Standard for Energy
Managenent Equi pnment

(2006; Reprint Jun 2010) Comercial Di shwashers

(2008; Reprint Jun 2010) Standard for M crowave
Cooki ng Appl i ances

(2006; Reprint Feb 2011) Standard for Emergency
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uL

UL

UL

UL

UL

UL

UL

UL

UL

uL

UL

UL

UL

UL

UL

UL

UL

935

94

943

96

969

96A

972

98

984

Bld vat Dir

Elec EQuip Dir

El ectrical Constructn(2011) Electrical

Fire Prot Dir

Fire Resi stance

Gs&O | Dir
VEAPD
RVSD
Subj ect 87A

Li ghti ng and Power Equi pnent

(2001; Reprint Nov 2011) Standard for
Fl uorescent - Lanp Bal | asts

(1996; Reprint Cct 2010) Standard for
Flammability of Plastic Materials for
Devi ces and Appli ances

(2006; Reprint May 2010) G ound-Fault
Crcuit-Interrupters

(2005; Reprint Cct 2010) Standard for
Prot ecti on Conponents

(1995; Reprint Nov 2008) Standard for
Label i ng Systens

(2007; Reprint Cct 2010) Standard for
Requi renents for Lightning Protection

(2006; Reprint Jul 2011) Standard for
Resi sting d azing Material Type

(2004; Reprint Jan 2011) Encl osed and
Swi t ches

Tests for
Parts in

Li ght ni ng
Mar ki ng and
Install ation
Syst ens

Bur gl ary

Dead- Fr ont

(1996; Reprint Sep 2005) Hernetic Refrigerant

Mot or - Conpr essor s

(2011) Building Materials Directory

(2011) Electrical Appliance and Utilization

Equi pnrent Directory

Construction Equi prent Directory

(2011) Fire Protection Equi pnent Directory

(2011) Fire Resistance Directory

(2011) Fl anmabl e and Conbusti bl e Li qui ds and Gases

Equi pnent Directory

(2011) Mechani cal Equi prment and Associ ated Products
Directory (online version is |isted under

Certifications at ww. ul.com

(2011) Roofing Materials and Systens Directory

(2010) Qutline of Investigation for Power-Qperated

Di spensi ng Devices for Gasoline and
Gasol i ne/ Et hanol Bl ends wi th Noni nal

Et hanol

Concentrations up to 85 Percent (EO — E85)

UNI - BELL PVC PI PE ASSOCI ATI ON ( UBPPA)
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UBPPA UNI - B- 3 (1992) Reconmended Practice for the Installation of

Pol yvi nyl Chl oride (PVC) Pressure Pipe (Noninal
D ameters 4-36 Inch)

UBPPA UNI - B- 6 (1998) Recommended Practice for Low Pressure Air

Testing of Installed Sewer Pipe

UBPPA UNI - B- 8 (2000) Recommended Practice for the Direct Tapping

of Polyvinyl Chloride (PVC) Pressure Water Pipe
(Nomi nal Dianeters 6-12 | nch)

WASHI NGTON STATE ADM NI STRATI VE CODE ( WAC)

WAC- 173- 303 Washi ngt on Danger ous Waste Regul ati ons

WAC- 246- 290 Departnment of Health Drinking Water Regul ation

WATER ENVI RONVENT FEDERATI ON ( VEEF)

VWEF MOP 11 (2007) Operation of Muinicipal Wastewater Treatnent

Pl ant s

WATER QUALI TY ASSOCI ATI ON (WWQA)

WA S-100 (2000) Residential Water Softener Testing Standard

WEST COAST LUMBER | NSPECTI ON BUREAU (WCLI B)

WCLIB 17 (2000) Standard Grading Rul es

VAP

WAPA

WAPA

VWESTERN WOOD PRESERVERS | NSTI TUTE (WAPI )

Mgt Practices (1996) Best Managenment Practices for the Use of
Treated Wod in Aquatic Environments

WESTERN WOOD PRODUCTS ASSCOCI ATI ON ( WAPA)
G5 (1998) Western Lunber Grading Rul es
Tech Qui de (2005) Lunber Technical Quide, Standards and G ading

W NDOW AND DOOR MANUFACTURERS ASSOCI ATI ON ( V\DIVR)

.S 1-A (2007) Architectural Wod Flush Doors

.S 4 (2009) Water-Repellent Preservative Non-Pressure
Treatnment for MIlwork

l.S. 6 (2008) Wod Stile and Rail Doors

™ 7 (2008) Cycle Sl am Test Method

™ 8 (2008) Hi nge Loading Test Method

W RE ROPE TECHNI CAL BOARD (WRTB)
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V\RTB (1993) Wre Rope Users Manua
WOOD MOULDI NG AND M LLWORK PRODUCERS ASSOCI ATI ON ( WWIVPA)

WIMPA VWM 6 (1987) Industry Standard for Non-Pressure Treating
of Wod M| work

WOOLMARK BUSI NESS | NTELLI GENCE (W\BI )

Wool mar k (1964) Certification for Use of 100 Percent Wbol
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