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SECTI ON 12 48 13

ENTRANCE FLOOR MATS AND FRAMES
08/17

NOTE: This gui de specification covers the
requi renents for entrance floor mats and franes.

I ndi cate on drawi ngs the | ocation, size, and shape
of mats.

Adhere to UFC 1-300-02 Unified Facilities Guide
Speci fications (UFGS) Fornmat Standard when editing
this gui de specification or preparing new project
specification sections. Edit this guide
specification for project specific requirenents by
addi ng, deleting, or revising text. For bracketed
items, choose applicable iten(s) or insert
appropriate information.

Rermove information and requirenents not required in
respective project, whether or not brackets are
present.

Conment s, suggestions and reconmended changes for
this gui de specification are wel conme and shoul d be
submitted as a Criteria Change Request (CCR.

*% *% *% *% *% *% *% *% *% *% *% *% *%%

PART 1 GENERAL

1.1 REFERENCES

NOTE: This paragraph is used to list the
publications cited in the text of the guide
specification. The publications are referred to in
the text by basic designation only and listed in
thi s paragraph by organi zation, designation, date,
and title.

Use the Reference Wzard's Check Reference feature
when you add a Reference ldentifier (RI D) outside of
the Section's Reference Article to automatically

pl ace the reference in the Reference Article. Also

SECTI ON 12 48 13 Page 2



use the Reference Wzard's Check Reference feature
to update the issue dates.

Ref erences not used in the text will automatically
be deleted fromthis section of the project

speci ficati on when you choose to reconcile
references in the publish print process.
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The publications listed below forma part of this specification to the
extent referenced. The publications are referred to within the text by the
basi ¢ designation only.

ASTM | NTERNATI ONAL (ASTM

ASTM B221 (2014) Standard Specification for A umi num
and Al um num Al | oy Extruded Bars, Rods,
Wre, Profiles, and Tubes

ASTM B221M (2013) Standard Specification for A umi num
and Al um num Al | oy Extruded Bars, Rods,
Wre, Profiles, and Tubes (Metric)

ASTM D2047 (2011) Static Coefficient of Friction of
Pol i sh- Coat ed Fl oor Surfaces as Measured
by the James Machi ne

ASTM E648 (2017) Standard Test Method for Critica
Radi ant Fl ux of Fl oor-Covering Systens
Usi ng a Radi ant Heat Energy Source

U.S. NATI ONAL ARCHI VES AND RECORDS ADM NI STRATI ON ( NARA)
36 CFR 1191 Anericans with Disabilities Act (ADA)
Accessi bility Guidelines for Buildings and
Facilities; Architectural Barriers Act
(ABA) Accessibility Guidelines
.2 SUSTAI NABI LI TY REPORTI NG

Materials in this technical specification may increase contract conpliance
with sustainability requirenents.
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NOTE: The bracketed itens are representative of
LEED materi al docunentation and requirenents that
may apply to this project. These itens should be
edited to reflect the project requirenments.

*% *% *% *% *% *% *% *% *% *%%

.2.1 EPA Conmpr ehensi ve Procurenent Guidelines

See Section 01 33 29 SUSTAI NABI LI TY REPORTI NG for requirenments associ at ed
wi t h EPA-desi gnat ed products.

.2.2 USDA Bi obased

See Section 01 33 29 SUSTAI NABI LI TY REPORTI NG for requirenments associ at ed
wi th USDA Bi obased products
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1.

3 SUBMITTALS
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NOTE: Review Subnmittal Description (SD) definitions
in Section 01 33 00 SUBM TTAL PROCEDURES and edit
the following list to reflect only the submittals
required for the project.

The @uide Specification technical editors have
designated those itens that require Government
approval, due to their conplexity or criticality,
with a "G" Generally, other submittal itens can be
reviewed by the Contractor's Quality Control

System Only add a “G to an item if the subnittal
is sufficiently inmportant or conplex in context of

t he project.

For submittals requiring Governnent approval on Arny
projects, a code of up to three characters within
the submittal tags nmay be used following the "G'
designation to indicate the approving authority.
Codes for Arny projects using the Resident
Managenment System (RMB) are: "AE" for
Architect-Engineer; "DO'" for District Ofice

(Engi neering Division or other organization in the
District OOfice); "AO" for Area Ofice; "RO for
Resident O fice; and "PO' for Project Ofice. Codes
following the "G' typically are not used for Navy,
Air Force, and NASA projects.

Use the "S" Cassification only in SD-11 C oseout
Subnmittals. An "S'" following a subnmittal item

i ndicates that the submittal is required for the
Sustai nability eNotebook to fulfill federally

mandat ed sustai nabl e requirenents in accordance with
Section 01 33 29 SUSTAI NABI LI TY REPORTI NG

Choose the first bracketed itemfor Navy, Air Force
and NASA projects, or choose the second bracketed
itemfor Arnmy projects.

*% *% *% *% *% *% *% *% *%%

Government approval is required for subnmittals with a "G' designation;
submittals not having a "G' designation are [for Contractor Quality Control
approval . ][for information only. Wen used, a designation follow ng the
"G' designation identifies the office that will review the submttal for
the Governnment.] Submittals with an "S" are for inclusion in the

Sustai nability eNotebook, in conformance to Section 01 33 29 SUSTAI NABI LI TY
REPORTI NG. Submit the followi ng in accordance with Section 01 33 00

SUBM TTAL PROCEDURES:

SD- 02 Shop Drawi ngs
Installation Drawings; CG[, [___ 1]
Detail Drawi ngs; C[, | 11

Custom Graphics Drawings; ¢, [ 1]
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SD- 03 Product Data
Entrance Floor Mats and Franmes; ¢, [___ 1]
Adhesives and Concrete Priners; G, [___ 1]
SD- 04 Sanpl es
Entrance Floor Mats and Franmes; ¢, [___ 1]
Custom Graphics; C[, [___ 1]
SD- 08 Manufacturer's Instructions
Manuf acturer's Instructions
SD- 10 Operation and Mai ntenance Data

Protection, Mintenance, and Repair Information
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NOTE: Entryways in heavy-use facilities may require
entrance mat and frane systens with a higher
structural |oading requirenent. Coordinate floor
requi renments such as recessed systens with
appropriate building designers.
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1.4 QUALI TY CONTRCL

Conply with 36 CFR 1191 Anericans with Disabilities Act (ADA) Accessibility
Guidelines for Buildings and Facilities; Architectural Barriers Act (ABA)
Accessibility Guidelines for installed entrance floor mats and franes.
Ensure that entrance floor mats and franes are slip-resistant in accordance
with  ASTM D2047, with a minimum 0.60 coefficient of friction, for

accessi ble routes and are structurally capable of withstanding a [uniform
floor load of 14 kPa 300 Ib/sq ft][wheel |oad of 160 kg/wheel 350 | b/wheel
]. Ensure that flammbility is in accordance with ASTM E648, C ass 1,
Critical Radiant Flux, mninumO0.45 watts/square neter.

1.5 DELI VERY, STORAGE, AND HANDLI NG
Deliver materials to the project site in their original packages or
containers bearing |labels clearly identifying the manufacturer, brand nane,
and quality or grade.
Store materials in their original unbroken packages or containers in the
area in which they will be installed. Unwap, inspect, and place mats at
i ndi cated | ocations. Renove all excess packing materials.

PART 2 PRODUCTS

2.1 MANUFACTURED UNI TS

2.1.1 Entrance Fl oor Mats and Franes
Submit the manufacturer's catal og data. Subnit sanples of assenbl ed

sections of floor mats showi ng corners, intersections, and other details of
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construction. Subnmt sanples of custom graphics, exposed floor mats, frame
fini shes and accessori es.

.1.1.1 Resilient-Link Mats

Provide [rubber][vinyl][rubber-tire] resilient-link mats, [9.5][11] mm
[3/8][7/16] inch thick with [gal vani zed-spring][stainless] steel wire link
rods. Ensure that nosing is vul canized and [bevel ed for surface
installation extending approximately 50 mm 2 inches around the
perineter][square for recess or mats butted one to another]. Provide mats
with steel-reinforced end trimthat is [close-weave with |ink openings of
1.6 mMmby 12 nm 1/ 16 inch by 1/2 inch][open-weave with |ink openings of 38
mmby 12 mm 1 1/2 inches by 1/2 inch].

.1.1.2 [ Rubber][Vinyl] Mats

Provide mats [6.4][9.6][1.6][__ ] mm|[1/4][3/8][1/16][ ] inches thick
with [square edges for recessed installations][bevel ed edges for surface
applications]. Provide mats with [solid sheet (no perforations) style]
[perforated style, 6 nm 1/ 4-inch dianeter on standard spaci ng] [perforated
style, 5 mmby 19 nm 3/16 inch by 3/4 inch on standard spacing][standard
pyram d design with knob back][standard w de-wal e corrugated][hi-rib,
narrow wal e corrugated] top profile and [lowrib, narrow wal e
corrugat ed] [ standard knob-base][fl at-base] bottom surface. Ensure that
mats are made of a nonslip prine-quality conpound free of cal endaring and
curing defects, and resistant to weather aging and ozone in nornal
concentrations.

.1.1.3 Coco Mats

*% *% *% *% *% *% *% *% *% *% *% *% *%%

NOTE: Coco (al so spelled cocoa) matting nakes
i deal scraper mats, which effectively renove dirt,
debris and noisture from shoes.

*% *% *% *% *% *% *% *% *% *% *% *% *%%

Provi de coco brush mats nmade of high-quality coir yarn from coconut husk
fibers. Secure mats with a heavy-duty vinyl backing, woven tightly
toget her and securely bound around the perinmeter with matching coir yarn
rope. Overall thickness is [16][19][25][32] mm [5/8 inch][3/4 inch][1
inch][1 1/4 inches].

.1.1.4 Recycl ed Rubber Tire [Tiles][ Mats]
Provi de recycled rubber tire [tiles] [mats] that are nmade fromrecycl ed
truck, bus and aircraft tires, with sidewall cords and are buffed to a
chenille finish. Ensure that the [tiles] [mats] are bonded to a woven
flexible backing to form9.5 to 11.1 nm 3/8- to 7/16- inch-thick[ 300 mm
12-inch -wide tiles][ 300 nm 12-inch-wide rolls up to 7.5 m25 feet long].
.1.1.5 Car pet - Type Mats
Provide a [nylon][pol ypropyl ene][ol efin][polyester][__ ] carpet bonded to a
3 mmto 6 mMm 1/8-inch to 1/4-inch-thick, flexible vinyl backing to form
mats that are [9.5][11] mm [3/8][7/16] inch thick with nonraveling edges.
.1.1.6 Loop Filanent Mats

Provide loop filanment vinyl material [9.5][13] nmm[3/8][1/2] inch thick,
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with [solid vinyl sheet] [foam sheet] backing. Ensure that chem cal agents
are built into the backing to reduce fungus and il dew.

2.1.1.7 Rol I -Up Mats

Provide roll-up mats with [m Il finish] [[clear][bronze]] [black]

[anodized] [__ ] alumnumtread rails spaced a naxi mum 51 mm 2 i nches on
center and running counter to the traffic flow Ensure that the mats nust
all ow debris to fall to subfloor. Ensure that tread rails are connected by
[alum nunml [vinyl] hinges and include [an aluminun] [a vinyl] edge around
the perineter and a continuous vinyl cushion

Provide [recessed] [surface] mats nounted with [carpet consisting of nylon
or polypropyl ene carpet fibers fusion-bonded to a rigid two-ply backing to
prevent fraying and supplied in continuous splice-free |l engths. Carpet has
antistatic and antistain treatnents] [carpet/bristle filament m x] [vinyl]
[abrasive tape] [poured abrasive] [recycled rubber] [serrated al um nuni
[ ] inserts.

2.1.1.8 Fl oor Gids

Provide a floor grid consisting of a series of [alum nunj[bronze] tread
rails spaced [38] [__ ] nm|[1 /2] [ ] inches on center and running
counter to the traffic flow Ensure that floor grids allow debris to fal
to the subfloor. Provide a [drain pan] [trench drain] [ ] deep. Rest
grid assenblies on a continuous vinyl cushion nounted to each continuous
foot at [__ ] on center. [Ensure that pits are [ ] deep and rest on
a continuous vinyl cushion with additional support menbers [__
center, including adjustable support legs.] [Provide a drain pan to
include a drain and a stainless-steel strainer.] For a [stainless-stee
grid, provide satin-finished stainless-steel rails [
electronically welded joints, and a stainless-steel frame [__
Provide all anchors, fasteners, accessories, and other parts required for a
compl ete installation.

2.1.1.9 Frames

[ Provi de surface-nmounted frames that have a tapered flexible vinyl edge at
least [50][38] nm[2][1 1/2] inches wide, with welded corners and attached
to the mat at all four edges.] [Ensure that surface-nmounted frames are
tapered, at least [2][1 1/2] inches wide, screwed into an opening in the
floor to create an opening for the mat to sit in.] [Provide recessed
franmes in extruded al um num Al |l oy 6061-T6 or Alloy 6063-T5 ASTM B221N

ASTM B221. Ensure that the frame depth accomobdates the mat and system
specified.] Franme color is [mill finish] [clear] [black] [[light] [rmediun
[dark] bronze] [__ ]. Ensure that edge-frane nenbers are fabricated in
single lengths or with the fewest pieces possible, with hairline joints
equal Iy spaced and pi eces spliced together by straight connecting pins.
Ensure that any conceal ed surfaces of alum num frames that contact
cenentous naterial are coated with the manufacturer's standard protective
coating. Ensure that frames include accessories and devices required for a
compl ete installation.

2.1.1.10 Tread I nsert Options
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NOTE: Tread inserts are to be specified with floor
grid systens or frames provided in two previous
par agr aphs.
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Provide tread inserts consisting of [carpet conposed of solution-dyed nylon
or pol ypropyl ene carpet fibers fusion-bonded to a rigid two-ply backing to
prevent fraying and supplied in continuous splice-free | engths; carpet has
antistatic and antistain treatnents. Ensure that pile weight is a mninmm
30 ounces per square yard] [carpet/bristle filanment mx] [vinyl] [abrasive
tape] [poured abrasive] [recycled rubber] [serrated al um num |

2.1.2 Adhesi ves and Concrete Priners

Provi de adhesives and concrete priners, where required, according to the
manuf acturer's recommendati ons.

2.1.3 Graphics

Clearly illustrate details in drawi ng of custom graphic [enbl eni
[logo][design].

2.1. 4 Col or and Size
Ensure that color is in accordance with [Section 09 06 00 SCHEDULES FOR

FINISHES] [the drawings][_ ]. Ensure that the size of mat is |
indicated].

PART 3 EXECUTI ON
3.1 EXAMINATION

Conply with the manufacturer's requirenents for substrates and fl oor
conditions affecting installation of floor mats and franes. Ensure that
all unsatisfactory conditions have been corrected before installation

3.2 INSTALLATION

Subnmit detail draw ngs, and custom graphics drawi ngs as required. Provide
installation drawings. Provide the nmanufacturer's protection, nmintenance,
and repair information.

Install floor mats and franes according to manufacturer's instructions.

Set mat tops at the height recommended by the manufacturer for the nost
effective cleaning action. Provide clearance between bottons of doors and
tops of mats. [Coordinate recess frane installation with concrete
construction to ensure that frame anchorage is correct and that the base is
level and flat. Install grout and fill around frames and, if required to
set mat tops at proper elevations, in recesses under mats. Finish grout
and fill snmooth and | evel.]

-- End of Section --
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