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**************************************************************************
NOTE:   Thi s gui de speci f i cat i on cover s t he 
r equi r ement s f or  det ent i on f ur ni t ur e,  and 
accessor i es f or  use i n br i gs and det ent i on f aci l i t i es.

Adher e t o UFC 1- 300- 02 Uni f i ed Faci l i t i es Gui de 
Speci f i cat i ons ( UFGS)  For mat  St andar d when edi t i ng 
t hi s gui de speci f i cat i on or  pr epar i ng new pr oj ect  
speci f i cat i on sect i ons.   Edi t  t hi s gui de 
speci f i cat i on f or  pr oj ect  speci f i c  r equi r ement s by 
addi ng,  del et i ng,  or  r evi s i ng t ext .   For  br acket ed 
i t ems,  choose appl i cabl e i t em( s)  or  i nser t  
appr opr i at e i nf or mat i on.

Remove i nf or mat i on and r equi r ement s not  r equi r ed i n 
r espect i ve pr oj ect ,  whet her  or  not  br acket s ar e 
present.

Comment s,  suggest i ons and r ecommended changes f or  
t hi s gui de speci f i cat i on ar e wel come and shoul d be 
submi t t ed as a Cr i t er i a Change Request  ( CCR) .

**************************************************************************

**************************************************************************
NOTE:   The f ol l owi ng i nf or mat i on shal l  be shown on 
t he pr oj ect  dr awi ngs:

1.   Show det ai l s  on dr awi ngs and coor di nat e wi t h 
specification.

2.   Locat i ons of  each pi ece of  f ur ni t ur e and 
accessory.

**************************************************************************

PART 1   GENERAL

1. 1   REFERENCES

**************************************************************************
NOTE:   Thi s par agr aph i s used t o l i s t  t he 
publ i cat i ons c i t ed i n t he t ext  of  t he gui de 
speci f i cat i on.  The publ i cat i ons ar e r ef er r ed t o i n 
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t he t ext  by basi c desi gnat i on onl y and l i s t ed i n 
t hi s par agr aph by or gani zat i on,  desi gnat i on,  dat e,  
and t i t l e.
 
Use t he Ref er ence Wi zar d' s Check Ref er ence f eat ur e 
when you add a Ref er ence I dent i f i er  ( RI D)  out s i de of  
t he Sect i on' s Ref er ence Ar t i c l e t o aut omat i cal l y  
pl ace t he r ef er ence i n t he Ref er ence Ar t i c l e.   Al so 
use t he Ref er ence Wi zar d' s Check Ref er ence f eat ur e 
t o updat e t he i ssue dat es.
 
Ref er ences not  used i n t he t ext  wi l l  aut omat i cal l y  
be del et ed f r om t hi s sect i on of  t he pr oj ect  
speci f i cat i on when you choose t o r econci l e 
r ef er ences i n t he publ i sh pr i nt  pr ocess.

**************************************************************************

The publ i cat i ons l i s t ed bel ow f or m a par t  of  t hi s speci f i cat i on t o t he 
ext ent  r ef er enced.   The publ i cat i ons ar e r ef er r ed t o wi t hi n t he t ext  by t he 
basi c desi gnat i on onl y.

ASTM I NTERNATI ONAL ( ASTM)

ASTM A36/ A36M ( 2014)  St andar d Speci f i cat i on f or  Car bon 
St r uct ur al  St eel

1. 2   SUBMITTALS

**************************************************************************
NOTE:   Revi ew Submi t t al  Descr i pt i on ( SD)  def i ni t i ons 
i n Sect i on 01 33 00 SUBMI TTAL PROCEDURES and edi t  
t he f ol l owi ng l i s t  t o r ef l ect  onl y t he submi t t al s 
r equi r ed f or  t he pr oj ect .

The Gui de Speci f i cat i on t echni cal  edi t or s have 
desi gnat ed t hose i t ems t hat  r equi r e Gover nment  
appr oval ,  due t o t hei r  compl exi t y  or  cr i t i cal i t y ,  
wi t h a " G" .   Gener al l y,  ot her  submi t t al  i t ems can be 
r evi ewed by t he Cont r act or ' s Qual i t y Cont r ol  
Syst em.    Onl y add a “ G”  t o an i t em,  i f  t he 
submi t t al  i s  suf f i c i ent l y i mpor t ant  or  compl ex i n 
cont ext  of  t he pr oj ect .

For  submi t t al s r equi r i ng Gover nment  appr oval  on Ar my 
pr oj ect s,  a code of  up t o t hr ee char act er s wi t hi n 
t he submi t t al  t ags may be used f ol l owi ng t he " G"  
desi gnat i on t o i ndi cat e t he appr ovi ng aut hor i t y.   
Codes f or  Ar my pr oj ect s usi ng t he Resi dent  
Management  Syst em ( RMS)  ar e:   " AE"  f or  
Ar chi t ect - Engi neer ;  " DO"  f or  Di st r i c t  Of f i ce 
( Engi neer i ng Di v i s i on or  ot her  or gani zat i on i n t he 
Di st r i c t  Of f i ce) ;  " AO"  f or  Ar ea Of f i ce;  " RO"  f or  
Resi dent  Of f i ce;  and " PO"  f or  Pr oj ect  Of f i ce.   Codes 
f ol l owi ng t he " G"  t ypi cal l y  ar e not  used f or  Navy,   
Ai r  For ce,  and NASA pr oj ect s.

Use t he " S"  c l assi f i cat i on onl y i n SD- 11 Cl oseout  
Submi t t al s.   The " S"  f ol l owi ng a submi t t al  i t em 
i ndi cat es t hat  t he submi t t al  i s  r equi r ed f or  t he 
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Sust ai nabi l i t y  eNot ebook t o f ul f i l l  f eder al l y  
mandat ed sust ai nabl e r equi r ement s i n accor dance wi t h 
Sect i on 01 33 29 SUSTAI NABI LI TY REPORTI NG.

Choose t he f i r st  br acket ed i t em f or  Navy,  Ai r  For ce 
and NASA pr oj ect s,  or  choose t he second br acket ed 
i t em f or  Ar my pr oj ect s.

**************************************************************************

Gover nment  appr oval  i s  r equi r ed f or  submi t t al s wi t h a " G"  desi gnat i on;  
submi t t al s not  havi ng a " G"  desi gnat i on ar e [ f or  Cont r act or  Qual i t y  Cont r ol  
appr oval . ] [ f or  i nf or mat i on onl y.   When used,  a desi gnat i on f ol l owi ng t he 
" G"  desi gnat i on i dent i f i es t he of f i ce t hat  wi l l  r evi ew t he submi t t al  f or  
t he Gover nment . ]   Submi t t al s wi t h an " S"  ar e f or  i ncl usi on i n t he 
Sust ai nabi l i t y  eNot ebook,  i n conf or mance t o Sect i on 01 33 29 SUSTAI NABI LI TY 
REPORTI NG.   Submi t  t he f ol l owi ng i n accor dance wi t h Sect i on 01 33 00 
SUBMI TTAL PROCEDURES:

SD- 02 Shop Dr awi ngs

Mirrors

Pass wi ndow

Gr ab bar s

Pi st ol  l ocker

Saf et y c l ot hes hooks

Key cabi net

Bunks

Di ni ng t abl e

Seats

  I ncl ude det ai l s  of  f r ames,  condi t i ons of  openi ngs,  det ai l s  of  
const r uct i on,  l ocat i on and i nst al l at i on r equi r ement s of  har dwar e 
and r ei nf or cement s,  and det ai l s  of  j oi nt s and connect i ons showi ng 
s i zes and l ocat i ons of  wel ds.  I ndi cat e f abr i cat i on,  er ect i on,  
anchor age,  and accessor i es.

1. 3   DELI VERY,  STORAGE,  AND HANDLI NG

Del i ver  f ur ni t ur e and accessor i es i n packagi ng t o pr ovi de pr ot ect i on dur i ng 
t r ansi t  and j ob st or age.   Leave i n unopened or i gi nal  cont ai ner s,  c l ear l y 
l abel ed f or  l ocat i on of  i nst al l at i on.

PART 2   PRODUCTS

2. 1   MATERIAL

St eel  pl at e,  ASTM A36/ A36M.

2. 2   MIRRORS

a.   Mi r r or  shal l  be 0. 8 mm 0. 031 i nches t hi ck sheet  st eel ,  hi ghl y pol i shed 
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and br i ght  chr ome pl at ed.

b.   Fr ame shal l  be 16 gage col d- f i ni shed st eel  wi t h 8 mm 5/ 16 i nch i nner  
and out er  f l anges.

c.   Mi r r or  s i ze shal l  be appr oxi mat el y 200 by 250 mm 8 by 10 i nches wi t h 
over al l  s i ze of  appr oxi mat el y 250 by 290 mm 10 by 11 1/ 2 i nches.

d.   Pr ovi de one f r amed mi r r or  over  l avat or y i n each pr i soner  housi ng ar ea.

2. 3   PASS WI NDOW

Wi ndow shal l  consi st  of  a pass dr awer  bel ow a speaker  panel  wi t h a secur i t y 
gl azi ng panel  above.   The gl azi ng panel  shal l  be t he same t ype as t he 
adj acent  gl azi ng.   The pass dr awer  shal l  be 100 mm 4 i nches deep,  400 mm 16 
i nches wi de,  and 300 mm 12 i nches l ong and r ol l  hor i zont al l y  wi t h an 
i nt er l ocki ng hi nged cover  on bot h s i des.   The speaker  panel  shal l  be 
const r uct ed of  per f or at ed met al  ( T- 304 st ai nl ess st eel ) ,  16 gage,  5 mm 3/ 16 
i nch per f or at ed hol es,  r ect angul ar  i n shape t he f ul l  wi dt h of  t he panel ,  
wi t h 14 gage baf f l es t o pr event  di r ect  l i ne of  s i ght  f r om one si de t o t he 
ot her .   Thi s uni t  shal l  be i nt egr at ed i nt o t he hol l ow met al  of  t he adj acent  
unit.

2. 4   GRAB BARS

Pr ovi de as speci f i ed i n Sect i on 10 28 13 TOI LET ACCESSORI ES,  and i n l engt hs 
and conf i gur at i ons i ndi cat ed.

2. 5   PI STOL LOCKER UNI TS

Out er  shel l  and compar t ment  door s shal l  be 5 mm 3/ 16 i nch st eel  wi t h 
cont i nuous hi nges.   Hi nged t i l t - out  compar t ment s shal l  be appr oxi mat el y 350 
mm wi de by 90 mm deep by 150 mm 14 i nches wi de by 3 1/ 2 i nches deep by 6 
i nches hi gh l i ned wi t h mot h- pr oof ed f el t  and l ocked wi t h an i ndi v i dual l y 
keyed snapl ock.   Ent i r e uni t  shal l  be coat ed wi t h one shop coat  of  pr i mer .   
Uni t  shal l  be desi gned f or  r ecessed i nst al l at i on i n masonr y.   Uni t s  shal l  
have ni ne compar t ment s.   Locat e uni t s as i ndi cat ed.

2. 6   SAFETY CLOTHES HOOKS

Pr ovi de 6 mm 1/ 4 i nch st eel  hook and a 10 gage st eel  br acket  saf et y c l ot hes 
hook desi gned t o col l apse under  a heavy l oad.   Pr ovi de an adj ust abl e 
f r i c t i on devi ce t hat  per mi t s var i at i on of  f act or y set t i ng wi t h use of  a 
s i mpl e spanner  t ool .   Fi ni sh shal l  be cadmi um pl at e.   Pr ovi de 6 mm,  5 by 25 
mm 1/ 4 i nch,  20 by 1 i nch f l at  head spanner  machi ne scr ews t o f i t  wi del y 
spaced hol es desi gned t o r esi st  abuse.

2. 7   BUNKS

Cel l  bunks shal l  consi st  of  a bed f r ame measur i ng 1980 mm l ong by 750 mm 78 
i nches l ong by 30 i nches wi de wi t h f r ont  and back composed of  an angl e 
measur i ng 50 by 50 by 6 mm 2 by 2 i nches by 1/ 4 i nch and ends of  f r ame 
f or med by wal l  br acket s made of  20 gage st eel  sheet  f l anged 50 mm 2 i nches 
at  wal l  and l ower  edge.   Back angl e shal l  be kept  50 mm 2 i nches f r om 
wal l .   Bot t om of  bunk shal l  be made of  not  l i ght er  t han 16 gage st eel  sheet  
wi t h r ound or  squar e hol es wi t h r ounded cor ner s,  spaced as st andar d wi t h 
t he manuf act ur er .   Joi n t he ent i r e assembl y by el ect r i cal  wel di ng;  wel ds 
shal l  be of  deep penet r at i on,  cont i nuous,  and gr ound smoot h.   Pr i me bunks 
wi t h one shop coat  of  pr i mer .  Bunks shal l  be wal l  and f l oor  mount ed.
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2. 8   SEATS

Seat s shal l  be desi gned f or  wal l  mount i ng t o masonr y wal l s wi t h 6 mm 1/ 4 
i nch di amet er  by 500 mm 20 i nch l ong spanner  head scr ews i n l ead anchor .   
Seat  s i ze shal l  be appr oxi mat el y 300 mm 12 i ncheswi de by 450 mm 18 i nches 
deep;  made of  5 mm 3/ 16 i nch st eel  wi t h 40 mm 1 1/ 2 i nch f l ange f or  wal l  
mount i ng.   Seat  shal l  have one shop coat  of  pr i mer  pai nt .   Pr ovi de i n 
l ocat i ons and quant i t y i ndi cat ed.

2. 9   KEY CABI NET

**************************************************************************
NOTE:   Ver i f y l ocat i on of  dupl i cat e cabi net  wi t h t he 
Chi ef  of  Naval  Per sonnel ,  PERS- 84.

**************************************************************************

Pr ovi de f or  det ent i on l ock keys wi t h a capaci t y of  1. 75 t i mes t he number  of  
door  l ocks and a compl et e dual - t ag syst em.   Cabi net  shal l  have 
conceal ed- t ype hi nges and r ounded si des and panel s wi t h i ndi v i dual  hook and 
l abel  pocket s f or med as an i nt egr al  par t  of  t he panel .   Pr ovi de t ags of  t wo 
t ypes,  one set  f or  per manent  hol di ng of  at  l east  f our  keys.   Pr ovi de 
i ndexi ng t o r ecor d i nf or mat i on concer ni ng l ocks and keys,  al phabet i cal l y ;  
hook,  numer i cal l y ;  and mast er  key.   Fur ni sh per manent  l oan r egi st r y t o 
pr ot ect  i dent i t y  of  key bor r ower s.   Fur ni sh r ecei pt  t abs t o pr ot ect  
i dent i t y of  key bor r ower s and suppl y r ecei pt  t abs f or  t empor ar y l oan.  
Pr ovi de one cabi net  i n t he mai n cont r ol  cent er ,  and one dupl i cat e cabi net  
i n t he St at i on Secur i t y Of f i ce and one dupl i cat e cabi net  i n t he Commandi ng 
Of f i cer  Of f i ce.

2. 10   DI NI NG TABLE

Pr ovi de t abl e desi gned f or  i nst i t ut i onal  use t hat  per mi t s seat i ng i n gr oups 
of  f our .   Tabl e t op shal l  be f or med of  not  l i ght er  t han 10 gage st ai nl ess 
st eel ,  r ei nf or ced wi t h st eel  pl at e.   Cor ner s shal l  be cut  at  a 45 degr ee 
angl e.   Top,  seat ,  and l eg suppor t s shal l  be heavy wal l  squar e st eel  
t ubi ng.   Seat s shal l  be 300 mm 12 i nch di amet er  made of  hi gh st r engt h not  
l i ght er  t han 16 gage st ai nl ess st eel .   Tabl e wi t h seat s shal l  be one pi ece,  
wel ded assembl y,  wi t h wel ds neat l y f i ni shed.   Assembl y f r ami ng shal l  be 
pai nt ed,  except  f or  st ai nl ess st eel ,  wi t h one shop coat  of  pr i mer .   Tabl e 
t op shal l  be not  l ess t han 900 mm 36 i nches i n t he l east  di mensi on.   
Pr ovi de i n l ocat i ons and quant i t y  i ndi cat ed.

PART 3   EXECUTI ON

3. 1   INSTALLATION

3. 1. 1   Mirrors

Mount  1600 mm 64 i nches up t o cent er  l i ne,  and anchor  wi t h 6 mm 1/ 4 i nch 
f l at  head spanner  scr ew i n l ead masonr y anchor s.

3. 1. 2   Gr ab Bar s

I nst al l  wi t h 6 mm,  50 mm 1/ 4 i nch,  2 i nch l ong f l at  head scr ews i n masonr y 
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anchor s.   Pr ovi de a mi ni mum of  t hr ee f ast ener s per  f l ange.

3. 2   ADJUSTMENT

Adj ust  i t ems and component s of  i t ems speci f i ed i n t hi s sect i on t o ensur e 
pr oper  oper at i on.

        - -  End of  Sect i on - -
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