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NOTE: This gui de specification covers the

requi renents for specific contract requirenents for
aircraft refueling systems constructed to the

requi renents of the DoD Type II11/1V/V, and Cut'n
Cover Hydrant Refueling System Standards

Adhere to UFC 1-300-02 Unified Facilities Guide
Speci fications (UFGS) Fornmat Standard when editing
this gui de specification or preparing new project
specification sections. Edit this guide
specification for project specific requirenents by
addi ng, deleting, or revising text. For bracketed
items, choose applicable iten(s) or insert
appropriate information.

Rermove information and requirenents not required in
respective project, whether or not brackets are
present.

Conment s, suggestions and reconmended changes for
this gui de specification are wel conme and shoul d be
submitted as a Criteria Change Request (CCR.

*% *%

PART 1

*% *% *% *% *% *% *% *% *% *% *%%

GENERAL

*kkk

kkkkkkkkkkkkkkkkkkkkkkkkkhkhhkhkkkkkkkkkkkkhhhkhkhkkkkkkkkkk

NOTE: Use this Section in conjunction with UFGS

01 33 00 SUBM TTAL PROCEDURES. DoD Type IIll systens
nmust conformto Standard Design AW 078-24-28
PRESSURI ZED HYDRANT FUELI NG SYSTEM TYPE I11. DoD

Type VIV systenms nmust conformto Standard Desi gn AW
078-24- 29 PRESSURI ZED HYDRANT DI RECT FUELI NG SYSTEM
TYPE | V/V. Cut and Cover systens nust conformto

St andard Desi gn AW 078- 24- 33 UNDERGROUND VERTI CAL
STORAGE TANKS CUT AND COVER. Field fabricated ASTs
nmust conformto AW 078-24-27 ABOVEGROUND VERTI CAL
STEEL TANKS W TH FI XED ROOFS. St andards can be found
on the Wol e Buil ding Design CGuide at the follow ng
location
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1.

https://lwww.wbdg.org/ffc/dod/non-cos-standards

Subj ect Matter Expert (SME) is defined as Service
Headquarters Subject Matter Experts: Air Force -
The Air Force Fuels Facilities Subject Matter Expert
(HQ AFCEC/ COS), Arny - Headquarters, U S. Arny Corps
of Engi neers, POL-MCX Facilities Proponent (CECW EC)
through the Arny Petrol eum Center (APC), Navy/ Marine
Corps - NAVFAC PCL Facility Subject Matter Expert
(NAVFAC EXWC, Cl 11).

*% *% *% *% * *% *% *% *% *% *% *%%

1 SUBMITTALS

Provide subnmittals as specified in each individual section and obtain
approval as specified before procurement, fabrication, or delivery to the
job site. Partial subnmittals are not acceptable and will be returned

wi t hout review. Subject Matter Expert (SME) is defined as Service
Headquarters Subject Matter Experts. SME for this project is [Air Force -
The Air Force Fuels Facilities Subject Matter Expert (HQ AFCEC/ COS)[ [ Arny
- Headquarters, U S. Army Corps of Engineers, POL-MCX Facilities Proponent
(CECWEC) through the Army Petrol eum Center (APC)] [Navy/ Marine Corps -
NAVFAC POL Facility Subject Matter Expert (NAVFAC EXWC, CI11)]]]. In
addition to the definitions in Section 01 33 00 SUBM TTAL PROCEDURES, the
fol |l owi ng provisions apply:

.11 SD- 02 Shop Drawi ngs

Drawi ngs nust be a mninmum of A3 sheet[ANSI B][11 inches by 17 inches] in
size, with a mininumscale of 1:1001/8 inch per foot, except as specified
otherw se. Include floor plans, sectional views, wring diagrams, and
installation details of equipnment; and equi pnent spaces identifying and

i ndi cating proposed | ocation, |layout and arrangenment of itens of equipnent,
control panels, accessories, piping, ductwork, and other items that nust be
shown to assure a coordinated installation. Wring diagrans nust identify
circuit termnals, and indicate the internal wiring for each item of

equi pnent and the interconnection between each item of equipnent. Draw ngs
must i ndi cate adequate cl earance for operation, maintenance, and

repl acenent of operating equipnent devices. |f equiprment is disapproved,
drawi ngs nust be revised to show acceptabl e equi prent and be resubmitted.
(Prior to the conpletion of the contract, on Al sheet size[ANSI D[22 x 34
i nch] Adobe. pdf reproducible draw ngs, for each system wiring/control

di agram and approved system | ayout drawi ng nust be provided to the
Contracting Officer with the operation and mai nt enance manual s specified
herein).

.1.2 SD- 03 Product Data

Submittals for each manufactured item nust be manufacturer's descriptive
literature of catal oged products, equi prment draw ngs, diagrams, performance
and characteristic curves, and catalog cuts. The submttals nust also

i nclude the manufacturer's nanme, trade nane, catal og nodel or nunber,
nanepl ate data, size, |ayout dinensions, capacity, project specification
and paragraph reference, applicable Governnent, industry, and technica
soci ety publication references, years of satisfactory service, and ot her

i nformati on necessary to establish contract conpliance of each itemthe
Contractor proposes to provide. Photographs of existing installations and
data submitted in lieu of catalog data are not acceptable and will be
returned without approval
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1.1.2.1 St andar ds Conpl i ance

When materials or equipnent are required to conformto the standards of
organi zations such as the Anerican National Standards Institute (ANSI),
ASTM I nternational (ASTM, National Electrical Manufacturers Association
(NEMA), ASME International (ASME), Anerican Gas Association (AGA), Anerican
PetroleumInstitute (APl), Air-Conditioning and Refrigeration Institute
(ARI), and Underwiters Laboratories (UL) or equivalent, submit proof of
such conformance to the Contracting Oficer. Factory Mitual (FM listing
or CSA International (CSA) listing will be acceptable in lieu of any UL
listing requirenents. |If an organization uses a label or listing to

i ndicate conpliance with a particular standard, the | abel or listing wll
be acceptabl e evi dence, unless otherwi se specified in the individua
sections. In lieu of the label or listing, submit a certificate from an

i ndependent testing organization, which is conpetent to perform acceptabl e
test and is approved by the Contracting Oficer. The certificate nust
state that the itemhas been tested in accordance with the specified

organi zation's test methods and that the itemconforns to the specified
organi zation's standard. For materials and equi pment whose conpliance with
organi zational - standards or specifications is not regul ated by an

organi zation using its own listing or |abel as proof of conpliance, submt
a certificate of conpliance fromthe manufacturer. The certificate nust
identify the manufacturer, the product, and the referenced standard and
must sinply state that the manufacturer certifies that the product conforns
to all requirenments of the project specification and of the referenced
standards |i sted.

1.1.2.2 Manuf acturer's Installation Instructions

Where installation procedures or any part thereof are required to be in
accordance with the recomendati ons of the nmanufacturer of the materia
being installed, furnish printed copies of these recomendations prior to
installation. |Installation of the itemw |l not be allowed to proceed
until the recomendations are received. Failure to furnish these
recomendat i ons can be cause for rejection of the material

PART 2 PRODUCTS
2.1  STANDARD PRODUCTS/ SERVI CE AVAI LABI LI TY
2.1.1 Mat eri al s and Equi prment

Provide material s and equi pnment that are standard products of a

manuf acturer regul arly engaged in the manufacturer of such products, which
are of a simlar material, design and workmanship. The standard products
must have been in satisfactory comrercial or industrial use for two years
prior to [bid opening][proposal]. The two-year use nust include
applications of equiprment and naterials under simlar circunstances and of
simlar size. Contracting Oficer approval of materials with |less than two
years experience is allowed if acceptable by the design agency and SME

2.1.1.1 Experi ence Required
The two-year experience requirenent nust be satisfactorily conpleted for a

product which has been sold or is offered for sale on the comrercial market
through advertisenments, nmanufacturer's catal ogs, or brochures.
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2.1.1.2 Alternative Service Record

Products having less than a two-year field service record will be
acceptable if a certified record of satisfactory field operation for not
| ess than 6000 hours, exclusive of the manufacturer's factory or |aboratory
test, can be shown. Contracting O ficer approval of materials with |ess
than two years experience is allowed if acceptable by the design agency and
SME.

2.1.2 Servi ce Support
The equi pnent itens nust be supported by service organi zations. Subnmit a
certified list of qualified pernmanent service organi zations for support of
t he equi pnent which includes their addresses and qualifications. These
servi ce organi zati ons nust be reasonably convenient to the equipnent
installation and able to render satisfactory service to the equi pnent on a
regul ar and enmergency basis during the warranty period of the contract.
2.1.3 Manuf acturer's Nanepl ate
Provi de a nanepl ate, on each item of equi pnent, bearing the nmanufacturer's
name, address, nodel nunber, and serial number securely permanently affixed

in a conspicuous place; the naneplate of the distributing agent will not be
acceptable.

PART 3 EXECUTI ON
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