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**************************************************************************
NOTE:   Thi s gui de speci f i cat i on cover s r equi r ement s 
f or  geot ext i l es.

Adher e t o UFC 1- 300- 02 Uni f i ed Faci l i t i es Gui de 
Speci f i cat i ons ( UFGS)  For mat  St andar d when edi t i ng 
t hi s gui de speci f i cat i on or  pr epar i ng new pr oj ect  
speci f i cat i on sect i ons.   Edi t  t hi s gui de 
speci f i cat i on f or  pr oj ect  speci f i c  r equi r ement s by 
addi ng,  del et i ng,  or  r evi s i ng t ext .   For  br acket ed 
i t ems,  choose appl i cabl e i t em( s)  or  i nser t  
appr opr i at e i nf or mat i on.

Remove i nf or mat i on and r equi r ement s not  r equi r ed i n 
r espect i ve pr oj ect ,  whet her  or  not  br acket s ar e 
present.

Comment s,  suggest i ons and r ecommended changes f or  
t hi s gui de speci f i cat i on ar e wel come and shoul d be 
submi t t ed as a Cr i t er i a Change Request  ( CCR) .

**************************************************************************

PART 1   GENERAL

**************************************************************************
NOTE:   The " Geot ext i l e Engi neer i ng Manual "  by t he 
Feder al  Hi ghway Admi ni st r at i on and " Desi gni ng wi t h 
Geosynt het i cs"  by Rober t  M.  Koer ner  pr ovi de 
i nf or mat i on on desi gn cr i t er i a and exampl e 
cal cul at i ons used f or  t he desi gn of  geot ext i l es.

**************************************************************************

1. 1   MEASUREMENT

**************************************************************************
NOTE:   Del et e par agr aphs MEASUREMENT and PAYMENT 
when l ump sum bi ddi ng i s used.

**************************************************************************

Measur e t he as- bui l t  sur f ace ar ea,  cover ed by geot ext i l e,  i n squar e met er s 
yar ds.   Al l owance wi l l  be made f or  geot ext i l e i n anchor  and/ or  dr ai nage 
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t r enches but  no al l owance wi l l  be made f or  wast e,  over l aps,  damaged 
mat er i al s,  r epai r s,  or  mat er i al s used f or  t he conveni ence of  t he Cont r act or .

1. 2   PAYMENT

Geot ext i l e i nst al l ed and accept ed wi l l  be pai d f or  at  t he r espect i ve 
cont r act  uni t  pr i ce i n t he bi ddi ng schedul e.   Thi s uni t  pr i ce wi l l  i nc l ude 
t he cost  of  mat er i al s,  equi pment ,  i nst al l at i on,  t est i ng,  and ot her  cost s 
associ at ed wi t h pl acement  of  t he geot ext i l e.

1. 3   REFERENCES

**************************************************************************
NOTE:   Thi s par agr aph i s used t o l i s t  t he 
publ i cat i ons c i t ed i n t he t ext  of  t he gui de 
speci f i cat i on.   The publ i cat i ons ar e r ef er r ed t o i n 
t he t ext  by basi c desi gnat i on onl y and l i s t ed i n 
t hi s par agr aph by or gani zat i on,  desi gnat i on,  dat e,  
and t i t l e.

Use t he Ref er ence Wi zar d' s Check Ref er ence f eat ur e 
when you add a Ref er ence I dent i f i er  ( RI D)  out s i de of  
t he Sect i on' s Ref er ence Ar t i c l e t o aut omat i cal l y  
pl ace t he r ef er ence i n t he Ref er ence Ar t i c l e.   Al so 
use t he Ref er ence Wi zar d' s Check Ref er ence f eat ur e 
t o updat e t he i ssue dat es.

Ref er ences not  used i n t he t ext  wi l l  aut omat i cal l y  
be del et ed f r om t hi s sect i on of  t he pr oj ect  
speci f i cat i on when you choose t o r econci l e 
r ef er ences i n t he publ i sh pr i nt  pr ocess.

**************************************************************************

The publ i cat i ons l i s t ed bel ow f or m a par t  of  t hi s speci f i cat i on t o t he 
ext ent  r ef er enced.   The publ i cat i ons ar e r ef er r ed t o wi t hi n t he t ext  by t he 
basi c desi gnat i on onl y.

ASTM I NTERNATI ONAL ( ASTM)

ASTM D4354 ( 2012)  Sampl i ng of  Geosynt het i cs f or  
Testing

ASTM D4355/ D4355M ( 2014)  Det er i or at i on of  Geot ext i l es f r om 
Exposur e t o Li ght ,  Moi st ur e and Heat  i n a 
Xenon- Ar c Type Appar at us

ASTM D4491/ D4491M ( 2017)  St andar d Test  Met hods f or  Wat er  
Per meabi l i t y  of  Geot ext i l es by Per mi t t i v i t y

ASTM D4533/ D4533M ( 2015)  St andar d Test  Met hod f or  Tr apezoi d 
Tear i ng St r engt h of  Geot ext i l es

ASTM D4632/ D4632M ( 2015a)  Gr ab Br eaki ng Load and El ongat i on 
of  Geot ext i l es

ASTM D4751 ( 2016)  St andar d Test  Met hod f or  
Det er mi ni ng Appar ent  Openi ng Si ze of  a 
Geotextile
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ASTM D4759 ( 2011;  R 2018)  St andar d Pr act i ce f or  
Det er mi ni ng t he Speci f i cat i on Conf or mance 
of  Geosynt het i cs

ASTM D4873/ D4873M ( 2017)  St andar d Gui de f or  I dent i f i cat i on,  
St or age,  and Handl i ng of  Geosynt het i c 
Rol l s and Sampl es

ASTM D6241 ( 2014)  St andar d Test  Met hod f or  t he St at i c 
Punct ur e St r engt h of  Geot ext i l es and 
Geot ext i l e- Rel at ed Pr oduct s Usi ng a 50- mm 
Probe

1. 4   SUBMITTALS

**************************************************************************
NOTE:   Revi ew submi t t al  descr i pt i on ( SD)  def i ni t i ons 
i n Sect i on 01 33 00 SUBMI TTAL PROCEDURES and edi t  
t he f ol l owi ng l i s t  t o r ef l ect  onl y t he submi t t al s 
r equi r ed f or  t he pr oj ect .

The Gui de Speci f i cat i on t echni cal  edi t or s have 
desi gnat ed t hose i t ems t hat  r equi r e Gover nment  
appr oval ,  due t o t hei r  compl exi t y  or  cr i t i cal i t y ,  
wi t h a " G. "   Gener al l y,  ot her  submi t t al  i t ems can be 
r evi ewed by t he Cont r act or ' s Qual i t y Cont r ol  
Syst em.   Onl y add a “ G”  t o an i t em,  i f  t he submi t t al  
i s  suf f i c i ent l y i mpor t ant  or  compl ex i n cont ext  of  
t he pr oj ect .

For  submi t t al s r equi r i ng Gover nment  appr oval  on Ar my 
pr oj ect s,  a code of  up t o t hr ee char act er s wi t hi n 
t he submi t t al  t ags may be used f ol l owi ng t he " G"  
desi gnat i on t o i ndi cat e t he appr ovi ng aut hor i t y.   
Codes f or  Ar my pr oj ect s usi ng t he Resi dent  
Management  Syst em ( RMS)  ar e:   " AE"  f or  
Ar chi t ect - Engi neer ;  " DO"  f or  Di st r i c t  Of f i ce 
( Engi neer i ng Di v i s i on or  ot her  or gani zat i on i n t he 
Di st r i c t  Of f i ce) ;  " AO"  f or  Ar ea Of f i ce;  " RO"  f or  
Resi dent  Of f i ce;  and " PO"  f or  Pr oj ect  Of f i ce.   Codes 
f ol l owi ng t he " G"  t ypi cal l y  ar e not  used f or  Navy,  
Ai r  For ce,  and NASA pr oj ect s.

The " S"  f ol l owi ng a submi t t al  i t em i ndi cat es t hat  
t he submi t t al  i s  r equi r ed f or  t he Sust ai nabi l i t y  
eNot ebook t o f ul f i l l  f eder al l y  mandat ed sust ai nabl e 
r equi r ement s i n accor dance wi t h Sect i on 01 33 29 
SUSTAI NABI LI TY REPORTI NG.   Locat e t he " S"  submi t t al  
under  t he SD number  t hat  best  descr i bes t he 
submi t t al  i t em.

Choose t he f i r st  br acket ed i t em f or  Navy,  Ai r  For ce 
and NASA pr oj ect s,  or  choose t he second br acket ed 
i t em f or  Ar my pr oj ect s.

**************************************************************************

Gover nment  appr oval  i s  r equi r ed f or  submi t t al s wi t h a " G"  desi gnat i on;  
submi t t al s not  havi ng a " G"  desi gnat i on ar e f or  [ Cont r act or  Qual i t y  Cont r ol  
appr oval . ] [ i nf or mat i on onl y.   When used,  a desi gnat i on f ol l owi ng t he " G"  
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desi gnat i on i dent i f i es t he of f i ce t hat  wi l l  r evi ew t he submi t t al  f or  t he 
Gover nment . ]   Submi t t al s wi t h an " S"  ar e f or  i ncl usi on i n t he 
Sust ai nabi l i t y  eNot ebook,  i n conf or mance t o Sect i on 01 33 29 SUSTAI NABI LI TY 
REPORTI NG.   Submi t  t he f ol l owi ng i n accor dance wi t h Sect i on 01 33 00 
SUBMI TTAL PROCEDURES:

SD- 03 Pr oduct  Dat a

Thread
Manuf act ur i ng Qual i t y Cont r ol  Sampl i ng and Test i ng

SD- 04 Sampl es

Qual i t y Assur ance Sampl es and Test s

SD- 07 Cer t i f i cat es

Geotextile

1. 5   DELI VERY,  STORAGE,  AND HANDLI NG

Del i ver ,  st or e,  and handl e geot ext i l e i n accor dance wi t h ASTM D4873/ D4873M.

1. 5. 1   Delivery

Not i f y t he Cont r act i ng Of f i cer  a mi ni mum of  24 hour s pr i or  t o  del i ver y and 
unl oadi ng of  geot ext i l e r ol l s  packaged i n an opaque,  wat er pr oof ,  pr ot ect i ve 
pl ast i c wr appi ng.   The pl ast i c wr appi ng shal l  not  be r emoved unt i l  
depl oyment .   I f  qual i t y  assur ance sampl es ar e col l ect ed,  i mmedi at el y r ewr ap 
r ol l s  wi t h t he pl ast i c wr appi ng.   Geot ext i l e or  pl ast i c wr appi ng damaged 
dur i ng st or age or  handl i ng shal l  be r epai r ed or  r epl aced,  as di r ect ed.   
Label  each r ol l  wi t h t he manuf act ur er ' s name,  geot ext i l e t ype,  r ol l  number ,  
r ol l  di mensi ons ( l engt h,  wi dt h,  gr oss wei ght ) ,  and dat e manuf act ur ed.

1. 5. 2   Storage

Pr ot ect  r ol l s  of  geot ext i l e f r om const r uct i on equi pment ,  chemi cal s,  spar ks 
and f l ames,  t emper at ur es i n excess of  71 degr ees C 160 degr ees F,  or  any 
ot her  envi r onment al  condi t i on t hat  may damage t he physi cal  pr oper t i es of  
t he geot ext i l e.   To pr ot ect  geot ext i l e f r om becomi ng sat ur at ed,  ei t her  
el evat e r ol l s  of f  t he gr ound or  pl ace t hem on a sacr i f i c i al  sheet  of  
pl ast i c i n an ar ea wher e wat er  wi l l  not  accumul at e.

1. 5. 3   Handling

Handl e and unl oad geot ext i l e r ol l s  wi t h l oad car r y i ng st r aps,  a f or k l i f t  
wi t h a st i nger  bar ,  or  an axi al  bar  assembl y.   Rol l s shal l  not  be dr agged 
al ong t he gr ound,  l i f t ed by one end,  or  dr opped t o t he gr ound.

PART 2   PRODUCTS

2. 1   RAW MATERI ALS

A mi ni mum of  [ 7]  [ _____]  days pr i or  t o schedul ed use,  submi t  manuf act ur er ' s 
cer t i f i cat e of  compl i ance st at i ng t hat  t he geot ext i l e meet s t he 
r equi r ement s of  t hi s sect i on.   For  needl e punched geot ext i l es,  t he 
manuf act ur er  shal l  al so cer t i f y  t hat  t he geot ext i l e has been cont i nuousl y 
i nspect ed usi ng per manent  on- l i ne f ul l - wi dt h met al  det ect or s and does not  
cont ai n any needl es whi ch coul d damage ot her  geosynt het i c l ayer s.   The 
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cer t i f i cat e of  compl i ance shal l  be at t est ed t o by a per son havi ng l egal  
aut hor i t y t o bi nd t he geot ext i l e manuf act ur er .

2. 1. 1   Geotextile

**************************************************************************
NOTE:   Thi s not e cont ai ns i nf or mat i on f r om St andar d 
Speci f i cat i ons f or  Tr anspor t at i on Mat er i al s and 
Met hods of  Sampl i ng and Test i ng,  Par t  I  -  
Speci f i cat i ons,  Copyr i ght  1999 by t he Amer i can 
Associ at i on of  St at e Hi ghway and Tr anspor t at i on 
Of f i c i al s ( AASHTO) ,  Washi ngt on,  D. C.   AASHTO has 
gi ven per mi ssi on t o use t hi s i nf or mat i on.

Val ues f or  gr ab st r engt h,  seam st r engt h,  t ear  
st r engt h,  and punct ur e st r engt h f or  var i ous 
appl i cat i ons can be obt ai ned f r om t he AASHTO M 288 -  
St andar d Speci f i cat i on f or  Geot ext i l es.   The most  
r ecent  ver si on of  M 288 shoul d be used as a 
r ef er ence.   The t abl e i n M 288 i s  di v i ded i nt o t hr ee 
geot ext i l e c l asses.   The sever i t y  of  i nst al l at i on 
condi t i ons f or  t he appl i cat i on gener al l y di ct at es 
t he r equi r ed geot ext i l e c l ass.

The f ol l owi ng val ues f or  per mi t t i v i t y  and appar ent  
openi ng s i ze ( AOS)  ar e f r om AASHTO M 288.   Val ues 
f or  per mi t t i v i t y  and maxi mum AOS shoul d be compar ed 
t o act ual  val ues of  commonl y manuf act ur ed pr oduct s 
t o assur e t her e ar e a suf f i c i ent  number  of  
manuf act ur er s who can meet  speci f i cat i ons.

AASHTO M288 PERMI TI VI TY AND A0S REQUI REMENTS

SOI L TO BE
FILTERED

MINIMUM
PERMITIVITY

MAXIMUM
A0S

TEST METHOD ASTM
D4491/D4491M

ASTM D4751

UNITS (1/SECONDS) (mm)

LESS THAN 15 PERCENT
PASSI NG 75 µm NO.  200

0.5 0. 43 NO.  40 SI EV
E

15 TO 50 PERCENT
PASSI NG 75 m NO.  200

0.2 0. 25 NO.  60
SIEVE

GREATER THAN 15 PERCENT
PASSI NG 75 m NO.  200

0.1 0. 22 NO.  70
SIEVE

The val ues l i s t ed above pr ovi de gener al  gui dance 
onl y.   A s i t e speci f i c  geot ext i l e desi gn shoul d be 
per f or med especi al l y  i f  one or  mor e of  t he f ol l owi ng 
pr obl emat i c soi l  envi r onment s ar e encount er ed:  
unst abl e or  hi ghl y er odi bl e soi l s  such as 
non- cohesi ve s i l t s ;  gap gr aded soi l s;  al t er nat i ng 
sand/ si l t  l ami nat ed soi l s;  di sper si ve c l ays;  or  r ock 
f l our .   For  cohesi ve soi l s wi t h a pl ast i c i t y i ndex 
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gr eat er  t han 7,  t he geot ext i l e maxi mum aver age r ol l  
val ue f or  AOS shoul d be 0. 30 mm No.  50 s i eve.

Compat i bi l i t y  t est i ng shoul d be consi der ed i n 
s i t uat i ons wher e t he geot ext i l e wi l l  be exposed t o 
chemi cal s whi ch coul d degr ade i t s  physi cal  
pr oper t i es.   Ref er  t o ASTM D5322 -  Pr act i ce f or  
I mmer si on Pr ocedur es f or  Eval uat i ng t he Chemi cal  
Resi st ance of  Geosynt het i cs t o Li qui ds f or  
addi t i onal  gui dance on compat i bi l i t y  t est i ng.

Geot ext i l es may al so be used t o pr ovi de punct ur e 
pr ot ect i on f or  geomembr anes.   Needl e- punched 
nonwoven geot ext i l es ar e commonl y used t o pr ovi de 
punct ur e pr ot ect i on.   GRI  Repor t  Number  13 -  A 
Desi gn Met hodol ogy f or  t he Punct ur e Pr ot ect i on of  
Geomembr anes pr ovi des gui dance on t he desi gn of  
geot ext i l e cushi on l ayer s.   Typi cal  i ndex pr oper t i es 
f or  a 350 g/ squar e met er  geot ext i l e ar e shown bel ow:

MI NI MUM REQUI REMENTS FOR PROTECTI ON GEOTEXTI LE

PROPERTY UNITS ACCEPTABLE VALUES TEST METHOD

GRAB STRENGTH N 1420 ASTM
D4632/D4632M

PUNCTURE N 930 ASTM D6241

TRAP TEAR N 555 ASTM
D4533/D4533M

MASS/
UNI T AREA

G/ SQ M 350 ASTM D4751

UV
DEGRADATION

PERCENT 50 AT 500 HRS ASTM
D4355/D4355M

**************************************************************************

Pr ovi de geot ext i l e t hat  i s  a [ woven]  [ nonwoven]  per vi ous sheet  of  pol ymer i c 
mat er i al  consi st i ng of  l ong- chai n synt het i c pol ymer s composed of  at  l east  
95 per cent  by wei ght  pol yol ef i ns,  pol yest er s,  or  pol yami des.   The use of  
woven sl i t  f i l m geot ext i l es ( i . e.  geot ext i l es made f r om yar ns of  a f l at ,  
t ape- l i ke char act er )  wi l l  not  be al l owed.   Add st abi l i zer s and/ or  
i nhi bi t or s t o t he base pol ymer ,  as needed,  t o make t he f i l ament s r esi st ant  
t o det er i or at i on by ul t r avi ol et  l i ght ,  oxi dat i on,  and heat  exposur e.   
Regr i nd mat er i al ,  whi ch consi st s of  edge t r i mmi ngs and ot her  scr aps t hat  
have never  r eached t he consumer ,  may be used t o pr oduce t he geot ext i l e.   
Post - consumer  r ecycl ed mat er i al  [ may al so]  [ shal l  not ]  be used.   Geot ext i l e 
shal l  be f or med i nt o a net wor k such t hat  t he f i l ament s or  yar ns r et ai n 
di mensi onal  st abi l i t y  r el at i ve t o each ot her ,  i ncl udi ng t he edges.   
Geot ext i l es shal l  meet  t he r equi r ement s speci f i ed i n Tabl e 1.   Wher e 
appl i cabl e,  Tabl e 1 pr oper t y val ues r epr esent  mi ni mum aver age r ol l  val ues 
( MARV)  i n t he weakest  pr i nci pal  di r ect i on.   Val ues f or  AOS r epr esent  
maxi mum aver age r ol l  val ues.
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TABLE 1
MI NI MUM PHYSI CAL REQUI REMENTS FOR DRAI NAGE GEOTEXTI LE

PROPERTY UNITS ACCEPTABLE VALUES TEST METHOD

GRAB STRENGTH NLBS [ 700] [ 160]  [ _____] ASTM D4632/ D4632M

SEAM STRENGTH NLBS [_____] ASTM D4632/ D4632M

PUNCTURE NLBS [ 250] [ 55]  [ _____] ASTM D6241

TRAPEZOI D TEAR NLBS [ 250] [ 55]  [ _____] ASTM D4533/ D4533M

APPARENT OPENI NG
SIZE

U. S.  SI EVE [_____] ASTM D4751

PERMITTIVITY SEC - 1 [_____] ASTM D4491/ D4491M

ULTRAVIOLET 
DEGRADATION

PERCENT 50 AT 500 HRS ASTM D4355/ D4355M

2. 1. 2   Thread  

A mi ni mum of  [ 7]  [ _____]  days pr i or  t o schedul ed use,  submi t  pr oposed 
t hr ead t ype f or  sewn seams al ong wi t h dat a sheet s showi ng t he physi cal  
pr oper t i es of  t he t hr ead.   Const r uct  sewn seams wi t h hi gh- st r engt h 
pol yest er ,  nyl on,  or  ot her  appr oved t hr ead t ype.   Thr ead shal l  have 
ul t r avi ol et  l i ght  st abi l i t y  equi val ent  t o t he geot ext i l e and t he col or  
shal l  cont r ast  wi t h t he geot ext i l e.

2. 2   MANUFACTURI NG QUALI TY CONTROL SAMPLI NG AND TESTI NG

The Manuf act ur er  i s  r esponsi bl e f or  est abl i shi ng and mai nt ai ni ng a qual i t y  
cont r ol  pr ogr am t o assur e compl i ance wi t h t he r equi r ement s of  t he 
speci f i cat i on.   A mi ni mum of  [ 7]  [ _____]  days pr i or  t o schedul ed use,  
submi t  manuf act ur er ' s qual i t y  cont r ol  manual .   Document at i on descr i bi ng t he 
qual i t y  cont r ol  pr ogr am shal l  be made avai l abl e upon r equest .   Per f or m 
manuf act ur i ng qual i t y  cont r ol  sampl i ng and t est i ng i n accor dance wi t h t he 
manuf act ur er ' s appr oved qual i t y  cont r ol  manual .   As a mi ni mum,  geot ext i l es 
shal l  be r andoml y sampl ed f or  t est i ng i n accor dance wi t h ASTM D4354, 
Pr ocedur e A.   Accept ance of  geot ext i l e shal l  be i n accor dance wi t h 
ASTM D4759.   Test s not  meet i ng t he speci f i ed r equi r ement s wi l l  r esul t  i n 
t he r ej ect i on of  appl i cabl e r ol l s .

PART 3   EXECUTI ON

3. 1   QUALI TY ASSURANCE SAMPLES AND TESTS

**************************************************************************
NOTE:   The need f or  and amount  of  qual i t y  assur ance 
t est i ng shoul d be based on s i t e condi t i ons and t he 
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amount  of  geot ext i l e bei ng pl aced.   EPA/ 600/ R- 93/ 182 
i ndi cat es t hat  a f r equency of  t est i ng of  once per  
10, 000 squar e met er s 100, 000 squar e f eet  has been 
used i n t he past  f or  some l ar ge wast e cont ai nment  
facilities.

**************************************************************************

3. 1. 1   Qual i t y Assur ance Sampl es

Pr ovi de assi st ance t o t he Cont r act i ng Of f i cer  i n t he col l ect i on of  qual i t y  
assur ance sampl es f or  qual i t y  assur ance t est i ng;  assi gn [ 7]  [ _____]  days i n 
t he schedul e t o al l ow f or  t est i ng.   Col l ect  sampl es upon del i ver y t o t he 
s i t e [ at  t he r equest  of  t he Cont r act i ng Of f i cer . ]  [ i n accor dance wi t h 
ASTM D4354,  Pr ocedur e B.   Lot  s i ze f or  qual i t y  assur ance sampl i ng shal l  be 
consi der ed t o be t he shi pment  quant i t y of  t he pr oduct  or  a t r uckl oad of  t he 
pr oduct ,  whi chever  i s  smal l er .   The uni t  s i ze shal l  be consi der ed one r ol l  
of  geot ext i l e. ]  [ at  a f r equency of  one per  10, 000 squar e met er s 100, 000 
squar e f eet ] .   I dent i f y sampl es wi t h a wat er pr oof  mar ker  by manuf act ur er ' s 
name,  pr oduct  i dent i f i cat i on,  l ot  number ,  r ol l  number ,  and machi ne 
di r ect i on.   The dat e and a uni que sampl e number  shal l  al so be not ed on t he 
sampl e.   Di scar d t he out er  l ayer  of  t he geot ext i l e r ol l  pr i or  t o sampl i ng a 
r ol l .   Sampl es shal l  t hen be col l ect ed by cut t i ng t he f ul l - wi dt h of  t he 
geot ext i l e sheet  a mi ni mum of  1 met er  3 f eet  l ong i n t he machi ne 
di r ect i on.   Rol l s whi ch ar e sampl ed shal l  be i mmedi at el y r eseal ed i n t hei r  
pr ot ect i ve cover i ng.

3. 1. 2   Qual i t y Assur ance Test s

[ Pr ovi de]  [ The Cont r act i ng Of f i cer  wi l l  pr ovi de]  qual i t y  assur ance sampl es 
t o an I ndependent  Labor at or y.   Sampl es wi l l  be t est ed t o ver i f y t hat  
geot ext i l e meet s t he r equi r ement s speci f i ed i n Tabl e 1.   Test  met hod 
ASTM D4355/ D4355M shal l  not  be per f or med on t he col l ect ed sampl es.   
Geot ext i l e pr oduct  accept ance shal l  be based on ASTM D4759.   Test s not  
meet i ng t he speci f i ed r equi r ement s wi l l  r esul t  i n t he r ej ect i on of  
appl i cabl e r ol l s .

3. 2   INSTALLATION

3. 2. 1   Subgr ade Pr epar at i on

**************************************************************************
NOTE:   Ref er ence t he appr opr i at e sect i ons f or  
compact i on r equi r ement s i f  t he geot ext i l e wi l l  be 
pl aced on a soi l  subgr ade.

**************************************************************************

The sur f ace under l y i ng t he geot ext i l e shal l  be smoot h and f r ee of  r ut s or  
pr ot r usi ons whi ch coul d damage t he geot ext i l e.   Subgr ade mat er i al s and 
compact i on r equi r ement s shal l  be i n accor dance wi t h Sect i on [ _____] .

3. 2. 2   Placement

**************************************************************************
NOTE:   For  col l ect i on di t ches,  geot ext i l e pl aced i n 
t he di r ect i on of  f l ow shoul d be wi de enough t o cover  
t he ent i r e wi dt h of  t he di t ch.   I f  t hi s i s  not  
possi bl e,  t he geot ext i l e shoul d be pl aced 
per pendi cul ar  t o t he di r ect i on of  f l ow and shi ngl ed 
i n t he down- gr adi ent  di r ect i on.
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**************************************************************************

Not i f y t he Cont r act i ng Of f i cer  a mi ni mum of  24 hour s pr i or  t o i nst al l at i on 
of  geot ext i l e.   Geot ext i l e r ol l s  whi ch ar e damaged or  cont ai n i mper f ect i ons 
shal l  be r epai r ed or  r epl aced as di r ect ed.   The geot ext i l e shal l  be l ai d 
f l at  and smoot h so t hat  i t  i s  i n di r ect  cont act  wi t h t he subgr ade.   The 
geot ext i l e shal l  al so be f r ee of  t ensi l e st r esses,  f ol ds,  and wr i nkl es.   On 
sl opes st eeper  t han 10 hor i zont al  on 1 ver t i cal ,  l ay t he geot ext i l e wi t h 
t he machi ne di r ect i on of  t he f abr i c par al l el  t o t he s l ope di r ect i on.

3. 3   SEAMS

**************************************************************************
NOTE:   Over l apped seams ar e commonl y used f or  
geot ext i l e not  pl aced i n t ensi on.   Geot ext i l e seams 
can al so be pr oduced by sewi ng or  t he appl i cat i on of  
t her mal  ener gy.   Cont act  t he geot ext i l e manuf act ur er  
f or  i nst al l at i on i nst r uct i ons usi ng t her mal  
met hods.   ASTM D4886 shoul d be r ef er enced f or  heat  
seamed geot ext i l es.

For  geot ext i l e pl aced i n t ensi on,  seams shoul d be 
sewn and t he st i t ch t ype shoul d be based on t he 
manuf act ur er ' s r ecommendat i ons.

**************************************************************************

3. 3. 1   Over l ap Seams

**************************************************************************
NOTE:   Seams ar e t ypi cal l y  over l apped a mi ni mum of  
300 mm 12 i nches.   The speci f i ed seam over l ap shoul d 
be gr eat er  t han 300 mm 12 i nches f or  sof t  subgr ades 
or  wher e l ar ge amount s of  di f f er ent i al  set t l ement  
ar e ant i c i pat ed.   The maxi mum over l ap i s t ypi cal l y  1 
met er  36 i nches.   For  soi l s  wi t h a CBR val ue of  l ess 
t han 1,  seams ar e t ypi cal l y  sewn.   Ref er  t o AASHTO M 
288 f or  addi t i onal  gui dance on over l aps f or  sof t  
subgr ade condi t i ons.

**************************************************************************

Cont i nuousl y over l ap geot ext i l e panel s a mi ni mum of  [ 300]  [ _____]  mm [ 12]  
[ _____]  i nches at  al l  l ongi t udi nal  and t r ansver se j oi nt s.   Wher e seams must  
be or i ent ed acr oss t he s l ope,  l ap t he upper  panel  over  t he l ower  panel .   I f  
appr oved,  sewn seams may be used i nst ead of  over l apped seams.

3. 3. 2   Sewn Seams

**************************************************************************
NOTE:   The pl ans and/ or  speci f i cat i ons shoul d 
i ndi cat e whi ch seams must  be sewn.

Seam st r engt h can be speci f i ed based on ASTM 
D4632/ D4632M f or  appl i cat i ons wher e t he geot ext i l e 
wi l l  not  be pl aced i n t ensi on.   I n t hi s case,  seam 
st r engt h i s t ypi cal l y  measur ed i n accor dance wi t h 
ASTM D4632/ D4632M and i s t ypi cal l y  speci f i ed t o be 
equal  t o or  gr eat er  t han 85 t o 90 per cent  of  t he 
gr ab st r engt h of  t he geot ext i l e.   I f  seam st r engt h 
t est i ng wi l l  be r equi r ed,  add seam st r engt h 
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r equi r ement s t o Tabl e 1.

The need f or  qual i t y  assur ance t est i ng needs t o be 
det er mi ned on a s i t e speci f i c  basi s and shoul d be 
based on how cr i t i cal  t he pr oj ect  i s  and t he 
consequences of  f ai l ur e.

I f  t he geot ext i l e i s  desi gned t o be i n t ensi on,  
st r engt h t est i ng shoul d be r equi r ed and ASTM 
D4884/ D4884M shoul d be used t o det er mi ne seam 
st r engt h.   Qual i t y assur ance and qual i t y  cont r ol  
t est i ng shoul d be per f or med on al l  seams t hat  ar e 
desi gned t o be i n t ensi on.

**************************************************************************

Fact or y and f i el d seams shal l  be cont i nuousl y sewn [ on al l  s l opes st eeper  
t han 1 ver t i cal  on [ 4] [ _____]  hor i zont al ]  [ at  t he l ocat i ons shown on t he 
dr awi ngs. ]   The st i t ch t ype used shal l  be a 401 l ocki ng chai n st i t ch or  as 
r ecommended by t he manuf act ur er .   [ For  f i el d and f act or y seams whi ch ar e 
sewn,  pr ovi de at  l east  a 2- met er  sampl e of  sewn seam bef or e t he geot ext i l e 
i s  i nst al l ed.   For  seams t hat  ar e f i el d sewn,  t he seams shal l  be sewn usi ng 
t he same equi pment  and pr ocedur es as wi l l  be used f or  t he pr oduct i on 
seams.   I f  seams ar e sewn i n bot h t he machi ne and cr oss machi ne di r ect i on,  
pr ovi de sampl es of  seams f r om bot h di r ect i ons. ]   [ Pr ovi de Qual i t y Assur ance 
seam sampl es t o t he Gover nment  at  t he r equest  of  t he Cont r act i ng Of f i cer ] .   
Seam st r engt h shal l  meet  t he mi ni mum r equi r ement s speci f i ed i n Tabl e 1.   
The t hr ead at  t he end of  each seam r un shal l  be t i ed of f  t o pr event  
unr avel i ng.   Ski pped st i t ches or  di scont i nui t i es shal l  be sewn wi t h an 
ext r a l i ne of  st i t chi ng wi t h a mi ni mum of  450 mm 18 i nches of  over l ap.

3. 4   PROTECTION

**************************************************************************
NOTE:   The use of  st apl es or  pi ns t o hol d 
geot ext i l es i n pl ace shoul d not  be al l owed i n 
appl i cat i ons wher e t he geot ext i l e wi l l  be l ocat ed 
adj acent  t o ot her  geosynt het i c l ayer s whi ch coul d be 
damaged.

The pur pose of  l i mi t i ng exposur e t i me pr i or  t o 
cover i ng geot ext i l es i s t o mi ni mi ze damage due t o UV 
r adi at i on and t o pr event  di r ect  cont act  by vehi c l es,  
humans,  and ani mal s.   To pr event  UV degr adat i on,  
exposur e t i me of  pol ypr opyl ene geot ext i l e shoul d be 
l i mi t ed t o 14 t o 28 days.   Pol yest er  geot ext i l e i s  
mor e r esi st ant  t o UV degr adat i on and may be exposed 
t o UV r adi at i on f or  at  l east  28 days wi t hout  damage.

**************************************************************************

Pr ot ect  t he geot ext i l e dur i ng i nst al l at i on f r om cl oggi ng,  t ear s,  and ot her  
damage.   Damaged geot ext i l e shal l  be r epai r ed or  r epl aced as di r ect ed.   Use 
adequat e bal l ast  ( e. g.  sand bags)  t o pr event  upl i f t  by wi nd.   The 
geot ext i l e shal l  not  be l ef t  uncover ed f or  mor e t han [ 14]  [ _____]  days 
af t er  i nst al l at i on.

3. 5   REPAIRS

Repai r  t or n or  damaged geot ext i l e.   Cl ogged ar eas of  geot ext i l e shal l  be 
r emoved.   Per f or m r epai r s by pl aci ng a pat ch of  t he same t ype of  geot ext i l e 
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over  t he damaged ar ea.   The pat ch shal l  ext end a mi ni mum of  300 mm 12 i nches
 beyond t he edge of  t he damaged ar ea.   Pat ches shal l  be cont i nuousl y 
f ast ened usi ng appr oved met hods.   The machi ne di r ect i on of  t he pat ch shal l  
be al i gned wi t h t he machi ne di r ect i on of  t he geot ext i l e bei ng r epai r ed.   
Remove and r epl ace geot ext i l e r ol l s  whi ch cannot  be r epai r ed.   Repai r s 
shal l  be per f or med at  no addi t i onal  cost  t o t he Gover nment

3. 6   PENETRATIONS

Const r uct  engi neer ed penet r at i ons of  t he geot ext i l e [ as shown on t he 
dr awi ngs]  [ by met hods r ecommended by t he geot ext i l e manuf act ur er ] .

3. 7   COVERING

**************************************************************************
NOTE:   Thi s par agr aph shoul d be modi f i ed i f  t he 
geot ext i l e wi l l  be cover ed by anot her  geosynt het i c  
layer.

I f  l ar ge st ones or  r i pr ap wi l l  be pl aced over  t he 
geot ext i l e,  t he dr op hei ght  of  t he st ones shoul d be 
addr essed i n t he speci f i cat i ons.   At  some pr oj ect s,  
t he Cont r act or  i s  r equi r ed t o const r uct  a smal l  t est  
f i l l  t o ver i f y hi s pl acement  t echni ques wi l l  not  
damage t he geot ext i l e and t o det er mi ne t he maxi mum 
al l owabl e dr op hei ght .

**************************************************************************

Do not  cover  geot ext i l e pr i or  t o i nspect i on and appr oval  by t he Cont r act i ng 
Of f i cer .   Pl ace cover  soi l  i n a manner  t hat  pr event s soi l  f r om ent er i ng t he 
geot ext i l e over l ap zone,  pr event s t ensi l e st r ess f r om bei ng mobi l i zed i n 
t he geot ext i l e,  and pr event s wr i nkl es f r om f ol di ng over  ont o t hemsel ves.   
On si de s l opes,  soi l  backf i l l  shal l  be pl aced f r om t he bot t om of  t he s l ope 
upwar d.   Cover  soi l  shal l  not  be dr opped ont o t he geot ext i l e f r om a hei ght  
gr eat er  t han 1 m 3 f eet .   No equi pment  shal l  be oper at ed di r ect l y on t op of  
t he geot ext i l e wi t hout  appr oval  of  t he Cont r act i ng Of f i cer .   Use equi pment  
wi t h gr ound pr essur es l ess t han 50 kPa 7 psi  t o pl ace t he f i r st  l i f t  over  
t he geot ext i l e.   A mi ni mum of  [ 300] [ _____]  mm [ 12] [ _____]  i nches of  soi l  
shal l  be mai nt ai ned bet ween f ul l - scal e const r uct i on equi pment  and t he 
geot ext i l e.   Cover  soi l  mat er i al  t ype,  compact i on,  and t est i ng r equi r ement s 
ar e descr i bed i n Sect i on 31 00 00 EARTHWORK.   Equi pment  pl aci ng cover  soi l  
shal l  not  st op abr upt l y,  make shar p t ur ns,  spi n t hei r  wheel s,  or  t r avel  at  
speeds exceedi ng [ 2. 2]  [ _____]  m/ s [ 5]  [ _____]  mph.

        - -  End of  Sect i on - -

SECTI ON 31 05 19  Page 12


