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NOTE:
requi renents for

Thi s gui de specification covers the
nm scel | aneous mnedi cal

equi prent .

Adhere to UFC 1-300-02 Unified Facilities Cuide
Speci fications (UFGS) Fornmat Standard when editing

this gui de specification or
speci fication sections.
specification for
addi ng, deleting, or
itens, choose applicable iten(s)
appropriate information.

Rermove information and requirenments not
not

respective project, whether

present.

or

Comment s,

prepari ng new project
Edit this guide

proj ect specific requirenents by
revising text.

For bracketed

or insert

required in
brackets are

suggesti ons and reconmended changes for

this gui de specification are wel cone and shoul d be

submtted as a Criteria Change Request

(CCR) .
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NOTE: On the draw ngs, show:

1. Location of equipnent.

2. Height of turntable unit and
above finish floor.

control sw tch box

*% *% *% *% *% *% *% *% *% *% *%

*%%

PART 1  GENERAL
1.1 REFERENCES
NOTE: This paragraph is used to

list the

publications cited in the text of the guide

speci fication.
t he text
thi s paragraph by organization
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The publications are referred to in
by basic designation only and listed in
desi gnati on,

dat e,
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1.

and title.

Use the Reference Wzard's Check Reference feature
when you add a Reference ldentifier (RI D) outside of
the Section's Reference Article to automatically

pl ace the reference in the Reference Article. Also
use the Reference Wzard' s Check Reference feature
to update the issue dates.

Ref erences not used in the text will automatically
be deleted fromthis section of the project

speci ficati on when you choose to reconcile
references in the publish print process.
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The publications listed below forma part of this specification to the
extent referenced. The publications are referred to within the text by the
basi ¢ designation only.

ASTM | NTERNATI ONAL (ASTM

ASTM A1008/ A1008M (2016) Standard Specification for Steel,
Sheet, Col d-Rol I ed, Carbon, Structural,
H gh-Strength Low Al l oy, High-Strength
Low-Alloy with I nproved Fornmability,
Sol uti on Hardened, and Bake Hardenabl e

ASTM B221 (2014) Standard Specification for Al umi num
and Al um num Al | oy Extruded Bars, Rods,
Wre, Profiles, and Tubes

ASTM B221M (2013) Standard Specification for Al umnmi num
and Al um num Al | oy Extruded Bars, Rods,
Wre, Profiles, and Tubes (Metric)
NATI ONAL ELECTRI CAL MANUFACTURERS ASSOCI ATI ON ( NEMA)

ANSI / NEMA LD 3 (2005) Standard for Hi gh-Pressure
Decorative Lam nates

UNDERWRI TERS LABORATORI ES (UL)

UL 768 (2006; Reprint Jul 2013) Standard for
Conbi nati on Locks

.2 RELATED REQUI REMENTS

Section 11 70 00 GENERAL REQUI REMENTS FOR MEDI CAL AND DENTAL EQUI PMENT
applies to this section with the additions and nodifications specified
herein.

3 SUBMITTALS

NOTE: Review Subnmittal Description (SD) definitions
in Section 01 33 00 SUBM TTAL PROCEDURES and edit
the following list to reflect only the subnmittals
required for the project.
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The Guide Specification technical editors have
designated those itens that require Governnent
approval, due to their conplexity or criticality,

with a "G'. GCenerally, other submittal itenms can be

reviewed by the Contractor's Quality Control
System Only add a “G’ to an item if the
submittal is sufficiently inportant or conplex in
context of the project.

For subnmittals requiring Government approval on Arny

projects, a code of up to three characters within
the submttal tags may be used following the "G'
designation to indicate the approving authority.
Codes for Arny projects using the Resident
Managenment System (RMS) are: "AE" for
Architect-Engineer; "DO' for District Ofice

(Engi neering Division or other organization in the
District OOfice); "AO" for Area Ofice; "RO for

Resident O fice; and "PO' for Project Ofice. Codes

following the "G' typically are not used for Navy,
Air Force, and NASA projects.

The "S" following a submttal itemindicates that
the submittal is required for the Sustainability

eNot ebook to fulfill federally mandated sustai nabl e

requi renents in accordance with Section 01 33 29
SUSTAI NABI LI TY REPORTING. Locate the "S" submttal
under the SD nunber that best describes the
submttal item

Choose the first bracketed itemfor Navy, Air Force

and NASA projects, or choose the second bracketed
itemfor Army projects.

*%*

*
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Governnment approval is required for submttals with a "G' designation;
submittals not having a "G' designation are [for Contractor Quality Control
approval . ][for information only. Wen used, a designation follow ng the
"G' designation identifies the office that will review the submttal for

t he Governnent. ]

Submittals with an "S" are for inclusion in the

Sustai nability eNotebook, in conformance to Section 01 33 29 SUSTAI NABI LI TY

REPORTI NG
SUBM TTAL PROCEDURES:

SD- 02 Shop Dr awi ngs

Subnmit the following in accordance with Section 01 33 00

addi ti onal

*% *% *% *% *% *% *%%

Delete itens that are not used and add
itens requiring draw ngs.

*
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Speci men Cabinet, Pass Thru; ¢, [___ ]]]

Aut opsy Table, Tank Type; ¢, [ 1]

Aut opsy Table, L-shape; ¢, [ 1]

Aut opsy Tabl e, Mwvable Systemwith Sink; ¢, [___ 1]
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Narcotic Cabinet, Safe Type; G, [___ 1]
Clock, Elapsed Time, Electric; ¢, [___ 11
[ Medi ci ne Center, 1200 nm 48 inches Wde; ¢, [___ ]]]
SD- 03 Product Data
M scel | aneous Medi cal Equipnent itens; ¢, [ 1]
Submit equipnent |ists and manufacturer's literature for each
specified item [Include manufacturer's standard col ors and

patterns for lam nated plastic itens.]

SD- 10 Operation and Mii ntenance Data

Aut opsy Tabl e, Tank Type, Data Package 3; C[, [__ 1]

Aut opsy Tabl e, L-shape, Data Package 3; ¢, [___ 1]

Aut opsy Tabl e, Movable Systemw th sink, Data Package 3; (,
L1

Ol ock, Elapsed Tine, Electric, Data Package 3; ¢, [___ 1]

Subnit in accordance with Section 01 78 23 OPERATI ON AND
MAI NTENANCE DATA.

PART 2 PRODUCTS
2.1 MATERIALS
Items not specified otherwise shall conformto the follow ng requirenents:
a. Aluminumalloy: Equivalent inultinmate tensile, yield, and shear
strengths to Alloy 6063-T5 or 6063-T6; conformng to ASTM B221N
ASTM B221.
b. Carbon steel: ASTM A1008/ A1008M.
c. Laminated plastic: ANSI/NEMA LD 3; colors and patterns as sel ected by
the Contracting Officer fromthe nmanufacturer's standard col ors and

patterns.

d. Stainless steel: Type 301, 302, or 304. Exposed surfaces shall have a
satin finish or a mininmmNo. 3 polished finish.

2.2 ITEMS

2.2.1 [ Speci men Cabi net, Pass Thru

kkkkkkkkkkkkhkkkkkkkkkkkkhkhhkhkkkkkkkkkkkkhkhhkhhkhkkkkkkkkkkkhkhhkhkhkkkkkkkkkk

NOTE: Include these itens for Air Force projects
only.

*% *% *% *% *% *% *% *% *% *% *% *% *%%

Unit for through-the-wall passing of specinmen containers fromone area to
anot her while preventing view ng between roons through the apparat us.
I nclude the foll ow ng:
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Design: Cylindrically enclosed turntable with center divider and
openi ngs allowi ng access into conpartrments. Cylinder nounted in frane
housing for installation through wall.

Material: Fabricate turntable and exposed housing of 1.2 nmthick 18
gage stainless steel with exposed surfaces and edges ground and
polished to a No. 4 finish.

Turntable: Fabricate 300 mm 12 inches in dianeter; two conpartnents;
renovabl e and sterilizable. Provide with self-lubricating bal
bearings, allowing unit to revolve freely with catches to prevent
uncontrolled rotation

kkkkkkkkkkkkkkkkkkkkkkhhkhkkkkkkkkkkkkkhhkhhkkkkkkkkkkkkkhkhhhkkkkkkx

NOTE: Regarding the text below, draw ngs shal

i ndi cate |l ocation and hei ght of unit above the
finished floor. Unit nay be located 750 to 1050 mm
30 to 42 inches above finished floor in walls up to
175 mm 7 inches thick. Do not locate unit in a
fire-rated partition.

f.

kkkkkkkkkkkkkkkkkkkkkkkhhkkkkkkkkkkkkkkkhkhhhkkkkkkkkkkkkhkhhkhkkkkkk

Housi ng assenbly: Fabricate assenbly conpatible with wall thickness as
i ndi cated, enclosing turntable and incorporating an access door and
trimto overlap rough opening. Locate access door on receiving side of
assenbly. Overall trimdinmensions shall not exceed 400 by 400 mm 16 by
16 inches.

Access door: Fabricate to facilitate renoval of turntable; include a
key |l ock. [Key passboxes in project the sane.]

Keys: Furnish two keys per passbox.

12.2.2 Aut opsy Tabl e, Tank Type

Trough- shaped desi gn, approximately 2500 mm | ong by 750 nm wi de by 900 mm
hi gh 100 i nches long by 30 inches wide by 36 inches high. Include the
follow ng features:

a.

CGeneral construction: Fabricate of stainless steel, joints welded and
pol i shed snpoth, exposed surfaces with a satin finish, outer edges
rounded, and interior corners coved to approximtely 10 mm 3/8 inch
radius.

Tabl e top:

(1) One-piece construction, 1.8 mmthick 14 gage stainless steel
with raised rimedge

(2) Top surface sloped to drain and provided with a renovabl e strainer
(3) Top edge of table graduated in centineters.

Sink: Single conpartnent, 300 by 500 by 275 mm 12 by 20 by 11 inches
deep, corners coved, provide knee-operated drain control, overflow, hot

and cold water nixing valve with wist blades, and gooseneck faucet.

(1) Locate faucet between working area of table and sink or to one
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side of sink. Faucet on outer end of table unacceptable.

(2) Manifold sink waste and waste fromtable shall require only one
wast e connecti on.

d. Base frane: Tubular |egs and braces with adjustable bullet feet.
Intersection of |egs and braces wel ded and polished snooth. Sharp
edges unaccept abl e.

e. Aspirator assenbly: Water-powered, with control valve, built-in vacuum
breaker, serrated nozzle outlet, 2400 mm 8 feet of flexible hose, and
suction bottle.

f. lrrigation assenbly: Dual-controlled hot and cold water flow regul ated
by a qui ck-openi ng, knee-operated val ve or standard hand control val ve;
provide with serrated nozzle outlet, at l[east 2400 nm 8 feet of
fl exi bl e hose, and nozzl ed end pi ece.

g. Head rest: Renopbvable, rubber

h. Body slats: Not less than 150 mm 6 inches wide [, perforated]; provide
at least five for each table.

i. Instrunent tray: Wth renovable rubber cutting board.
j. Perineter table flushing system Wth control valve and vacuum breaker

k. Electrical duplex outlet with ground fault circuit interrupter (G-Cl):
120-vol t, 60 Hz.

. Waste disposal: 370 watt 1/2 hp, with switch and sol enoi d val ve,
120-volt, 60 Hz.

. 2.3 Aut opsy Tabl e, L-Shape
L- shaped design, with encl osed storage areas and instrunent drawer;
stainless steel; 100 and 200 mMm 4 and 8 inch body supports; rubber
headrest; hydro-aspirator with built-in vacuum breaker and table rinse hose;
175 mMm 7 inch dianmeter by 50 mm 2 inch deep punp with renovabl e,
perforated stainless steel strainer and basket with 13 mm 1/2 inch drain;
13 mm 1/ 2 inch hot and cold water mixing faucet with swi ngi ng gooseneck
spout, wrist-operated handl es and hot and cold water inlet control valves
for aspirator. Include the follow ng features
a. Stainless steel specinen instrunment tray.

b. 370 watt 1/2 hp waste di sposer with switch, vacuum breaker, sol enoid
val ve, and standpi pe; 120-volt, 60 Hz.

c. Hard rubber cutting board, 450 nm wi de by 600 nmlong by 25 nmm 18
i nches wide by 24 inches |Iong by one inch thick.

d. Perforated viscera basket.
e. Gaduated table edge in centineters.

f. Autopsy scale with 325 mm 13 i nch di al
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2.2. 4 Aut opsy Tabl e, Movabl e System Wth Sink

Aut opsy systemutilizing autopsy tables in conjunction with stationary
service island equi pped with operator work facilities; include enclosed
storage areas and instrunent drawer; stainless steel; 100 and 200 nm 4 and
8 inch body supports; rubber headrest; hydro-aspirator with built-in vacuum
breaker and table rinse hose; 13 nm 1/2 inch hot and cold water m xing
faucet with swi nging gooseneck spout, wist-operated handl es and hot and
cold water inlet control valves for aspirator. Include an autopsy table,
nom nal 2030 by 815 by 890 mm 80 by 32 by 35 inches high, and a service

i sl and, nonminal 500 by 815 mm by 890 mm 19 5/8 by 32 by 35 inches high
Stationary service island shall include cabinet unit containing plunbing.

I nclude the follow ng features

a. Stainless steel specinen instrunment tray.

b. 370 watt 1/2 hp waste di sposer with switch, vacuum breaker, sol enoid
val ve, and standpi pe; 120-volt, 60 Hz.

c. Hard rubber cutting board, 450 nm wi de by 600 nmlong by 25 mm 18
i nches wide by 24 inches |Iong by one inch thick.

d. Perforated viscera basket.
e. Gaduated table edge in centineters.
f. Autopsy table with 325 mm 13 i nch di al

g. Irrigation hose connection controlled by thernostatic water-m xing
valve.

h. Duplex electrical outlet with G-C

i. Sink, 290 by 500 by 275 nm 11 1/2 by 20 by 11 inches deep, equi pped
wi th faucet swi ng spout and wist blades. Specinen basket shall hang
i nside sink. Renpbvable swing drain to receive nobile table drainage.

2.2.5 Narcoti c Cabi net, Safe Type

*kkkkkkkkkkkkhkkkkkkkkkkkkhkhhkhkkkkkkkkkkkkhkhhkhkhkkkkkkkkkkkhkhhkhhkhkkkkkkkkkk

NOTE: Coordinate with fastening details for

cabinet. |If fastening has not been detail ed,
i ncl ude conponents necessary for tanperproof
fastening.

kkkkkkkkkkkkkkkkkkkkkkkkkkhhkhkkkkkkkkkkkkhkhhkkkkkkkkkkkkkkhkhkhkhkhkkkkkkkkkkk

Carbon steel cabinet for storage of controlled substances, with overal
di mensi ons approxi mately 600 mm hi gh by 600 nm across face by 300 nm 24

i nches high by 24 inches across face by 12 inches front to back. |nclude
the follow ng:

a. Construction: Fabricate cabinet body of at least 1.8 mmthick 14 gage
steel, with door and franme fabricated to produce naximumrigidity.

b. Door: Fabricated of minimum2.5 mmthick 12 gage steel. Recess
exterior face of door in relation to front face of cabinet so that top
and bottom of cabi net overhang hinge pin. Hang door on full length
pi ano hinge, with | eaves of hinges welded to door and frame and with
hinge pin fixed to stationary leaf. H nge door [on [ ] side].
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2.

2.

c. Conbination lock: UL 768, G oup 2.

d. Indicator light: Provide red warning light [on face of exterior
cabinet] [as indicated] that illun nates when door is unl ocked.

2.6 Ol ock, Elapsed Tine, Electric

El ectrically powered, round face, dial-type, suitable for use in operating
roons. Include the follow ng features:

a. Elapsed tine interval displayed in hours, nminutes, and seconds.
b. Flush nounti ng.
c. Instantaneous reset.
d. Tinme display: 12 hours in Arabic nunerals.
e. Finishes:
(1) Case: [Alumnun] [Enaneled netal].
(2) Dial face: Wite.
(3) Sweep second hand: Red.
(4) Mnute indicator nunerals: Bl ack.

(5) Hour indicator nunerals: Red.

kkkkkkkkkkkkkkkkkkkkkkkkkhkhhkhkhkkkkkkkkkkkkhkhhkhkhkkkkkkkkkkkkhkhhkhhkkkkkkkkkkk

NOTE: Hei ght of control sw tch box for control
shal |l be indicated on the drawi ngs. In roons where
expl osi ve anesthetics are anticipated, the bottom of
this box shall be at |east 1500 mm 60 i nches above
finished floor.

*kkkkkkkkkkkkkkkkkkkkkkkkkkhhkhkkkkkkkkkkkkhkhhkhkkkkkkkkkkkhkhhkhhkkkkkkkkkkik

f. Control panel, 150 mm 6 inches square, for installation in a
doubl e-gang switch box, conpletely wired and assenbl ed, including the

following:
(1) Indicator light that illuninates when timer is on.
(2) Indicator light that illuminates when timer is in reset node.

(3) Switch: Start/stop.

(4) Switch: Reset.
2.7 Di spenser, Brush, Arm and Foot
Provide wal |l -nounted unit, fabricated of 1.8 mmthick 14 gage stainless
steel, with overall dinensions approxinmately 50 nm deep by 535 nmm | ong by
110 nm 2 inches deep by 21 inches long by 4 3/8 inches wide. Include the
follow ng features:

a. Dispenser, renovable for sterilization.
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b. Armoperator fabricated from1.5 mmthick 16 gage stainless steel with
automatic spring return

c. Foot pedal operator, fabricated from 1.8 mmthick 14 gagestainl ess
steel with spring-loaded return and 5 nm 3/16 inch thick nonslip bottom
pad.

d. Capacity, 12 to 14 brushes of industry standard nmake and size.

.2.8 Di spenser, Soap, Foot Qperated

Provi de foot-operated, wall-nmounted di spenser suitable for dispensing
l'iquid surgical soap. Include the follow ng features

a. Dispensing tube assenbly, stainless steel, with drip-proof nozzle.
b. Foot pedal punp with flexible air tubing.
c. Jar, renovable, one-quart capacity, polyethylene.

.2.9 Medi ci ne Center, 1200 mm 48 | nches W de

*% *% *% *% *% *% *% *% *% *% *% *% *%%

NOTE: Include these itens for Air Force projects
only.
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Sel f-contained station for storing, preparing, and di spensing nedici nes;
525 mMm 21 inch mnimumto 600 nm 24 inch maximumw dth (front to back) by
1200 nmm 48 inch length (across face) by 1800 mm 72 inch mninumto 2085 mm
82 inch maxi num height. Front surface of station in one plane, allow ng
station to be recessed. Provide station conpletely assenbled, with one
servi ce connection for each utility. Include the follow ng features:

a. Construction: Fabricate as an integral unit with exposed-to-vi ew netal
cabi net surfaces, both interior and exterior, of satin-finished or a
m ni mum No. 3 polished finish stainless steel. Use heli-arc welding
process with precautions taken to ensure noncorrosive condition. Gind
snoot h and polish exposed wel ds and edges to match finish, including
i nsi de cabinets. Provide countertop full width of cabinet with raised
rimedge and integral sink. Provide renovable access panel on back
wal | of utility conpartnment under sink for access to service
connections. Assenbly shall pernmit servicing fromfront wthout
di sassenbling unit.

b. Sink: Stainless steel, mnimum 1.5 mmthick 16 gage, approxi mately 240
by 288 by 150 mm 9 1/2 by 11 1/2 by 6 inches deep, equipped with waste
strainer and tail piece.

c. Faucet: Gooseneck with hot and cold water fittings with i ndexed cross
handl es or wist blade handl es.

d. Illumnation: Provide a recessed fluorescent lighting fixture with
bul bs and translucent diffusing shield. Locate switch in splash area
above countertop.

e. FElectrical outlet: Provide 120-volt, 60 Hz duplex electrical outlet
with G-CI, located in splash area above countertop and accessibl e
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wi t hout reaching over sink.
f. Storage Shelves: Provide stepped shelves directly over countertop
g. Door: Doubl e-pan hinged door at storage cabinets.

h. Drawers: Stainless steel construction, renovable, w th double-pan
front for storage of syringe kits. Extends fully on ball bearings and
slides; provide with key | ock

i. Medicine card rack: 24-hour

j. Medicine cup dispenser and waste container: For disposable, one-ounce
medi ci ne cups. Provide opening for disposal of used paper cups into a
renovabl e waste contai ner concealed in | ower cabinets. Provide waste
container.

k. Narcotic cabinet: Locate in upper section of cabinet; provide with one
pair of successive | ocking doors, each door requiring a separate key.
Insertion of key in outer |lock shall automatically light a red warning
light located [on face of cabinet] [as indicated] that remains on unti
l ock is secured and both keys are renobved.

I. Refrigerator: Insulated, self-defrosting biological type, with mninmm
0. 125 cubic neter 4.5 cubic foot capacity. Provide with three
adj ust abl e, noi sture-proof shelves designed to allow air circulation
Door to include gaskets, latch, and key lock. Stainless steel interior
surfaces.

m Security door: Provide a roll-type security door with lock to enclose
nedi ci ne shel ves.

n. Trim Provide stainless steel closure strips for recessed | ocations.

0. Dust cap: Provide stainless steel sloping dust cap for each
nonrecessed unit.

p. Keys: Provide at |east two keys for each lock on unit. Key units
separately.

g. Service characteristics:
(1) Hot and cold water supply: 13 mm1/2 inch
(2) Waste: 38 mm1 1/2 inches.

(3) Electrical: 120-volt, 60 Hz.

2.2.10 [ltem] 1 -1 |
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NOTE: Insert identification nunber, nane, and
description with salient features for item not
covered in this guide specification.

*% *% *% *% *% *% *% *% *% *% *% *% *%%

Unit shall be [__ ]. Include the follow ng features:

a. [ 1]
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] PART 3 EXECUTI ON

3.1 INSTALLATION
Install items at locations indicated. Conformto installation provisions
of Section 11 70 00 GENERAL REQUI REMENTS FOR MEDI CAL AND DENTAL EQUI PMENT.
Provide final utility connections and utility service to equipnent,
i ncludi ng waste, under Sections 23 03 00.00 20 BASI C MECHANI CAL MATERI ALS
AND METHODS, 22 00 00 PLUMBI NG SYSTEMS, 22 60 70 GAS AND VACUUM SYSTEMS FOR
HEALTHCARE FACI LI TIES, 26 00 00.00 20 BASI C ELECTRI CAL MATERI ALS AND
METHODS, and 26 20 00 | NTERI OR DI STRI BUTI ON SYSTEM

3.2 FI ELD QUALI TY CONTROL

3.2.1 Tests

Test each itemto ensure equi pnent is operational and confornms to
specification requirenents.

3.2.2 Inspection
Exami ne each item for visual defects and confornmance to specifications.

-- End of Section --
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