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REMOVAL AND SALVAGE OF HI STORI C CONSTRUCTI ON MATERI ALS
11/18

NOTE: This gui de specification covers the

requi renents for renoval and sal vage of historic
buil ding materials of historic buildings and
structures.

Adhere to UFC 1-300-02 Unified Facilities Guide
Speci fications (UFGS) Fornmat Standard when editing
this gui de specification or preparing new project
specification sections. Edit this guide
specification for project specific requirenents by
addi ng, deleting, or revising text. For bracketed
itens, choose applicable iten(s) or insert
appropriate information.

Renmove information and requirements not required in
respective project, whether or not brackets are
present.

Conment s, suggestions and reconmended changes for
this gui de specification are wel cone and shoul d be
submtted as a Criteria Change Request (CCR).

*% *%

PART 1

*% *% *% *% *% *% *% *% *% *% *%%

GENERAL
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NOTE: This guide specification will be coordinated
with the appropriate sections and the draw ngs, and
t he bracketed choices will be selected or omtted
and the bracketed bl ank spaces filled in or omtted
as required.

The work may involve a historic property. The

desi gner nust coordi nate review of the proposed work
with the appropriate cultural resources nmanager
(CRM and cultural resource |aws and regul ations, as
part of the environnental review and permtting
process. Consultation with stakehol ders, including
the state historic preservation office, nay be
required, and work involving historic properties
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1

will likely be required to confirmto the Secretary

of the Interior's Standards for the Treatnent of

Hi storic Properties (usually at the REHABI LI TATI ON

level). See
https://lwww.nps.gov/tps/standards/four-treatments/treatment-rehabilitation.htm

*% *% *% *% *% *% *% *% *% *% *% *% *%%

1 REFERENCES
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NOTE: This paragraph is used to list the
publications cited in the text of the guide
specification. The publications are referred to in
the text by basic designation only and listed in
thi s paragraph by organi zati on, designation, date,
and title.

Use the Reference Wzard' s Check Reference feature
when you add a Reference ldentifier (RID) outside of
the Section's Reference Article to automatically

pl ace the reference in the Reference Article. Also
use the Reference Wzard's Check Reference feature
to update the issue dates.

Ref erences not used in the text will automatically
be deleted fromthis section of the project

speci fication when you choose to reconcile
references in the publish print process.

*% *% *% *% *% *% *% *% *% *% *% *% *%%

The publications listed below forma part of this specification to the
extent referenced. The publications are referred to within the text by the
basi ¢ designation only.

U S. NATI ONAL ARCHI VES AND RECORDS ADM NI STRATI ON ( NARA)

29 CFR 1910. 1000 Ai r Cont ami nants

29 CFR 1926. 55 Gases, Vapors, Funes, Dusts, and Msts

40 CFR 261 Identification and Listing of Hazardous
Waste

.2 PRQJECT DESCRI PTI ON

The work includes renmoval and sal vage of identified historic itens and
materials, and renoval of resulting rubbish and debris. General denolition
of non-historic materials and renoval of resulting rubbish and debris nust
conply with the requirenents of Section 02 41 00 [ DEMOLI TI ON] [ AND]

[ DECONSTRUCTI ON]. Store sal vaged or recycled materials daily in areas and
in a manner specified by the Contracting Oficer. 1In the interest of
conservation, pursue salvage and recycling to the maxi mum extent possi bl e.
Subnmit a Wirk Plan that includes procedures proposed for the acconpli shnent
of the work. The Work Pl anprocedures nust provide for safe conduct of the
wor k, careful renoval and disposition of materials specified to be sal vaged
or recycled, dust control, protection of property which is to remain

undi sturbed, coordination with other work in progress, and tinely

di sconnection of utility services. |Include a detailed description of the
met hods and equi pnent to be used for each operation, and the sequence of
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1.

operations in the Wrk Pl an.

.2.1 Dust Control

Control the amount of dust resulting fromrenoval, salvage and denolition
operations to prevent the spread of dust to occupied portions of the
construction site, to avoid creation of a nuisance in the surrounding area
and to mnimze occupational exposures. Qccupational exposures cannot
exceed the requirements in 29 CFR 1910. 1000 and 29 CFR 1926.55. Use of
water to control dust will not be permitted when it will result in, or
create, dammge to existing building materials and hazardous or

obj ectionabl e conditions such as ice, flooding and pollution.

.2.2 Protection

.2.2.1 Protection of Existing Historic Property

Survey the site and exani ne the draw ngs and specifications to determ ne
the extent of work before beginning any renoval, salvage or denolition
wor k. Take necessary precautions to avoid danage to existing historic
itens that are to remain in place, to be reused, or to remain the property
of the Government. Repair or restore itens danaged by the Contractor to
original condition, or replace, as approved by the Contracting O ficer
Coordinate the work of this section with all other work and construct and
mai ntai n shoring, bracing and supports, as required. Ensure that
structural elenents are not overl oaded and provi de additional supports as
may be required as a result of any cutting, renoval, or denolition work
performed under this contract.

.2.2.2 Protection Fromthe Wat her

Protect the interior of buildings to renmain and sal vageable materials from
the weather at all tines. Store salvaged historic materials off the ground
and under weathertight covering.

.2.2.3 Envi ronmental Protection

Conmply with the requirenents of [Section 02 82 00 ASBESTOS

REMEDI ATI ONJ [ Section 02 83 00 LEAD REMEDI ATION] [__ ]. Ensure a thorough
i nspection has been perfornmed for hazardous nmaterials prior to beginning
work.

3 SUBMITTALS
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NOTE: Review Subnittal Description (SD) definitions
in Section 01 33 00 SUBM TTAL PROCEDURES and edit
the following list to reflect only the submittals
required for the project.

The @uide Specification technical editors have
designated those itens that require Governnent
approval, due to their conplexity or criticality,
with a "G" Generally, other submittal itens can be
reviewed by the Contractor's Quality Control

System Only add a "G' to an item if the subnittal
is sufficiently inmportant or conplex in context of

t he project.
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For submittals requiring Governnent approval on Arny
projects, a code of up to three characters within
the submittal tags nmay be used following the "G'
designation to indicate the approving authority.
Codes for Arny projects using the Resident

Managenment System (RMB) are: "AE" for
Architect-Engineer; "DO' for District Ofice

(Engi neering Division or other organization in the
District OOfice); "AO" for Area Ofice; "RO for
Resident Office; and "PO' for Project Ofice. Codes
following the "G' typically are not used for Navy,
Air Force, and NASA projects.

The "S" following a submittal itemindicates that
the submittal is required for the Sustainability
eNot ebook to fulfill federally mandat ed sustai nabl e
requi renents in accordance with Section 01 33 29
SUSTAI NABI LI TY REPORTI NG. Locate the "S" submitta
under the SD nunber that best describes the
submttal item

Choose the first bracketed itemfor Navy, Air Force
and NASA projects, or choose the second bracketed
itemfor Arny projects.

*% *% *% *% *% *% *% *% *%%

CGovernment approval is required for subnmittals with a "G' designation;
submittals not having a "G' designation are [for Contractor Quality Contro
approval .][for information only. Wen used, a designation follow ng the
"G' designation identifies the office that will review the submttal for
the Governnment.] Submittals with an "S" are for inclusion in the

Sustai nability eNotebook, in conformance with Section 01 33 29
SUSTAI NABI LI TY REPCRTI NG. Submit the followi ng in accordance with Section
01 33 00 SUBM TTAL PROCEDURES

SD-01 Preconstruction Submittals
Wrk Plan; C[, | 11

1.4  QUALIFICATIONS
Provide qualified workers trained and experienced i n whol e-building
recycling, including renoval and sal vage of historic materials. Submt
docunent ati on of five consecutive years of work of this type with a list of
simlar projects identifying when, where, and for whomthe work was done.
Provide a current point-of-contact for identified references.

PART 2 PRODUCTS
Not used.

PART 3 EXECUTI ON

3.1 HAZARDOUS MATERI ALS
Unf oreseen hazardous nmaterials may exist in wall cavities, beneath floors,
in chases, inside various conponents, as well as other building materials.

Exercise extreme care when perform ng denolition and sal vage operations to
ensure unexpected hazardous materials area not inadvertently disturbed
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creating a potential exposure concern. |f suspect hazardous materials are
observed or encountered, stop work and notify the Contracting Oficer
immediately.

.2 SALVAGED | TEM5

Sal vage itens to the maxi mum extent possible. Renobve historic itenms to be
sal vaged fromthe structure prior to denolition work. Renmpove sal vageabl e
items by hand | abor to the maxi num extent possible. Do not danage historic
portions of the structure to remain or items identified for sal vage.

Renove furni shings, equipnment, and nmaterials not schedul ed for sal vage or
recycling prior to any sal vagi ng procedures. Keep a conplete recordi ng of
all salvaged materials including the condition of such materials before,
and after, sal vage operations.

.2.1 Site Wrk

Renove intact and salvage the following site itens: [fences and gates]
[site furnishings] [fountains] [scul pture] [site ornaments] [site |ighting
fixtures] [

.2.2 Concrete

Renove intact and sal vage the follow ng concrete itens: [precast
architectural elenents] [_ ].

. 2.3 Masonry

Renove intact and sal vage the follow ng masonry itens: [brick] [stone]
[terra cotta] [cast stone] [clay tile trimelenents] [cornerstones] |

.2.4 Metals

Renove intact and sal vage the following nmetal items: [ladders] [stairs and
handrail s] [cast architectural ornanent] [architectural netal work]
[ornanental ironwork] [gratings and netal wal kways] [ ].

.2.5 Wood

Renove intact and salvage the following materials: [wood decking]
[mI1Twork] [custom paneling] [wood stairs and handrails] [|adders]
[architectural woodwork] [custom casework] [wood tinbers (125 x 125 nm 5 x
5 inch or larger)] [__ ].

.2.6 Thermal and Moi sture Protection

Renove intact and salvage the following materials: [slate tiles] [clay
tiles] [gutters, |eaders, and downspouts] [skylights] [roof accessories]
[exterior siding] [__ ].

2.7 Doors and W ndows

Renove doors and wi ndows with associ ated hardware and operating nechani sns
intact (including glass) and sal vagei n accordance with the schedul e.

.2.8 Finishes

[ Remove] [ protect] the follow ng special or historic finishes
[stenciling] [decorative tile] [nolded ornanent] [decorative ceiling
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materials] [wood flooring] [textured wall coverings] [murals] [ ].
.2.9 Equi prent and Specialty Itens

Renove intact and sal vage the foll ow ng equi pmrent and specialty itens:
[ chal kboards and tackboards] [toilet partitions] [|ouvers and vents]

[stoves] [plaques] [lockers] [mirrors] [bath accessories] [partitions]
[contents of cornerstones] [document boxes] [

.2.10 Mechani cal Equi pnent

Renove intact and sal vage the foll owi ng mechani cal equi pnent: [bathroom
fixtures] [radiators] [registers and grilles] [fans] [ __ ].

.2.11 El ectrical Equi pnent

Renove intact and sal vage the follow ng electrical fixtures and equi pnent:
[light fixtures] [switches] [switch plates] [outlet covers] [clocks]
[tel ecomuni cations equi prent] |

.3 RECYCLED NMATERI ALS

Recycle materials to the maxi num extent possible. Use hand | abor wherever
possible to renove recyclable materials. Do not damagehi storic portions of
the structure indicated to remain and itens identified for salvage while
renoving materials for recycling. Recycle the follow ng material s:

[ di mensi on | unber] [scrap wood] [paper and cardboard] [gypsum wal | board]
[asphalt] [rubble] [glass] [netals] [

.4 DI SPCSI TI ON OF MATERI ALS

The Contractor, upon receipt of notice to proceed, is vested with the title
to materials and equi pnment to be denolished, except CGovernnent and using
service salvage and historical items. The Government will not be
responsible for the condition, |oss or danage to such property after notice
to proceed.

4.1 Mat eri al Sal vaged for the Contractor

Temporarily store salvaged material as approved by the Contracting Oficer
and renove from Governnent property before conpletion of the contract.
Sal e of salvaged material on the site is prohibited.

4.2 Items Sal vaged for the CGovernnent

Renove sal vaged itenms to remain the property of the Government in a manner
to prevent damage, packed or crated to protect the itens from danage, or as
directed by the Contracting Officer. Repair or replace itens danaged
during renoval or storage to match existing itens. Properly |abel and
identify containers as to contents. Deliver the following itens reserved
as property of the Government to the areas designated: [___ ].

. 4.3 Itens Sal vaged for the Using Service

Prior to comrencenent of work under this contract, renove the follow ng
items reserved as property of the using service: [__ ].
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3.

5 CLEAN-UP

Upon conpl etion of the work, clean portions of structure to remain and

adj acent areas and structures of dust, dirt, and debris caused by sal vage
and denolition operations. Verify that debris and rubbish created by the
work is non-hazardous. |If any debris and rubbish is suspect hazardous
waste characterize it in accordance with 40 CFR 261. |If the debris and
rubbi sh is deternmined to be hazardous materials notify the Contracting
Oficer. Renove and transport non-hazardous debris and rubbi sh in a nmanner
that prevents spillage on streets or adjacent areas. Transport and di spose
of all material in accordance with all local, state and Federa

regul ati ons. Provi de copies of all disposal manifests to the the
Contracting Oficer.

-- End of Section --
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