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QUALI TY CONTRCL
11/11

NOTE: This gui de specification covers the
preparation and use of Design-Bid-Build (DBB)
Quality Control. This guide specification wll
normal |y be used for Category One and Category Two
projects. It may be also used for snaller, conplex
projects at the discretion of the Governnent. This
section requires specific editing of the QC

requi renents. This section, as edited, nust be
revi ewed and approved by the Adm nistering RO CC

O fice prior to the 100 percent design subni ssion.

Adhere to UFC 1-300-02 Unified Facilities Guide
Speci fications (UFGS) Fornmat Standard when editing
this gui de specification or preparing new project
specification sections. Edit this guide
specification for project specific requirenents by
addi ng, deleting, or revising text. For bracketed
itens, choose applicable iten(s) or insert
appropriate information.

Renmove information and requirements not required in
respective project, whether or not brackets are
present.

Conment s, suggestions and reconmended changes for
this gui de specification are wel cone and shoul d be
submitted as a Criteria Change Request (CCR).

*% *% *% *% *% *% *% *% *% *% *% *%%

NOTE: When this specification is used, it will be
in conjunction with Section 01 32 17.00 20
COST- LOADED NETWORK ANALYSI S SCHEDULES ( NAS) .

Additional QC requirenments nay be included in
addi ti onal sections of the project. Sone of the
sections that include QC requirenents are: Section
09 97 13.15 LOW VCC PCOLYSULFI DE | NTERI OR COATI NG OF
WELDED STEEL PETROLEUM FUEL TANKS, Section

09 97 13.17 THREE COAT EPOXY | NTERI OR COATI NG OF
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WELDED STEEL PETROLEUM FUEL TANKS, Section

09 97 13.16 | NTERI OR COATI NG OF WELDED STEEL WATER
TANKS, and Section 09 97 13.27 EXTERI OR CQOATI NG OF
STEEL STRUCTURES.

*%

*% *% *% *% *% *% *% *% *% *% *% *%%

NOTE: Two options for the QC Manager duties have
been incorporated into this guide specification.

The first option allows the QC Manager to perform
production related duties and the second option does
not. Both options can include the use of QC

Speci al i sts responsi ble for perfornmng QC for
specific areas of work and for a specified
frequency. Specify QC Specialists for those areas

of work that are of sufficient conplexity or size to
justify the expense.

Determ ne whether a full time QC Manager is
justified or designate the QC Manager as the Project
Superintendent, i.e. to act in a dual role. |If the
QC Manager and Project Superintendent positions are
being filled as a dual role, that person nust not be
utilized as or the Comm ssioning Authority. Consider:

a. Design and conplexity of project.
b. Location of project.
c. Cost and type of Contract.

d. Characteristics of area construction | abor
market.

e. Anmpunt and type of off-site fabrication.
f. Duration of project.

Wien requiring the use of a Registered Professional
Engi neer/ Architect or a graduate Engi neer/ Architect
for the QC Manager or QC Specialist(s), keep in nind
the additional cost. The over-specifying of
expertise for QC personnel should be avoi ded.
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NOTE: This section has a correspondi ng graphic
called "quality control _reports. pdf."

*% *% *% *% *% * *%%
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NOTE: TO DOMLOAD UFGS GRAPHI CS:

Go to http://www.wbdg.org/FFC/NAVGRAPH/graphtoc.pdf

*% *% *% * * *% *% * *%%
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NOTE: Facility maintenance training has been
rel ocated to Section 01 78 24.00 20 FACILITY
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ELECTRONI C OPERATI ON AND MAI NTENANCE SUPPORT
| NFORMVATI ON (eOVBI ) .

*kkkkkkkkhkkkkkk kkkkkkkkkkkkkkkkkkkkkkkhhkkkkkkkkkkkkkkkhhkkkkkkkkkkkkk

PART 1 GENERAL

1.1 REFERENCES

kkkkkkkkkkkkkkkkkkkkkkkkkhkhhkhkkkkkkkkkkkkhkhhkhkkkkkkkkkkkkhkhhkhkhkkkkkkkkkkik

NOTE: This paragraph is used to list the
publications cited in the text of the guide
specification. The publications are referred to in
the text by basic designation only and listed in
thi s paragraph by organi zati on, designation, date,
and title.

Use the Reference Wzard's Check Reference feature
when you add a Reference ldentifier (RID) outside of
the Section's Reference Article to automatically

pl ace the reference in the Reference Article. Also
use the Reference Wzard's Check Reference feature
to update the issue dates.

Ref erences not used in the text will automatically
be deleted fromthis section of the project

speci fication when you choose to reconcile
references in the publish print process.

*kkkkkkkkkkkkkkkkkkkkkkkkkkhhkhkkkkkkkkkkkkhkhhkhkhkkkkkkkkkkkhkhkhkhhkkkkkkkkkkk

The publications listed below forma part of this specification to the
extent referenced. The publications are referred to in the text by the
basi c designation only.

AVERI CAN SOCI ETY OF HEATI NG, REFRI GERATI NG AND Al R- CONDI TI ONI NG
ENG NEERS ( ASHRAE)

ASHRAE 52. 2 (2012) Method of Testing Genera
Ventilation Air-d eaning Devices for
Renmoval Efficiency by Particle Size

ASTM | NTERNATI ONAL ( ASTM

ASTM D6245 (2012) Using Indoor Carbon Dioxide
Concentrations to Evaluate Indoor Air
Quality and Ventil ation

ASTM D6345 (2010) Standard Guide for Sel ection of
Met hods for Active, Integrative Sanpling
of Volatile Organic Conpounds in Air

SHEET METAL AND Al R CONDI TI ONI NG CONTRACTORS' NATI ONAL ASSOCI ATI ON
(SMACNA)

ANSI / SMACNA 008 (2007) | AQ Guidelines for CQccupied
Bui | di ngs Under Construction, 2nd Edition

U S. ARMY CORPS OF ENG NEERS ( USACE)

EM 385-1-1 (2014) Safety and Heal th Requirenents
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1.

Manual

2 SUBMITTALS

NOTE: Review Subnmittal Description (SD) definitions
in Section 01 33 00 SUBM TTAL PROCEDURES and edit
the following list to reflect only the subnmittals
required for the project.

The Guide Specification technical editors have
designated those itens that require Government
approval, due to their conplexity or criticality,
with a "G'. GCenerally, other submittal itenms can be
reviewed by the Contractor's Quality Control

System Only add a “G to an item if the subnittal
is sufficiently inmportant or conplex in context of

t he project.

For subnmittals requiring Government approval on Arny
projects, a code of up to three characters within
the submittal tags nmay be used following the "G'
designation to indicate the approving authority.
Codes for Arny projects using the Resident
Managenment System (RMB) are: "AE" for
Architect-Engineer; "DO' for District Ofice

(Engi neering Division or other organization in the
District OOfice); "AO" for Area Ofice; "RO for
Resident O fice; and "PO' for Project Ofice. Codes
following the "G' typically are not used for Navy,
Air Force, and NASA projects.

The "S" following a submittal itemindicates that
the submittal is required for the Sustainability
eNot ebook to fulfill federally mandated sustai nabl e
requi renents in accordance with Section 01 33 29
SUSTAI NABI LI TY REPORTING. Locate the "S" submittal
under the SD nunber that best describes the
submttal item

Choose the first bracketed itemfor Navy, Air Force
and NASA projects, or choose the second bracketed
itemfor Arnmy projects.

kkkkkkkkkkkkhkkkkkkkkkkkkhkhhkhkkkkkkkkkkkkhkhhkhhkhkkkkkkkkkkkhkhhkhkhkkkkkkkkkk

CGovernment approval is required for subnmittals with a "G' designation;
submittals not having a "G' designation are [for Contractor Quality Control
approval .][for information only. Wen used, a designation follow ng the
"G' designation identifies the office that will review the submttal for
the Government.] Submittals with an "S" are for inclusion in the

Sustai nability eNotebook, in conformance to Section 01 33 29 SUSTAI NABI LI TY
REPORTI NG. Submit the following in accordance with Section 01 33 00

SUBM TTAL PROCEDURES

SD-01 Preconstruction Subnmttals

Construction Quality Control (QC) Plan; ¢, [___ 1]
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1.

NOTE: Coordinate the submittal requirenent dates
with the submittal dates in sections entitled
Net wor k Anal ysi s Schedul es.

kkkkkkkkkkkkkkkkkkkkkkkkkkhhkhkkkkkkkkkkkkkhhkhkkkkkkkkkkkkkhhhkhhkhkkkkkkkkkk

Submit a Construction QC Plan prior to start of construction.
Indoor Air Quality (1AQ Managerent Plan; C[, | 11
Basi s of Design and Design |ntent
SD- 05 Design Data
Desi gn Revi ew]
Contract Docunent Review
SD-07 Certificates
CA Resune
3 | NFORVATI ON FOR THE CONTRACTI NG OFFI CER
Prior to comrenci ng work on construction, the Contractor can obtain a
single copy set of the current report forns fromthe Contracting O ficer
The report forns will consist of the Contractor Production Report,
Contractor Production Report (Continuation Sheet), Contractor Quality
Control (CQC) Report, CQC Report (Continuation Sheet), Preparatory Phase
Checklist, Initial Phase Checklist, Rework Itens List, and Testing Plan and

Log.

Deliver the following to the Contracting Oficer during Construction

*kkkkkkkkkkkkkkkkkkkkkkkkkhkhhkkkkkkkkkkkkkkhhkkkkkkkkkkkkkkhkhhkhkhkkkkkkkkkkk

NOTE: Delete the requirenent for QC Speciali st
reports when QC Specialists are not specified.

*% *% *% *% *% *% *% *% *% *% *% *% *%%

a. CQC Report: [Submit the report electronically] [Miil or hand-carry the
original (wet signatures) [and one copy ]J[and [ ____ ] copies]] by 10:00
AM t he next working day after each day that work is perfornmed and for
every seven consecutive cal endar days of no-work.

b. Contractor Production Report: [Subnit the report electronically by
10: 00 AM the next working day after each day that work is perforned and
for every seven consecutive cal endar days of no-work.][Mil or
hand-carry the original (wet signatures) [and one copy][and [ ]
copies] by 10:00 AMthe next working day after each day that work is
perfornmed and for every seven consecutive cal endar days of no-work,
attached to the CQC Report.]

c. Preparatory Phase Checklist: [Subnit the report electronically in the
same nmanner as the CQC Report for each Preparatory Phase
held.][Original attached to the original CQC Report and one copy
attached to each QC Report copy.]

d. Initial Phase Checklist: [Submit the report electronically in the sane

manner as the CQC Report for each Initial Phase held.][Oiginal
attached to the original CQC Report and one copy attached to each QC
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Report copy.]

[e. QC Specialist Reports: [Submit the report electronically by 10:00 AM
the next working day after each day that work is performed.][Mil or
hand-carry the original (wet signatures) [and one copy][and [ ]
copies] by 10:00 AMthe next working day after each day that work is
performed.]]

f. Field Test Reports: [Wthin tw working days after the test is
performed, subnit the report as an electronic attachnent to the CQC
Report.][Mail or hand-carry the original within two working days after
the test is performed, attached to the original CQC Report and one copy
attached to each QC Report copy.]

g. Mnthly Sunmary Report of Tests: [Subnit the report as an electronic
attachnent to the CQC Report at the end of each nmonth.][Miil or
hand-carry the original attached to the last QC Report of the nonth.]

h. Testing Plan and Log: [Subnit the report as an el ectronic attachment
to the CQC Report, at the end of each nonth. Provide a copy of the
final Testing Plan and Log to the OVSl preparer for inclusion into the
OvBl docunentation.][Mail or hand-carry the original attached to the
| ast CQC Report of each nonth and one copy attached to each CQC Report
copy. Provide a copy of the final Testing Plan and Log to the QvBI
preparer for inclusion into the OvBl docunentation.]

i. Rework Itenms List: [Submit lists containing new entries daily, in the
same manner as the CQC Report.][Miil or hand-carry the origina
attached to the last CQC Report of each nonth and one copy attached to

each CQC Report copy.]

j. CQC Meeting Mnutes: [Wthin two working days after the nmeeting is
hel d, submit the report as an electronic attachnent to the CQC
Report.][Mail or hand-carry the original within two working days after
the neeting is held, attached to the original CQC Report and one copy
attached to each CQC Report copy. ]

k. QC Certifications: As required by the paragraph entitled "QC
Certifications."

I. Special Inspection Report: Submit the Special Inspection reports, in
the sane nanner as the CQC Report.

11.4 QC PROGRAM REQUI REMENTS

kkkkkkkkkkkkkkkkkkkkkkkkkhkhhhhkkkkkkkkkkkkhkhhkhkkkkkkkkkkkkhkhkhkhkkkkkkkkkkk

NOTE: Use this paragraph for all projects except
NAVFAC Paci fi c.

*% *% *% *% *% *% *% *% *% *% *% *% *%%

Establish and maintain a QC program as described in this section. This QC
programis a key elenent in neeting the objectives of NAVFAC Conmi ssi oni ng.
The QC program consists of a QC Organi zation, QC Plan, QC Plan Meeting(s),
a Coordination and Mutual Understandi ng Meeting, QC neetings, three phases
of control, submttal review and approval, testing, conpletion inspections,
QC certifications,[ independent Special |nspections in accordance wth
Section 01 45 35 SPECI AL | NSPECTI ONS,] and document ati on necessary to
provide materials, equipnment, workmanship, fabrication, construction and
operations which conply with the requirenents of this Contract. The QC
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program nust cover on-site and off-site work and be keyed to the work
sequence. No construction work or testing nmay be perforned unless the QC
Manager is on the work site. The QC Manager must report to an officer of
the firmand not be subordinate to the Project Superintendent or the

Proj ect Manager. The QC Manager, Project Superintendent and Project
Manager nust work together effectively. Although the QC Manager is the
primary individual responsible for quality control, all individuals will be
hel d responsible for the quality of work on the job.

kkkkkkkkkkkkkkkkkkkkkkkkkhkhhkkkkkkkkkkkkkkhhhkhkhkkkkkkkkkkhkhhkhhkhkkkkkkkkkk

NOTE: Use this on NAVFAC PAC projects.

*% *% *% *% *% *% *% *% *% *% *% *% *%%

Establish and maintain a QC program as described in this section. This QC
programis a key elenent in neeting the objectives of NAVFAC

Conmi ssioning. The QC program consists of a QC Organi zation, QC Plan, C
Pl an Meeting(s), a Coordination and Miutual Understandi ng Meeting, QC
nmeetings, three phases of control, submittal review and approval, testing,
[i ndependent Special |nspections in accordance with Section 01 45 35
SPECI AL | NSPECTI ONS, ]conpl etion inspections, and QC certifications and
docunent ati on necessary to provide materials, equipnent, workmanshi p,
fabrication, construction and operations which conply with the requirenments
of this Contract. The QC program nmust cover on-site and off-site work and
must be keyed to the work sequence. No construction work or testing may be
performed unl ess the QC Manager is on the work site. The QC Manager nust
report to the Project Superintendent. The QC Manager, Project
Superi nt endent and Proj ect Manager nust work together effectively.

Al t hough the QC Manager is the primary individual responsible for quality
control, all individuals will be held responsible for the quality of work
on the job.]

4.1 Commissioning

Conmi ssioning (Cx) is a systematic process of ensuring that all building
systens neet the requirenents and performinteractively according to the
Contract. The QC Programis a key to this process by coordinating,

veri fying and docunenting neasures to achieve the followi ng objectives:

a. Verify and docurment that the applicable equi prent and systens are
installed in accordance with the design intent as expressed through the
Contract and according to the manufacturer's reconmendati ons and
i ndustry accepted nini rum st andar ds.

b. Verify and docunment that equi prent and systens receive conplete
operational checkout by the installing contractors.

c. Verify and docunent proper performance of equi pnent and systens.

d. Verify that Operation and Mai ntenance (O&\W) docunentation is conplete.

e. Verify the Training Plan and training naterials are accurate and
provide correct instruction and docunentation on the critical elements
of the products, naterials, and systems in the constructed facility.
Verify that all identified Governnent operating personnel are trained.

f. Verify and docunment that all contract requirenments for LEED fundanenta
conmi ssioning are net.
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1

[

]

4.2 Acceptance of the Construction Quality Control (QC Plan

Acceptance of the QC Plan is required prior to the start of construction.
The Contracting Oficer reserves the right to require changes in the QC

Pl an and operations as necessary, including renoval of personnel

to ensure

the specified quality of work. The Contracting O ficer reserves the right
to interview any nmenber of the QC organization at any tine in order to
verify the subnmitted qualifications. Al QC organi zation personnel are
subj ect to acceptance by the Contracting Oficer. The Contracting Oficer
may require the renoval of any individual for non-conpliance with quality

requirenents specified in the Contract.

. 4.3 Prelimnary Construction Work Authorized Prior to Acceptance

The only construction work that is authorized to proceed prior to the
acceptance of the QC Plan is nobilization of storage and office trailers,

tenmporary utilities, and surveying.

1.4.4 Notificati on of Changes

Notify the Contracting Officer, in witing, of any proposed changes in the
QC Pl an or changes to the QC organi zati on personnel, a mininumof 10 work

days prior to a proposed change. Proposed changes are subject to

acceptance by the Contracting Oficer

1.4.5 Special Inspections

NOTE: Special Inspections are required for al
proj ects except the follow ng per |1BC

1. Construction of a minor nature as determnined by

t he desi gner of record. Were renovation
construction does not alter existing gravity or
|ateral | oad resisting system would constitute
construction that is mnor in nature.

2. Uility and miscellaneous G oup U occupancies
that are accessories to a residential occupancy.

3. Portions of structures designed and constructed
in accordance with the cold-forned steel |ight-frane

construction provisions of Section 2211 of IBC or

the conventional |ight-frame construction provisions

of Section 2308 of |BC.

*% *% *% *% *% *% *% *% *% *% *% *% *%%

Performall required Special |nspections per Section 01 45 35 SPECI AL
I NSPECTI ONS, the statenment of Special |nspections and the Schedul e of

Speci al | nspecti ons.

1.5 QC CORGANI ZATI ON

kkkkkkkkkkkkkkkkkkkkkkkkkhkhhkkkkkkkkkkkkkkhkhhkhkkkkkkkkkkkkhkhhkhhkkkkkkkkkkk

NOTE: Qualifications of menbers of the QC

organi zati on nmust be approved by the Admi nistering

RO CC Ofice. The Project Manager nust submt to
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the RO CC a copy of the General Description of the
work with the proposed qualifications of menbers of
the QC organizati on when requesting approval.

kkkkkkkkkkkkkkkkkkkkkkkkkkhhkhkkkkkkkkkkkkkhhkhkkkkkkkkkkkkkhhhkhhkhkkkkkkkkkk

1.5.1 QC Manager

1.5.1.1 Duties

kkkkkkkkkkkkkkkkkkkkkkkkkhkhhkkkkkkkkkkkkkkhhhkhkhkkkkkkkkkkhkhhkhhkhkkkkkkkkkk

NOTE: Consult with Construction Ofice to determ ne
if QC Manager mmy serve as SSHO based on conplexity
of project. Select the second bracketed item

al l owi ng Project Superintendent duties for routine
projects. Select the third bracketed itemall ow ng
no other duties for |large or conplex projects.

Remove the bracketed phrases referring to QC
Speci al i sts when none are specified.

Use the last bracketed sentence when a Speci al
I nspector of Record is not required for the project.

*% *% *% *% *% *% *% *% *% *% *% *% *%%

Provide a QC Manager at the work site to inplenent and nanage the QC
progranf, and to serve as the Site Safety and Health O ficer (SSHO as
detailed in Section 01 35 26 GOVERNMENTAL SAFETY REQUI REMENTS]. [In
addition to inplenenting and managi ng the QC program the QC Manager nay
performthe duties of Project Superintendent. ][The only duties and
responsibilities of the QC Manager are to manage and inplenent the QC
programon this Contract. ]The QC Manager is required to attend the
partnering neetings, QC Plan Meetings, Coordination and Mitual

Under st andi ng Meeting, conduct the QC neetings, performthe three phases of
control [except for those phases of control designated to be perforned by
QC Specialists], performsubnittal review and approval, ensure testing is
performed and provide QC certifications and docunentation required in this
Contract. The QC Manager is responsible for managi ng and coordi nating the
three phases of control and docunentation performed by [the QC
Specialists,] testing |l aboratory personnel and any other inspection and
testing personnel required by this Contract. The QC Manager is the nanager
of all QC activities. The QC nanager is responsible for notifying the

[ Speci al I nspector][Special Inspector of Record] of activities which
require their review. [The QC manager is responsible for coordinating the
Speci al Inspection activities, see paragraph QUALI TY CONTROL MANAGER, in
Section 01 45 35 SPECI AL | NSPECTI ONS. ]

1.5.1.2 Qualifications

*% *% *% *% *% *% *% *% *% *% *% *% *%%

NOTE: Select and edit the first set of bracketed
sentences for routine projects. Select and edit the
second group of bracketed sentences for |arge or
conpl ex projects. For qualifications in excess of
options listed, consult the Adm nistering RO CC
Office.

kkkkkkkkkkkkkkkkkkkkkkkkkhkhhkkkkkkkkkkkkkkhkhhkhkkkkkkkkkkkkhkhhkhhkkkkkkkkkkk

[ An individual with a minimm of [5][10] years conbi ned experience in the
foll owi ng positions: Project Superintendent, QC Manager, Project Mnager,
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Proj ect Engi neer or Construction Manager on simlar size and type
construction contracts which included the najor trades that are part of
this Contract. The individual nmust have at |east two years experience as a
QC Manager. The individual nust be familiar with the requirenents of

EM 385-1-1, and have experience in the areas of hazard identification,
safety conpliance, and sustainability.]

[ A graduate of a four year accredited college or university programin one
of the follow ng disciplines: Engineering, Architecture, Construction
Management, Engi neering Technol ogy, Buil ding Construction, or Building
Science, with a mininmumof 10 years experience as a Project Superintendent,
QC Manager, Project Manager, Project Engineer or Construction Manager on
simlar size and type construction contracts which included the major
trades that are part of this Contract. The individual nust have at |east
two years experience as a QC Manager. The individual nust be fanmiliar with
the requirenments of EM 385-1-1, and have experience in the areas of hazard
identification, safety conpliance, and sustainability.]

1.5.2 Conmi ssi oning Authority
1.5.2.1 Duties

Provi de a Commi ssioning Authority (CA) as key person for the Cx and
docunent ati on thereof, who is subordinate to the QC Manager. The CA
directs and coordinates Cx activities and submits Cx reports to the
Contracting Oficer to neet the subnmittal and reporting requirenents of
Commi ssi oni ng and devel ops the conmissioning plan. The CA coordinates the
actions of the QC Specialists, Testing Laboratory personnel, eQvS
Preparer, and other inspection and testing personnel required by this
Contract for building Cx.

1.5.2.2 Qualifications

*kkkkkkkkkkkkkkkkkkkkkkkkkhkhhkkkkkkkkkkkkkkhhkkkkkkkkkkkkkkhkhhkhkhkkkkkkkkkkk

NOTE: Determine availability of CAs with specified
| evel of experience. The CA may be Gover nnment
personnel or with a third-party firm but nay not
have contributed to or been responsible for the
proj ect design, construction managenent, or
supervision. A third-party CA who conpletes all Cx
activities in addition to the reviews is preferred.

*% *% *% *% *% *% *% *% *% *% *% *% *%%

The CA must be certified as a conm ssioning professional by the Associated
Air Bal ance Council (AABC) Conmi ssioning Group (ACG, the Association of
Energy Engineers (AEE), the American Society of Heating, Refrigeration, and
Air Conditioning Engi neers (ASHRAE), the Conmi ssioning Process Managenent
Pr of essi onal (CPMP), the Building Comn ssioning Association (BCA), the

Nati onal Environnmental Bal ancing Bureau (NEBB), or the University of

W sconsin - Madison (UWM. CA resune is required, providing education,
experi ence and managenent capabilities on at least two simlar size and
type contracts. The CA may not have been involved with the project design,
construction nmanagenent, or supervision [, and nust be with a third-party
firmthat is not on the design teani.

1.5.3 Construction Quality Managenment Trai ning

In addition to the above experience and education requirenents, the QC
Manager nust have conpleted the course entitled "Construction Quality
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Managenent (CQW) for Contractors.” |If the QC Manager does not have a
current certification, they must obtain the CQM for Contractors course
certification within 90 days of award. This course is periodically offered
by the Naval Facilities Engi neering Comrand and the Arny Corps of

Engi neers. Contact the Contracting Oficer for information on the next
schedul ed cl ass.

1.5.4 Aternate QC Manager Duties and Qualifications

Desi gnate an alternate for the QC Manager at the work site to serve in the
event of the designated QC Manager's absence. The period of absence may
not exceed two weeks at one tine, and not nore than 30 workdays during a
cal endar year. The qualification requirenments for the Alternate QC Manager
must be the same as for the QC Manager.

[1.5.5 Assistant QC Manager Duties and Qualifications

*% *% *% *% *% *% *% *% *% *% *% *% *%%

NOTE: This option will rarely be used. Consider
speci fying an Assistant QC Manager only if this is a
| abor intensive project, a very conplex project, a
project with nmultiple work sites, or a project where
shifts are worked. Select the first option in nost
cases. Select and edit the second option when the
proj ect involves shift work. Select the
qualifications fromthe QC Manager options.

*kkkkkkkkkkkkkkkkkkkkkkkkkhkhhhhkkkkkkkkkkkkhkhhkhkkkkkkkkkkkkhkhhkhhkkkkkkkkkkik

NOTE: Delete the words "Assistant QC Manager™
t hroughout this section when this paragraph is not
used.

*kkkkkkkkkkkkkkkkkkkkkkkkkkhhhhkkkkkkkkkkkkkhhkhkkkkkkkkkkkkhkhkhkhhkkkkkkkkkkk

[ Provide an assistant to the QC Manager at the work site to performthe
three phases of control, performsubmittal review, ensure testing is
performed, and prepare QC certifications and docunentation required by this
Contract. The qualification requirenents for the Assistant QC Manager nust
be [FILL I N BASED ON NATURE AND COVPLEXI TY OF JOB]. The individual must be
famliar with the requirenents of EM 385-1-1, and have experience in the
areas of hazard identification and safety conpliance.]

[ Provide an assistant to the QC Manager at the work site to performthe
three phases of control, performsubmittal review ensure testing is
performed, and prepare QC certifications and docunentation required by this
Contract. The Assistant QC Manager mnust be on the work site during
suppl enental work shifts [beyond the regular shift] and performthe duties
of the QC Manager during such supplenmental shift work. The qualification
requirenents for the Assistant QC Manager mnust be [FILL I N BASED ON NATURE
AND COVPLEXI TY OF JOB]. The individual nust be familiar with the
requi renents of EM 385-1-1, and have experience in the areas of hazard
identification and safety conpliance.]

I 1.5.6 QC Specialists Duties and Qualifications

kkkkkkkkkkkkkkkkkkkkkkkkkhkhhkkkkkkkkkkkkkkhkhhkhkkkkkkkkkkkkhkhhkhhkkkkkkkkkkk

NOTE: Only specify QC Specialists for those areas
of work of sufficient conplexity or size where a
specialist is required to supplement the QC
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Manager. The requirenent for a QC Specialist mnust
be included in Part 3 of the technical section of
the specification were a QC Specialist is needed.

The use of Regi stered Professional Engineers or
Architects for QC Specialists nay be allowed in
speci al cases, but only after consultation with and
approval by the Adm nistering FEAD) RO CC Ofi ce.
Indicate the specific tine and frequency when the QC
Speci al i st must be on the site.

*kkkkkhkkk *kkkkkhkkk

*kkkkkhkkk *kkkkkhkhkk *kkkkkhkkkkkkkk

NOTE:
this section when this paragraph is not

*k%

Del ete the words "QC Specialists" throughout
used.

kkkkkkkkkkkkkkkkkkkkkkkhhkkhkkkkkkkkkkkkkhkhkhkkkkkkkkkkk

Provide a separate QC Specialist at the work site for each of the areas of
responsibilities, specified in Part 3, Execution, of the technica

sections, who nust assist and report to the QC Manager and who [nmay perform
production rel ated duties but nust be allowed sufficient tine to

perform [must have no duties other than] their assigned quality contro
duties. QC Specialists are required to attend the [ Coordi nati on and Mitua
Under st andi ng Meeting, ]QC neetings and be physically present at the
construction site to performthe three phases of control and prepare
docunentation for each definable feature of work in their area of
responsibility[ at the frequency specified bel ow.

*kkkkkkkkkkkkkkkkk kkkkkkkkkkkkkkkkkkkkkkhhhhhkkkkkkkkkkkkhhhhhkkkxkx

NOTE: The foll owi ng are exanples of QC Specialists
duties and qualifications:

*kkk

Qual i fication/Experience in Area of Responsibility Frequency
Area of Responsibility
Roof i ng Manufacturer's Installation and testing of |Full time
Technical roofing systens, Section
Representative/five years 07 53 23
minimum ETHYLENE-PROPYLENE-DIENE-MQ
ROOFING

Mechani cal | nspector,

I nternational Code Council
(1CC) Certified/ five years
minimum

Mnimumthree tines a week
during installation and
full time during testing

Installation and testing of
boil ers, Section

23 52 49.00 20 STEAM

BO LERS AND EQUI PVENT

(500, 000 - 18, 000, 000
BTU/HR)
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Qual i fication/Experience in Area of Responsibility Frequency
Area of Responsibility

11.5.7 Speci al I nspector [Special |nspector of Record]

*% *% *% *% *% *% *% *% *% *% *% *% *%%

NOTE: This paragraph is required if project
i nvol ves structural or fire protection.

kkkkkkkkkkkkkkkkkkkkkkkkkkhhhkhkkkkkkkkkkkkhkhhkhkhkkkkkkkkkkhkhhkhkhkkkkkkkkkkk

kkkkkkkkkkkkkkkkkkkkkkkkkhkhhhhkkkkkkkkkkkkhkhhhhkhkkkkkkkkkkhkhhkhhkhkkkkkkkikik

NOTE: The Special Inspector of Record is required
for the followi ng project conditions:

1) Seismic Design Category D, E or F, and assigned
to Risk Cat 111, IV or W

2) Seismc Design Category D, E or F; and with a
hei ght greater than 22860 nm 75 feet.

3) Seismic Design Category E, assigned to Risk
Category | or Il and the building is greater than
two stories above grade plane.

4) Nomi nal design wi nd speed in excess of 49 nisec
110 nmph; and assigned to Risk Cat II1l, IV or V.

5) Nominal design wind speed in excess of 49 nisec
110 nph; and with a height greater than 22860 miv5 ft.

*% *% *% *% *% *% *% *% *% *% *% *% *%%

The Special Inspector (SI) [Special |Inspector of Record (SIOR)] nust be an
i ndependent third party hired directly by the Prime Contractor. The Sl

[ SIOR] nmust not be a conpany enpl oyee of the Contractor or any

Sub- Contractor performng the work to be inspected. The qualifications of
the SI [SIOR] are defined in Section 01 45 35 SPECI AL | NSPECTI ON.

[1.5.8 Regi stered Fire Protection Engi neer

*% *% *% *% *% *% *% *% *% *% *% *% *%%

NOTE: For projects adm ni stered by NAVFAC PAC

Di vision or by the NAVFAC NW include the services
of a U S. Registered Fire Protection Engi neer for
revi ew and approval of all fire protection
submittals.

*% *% *% *% *% *% *% *% *% *% *% *% *%%

The U. S. Registered Fire Protection Engineer (FPE) nust be an i ndependent
third party hired directly by the Prine Contractor as an integral part of
the Prime Contractor's Quality Control Organization. This FPE nust have no
busi ness rel ati onshi ps (owner, partner, operating officer, distributor,

SECTION 01 45 00.00 20 Page 15



sal esman, or technical representative) with any subcontractors invol ved
with this project, or with any fire protection equi prent device

manuf acturers, suppliers or installers for any such equi pnent provided as
part of this project. This FPE is responsible for review, approval, and
coordination of all fire protection systemnaterial submttals,

cal cul ations, shop draw ngs, etc.

I 1.5.9 Subnmittal Reviewer[s] Duties and Qualifications

kkkkkkkkkkkkkkkkkkkkkkkkkhkhhkkkkkkkkkkkkkkhhhkhkhkkkkkkkkkkhkhhkhhkhkkkkkkkkkk

NOTE: Edit as appropriate. Select this paragraph
along with one of the three options avail abl e when
submittal reviewers are desired to assist the QC
Manager. Consult with the Adninistering FEAD RO CC
O fice on which option to use.

kkkkkkkkkkkkkkkkkkkkkkkkkhkhhkkkkkkkkkkkkkkkhhkhkkkkkkkkkkkkhkhhkhhkkkkkkkkkkk

Provide [a] Submittal Reviewer[s], other than the QC Manager or CA,
qualified in the discipline[s] being reviewed, to review and certify that
the subnittals neet the requirenents of this Contract prior to
certification or approval by the QC Manager.

*% *% *% *% *% *% *% *% *% *% *% *% *%%

NOTE: Select this bracketed phrase for routine
projects.

kkkkkkkkkkkkkkkkkkkkkkkkkkhhkhkkkkkkkkkkkkhkhhkkkkkkkkkkkkkkhkhkhkhkhkkkkkkkkkkk

[ Each submittal nust be reviewed by an individual with 10 years of
construction experience.]

*% *% *% *% *% *% *% *% *% *% *% *% *%%

NOTE: Select this bracketed phrase for |arge or
conpl ex projects.

*kkkkkkkkkkkkkkkkkkkkkkkkkhkhhkkkkkkkkkkkkkkhhkkkkkkkkkkkkkkhkhhkhkhkkkkkkkkkkk

[ Each submittal nust be reviewed by a registered architect or professional
engineer. |

kkkkkkkkkkkkhkkkkkkkkkkkkhkhhkhkkkkkkkkkkkkhkhhkhkhkkkkkkkkkkkhkhkhkhhkkkkkkkkkkk

NOTE: Select and edit this bracketed group of
phrases and table for projects where [a] subnmittal
revi ewer (s) of specific discipline for certain
specification sections or submttals are needed.

kkkkkkkkkkkkhkkkkkkkkkkkkhkhhkhkkkkkkkkkkkkhkhhkhhkhkkkkkkkkkkkhkhhkhkhkkkkkkkkkk

kkkkkkkkkkkkkkkkkkkkkkkkkhkhhhhkkkkkkkkkkkkhkhhkhkkkkkkkkkkkkhkhkhkhkkkkkkkkkkk

NOTE: The foll owi ng are exanpl es of Submttal
Revi ewer qualification, duties and experience.
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Qualification / Submittals to be reviewed:

Experience in : -
Submittal Discipline Spec Section No Submittal

Regi stered Mechanical |[Division 22 & 23 |All
Engineer

Regi stered Structural |Section 05 12 00 |Draw ngs Erection
Fabrication Engi neer, |[STRUCTURAL STEEL |Plan
(P.E)

Certified Industrial Section 02 82 00 |Asbestos Hazard
Hygi enist (CIH)/ ASBESTOS Abat enent Pl an
Comprehensive REMEDIATION
practice with five
years experience in
asbestos

[Each of the followi ng subnittals nust be reviewed by [an] individual][s]
meeting the qualifications/experience specified bel ow

Qualification / Experience Submittals to be reviewed:
in Submttal Discipline
Section No Submittal
L] L] L 1]

]
I 1.5.10 QC Administrative Assistant

*% *% *% *% *% *% *% *% *% *% *% *% *%

NOTE: Use this paragraph for a project requiring a
| arge volunme of submittals. Projects including
Section 01 33 29 SUSTAI NABI LI TY REPORTI NG nust use
t hi s paragraph.

*% *% * * *% *% *% *% *% *%

Provi de an Adnministrative Assistant at the work site until the work has
been accepted. The primary duty is to assist the QC Manager in processing
and maintaining files for submittals, preparing and publishing reports and
meeting mnutes. After primary duties are acconplished, other duties may
be assigned provided the duties do not interfere with prinmary duties.

I 1.5.11 Under wat er QC Team
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NOTE: This paragraph to be used only when the
i nspection of underwater work is required.

kkkkkkkkkkkkkkkkkkkkkkkkkhkhhkkkkkkkkkkkkkkhkhhkhkkkkkkkkkkkkhkhhkhhkkkkkkkkkkk

Provi de Underwater QC (UWQC) Team at the work site to perform underwater
surveill ance and inspection for the Contractor. The UANQC Team di vers nust
have current comrercial diver's license, with a mninmumof five (5) years
experience with underwater inspection. The personnel make up of the UWQC
team must conply with EM 385-1-1, OSHA and | ocal requirenents for Contract
di ving operations. Conply with all the applicable safety requirenents of
EM 385-1-1, OSHA and local requirenents for Contract diving operations.
The UWQC | ead diver nust be thoroughly famliar with the design plans and
specifications to sufficiently understand the engi neering aspects of the
underwat er construction and to be able to recogni ze and docunment potenti al
probl em areas such as inproperly constructed or defective areas. Provide
all necessary equi pment to conduct surveillance and inspection services,

i ncluding diver's equi pnent, dive boat, communication equi pnent, and

phot ogr aphi ¢/ vi deo equi pnent. Diver(s) nust be equipped to maintain
two-way comuni cation with QC personnel during diving operations. Prepare
and submit a report including photographs and/or videos with the QC report
after each dive. Frequency of underwater surveillance and inspection wll
be [ ] during installation and including final inspection. The UMX
Team nust be an independent third party hired directly by the Prine
Contractor, and nust have no involvenent with the design, preparation of
Contract, or installation of work.

]1.6 QUALITY CONTROL (QC) PLAN
1.6.1 Construction Quality Control (QC) Plan
1.6.1.1 Requirements

Provide, for acceptance by the Contracting Officer, a Construction QC Pl an
submitted in a three-ring binder that includes a table of contents, with
maj or sections identified with tabs, w th pages nunbered sequentially, and
that docunments the proposed nethods and responsibilities for acconplishing
quality control conm ssioning activities during the construction of the
project:

a. QC ORGANI ZATION: A chart showi ng the QC organizational structure.

b. NAMES AND QUALI FI CATIONS: Nanes and qualifications, in resunme fornat,
for each person in the QC organization. |Include the CQM for
Contractors course certifications for the QC Manager and Alternate QC
Manager as required by the paragraphs entitled "Construction Quality
Managenent Trai ning" and "Alternate QC Manager Duties and
Qualifications".

c. DUTIES, RESPONSIBILITY AND AUTHORI TY OF QC PERSONNEL: Duti es,
responsibilities, and authorities of each person in the QC organization.

d. QUTSI DE ORGANI ZATIONS: A listing of outside organizations, such as
architectural and consulting engineering firns, that will be enpl oyed
by the Contractor and a description of the services these firns wll
provide.

e. APPO NTMENT LETTERS: Letters signed by an officer of the firm

appoi nting the QC Manager and Alternate QC Manager and stating that
they are responsible for inplenenting and managi ng the QC program as
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described in this Contract. |Include in this letter the responsibility
of the QC Manager and Alternate QC Manager to inplenent and manage the
three phases of control, and their authority to stop work which is not
in conpliance with the Contract. Letters of direction are to be issued
by the QC Manager to [the Assistant QC Manager and ]Jall other QC
Specialists outlining their duties, authorities, and responsibilities.

I ncl ude copies of the letters in the QC Pl an

SUBM TTAL PROCEDURES AND | NI TI AL SUBM TTAL REGQ STER: Procedures for
revi ewi ng, approving, and managi ng subnmittals. Provide the name(s) of
the person(s) in the QC organi zation authorized to review and certify
submittals prior to approval. Provide the initial submttal of the
Submittal Register as specified in Section 01 33 00 SUBM TTAL
PROCEDURES.

TESTI NG LABORATORY | NFORMATI ON:  Testing | aboratory information
required by the paragraphs entitled "Accreditation Requirenments", as
applicable.

TESTI NG PLAN AND LOG A Testing Plan and Log that includes the tests
required, referenced by the specification paragraph number requiring
the test, the frequency, and the person responsible for each test. Use
Governnent forns to log and track tests.

PROCEDURES TO COVPLETE REWORK | TEMS: Procedures to identify, record,
track, and conplete rework itens. Use Governnent forns to record and
track rework itemns.

DOCUMENTATI ON PROCEDURES. Use Governnent form

LI ST OF DEFI NABLE FEATURES: A Definable Feature of Wrk (DFOWN is a
task that is separate and distinct fromother tasks and has control
requi renments and work crews unique to that task. A DFOWNis identified
by different trades or disciplines and is an itemor activity on the
construction schedule. Include in the Iist of DFOM, but not be
limted to, all critical path activities on the NAS. |Include al
activities for which this specification requires QC Specialists or
specialty inspection personnel. Provide separate DFOM in the Network
Anal ysi s Schedul e for each desi gn devel opment stage and subnitta
package.

PROCEDURES FOR PERFORM NG THE THREE PHASES OF CONTROL: Identify
procedures used to ensure the three phases of control to nanage the
quality on this project. For each DFOWN a Preparatory and Initial
phase checklist will be filled out during the Preparatory and Initial
phase neetings. Conduct the Preparatory and Initial Phases and
meetings with a view towards obtaining quality construction by planning
ahead and identifying potential problens for each DFOW

kkkkkkkkkkkkkkkkkkkkkkhhhkhkkkkkkkkkkkkkhkhkhkkkkkkkkkkkkkhkhhkhkkkkkkx

NOTE: Contact the Adm nistering FEAD) RO CC Office
to determine if the follow ng four paragraphs are
applicable to the project and edit accordingly.
CGenerally a personnel matrix is only required for
extrenely large projects |ike hospitals.

kkkkkkkkkkkkkkkkkkkkkkhkhhkkkkkkkkkkkkkkkhkhkhkkkkkkkkkkkkhkhhkhkkkrkkkx

PERSONNEL MATRI X: [ Not Applicable][A personnel matrix showing for each
section of the specification who will review and approve subnittals,
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1.

7

who will perform and docunent the three phases of control, and who will
perform and docunent the testing.]

PROCEDURES FOR COWMPLETI ON | NSPECTI ON: [ Not Appli cabl e] [ Procedures for

i dentifying and docunenting the conpletion inspection process. |nclude
in these procedures the responsible party for punch out inspection,
pre-final inspection, and final acceptance inspection.]

TRAI NI NG PROCEDURES AND TRAI NI NG LOG [ Not Applicabl e][Procedures for
coordi nati ng and docunenting the training of personnel required by the
Contract.]

ORGANI ZATI ON AND PERSONNEL CERTI FI CATIONS LOG  Procedures for

coordi nating, tracking and docunenting all certifications on
subcontractors, testing |aboratories, suppliers, personnel, etc. QC
Manager will ensure that certifications are current, appropriate for
the work being perfornmed, and will not |apse during any period of the
contract that the work is being perforned.

COORDI NATI ON AND MUTUAL UNDERSTANDI NG MEETI NG

kkkkkkkkkkkkkkkkkkkkkkkhhkkkkkkkkkkkkkkkhkhhhkkkkkkkkkkkkhkhhkhkkkkkk

NOTE: Renpve the first and second bracketed phrases
when Assi stant QC Manager or QC Specialist options
are not specified. Renobve the third and fourth
bracketed phrases when the AAE is not required to
attend. Consult with the Admi nistrating

RO CC O fice on whether to use the |last group of
bracket ed words.

*%

*% *% *% *% *% *% *% *% *% *% *% *%%

After subm ssion of the QC Plan, and prior to Government approval and the
start of construction, the QC Manager will meet with the Contracting

Ofi

cer to present the QC programrequired by this Contract. Wen a new QC

Manager is appointed, the coordination and nutual understandi ng neeting

must

7.1

be repeat ed.

Purpose

The purpose of this nmeeting is to develop a nmutual understanding of the QC
details, including docunentation, adm nistration for on-site and off-site
work, design intent, Cx, environnental requirenments and procedures,
coordination of activities to be perforned,[ Special Inspections,] and the
coordi nation of the Contractor's managenent, production, and QC personnel.
At the neeting, the Contractor will be required to explain in detail how
three phases of control will be inplenented for each DFON as well as how
each DFOWw || be affected by each nanagenent plan or requirenent as |isted
below:

a.

b.

Wast e Managenent Pl an.

| AQ Managerent Pl an.

Procedures for noi se and acousti cs nmanagemnent.
Envi ronmental Protection Plan.

Envi ronment al regul atory requirenents.
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f. O Plan.
[ g. Special Inspections.
11.7.2 Coordi nation of Activities

Coordinate activities included in various sections to assure efficient and
orderly installation of each conmponent. Coordinate operations included
under different sections that are dependent on each other for proper
installation and operation. Schedul e construction operations with
consideration for indoor air quality as specified in the | AQ Managenent
Plan. Coordinate prefunctional tests and startup testing with Cx.[

Coor di nate speci al inspections.]

1.7.3 Attendees

As a minimum the Contractor's personnel required to attend include an
officer of the firm the Project Manager, Project Superintendent, QC
Manager, Alternate QC Manager,|[ Assistant QC Manager,][ QC Specialists,]]
Speci al I nspector,][Special Inspector of Record,] CA Environmental

Manager, and subcontractor representatives. Each subcontractor who will be
assigned QC responsibilities nmust have a principal of the firmat the
meeting. Mnutes of the neeting will be prepared by the QC Manager and
signed by the Contractor[, the A/E] and the Contracting O ficer. Provide a
copy of the signed mnutes to all attendees[ and include in the QC Plan].

1.8 QC MEETI NGS

NOTE: Edit as appropriate.

*% *% *% *% *%

*% *% *%%

After the start of construction, conduct [weekly] QC neetings [once every
two weeks] by the QC Manager at the work site with the Project
Superintendent. [the QC Specialists, ][the Special Inspector, ][the Special
I nspector of Record, ]Jthe CA, and the forenmen who are perforning the work
of the DFON. The QC Manager is to prepare the minutes of the neeting and
provide a copy to the Contracting O ficer within two working days after the
meeting. The Contracting Oficer may attend these neetings. As a m ninmum
acconplish the follow ng at each neeting:

a. Review the mnutes of the previous neeting.

b. Review the schedule and the status of work and rework.

c. Review the status of subnittals.

d. Review the work to be acconplished in the next two weeks and
docunent ati on required.

e. Resolve QC and production problems (RFl, etc.).

f. Address itens that may require revising the QC Pl an.
g. Review Accident Prevention Plan (APP).

h. Review environnental requirements and procedures.

i. Review Waste Managenent Pl an.
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j. Review | AQ Managenment Pl an.
k. Review Environnental Mnagenent Pl an.
I. Review the status of training conpletion.
m Review Cx Plan and progress.
1.9 DESI GN REVI EW AND DOCUMENTATI ON

1.9.1 Basi s of Design and Design Intent

*kkkkkkkkkkkkkkkkkkkkkkkkkkhhhhkkkkkkkkkkkkkhhkhkkkkkkkkkkkkhkhkhkhhkkkkkkkkkkk

NOTE: A Basis of Design and a Design |Intent
docunment nust be available fromthe designer to
all ow the follow ng revi ew.

*% *% *% *% *% *% *% *% *% *% *% *% *%%

The CA must review the basis of design received fromthe Contracting

O ficer and the design intent. The Basis of Design is not part of the
contract docunments, but will be provided by the Contracting O ficer upon
request. Docunent the Basis of Design reviewin the Design Review report
required bel ow.

[1.9.2 Desi gn Revi ew

The CA must revi ew design docunents to verify that each comn ssioned system
meets the design intent relative to functionality, energy perfornmance,

wat er performance, nmaintainability, sustainability, systemcost, indoor
environmental quality, and |ocal environnental inpacts. Fully docunent
design reviewin witten report.

]1.9.3 Contract Docunent Review

The CA nust review the Contract documents to verify that Cx is adequately
specified, and that each conmm ssioned systemis likely to neet the design
intent relative to functionality, energy performance, water performance,
mai ntai nability, sustainability, system cost, indoor environmental quality,
and local environnental inpacts. Fully document contract document review
in witten report.

1.10 THREE PHASES OF CONTRCL

Adequat el y cover both on-site and off-site work with the Three Phases of
Control and include the follow ng for each DFOWN

1.10.1 Prepar at ory Phase

Notify the Contracting Officer at |east two work days in advance of each
preparatory phase neeting. The neeting will be conducted by the QC Manager
and attended by [the QC Specialists, Jthe Project Superintendent, the CA |
the Special Inspector,][ the Special Inspector of Record,] and the forenman
responsible for the DFON \Wien the DFONwi || be acconplished by a
subcontractor, that subcontractor's foreman nust attend the preparatory
phase neeting. Docunent the results of the preparatory phase actions in
the [daily Contractor Quality Control Report and in the ]Preparatory Phase
Checklist. Performthe followi ng prior to beginning work on each DFOWN
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a. Review each paragraph of the applicable specification sections.
b. Review the Contract draw ngs.

c. Verify that field neasurenents are as indicated on construction and/or
shop draw ngs before confirm ng product orders, in order to mninize
wast e due to excessive materials.

d. Verify that appropriate shop drawi ngs and subnittals for materials and
equi pmrent have been subnitted and approved. Verify receipt of approved
factory test results, when required

e. Review the testing plan and ensure that provisions have been nade to
provide the required QC testing.

f. Review special inspections required by Section 01 45 35 SPECI AL
| NSPECTI ON, the statenent of special inspections and the schedul e of
speci al inspections.

g. Exanine the work area to ensure that the required prelinm nary work has
been conpl et ed.

h. Coordinate the schedul e of product delivery to designated prepared
areas in order to mnimze site storage tine and potential damage to
stored materi al s.

i. Arrange for the return of shipping/packaging materials, such as wood
pal |l ets, where econonically feasible.

j. Examine the required materials, equipnent and sanple work to ensure
that they are on hand and conformto the approved shop draw ngs and
subnmitted data and are properly stored.

k. Discuss specific controls used and construction nmethods, construction
t ol erances, wor kmanshi p standards, and the approach that will be used
to provide quality construction by planning ahead and identifying
potential problens for each DFOWN

. Review the APP and appropriate Activity Hazard Analysis (AHA) to ensure
that applicable safety requirenments are net, and that required Safety
Dat a Sheets (SDS) are subnmitted

m Review the Cx Plan and ensure all prelimnary work itens have been
conpl eted and docunent ed.

.10.2 Initial Phase

Notify the Contracting Officer at |east two work days in advance of each
initial phase. Wen construction crews are ready to start work on a DFOW
conduct the initial phase with [the QC Specialists, ]Jthe Project
Superintendent, [ the Special Inspector,][ the Special |nspector of
Record, ] and the foreman responsible for that DFON Cbserve the initia
segnment of the DFOWto ensure that the work conplies with Contract
requirenents. Docunent the results of the initial phase in the [daily CQC
Report and in the ]JInitial Phase Checklist. Repeat the initial phase for
each new crew to work on-site, or when acceptable |l evels of specified
quality are not being net. Performthe follow ng for each DFOWN

a. Establish level of workmanship and verify that it neets the m ni num
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accept abl e wor knanshi p standards. Conpare with required sanple panels
as appropriate.

b. Resolve any worknmanship issues.
c. Ensure that testing is perforned by the approved | aboratory.

d. Check work procedures for conpliance with the APP and the appropriate
AHA to ensure that applicable safety requirenents are net.

e. Review project specific work plans (i.e. Cx, HAZMAT Abatenent,
St or mnat er Managenent) to ensure all preparatory work itens have been
conpl eted and docunent ed.
[ f. Coordinate schedul ed work with special inspections required by Section
01 45 35 SPECI AL | NSPECTI ONS, the statenent of special inspections and
t he schedul e of special inspections.
]1.10.3 Fol | ow- Up Phase
Performthe following for on-going work daily, or nore frequently as
necessary, until the conpletion of each DFOW and docunent in the daily CQC
Report:
a. Ensure the work is in conpliance with Contract requirenents.
b. Mintain the quality of workmanship required.
c. Ensure that testing is perforned by the approved | aboratory.

d. Ensure that rework itens are being corrected.

e. Assure manufacturers representatives have performed necessary
i nspections if required and perform safety inspections.

f. Reviewthe Cx Plan and ensure all work itens, testing, and
docunent ati on has been conpl et ed.

[ g Coordinate schedul ed work with special inspections required by Section
01 45 35 SPECI AL | NSPECTI ONS, the statenent of special inspections and
t he schedul e of special inspections.

]1.10.4 Addi tional Preparatory and Initial Phases
Conduct additional preparatory and initial phases on the sane DFOWif the
quality of on-going work is unacceptable, if there are changes in the
appl i cable QC organization, if there are changes in the on-site production
supervision or work crew, if work on a DFOVis resuned after substantia
period of inactivity, or if other problens devel op

1.10.5 Notification of Three Phases of Control for OFf-Site Work

Notify the Contracting Officer at |east two weeks prior to the start of the
preparatory and initial phases.

1.11 SUBM TTAL REVI EW AND APPROVAL

Procedures for subm ssion, review and approval of submittals are described
in Section 01 33 00 SUBM TTAL PROCEDURES
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1.12 TESTING

kkkkkkkkkkkkkkkkkkkkkkkkkkhhkhkkkkkkkkkkkkkhhkhkkkkkkkkkkkkkhhhkhhkhkkkkkkkkkk

NOTE: A check nmust be nmade to ensure that all
required field and factory tests are listed in each
techni cal section. Use of accredited | aboratories
overseas, when available, will be inplenmented at the
di scretion of the Contracting Officer. Edit the

fol |l owi ng paragraphs accordingly.

*% *% *% *% *% *% *% *% *% *%%

Except as stated otherwise in the specification sections, performsanpling
and testing required under this Contract.

1.12.1 Accredi tati on Requirenents

Construction materials testing | aboratories nust be accredited by a

| aboratory accreditation authority and will be required to subnit a copy of
the Certificate of Accreditation and Scope of Accreditation. The

| aboratory's scope of accreditation nmust include the appropriate ASTM
standards (E 329, C 1077, D 3666, D 3740, A 880, E 543) listed in the
techni cal sections of the specifications. Laboratories engaged in
Hazardous Materials Testing nust neet the requirenents of OSHA and EPA.

The policy applies to the specific |aboratory performng the actual
testing, not just the Corporate Ofice.

1.12.2 Laboratory Accreditation Authorities

*% *% *% *% *% *% *% *% *% *% *% *% *%%

NOTE: Request for listing additional |aboratory
accreditation prograns must be submitted to
NAVFACENGCOM EQC/ OCR.

kkkkkkkkkkkkkkkkkkkkkkkkkhkhkhkhkkx *%* *kkkkkkkkkkkkkkkkkkkkkk

Laboratory Accreditation Authorities include the National Voluntary
Laboratory Accreditation Program (NVLAP) admi ni stered by the National
Institute of Standards and Technol ogy at https://www.nist.gov/nvlap , the
Anerican Association of State Hi ghway and Transportation Oficials (AASHTO
Accredi cati on Program at http://www.aashtoresource.org/aap/overview ,
International Accreditation Services, Inc. (IAS) at http://www.iasonline.org

U.S. Arny Corps of Engineers Materials Testing Center (MIC) at
http://www.erdc.usace.army.mil/Media/FactSheets/FactSheetArticleView/tabid/
9254/Article/476661/materials-testing-center.aspx , the American Associ ation
for Laboratory Accreditati on (A2LA) program at http://www.a2la.org/ , the
Washi ngt on Associ ation of Building Oficials (WABO) at http://www.wabo.org/

(Approval authority for WABOis limted to projects w thin Wshi ngton
State), and the Washington Area Council of Engineering Laboratories (WACEL)
at https://ww. wacel . org/l ab-accreditati on-and-insp ecti on-agency-audit-
programs/laboratory-accreditation-program/ (Approval authority by WACEL is
limted to projects within Facilities Engineering Comrmand (FEC) WAshi ngton
geogr aphi cal area).

1.12.3 Capabi lity Check

The Contracting Oficer retains the right to check | aboratory equi pnment in
the proposed | aboratory and the | aboratory technician's testing procedures,
techni ques, and other itenms pertinent to testing, for conpliance with the

standards set forth in this Contract.
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.12. 4 Test Results

Cite applicable Contract requirenments, tests or anal ytical procedures
used. Provide actual results and include a statement that the itemtested
or anal yzed conforns or fails to conformto specified requirenents. |If the
itemfails to conform notify the Contracting O ficer immediately.

Conspi cuously stanp the cover sheet for each report in large red letters

" CONFORMS" or "DOES NOT CONFORM' to the specification requirenents,

whi chever is applicable. Test results nust be signed by a testing

| aboratory representative authorized to sign certified test reports.

Furni sh the signed reports, certifications, and other docunmentation to the
Contracting Oficer via the QC Manager. Furnish a sumary report of field
tests at the end of each nonth, in accordance w th paragraph | NFORVMATI ON
FOR THE CONTRACTI NG OFFI CER.

.12.5 Test Reports and Monthly Sunmary Report of Tests

Furni sh the signed reports, certifications, and a sunmary report of field
tests at the end of each month to the Contracting Officer. Attach a copy
of the sunmary report to the last daily Contractor Quality Control Report
of each nmonth. Provide a copy of the signed test reports and
certifications to the OVBlI preparer for inclusion into the QVSI
documentation.

.13  QC CERTI FI CATI ONS
.13.1 CQC Report Certification

Contain the following statenment within the CQC Report: "On behalf of the
Contractor, | certify that this report is conplete and correct and

equi prrent and nmaterial used and work perforned during this reporting period
is in conmpliance with the contract draw ngs and specifications to the best
of my know edge, except as noted in this report.”

.13.2 I nvoice Certification

Furnish a certificate to the Contracting Officer with each payment request,
signed by the QC Manager, attesting that as-built draw ngs are current,
coordi nated and attesting that the work for which paynent is requested,
including stored material, is in conpliance with Contract requirenents.

.13.3 Conpl etion Certification

Upon conpl etion of work under this Contract, the QC Manager nust furnish a
certificate to the Contracting Officer attesting that "the work has been
conpl eted, inspected, tested and is in conpliance with the Contract."
Provide a copy of this final QC Certification for conpletion to the QVSI
preparer for inclusion into the OvBl docunentation.

.14  COWPLETI ON | NSPECTI ONS

.14.1 Punch- Qut | nspection

Near the conpletion of all work or any increnent thereof, established by a
completion time stated in the Contract C ause entitled "Comrencenent,
Prosecution, and Conpletion of Wirk," or stated el sewhere in the

speci fications, the QC Manager and the CA nust conduct an inspection of the
work and develop a "punch list" of itens which do not conformto the
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approved draw ngs, specifications and Contract. |Include in the punch list
any remaining items on the "Rework Itens List", which were not corrected
prior to the Punch-Qut Inspection. Include within the punch list the
estimated date by which the deficiencies will be corrected. Provide a copy
of the punch list to the Contracting Officer. The QC Manager, or staff,
must make foll owon inspections to ascertain that all deficiencies have
been corrected. Once this is acconplished, notify the Governnent that the
facility is ready for the Governnent "Pre-Final |nspection".

.14.2 Pre-Final |nspection
The Governnment and QCMwi Il performthis inspection to verify that the

facility is conplete and ready to be occupied. A Governnment "Pre-Fina
Punch List" will be docunmented by the CQM as a result of this inspection

The QC Manager will ensure that all itens on this list are corrected prior
to notifying the Governnment that a "Final" inspection with the dient can
be scheduled. Any itens noted on the "Pre-Final" inspection nust be

corrected in a tinely nanner and be acconplished before the contract
conpl etion date for the work,or any particular increnent thereof, if the
project is divided into increments by separate conpl etion dates.

.14.3 Fi nal Acceptance | nspection

Notify the Contracting Officer at |east 14 cal endar days prior to the date
a final acceptance inspection can be held. State within the notice that al
itens previously identified on the pre-final punch Iist will be corrected
and acceptable, along with any other unfinished Contract work, by the date
of the final acceptance inspection. The Contractor rust be represented by
the QC Manager, the Project Superintendent, the CA and others deened
necessary. Attendees for the Governnent will include the Contracting

O ficer, other FEAD RO CC personnel, and personnel representing the
Client. Failure of the Contractor to have all contract work acceptably
complete for this inspection will be cause for the Contracting Officer to
bill the Contractor for the Government's additional inspection cost in
accordance with the Contract C ause entitled "Inspection of Construction."”

.15 DOCUMENTATION

Mai ntain current and conplete records of on-site and off-site QC program
operations and activities.

.15.1 Constructi on Docunent ati on

Reports are required for each day that work is performed and nust [be
attached to Jthe Contractor Quality Control Report prepared for the same
day. Miintain current and conplete records of on-site and off-site QC
program operations and activities. The fornms identified under the

par agr aph "1 NFORVATI ON FOR THE CONTRACTI NG OFFI CER' wi |l be used. Reports
are required for each day work is perfornmed. Account for each cal endar day
throughout the life of the Contract. Every space on the forms nust be
filled in. Use NNA if nothing can be reported in one of the spaces. The
Proj ect Superintendent and the QC Manager nust prepare and sign the
Contractor Production and CQC Reports, respectively. The reporting of work
nmust be identified by term nology consistent with the construction
schedule. In the "remarks" sections of the reports, enter pertinent

i nformation including directions received, problens encountered during
construction, work progress and delays, conflicts or errors in the draw ngs
or specifications, field changes, safety hazards encountered, instructions
given and corrective actions taken, delays encountered and a record of
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visitors to the work site, quality control problem areas, deviations from
the QC Pl an, construction deficiencies encountered, neetings held. For
each entry in the report(s), identify the Schedule Activity No. that is
associ ated with the entered renark.

1.15.2 Quality Control Validation

Establish and maintain the following in a series of three ring binders.
Bi nders nust be divided and tabbed as shown bel ow. These bi nders nust be
readily available to the Contracting Oficer during all business hours.

a. Al completed Preparatory and Initial Phase Checklists, arranged by
specification section

b. Al nilestone inspections, arranged by Activity Nunber

Cc. An up-to-date copy of the Testing Plan and Log with supporting field
test reports, arranged by specification section

d. Copies of all contract nodifications, arranged in nunerical order
Al so include docunmentation that nodified work was acconpli shed.

e. An up-to-date copy of the Rework Itens List.

f. Miintain up-to-date copies of all punch lists issued by the QC staff to
the Contractor and Sub-Contractors and all punch lists issued by the
Government.

g. Commi ssioning docunentation including Cx checklists, schedules, tests,
and reports.

[ h. Special inspection reports.
][1.15.3 Reports fromthe QC Specialist(s)

Reports are required for each day that work is perfornmed in their area of
responsibility. QC Specialist reports nmust include the sane docunentation
requirenents as the CQC Report for their area of responsibility. QC
Specialist reports are to be prepared, signed and dated by the QC

Speci alists and nust be attached to the CQC Report prepared for the sane
day.

]1.15.4 Testing Plan and Log

As tests are perforned, [the CA] [and] [the QC Manager] will record on the
"Testing Plan and Log" the date the test was perforned and the date the
test results were forwarded to the Contracting Officer. Attach a copy of
the updated "Testing Plan and Log" to the last daily CQC Report of each
mont h, per the paragraph "1 NFORVATI ON FOR THE CONTRACTI NG OFFI CER".

Provide a copy of the final "Testing Plan and Log" to the OVSlI preparer for
inclusion into the OVBl docunentation

1.15.5 Rework Itens Li st

The QC Manager nust maintain a list of work that does not conply with the
Contract, identifying what itenms need to be reworked, the date the item was
originally discovered, the date the itemw || be corrected by, and the date
the itemwas corrected. There is no requirement to report a rework item
that is corrected the sane day it is discovered. [Attach a copy of the
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"Rework Itens List" to the last daily CQC Report of each nonth. ]The
Contractor is responsible for including those itens identified by the
Contracting Oficer.

.15.6 As-Built Draw ngs

The QC Manager is required to ensure the as-built draw ngs, required by
Section 01 78 00 CLOSEQUT SUBM TTALS are kept current on a daily basis and
mar ked to show devi ati ons whi ch have been nade fromthe Contract draw ngs.
Ensure each devi ation has been identified with the appropriate nodifying
docunentation (e.g. PC No., Modification No., Request for Information No.,
etc.). The QC Manager [or QC Specialist assigned to an area of
responsibility Jnust initial each revision. Upon conpletion of work, the
QC Manager will furnish a certificate attesting to the accuracy of the
as-built drawings prior to submission to the Contracting Oficer.

.16 NOTI FI CATI ON ON NON- COVPLI ANCE

The Contracting Officer will notify the Contractor of any detected
non-conpliance with the Contract. Take inmmediate corrective action after
recei pt of such notice. Such notice, when delivered to the Contractor at
the work site, is deened sufficient for the purpose of notification. |If
the Contractor fails or refuses to conply pronptly, the Contracting Oficer
may i ssue an order stopping all or part of the work until satisfactory
corrective action has been taken. No part of the tine |lost due to such
stop orders will be made the subject of claimfor extension of tinme for
excess costs or damages by the Contractor.

.17 CONSTRUCTI ON | NDOOR Al R QUALITY (1 AQ MANAGEMENT PLAN

*% *% *% *% *% *% *% *% *% *% *% *% *%%

NOTE: Preventing indoor air quality problens
resulting fromthe construction process sustains the
confort and health of construction workers and

bui | di ng occupants.

*% *% *% *% *% *% *% *% *% *% *% *% *%%

Submit an | AQ Managenent Plan within 15 days after [Contract award][notice
to proceed] and not |less than 10 days before the preconstruction neeting.
Revi se and resubnit Plan as required by the Contracting Officer. Make
copies of the final plan available to all workers on site. |nclude
provisions in the Plan to neet the requirenents specified below and to
ensure safe, healthy air for construction workers and buil di ng occupants.

L17.1 Requi renments During Construction

Provi de for evaluation of indoor Carbon Dioxide concentrations in
accordance with ASTM D6245. Provide for evaluation of volatile organic
conmpounds (VOCs) in indoor air in accordance with ASTM D6345. Use filters
with a MninmumEfficiency Reporting Value (MERV) of 8 in permanently
installed air handlers during construction.

L17.1.1 Control Measures
Meet or exceed the requirenents of ANSI/SMACNA 008, Chapter 3, to help
m nimze contam nation of the building fromconstruction activities. The

five requirements of this manual which nust be adhered to are descri bed
below:
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a. HVAC protection: |Isolate return side of HVAC system from surroundi ng
envi ronnent to prevent construction dust and debris fromentering the
duct work and spaces.

b. Source control: Use |low emtting paints and other finishes, seal ants,
adhesi ves, and other materials as specified. Wen available, cleaning
products must have a | ow VOC content and be non-toxic to mninze
buil ding contamination. Utilize cleaning techniques that mininze dust
generation. Cycle equiprment off when not needed. Prohibit idling
not or vehicl es where emnissions could be drawn into building. Designate
recei ving/ storage areas for inconmng nmaterial that mninze | AQ inpacts.

c. Pathway interruption: Wen pollutants are generated use strategies
such as 100 percent outside air ventilation or erection of physica
barriers between work and non-work areas to prevent contani nation

d. Housekeeping: Cean frequently to renove construction dust and
debris. Pronptly clean up spills. Renbve accunul ated water and keep
work areas dry to discourage the growth of nold and bacteria. Take
extra measures when hazardous materials are invol ved.

e. Scheduling: Control the sequence of construction to nminimze the
absorption of VOCs by other building materials.

.17.1.2 Moi st ure Cont am nation

a. Renove accunul ated water and keep work dry.

b. Use dehunidification to renove noist, humd air froma work area.
c. Do not use conbustion heaters or generators inside the building.
d. Protect porous materials from exposure to noisture.

e. Renmpve and replace itens which remain danp for nore than a few hours.

.17.2 Requirements after Construction

After construction ends and prior to occupancy, conduct a building

flush-out or test the indoor air contam nant |evels. Flush-out nust be a

m ni mum two-weeks with MERV-13 filtration nedia as determ ned by ASHRAE 52. 2
at 100 percent outside air. Air contam nation testing nust be consistent
with EPA' s current Conpendi um of Methods for the Determination of Air

Pol lutants in Indoor Air. After building flush-out or testing and prior to
occupancy, replace filtration nedia. Filtration nmedia nmust have a MERV of
13 as determ ned by ASHRAE 52. 2.

PART 2 PRODUCTS

Not Used

PART 3 EXECUTI ON

3.

1 PREPARATION

Desi gnate receiving/storage areas for inconing material to be delivered
according to installation schedule and to be placed convenient to work area
in order to nmininize waste due to excessive materials handling and

m sapplication. Store and handle materials in a nanner as to prevent |oss
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fromweat her and ot her damage. Keep materials, products, and accessories
covered and off the ground, and store in a dry, secure area. Prevent
contact with material that nay cause corrosion, discoloration, or

staining. Protect all materials and installations from danage by the
activities of other trades.

-- End of Section --
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