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**************************************************************************
NOTE:   Thi s gui de speci f i cat i on cover s t he 
r equi r ement s f or  f l ush st eel  and wood sound 
r et ar dant  door s wi t h Sound Tr ansmi ssi on 
Cl assi f i cat i on ( STC)  r angi ng f r om 25 t o 45.   Door s 
ar e l i mi t ed t o st andar d hei ght  and wi dt h wher e noi se 
cont r ol  i s  r equi r ed,  r el at i ve t o speech,  musi c,  
of f i ce equi pment ,  and gener al  sounds.

Ext er i or  hol l ow met al  door  f r ames wi l l  r equi r e 
infill.

Sound r et ar dant  door s f or  compl ex and speci al  
appl i cat i ons,  wher e noi se cont r ol  r el at ed t o 
machi ner y,  i ndust r i al  pr ocess sounds,  aut omot i ve,  
and ai r cr af t  sounds,  ar e not  i ncl uded.   Revi se 
speci f i cat i ons as r equi r ed f or  t he speci f i c  
application.

Sound r et ar dant  door  assembl i es i ncl ude t he door ,  
per i met er  seal s,  and met al  door  f r ame.   Some 
compani es pr ovi de a compl et e guar ant eed package 
consi st i ng of  door ,  f r ame,  speci al  t hr eshol d,  seal s,  
gasket i ng,  and har dwar e.   Typi cal l y,  per i met er  
seal s,  hi nges,  and t hr eshol d ar e i ncl uded i n 
manuf act ur er ' s assembl y.

I ndi cat e on t he dr awi ngs,  door  l ocat i ons,  r equi r ed 
sound t r ansmi ssi on cl assi f i cat i on ( STC)  r at i ngs,  
r equi r ed UL l abel ,  f r ame const r uct i on,  r equi r ed f i r e 
and smoke r at i ngs,  det ai l s of  per i met er  seal s,  and 
door  bot t om and vi s i on panel  r equi r ement s.   
Coor di nat e t he bal ance of  har dwar e wi t h t he har dwar e 
consultant.

Cont i nuous hi nges ar e not  al l owed at  door  and f r ame 
acoust i c uni t .

Adher e t o UFC 1-300-02  Uni f i ed Faci l i t i es Gui de 
Speci f i cat i ons ( UFGS)  For mat  St andar d when edi t i ng 
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t hi s gui de speci f i cat i on or  pr epar i ng new pr oj ect  
speci f i cat i on sect i ons.   Edi t  t hi s gui de 
speci f i cat i on f or  pr oj ect  speci f i c  r equi r ement s by 
addi ng,  del et i ng,  or  r evi s i ng t ext .   For  br acket ed 
i t ems,  choose appl i cabl e i t em( s)  or  i nser t  
appr opr i at e i nf or mat i on.

Remove i nf or mat i on and r equi r ement s not  r equi r ed i n 
r espect i ve pr oj ect ,  whet her  or  not  br acket s ar e 
present.

Comment s,  suggest i ons and r ecommended changes f or  
t hi s gui de speci f i cat i on ar e wel come and shoul d be 
submi t t ed as a Criteria Change Request (CCR) .

**************************************************************************

PART 1   GENERAL

1.1   REFERENCES

**************************************************************************
NOTE:   Thi s par agr aph i s used t o l i s t  t he 
publ i cat i ons c i t ed i n t he t ext  of  t he gui de 
speci f i cat i on.   The publ i cat i ons ar e r ef er r ed t o i n 
t he t ext  by basi c desi gnat i on onl y and l i s t ed i n 
t hi s par agr aph by or gani zat i on,  desi gnat i on,  dat e,  
and t i t l e.

Use t he Ref er ence Wi zar d' s Check Ref er ence f eat ur e 
when you add a Ref er ence I dent i f i er  ( RI D)  out si de of  
t he Sect i on' s Ref er ence Ar t i c l e t o aut omat i cal l y 
pl ace t he r ef er ence i n t he Ref er ence Ar t i c l e.   Al so 
use t he Ref er ence Wi zar d' s Check Ref er ence f eat ur e 
t o updat e t he i ssue dat es.

Ref er ences not  used i n t he t ext  wi l l  aut omat i cal l y 
be del et ed f r om t hi s sect i on of  t he pr oj ect  
speci f i cat i on when you choose t o r econci l e 
r ef er ences i n t he publ i sh pr i nt  pr ocess.

**************************************************************************

The publications listed below form a part of this specification to the 
extent referenced.  The publications are referred to within the text by 
the basic designation only.

AMERICAN WELDING SOCIETY (AWS)

AWS D1.3/D1.3M (2018) Structural Welding Code - Sheet 
Steel

ASTM INTERNATIONAL (ASTM)

ASTM A36/A36M (2019) Standard Specification for Carbon 
Structural Steel

ASTM A108 (2013) Standard Specification for Steel 
Bar, Carbon and Alloy, Cold-Finished

ASTM A568/A568M (2019a) Standard Specification for Steel, 
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Sheet, Carbon, Structural, and 
High-Strength, Low-Alloy, Hot-Rolled and 
Cold-Rolled, General Requirements for

ASTM A1008/A1008M (2021a) Standard Specification for Steel, 
Sheet, Cold-Rolled, Carbon, Structural, 
High-Strength Low-Alloy, High-Strength 
Low-Alloy with Improved Formability, 
Solution Hardened, and Bake Hardenable

ASTM A1011/A1011M (2018a) Standard Specification for Steel 
Sheet and Strip, Hot-Rolled, Carbon, 
Structural, High-Strength Low-Alloy, 
High-Strength Low-Alloy with Improved 
Formability, and Ultra-High Strength

ASTM C143/C143M (2020) Standard Test Method for Slump of 
Hydraulic-Cement Concrete

ASTM C476 (2022) Standard Specification for Grout 
for Masonry

ASTM C1036 (2021) Standard Specification for Flat 
Glass

ASTM D1056 (2020) Standard Specification for Flexible 
Cellular Materials - Sponge or Expanded 
Rubber

ASTM D4689 (2012) Standard Specification for 
Adhesive, Casein-Type

ASTM D6386 (2016a) Standard Practice for Preparation 
of Zinc (Hot-Dip Galvanized) Coated Iron 
and Steel Product and Hardware Surfaces 
for Painting

ASTM E90 (2009; R2016) Standard Test Method for 
Laboratory Measurement of Airborne Sound 
Transmission Loss of Building Partitions 
and Elements

ASTM E336 (2020) Standard Test Method for 
Measurement of Airborne Sound Attenuation 
between Rooms in Buildings

ASTM E413 (2022) Classification for Rating Sound 
Insulation

ASTM E1289 (2008; R 2022) Standard Specification for 
Reference Specimen for Sound Transmission 
Loss

NATIONAL FIRE PROTECTION ASSOCIATION (NFPA)

NFPA 80 (2022) Standard for Fire Doors and Other 
Opening Protectives

NFPA 101 (2021; TIA 21-1) Life Safety Code
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NFPA 252 (2022) Standard Methods of Fire Tests of 
Door Assemblies

U.S. NATIONAL ARCHIVES AND RECORDS ADMINISTRATION (NARA)

36 CFR 1191 Americans with Disabilities Act (ADA) 
Accessibility Guidelines for Buildings and 
Facilities; Architectural Barriers Act 
(ABA) Accessibility Guidelines

UNDERWRITERS LABORATORIES (UL)

UL 10C (2016; Reprint May 2021) UL Standard for 
Safety Positive Pressure Fire Tests of 
Door Assemblies

WOODWORK INSTITUTE (WI)

NAAWS 3.1 (2017; 2018 Errata Edition) North American 
Architectural Woodwork Standards

1.2   SUBMITTALS

**************************************************************************
NOTE:   Revi ew Submi t t al  Descr i pt i on ( SD)  def i ni t i ons 
i n Sect i on 01 33 00 SUBMI TTAL PROCEDURES and edi t  
t he f ol l owi ng l i s t ,  and cor r espondi ng submi t t al  
i t ems i n t he t ext ,  t o r ef l ect  onl y t he submi t t al s 
r equi r ed f or  t he pr oj ect .   The Gui de Speci f i cat i on 
t echni cal  edi t or s have cl assi f i ed t hose i t ems t hat  
r equi r e Gover nment  appr oval ,  due t o t hei r  compl exi t y 
or  cr i t i cal i t y,  wi t h a " G. "   Gener al l y,  ot her  
submi t t al  i t ems can be r evi ewed by t he Cont r act or ' s 
Qual i t y Cont r ol  Syst em.   Onl y add a “ G”  t o an i t em,  
i f  t he submi t t al  i s  suf f i c i ent l y i mpor t ant  or  
compl ex i n cont ext  of  t he pr oj ect .

For  Ar my pr oj ect s,  f i l l  i n t he empt y br acket s 
f ol l owi ng t he " G"  c l assi f i cat i on,  wi t h a code of  up 
t o t hr ee char act er s t o i ndi cat e t he appr ovi ng 
aut hor i t y.   Codes f or  Ar my pr oj ect s usi ng t he 
Resi dent  Management  Syst em ( RMS)  ar e:   " AE"  f or  
Ar chi t ect - Engi neer ;  " DO"  f or  Di st r i ct  Of f i ce 
( Engi neer i ng Di v i s i on or  ot her  or gani zat i on i n t he 
Di st r i ct  Of f i ce) ;  " AO"  f or  Ar ea Of f i ce;  " RO"  f or  
Resi dent  Of f i ce;  and " PO"  f or  Pr oj ect  Of f i ce.   Codes 
f ol l owi ng t he " G"  t ypi cal l y ar e not  used f or  Navy,   
Ai r  For ce,  and NASA pr oj ect s.

 The " S"  c l assi f i cat i on i ndi cat es submi t t al s 
r equi r ed as pr oof  of  compl i ance f or  sust ai nabi l i t y  
Gui di ng Pr i nci pl es Val i dat i on or  Thi r d Par t y 
Cer t i f i cat i on and as descr i bed i n Sect i on 01 33 00 
SUBMI TTAL PROCEDURES.

Choose t he f i r st  br acket ed i t em f or  Navy,  Ai r  For ce 
and NASA pr oj ect s,  or  choose t he second br acket ed 
i t em f or  Ar my pr oj ect s.
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**************************************************************************

Government approval is required for submittals with a "G" or "S" 
classification.  Submittals not having a "G" or "S" classification are 
[for Contractor Quality Control approval.][for information only.  When 
used, a code following the "G" classification identifies the office that 
will review the submittal for the Government.]  Submit the following in 
accordance with Section 01 33 00  SUBMITTAL PROCEDURES:

SD-02 Shop Drawings

Fabrication Drawings

SD-03 Product Data

Hollow Metal Sound Retardant Doors [; G[, [____]] ]

Wood Sound Retardant Doors [; G[, [____]] ]

Door Frames [; G[, [____]] ]

Door Hardware [; G[, [____]] ]

Door Frame Sound Infill [; G[, [____]] ]

[ Vision Panels [; G[, [____]] ]

][ Intumescent Seals and Gasketing [; G[, [____]] ]

] Thresholds [; G[, [____]] ]

[ Astragals [; G[, [____]] ]

] SD-06 Test Reports

Wind Loading Tests [; G[, [____]] ]

Water Leakage Tests [; G[, [____]] ]

Acoustical Tests [; G[, [____]] ]

Air Infiltration Tests [; G[, [____]] ]

Positive Pressure Tests [; G[, [____]] ]

SD-07 Certificates

Hollow Metal Sound Retardant Doors [; G[, [____]] ]

Wood Sound Retardant Doors [; G[, [____]] ]

Door Frames [; G[, [____]] ]

Door Hardware [; G[, [____]] ]

[ Vision Panels [; G[, [____]] ]

][ Intumescent Seals,Gasketing [and Door Bottoms] [; G[, [____]] ]
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] Thresholds [; G[, [____]] ]

[ Astragals [; G[, [____]] ]

] Assembly Test Reports

1.3   QUALITY CONTROL

Ensure work within this section is designed and furnished by one 
manufacturer, who has been engaged in the manufacture of Sound Retardant 
[Wood Swinging Door] [Hollow Metal Door] [_____] systems for at least five 
years prior to the start of this work.

Provide acoustic assemblies manufactured by a single source specializing 
in the production of this type work for a minimum of five years.

1.3.1   Compliance and Labeling

1.3.1.1   Compliance with Accessibility Requirements

Americans with Disabilities Act/Architectural Barriers Act (ADA/ABA) 
36 CFR 1191

Accessibility Guidelines for Buildings and Facilities (ADAAG) 36 CFR 1191

[_____] (Insert appropriate accessibility standard)

1.3.1.2   Category A Positive Pressure Fire Door Construction

Where requirements for positive pressure are met, include for doors all 
requirements as part of the door construction per Category A guidelines as 
published by ITS/Warnock-Hersey.  Intumescent is not allowed on the 
frame.  Applying smoke gasketing around the perimeter of the frame to meet 
the "S" smoke rating is permissible in instances where smoke control is 
required.

1.3.1.3   Category B Positive Pressure Fire Door Construction

Conform all door openings to the applicable portions of NFPA 101  and 
NFPA 252 .  Incorporate field applied intumescent materials, applied by a 
licensed installer according to the manufacturers' instructions.  Keep 
instructions  on file.  Additional gasketing may be required to meet the 
'S' smoke rating.  Submit Certificate for intumescent seals, gasketing[ 
and door bottoms] .

1.3.1.4   Labeling

Ensure all positive pressure door assemblies carry the fire label for the 
complete opening, clearly identifying the:

a.  Manufacturer

b.  Third party testing and certification agency

c.  Fire door rating

d.  Installation limitations

e.  Compatible frame, hardware component ratings
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f.  Compatible lite or vision panel component ratings

g.  Required building code information, including temperature and smoke 
rating

g.  STC rating if required. 

Indicate fire-ratings of applicable components. Provide documentation of 
ABA/ADA accessibility compliance of applicable components, as required by 
36 CFR 1191  Appendix D - Technical.

1.4   DELIVERY, STORAGE, AND HANDLING

Ship all doors in the manufacturer's undamaged individual cartons, 
securely bundled and wrapped with moisture-resistant covers and stored in 
accordance with the manufacturer's printed instructions in a dry, clean, 
and ventilated area.

Deliver and store wood doors in the building following the installation of 
concrete, terrazzo, plaster, or other wet materials, and only after the 
building has dried out and has a roof.

Store all materials on planks in a dry location.  Store doors and frames 
vertically with minimum [_____] airspace between.  Store doors on the edge 
to eliminate any potential damage to the door bottom seal.  Cover all 
material to protect from damage but in a manner to allow proper 
circulation.

Maintain relative humidity in the building between 30 and 65 percent.  
Maintain the ambient temperature at  16 degrees C  60 degrees F  minimum at 
the time of installation of wood doors.

Perform final adjustment of seals when temperatures and humidity 
conditions replicate the interior conditions that will exist when the 
building is occupied.

1.5   WARRANTY

**************************************************************************
NOTE:   For  pr oj ect s ot her  t han NASA,  consul t  var i ous 
US Ar med For ces r equi r ement s.

The war r ant y c l ause i n t hi s gui de speci f i cat i on has 
been appr oved by NAVFACENGCOMHQ i n accor dance wi t h 
t he r equi r ement s of  Naval  Faci l i t i es Acqui s i t i on 
Suppl ement  ( NFAS) .
NFAS can be f ound at  t he f ol l owi ng l i nk:

ht t ps: / / por t al . navf ac. navy. mi l / por t al / page/ por t al / navf ac/ navf ac_f or busi nesses_pp/ smal l busi ness/ cont r act i ng/ navf ac
The par agr aph i n t hi s gui de speci f i cat i on may be 
used wi t hout  any ot her  HQ appr oval  or  r equest  f or  
waiver.

**************************************************************************

Manufacturer's warranty for [_____] [5] years from date of supply, 
covering material and workmanship. Failures include, but are not limited 
to, the following:
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a.  Failure to meet sound rating requirements

b.  Faulty operation of sound seals

c.  Deterioration of metals, metal finishes, and other materials beyond
    normal use or weathering.

PART 2   PRODUCTS

2.1   SYSTEM DESCRIPTION

Provide sound retardant door assemblies of the thickness, width, and 
height indicated, complete with perimeter seals, seal housings, gasketing, 
[automatic door bottoms,] thresholds, door frames, and astragals as 
required to conform to the specified STC per ASTM E90 and ASTM E1289.

Submit fabrication drawings  for [Hollow Metal Sound Retardant Doors,][Wood 
Sound Retardant Doors,] Door Frames and Door Frame Sound Infill.

Submit certificates showing conformance with the referenced standards in 
this section, and manufacturer's catalog data including STC ratings and UL 
fire rating, where applicable, for the following items:  Hollow metal 
sound retardant doors ; wood sound retardant doors ; door frames ; door 
hardware ; [ vision panels ]; [ intumescent seals and gasketing ]; thresholds ;[ 
and] [ astragals ].

Provide assemblies that are complete with metal frame, wood door(s), 
sealing system, and Cam-lift hinges (when required).[  If vision lights 
are specified for doors, provide metal loose stops and field install glass 
and glazing when shipped separately.]

2.1.1   Design Requirements

2.1.1.1   Door Design

Provide sound Retardant Wood Swinging Doors that are a  4.445 centimeter  
1-3/4-inch  thickness construction with sizes as indicated on drawings.  No 
visible seams are permitted on door faces.  Provide face gauges, internal 
sound retardant core and perimeter door edge construction per 
manufacturer's standard for the specified STC rating.  No lead or asbestos 
is permitted in door construction to achieve STC performance.  Provide 
face veneer species cut and color as selected from manufacturer's full 
range of available colors and patterns.  No lead or asbestos is permitted 
in door construction to achieve performance requirements.

2.1.1.2   Frame Design

Provide sound Retardant Metal Frames conforming to ASTM A1008/A1008M , not 
less than  1.90 millimeter  0.0747-inch  thick, and free from pitting, scale, 
stretcher strains, fluting, and surface defects with integral trim and 
shipped with temporary spreader.  Knockdown frames are not acceptable.  

Provide frames with  50 millimeter  2 inch  faces, profiles and dimensions as 
indicated, with mitered reinforced corners, welded the full depth of frame 
and trim, with exposed surfaces ground smooth and flush.  Close contact 
edges to hairline joints.
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2.1.2   Performance Requirements

2.1.2.1   STC (Sound Transmission Classification) Rating

Provide doors with an STC [of at least [25] [30] [35] [40] [45]][per the 
door schedule].

2.2   FABRICATION

Provide doors that are minimum 16 gauge,  4.445 centimeter  1 3/4 inch  thick 
with welded, seamless construction.  No visible joints are permitted on 
the exposed faces or edges.  Join door skins at vertical edges by 
continuous welds, ground and dressed smooth to provide a flush finish.  
Reinforce top and bottom with 1.52 millimeter 16 gauge  continuous inverted 
steel channels spot welded to both faces.  Finish both top and bottom to 
provide a smooth flush condition.  Bevel both vertical edges  .3175 
centimeter in 5.08 centimeter  1/8 inch in 2 inches .

Clean and sand to smooth finish all doors to remove handling and storage 
marks, raised grain, minor surface marks and abrasions which are to 
receive a job site finish.

2.2.1   Hollow Metal Sound Retardant Doors

2.2.1.1   Construction

Conform to ASTM A1008/A1008M  for door construction utilizing steel facing 
sheets.  Conform stretcher level flatness to ASTM A568/A568M ; not less than
1.52 millimeter 0.0598 inch thick; free from pitting, scale, and surface 
defects; separated by a core construction designed to meet the required 
STC; and tested and rated in accordance with ASTM E90.

Provide doors that have flush seamless face sheets and vertical edges, 
with continuous welded and smooth joints.  Provide edges that are flush or 
rabbeted as required for perimeter seals.

Provide door surfaces that are visually flat and free from warp, waviness, 
and other surface irregularities and defects.  Maximum allowable warp or 
twist-can not exceed  3 millimeter  1/8 inch  when measured with a  2100 
millimeter  7 foot straightedge along the diagonal and not exceed  1.5 
millimeter  1/16 inch  when measured with a  2100 millimeter  7 foot  
straightedge in the width or in any position along the length of the door.

Provide hardware reinforcement that is steel drilled, tapped to template 
requirements and welded in place.  Provide minimum thicknesses as follows:

a.  Butts,  4.7 millimeter  0.1494 inch

b.  Lock strike,  3.04 millimeter  0.1196 inch

c.  Surface applied hardware  1.90 millimeter  0.0747 inch

**************************************************************************
NOTE:   Del et e t he f ol l owi ng par agr aphs i f  UL l abel ed 
sound r et ar dant  door s ar e not  r equi r ed.   Sel ect  t he 
UL l abel  r at i ng,  i f  r equi r ed.

On dr awi ngs i ndi cat e sound r et ar dant  UL door s.
**************************************************************************
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Provide doors, including sound retardant type, to bear the UL [3-hour A] 
[1-1/2-hour B] [3/4-hour C] [1-1/2-hour D] label fire rating and the 
specified STC.

2.2.1.2   Coating

Thoroughly clean all mill scale, rust, oil, grease, dirt, and other 
foreign materials from surfaces before the application of the shop coat of 
paint.

**************************************************************************
NOTE:   Sel ect  t he f ol l owi ng par agr aph i f  pai nt ed 
gal vani zed sur f aces ar e r equi r ed f or  t hi s pr oj ect .

For  ext er i or  met al  door s i n coast al  ar eas pr ovi de a 
mi ni mum of  G90 zi nc gal vani zed coat i ng.

**************************************************************************

After cleaning, provide galvanized surfaces free of paint in accordance 
with ASTM D6386, Method A, B, C, or D.

Apply to clean prepared dry surfaces one shop coat of rust inhibitive 
metallic oxide or synthetic resin primer by brush, dipping, or other 
approved method to provide a continuous minimum dry film thickness (dft) of
 0.023 millimeter  0.9 mil .

Shop paint the exposed door surfaces, including surfaces that are 
galvanized.

Shop paint the concealed exterior door surfaces except galvanized surfaces.

2.2.2   Wood Sound Retardant Doors

**************************************************************************
NOTE:   On dr awi ngs i ndi cat e door  t hi ckness,  wi dt h 
and hei ght ,  t r i m,  and f r ame det ai l s.

**************************************************************************

Construct doors with wood veneer facings separated by a core construction 
designed to meet the required STC.  Test, rate, and label in accordance 
with ASTM E90.

Comply with the NAAWS 3.1, "Guide Specifications and Quality Certification 
Program," for [premium] [custom] [economy] grade constructions and to the 
requirements specified.

Perform beveling, prefitting, machining, mortising, and routing for 
hardware, perimeter seals, and door bottom cutouts at the mill.

[ Furnish [premium] [custom] [economy] grade door facings with standard 
thickness face veneers conforming to NAAWS 3.1, Type 1 for stain and 
transparent job site-applied finish.

][ Apply medium density overlay door facings over a good grade of hardwood 
conforming to NAAWS 3.1, Type 3 for job site-applied paint finish.

][ Furnish plastic laminate door facings,  1.5 millimeter  1/16 inch  thick, in 
decorator color and patterns as selected, conforming to NAAWS 3.1, Type 4.
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]
**************************************************************************

Ver i f y i f  sel ect ed veneer s ar e par t  of  t he 
endanger ed speci es ( CI TES) .

**************************************************************************
2.2.2.1   Faces

Single-ply wood veneer not less than  0.508 mm  1/50 inch  thick.

a.  Species:  [Anigre] [Select white ash] [Figured select white ash] 
[Select white birch] [Select red birch] [Cherry] [Select red gum] 
[Figured select red gum] [Select white maple] [Red oak] [White oak] 
[Persimmon] [Sapele] [Sycamore] [Walnut] [_____].

b.  Cut:  [Rotary cut] [Plain sliced (flat sliced)] [Quarter sliced] [Rift 
cut].

c.  Match between Veneer Leaves:  [Book] [Slip] [Random] match.

d.  Assembly of Veneer Leaves on Door Faces:  [Center-balance] [Balance] 
[Running] match.

e.  Pair and Set Match:  Provide for doors hung in same opening[ or 
separated only by mullions].

f.  Room Match:  Match door faces within each separate room or area of 
building. Corridor-door faces do not need to match where they are 
separated by [ 3 m10 feet ] [ 6 m20 feet ] [_____] or more.

g.  Room Match:  Provide door faces of compatible color and grain within 
each separate room or area of building.

h.  Transom Match:  [Continuous match] [End match] [As indicated].

i.  Blueprint Match:  Where indicated, provide doors with faces produced 
from same flitches as adjacent wood paneling and arranged to provide 
blueprint match with wood paneling.

**************************************************************************
NOTE:   Del et e t he f ol l owi ng par agr aph i f  
pl ast i c- l ami nat e door s ar e sel ect ed.

**************************************************************************
2.2.3   Door Finishing

Conform factory finishing of Sound Retardant Wood Swinging Doors in 
accordance with AWI Quality Standards.  Provide factory finish of a 
water-base stain and ultraviolet (UV) cured polyurethane sealer to comply 
with EPA Title 5 guidelines for Volatile Organic Compound (VOC) emissions 
limitations.  Conform finish to meet or exceed performance standards of 
NAAWS 3.1 catalyzed polyurethane.

2.3   COMPONENTS

**************************************************************************
NOTE:   I ndi cat e f r ame pr of i l es and di mensi ons on 
drawings.
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Coor di nat e wi t h door  manuf act ur er  when exi t  devi ces 
ar e r equi r ed.   Removabl e mul l i ons ar e not  
r ecommended over  STC45.

**************************************************************************

2.3.1   Frames

Construct frames for Sound Retardant Wood Swinging Doors from formed sheet 
steel or structural shapes and bars.  Provide sheet steel that is 
commercial quality, level, cold rolled steel conforming to 
ASTM A1008/A1008M or hot rolled, pickled and oiled steel conforming to 
ASTM A1011/A1011M .  Comply steel shapes with ASTM A36/A36M and steel bars 
with ASTM A108, Grade 1018.

2.3.2   Door Frame Sound Infill

[ Grout:  Comply with ASTM C476, with a slump of not more than 102 mm4 inches
 as measured according to ASTM C143/C143M.

][ Corrosion-Resistant Coating:  Cold-applied asphalt mastic, compounded for 
0.381 millimeter 15 mil  dry film thickness per coat. Provide inert-type 
noncorrosive compound free of asbestos fibers, sulfur components, and 
other deleterious impurities.

] Select the appropriate infill material [_____].

2.3.3   Hardware Reinforcements

Factory mortise, reinforce, drill and tap frames for all mortise hardware 
as required by hardware manufacturer's template.  Provide necessary 
reinforcement plates as required for surface mounted hardware; installer 
to perform all field drilling and tapping.  Provide dust cover boxes on 
all frame mortises.  Provide minimum thicknesses as follows:

a.  Butts,  4.7 millimeter  3/16 inch

b.  Lock strike,  3.04 millimeter  0.1196 inch

c.  Surface applied hardware  1.90 millimeter  0.0747 inch

2.3.4   Jamb Anchors

Provide number and spacing of anchors as follows:

2.3.4.1   Masonry Type

Locate anchors not more than 457 mm18 inches  from top and bottom of 
frame.  Space anchors not more than 813 mm32 inches  o.c. and as follows:

a)  Two anchors per jamb up to 1524 mm60 inches  in height.

b)  Three anchors per jamb from 1524 to 2286 mm 60 to 90 inches  in height.

c)  Four anchors per jamb from 2286 to 2438 mm 90 to 96 inches  in height.

d)  Four anchors per jamb plus one additional anchor per jamb for each 610 
mm24 inches , or fraction thereof, more than 2438 mm96 inches  in height.
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2.3.4.2   Stud-Wall Type

Locate anchors not more than 457 mm18 inches  from top and bottom of 
frame.  Space anchors not more than 813 mm32 inches  o.c. and as follows:

a)  Three anchors per jamb up to 1524 mm60 inches  in height.

b)  Four anchors per jamb from 1524 to 2286 mm 60 to 90 inches  in height.

c)  Five anchors per jamb from 2286 to 2438 mm 90 to 96 inches  in height.

d)  Five anchors per jamb plus one additional anchor per jamb for each 610 
mm24 inches , or fraction thereof, more than 2438 mm96 inches  in height.

e)  Two anchors per head for frames more than 1066 mm42 inches  wide and 
mounted in metal-stud partitions.

2.3.4.3   Post-installed Expansion Type

Locate anchors not more than 152 mm6 inches  from top and bottom of frame. 
Space anchors not more than 660 mm26 inches  o.c.

2.3.5   Door Hardware

**************************************************************************
NOTE:   I f  r equi r ed t o meet  t he speci f i ed STC r at i ng,  
l i s t  t he r equi r ed har dwar e such as cam- l i f t  hi nges,  
per i met er  seal s,  ast r agal s,  door  bot t oms,  t hr eshol ds 
and har dwar e st andof f  br acket s as par t  of  t hi s 
sect i ons del i ver abl es.   Li st  and coor di nat e al l  
ot her  har dwar e under  Sect i on 08 71 00 DOOR HARDWARE.

Coor di nat e t ype of  door  bot t oms wi t h dr awi ngs ei t her  
sur f ace mount ed,  semi  mor t i sed or  f ul l y  mor t i sed.   
Cl ean r ooms r ecommend mor t i sed door  bot t oms.

**************************************************************************

Provide the following STC related hardware with the door; [cam-lift 
hinges][, perimeter seals][, astragals][, door bottoms][, thresholds][, 
hardware standoff brackets] and [_____].

Include on Fabrication drawings a finish hardware schedule for each door 
and a hollow metal door frame schedule for each door indicating profile, 
dimensions, hardware reinforcement, and frame anchorage.  Also indicate 
perimeter seals, door-bottom devices and other hardware items that are 
assembled in the shop.

Refer to Section 08 71 00  DOOR HARDWARE for remaining hardware 
requirements.

[ 2.3.6   Vision Panels

**************************************************************************
NOTE:   Del et e t he par agr aph headi ng and t he 
f ol l owi ng par agr aphs i f  v i s i on panel s ar e not  
r equi r ed.   Edi t  t he f i r st  par agr aph as r equi r ed f or  
met al  or  wood door s.

Coor di nat e wi t h Sect i on 08 81 00 GLAZI NG.
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Gl azi ng Type:   As schedul ed on Dr awi ngs.
Gl azi ng Type:   Cat egor y I I  saf et y gl ass.
Gl azi ng Type:   One- way vi s i on Cat egor y I I  saf et y 
glass.
Gl azi ng Type:   6 mm1/ 4 i nch f i r e r at ed cer ami c 
saf et y gl ass.

**************************************************************************

Furnish doors with vision panels complete with glazing.  Provide  1.90 
millimeter  0.0747 inch steel or wood frames, moldings, and stop to match 
the door finish, with profile indicated.  Assemble with mitered corners 
and flush joints, and secured with countersunk phillips-head screws.

Provide either a single thickness of acoustical plate glass laminated to 
an inner face of water-clear plastic or multiple thicknesses of  6 
millimeter  1/4 inch plate glass, clear or patterned as indicated, and set 
in glazing gaskets and frames as required to meet the specified STC.

Provide glass to conform to ASTM C1036, Type I, Class 1.  Provide 
acoustical plate glass that has been tested and rated in accordance with 
ASTM E90, with an STC of not less than 36 and a minimum thickness of  7.14 
millimeter  9/32 inch .

][ 2.3.7   Head and Jamb Seals

[ Provide a closed-cell, expanded cellular rubber Seal material conforming 
to ASTM D1056, Type S, Grade SBE-42 or SCE-42 for heads, jambs[, and door 
bottoms].

] Install seals in formed steel or extruded aluminum shapes designed to 
receive and hold seals and to provide concealed adjustable attachment to 
door frames.  Provide concealed adjustment screws that are not more than  
300 millimeter  12 inches  on center and provide at least  10 millimeter  3/8 
inch  adjustment.

] 2.3.8   Door Bottoms

**************************************************************************
NOTE:   I ncl ude t he f ol l owi ng par agr aph onl y i f  
aut omat i c door  bot t oms ar e r equi r ed.

**************************************************************************

Neoprene or silicone gasket held in place by metal housing; mortised into 
bottom edge of door.

2.3.8.1   Automatic Door Bottoms

Neoprene or silicone gasket, held in place by metal housing, that 
automatically drops to form seal when door is closed; mounted to bottom 
edge of door with screws.

Mounting:  [Mortised or semimortised into bottom of door] [or] [surface 
mounted on face of door] as required by testing to achieve STC rating 
indicated.

2.3.9   Thresholds

**************************************************************************
NOTE:   Sel ect  t he t ype of  t hr eshol d.   Del et e t he 
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par agr aph headi ng and bot h par agr aphs i f  t hr eshol ds 
ar e not  r equi r ed.

The use of  f l ut ed t hr eshol d i s not  accept abl e.  
Abr asi ve coat ed t hr eshol ds wi l l  cause pr emat ur e 
wear i ng down of  t he door  bot t om neopr ene and coul d 
cause t he seal  t o pul l  out  of  i t s  r et ai ner  and j am 
up under  t he door .

**************************************************************************

Provide metal thresholds where indicated.  Provide thresholds that are 
extruded aluminum, 6063-T5 alloy, mill finish, not less than  3 millimeter  
1/8 inch  thick, with integral seal grooves formed to the indicated section.

Provide flat, smooth, unfluted thresholds as recommended by manufacturer; 
fabricated from [aluminum][stainless steel][solid wood matching wood door 
faces].

a.  Finish:  [Clear][Color] anodic finish.

b.  Color:  [Light bronze][Medium bronze][Dark bronze][Black][Match 
Architect's sample][As selected by Architect from full range of 
industry colors and color densities].

Provide hardwood thresholds where indicated made of clear, all-heartwood, 
free of streaks, pin or worm holes, uniform in color, free of defects, 
finish sanded, and ready for job site, transparent or paint finish.

[ 2.3.10   Astragals

**************************************************************************
NOTE:   Sel ect  t he t ype of  ast r agal s.   Del et e t he 
par agr aph headi ng and bot h par agr aphs i f  ast r agal s 
ar e not  r equi r ed.

**************************************************************************

[ Provide steel astragals for the inactive leaf of each pair of doors, as 
indicated.  Surface mount to the door by welded connections or by 
countersunk, flat-head screws, within integral groove to receive perimeter 
seal material.

][ Provide wood astragals for the inactive leaf of each pair of doors.  
Provide astragals that are solid hardwood.  Match the veneer and finish of 
doors.  Surface mount to doors by screw fasteners or with waterproof and 
mold-resistant adhesive conforming to ASTM D4689, Type II.

] ] 2.4   TESTS, INSPECTIONS, AND VERIFICATIONS

**************************************************************************
NOTE:   The t hr ee maj or  U. S.  t est i ng or gani zat i ons 
ar e ( 1)  I nt er t ek Test i ng Ser vi ces ( War nock Her sey) ,  
( 2)  Fact or y Mut ual  Resear ch,  and ( 3)  Under wr i t er s 
Laboratories.

Det er mi ne i f  t he door s qual i f y wi t h t he st andar d 
f r ame.   I f  nei t her  t he f r ame nor  t he door  i s r at ed,  
a gasket  syst em may be speci f i ed whi ch wi l l  qual i f y 
t he door / f r ame assembl y.   Fai l ur e t o do so wi l l  
r esul t  i n t he door  assembl y not  qual i f y i ng f or  
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pr oper  posi t i ve pr essur e l abel i ng.

Ver i f y wi t h manuf act ur er  of  t he i nf i l l  mat er i al  of  
t he door  f r ames.

Adhesi ve seal s vs.  compr essi on seal s.
**************************************************************************

2.4.1   Sound Transmission Classification

Provide test reports prepared by a nationally recognized, independent 
laboratory for Acoustical Tests, Air Infiltration Tests, Wind Loading 
Tests, and Water Leakage Tests indicating that the sound transmission 
classification (STC) of the proposed door, based on tests at 16 
third-octave band frequencies from 125 to 4,000 hertz, is no less than the 
specified STC when tested in accordance with ASTM E90, and that the door 
tested is hung in substantially the type of wall and frame as indicated 
and is fully operable with hardware and perimeter seals installed.

2.4.2   Positive Pressure

Provide test reports, prepared by a nationally recognized, independent 
laboratory for Positive Pressure Tests, for all fire rated door 
assemblies, including Intumescent Seals,Gasketing[, and Door Bottoms].

2.4.3   Cam Lift Hinges

**************************************************************************
NOTE:   Cam l i f t  hi nges ar e t ypi cal l y used on sound 
door s ( STC) .   They l i f t  t he door  up as i t  moves t o 
t he open posi t i on.   Cam l i f t  hi nges can onl y be used 
wi t h door  c l oser s t hat  have a " Regul ar "  st y l e ar m.   
Manual  Cl oser s:   Maxi mum l i f t  di mensi on i s 3/ 4 i nch.   
The f ol l owi ng wi l l  not  wor k wi t h cam l i f t  hi nges:   
heavy dut y par al l el  ar m mount .

**************************************************************************

When required to achieve STC, manufacturer to furnish laboratory test data 
certifying hinges have been cycled a minimum of 1,000,000 while supporting 
a minimum door weight of  159 kg  350 pounds .

Full-mortise template type that raises the door 13 mm1/2 inch  when door is 
fully open; with hardened pin; fabricated from stainless steel.

2.4.4   Guarantee

Provide written guarantee that each door delivered to the project is equal 
in construction, sound transmission classification (STC), and positive 
pressure test rating where applicable, with appropriate labeling and 
markings, to that of the sample door tested.  Clearly state in written 
guarantee that each door assembly, when installed in accordance with the 
manufacturer's printed instructions, has an in-place STC within 3 decibels 
of the specimen tested.  Submit the following test data and Certificates 
with the written Guarantee:

a.  Wind Loading Tests

b.  Water Leakage Tests
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c.  Acoustical Tests

d.  Air Infiltration Tests

e.  Positive Pressure Tests

PART 3   EXECUTION

3.1   PREPARATION

**************************************************************************
NOTE:   Zi nc- coat ed ( gal vani zed)  t hi ckness of  coat i ng 
desi gnat i ons G60 or  G90 ar e avai l abl e,  but  not  
r ecommended,  except  f or  use i n ext r eme exposur e 
condi t i ons due t o pot ent i al  pai nt  adhesi on i ssues.   
Ref er  t o ASTM A653/ 653M f or  addi t i onal  i nf or mat i on.

**************************************************************************

Upon receipt of material, thoroughly inspect all frames, doors and 
accessories.  Verify quantities and tag numbers according to the packing 
list provided.  Report all discrepancies, deficiencies and/or damages 
immediately to Contracting Officer.

Prior to installation check all doors and frames for correct size and 
swing.  Verify that frames are plumb, square and aligned without twist in 
accordance with tolerances published by NAAMM/HMMA and SDI.

3.1.1   Frame Painting and Cleaning

Clean thoroughly all surfaces of all mill scale, rust, oil, grease, dirt, 
and other foreign materials before the application of the shop coat of 
paint.

Apply one shop coat of rust inhibitive metallic oxide or synthetic resin 
primer applied to clean, dry, and prepared surfaces by brush, dipping, or 
other approved method to provide a continuous minimum dry film thickness of
0.023 millimeter  0.9 mil .

3.2   INSTALLATION

**************************************************************************
NOTE:   The acoust i c door  manuf act ur er  may have 
t est ed t he i nf i l l  of  t he hol l ow met al  f r ames wi t h 
acoust i c l i ner  i nst ead of  gr out  f or  non- f i r e- r at ed 
door s.   Check manuf act ur er s websi t e f or  t est i ng dat a.

Fr ames need t o be backf i l l ed wi t h appr opr i at e sound 
deadeni ng mat er i al .   Fr ames ar e not  desi gned t o act  
as f or ms f or  gr out .   I t  i s  r ecommended t hat  t he 
cont r act or  be r esponsi bl e f or  t he gr out i ng and f or  
any r equi r ed bar r i er  coat i ng.

**************************************************************************

3.2.1   Frame

Install frames plumb and true with not more than  0.8 millimeter  1/32 inch  
deviation in vertical alignment in  2440 millimeter  8 feet .  Anchor to the 
wall in accordance with the manufacturer's instructions.  Grout frames 
solid with mortar in masonry, concrete, and plaster wall construction.  
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Spot grout frames in dry wall partitions with mortar at the jamb anchor 
clips; fill the space between metal frame and stud partition solidly with 
fiberglass or mineral wool insulation.

Field splices may be required after installation because of shipping 
limitations.  Field weld splices by certified welders per manufacturer's 
instructions and in accordance with AWS D1.3/D1.3M .

3.2.2   Door

Install and adjust all doors, hardware, and seals in accordance with the 
approved drawings, hardware schedules, and the printed instructions of the 
door manufacturer.

**************************************************************************
NOTE:   Del et e br acket ed sent ence i n t he f i r st  
par agr aph and t he second par agr aph i f  aut omat i c door  
bot t om devi ces ar e not  appl i cabl e t o t he pr oj ect .

**************************************************************************

Install and adjust perimeter seals [and automatic door bottom seals] to 
provide positive compression contact with the entire sealing surface with 
no gaps, openings, or breaks.  Hinges or hardware which distort or pinch 
the perimeter seal during operation of the door will be rejected.

Install door bottom devices to seal the space between the door bottoms and 
the finished floor and the space between the seal and seal housing.

Field apply perimeter seal housings with mitered corners and with flush, 
aligned hairline joints.

[ Install wood doors and frames in accordance with [ NFPA 80 ][ UL 10C ].

] Install components to manufacturer's written instructions.  Coordinate 
with [masonry][gypsum board][concrete][_____] wall construction for anchor 
placement.  Set frames plumb, square, level and at correct elevation.  
Adjust operable parts for correct clearances and function.  Install and 
adjust perimeter and bottom acoustic seals.

[ 3.3   FIELD QUALITY CONTROL

Provide third party testing in accordance with ASTM E336.  Verify in 
writing that installed product performs no less than five (5) ASTC or NIC 
rating points below the specified laboratory STC rating.  Examine, adjust, 
and retest any installation not meeting that criteria until compliance is 
obtained.

3.3.1   Testing and Performance

Provide assemblies that are identical to those tested at an independent 
acoustical laboratory qualified under the National Voluntary Laboratory 
Accreditation Program (NVLAP) by the National Institute for Science and 
Technology (NIST) in accordance with ASTM E90 and ASTM E413.  For the 
assembly test reports  include the laboratory name, test report number and 
date of test.

]         -- End of Section --
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