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NOTE: This gui de specification covers the
requi renents for the renoval or relocation of
Gover nnment - f ur ni shed and Contractor-installed
exi sting nedical equipnent.

Edit this guide specification for project specific
requi renents by addi ng, deleting, or revising text.
For bracketed itenms, choose applicable itens(s) or
insert appropriate information

Renmove information and requirenents not required in
respective project, whether or not brackets are
present.

Comment s and suggestions on this guide specification
are wel come and should be directed to the technica
proponent of the specification. A listing of
techni cal proponents, including their organization
designation and tel ephone nunber, is on the Internet.

Recommended changes to a UFGS should be submitted as
a Citeria Change Request (CCR)
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NOTE: On the draw ngs, show item | ocations.
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PART 1 GENERAL

1.1 SUBM TTALS
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NOTE: Review submittal description (SD) definitions
in Section 01 33 00 SUBM TTAL PROCEDURES and edit
the following list to reflect only the submittals
required for the project. Submittals should be kept
to the mninumrequired for adequate quality control

A “G following a submittal itemindicates that the
submittal requires Governnent approval. Sone
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1.

subnittals are already marked with a “G'. Only
delete an existing “G if the submittal itemis not
conpl ex and can be reviewed through the Contractor’s
Quality Control system Only add a “G if the
submittal is sufficiently inportant or conplex in
context of the project.

For submittals requiring Governnent approval on Arny
projects, a code of up to three characters within
the submttal tags may be used following the "G'
designation to indicate the approving authority.
Codes for Arny projects using the Resident
Management System (RMB) are: "AE" for
Architect-Engineer; "DO' for District Ofice

(Engi neering Division or other organization in the
District Ofice); "AO" for Area Ofice; "RO for
Resident Ofice; and "PO' for Project Ofice. Codes
following the "G' typically are not used for Navy,
Air Force, and NASA projects.

Choose the first bracketed itemfor Navy, Air Force
and NASA projects, or choose the second bracketed
itemfor Arny projects.
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CGovernment approval is required for subnmittals with a "G' designation;
submittals not having a "G' designation are [for Contractor Quality Control
approval .][for information only. Wen used, a designation follow ng the
"G' designation identifies the office that will review the submttal for
the Governnment.] The following shall be submitted in accordance with
Section 01 33 00 SUBM TTAL PROCEDURES:

SD-06 Test Reports
Equi pent inspection[; C[; G [____ 11

Subnit an inspection report for any equiprment found in
unsati sfactory condition.

2 LOCATI ON
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NOTE: The exact location will be indicated by
Contracting O ficer.
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This equipnent is currently located at [__ ].

PART 2 PRODUCTS

2.

1 | TEMS

Renove the foll owi ng equi pnent fromexisting |ocation[s]. Protect,
transport, and install where indicated. Assune that all itenms to be

rel ocated are in satisfactory operating condition unless otherw se
indicated. Report in witing to Contracting O ficer any equi pnent found to
be in unsatisfactory condition.

[a. [Item ;

SECTION 01 73 19 Page 3



[c. Item , -]

PART 3 EXECUTI ON
3.1 REMOVAL OF EQUI PMENT FROM EXI STI NG LOCATI ON[ S
3.1.1 Equi pnent Renoval Schedul e

Coor di nate equi pnent renoval schedule with Contracting O ficer
3.1.1.1 Facility Shutdown
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NOTE: Delete this paragraph when existing building
is not operational or is to be denolished.
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M ni mi ze shutdown of buil ding operations. Coordinate with Contracting
O ficer concerning all owance of maxi nrum shutdown tine.

3.1.1.2 Uilities Shutdown

Do not turn off any utilities wthout approval of Contracting O ficer.

3.1.2 Renmova

Renove equi prent in accordance with Section [02 41 00 DEMOLI TI ON. ]

3.1.3 Protecti on of Building and Cccupants
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NOTE: In |locations where asbestos |aggi ng and/ or
gasket renoval are encountered, take speci al
precautions to nmaintain airborne concentration of
asbestos fibers within perm ssible exposure linmts.

1. "Tinme Weighted Average (TWA)" - an 8 hour
ti me-wei ghted average airborne concentration of
fibers longer than 5 microneters per cubic
centinmeter of air.

2. "Ceiling Limt" - Gvilian enpl oyees and
mlitary personnel shall not be exposed to airborne
concentrations of asbestos in excess of 0.5 fibers
| onger than 5 microneters per cubic centineter of
air, on an 8 hour, tinme-weighted average.
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Take the necessary precautions to protect building fromdamge and
occupants frominjury.

3.1.3.1 Pi pel i nes

Cap and | abel pipelines to and fromrenoved equi pnent.
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3.

3.

1.3.2 Wring

a. Wring Not Required To Serve Medical Equipnent in Future: Cover
and insulate all exposed wires to and fromrenoved equi pnent.
Plug all holes in outlet boxes |eft open as result of wring

removal . Provide covers for all outlet boxes.
b. "Hard-Wred" Equipnment: Renobve wiring serving each piece of
equi prent back to distribution panel. Deenergize circuit breaker

and | abel as spare. Renopbve all exposed conduit. Were conduit
enters walls, floor or ceiling, cut flush with surface. Repair
and refinish surface

.1.3.3 Fl oors

Cover all floor openings and flag projections.

.1.4 Pat ching and Repairing of Existing Facilities

The patching and repairing shall be in accordance with Section [02 41 00
DEMOLI TI ON. ]

.2 PROTECTI ON

2.1 Uilities Piping

Close all pipe openings left open as a result of the removal of electrica
wires with caps or plugs to prevent entry of foreign objects.

. 2.2 Equi pnent

Tightly cover and protect equi prment against dirt, noisture, or nechanica
or chem cal danmage

. 2.3 Repai r

Repair or replace any Governnent property danmaged by Contractor

.3 RELOCATI ON

.3.1 Install ation

Install each piece of equipnent in accordance with Section 11 70 00 GENERAL
REQUI REMENTS FOR MEDI CAL AND DENTAL EQUI PMENT. "

. 3.2 Uility Connections

Provide final utility connections and service to equi prment, including
wast e, under Section[s] [23 03 00.00 20 BASI C MECHANI CAL MATERI ALS AND
METHODS[ . ][;1] [22 00 00 PLUMBI NG SYSTEMS[.][;]] [22 60 70 GAS AND VACUUM
SYSTEMS FOR HEALTHCARE FACILITIES[.][;]] [26 00 00.00 20 BASI C ELECTRI CAL
MATERI ALS AND METHODS[.][;]] [and] [26 20 00 | NTERI OR DI STRI BUTI ON SYSTEM ]

.4 FI ELD QUALI TY CONTRCL

4.1 Equi pnent | nspection
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NOTE: Existing equi pnent of a specialized or
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sophi sticated nature shall be inspected, tested,
adjusted and repaired only by a qualified speciali st
or a factory-trained representative
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Exam ne each piece of equipnent for visual defects. Correct defects in
accordance with all applicable specifications.

3.4.2 Test s
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NOTE: Existing equi pnent of a specialized or

sophi sticated nature shall be inspected, tested,
adjusted and repaired only by a qualified speciali st
or a factory-trained representative
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Test each piece of equipnment to ensure that the it is operational

-- End of Section --
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