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RCLLER W NDOW SHADES
02/ 09
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NOTE: This guide specification covers the
requirenents for roller wi ndow shades and hardwar e.

Edit this guide specification for project specific
requi renents by addi ng, deleting, or revising text.
For bracketed itens, choose applicable itens(s) or
insert appropriate information

Renmove information and requirenents not required in
respective project, whether or not brackets are
present.

Comment s and suggestions on this guide specification
are wel cone and should be directed to the technica
proponent of the specification. A listing of
techni cal proponents, including their organization
desi gnation and tel ephone nunber, is on the Internet.

Recommended changes to a UFGS should be submitted as
a Criteria Change Request (CCR

PART 1 GENERAL
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NOTE: Use Section 12 21 00 for W NDOW BLI NDS. Use
Section 12 22 00 for CURTAINS AND DRAPES
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1.1 REFERENCES
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NOTE: This paragraph is used to list the
publications cited in the text of the guide
specification. The publications are referred to in
the text by basic designation only and listed in
thi s paragraph by organi zati on, designation, date,
and title.

Use the Reference Wzard's Check Reference feature
when you add a RID outside of the Section's
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Reference Article to automatically place the
reference in the Reference Article. Al so use the
Ref erence Wzard's Check Reference feature to update
the i ssue dates.

Ref erences not used in the text will automatically
be deleted fromthis section of the project
speci ficati on when you choose to reconcile
references in the publish print process.
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The publications listed below forma part of this specification to the
extent referenced. The publications are referred to in the text by basic
desi gnation only.

NATI ONAL FI RE PROTECTI ON ASSOC!I ATI ON ( NFPA)

NFPA 701 (2004) Fire Tests for Flanme Propagation of
Textiles and Filns

.2 SYSTEM DSCRI PTI ON

Provi de wi ndow treatnent, conplete with necessary brackets, fittings, and
hardware. Each wi ndow treatnent type shall be a conplete unit provided in
accordance with paragraph W NDOW TREATMENT PLACEMENT SCHEDULE. Munt and
operate equi prent in accordance with manufacturer's instructions. W ndows
to receive a treatment shall be conpletely covered.

.3 SUBM TTALS
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NOTE: Review submittal description (SD) definitions
in Section 01 33 00 SUBM TTAL PROCEDURES and edit
the following list to reflect only the submttals
required for the project. Submittals should be kept
to the mininmumrequired for adequate quality control.

A“G following a subnittal itemindicates that the
submittal requires CGovernnent approval. Sone
submittals are already marked with a “G'. Only
delete an existing “G if the submttal itemis not
conpl ex and can be reviewed through the Contractor’s
Quality Control system Only add a “G if the
submittal is sufficiently inportant or conplex in
context of the project.

For submittals requiring Governnent approval on Arny
projects, a code of up to three characters within
the subnmittal tags nay be used following the "G'
designation to indicate the approving authority.
Codes for Arny projects using the Resident
Managenent System (RMB) are: "AE" for

Archi tect-Engi neer; "DO' for District Ofice

(Engi neering Division or other organization in the
District OOfice); "AO" for Area Ofice; "RO for
Resident O fice; and "PO' for Project Ofice. Codes
following the "G' typically are not used for Navy,
Air Force, and NASA projects.
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1.

Choose the first bracketed itemfor Navy, Air Force
and NASA projects, or choose the second bracketed
itemfor Army projects.
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CGovernment approval is required for subnmittals with a "G' designation;
submittals not having a "G' designation are for [Contractor Quality Control
approval . ][information only. \Wen used, a designation followi ng the "G
designation identifies the office that will review the submittal for the
Government.] Submt the following in accordance with Section 01 33 00
SUBM TTAL PROCEDURES
SD- 02 Shop Drawi ngs
Installation
Drawi ngs showi ng fabrication and installation details. Show
| ayout and | ocati ons of w ndow shades, nounting hei ghts, and
details.
SD- 03 Product Data
W ndow Shades[; C[; G [___ 11

Manuf acturer's data conposed of catal og cuts, brochures, product
i nformati on, and nai ntenance instructions.

SD- 04 Sanpl es
W ndow Shades[; C[; G [_____ 1]

Sanpl es of each type and col or of shade material. Shade
materi al shall be mnimum 150 by 150 mm6 by 6 inch in size.

SD- 06 Test Reports
W ndow Shades
Fire resistance data
SD- 08 Manufacturer's Instructions
W ndow Shades
SD-10 Operation and Mi ntenance Data
W ndow Shades
4 DELI VERY, STORAGE, AND HANDLI NG
Del i ver conponents to the jobsite in the manufacturer's original packaging
with the brand or conpany nane, itemidentification, and project reference
clearly marked. Store conponents in a dry location that is adequately
ventilated and free fromdust, water, or other contam nants and has easy
access for inspection and handling. Store nmaterials flat in a clean dry
area with tenperature nmaintai ned above 10 degrees C 50 degrees F. Do not

open containers until needed for installation unless verification
i nspection is required.
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1.5 WARRANTY

Provi de manufacturer's standard performance guarantees or warranties that
extend beyond a 1 year peri od.

PART 2 PRODUCTS
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NOTE: Coordinate with the drapery hardware
specified for the project.
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2.1 W NDOW SHADES
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NOTE: Light filtering shades are translucent and
softly diffuse light to the anount that the fabric
sel ected by the designer allows. Room darkening
(bl ack-out) shades are opaque and bl ock out |i ght
completely. The designer should specify a conplete
room darkening systemonly if total |ight block is
necessary, as in an audio visual application. A
room dar keni ng shade is typically nade of a vinyl
coated fiberglass cloth. Do not specify cotton
canbric fabric for room darkening shades since it
cannot provide total l|ight block. Coordinate

maxi mum unit sizes available with the w ndow sizes.
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Rol | er tube shall operate snmoothly and be of sufficient dianeter and

thi ckness to prevent excessive deflection. Provide brackets that are
appropriate for [inside][outside][ceiling] nount. The shade cloth shal
neet the performance described in NFPA 701, small scale test. Treat stee
features for corrosion resistance.

2.1.1 Light Filtering Shades
Provide light filtering shades to conformwi th the following: Roller tube

shal |l be [wood][steel] and operate by [spring][clutch and bead operati on]
nmechani sm Provide fascia nmounting brackets nade of steel to support

roll er tube and fascia panel. Provide fascia panel channel shaped,
extruded al umi numwi th standard enamel finish. Provide shade nade froma
single piece of [PVC coated fiberglass cloth][__ ].

2.1.2 Room Dar keni ng Shades

Provi de room darkeni ng (bl ack-out) w ndow shades to conformw th the
fol | owi ng:

a. Aluminumroller tube, controlled by [webbing tape][crank operated
gear box with steel rods]. Provide shop fabricated Iight traps,
consisting of a head box to house the shade roller, and U shaped
channel s to serve as guides for the shade along the sides and to
recei ve the bottom edge of the shade along the sill.

b. Provide light trap nade of sheet steel having a nininmmthickness
of 0.85 mm (22 gauge) 22 gauge or anodi zed, extruded, alum num The

| egs of the channels shall be not |ess than 44 nml-3/4 inches |ong and
separated by the mnimumdistance that will permt free operation of
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2.

2

the shade. Edges of light trap coming into contact with the shade
cloth shall be snmooth pile light seal. The exposed face of the head
box shall be hinged or renovable for access to the shade roller. The
interior or unexposed surfaces of the light trap shall have a finish
coat of flat black enanel. The exposed portions of the light trap
shal |l have a factory-applied primng coat of gray paint.

c. Finishis [specified in Section 09 90 00 PAINTS AND

COATI NGS. ] [ anodi zed bronze or clear finish as shown.] Provide

manuf acturer's standard shade roller. Coth cloth be of type for

bl ackout purposes. Make the shade froma single piece of [canvas duck
cloth lamnated to vinyl] [ ]. Wen not finished with a sel vage,
the vertical edges of the shade shall be bound or hemmed using a

hi gh-grade thread. WMake needl e hol es |ightproof by applying a suitable
filler.

d. Fit the bottom edge of the shade with a steel operating bar.

Shades wi |l engage positively with bottomrail through operating bar or
chain pull. Paint bars with flat black enanel. Mke pull cords of No.
4 braided nylon or beaded chain having not |ess than 335 N175 pounds

br eaki ng strength.

COLOR
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NOTE: Editing of color reference sentence(s) mnust
be coordinated with the Government. Generally,
Section 09 06 90 COLOR SCHEDULE or draw ngs are used
to indicate color references. Color nust be

sel ected from manufacturer's standard col ors or
identified as a manufacturer's color in this
specification only when the project has m nim

fini shes.

When the governnent directs that color be located in
the drawi ngs, a note shall be added to the draw ngs
that states: "Were color is shown as being
specific to one manufacturer, an equival ent col or by
anot her manufacturer may be submitted for approval.
Manuf acturers and materials specified are not
intended to limt the selection of equal colors from
ot her manufacturers. The word "color" as used
herein includes surface color and pattern."

When nore than one type, pattern or color is
specified identify |ocation

When a nmanufacturer's nane, stock nunber, pattern
and color is specified for color, verify that the
product conforms to the specification, as edited and
is not a proprietary product.
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Provide color, pattern and texture [in accordance with Section 09 06 90
COLOR SCHEDULE. ][ as indicated on the draw ngs.][sel ected from

manuf acturer's standard colors.] [[___ ]. Color listed is not intended to
[imt the selection of equal colors from other manufacturers.]
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PART 3 EXECUTI ON

3.

3.

3.

1 EXAM NATI ON

After becoming famliar with details of the work, verify all dinensions in
the field, and advise the Contracting O ficer of any discrepancy before
perform ng the work.

2 W NDOW TREATMENT PLACEMENT SCHEDULE
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NOTE: The W ndow Treatment Pl acenent Schedule will
be provided at the designer's option when it wll
clarify placenment of the wi ndow treatments. \When
all exterior windows are to receive a w ndow
treatnent, a note can be added to this effect
instead of filling out the schedule conpletely. The
| ocation of wi ndow treatnent placenent should be
clearly defined within this specification. The

Pl acenent Schedule will be conpletely filled out

wi th the room nunber/name, w ndow covering type,

wi ndow type and quantity.
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[All exterior windows include [ ].1[Provide wi ndow covering as foll ows:

Room W ndow W ndow
Nunber/ Name Covering Type Type Quantity

[ 1 [ 1 [ 10 11
3 I NSTALLATI ON

Performinstallation in accordance with the approved detail draw ngs and
manufacturer's installation instructions. Install units level, plunb,
secure, and at proper height and | ocation relative to wi ndow units
Provide and install supplenentary or miscellaneous items in total
including clips, brackets, or anchorages incidental to or necessary for a
sound, secure, and conplete installation. Do not start installation unti
conpl etion of room painting and finishing operations.

.4 CLEAN- UP

Upon conpletion of the installation, clean w ndow treatnents; and adj ust
them for form and appearance and proper operating condition. Repair or
repl ace damaged units as directed by the Contracting Oficer. Isolate
netal parts fromdirect contact with concrete, nortar, or dissimlar
netals. Ensure shades installed in recessed pockets can be renoved wi t hout
di sturbing the pocket. The entire shade, when retracted, shall be

contai ned inside the pocket. For shades installed outside the janmbs and
mul I i ons, overlap each janb and mullion 20 mMO0. 75 inch or nore when the
jamb and mullion sizes pernmit. Include all hardware, brackets, anchors,
fasteners, and accessories necessary for a conplete, finished installation

-- End of Section --

SECTION 12 24 13 Page 7



