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NOTE: This guide specification covers the
requi renents for wall coverings over gypsum
wal | board, plaster, concrete, or nasonry.

Edit this guide specification for project specific
requi renents by addi ng, deleting, or revising text.
For bracketed itenms, choose applicable itens(s) or
insert appropriate information

Renmove information and requirenents not required in
respective project, whether or not brackets are
present.

Comment s and suggestions on this guide specification
are wel come and should be directed to the technica
proponent of the specification. A listing of
techni cal proponents, including their organization
designation and tel ephone nunber, is on the Internet.

Recommended changes to a UFGS should be submitted as
a Citeria Change Request (CCR)
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PART 1 GENERAL
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NOTE: On the draw ngs, show

1. Location and extent of work including dinensions
of surfaces to receive wall covering

2. Profile of wainscot cap, when required.

R IR I S bk O b I S S I S I Rk S S b S R Rk S b S S I bk b S bk R S

1.1 REFERENCES

Rk Ik kR IR Rk ko o S S S S R R Rk R Rk kR R I I I R Ik b o b o

NOTE: This paragraph is used to list the
publications cited in the text of the guide
specification. The publications are referred to in
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the text by basic designation only and listed in
thi s paragraph by organization, designation, date,
and title.

Use the Reference Wzard' s Check Reference feature
when you add a RID outside of the Section's
Reference Article to automatically place the
reference in the Reference Article. Also use the
Ref erence Wzard's Check Reference feature to update
the i ssue dates.

Ref erences not used in the text will automatically
be deleted fromthis section of the project
speci ficati on when you choose to reconcile
references in the publish print process.

R IR I S bk S b I S S O R kR Rk S bk S bk S b Rk S S bk b S S S

The publications listed below forma part of this specification to the
extent referenced. The publications are referred to within the text by the
basi ¢ designation only.

ASTM | NTERNATI ONAL ( ASTM

ASTM D 1308 (2002; R 2007) Effect of Household
Chenicals on Cear and Pignented Organic
Fi ni shes

ASTM D 751 (2006) Coated Fabrics

ASTM E 84 (2009) Standard Test Method for Surface
Bur ni ng Characteristics of Building
Materi al s

CHEM CAL FABRI CS & FI LM ASSCCI ATI ON ( CFFA)
CFFA- W 101-D (2002) Vinyl Coated Fabric Wallcovering
GYPSUM ASSCCI ATI ON ( GA)

GA 214 (2007) Recommended Level s of Gypsum Board
Fi ni sh
| NTERNATI ONAL CODE COUNCI L (| CO)
| CC I BC (2006; Errata 2006; Errata 2007,

Suppl ement 2007; Errata 2007)
I nternational Building Code

NATI ONAL FI RE PROTECTI ON ASSCOCI ATI ON ( NFPA)

NFPA 265 (2006) Fire Tests for Evaluating RoomFire
Growt h Contribution of Textile Coverings
on Full Height Panels and Walls

NFPA 286 (2006) Fire Tests for Evaluating

Contribution of Wall and Ceiling Interior
Finish to RoomFire G owth
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SOQUTH COAST Al R QUALI TY MANAGEMENT DI STRI CT ( SCAQVD)

SCAQVWD Rul e 1168 (1989; R 2005) Adhesive and Seal ant
Applications

U S. CENERAL SERVI CES ADM NI STRATI ON ( GSA)
FS CCC- W 408 (Rev C) Wallcovering, Vinyl Coated

1.2 SUBM TTALS

EE R I R R R R I R I R I R R I R I R I R I R R I R I R R R R R I R

NOTE: Review subnmittal description (SD) definitions
in Section 01 33 00 SUBM TTAL PROCEDURES and edit
the following list to reflect only the submittals
required for the project. Submittals should be kept
to the mininmumrequired for adequate quality control.

A“G following a subnittal itemindicates that the
submittal requires CGovernnent approval. Sone
submittals are already marked with a “G'. Only
delete an existing “G if the submttal itemis not
conpl ex and can be reviewed through the Contractor’s
Quality Control system Only add a “G if the
subnmittal is sufficiently inportant or conplex in
context of the project.

For submittals requiring Governnent approval on Arny
projects, a code of up to three characters within
the subnmittal tags nay be used following the "G'
designation to indicate the approving authority.
Codes for Arny projects using the Resident
Managenment System (RMS) are: "AE" for
Architect-Engineer; "DO' for District Ofice

(Engi neering Division or other organization in the
District OOfice); "AO" for Area Ofice; "RO for
Resident O fice; and "PO' for Project Ofice. Codes
following the "G' typically are not used for Navy,
Air Force, and NASA projects.

Choose the first bracketed itemfor Navy, Air Force
and NASA projects, or choose the second bracketed
itemfor Army projects.

Rk Ik kR IR R R Ik S R AR Rk R R R Rk ok S R Rk Ik S kb S R R o

Government approval is required for submttals with a "G' designation;
submittals not having a "G' designation are for [Contractor Quality Control
approval .] [information only. Wen used, a designation followi ng the "G
designation identifies the office that will review the submittal for the
CGovernment.] Submit the following in accordance with Section 01 33 00
SUBM TTAL PROCEDURES:

SD- 03 Product Data
Wal | Coverings and Accessories[; C[; G [___ 11
Wall covering manufacturer's descriptive data, docunentation

stating physical characteristics, flanme resistance, mldew and
germ cidal characteristics. Corner guard and wai nscot cap
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manuf acturer's descriptive data
Primer and Adhesive

Manuf acturer's descriptive data, docunentation stating physica
characteristics, nildew and gernicidal characteristics. Materia
Safety Data Sheets (MSDS) for all primers and adhesives to the
Contracting Oficer. Highlight VOC em ssions.

Vi nyl Wall Covering
Manuf acturer's catal og data
SD- 04 Sanpl es

Wal | Coverings and Accessories[; C[; G |
Wall Coverings[; CI[; G [____ 11

[Three] [__ ] sanples of each indicated type, pattern, and
color of wall covering. Provide mninmun 125 by 175 mr 5 by 7 inch
sanpl es of wall covering to show pattern repeat of sufficient
size. [Three] [ ] sanples of each indicated type corner guard
and wai nscot cap; provide sanples a mnimmof 75 mr 3 inch |ong.

[Threel[ ] sanples of each indicated type of frane for
presentation dry erase wall covering. Provide sanples a m nimum of
75 mm 3 inch |ong.

Vinyl Wall Covering Mockup Panels. After vinyl wall covering
sanpl es are approved, and prior to starting installation, provide
a mnimurr 2430 by 2430 mr 8 by 8 foot vinyl wall covering nmock-up
for each color and type of vinyl wall covering, using the proposed
primers and adhesi ves and actual substrate materials. Once
approved, use the nock-up sanples as a standard of workmanship for
installation within the facility. Witten notification to the
Contracting O ficer at |east 48 hours prior to nock-up
installation.

Wall Covering: Three sanples, 3 neter yards long by the width
specified, of each color and grain to be installed in the work, as
required to illustrate naterial weight, color, shade, decorative
design, and enbossi ng when required.

SD-07 Certificates
Wal | Coverings and Accessories

Manufacturer's statenent attesting that the product furnished
nmeets or exceeds specification requirenents. Date the statenent
after the award of the contract, state Contractor's nane and
address, name the project and |location, and list the requirements
being certified. Certificates for Vinyl Wall Covering including
the foll ow ng:

a. Certified laboratory test reports of the physical properties
for vinyl wall covering, as specified.

b. Certificates of Conpliance for UL fire hazard classification
listing, as specified.
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c. Certificates of Conpliance for contact adhesive.
SD- 08 Manufacturer's Instructions
Wal | Coverings and Accessories

Preprinted installation instructions for wall covering and
accessories, adhesives and priners. |Include preparation of the
substrate within the instructions.

SD- 10 Operation and Maintenance Data
Vinyl wall Covering[; C[; G [

Prevent ati ve mai ntenance and i nspection for Vinyl Wall Covering
showi ng the nanufacturer's reconmended cl eaning materials and
application nethods, including precautions in the use of cleaning
materials that nay be detrinmental to the wall covering surface
when i nproperly applied.

3 DELI VERY, STORAGE, AND HANDLI NG

Deliver the material to the site in manufacturer's original w appings and
packages and clearly | abel with the nmanufacturer's nane, brand nane,
pattern and col or nane and nunber, dye | ot nunber, size, and other related
information. Store in a safe, dry, clean, and well-ventilated area at
tenmperatures not |ess than 10 degrees C 50 degrees F and within a relative
hum dity range of 30 to 60 percent. Store wall covering material in a flat
position and protected from damage, soiling, and noisture. Do not open
containers until needed for installation, unless verification inspection is
required.

.4 ENVI RONVENTAL REQUI REMENTS

Conply with wall covering manufacturer's printed installation instructions
for minimumtenperature of area to receive requirenents for conditioning
adhesi ve and wall covering. Provide a mninumr 10 degrees C 50 degrees F
area tenperature, 72 hours prior to installation, during installation, and
until the adhesive dries. (Cbserve ventilation and safety procedures.

.5 WARRANTY

Provi de manufacturer's standard performance guarantees or warranties that
ext end beyond a one-year period.

6 EXTRA MATERI ALS

EE R R I R R I R R R I I O R R R R R Sk S R Rk R I Rk S I I R R O

NOTE: Extra stock of wall covering may be
required. |If not, delete this paragraph. Extra
stock shoul d be based on anticipated usage. In the
absence of experience data, a m ni mum of one |inear
meter for each 100 lineal neters (one linear foot

for each 100 linear feet) installed is suggested.
ER R IR R I R R R R I I I I R R R R I S R R R S R I R R S R R R I I O S I I I S S kI R R S I I

Provide one linear neter foot of full-width wall covering of each pattern
and color for each [100] [ ] linear meters [100] [ ] linear feet of
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wal | covering installed[, excluding presentation dry erase wall covering].
Provi de the same manufacturer, type, pattern, color, and | ot nunber of
extra stock as the installed wall covering. Provide full rolls, packed for
storage and marked with content, manufacturer's nane, pattern and col or
nane and nunber and dye | ot nunber. Leave extra stock at the site at a

| ocation as directed by the Contracting Oficer.

PART 2 PRODUCTS

2.1 WALL COVERI NGS

EE R I R R R R I R I R I R R I R I R I R I R R I R I R R R R R I R

NOTE: |If nore than one wall covering type is
required and specifications vary, a separate
paragraph Vinyl VWall covering Type, Textile Wall
covering Type, and/or Wall covering Border Type will
be used for each wall covering type. Each wall
covering type will be designated with a letter or
nunber synmbol. Use the sane synbols to key wall
covering types to |locations on the draw ngs and
Section 09 06 90 COLOR SCHEDULE. Delete reference
to type synbol if not used.

As per NFPA 101 for sprinklered buildings, interior
wal I's and ceiling finishes tested in accordance with
NFPA 286 shall be permitted to be used in |lieu of
that required to be Cass A in accordance with NFPA
255. NFPA 255 is also known as ASTM E 84.

NOTE: | n accordance with NFPA 101, the use of
textile materials on walls and ceilings will conply
with one of the follow ng conditions:

a. Textile materials having a Cass A rating
will be pernmtted on the walls or ceilings of rooms
or areas protected by an approved autonatic
sprinkl er system

b. Textile materials having a Cass A rating
will be permtted on partitions that do not exceed
3/4 of the floor-to-ceiling height or do not exceed
2440 mm (8 feet) in height whichever is |ess.

c. Textile materials having a Cass A rating
will be permtted to extend not nore than 1200 nm (4
feet) above the finished floor on ceiling-height
wal I's and ceiling-height partitions.

d. Textile materials will be permitted on walls
and partitions where tested in accordance with NFPA
265, Standard Methods of Fire Tests for Eval uating
Room Fire Growth Contribution of Textile Wall
Coverings. (I CC IBC is equivalent to NFPA 265.)

Rk Ik kb Sk R IR Rk kS e S S b R AR Ik R R R Rk O R I R R R

Provide Wall coverings and accessories material designed specifically for
the specified use. Furnish vinyl wall covering and borders with a nercury,
cadmi um | ead, and chromiumfree base. Protect wall coverings with
bactericides and nil dew i nhibitors agai nst microbiol ogical and m | dew

gr owt h.
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2.1.1 Vi nyl Wall Covering

Provide vinyl wall covering with an integrally pignmented, opaque vinyl
film lamnated to, or conbined with, a fabric backing.

EE R R R R R I R R R R I R I R I R I R R R I R R S R R I R

NOTE: Delete the follow ng paragraphs when
medi um duty type wall covering is not required
Medi um duty type wall covering is suitable for use
in vestibules, corridors, |ounges, offices, and
other areas where there is average traffic and
scuffing, and is available in a wi de range of colors
and grains. MIldewresistant fabric backing is
standard treatnent with several wall covering
manuf act urers.

R IR I S bk S b I S S O R kR Rk S bk S bk S b Rk S S bk b S S S

Provide a nediumduty type wall covering, finish as specified, conforning
to FS CCC-W 408, Type Il, and the follow ng nodifications:

Supporting material for wall covering may be ml dewresistant treated
at the option of the wall covering manufacturer

Provi de the followi ng physical properties:

REQUI REMENT TEST METHOD VALUE

Coati ng wei ght, CFFA- W 101- D, Not | ess than

excl usive of fabric Test 5041 240 gram 7 ounces

backi ng per square
neter yard

Adhesi on of coating ASTM D 751 Not | ess than

to fabric backing 13 newton 3 pounds
pul | per 25 nm inch
of width

Rk Ik Sk kR IR Rk Ik I S o S kR Rk S R Rk Sk ko kR Ik S kb

NOTE: Delete the foll ow ng paragraphs when
heavy-duty type wall covering is not required.
Heavy-duty type vinyl wall covering is recommended
for use in areas exposed to damage by noving

equi prent and is available in several colors and a

| eat her-1ike grain.
EE IR R I Sk I I I kS S O R R Sk kI kS R Rk kI S S kS kS

Provide a heavy duty type wall covering, finish as specified, conforning to
FS CCC-W 408, Type II1, and the foll owi ng nodifications:

Supporting material for wall covering may be ml dewresistant treated
at the option of the wall covering manufacturer

Provi de the follow ng physical properties:

REQUI RENVENT TEST METHOD VALUE
Coati ng wei ght, CFFA- W 101- D, Not | ess than
exclusive of fabric Test 5041 407 gramr 12 ounces
backi ng per square
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REQUI REMENT TEST METHOD

Adhesi on of coating ASTM D 751

to fabric backing

VALUE
neter yard

Not | ess than

13 newton 3 pounds
pul | per 25 nm inch
of width

R IR I S bk S bk kS I I kS Rk S bk S bk S b S R R S b b S S Sk Rk S

NOTE:
stai n-resi stant vinyl wal
requi red. Polyvinyl-fluoride (DuPont
coating, in lieu of the standard vinyl
i ncreases both cheni ca
resi stance.

This wall covering is recomended for
roons, waiting roons, and other areas
chemical reagents and staining agents
avai l abl e, at increased cost, in nobst
wal | covering colors and grains.

Del ete the foll owi ng paragraphs when
covering is not
"Tedlar") top
coati ng,

resi stance and stain

use in dining
exposed to
and is
standard vi nyl

EE R R I I R I O R I R R R I R I R I R I R R R I R R R S R R I R I

Provi de a stain-resistant wall
FS CCC-W 408, Type |1

Supporting material for wal
at the option of the wal

Use a clear polyvinylfluoride film not
thick as a top coating.

Provi de the followi ng physical properties:
REQUI RENVENT TEST METHOD

Coati ng wei ght, CFFA- W 101- D,

exclusive of fabric Test 5041
backi ng

Adhesi on of coating ASTM D 751
to fabric backing

St ai n-resi st ance, ASTM D 1308

covered spot test,

24- hour exposure, using
t he househol d chem ca
reagents and stai ning
agents specified in
ASTM D 1308 and the
fol I owi ng:

bal | poi nt pen ink
lipstick

SECTION 09 72 00 Page 10

covering of nediumduty type
specified, with a polyvinylfluoride filmtop coating,
and the follow ng nodifications:

finish as
conformng to

covering my be mldewresistant treated
coveri ng manufacturer

| ess than 0.13 mr 0. 005-i nch

VALUE

Not | ess than

240 gram 7 ounces
per square

neter yard

Not | ess than

13 newt on 3 pounds
pul | per 25 nmr inch
of width

No perceptible
stai ning or

bl eachi ng of coat -
ing; stains
readily renoved
with solvent or

cl eani ng agent



REQUI RENENT TEST METHOD VALUE
ni coti ne
shoe polish
st anp- pad i nk
rubber scuff marks
crayon
nert hiol ate

R IR I S bk S bk kS I I kS Rk S bk S bk S b S R R S b b S S Sk Rk S

NOTE: Since the color and grain of wall coverings
are the factors that determine the cost of the
material, it is recomended that a sanple of the
required color and grain be on display where it may
be seen by bidders during the bidding period.

R IR I S bk S b I S S O R kR Rk S bk S bk S b Rk S S bk b S S S

Match color and grain of wall covering of the sanple approved. Provide a
1350 to 1370 mr 53 to 54 inch width wall covering.

2.1.2 Vinyl Wall covering [Type [Al [___ 1]

EE R R I I R I O R I R R R I R I R I R I R R R I R R R S R R I R I

NOTE: Select the appropriate vinyl Type designation
for each wall covering specified and del ete

i nappl i cabl e Types. Type selection should be based
on abuse conditions and the foll ow ng
reconmendat i ons:

Type | (Light Duty) is satisfactory for use on
ceilings and light duty walls not subjected to
scuffing and abrasion. This type is rarely used.

Type Il (MediumDuty) is satisfactory for areas

subject to average traffic wear and scuffing. It
may be used full height on walls or as a wainscot.
Type Il should be used for nost vinyl wall covering

install ati ons.

Type |11 (Heavy Duty) is slightly nore resistant to
scuffing than Type Il but is difficult to instal

and clean, and is not available from nost
manufacturers. Type Il wall covering is expensive
and should be used only where specifically requested.

Sonme nmanufacturer's Type |, Type Il and/or Type I
wal | covering will overlap or vary slightly fromthe
wei ghts shown in the follow ng paragraphs.

Conver si on Tabl e:

Type | Type 11 Type 111
ozs/sq yd 7 (10) 13 22
ozs/linear yd 10.5 (15) 20 33
g/ sq neter 237 (339) 441 746
g/linear neter 325 (465) 620 1023

CFFA mi ninum requirenents are listed in the above
table, with the exception of the nunber shown in
parent hesis. The neasurenents in parenthesis
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reflect what is currently used in the industry for
Type |. The heavier weight provides a nore durable
product .

The following formulas can be used for English to
netric conversions:

a. Qunces per square yard to ounces per linear yard-
Multiply # ounces per square yard by

1872 for 52 inches wide or 1908 for 53 inches w de

or 1944 for 54 inches wide. Divide the total by

1296 to obtain per linear yard.

b. Qunces per square yard to grans per square neter-

Di vide the # ounces per square yard by 144.
Multiply total by 4882 to obtain grams per square
neter neasuremnent.

c. Qunces per linear yard to granms per |inear neter-

Multiply # ounces per linear yard by 28. 35.
Multiply total by 1.0936 to obtain granms per |inear
neter neasurenent.

Pol yvinyl -fluoride (PVF) filmis an extra cost. The
filmis designed to provide additional resistance to
staining and soiling from exposure to staining
reagents or chem cals, and resistance from abuse.
CGenerally the PVF coated vinyl wall coverings have a
slightly different appearance fromthe standard
noncoated vinyl wall covering. The filmis
available in 3 thicknesses with the thin gauge

mat eri al being nuch | ess expensive. Various

t hi cknesses represent noderate (thinnest), heavy,
and extrene wear (thicker) in the installation

area. Consider PVF filmtop coating for heavy-use
areas; such as dornmitories, dining halls,

cafeterias, nedical facilities, and clubs.

Del ete PVF fil mwhen not required.

R IR I S bk S bk I S kS I I kS b S Rk S bk S bk S b S R R S bk b S S kS S

Provide a vinyl coated woven or nonwoven wall covering fabric. Conformto
CFFA-W 101-D for vinyl wall covering, [Type | (Light Duty) with a mni num
total weight of [237] [339] granms/square neter [7] [10] ounces/square yard
and [325] [465] grans/linear nmeter [10] [15] ounces/linear yard] [Type |
(Medium Duty) with a mnimumtotal weight of 441 grans/square neter 13
ounces/square yard and 620 grans/linear neter 20 ounces/l|inear yard] [Type
1l (Heavy Duty) with a minimumtotal weight of 746 grans/square neter 22
ounces/square yard and 1023 grans/linear meter 33 ounces/linear yard].
Provide width of [1320/1371 mr 52/54 inch] [___ ]. Test vinyl wal
covering in accordance with NFPA 286 or have a Class A flane spread rating
of 0-25 and snoke devel opnent rating of 0-450 when tested in accordance
with ASTM E 84. Apply [a polyvinyl fluoride (PVF) film [0.00889 nmr
0.00035 inch] [0.0127 nm 0.0005 inch] [0.0254 mr 0.0010 inch] thick over
the face of the wall covering. Provide a transparent (clear) film medium
gl oss. ]
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2.

2.

1.3 Textile Wall covering [Type [Al [__ 11

Provide textile wall covering with a woven fabric with paper or acrylic
backi ng of colorfast, stain, and soil resistant. Test in accordance with
NFPA 286 or have a Class A flane spread rating of 0-25 and snoke

devel opnment rating of 0-450 when tested in accordance with ASTM E 84. Meet
or exceed the following for textile wall covering

a. Face fiber content: [__ ]
b. Wave: [Plain][___ ]
c. Total weight: [___ ] g/square neter ounces/square yard
d. Wdth: [___ 1 mrinch
.1.4 wall Covering Border [Type [A] [__ 1]

Provi de wall covering border of nonwoven vinyl cellul ose/polyester blend or
vinyl coated strippabl e paper back

a. Total weight: | ] g/linear neter ounces/linear yard

b. Wdth: [___ ] mrinch

. 1.5 Presentation Dry Erase Wall covering

R IR I S bk O bk I S kI I I kS Rk S bk S ok S b S Rk S S bk b S S S S R S

NOTE: Sone products nust be installed on gl ass
rei nforced cenent board to achieve Cass A rating.

Research product to determi ne avail abl e features.
Note that surfaces designed to be used as a

proj ection screen are not available with 50 by 50 mm
(2 by 2 inch) grid pattern.

EE R I R R R R I R I R R R R I R I R R I R I R R I R R R R R I R

Furni sh presentation dry erase wall covering that accepts dry erase

markings [and is designed to be used as a projection screen] [and has a 50
by 50 mm 2 by 2 inch grid pattern]. Provide wall covering with a m ni mum
total weight of [678] [__ ] g/square neter [20] [__ ] ounces/square yard,
a wdth of [1524 nmr 60 inch] [__ ] and backi ng of a woven or nonwoven

pol yester. Test wall covering in accordance with NFPA 286 or have a C ass

A flame spread rating of 0-25 and snoke devel opnent rating of 0-450 when
tested in accordance with ASTM E 84. Provide wall covering color [selected

from manufacturers standard colors][white] [ ]. Wen frame is required
provide [alum num [oak] [__ ] and have a full length tray of the sane
material. Markings shall be renovable with a felt eraser or cloth without

ghosting. Provide each unit complete with an eraser, four different color
compatible dry erase markers, and an 8 oz. bottle of liquid surface cl eaner
recomrended by the manufacturer.

2 WALL LI NER

EE IR R I R R I R I R I I O R R R R R I S R I Rk I I Rk I I R R O R O

NOTE: Wall lining should be specified where wall
covering will be installed over masonry walls.

R IR I S bk S bk I S kS I I kS b S Rk S bk S bk S b S R R S bk b S S kS S

SECTION 09 72 00 Page 13



Provi de a non-woven polyester cellulose blend wall liner having a m ni num
wei ght of 125 g/square nmeter 3.7 ounces/square yard and a total m ninum
thi ckness of 0.33 mr 0.013 inch. Test wall liner in accordance wth

NFPA 286 or have a Class A flane spread rating of 0-25 and snoke

devel opnment rating of 0-450 when tested in accordance with ASTM E 84.

.3 CORNER GUARDS

Rk Ik kb Sk R IR Rk kS kR R Ok R Rk kb R Rk Ik kb R R o

NOTE: Delete references to corner guards in this
specification if they are to be of the type
specified in Section 10 26 13 WALL AND CORNER
GUARDS. Somre projects may require both types.

Coordi nate | ocations when this occurs.
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Furnish [1 mr 0.040 inch thick corner guards and cover 19 mr 3/4 inch] [1.9
nr 0.075 inch thick corner guards 28 mr 1 1/8 inch] [2.2 nmm 0.085 inch
thick and cover 63 mr 2 1/2 inch] [__ ] each side of corner at right
angles. Provide [clear] [__ ] [pol ycarbonate] [vinyl] [rubber] corner
guards fromthe same color |ot.

.4 WAINSCOT CAP
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NOTE: A netal, vinyl, or wood wai nscot cap nol di ng
will normally be required for all wainscot
installations. The specification should include
whet her netal, vinyl, or wood nolding is required.
If nmetal or vinyl cap noldings are shown on the
drawi ngs, provisions in this paragraph should be
nodi fied accordingly. Delete inapplicable text if
wai nscot doesn't apply.
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Provide [[satin-finished extruded alumnunj [ ] wai nscot cap [19]
[ ] my [3/4] [ ] inch high, feathered at bottom edge, with 5 mr
3/ 16 inch exposed face on top edge, and grooved to receive the covering]

.5 PRI MER AND ADHESI VE
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NOTE: Conformance with South Coast Air Quality
Managenment District (SCAQVD) Rule No. 1168 as noted
conplies with LEED and SPi Rit requirenents.

When mold is a problemin the area consider

speci fying nmold proof priners and adhesi ves.
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Provide a type priner and adhesive recomended by the wall covering

manuf acturer, containing a non-nercury based m | dewcide, and conplying wth
| ocal indoor air quality standards.[ VOC content shall be less than the
current VOC content limts of SCAQVWD Rule 1168.] Priner shall pernit
renoval of the wall covering and protect the wall surface during renoval

Do not damage gypsum wal | board facing paper during removal of wall

covering. Provide a strippable type adhesive. Wen substrate col or

vari ations show t hrough vinyl wall covering, provide a white pignented
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prinmer as recommended by the wall covering nmanufacturer used to conceal the
variations. Provide a reconmended type adhesive to install corner guards
and wai nscot cap by the manufacturer of the corner guards and wai nscot cap

2.6 COLOR, TEXTURE, AND PATTERN
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NOTE: Avoid selection of a deeply enbossed pattern
where frequent cleaning of wall covering is required.

Editing of color reference sentence(s) nust be
coordinated with the Governnent. Generally Section
09 06 90 Col or Schedule or drawing i s used when the
project is designed by an Architect or Interior
designer. Color should be selected from
manufacturers standard colors or identified in this
specification only when the project has m ninal
finishes.

When the governnent directs that color be located in
the drawi ngs add a note that states: "Where col or
is shown as being specific to one manufacturer, an
equi val ent col or by another manufacturer may be
submitted for approval. Manuf acturers and
materials specified are not intended to limt the
sel ection of equal colors from other manufacturers.
The word "col or" as used herein includes surface
color and pattern.™

When nore than one type, pattern or color is
specified identify location and extent of work for
each.

When a nmanufacturer's nane, stock nunber, pattern
and color is used, be certain that the product
conforns to this specification, as edited.

Prior to specifying a customcol or finish, research
to determine if additional cost is feasible. Note
there is often a mnimumorder requirenment; this
requirenent will also affect future orders.
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Provide color [as indicated on the draw ngs] [sel ected from nanufacturers
standard colors] [[__ ]. Color listed is not intended to limt the
sel ection of equal colors fromother manufacturers].

PART 3 EXECUTI ON

3.1 EXAM NATI ON
I nspect all areas and conditions under which wall coverings are to be
installed. Notify the Contracting Officer, in witing, of any conditions
detrinmental to the proper and tinely conpletion of the installation. Wrk

will proceed only when conditions have been corrected and accepted by the
installer.
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3.2 SURFACE PREPARATI ON
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NOTE: When applying wall covering over concrete or
masonry surfaces, Section 03 31 00.00 10
CAST- | N PLACE STRUCTURAL CONCRETE, will be
coordinated to require, as applicable: (1) smooth
concrete finish (2) masonry surfaces that are | evel
and plunb with flush joints and square openi ngs and
(3) no variations in the surfaces exceeding 1 mmin
1000 nm (1/8 inch in 10 feet) with no abrupt
irregularities.

Coordi nate | evel of gypsumwall board finish required
for presentation dry erase wall covering with
Section 09 29 00 Gypsum Board. Sone nmanufacturers
require a Level 4 finish and others Level 5.

When nmold is a problemin an existing buil ding that

i s being renovated, add verbiage to specification to
cover renoval of nold and appropriate surface
preparation necessary to install new wall covering.
In addition, the source of the noisture needs to be
| ocated and fixed prior to installation of the wal

covering.
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Do not apply wall covering to surfaces that are rough, that contain stains
which will bleed through the wall covering, or that are otherw se
unsuitable for proper installation. Fill cracks and hol es; sand rough
spots smooth. Finish walls to receive presentation dry erase wall covering
to a Level 4 gypsumwall board finish in accordance with GA 214 unl ess Leve
5 is recomended by the wall covering manufacturer. Thoroughly dry
surfaces at |east 30 days prior to installation of vinyl wall covering.
Provide interior surfaces of new and existing gypsumwal |l board with a wall
covering primer in accordance with the manufacturer's printed
instructions. As required, use white prinmer when substrate col or
variations are visible through thin or light color wall covering. Sea
interior surfaces of exterior masonry walls to prevent noisture
penetration, then prinme with a wall covering priner in accordance with the
manufacturer's printed instructions. Provide nmasonry walls with flush
joints. Test noisture content of plaster, concrete, and nmasonry with an
electric noisture neter of a maxi numfive percent reading. Apply a thin
coat of joint compound or cement plaster, as recomrended by the wall
covering manufacturer, to the concrete and masonry walls as a substrate
preparation. To pronote adequate adhesion of wall |ining over masonry
wall's, prime the walls as recomrended by the wall |ining nmanufacturer
Prime the surfaces of walls as required by the nmanufacturer's printed
instructions to permt ultinmate renoval of wall covering fromthe wall
surfaces. Allow primer to conpletely dry before adhesive application

3.3 | NSTALLATI ON

3.3.1 Val | Liner
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NOTE: Provide reinforcing at partitions to support
presentation dry erase wall covering franes.

EE R R R I R I O R I R R R I R I R I R I R R R I R R R R R I R L
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Install wall liner over masonry walls that are to receive wall covering.
Install liner in accordance with the manufacturer's printed installation
instructions. Install liner perpendicular to wall covering to prevent
over |l appi ng of seans between liner and wall covering.

3.3.2 Wal | Covering

Install wall covering in accordance with the nmanufacturer's printed
installation instructions. Renpve glue and adhesive spillage from wal
covering face and seanms with a renover reconmended by the nmanufacturer
After the installation is conplete, vacuumthe fabric with a ceiling to
floor notion. Upon conpletion of presentation dry erase wall covering
installation, clean the wall covering surface as recommended by the
manuf acturer prior to first use. Wen frane and tray are required for
presenation dry erase wall covering, install themin accordance with
manuf acturer's installation instructions.

3.3.2.1 Presenation Dry Erase Wall Covering Pl acenent
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NOTE: Delete frane size columm in schedul e when
wal I -to-wall and floor-to-ceiling wall covering is
speci fi ed.

Location of wall covering and mounting hei ght of
franmed wall covering nmust be specified

Si ze and type of wall covering should be specified
only once in the contract docunents. |If nore than
one type is specified, clearly identify |ocations.

Installing horizontally elimnates seans at witing
hei ght when installed at the proper height.
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Install presentation dry erase wall covering [wall-to-wall and

floor-to-ceiling] [__ ] and horizontally on the wall. Make the first

seam at [610 mv 24 inch above finished floor for rooms with 2440 mm 8 f oot

ceilings] [ and] [760 nr 30 inch above finished floor for roons with 2740 mm
9 foot ceilings] [__ ]. Do not nake seans at witing height to provide

a continual, seamess witing surface. [Provide wall covering with an

[alum nun] [oak] [___ ] frane. Provide a nmounting height of franmed wall

covering [as shown on the drawings] [[___ ] above finished floor to top of

the frame.]] Wall covering locations are [as indicated on drawings.] [as

schedul ed bel ow

Room Nane Val | Fr ane
and Number Locati on Si ze

[ [ [ 1]
3.3.2.2 Textile Wall Covering

When textile wall coverings are specified to conply with NFPA 265 or | CC | BC
(Section 803.5.1 Textile Wall Coverings) testing, install the wall

covering in accordance with the manufacturer's printed installation
instructions for conpliance with the testing using the sane product

nounting system includi ng adhesi ve.
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3.3.3 Corner Guards and Wi nscot Cap

Install corner guards and wai nscot cap [where shown on draw ngs sheet

[ 1] [on all exposed corners with [wall covering] [__ 11 and in
accordance with the manufacturer's printed instructions. Run corner guards
fromtop of base to [wainscot cap] [ceiling] [__ ] in a continuous |ength

3.4 CLEAN-UP
Upon conpl etion of the work, clean wall covering free of dirt, soiling,
stain, or residual film Renpve and clean surplus materials, rubbish, and
debris resulting fromthe wall covering installation

-- End of Section --
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