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SECTI ON 08 34 73

SOUND CONTROL DOOR ASSEMBLI ES
10/ 06
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NOTE: This specification covers the requirenments
for flush steel and wood sound retardant doors with
Sound Transm ssion Cassification (STC) ranging from
25 to 45. Doors are limted to standard hei ght and
wi dt h where noise control is required, relative to
speech, nusic, office equipnent, and general sounds

Sound retardant doors for conplex and speci al
applications, where noise control related to
machi nery, industrial process sounds, autonotive,
and aircraft sounds , are not included.

Speci fication nust be revised as required for the
specific application.

Sound retardant door assenblies include the door
perineter seals, and netal door frame. Sone conpani es
provi de a conpl ete guaranteed package consisting of
door, frane, special threshold, seals, gasketing, and
har dwar e

Drawi ngs must indi cate door |ocations, sound
transm ssion classification ratings required, UL

| abel requirenments, frane construction,fire and
snoke ratings, details of perineter seals, and door
bottom and vi si on panel requirenents.

Edit this guide specification for project specific
requi renents by addi ng, deleting, or revising text.
For bracketed itens, choose applicable itens(s) or
i nsert appropriate information.

Remove information and requirenments not required in
respective project, whether or not brackets are
present.

Conmmrent s and suggestions on this guide specification
are wel cone and should be directed to the technica
proponent of the specification. A listing of
techni cal proponents, including their organization
designation and tel ephone nunber, is on the Internet.

SECTION 08 34 73 Page 2



Recommended changes to a UFGS should be submitted as
a Citeria Change Request (CCR).
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PART 1 GENERAL

1.1 REFERENCES

Rk Ik kb Sk R IR Rk kS kR R Ok R Rk kb R Rk Ik kb R R o

NOTE: This paragraph is used to list the
publications cited in the text of the guide
specification. The publications are referred to in
the text by basic designation only and listed in
thi s paragraph by organi zation, designation, date,
and title.

Use the Reference Wzard' s Check Reference feature
when you add a RID outside of the Section's
Reference Article to automatically place the
reference in the Reference Article. Also use the
Ref erence Wzard's Check Reference feature to update
the i ssue dates.

Ref erences not used in the text will automatically
be deleted fromthis section of the project
speci ficati on when you choose to reconcile
references in the publish print process.
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The publications listed below forma part of this specification to the
extent referenced. The publications are referred to within the text by the
basi ¢ designation only.

ARCHI TECTURAL WOODWORK | NSTI TUTE ( AW')

AW  QSGSQCP (2008) Architectural Wodwork Quality
Standards Il lustrated

ASTM | NTERNATI ONAL ( ASTM

ASTM A 1008/ A 1008M (2008a) Standard Specification for Steel,
Sheet, Col d-Rolled, Carbon, Structural,
Hi gh-Strength Low Al |l oy and Hi gh-Strength
Low-Alloy with I nproved Formability,
Sol uti on Hardened, and Bake Hardened

ASTM A 568/ A 568M (2007a) Standard Specifications for Steel,
Sheet, Carbon, and Hi gh-Strength,
Low Al l oy, Hot-Rolled and Col d- Rol | ed,
CGeneral Requirenents for

ASTM C 1036 (2006) Standard Specification for Flat
d ass

ASTM D 1056 (2007) Standard Specification for Flexible
Cellular Materials - Sponge or Expanded
Rubber

ASTM D 2092 (1995; R 2001el) Standard Guide for
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Preparation of Zinc-Coated (Gl vani zed)
Steel Surfaces for Painting

ASTM D 4689 (1999; R 2005) Standard Specification for
Adhesi ve, Casein-Type

ASTM E 1289 (2008) Standard Specification for
Ref erence Specimen for Sound Transm ssion
Loss

ASTM E 90 (2004) Standard Test Method for Laboratory

Measur enment of Airborne Sound Transm ssion
Loss of Building Partitions and El enents

NATI ONAL FI RE PROTECTI ON ASSOCI ATI ON ( NFPA)
NFPA 101 (2008) Life Safety Code, 2006 Edition

NFPA 252 (2007) Standard Met hods of Fire Tests of
Door Assenblies

1.2 SUBM TTALS
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NOTE: Review Subnmittal Description (SD) definitions
in Section 01 33 00 SUBM TTAL PROCEDURES and edit
the following list to reflect only the submttals
required for the project. Submittals should be kept
to the mininmumrequired for adequate quality control.

A“G following a subnittal itemindicates that the
submittal requires CGovernnent approval. Sone
submittals are already marked with a “G'. Only
delete an existing “G if the submttal itemis not
conpl ex and can be revi ewed through the Contractor’s
Quality Control system Only add a “G if the
subnmittal is sufficiently inportant or conplex in
context of the project.

For submittals requiring Governnent approval on Arny
projects, a code of up to three characters within
the subnmittal tags nay be used following the "G'
designation to indicate the approving authority.
Codes for Arny projects using the Resident
Managenment System (RMS) are: "AE" for
Architect-Engineer; "DO' for District Ofice

(Engi neering Division or other organization in the
District OOfice); "AO" for Area Ofice; "RO for
Resident O fice; and "PO' for Project Ofice. Codes
following the "G' typically are not used for Navy,
Air Force, and NASA projects.

Choose the first bracketed itemfor Navy, Air Force
and NASA projects, or choose the second bracketed
itemfor Army projects.

Rk Ik kR IR Rk ko o S S S S R R Rk R Rk kR R I I I R Ik b o b o

Government approval is required for submttals with a "G' designation;
submittals not having a "G' designation are [for Contractor Quality Control
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approval .][for information only. Wen used, a designation follow ng the
"G' designation identifies the office that will review the submttal for
the Government.] Submit the followi ng in accordance with Section 01 33 00
SUBM TTAL PROCEDURES:

SD- 02 Shop Drawi ngs

I ndi cate perineter seals, door-bottom devices and ot her hardware
items to be assenbled in the shop on Fabrication drawi ngs for the
fol | owi ng:

Hol | ow Met al Sound Ret ardant Doors
Whod Sound Ret ardant Doors

Include on Installation drawings a finish hardware schedul e for
each door (coordinate with Section 08 71 00 DOOR HARDWARE) and a
hol | ow netal door frame schedul e for each door indicating profile,
di mensi ons, hardware reinforcenent, and frane anchorage for the
followi ng itens:

Hol | ow Metal Sound Retardant Doors
Wod Sound Ret ardant Doors

SD- 03 Product Data

Submit Manufacturer's catal og data including STC ratings, and UL
fire rating, where applicable, for the follow ng itemns:

Hol | ow Met al Sound Ret ardant Doors
Wod Sound Retardant Doors

Door Franes

Vi si on Panel s

I ntumescent Seal s and Gasketing
Thr eshol ds

Astragal s

SD- 06 Test Reports

Test reports for the followi ng shall be in accordance wth
paragraph entitled, "Guarantee," of this section.

W nd Loadi ng Tests

Wat er Leakage Tests
Acoustical Tests

Alr Infiltration Tests
Positive Pressure Tests

SD-07 Certificates

Submit Certificates for the following itenms and accessories
showi ng conformance with the referenced standards contained in
this section.

Hol | ow Met al Sound Ret ardant Doors

Whod Sound Retardant Doors

Door Franes

Vi si on Panel s

I ntunescent Seal s, Gasketing [and Door Bottons]
Thr eshol ds
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1

1

Astragal s

3 COVPLI ANCE, TESTI NG AND GUARANTEE
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NOTE: The three major U. S. testing organizations
are (1) Intertek Testing Services (Warnock Hersey),
(2) Factory Miutual Research, and (3) Underwriters
Laborat ori es.

Determine if the doors qualify with the standard
frame. |If neither the franme nor the door is rated,
a gasket system may be specified which will qualify
the door/frame assenbly. Failure to do so wll
result in the door assenbly not qualifying for
proper positive pressure |abeling.

EE R I R R I R I R I R R R I R I R I R I R R R R R R S R R I R

3.1 Conpl i ance And Labeling

.3.1.1 Category A Positive Pressure Fire Door Construction

Where requirenents for positive pressure nust be net, doors nust include
all requirenents as part of the door construction per Category A guidelines
as published by | TS/ Warnock-Hersey. No intunmescent is allowed on the
frane. Only snoke gasketing applied around the perimeter of the frame to
neet the "S" snmoke rating is permssible in instances where snoke contro

is required.

.3.1.2 Category B Positive Pressure Fire Door Construction

Al'l door openings nmust comply with the applicable portions of NFPA 101 and
NFPA 252. Incorporate field applied intumescent materials, applied by a
licensed installer according to the manufacturers' instructions, which nust
be kept on file. Additional gasketing may be required to neet the 'S
snoke rating. Submit Certificate for Intunmescent Seals, Gasketing[ and
Door Bottons].

.3.1.3 Label i ng

Al'l positive pressure door assenblies nust carry the fire label for the
conpl ete opening, clearly identifying the:

Manuf act ur er

Third party testing and certification agency

Fire door rating

Installation linitations

Conpati bl e frane, hardware conmponent ratings

Conpatible Iite or vision panel conponent ratings

Requi red buil ding code information, including tenperature and
snoke rating.

@TPaoow

. 3.2 Testing
.3.2.1 Sound Transm ssion Cassification (STQ)
Provi de Test reports prepared by a nationally recogni zed, independent

| aboratory for Acoustical Tests, Air Infiltration Tests, Wnd Loadi ng Tests,
and Water Leakage Tests indicating that the sound transm ssion
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classification (STC) of the proposed door, based on tests at 16
third-octave band frequencies from 125 to 4,000 hertz, is no less than the
speci fied STC when tested in accordance with ASTM E 90, and that the door
tested is hung in substantially the type of wall and franme as indicated and
is fully operable with hardware and perineter seals installed.

1.3.2.2 Positive Pressure

Provi de Test reports, prepared by a nationally recogni zed, independent
| aboratory for Positive Pressure Tests, for all fire rated door assenblies,
i ncluding I ntumescent Seal s, Gasketing[, and Door Bottons].

1.3.3 Quar ant ee

Provide witten guarantee that each door delivered to the project is equa
in construction, sound transnission classification (STC), and positive
pressure test rating where applicable, with appropriate |abeling and
marki ngs, to that of the sanple door tested. Clearly state in witten
guarantee that each door assenbly, when installed in accordance with the
manuf acturer's printed instructions, will have an in-place STCwithin 3
deci bel s of the specinmen tested. Subnmit the followi ng test data and
Certificates with the witten Cuarantee:

W nd Loadi ng Tests

Wat er Leakage Tests
Acoustical Tests

Air Infiltration Tests
Positive Pressure Tests

1.4 DELI VERY, HANDLI NG, AND STORAGE
Ship all doors in the manufacturer's undanaged i ndividual cartons, securely
bundl ed and w apped with noisture-resistant covers and stored in accordance
with the manufacturer's printed instructions in a dry, clean, and
ventil ated area
Del i ver and store wood doors in the building following the installation of
concrete, terrazzo, plaster, or other wet materials, and only after the
bui l di ng has dried out and has a roof.
Maintain relative humidity in the building between 30 and 65 percent.

Mai ntai n the anbient tenperature at 16 degrees C 60 degrees F m ni mum at
the tine of installation of wood doors.

Make final adjustnment of seals when tenperatures and hunmidity conditions
approximate the interior conditions that will exist when the building is
occupi ed.

1.5 Fl ELD MEASUREMENTS

Filed verify all measurenents prior to preparation of draw ngs and
fabrication.

PART 2 PRODUCTS
2.1 GENERAL

Provi de sound retardant door assenblies of the thickness, w dth, and hei ght
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i ndi cated, conplete with perineter seals, seal housings, gasketing,
[aut omatic door bottons,] thresholds, door franmes, and astragals as
required to conformto the specified STC per ASTM E 90 and ASTM E 1289.

2.2 STC RATI NG

EE R R R R I I R R I I I R R R I R I S S R R R I I Rk I I R R O R I O

NOTE: Del ete inapplicable paragraphs. Draw ngs
nmust schedul e the location and STC rating if nore
than one STC rating is required.
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Doors shall have an STC of at least [25] [30] [35] [40] [45].
STC of each door shall be not |ess than that indicated

2.3 HOLLOW METAL SCUND RETARDANT DOCORS
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NOTE: Del ete the paragraph heading and the
foll owi ng paragraphs if wood sound retardant doors
are sel ected.
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Door construction using steel facing sheets nust conformto

ASTM A 1008/ A 1008l; and ASTM A 1008/ A 1008N. Stretcher |evel flatness

must conformto ASTM A 568/ A 568lv; not less than 1.52 mllineter 0.0598 inch
thick; free frompitting, scale, and surface defects; separated by a core
construction designed to neet the required STC, and tested and rated in
accordance with ASTM E 90.

Doors must have flush seam ess face sheets and vertical edges,wth
conti nuous wel ded and smooth joints. Edges must be flush or rabbeted as
required for perineter seals.

Har dwar e rei nforcenent nust be steel drilled, tapped to tenplate
requi rements and wel ded in place. Provide mininumthicknesses as follows:

Butts, 3.79 millineter 0.1494 inch; |ocksets, 0.1196 inch 3.04
mllineter; surface-applied hardware, 1.90 mllinmeter 0.0747 inch.

Door surfaces nust be visually flat and free fromwarp, wavi ness, and
other surface irregularities and defects. Maxinum all owabl e warp or
twi st nust not exceed 3 millinmeter 1/8 inch when nmeasured with a 2100
mllineter 7-foot straightedge al ong the diagonal and rmust not exceed
1.5 mllimeter 1/16 inch when nmeasured with a 2100 mllineter 7-foot
straightedge in the width or in any position along the length of the
door.

Rk Ik kb Sk R IR Rk kS e S S b R AR Ik R R R Rk O R I R R R

NOTE: Delete the follow ng paragraphs if UL | abel ed
sound retardant doors are not required. Select the
UL | abel rating, if required.

The draw ngs nust indicate sound retardant UL doors.

Rk Ik kR IR Rk ko o S S S S R R Rk R Rk kR R I I I R Ik b o b o

Door s, i ncludi ng sound retardant type nust bear the UL [3-hour A]
[1-1/2-hour B] [3/4-hour C] [1-1/2-hour D] label fire rating and the
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speci fied STC
Shop pai nt exposed door surfaces, including surfaces that are gal vani zed.
Shop paint conceal ed exterior door surfaces except gal vani zed surfaces.

Thoroughly clean all mll scale, rust, oil, grease, dirt, and other foreign
materials fromsurfaces before the application of the shop coat of paint.

R IR I S bk S bk kS I I kS Rk S bk S bk S b S R R S b b S S Sk Rk S

NOTE: Select the follow ng paragraph if painted
gal vani zed surfaces are required for this project.
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After cleaning, galvanized surfaces nmust be free of paint in accordance
with ASTM D 2092, Method A, B, C, or D

Apply to clean prepared dry surfaces one shop coat of rust inhibitive
nmetallic oxide or synthetic resin primer by brush, dipping, or other
approved nethod to provide a continuous mnimumdry filmthickness (dft) of
0.023 mllineter 0.9 ml (0.0009 inch).

.4 WOOD SOUND- RETARDANT DOORS

EZE IR R R R I I R R I I I R R R R R kS R R R I I R I I I R S O

NOTE: Del ete the paragraph heading and the
foll owi ng paragraphs if netal sound retardant doors
are sel ected.

Drawi ngs nust indicate door thickness, width and height, trim and frame
details.

Rk Ik kb Sk R IR Rk kS ARk Ik Sk S R R Rk kR kR Ik S I SRRk ko b o

Construct doors with wood veneer facings separated by a core construction
designed to neet the required STC. Test, rate, and |l abel in accordance
with ASTM E 90.

Conply with the AW QSGSQCP, "Cuide Specifications and Quality
Certification Program"” for [premiunm] [custon] [econony] grade
constructions and to the requirenents specified.

Perform beveling, prefitting, machining, nortising, and routing for
hardware, perinmeter seals, and door bottomcutouts at the nill.

[ Furnish [premiun] [custom [econony] grade door facings with standard
thi ckness face veneers conform ng to AW QSGSQCP, Type 1 for stain and
transparent job site-applied finish.]

[ Appl y nmedium density overlay door facings over a good grade of hardwood
conform ng to AW QSGSQCP, Type 3 for job site-applied paint finish.]

[ Furnish plastic |lam nate door facings, 1.5 mllineter 1/16 inch thick, in
decorator color and patterns as selected, conformng to AW QSGSQCP, Type
4. ]

Rk Ik kR IR Rk ko o S S S S R R Rk R Rk kR R I I I R Ik b o b o

NOTE: Select the face veneer. Delete selections
not used.
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Delete all selections if nediumdensity overlay

facings or plastic |am nate facings are required.
EE IR I Sk S S I S S I R R Rk Ik S S bk Sk S kS I kS kR Sk

Face veneers shall be:

Face Veneer Speci es: Renmar ks
[ Af ror nosi a] [ ]
[ Al der] [ |
[ Anegr e] [ |
[ Ash] [ |
[ Avodi re] [ ]
[ Banboo] [ ]
[ Beech] [ ]
[ Birch] [ |
[Brazilian Cherry] [ ]
[ Bubi nga] [ |
[ Butternut] [ ]
[ Canphor wood] [ ]
[ Cedar ] [ ]
[ Cherry- Ameri can] [ |
[ Chest nut ] [ ]
[ Oypress] [ |
[ Ebony] [ ]
[ El n] [ ]
[ Eti noe] [ ]
[ Eucal ypt us] [ |
[ Fi guer oa] [ ]
[ Fi r, Dougl as] [ ]
[ Gaboon] [ ]
[ Hi ckory] [ ]
[ Kevazi nga] [ ]
[ Koa, Hawai i an] [ |
[ Lacewood] [ ]
[ Laurel ] [ |
[ Li nba] [ ]
[Louro Preto] [ ]
[ Madr one] [ ]
[ Mahogany] [ |
[ Makor e] [ ]
[ Mapl €] [ |
[ Mappa] [ |
[ Mesqui t e] [ ]
[ Movi ngue] [ ]
[Mrtle] [ |
[ Cak] [ |
[ Ori ent al wood] [ ]
[ Padauck] [ ]
[ Pear wood] [ ]
[ Pecan] [ ]
[ Pi ne] [ |
[ Popl ar] [ |
[Prim Vera] [ ]
[ Pur pl eheart ] [ ]
[ Redwood] [ ]
[ Rosewood] [ ]
[ Sapl el e] [ |
[ Sat i nwood] [ ]

SECTION 08 34 73 Page 10



Face Veneer Speci es: Remar ks

[ Sycanor e] [ ]
[ Teak] [ ]
[ V&l nut ] [ ]
[ Vénge] [ ]
[ Yew] [ ]
[ Zebr awood] [ ]

[ Facing veneer shall match the [wall paneling] [wood flooring] [
speci es, veneer cut, and finish.]

EE R R R R I R R R I I O R R R R I S R Rk I I R I I R R O R O

NOTE: Select the type of veneer cut. Delete al
selections if nmediumdensity overlay facings or
plastic | am nate facings are required.

EE R I R R I R I R I R R R I R I R I R I R R R R R R S R R I R

Veneer cut shall be:

[Burl]

[Flat Cut]

[Plain Cut]

[Plain Sliced]

[ Fi gured]

[ Figured and Quartered]
[ Quartered]

[ Reconsti t ut ed]

[ Rotary]

[ Steaned Fl at Cut]
[ Steaned Quart ered]

Rk Ik kR IR Rk I kI AR Sk R R R R o b Sk R IRk I S b S b

NOTE: Delete the follow ng paragraph if
pl astic-lani nate doors are sel ect ed.

EE R I R R R R I R I R R R R I R I R R I R I R R I R R R R R I R

Clean and sand to snmooth finish all doors to renmove handling and storage
mar ks, raised grain,mnor surface marks and abrasi ons which are to receive
a job site finish.

.5 DOCR FRAMES

Rk Ik kR IR R R Ik S R AR Rk R R R Rk ok S R Rk Ik S kb S R R o

NOTE: Drawi ngs nust indicate frame profiles and
di mensi ons.

EE R R I R R I R I R I R R I R I R I R I R R R I R R R I R R I R

Fabricate frames from steel sheets conforming to ASTM A 1008/ A 1008k, not
less than 1.90 mllinmeter 0.0747 inch thick, and free frompitting, scale,
stretcher strains, fluting, and surface defects.

Provide frames with 50 millineter 2 inch faces, profiles and di nensions as
indicated, with mtered reinforced corners, welded the full depth of frane
and trim w th exposed surfaces ground snooth and flush. d ose contact
edges to hairline joints.

Furni sh hardware rei nforcenent steel, drilled and tapped to tenplate
requi renents, and welded in place. WIld galvanized dust covers over
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reinforcenents. Provide mnimumthicknesses as foll ows:

Butts, 4.7 mllinmeter 3/16 inch
Lock strike, 3.04 mllineter 0.1196 inch
Surface applied hardware 1.90 mllineter, 0.0747 inch

Locate frane anchors near the top and bottom of doors and at internediate
poi nts not over 600 millineter 24 inches on center. Provide a mninum of
three anchors per janb.

Provide floor anchor clips at each janb with 50 millinmeter 2 inch vertica
adj ustnents on increments not exceeding 1.5 millinmeter 1/16 inch.

Weld a temporary angle spreader to the bottom of each janb and renove at
the time of the frame installation

Clean thoroughly all surfaces of all mll scale, rust, oil, grease, dirt,
and other foreign nmaterials before the application of the shop coat of
pai nt .

Apply one shop coat of rust inhibitive nmetallic oxide or synthetic resin
prinmer applied to clean, dry, and prepared surfaces by brush, dipping, or
ot her approved nmethod to provide a continuous ninimumdft of 0.023
millinmter 0.9 m1l (0.0009 inch).

.6 VI SI ON PANELS

R IR I S bk O bk I S kI I I kS Rk S bk S ok S b S Rk S S bk b S S S S R S

NOTE: Del ete the paragraph headi ng and the

foll owi ng paragraphs if vision panels are not
required. Edit the first paragraph as required for
nmetal or wood doors.

Rk Ik kR IR Rk I kI AR Sk R R R R o b Sk R IRk I S b S b

Furni sh doors with vision panels conplete with glazing. Franes, noldings,
and stops nust be 1.90 mllinmeter 0.0747-inch steel or wood to match the
door finish, to the profile indicated, assenbled with nitered corners and
flush joints, and secured with countersunk phillips-head screws.

d azing nust be either a single thickness of acoustical plate glass

| am nated to an inner face of water-clear plastic or multiple thicknesses
of 6 mllinmeter 1/4 inch plate glass, clear or patterned as indicated, and
set in glazing gaskets and franes as required to neet the specified STC

Provide glass to conformto ASTM C 1036, Type |, Cass 1. Acoustical plate
gl ass nust be a type tested and rated in accordance with ASTM E 90,with an
STC of not less than 36 and a mininumthickness of 7.14 mllimeter 9/32 inch.

7 PERI METER | NTUMESCENT SEALS AND GASKETI NG

[ Seal material for heads, janbs[, and door bottoms] nust be a closed-cell,
expanded cel lul ar rubber conformng to ASTM D 1056, Type S, Grade SBE-42 or
SCE-42. ]

Install seals in formed steel or extruded al um num shapes designed to

receive and hold seals and to provide conceal ed adjustable attachnent to
door frames. Conceal ed adjustnent screws not nore than 300 millimeter 12
i nches on center nmust provide at least 10 mllineter 3/8-inch adjustnent.
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NOTE: Include the follow ng paragraph only if
aut omati ¢ door bottons are required.

R IR I S bk S bk kS S S Rk Sk S bk S S Rk I o S b Sk S S R Sk kR

Door bottons nust be assenblies of closed-cell neoprene seals, sea

housi ngs, and autonatic operating devices, nounted on the doors as

i ndi cated. Design devices to seal the spaces between the doors and the
finished floors or threshol ds when closed and to retract inmediately when
doors are opened, with a sill clearance of approximately 6 mllineter 1/4
i nch.

. 8 THRESHOLDS
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NOTE: Select the type of threshold. Delete the
par agr aph headi ng and both paragraphs if threshol ds
are not required.
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Provi de nmetal threshol ds where indicated. Threshol ds nust be extruded
al um num 6063-T5 alloy, mll finish, not less than 3 mllineter 1/8 inch
thick, with integral seal grooves forned to the indicated section

Provi de hardwood threshol ds where indicated nade of clear, all-heartwood,
free of streaks, pin or wormholes, uniformin color, free of defects,
finish sanded, and ready for job site transparent or paint finish

.9  ASTRAGALS
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NOTE: Select the type of astragals. Delete the
par agr aph headi ng and both paragraphs if astragals
are not required.
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Provide steel astragals for the inactive |leaf of each pair of doors, as

i ndi cated, surface nmounted to the door by wel ded connections or by

count ersunk, flat-head screws, withan integral groove to receive perineter
seal material.

Provi de wood astragals for the inactive | eaf of each pair of doors.
Astragal s must be solid hardwood. Match the veneer and finish of doors.
Surface mount to doors by screw fasteners or wth waterproof and

nol d-resi stant adhesi ve conformng to ASTM D 4689, Type ||

PART 3 EXECUTI ON

3.

1 PREPARATI ON
| nspect door franes and obtain approval before comenci ng work.

Door frames nmust be plunb and true with not nore than 0.8 millineter
1/32-inch deviation in vertical alignment in 2440 mllineter 8 feet.
Anchor to the wall in accordance with the printed instructions of the
manuf acturer. Gout frames solid with nortar in masonry, concrete, and
pl aster wall construction. Spot grout frames in dry wall partitions with
nortar at the janmb anchor clips; fill the space between netal frane and
stud partition solidly with fiberglass or mneral wool insulation
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3.

2 DOOR | NSTALLATI ON

Install and adjust all doors, hardware, and seals in accordance with the
approved draw ngs, hardware schedul es, and the printed instructions of the
door manuf acturer.
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NOTE: Del ete bracketed sentence in the first
par agraph and the second paragraph if automatic door
bottom devices are not applicable to the project.
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Install and adjust perinmeter seals [and automatic door bottomseals] to
provi de positive conpression contact with the entire sealing surface with
no gaps, openings, or breaks. Hi nges or hardware which distort or pinch
the perineter seal during operation of the door will be rejected.

Door bottom devi ces nmust seal the space between the door bottons and the
finished floor and the space between the seal and seal housing.

Field apply perinmeter seal housings with mtered corners and with flush
aligned hairline joints.

-- End of Section --
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