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NOTE: This gui de specification covers the

requi renents for renoval of rubber deposits and
pai nt from asphalt concrete or portland cenent
concrete airfield pavenents by neans of

hi gh- pressure water contact on the affected areas
delivered from vehi cul ar-nounted hydraulic systens.

Edit this guide specification for project specific
requi renents by addi ng, deleting, or revising text.
For bracketed itens, choose applicable itens(s) or
i nsert appropriate information.

Renmove information and requirements not required in
respective project, whether or not brackets are
present.

Comrent s and suggestions on this guide specification
are wel come and should be directed to the technica
proponent of the specification. A listing of
techni cal proponents, including their organization
designation and tel ephone nunber, is on the Internet.

Recommended changes to a UFGS should be subnmitted as
a Citeria Change Request (CCR
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NOTE: It is recommended that friction and texture
testing be provided in affected pavenent areas after
rubber and paint renoval work. This if there is any
deterioration in the effective friction level, which
may be caused by polishing of the paverment surface.
The Mu-Meter is currently used by the Navy to
nmeasure relative friction levels on Navy airfield
pavenents and the "NASA Grease- Snear Techni que" may
be used to obtain an average texture depth.
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NOTE: On the project draw ngs, show
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1. Locations and di nensions of areas applicable to
renmoval worKk.

2. Type of pavenent for each renoval area

3. Indication of whether rubber or paint is to be
renoved in each renoval area

4. Locations of Governnment hydrants to be provided
for Contractor use.
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PART 1 GENERAL

1.1 REFERENCES
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NOTE: This paragraph is used to list the
publications cited in the text of the guide
specification. The publications are referred to in
the text by basic designation only and listed in
this paragraph by organi zation, designation, date,
and title.

Use the Reference Wzard's Check Reference feature
when you add a RI D outside of the Section's
Reference Article to automatically place the
reference in the Reference Article. Al so use the
Ref erence Wzard's Check Reference feature to update
the issue dates.

Ref erences not used in the text will automatically
be deleted fromthis section of the project

speci fication when you choose to reconcile
references in the publish print process.
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The publications listed below forma part of this specification to the
extent referenced. The publications are referred to within the text by the
basi ¢ designation only.

U S. NATI ONAL ARCHI VES AND RECORDS ADM NI STRATI ON ( NARA)
29 CFR 1910 Cccupational Safety and Heal t h Standards

1.2 SUBM TTALS
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NOTE: Review subnmittal description (SD) definitions
in Section 01 33 00 SUBM TTAL PROCEDURES and edit
the following list to reflect only the submittals
required for the project. Submittals should be kept
to the mininumrequired for adequate quality control

A“G following a subnittal itemindicates that the
submittal requires CGovernnent approval. Sone
submittals are already marked with a “G'. Only
delete an existing “G if the submttal itemis not
conpl ex and can be reviewed through the Contractor’s
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Quality Control system Only add a “G if the
submittal is sufficiently inportant or conplex in
context of the project.

For submittals requiring Governnent approval on Arny
projects, a code of up to three characters within
the subnmittal tags nay be used following the "G'
designation to indicate the approving authority.
Codes for Arny projects using the Resident
Managenent System (RMB) are: "AE" for

Archi tect-Engi neer; "DO' for District Ofice

(Engi neering Division or other organization in the
District OOfice); "AO" for Area Ofice; "RO for
Resident O fice; and "PO' for Project Ofice. Codes
following the "G' typically are not used for Navy,
Air Force, and NASA projects.

Choose the first bracketed itemfor Navy, Air Force
and NASA projects, or choose the second bracketed
itemfor Army projects.
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CGovernment approval is required for subnmittals with a "G' designation;
submittals not having a "G' designation are [for Contractor Quality Control
approval .][for information only. Wen used, a designation follow ng the
"G' designation identifies the office that will review the submttal for
the Government.] The follow ng shall be submitted in accordance with
Section 01 33 00 SUBM TTAL PROCEDURES:

SD- 04 Sanpl es
[ Rubber] [and] [paint] renoval sanples

SD-07 Certificates
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NOTE: Delete the requirenment for a schedul e of
wor k, Section 01 30 30 ADM NI STRATI VE REQUI REMENTS.
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Schedul e of work
H gh- pressure rubber and paint renoval equiprent

.3 RADI O COVMUNI CATI ON
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NOTE: Delete these paragraphs, if included in

Section 01 30 00, "Administrative Requirenments."
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No personnel or equipnent will be allowed on the runway until radi o contact
has been nmade with the Control Tower and perm ssion is granted by the
Control Tower. A radio for this purpose will be [nade avail able by the
Contracting Oficer] [required of the Contractor and approved by the
Contracting Officer]. The Contractor shall be in contact with the Control
Tower at all times during the renoval work.
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1

4 EMERGENCY LANDI NGS AND TAKECFF
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NOTE: Delete these paragraphs, if included in
Section 01 30 00, "Administrative Requirements."
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Emer genci es shall take precedence over all Contractor operations. Upon
notification fromthe Control Tower of emergency |anding or imm nent
takeof f, all operations shall be stopped i mediately and all personnel and
equi pnment evacuated to an area not utilized for aircraft traffic whichis
at least 60 nm 200 feet neasured perpendicular to and away fromthe near
edge of the runway. Equipnent shall be able to clear the work area within
3 m nutes.

.5 ENVI RONVENTAL CONDI TI ONS

Do not performwork when the tenperature is below 5 degrees C 40 degrees F
during lightning stornms, or when the pavenent is covered with snow or ice

.6 SAFETY

Conply with OSHA 29 CFR 1910.

s SCHEDULE

7.1 Schedul e of Wirk

Subnmit a schedule of work to the Contracting Officer for transnittal to the
Qperations Oficer. Describe the work to be acconplished; noting the

| ocation of work, distances fromthe ends of runways, taxiways, buildings,
and other structures; and indicating dates and hours during which the work
wi Il be acconplished. Schedule the work to conformto aircraft operating
schedul es. The Governnent will try to schedule aircraft operations so as
to pernmit the maxi mum anmount of tine for the Contractor's work. However,
in the event of any energency, intense operational denmands, adverse w nd
condi tions, and other unforeseen difficulties, discontinue all work at
locations in the aircraft operational area. Keep the approved schedul e of
work current and notify the Contracting Oficer of any changes prior to
begi nni ng each day's work.

.8  EQUI PMENT

.8.1 Equi prent Dat a

Submit descriptive data of high-pressure rubber and paint renoval equi pnent
i ncludi ng area of coverage per pass, range of water pressures, and water
tank capacity.

.9 QUALI TY ASSURANCE

.9.1 Requi red Sanpl es

Prior to the start of work, renove [rubber] [and] [paint] on designated
test areas not less than 15 m 50 feet in length. Use procedures, water
pressures, nozzle height, nozzle spacings, nozzle angle, and equi prment
noverment rate to achieve the required degree of [rubber] [and] [paint]
renoval in accordance with the paragraph entitled "Execution." Submt the
test results before any further renoval work will be all owed.
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PART 2 PRODUCTS

2.1 MATERI ALS
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NOTE: The Contracting Officer will notify the Fire
Department of fire hydrants to be used and
designated times of use so that the hydrants may be
f 1 ushed.
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NOTE: Coordinate this paragraph with the paragraph
"Availability of Utility Services" in the Additiona
General Paragraphs.
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Water to be used for high-pressure water equi pment will be nmade avail abl e
from Governnent hydrant[s] [as shown on the drawings,] [within [__ ] m
feet of all points of the work area,] [at no cost to the Contractor] [at
the prevailing rates]. Furnish all equipnent and | abor for delivery of
water fromthe hydrant to the job site. Notify the Contracting Oficer on
| ocation of fire hydrant[s] to be used and the respective tines of use.
Connections to a fire hydrant will be subject to the Contracting Oficer's
i nspection and approval

2.2 EQUI PVENT

Vehi cul ar-mount ed hydraul i ¢ system capabl e of delivering high-pressure
wat er i nmpact upon the pavenent surface |less or greater than 55 MPa 8, 000
pounds per square inch. |If high-pressure water is delivered froma spray
bar, the nozzles shall be spaced to provide total coverage of the area
being treated. The nozzle line shall have adjustable pressure regul ators
or relief valves and gauges neasuring actual |ine pressure. Equipnent
shal | be supported on pneunatic tires. Provide equipnent, tools, and
machi nery which are safe and in satisfactory condition at all tines.

PART 3 EXECUTI ON

3.1 DEGREE OF REMOVAL
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NOTE: The foll owi ng provides reconmended rubber and
pai nt rempval percentages based on visual estination
of pavenent area required to be exposed by the
renoval process. The degree of renopval possible

wi t hout damagi ng the pavenent surface will depend on
pavenent condition. Portland cenment concrete
pavenents can withstand nore water pressure inmpact
than asphaltic concrete pavenents before aggregates
are exposed. Do not specify 100 percent, as this
will result in excessive exposure of pavenent

aggr egat es.

1. Rubber renmpval from Portl and cenent concrete
pavenents: 90 percent.

2. Rubber renoval fromasphaltic concrete
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pavenents: 85 percent.

3. Paint renoval from Portland cenent concrete
pavenents and asphaltic concrete pavenents: 80
percent of |oose, flaking paint.
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[Remove [ ] percent of all visible rubber.] [Renove percent of [__ ]
| oose, flaking paint. Hard, firmpaint that has the surface chal k renoved
may remain. ]

3.2 RATE OF REMOVAL

[ Remove rubber at a minimumrate of 0.26 square meter per second 10, 000
square feet per hour.] [Renove paint at a minimumrate of 0.026 square
neter per second 1,000 square feet per hour.] Do not permt high-pressure
wat er application to renove the existing pavenent surface

3.3 WATER PRESSURE
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NOTE: The optimum water pressure to be used for
rubber and paint renoval will be determ ned by the
test specified in paragraph entitled "Degree of
Rermoval . "
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Provi de water pressure inpact upon the indicated pavenent areas sufficient
to renove the designated [rubber] [and] [paint] to the required degree of
renoval w thout danmmagi ng the existing pavenent joint sealant, and ot her
airfield appurtenances. Contractor shall be responsible for repairing any
damage caused by the removal work

3.4 REMOVAL OF RESI DUE
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NOTE: The Contractor is normally responsible for
total contract performance. However, at
geographically isolated airfields, it may be
necessary to furni sh Governnent equi pnment and
personnel for cleanup operations.
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[ Residue will be removed fromthe pavenent by CGovernnent-furni shed sweepers
and personnel. Notify the Contracting Oficer for coordination.] [Renove

all residue fromthe pavenent. Obtain the approval of residue renoval and

di sposal nethod fromthe Contracting O ficer prior to beginning work.]

-- End of Section --
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