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SECTION 31 11 00

CLEARI NG AND GRUBBI NG
08/ 08
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NOTE: This guide specification covers the
requi renents for clearing and grubbi ng.

Edit this guide specification for project specific
requi renents by addi ng, deleting, or revising text.
For bracketed itens, choose applicable itens(s) or
insert appropriate information

Renmove information and requirenents not required in
respective project, whether or not brackets are
present.

Comment s and suggestions on this guide specification
are wel cone and should be directed to the technica
proponent of the specification. A listing of
techni cal proponents, including their organization
desi gnation and tel ephone nunber, is on the Internet.

Recommended changes to a UFGS should be submitted as
a Criteria Change Request (CCR
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PART 1 GENERAL
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NOTE: When this specification is used for hazardous
waste site renediations, define what naterials
generated fromclearing, grubbing, and tree renoval
are contami nated and what naterials are

non- cont am nated. The deci sion on how to define
contam nat ed and non-contani nated nmaterials nmust be
made by the appropriate regulatory authorities and
docunented in the design anal ysis.

The follow ng informati on must be shown on the
proj ect draw ngs:

1. Limts of clearing

2. Limts of grubbing
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3. Trees and shrubs to remain in area to be cl eared

4, Trees to be renoved in areas which are not to be
cl eared

5. Describe size, density, and type of trees to be

cl eared and grubbed.
EE IR I Sk S S I S S S R kS I Rk kI S kI kR Sk

1.1 SUBM TTALS
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NOTE: Review submittal description (SD) definitions
in Section 01 33 00 SUBM TTAL PROCEDURES and edit
the following list to reflect only the submttals
required for the project. Submittals should be kept
to the mininmumrequired for adequate quality control.

A“G following a subnittal itemindicates that the
submittal requires CGovernnent approval. Sone
submittals are already marked with a “G'. Only
delete an existing “G" if the submttal itemis not
conpl ex and can be reviewed through the Contractor’s
Quality Control system Only add a “G if the
submittal is sufficiently inportant or conplex in
context of the project.

For submittals requiring Governnent approval on Arny
projects, a code of up to three characters within
the subnmittal tags nay be used following the "G'
designation to indicate the approving authority.
Codes for Arny projects using the Resident
Managenment System (RMB) are: "AE" for

Archi tect-Engi neer; "DO' for District Ofice

(Engi neering Division or other organization in the
District OOfice); "AO" for Area Ofice; "RO for
Resident O fice; and "PO' for Project Ofice. Codes
following the "G' typically are not used for Navy,
Air Force, and NASA projects.

Choose the first bracketed itemfor Navy, Air Force
and NASA projects, or choose the second bracketed
itemfor Army projects.
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CGovernment approval is required for subnmittals with a "G' designation;
submittals not having a "G' designation are for [Contractor Quality Control
approval .][information only. When used, a designation following the "G
designation identifies the office that will review the submttal for the
CGovernment.] Submit the followi ng in accordance with Section 01 33 00
SUBM TTAL PROCEDURES:

SD- 03 Product Data
Nonsal eabl e Materials[; C[; G [

Witten perm ssion to dispose of such products on private
property shall be filed with the Contracting O ficer.
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SD- 04 Sanpl es

Tree wound pai nt
Her bi ci de

Sanples in cans with manufacturer's | abel.
1.2 DELI VERY, STORAGE, AND HANDLI NG

Deliver materials to store at the site, and handle in a manner which wl|
maintain the naterials in their original manufactured or fabricated
condition until ready for use.

PART 2 PRODUCTS
2.1 TREE WOUND PAI NT

Bi t um nous based paint of standard manufacture specially fornulated for
tree wounds.

2.2 HERBI Cl DE
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NOTE: Specify by generic name. Spraying of
her bi ci des shoul d be prohi bited near vegetation to
be saved; if deemed necessary, this nmay be made nore
controll abl e by careful selection of herbicides.
Recommended types and rate of coverage shoul d be
obt ai ned fromrecogni zed authorities. Wen grubbing
is included as part of the contract, delete

requi renents for herbi cides.
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_____ ]. Conply with Federal Insecticide, Fungicide, and Rodenticide Act
(Title 7 U.S.C. Section 136) for requirenents on Contractor's |icensing,
certification and record keeping. Contact the command Pest Contro
Coordi nator prior to starting work.

PART 3 EXECUTI ON

3.1 PROTECTI ON

3.1.1 Roads and Wal ks
Keep roads and wal ks free of dirt and debris at all tines.

3.1.2 Trees, Shrubs, and Existing Facilities
[Protection shall be in accordance with Section 01 57 19.00 20, TEMPORARY
ENVI RONVENTAL CONTROLS.] [Trees and vegetation to be left standing shall be

protected from damage incident to clearing, grubbing, and construction
operations by the erection of barriers or by such other neans as the

ci rcunstances require.]
3.1.3 Uility Lines
Protect existing utility lines that are indicated to remain from damage.

Notify the Contracting Oficer imediately of danmage to or an encounter
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with an unknown existing utility line. The Contractor shall be responsible
for the repairs of danmage to existing utility lines that are indicated or
made known to the Contractor prior to start of clearing and grubbing
operations. Wen utility lines which are to be renoved are encountered
within the area of operations, notify the Contracting Oficer in anple tine
to mnimze interruption of the service. Refer to Section 01 30 00,

ADM NI STRATI VE REQUI REMENTS and Section 01 57 19.00 20, TEMPORARY

ENVI RONVENTAL CONTROLS for additional utility protection

3.2 CLEARI NG
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NOTE: Any clearing which requires the renoval and
di sposal of structures that obtrude, encroach upon
or otherw se obstruct the work shoul d be indicated
and specified in the Section 02 41 00 {DEMCLI TI ON}
{ AND} { DECONSTRUCTI ON} .

Wien grubbing is included as part of the contract,
del ete requirenents for herbi cides.

Where | oose rocks, boulders, or rock piles are
present on the surface of the areas designated to be
cl eared, appropriate provisions will be inserted to

provide for the disposal of such material. Were
stone occurs that can be economically used in the
project, provision will be nmade for the proper

stockpiling of such stone in a designated area
adj acent to the location of its intended use.

If only minor structures will be encountered, such
work may be included. Where large structures are to
be denolished, the requirenments of this work will be

covered in Section 02 41 00 {DEMOLI TI ON} { AND}
{ DECONSTRUCTI ON} .

Her bi ci des i ntended for controlling vegetative
grow h shoul d be specified and used with caution on
hazardous waste sites to avoid contributing to site
cont am nati on.
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Clearing shall consist of the felling, trimmng, and cutting of trees into
sections and the satisfactory disposal of the trees and other vegetation
designated for renoval, including dowed tinber, snags, brush, and rubbish
occurring within the areas to be cleared. [Clearing shall also include the
renoval and di sposal of structures that obtrude, encroach upon, or

ot herwi se obstruct the work.] Trees, stunps, roots, brush, and other
vegetation in areas to be cleared shall be cut off flush with or bel ow the
original ground surface, except such trees and vegetation as may be
indicated or directed to be left standing. Trees designated to be |eft
standing within the cleared areas shall be trinmed of dead branches 40 mm
1-1/2 inches or nore in dianeter and shall be trimred of all branches the
hei ghts indicated or directed. Linbs and branches to be trinmed shall be
neatly cut close to the bole of the tree or main branches. Cuts nore than
40 mr 1-1/2 inches in dianmeter shall be painted with an approved tree-wound
paint. Apply herbicide [at the rate of [__ 11 [in accordance with the
manufacturer's label] to the top surface of stunps designated not to be
renmoved.
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3.

3.

3.

3.

3 TREE REMOVAL

Where indicated or directed, trees and stunps that are designated as trees
shal | be renoved from areas outside those areas designated for clearing and
grubbing. This work shall include the felling of such trees and the
removal of their stunps and roots as specified in paragraph GRUBBI NG
Trees shall be disposed of as specified in paragraph D SPOCSAL OF MATERI ALS

.4 PRUNI NG

[Prune] [Trim trees designated to be left standing within the cleared
areas of dead branches 38 mr 1 1/2 inches or nore in dianeter; and trim
branches to heights and in a manner as indicated. Neatly cut |inmbs and
branches to be trimred close to the bole of the tree or main branches.
Paint cuts nore than 32 mr 1 1/4 inches in dianeter with an approved tree
wound paint.

5 GRUBBI NG
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NOTE: Delete the second sentence when this work is
i ncl uded under anot her section or sections of the
proj ect specification.

For hazardous waste sites, the anpunt of grubbing
performed in contani nated areas should be ninimzed
due to potential added costs for disposal of

contami nated nmaterials and health and safety
concerns.
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G ubbi ng shall consist of the renoval and di sposal of stunps, roots |arger
than 75 mr 3 inches in dianeter, and matted roots fromthe designated
grubbing areas. Material to be grubbed, together with | ogs and ot her
organic or netallic debris not suitable for foundation purposes, shall be
renoved to a depth of not |ess than 455 mr 18 inches bel ow the origina
surface level of the ground in areas indicated to be grubbed and in areas
i ndi cated as construction areas under this contract, such as areas for
bui l di ngs, and areas to be paved. Depressions nade by grubbing shall be
filled with suitable material and conpacted to nake the surface conform
with the original adjacent surface of the ground.

6 DI SPOSAL OF MATERI ALS

6.1 Sal eabl e Ti nber
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NOTE: Do not include this article in
SOUTHNAVFACENGCOM proj ects. Instead, notify the
Project Manager, obtain an estimted value if tinber
is saleable, and include the following in the BASIS
OF BIDS statenment: "Bidders are advised that there
i s marketabl e standing tinmber, having fair narket
val ue which the Governnent appraises to be $ ,
within the imts of construction. The Contractor
is required to pay the appraised amount to the
Governnent within 30 days after notice to proceed
has been given. This is to be deposited in the
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Navy's forestry account."

Verify with the natural resources office for the
installation the nost appropriate option

1. The first option should be used when the
Contractor will be required to cut and stack
sal eabl e unber for the Governnent.

2. The second option should be used when the
Governnent will harvest saleable tinber prior to
award of the contract.

3. The third option should be used when the
Contractor will be required to pay the Government an
apprai sed amount for the sal eable tinber on the
project site. Use of the third option nust be
approved by EFD/ EFA | egal counsel for NAVFAC
projects. Wen the felled tinber has a distinct
commer ci al val ue, the disposal of such tinber nmay be
left to the Contractor provided the Contracting

O ficer has reasonabl e assurance that the bidders

wi || consider the value of the sal vageable tinber in
estimating their bids. An applicable length will be
inserted in the blank. At hazardous waste sites,

ti mber renoved from areas of contamination is
normal Iy not salable due to liability concerns.

4. The fourth option should be used when the

di sposition of cleared materials is left to the
Contractor's discretion. Wen the tinmber that can
be obtained fromfelled trees is not of sufficient
commrer ci al value to warrant sal vaging, this

par agraph nay be del eted, and the Contractor
pernmitted either to nake use of or to dispose of
such tinber in an approved nanner.

When this specification is being used for the
renedi ati on of hazardous waste sites, this paragraph
shoul d define how both contam nated and

non-contam nated materials will be disposed of. As
an alternative, disposal requirements could be
outlined in a separate section. The design analysis
shoul d docurment how both cont ani nated and
non-contam nated materials will be disposed of.
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1. [Consider felled tinber fromwhich saw | ogs, pul pwod, posts, poles,
ties, or fuelwood can be produced as saleable tinmber. Trimlinbs and tops,

and saw into saleable lengths of [__ ] meters feet for sawlogs, [__ ]
nmeters feet for pul pwood, [__ ] meters feet for poles, [__ ] meters feet
for ties, and [ ] meters feet for fuelwod, and stockpile adjacent to

the site. The stockpile tinber will remain the property of the Governnent.]
2. [The CGovernnment shall, by separate contract, harvest all sal eable tinber
fromthe project site. Al remaining tinber, |inbs, tops, stunps, and
debris shall be cleared and di sposed of by the Contractor as specified.]

3. [AIl tinber renoved fromthe project site shall becone the property of
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the Contractor. The Contractor shall reinburse the Government for the

val ue of the tinber (which the Governnment has appraised at $[__ 1). The
Contractor shall submt paynment to the Contracting O ficer by cashier's or
certified check in the anount of $[_ ], made payable to the U S

Treasury. Paynent shall be nmade within 30 days of the Notice to Proceed
The Contracting O ficer shall deposit the check into the [Navy Forestry]
[ ] account.]

4. [Al tinmber on the project site noted for clearing [and grubbing] shal
becone the property of the Contractor, and shall be renobved fromthe
project site and di sposed of off stations.]

.6.2 Nonsal eabl e Material s

Logs, stunps, roots, brush, rotten wood, and other refuse fromthe clearing
and grubbi ng operations, except for salable tinber, shall be disposed of
[in the designated waste disposal area] [outside the Iimts of
CGovernment-controlled land at the Contractor's responsibility] [by
burning], except when otherwise directed in witing. Such directive will
state the conditions covering the disposal of such products and will also
state the areas in which they nmay be placed. [Refuse to be burned shall be
burned at specified |ocations and in a manner to prevent damage to existing
structures and appurtenances, construction in progress, trees, and other
vegetation. The Contractor shall be responsible for conpliance with al
Federal and State |aws and regul ations and with reasonabl e practice
relative to the building of fires. Burning or other disposal of refuse and
debris and any accidental |oss or damage attendant thereto shall be the
Contractor's responsibility.]

-- End of Section --
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