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NOTE: This specification covers the requirenents
for exterior and interior on-site painting.
Factory-fini shed and sem finished surfaces must be
specified in their respective sections. Field
finish applied to factory-sem fini shed surfaces nust
be checked for conpatibility.

The followi ng areas and surfaces are not generally
pai nt ed except as noted or specified:

El evator and duct shafts, conceal ed spaces,
conceal ed pi pes and ducts

Exterior brick, stone, and concrete surfaces are not
general ly painted, but may be, if considered
aesthetically desirable.

Nonferrous netal and stainless steel surfaces,
unl ess required for aesthetic reasons

Acoustic tile and acoustic plaster surfaces
Materials with acceptable factory-finished surfaces
Concrete floors

Structural steel encased in concrete and structura
steel concealed by interior building finish, except
where subject to high hunidity or corrosive

condi tions

Drawi ngs and pai nt schedul es nust indicate exterior
and interior surfaces to be painted and finish
coating col or and gl oss.

Edit this guide specification for project specific
requi renents by addi ng, deleting, or revising text.
For bracketed itens, choose applicable itens(s) or
i nsert appropriate information

Remove information and requirenments not required in

respective project, whether or not brackets are
present.
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Comment s and suggestions on this guide specification
are wel cone and should be directed to the technical
proponent of the specification. A listing of

techni cal proponents, including their organization
desi gnation and tel ephone nunber, is on the Internet.

Recommended changes to a UFGS should be submitted as
a Citeria Change Request (CCR).
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PART 1 GENERAL

1.1 SUBM TTALS
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NOTE: Review Subnittal Description (SD) definitions
in Section 01 33 00 SUBM TTAL PROCEDURES and edit
the following list to reflect only the subnmittals
required for the project. Submittals should be kept
to the mninumrequired for adequate quality control.

A “G following a submittal itemindicates that the
submittal requires Governnent approval. Sone
subnittals are already marked with a “G'. Only
delete an existing “G if the submittal itemis not
conpl ex and can be reviewed through the Contractor’s
Quality Control system Only add a “G if the
submittal is sufficiently inportant or conplex in
context of the project.

For submittals requiring Governnent approval on Arny
projects, a code of up to three characters within
the submittal tags may be used following the "G'
designation to indicate the approving authority.
Codes for Arny projects using the Resident
Management System (RMB) are: "AE" for
Architect-Engineer; "DO' for District Ofice

(Engi neering Division or other organization in the
District OOfice); "AO for Area Ofice; "RO for
Resident O fice; and "PO' for Project Ofice. Codes
following the "G' typically are not used for Navy,
Air Force, and NASA projects.

Choose the first bracketed itemfor Navy, Air Force
and NASA projects, or choose the second bracketed
itemfor Arny projects.
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CGovernment approval is required for subnmittals with a "G' designation;
submittals not having a "G' designation are [for Contractor Quality Control
approval .][for information only. Wen used, a designation follow ng the
"G' designation identifies the office that will review the submttal for
the Government.] Submt the following in accordance with Section 01 33 00
SUBM TTAL PROCEDURES:

SD- 03 Product Data

Manufacturer's catal og data shall be submitted for the follow ng
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itens. Data shall include detailed analysis of each coating
material required, with constituents nmeasured as percentages of
the total weight of coating.

Inhibitive Metal Priner
Pi gnment ed Seal er

Latex Block Filler

Al kali Resistant Priner
Enanel Under coat
Exteri or Whod Pri ner
Acrylic Latex

Acrylic Epoxy

SD- 04 Sanpl es

Manuf acturer's Standard Col or Charts shall be submtted in
accordance with paragraph entitled, "Munufacturer's and
Materials," of this section.

SD-07 Certificates

A Safety Plan shall be submitted in accordance wi th paragraph
entitled, "General," of this section

SD- 08 Manufacturer's |nstructions

Manuf acturer's instructions shall be submtted for architectura
coatings including details of thinning, mxing, handling, and
application, in accordance with paragraph entitled, "General," of
this section.

2  CONTRACTOR PERSONNEL QUALI FI CATI ON
Per sonnel assigned to the work shall be certified by the Contractor to have

had adequate previ ous experience in the successful application of paints
and coatings simlar to those specified.

.3 DELI VERY, HANDLI NG AND STORAGE

Materials shall be delivered in their original, unbroken containers bearing
the manufacturer's nane and product identification. Containers breached by
rough handling shall be renoved fromthe site, together with their contents.

Paint materials, thinners, and cl eaners shall be stored in tightly closed
containers in a covered, well-ventilated area where they will not be
exposed to excessive heat, sparks, flame, or direct sunlight. Water-based
materials shall be protected agai nst freezing.

PART 2 PRODUCTS
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NOTE: Refer to the attached website for reprocessed
and consol i dated | atex paints:
WWW. epa. gov/ cpg/ product s/ pai nt. htm,

EPA reconmends that procuring agencies, when
purchasing | atex paints, purchase these itens made
from Post consuner recovered materials when these
itens neet applicable specifications and perfornmance
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requi renents.
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NOTE: Reprocessed and consolidated latex paint is
one of the materials listed in the EPA' s

Conpr ehensi ve Procurenent Guidelines (CPG
(http://ww epa. gov/cpg/). |f the

Archi tect/Engi neer deternines that use of certain
materials neeting the CPG content standards and

gui delines would result in inadequate conpetition

do not neet quality/ performance specifications, are
avai l abl e at an unreasonable price or are not

avail able within a reasonable time frane, the
Architect/ Engineer may submit witten justification
and supporting docunmentation for not procuring
designated itens containing recovered nateri al
Witten justification nay be subnmtted on a Request
for Waiver Formto the NASA Environnental Program
Manager for approval. The Request for Waiver Form
is located in the NASA Procedures and Cui delines
(NPG 8830.1) (http://nodis3.gsfc.nasa.gov).
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2.1 MANUFACTURER S AND MATERI ALS

Manuf acturer's Standard Col or Charts shall be submitted show ng
manuf acturer's recommended finish colors. Three color chips of each col or
and gl oss schedul ed shall al so be submitted.

The foll owi ng are suggested paint nmanufacturers and their products. O her
pai nt manufacturers' products of equal quality will be considered when
submitted and approved by the Contracting O ficer.

SHERW N

COATI NC Pl TTSBURGH WLLI AVS GLI DDEN

I nhibitive Metal Prinmer 6-712 B50W1 6970

Pi gment ed Seal er 6- 2 B28W200 5111

Latex Block Filler 6-7 B25W5 5317

Al kal i Resistant Prinmer 6-3 A5V2 5212H
Enanel Under coat 6- 755 B49W2 [300] [310]
Exterior Wod Priner 6- 809 Y2420 3651
Acrylic latex, flat 72 line A6 SERI ES 6500
Acrylic Latex, gloss 78 line A8 SERI ES 6600
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SHERW N
COATI NC Pl TTSBURGH W LLI AMS GLI DDEN

Wat er base Acrylic Epoxy 16 line B70 SERI ES 527715278

PART 3 EXECUTI ON

1 GENERAL

A Safety Plan shall be submitted for architectural coating systems in
accordance with OSHA regul ati ons.

Manuf acturer's recommendati ons for surface preparation, thinning, mXxing,
handl i ng, and application shall be considered a part of this specification

.2 PROTECTI ON OF FACI LI TIES

Contractor shall renove and reinstall or provide acceptable protection for
hardwar e, accessories, lighting and el ectrical conponents, factory-finished
materials, plunbing fixtures and fittings, and any other materials that nay
becone splattered or danaged by the painting work.

.3 SURFACE PREPARATI ON
. 3.1 General Requirenents

Surfaces shall be clean, dry, and free from contani nants and foreign
matter. M dew and chal ki ng shall be renoved and the surface thoroughly
sterilized. Chipped, peeling, or blistered paint shall be renoved and the
surface spot primed. Hard glossy surfaces shall be dulled and roughened to
ensure proper adhesion

.3.2 Ferrous Meta

Surfaces shall be free fromdirt, oil, grease, wax, and other contam nants
Heavy rust and loose nill scale shall be renmoved by hand, power tool, or

bl ast cl eani ng.

.3.3 Gal vani zed Stee

Surfaces shall be cleaned of all contam nants using a solvent such as
[ acquer thinner or xylol

After cleaning, the surface shall be etched with a phosporic acid
pre-treatnment sol ution.

.3.4 Al um num

Surfaces shall be clean, dry, and free fromoil and grease. Oxide film and
corrosion shall be renoved by hand or power tool cleaning.

.3.5 Wod
Surfaces shall be clean, dry, smooth, and free fromoil, grease, and dirt.

Knots shall be sealed with a m xture of equal parts of shellac and al cohol
Nai | hol es, cracks, and other defects shall be filled with plastic wood or
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putty. Conceal ed surfaces shall be back-prinmed before installation

.3.6 Masonry

Surfaces shall be free fromdirt, oil, grease, wax, formrel ease conpounds
| ai tance, and other contaminants. Cracks, voids, and other najor surface
i mperfections shall be filled with nortar.

. 3.7 Pl aster and Drywal |

Surfaces shall be clean and dry. Cracks and other surface inperfections
shall be filled with spackling conpound and sanded snoot h.

.4 M XI NG AND APPLI CATI ON

4.1 General Procedures

No exterior painting shall be allowed in rainy weather or when rain is
iminent. No paints or coatings shall be applied when the tenperature or
hum dity is outside the Iimts recommended by the nmanufacturer.

Pai nts and coatings shall be applied by brush, roller, or airless spray.
Each coat of naterial applied shall be free fromruns, sags, bubbles,
forei gn contam nants, variations in color, gloss, and texture, dry
overspray, brush and roller marks, holidays (m ssed areas), or other

evi dence of poor application

Pai nts and coatings shall be thoroughly worked into corners and crevices.
Newl y pai nted surfaces shall be adequately protected from danage

.4.2 Pr ocedur es

There shall be at least [ ] coat[s] of paint applied in accordance with
the manufacturer's instructions.

Coatings shall be applied as follows:
Mat erial shall be thoroughly stirred to produce a uniform m xture.

Material shall be thinned for workability and inproved spray
characteristics, but only according to the manufacturer's instructions.

Each coat shall be applied uniformy at the m nimumwet-filmthickness
speci fied by the nanufacturer

Speci al attention shall be given when coating sharp edges, corners, and
crevices to ensure conpl ete coverage.

Fi ni sh coats shall show good hiding characteristics and uniform
appear ance.

.5 ACCEPTANCE PROVI SI ONS
.5.1 | nspection
Contractor shall provide qualified personnel for inspection of his work to

ensure that the requirenments of this section have been fulfilled.
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3.5.2 Correction

Spot-painting to correct damaged surfaces will be all owed only when touchup
area blends into the surrounding finish. Qherwise, the entire area shal
be recoated. Touchup shall be acconplished using the sanme nethod of
application as was used to apply the original nmaterial

3.6 PROTECTI ON
"WET PAI NT" signs shall be posted to indicate newy painted surfaces.

3.7 PAI NT SCHEDULE
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NOTE: For snmll jobs, the paint schedul e

i nformati on can be provided under the colum titles
designated below. On large jobs, or when there is a
finish schedul e provided on the drawi ngs this

par agraph shoul d be del et ed.
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UNDERCQAT FI NI SH
AND COLOR

SURFACE PRI MER FI NI SH COAT AND SHEEN

Interior Pi gnment ed [ Wat er - base [white gl oss]
[ ]

pl ast er seal er acrylic enanel] [__ ]

Interior Pi gment ed [ Wat er - base [white gl oss]

]

drywal | seal er acrylic enanel] [__ ]

Interior I nhibitive [ Wat er-base acrylic [white gl oss]
[ ]

nmet al net al enamel] [__

pri mer

Interior Lat ex bl ock [ Wat er - base [white gl oss]
[ ]

masonry filler acrylic enanel] [__ ]

(rough/ por ous)

Interior Pi gnent ed [ Wat er - base [white gl oss]
[ ]

nasonry seal er acrylic enanel] [__ ]

(snoot h)

Exterior Lat ex bl ock [Acrylic latex] [__ ] [white flat]
[ ]

nasonry filler

(rough/

por ous)

Exterior Al kal i - [Acrylic latex] [__ [white flat]
[ ]

nasonry resi st ant
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SURFACE
(snoot h)

Interior

[ ]

wood

Exteri or

[ ]

wood

UNDERCOAT
AND
PRI MER FI Nl SH COAT
pri mer

Wat er - base [ Wat er - base

enanel acrylic enanel] [
under coat

Exterior wood [Acrylic latex] [__

pri mer

[ 1] [ ]

Section --
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COLCR
AND SHEEN

[white gl oss]

[white gl oss]



