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NOTE: This gui de specification covers the
responsibilities and requirenents regardi ng
envi ronnent al nmanagenent.

Edit this guide specification for project specific
requi renents by addi ng, deleting, or revising text.
For bracketed itens, choose applicable itens(s) or
insert appropriate information

Renmove information and requirenents not required in
respective project, whether or not brackets are
present.

Comment s and suggestions on this guide specification
are wel come and should be directed to the technica
proponent of the specification. A listing of

Techni cal Proponents, including their organization
designation and tel ephone nunber, is on the Internet.

Recommended changes to a UFGS should be subnmitted as
a Criteria Change Request (CCR)
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PART 1 GENERAL

1.1 REFERENCES
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NOTE: |ssue (date) of references included in

proj ect specifications need not be nmore current than
provided by the | atest guide specification. Use of
Specsl ntact automated reference checking is
recommended for projects based on ol der guide

speci fications.
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The publications listed below forma part of this specification to the
extent referenced. The publications are referred to within the text by the
basi ¢ designation only.
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AMERI CAN NATI ONAL STANDARDS | NSTI TUTE (ANSI)

ANSI 7400.1 (2004) Hazardous Industrial Chenicals -
Material Safety Data Sheets - Preparation

ASTM | NTERNATI ONAL (ASTM

ASTM D 4840 (1999; R 2004) Sanpling Chai n- O - Cust ody
Pr ocedures

ASTM D 5663 (1997; R 2003) Validating Recycled Content
i n Packagi ng Paper and Paperboard

ASTM E 1991 (2005) Environnental Life Cycle Assessnent
of Building Material s/Products

ASTM E 2114 (2008) Standard Terni nol ogy for
Sustainability Relative to the Perfornmance
of Buil di ngs

| NTERNATI ONAL ORGANI ZATI ON FOR STANDARDI ZATI ON (| SO

| SO 14040 (2006) Environnmental Managenent - Life
Cycl e Assessnent - Principles and Framewor k

NATI ONAL | NSTI TUTE OF STANDARDS AND TECHNOLOGY (NI ST)

NI ST BEES 4.0 (2007) Building for Environnental and
Econom ¢ Sustainability Technical Mnual
and User's Guide

U. S. DEPARTMENT OF AGRI CULTURE (USDA)
Bi omass R&D Act (2000) Bi onass Research and Devel opnent Act
US FarmBill (2002) U.S. FarmBill of My 2002

U. S. ENVI RONVENTAL PROTECTI ON AGENCY ( EPA)

NPDES (1972; R 2005) National Poll utant
Di scharge Elinmination System

U.S. GREEN BUI LDI NG COUNCI L ( USGBQ)
LEED (2002; R 2005) Leadership in Energy and
Envi ronmental Design(tm G een Building
Rating System for New Construction
(LEED- NC)

U.S. NATI ONAL ARCHI VES AND RECCRDS ADM NI STRATI ON ( NARA)

40 CFR Protection of Environnent
40 CFR 261 Identification and Listing of Hazardous
Wast e

.2 DEFI NI TI ONS

Definitions pertaining to sustainable devel opnment are as defined in
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1

1

ASTM E 2114 and as specifi ed.

3

a.

"Bi obased content" is calculated as the weight of the biobased
materi al divided by the total weight of the product, and is
expressed as a percentage by wei ght.

"Bi obased material s" include fuels, chenmicals, building materials,
or electric power or heat produced from bi onass as defined by the
Bi omass R&D Act. M ni mum bi obased content shall be as defined in
the U S. FarmBill.

"Chai n-of -custody" is a process whereby a product or material is
mai nt ai ned under the physical possession or control during its
entire life cycle.

"Pol | ution and environnental damage" is caused by the presence of
chem cal, physical, or biological elenents or agents. Hunan
health or welfare is adversely affected; ecological balances are
unfavorably altered; the utility of the environnent for aesthetic,
cul tural, or historical purposes degrades.

PRECONSTRUCTI ON MEETI NG

After award of Contract and prior to comencenent of the work, the
Contractor shall schedule and conduct a meeting with the Contracting
Oficer to discuss the proposed Environmental Protection Plan and to
devel op a mutual understanding relative to the details of environmenta
protection. The requirenents for this nmeeting may be fulfilled during the
coordi nati on and nutual understanding neeting as specified in Section

01 45 00.00 10 01 45 00.00 20 01 45 00.00 40 QUALITY CONTROL.

4

SUBM TTALS
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NOTE: Subnmittals nust be limted to those necessary
for adequate quality control. The inportance of an
itemin the project should be one of the primary
factors in determning if a submittal for the item
shoul d be required.

A“G following a subnmittal itemindicates that the
submittal requires Governnent approval. Sone
subnmittals are already marked with a “G'. Only
delete an existing “G if the subnmittal itemis not
conpl ex and can be reviewed through the Contractor’s
Quality Control system Only a29 a “G if the
submittal is sufficiently inportant or conplex in
context of the project.

For submittals requiring Governnent approval on Arny
projects, a code of up to three characters within
the submittal tags may be used following the "G'
designation to indicate the approving authority.
Codes for Arny projects using the Resident
Management System (RMB) are: "AE" for
Architect-Engineer; "DO for District OOfice

(Engi neering Division or other organization in the
District Ofice); "AO" for Area Ofice; "RO for
Resident O fice; and "PO' for Project Ofice. Codes
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following the "G' typically are not used for Navy
proj ects.

Submittal itens not designated with a "G' are
considered as being for information only for Arny

projects and for Contractor Quality Control approval
for Navy projects.
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Government approval is required for submttals with a "G' designation;
submittals not having a "G' designation are [for Contractor Quality Control
approval .][for information only. Wen used, a designation follow ng the
"G' designation identifies the office that will review the subnittal for
the Government.] The follow ng shall be submitted in accordance with
Section 01 33 00 SUBM TTAL PROCEDURES:
SD- 01 Preconstruction Subnittals
Envi ronmental Protection Plan[; C[; G [
Instructor Qualifications

Submit reference data to denonstrate instructors' individual and
firms capabilities and experience.

SD- 03 Product Data
Life Cycle Assessnents]
Packagi ng; (LEED)

Submit docunentation indicating percentage of post-industrial
and post-consuner recycled content per unit of product. Indicate
relative dollar value of recycled content products to total dollar
val ue of products included in project.

SD- 06 Test Reports
Field Quality Control Reports
SD- 07 Certificates
Envi ronment al Regul at ory Requi renments

For Governnent's records, subnit copies of permits, |icenses,
certifications, inspection reports, releases, jurisdictional
settlenents, notices, receipts for fee paynents, judgnments,
correspondence, records, and sinilar docunents, established for
conpliance with environnental regul ations bearing on perfornance
of the work.

SD- 08 Manufacturer's Instructions
Mat eri al Safety Data Sheets]
SD-11 d oseout Submittals

Trai ni ng Program
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1.

1.

Submit [two] [__] copies of instructional programoutline for
denmonstrati on and training, including a schedule of dates, tines,
I ength of instruction, instructors' nanes, |earning objective, and
teaching outline for each training nodule. At conpletion of
training, submit [one] [__] conplete training nmanual [s] for
Governnent's use, and a list of participants with each
participant's results of perfornance-based test for each training
nmodul e. For Governnent's records, submt Contractor 40 CFR
enpl oyee training records [upon request of the Contracting
Oficer].

Protection of Natural Resources
5 CONTRACTOR S ENVI RONMENTAL MANAGER
Desi gnate an on-site Environnental Manager responsible for overseeing the

environmental goals for the project and inplenenting procedures for
envi ronnmental protection.

.5.1 Duti es

The Environnental Manager shall be responsible for the follow ng:

a. Conpliance with applicable federal, state, and |ocal environnental
regul ations, including naintaining required docunmentation.

b. Inplenmentation of the Waste Managenent Pl an.
c. Inplenentation of the Indoor Air Quality (1AQ Managenent Pl an.
d. Inplenentation of the Environnental Protection Plan.

e. Environmental training for Contractor personnel in accordance with
their position requirenents.

Moni tori ng and docunentation of environnental procedures.

.5.2 Qualifications

M nimum 5 years construction experience on projects of simlar size and
scope; mninmum 2 years experience with environnental procedures simlar to
those of this project; famliarity with Environnental Managenent Systens
(EMss); familiarity with environmental regul ations applicable to
construction operations.

6 ENVI RONVENTAL REGULATORY REQUI REMENTS
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NOTE: The following is a list of resources to
assist the Contractor with regul atory conpliance.

1. Stormwater pernits

Refer to The Ofice of Wastewater Managenent, NPDES
Storm Water Program

htt p: // ww. epa. gov/ npdes/ st or mnat er

2. Dredge and fill (Section 404) permts
Refer to U S. EPA Ofice of Wtlands, Oceans, and
Wt er sheds (ONOW : http://ww. epa. gov/ owow
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3. RCRA hazardous and non-hazardous solid waste
requirenents

Refer to EPA's Ofice of Solid Waste and Energency
Response:

htt p://ww. epa. gov/ epaoswer/ osw/ | aws-reg. ht m

4. QI spill requirenents for construction
activities

Refer to EPA G| Programweb site:
http://ww. epa. gov/oilspill/

5. Hazardous substances (Superfund Liability)
requi renents for construction activities

Refer to EPA' s Superfund website:

http://ww. epa. gov/ super fund/i ndex. ht m

6. Polychl orinated Bi phenyl (PCB) waste requirenents
Refer to EPA' s Pol ychlorinated Bi phenyl (PCB)
Honepage: http://ww. epa. gov/ pch/

7. Air quality requirenments for construction
activities

Refer to EPA'S Air Program Mobil e Sources Page:
htt p: // ww. epa. gov/ ebt pages/ ai r nobi | esour ces. ht nl

8. Asbestos requirenents for construction activities
Refer to EPA' s Ashestos Managenent and Regul atory
Requi rements Wbsite:

http://ww. epa. gov/ fedsite/cd/ ashest os. htnl

9. National Environnental Policy Act (NEPA)
requi renents for construction activities

10. Endangered Species Act
Refer to The US Fish and Wl dlife Service Endangered
Speci es Program http://endangered. fws. gov/

11. National Hi storic Preservation Act

12. State O ficel/Departnent of Environmental Quality
13. Local Oficel/Departnment of Environnental Quality
14. The Construction I ndustry Conpliance Assistance
Center: an EPA-sponsored tool providing information

on state and federal requirenents;
http://ww. ci cacenter.org/index.cfm

15. The National Environnental Conpliance
Assi stance C eari nghouse:
http://cfpub. epa. gov/cl eari nghouse/

16. The Associ ated General Contractors of Anmerica
(ACC): provides tools to assist with conpliance;
http://ww. agc. or g/

IR R R R R R RS EEEEEREEEEEEREEEREEEREREEEREEEREEEREEEREEEEREEEEEEEEEEEEEREEEEEEREEEEEERS

SECTION 01 35 40.00 20 Page 8



The Contractor shall be responsible for knowing federal, state, and |l oca
regul atory requirenments pertaining to | egal disposal of all construction
and denolition waste materials. Conply with all applicable regul ations and
maintain records of permts, licenses, certificates, and other

environnmental regulatory requirenent correspondences.

1.7 ENVI RONMVENTAL REQUI REMENTS FOR PRODUCTS

[1.7.1 Material Safety Data Sheets (MSDS)
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NOTE: The ANSI standard includes 16 sections. The
first ten address the specific requirenents under
OSHA; the last six, listed below, identify

i nformati on that OSHA does not require, but that may
be useful for green buildings.
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Subnmit an MSDS for each product specified in other sections or required by
OSHA to have an MSDS. WMSDS shall be prepared [no earlier than June 1998]
[wthin the previous five years] [__ ]. Include information for MSDS
Sections 1 through 16 in accordance with ANSI Z400.1 and as foll ows:

a. Section 11: Include data used to determ ne the hazards cited in
Section 3. ldentify acute data, carcinogenicity, reproductive
effects, and target organ effects. [Provide witten description
of the process used in evaluating chem cal hazards relative to
preparation of the MSDS. ]

b. Section 12: Include data regardi ng environnental inpacts during

raw materials acquisition, manufacture, and use. |nclude data
regardi ng environmental inpacts in the event of an accidenta
rel ease.

c. Section 13: Include data regarding the proper disposal of the
chemical. Include information regardi ng recycling and reuse.
I ndi cat e whether or not the product is considered to be "hazardous
wast e" according to 40 CFR 261.

d. Section 14: ldentify hazard class for shipping.

e. Section 15: ldentify federal, state, and |local regulations
applicable to the materi al

f. Section 16: Include additional information relative to recycled
content, biobased content, and other infornmation regarding
environnental and health inpacts. [ldentify the date MSDS was
prepared. ]

1[2.7.2 Life Cycle Assessnents (LCAs)
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NOTE: LCAs provide detail on product and nateria
environnental inpacts. To be of value to the
CGovernnent, LCAs for conpeting products nust have
conpar abl e goal s, objectives, system boundari es,
functional units, and nethodol ogies. |f using BEES
software, choose (within the software) the nost
appropriate type of Environnental |npact Category
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wei ghting for the project.
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For the foll owi ng products, submt LCA data devel oped in accordance with |
ASTM E 1991] [I1SO 140401 [___ 1[; and where BEES data exists, submt
NI ST BEES 4.0 analysis using [100][50][__ ] percent Environnental
Per f ormance Wi ghting and the [EPA Scientific Advisory Board] [Harvard
University] [Equal] [__ ] Environmental |npact Category Weights].

a. Masonry

b. Finish Carpentry

c. Plastic Fabrications

d. Building Insulation

e. Roofing

f. Joint Sealers

g. Wod & Plastic Doors

h.  Wndows

i. Skylights

j. dazed Curtain Wall

k. Gypsum Board

. Tile

m  Acoustical Ceilings

n. Resilient Flooring

0. Carpet

p. Toilet Conpartnents

g. Loading Dock Equi pnent

r. Ofice Equi pment

s. Furnishings & Accessories

t. Renewabl e Energy Equi pnent

u. Elevators

v. HVAC equi pnent

X. Lighting equipnent

11.8 ENVI RONVENTAL PROTECTI ON PLAN

Prepare and submt an Environnmental Protection Plan not |ess than 10 days

before the preconstruction neeting. At a mninum address the follow ng
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el ements in accordance with this section:
a. ldentification and contact information for Environmental Manager

b. GCeneral site information, including preconstruction description
and phot ogr aphs.

c. Summary of training program

d. Procedures to address water resources.

e. Procedures to address |and resources.

f. Procedures to address air resources.

g. Procedures to address fish and wildlife resources.

h. Mnitoring and quality control procedures.
Revi se and resubnmit Plan as required by the Contracting Officer. Approva
of Contractor's Plan will not relieve the Contractor of responsibility for
conpliance with applicable environnmental regul ations.

.9 ENVI RONMVENTAL DEMONSTRATI ON AND TRAI NI NG

Contractor shall provide environmental training for workers performng work
on the project site.

.9.1 Instructor Qualifications

Trai ning shall be given by a firmor individual experienced in providing
training or education sinmlar in content and extent to that indicated for
this project.

.9.2 Coor di nati on

Coordi nate instruction schedule with Governnent operations. Adjust
schedul e as required to mnimze disruption of Governnent operations.
Coordinate instruction with denonstration and training of general building
syst ens.

.9.3 Trai ning Program

Devel op a training programfor all site workers that includes the follow ng
t opi cs:

a. Overview of environnmental and sustainability issues related to the
bui | di ng i ndustry.

b. Overview of environnental and sustainability issues related to the
proj ect .

c. Conpliance with applicable federal, state, and |ocal environnental
regul ati ons.

d. Review of site specific procedures and nanagenent pl ans
i mpl enent ed during construction, including the Waste Managenent
Pl an, Indoor Air Quality (I AQ Mnagenent Plan, Environnental
Protection Plan, and procedures for noise and acoustics nanagenent.
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1.9.3.1 Schedul i ng
Provide instruction at nutually agreeable tine[s].
1.9.3.2 Trai ni ng Modul es

Devel op a | earning objective and teaching outline for each topic in the
Training Program Include a description of specific skills and know edge
that each participant is expected to acquire. Instructors shall be

wel | -versed in the particular topics that they are presenting.

1.9.3.3 Eval uati on

At the conclusion of each training nodul e, assess and docunent each
participant's understanding of the nodule by use of [an oral J[a witten
][a denonstration ]performance-based test.

PART 2 PRODUCTS

2.1 ENVI RONVENTALLY PREFERABLE PRODUCTS

EE R R R S I R R I R I R S R R R R R S R R I R R R R R R R R O

NOTE: EPA is required to designate products that
are or can be made with recycl ed/recovered

materials, and to recomend practices for buying
these products. Federal agencies are required to
pur chase desi gnated products with the highest
recovered naterial content |evel practicable.

Federal agencies are also required to purchase

bi obased products for all items costing over $10, 000.
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Consi der raw materials acquisition, production, manufacturing, packagi ng,
distribution, reuse, operation, nmaintenance, and di sposal of products, and
provi de products and materials with the |east effect on the environnent,
determ ned by LCA anal ysis, released toxins, and other nethods.
2.1.1 Prohi bited Materials

The use of the following materials is prohibited:

a. Products containing asbestos.

b. Products containing urea fornal dehyde.

c. Products containing polychlorinated bi phenyls.

d. Products containing chlorinated fluorocarbons.

e. Solder or flux containing nore than 0.2 percent |ead and donestic
wat er pipe or pipe fittings containing nore than 8 percent |ead.

f. Paint containing nore than 0.06 percent |ead.

2.1.2 Packagi ng
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NOTE: Easily recycl abl e packagi ng i ncl udes, anong
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others, industrial paperboard, carrier board, and
brown papers (e.g., wapping papers and bags).
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Where Contractor has the option to provide one of the listed products or
equal, preference shall be given to products with m nimal packagi ng and

easily recycl abl e packagi ng, and to manufacturers with policies that take
back product packagi ng.

2.1.2.1 I ndustrial Paperboard
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NOTE: Industrial paperboard is an EPA desi gnated
product for recycled content. See Section 01 62 35
RECYCLED/ RECOVERED MATERI ALS and i ncl ude recycl ed
content options unless designer determ nes that
justification for non-use exists. Use of nmaterials
with recycled content, calculated on the basis of
post-industrial and post-consumer percentage
content, contributes to the follow ng LEED credit:
MR4. Coordinate all recycled content products wth
Section 01 33 29 LEED(tn) DOCUMENTATI ON.

EE R R R S I R R I R I R S R R R R R S R R I R R R R R R R R O

M ni mum [45][100][ ] percent post-consuner recycled content in
accordance with ASTM D 5663.

2.1.2.2 Carrier Board
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NOTE: Carrierboard is an EPA designated product for
recycled content. See Section 01 62 35

RECYCLED/ RECOVERED MATERI ALS and i ncl ude recycl ed
content options unless designer determ nes that
justification for non-use exists.
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M nimum [10][100][__ ] percent recycled content with a m ni mum of

[10][15) ] percent post-consuner recycled content in accordance with
ASTM D 5663.

2.1.2.3 Brown Papers
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NOTE: Brown papers are EPA designated products for
recycled content. See Section 01 62 35

RECYCLED/ RECOVERED MATERI ALS and i ncl ude recycl ed
content options unless designer determ nes that
justification for non-use exists.

Rk bk bk R IR R R Sk O O e S R S AR Rk R R Rk I ok O kI R R I O b I R

Mnimum [5][40][ ] percent recycled content with a m ni num of

[5][20]___ ] percent post-consuner recycled content in accordance with
ASTM D 5663.

2.1.3 Substitutions

Notify the Contracting Oficer when Contractor is aware of materials,
equi prent, or products that neet the aesthetic and programmatic intent of
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Contract Docunents, but which are nore environmentally responsible than
materi al s, equi pnment, or products specified or indicated in the Contract
Docurents. Submit the following for initial review by the Contracting
Oficer:

a. Product data including manufacturer's name, address, and phone
nunber .

b. Description of environnental advantages of proposed substitution
over specified product.

PART 3 EXECUTI ON

3.1 PROTECTI ON OF NATURAL RESOURCES
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NOTE: Linmiting greenfield site disturbance and
restoring damaged sites contributes to the follow ng
LEED credit: SSb.
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Conply with applicable regulations and these specifications. Preserve the
natural resources within the project boundaries and outside the limts of
per manent work perfornmed under this Contract in their existing condition or
restore to an equivalent or inproved condition as approved by the
Contracting Officer. \Were violation of environnental procedures
requirenments will irreversibly danage the site, documentation of progress
at [ ] intervals shall be required.

3.1.1 Ceneral Disturbance

Confine denmplition and construction activities to [work area limts

i ndi cated on the Draw ngs] [maximumr 12 i 40 feet beyond the building
perinmeter, 1.5 n 5 feet beyond solid paving, and 7.5 m 25 feet beyond
pervious paving]. Renove debris, rubbish, and other waste nmaterials
resulting fromdenolition and construction operations fromsite. Transport
materials with appropriate vehicles and di spose of themoff site to areas
that are approved for disposal by governing authorities having
jurisdiction. Avoid spillage by covering and securing | oads when haul i ng
on or adjacent to public streets or highways. Renpbve spillage and sweep,
wash, or otherw se clean project site, streets, or highways. Burning is
prohi bit ed.

3.1.2 Wat er Resources

Conply with requirenments of the NPDES and the applicable State Poll utant

Di scharge Elinmination System (SPDES). Prevent oily or other hazardous
substances fromentering the ground, drainage areas, or |ocal bodies of
water. Store and service construction equipnment at areas designated for
collection of oil wastes. Prevent ponding of stagnant water conducive to
nosquito breeding habitat. Prevent run-off fromsite during denolition and
construction operations. [Equipnent will not be permtted to ford live
streans.] [Equipnent will be permtted to ford live streans if tenporary
culverts or bridges are constructed for the purpose. Renbve tenporary

cul verts and bridges upon conpletion of work and repair the area to its
original condition, unless otherwi se accepted in witing by the Contracting
Oficer.]
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3.1.3 Land Resources

Prior to construction, identify |land resources to be preserved within the
work area. Do not renove, cut, deface, injure, or destroy |and resources
including trees, shrubs, vines, grasses, topsoil, and | andfornms without
perm ssion fromthe Contracting Officer. Coordinate protection practices
with work specified in Division 2 SI TEWORK.

3.1.3.1 Erodi ble Soils

Pl an and conduct earthwork to mininize the duration of exposure of
unprotected soils, except where the constructed feature obscures borrow
areas, quarries, and waste material areas. Clear areas in reasonably sized
increments only as needed to use the areas devel oped. Formearthwork to
final grade as shown. |Inmediately protect side slopes and back sl opes upon
conpl eti on of rough grading.

3.1.3.2 Er osi on and Sedi nentati on Control Devices

Construct or install tenporary and pernmanent erosion and sedi nmentation
control features as required.

3.1.3.3 Tree and Pl ant Protection

EZE IR R R S I R R I I O R R R Ok S R R I R R R I O R O O

NOTE: For old growth and other significant trees
and plants, consider a nore aggressive approach to
protection than the standard prohibitions.

EE R R R S I R R I R I R I R S R R R R S R R I R I R R R R R R

Protect as specified in Division 2 SITEWORK and as specified. Prior to
start of construction, tag each tree and plant scheduled to remain. In the
event of damage to tree or plant, the Government may, at the Contracting
Oficer's discretion, deduct the indicated value of the damaged tree or

pl ant fromthe Contract Sum

3.1.4 Ai r Resources
Conply with Indoor Air Quality (1AQ Managenent Plan and as foll ows:
a. Prevent creation of dust, air pollution, and odors.
b. Sequence construction to avoid unnecessary di sturbance to site.

c. Use mulch, water sprinkling, tenporary enclosures, and other
appropriate nethods as needed to limt dust and dirt rising and
scattering in air. Do not use water when it may create hazardous
or other adverse conditions such as flooding and pollution

d. Store volatile liquids, including fuels and solvents, in closed
cont ai ners. Do not store with materials that have a high
capacity to adsorb VOC em ssions or in occupi ed spaces.

EE R R R S I R I R I R I R S R R R R O S R R I R R R R R S R R R O

NOTE: WMaterials which are woven, fibrous, or porous
in nature, such as acoustical ceilings, carpet, and
textiles, have a high capacity to absorb VOC

em ssi ons.

EE R R R S I R I R I R I O I R R R R I O S R R I R I I R S R R S R R R O
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3.

e. Properly maintain equipnent to reduce gaseous pollutant em ssions.

1.5 Fish and Wl dlife Resources

Manage and control construction activities to minimze interference with
and damage to fish and wildlife. Do not disturb fish and wildlife. Do not
alter water flows or otherwi se significantly disturb the native habitat
related to the project and critical to the survival of fish and wildlife,

except as indicated or specified.

.2 FI ELD QUALI TY CONTRCL

Conply with requirements of agencies having jurisdiction and as specified
herein. Provide field practices, shipping, and handling of sanples in
accordance with ASTM D 4840. Provide Field Quality Control Reports in
accordance with approved Environnental Protection Plan.

-- End of Section --
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