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SECTI ON 31 41 16

METAL SHEET PI LI NG
08/ 09
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NOTE: This gui de specification covers the
requirenents for metal sheet piling.

Edit this guide specification for project specific
requi renents by addi ng, deleting, or revising text.
For bracketed itenms, choose applicable itens(s) or
insert appropriate information

Renmove information and requirenents not required in
respective project, whether or not brackets are
present.

Commrent s and suggestions on this guide specification
are wel cone and should be directed to the technica
proponent of the specification. A listing of

techni cal proponents, including their organization
desi gnation and tel ephone nunber, is on the Internet.

Recommended changes to a UFGS shoul d be subnmitted as
a Criteria Change Request (CCR
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PART 1 GENERAL
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NOTE: Permanent earth retaining structures nade
with steel sheet piling such as caissons, quaywalls,
and retaining walls are covered by this section
Tenporary structures such as shoring and sheeting
are the responsibility of the Contractor and unl ess
required by conditions of the project, are not to be
covered by this section. The extent and | ocation of
the work to be acconplished should be indicated on

t he project draw ngs.

The following information nust also be shown on the
proj ect draw ngs:

1. Location of piles.
2. Soi | data, where required.
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3. Pi | e shape.
4. Pile size and weight.
5. Length or tip and cut-off el evations.
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1.1 UNI T PRI CES
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NOTE: If Section 01 22 00.00 10 MEASUREMENT AND
PAYMENT is included in the project specifications,
this paragraph title (UNNT PRICES) should be del eted
fromthis section and the renmining appropriately
edi t ed subparagraphs bel ow shoul d be inserted into
Section 01 22 00.00 10.
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1.1.1 [Steel Sheet Piling, Type [ ], Grade | 11
1.1.1.1  Paynment

Payment for sheet piling quantities will be nade at the applicable contract
price per linear neter foot for furnished and installed sheet piling.
Payment will cover all cost of furnishing, handling, storing and installing
piling including placing, driving, cutting holes and other materials and
work incident thereto [except the cost of furnishing piling will not be
included in the contract price for Governnent furnished piling].

1.1.1.2 Measur enment

The I ength of sheet piling installed [and renoved] will be neasured to the
nearest tenth of a linear neter foot. For installed pilings directed to be
cut off before reaching the penetration depth shown, the portion cut off

wi Il be neasured for paynent as the difference between the total |ength of
piling shown on the plans for that location and the I ength of piling
installed bel ow the point of cut-off.

1.1.1.3 Unit of Measure

Unit of neasure: |inear nmeter foot.
1.1.2 [Steel Fabricated Sections, Type[s] [____ ], Gade [___ 1]
1.1.2.1 Payment

Payment for sheet piling quantities will be nade at the applicable contract
price per linear neter foot for furnished and installed sheet piling.
Payment will cover all cost of furnishing, handling, storing and installing
piling including placing, driving, cutting holes and other materials and
work incident thereto [except the cost of furnishing piling will not be
included in the contract price for Governnent furnished piling].

1.1.2.2 Measur enment

The I ength of sheet piling installed [and renoved] will be neasured to the
nearest tenth of a linear neter foot. For installed pilings directed to be
cut off before reaching the penetration depth shown, the portion cut off

wi Il be neasured for paynent as the difference between the total |ength of
piling shown on the plans for that location and the I ength of piling
installed bel ow the point of cut-off.
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.1.2.3 Unit of Measure

Unit of neasure: linear neter foot.

. 1.3 [Steel Sheet Piling - Governnent Furnished]
.1.3.1 Payment

Payment for sheet piling quantities will be nmade at the applicable contract
price per linear neter foot for furnished and installed sheet piling.
Payment will cover all cost of furnishing, handling, storing and installing
piling including placing, driving, cutting holes and other nmaterials and
work incident thereto [except the cost of furnishing piling will not be
included in the contract price for Governnent furnished piling].

.1.3.2 Measur enent

The length of sheet piling installed [and renoved] will be measured to the
nearest tenth of a linear neter foot. For installed pilings directed to be
cut off before reaching the penetration depth shown, the portion cut off
will be neasured for paynent as the difference between the total |ength of
piling shown on the plans for that |location and the I ength of piling
installed bel ow the point of cut-off.

.1.3.3 Unit of Measure

Unit of neasure: linear nmeter foot.

.1.4 [ Al um num Sheet Piling, Type | 11

.1.4.1 Payment

Payment for sheet piling quantities will be made at the applicable contract
price per linear neter foot for furnished and installed sheet piling.
Payment will cover all cost of furnishing, handling, storing and installing
piling including placing, driving, cutting holes and other materials and
work incident thereto [except the cost of furnishing piling will not be
included in the contract price for Governnent furnished piling].

.1.4.2 Measur enment

The length of sheet piling installed [and renoved] will be measured to the
nearest tenth of a linear neter foot. For installed pilings directed to be
cut off before reaching the penetration depth shown, the portion cut off
will be neasured for paynent as the difference between the total |ength of
piling shown on the plans for that |location and the I ength of piling
installed bel ow the point of cut-off.

.1.4.3 Unit of Measure

Unit of neasure: linear nmeter foot.

.1.5 [ Al umi num Fabri cated Sections, Type[s] [ 11

.1.5.1 Payment

Payment for sheet piling quantities will be nmade at the applicable contract
price per linear neter foot for furnished and installed sheet piling.
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Payment will cover all cost of furnishing, handling, storing and installing
piling including placing, driving, cutting holes and other materials and
work incident thereto [except the cost of furnishing piling will not be
included in the contract price for Governnent furnished piling].

.1.5.2 Measur enent

The I ength of sheet piling installed [and removed] will be neasured to the
nearest tenth of a linear neter foot. For installed pilings directed to be
cut off before reaching the penetration depth shown, the portion cut off

wi Il be neasured for paynent as the difference between the total |ength of
piling shown on the plans for that |location and the I ength of piling
installed bel ow the point of cut-off.

.1.5.3 Unit of Measure

Unit of neasure: linear neter foot.

.1.6 [ Al umi num Sheet Piling - Governnent Furnished]
.1.6.1 Payment

Payment for sheet piling quantities will be nade at the applicable contract
price per linear neter foot for furnished and installed sheet piling.
Payment will cover all cost of furnishing, handling, storing and installing
piling including placing, driving, cutting holes and other materials and
work incident thereto [except the cost of furnishing piling will not be
included in the contract price for Governnent furnished piling].

.1.6.2 Measur enent

The I ength of sheet piling installed [and removed] will be neasured to the
nearest tenth of a linear neter foot. For installed pilings directed to be
cut off before reaching the penetration depth shown, the portion cut off
will be neasured for paynent as the difference between the total |ength of
piling shown on the plans for that |location and the I ength of piling
installed bel ow the point of cut-off.

.1.6.3 Unit of Measure

Unit of neasure: linear nmeter foot.

1.7 Cut-Ofs

.1.7.1 Payment

When pilings which have not been driven to penetration depths shown are
directed to be cut off, except for cut-offs due to excessive battering, a
[unp sum paynent will be made for cutting off each piling.

.1.7.2 Measur ement

An additional sumwill be paid for each Iinear neter foot of the portion
cut off and nmeasured for paynment. For installed pilings directed to be cut
of f before reaching the penetration depth shown, the portion cut off will
be measured for paynment as the difference between the total |ength of
piling shown on the plans for that |ocation and the I ength of piling

installed below the point of cut-off at the rate of 50 percent of the
applicable contract unit price. [No paynent will be nade for cut-off
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portions of Government furnished pilings.]
.1.7.3 Unit of Measure

Unit of neasure: each.

.1.8 Splices

.1.8.1 Payment

Payment will be made for each piling spliced at the direction of the
Contracting Oficer to drive the piling to a depth greater than shown and
extend it up to the required top elevation. An additional sumwll be paid
for each linear neter foot of the piling extension at the applicable
contract unit price.

.1.8.2 Measur enment

Splices will be nmeasured for payment for each piling spliced.
.1.8.3 Unit of Measure

Unit of neasure: each.

.1.9 Pul l ed Pilings

.1.9.1 Payment

The Contractor furnished pilings which have been installed and are pulled
at the direction of the Contracting Oficer and found to be in good
condition will be paid for at the applicable contract unit price for
furnishing and installing the pilings in their initial position plus an
equal amount for the cost of pulling.

.1.9.2 Measur enent

When such pulled pilings are redriven, an additional anmpbunt equal to 50
percent of the applicable contract unit price for furnishing and driving
the pilings will be paid for redriving the pilings. This additional price
constitutes paynent for redriving only. The cost of furnishing, initial
driving, and pulling the pilings is to be paid for as specified.

a. Governnent furnished pilings which are pulled at the direction of the
Contracting O ficer and found to be in good condition will be paid for
at the applicable contract unit price for installing the pilings in
their initial position plus an equal anobunt for the cost of pulling.
Such piling when redriven will be paid for at the applicable contract
unit cost for installing the pilings.

b. When pilings are pulled and found to be damaged no paynment will be made
for the initial furnishing and driving or for the pulling of such
pilings. Pilings replacing damaged pilings will be paid for at the

applicable contract unit prices.
.1.9.3 Unit of Measure

Unit of neasure: each.
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1.1.10 Renoval of Sheet Pilings
1.1.10.1 Payment

Payment will be made for costs associated with renoval of sheet pilings.
Payment will cover cost of pulling, cleaning the interlock, sorting,
i nventorying and storing.

1.1.10.2 Measur ement

Renoval of sheet piling will be nade at the applicable contract price per
linear neter foot for the renoval of sheet pilings.

1.1.10.3 Unit of Measure
Unit of measure: |inear neter foot.

1.2 NAVY REQUI REMENTS
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NOTE: Sel ect the applicabl e paragraph(s) fromthe
fol | ow ng.
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1.2.1 Basi s of Bids

Rk Rk S kR R Rk O kR A S R S O o O O R R R Rk o

NOTE: Use this option for fixed-price contracts.
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Base bids on pile sections and |l engths as indicated. Should the tota
nunber of piles or the number of each length vary fromthat specified as
the basis for bidding, an adjustnent in the contract price and tine for
conpletion will be made. No additional paynent will be made for w thdrawn,
danaged, rejected, or msplaced piles; for any portion of a pile renaining
above the cut-off elevation; for backdriving; for cutting off piles, or for
any cut off length of piles.

1.2.2 Measur enent and Paynent

1.2.2.1 PACNAVAFACENGCOM Pr oj ect s

EE IR IR R I I R R I I O R R R I R R Sk S R Sk I R I Rk I R R S

NOTE: Edit applicable attachnents from Docunment 00
41 00 for inclusion in Standard Form 1442,
"Solicitation, Ofer and Award," and "Schedul e of
Bid Itens." Select first bracketed text.

EE R R S I R R I R I I R R I R R R I R S R I R I R I R R R S R R R R

For unit price bid, see [SF 1442, "Solicitation, Ofer and Award" and
"Schedule of Bid Itens."] [Section 00 41 00 Bl D SCHEDULES. ]

1.2.2.2 LANTNAVAFACENGCOM Pr oj ect s

Paynment will be at the contract unit price per length, nultiplied by the
total length of acceptable piles actually installed. Base bids on the
nunber of piles with pile length fromtip to cutoff, as indicated, and on
the total length of piling fromtip to cutoff as specified in the document
titled "Instructions to Bidders." |Include in bid a unit price per unit

SECTION 31 41 16 Page 8



1

l ength piling based on the quantity stated in the docunent titled
"Instructions to Bidders." |If the Contracting O ficer requires an increase
or a decrease in length of piles furnished and installed, the contract
price will be adjusted in accordance with the Contract C auses of the
contract. The unit price bid will be used for upward or downward

adj ustment of the quantity subject to provisions of "FAR 52.211-18
Variations in Estimated Quantities."

.3 ESTI MATED QUANTI TI ES

The estimated quantities of sheet piling listed in the unit price schedul e
of the contract, as to be furnished by the Contractor, are given for

bi ddi ng purposes only. Sheet piling quantities for paynent will consist of
the linear neters feet of piling acceptably installed [and renoved].
Installed quantities will consist of all piling including fabricated
sections driven between the required top and bottom el evati ons of pilings
pl us any additions thereto resulting fromchanges in design or alignnment as
provided in paragraph DRIVING [Renoved quantities will consist of the

I engths of piling pulled frombelow the ground | evel.]

4 REFERENCES
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NOTE: This paragraph is used to list the
publications cited in the text of the guide
specification. The publications are referred to in
the text by basic designation only and listed in
this paragraph by organi zation, designation, date,
and title.

Use the Reference Wzard's Check Reference feature
when you add a RI D outside of the Section's
Reference Article to automatically place the
reference in the Reference Article. Also use the
Ref erence Wzard's Check Reference feature to update
the issue dates.

Ref erences not used in the text will automatically
be deleted fromthis section of the project

speci ficati on when you choose to reconcile
references in the publish print process.

EE R R R S I R I R I R I R S R R R R R O S R R I R R R R R S R R R R

The publications listed below forma part of this specification to the
extent referenced. The publications are referred to within the text by the
basi ¢ designation only.

AMERI CAN VELDI NG SCCI ETY ( AW5)

AWS D1.1/D1. 1M (2008; Errata 2008) Structural Welding
Code - Steel

ASTM | NTERNATI ONAL (ASTM

ASTM A 328/ A 328M (2007) Standard Specification for Stee
Sheet Piling

ASTM A 572/ A 572M (2007) Standard Specification for
H gh-Strength Low Al |l oy Col unbi um Vanadi um
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1.

1.

Structural Steel

ASTM A 6/ A 6M (2009) Standard Specification for General

Requirements for Rolled Structural Steel
Bars, Plates, Shapes, and Sheet Piling

ASTM A 690/ A 690M (2007) Standard Specification for

H gh-Strength Low Al l oy Ni ckel, Copper,
Phosphorus Steel H Piles and Sheet Piling
wi th At nospheric Corrosion Resistance for
Use in Marine Environments

ASTM A 857/ A 857M (2007) Standard Specification for Steel

Sheet Piling, Cold-Forned, Light Gage

ASTM B 221 (2008) Standard Specification for Al um num

and Al unm num Al |l oy Extruded Bars, Rods,
Wre, Profiles, and Tubes

ASTM B 221M (2007) Standard Specification for Al um num

and Al um num Al | oy Extruded Bars, Rods,
Wre, Profiles, and Tubes (Metric)

ASTM B 308/ B 308M (2002) Standard Specification for

5

Al um num Al l oy 6061-T6 Standard Structural
Profiles

SYSTEM DESCRI PTI ON

Subnmit [to the Contracting Officer for approval] descriptions of pile
driving equi pment to be enployed in the work . Descriptive infornmation
i ncl udes manufacturer's name, nodel nunbers, capacity, rated energy, hamer

detail s,

6

cushion material, helmet, tenmplates, and jetting equi pnent.

SUBM TTALS

EZE IR R R S R R R I I O R R R Ok S R R R R I R I R I O R I O

NOTE: Review submittal description (SD) definitions
in Section 01 33 00 SUBM TTAL PROCEDURES and edit
the following list to reflect only the submttals
required for the project. Submittals should be kept
to the mininmumrequired for adequate quality control.

A“G following a subnmittal itemindicates that the
submittal requires Governnent approval. Sone
submittals are already marked with a “G'. Only
delete an existing “G" if the subnittal itemis not
conpl ex and can be reviewed through the Contractor’s
Quality Control system Only add a “G if the
submittal is sufficiently inportant or conplex in
context of the project.

For submittals requiring Governnent approval on Arny
projects, a code of up to three characters within
the subnmittal tags nay be used followi ng the "G'
designation to indicate the approving authority.
Codes for Arny projects using the Resident
Managenment System (RMB) are: "AE" for
Architect-Engineer; "DO' for District Ofice
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(Engi neering Division or other organization in the
District OOfice); "AO for Area Ofice; "RO for
Resident Ofice; and "PO' for Project Ofice. Codes
following the "G' typically are not used for Navy,
Air Force, and NASA projects.

Choose the first bracketed itemfor Navy, Air Force
and NASA projects, or choose the second bracketed
itemfor Army projects.

IR R R R E R RS EEEEEREEEEEEEEEREEEREREEEREEEREEEREEREREEEREEEEEEEEEEEEEREEEEEEREEEEE SRS

CGovernment approval is required for submttals with a "G' designation;
submittals not having a "G' designation are for [Contractor Quality Control
approval .] [information only. Wen used, a designation following the "G
designation identifies the office that will review the submttal for the
Government.] Submt the following in accordance with Section 01 33 00
SUBM TTAL PROCEDURES:

SD- 02 Shop Drawi ngs
Metal Sheet Piling[; C[; G [

Detail drawi ngs for sheet piling, including fabricated sections,
showi ng conpl ete piling dinensions and details, driving sequence
and location of installed piling. Include in the draw ngs details
of top protection, special reinforcing tips, tip protection
| aggi ng, splices, fabricated additions to plain piles, cut-off
nmet hod, corrosion protection, and di nensions of tenplates and
other tenporary guide structures for installing piling. Provide
details of the method for handling piling to prevent pernanent
defl ection, distortion or damage to piling interl ocks.

SD- 03 Product Data
Driving
Records of the conpleted sheet piling driving operations,
including a systemof identification which shows the disposition
of approved piling in the work, driving equi prment perfornmance
data, piling penetration rate data, piling dinmensions and top and

bottom el evations of installed piling. [The format for driving
records shall be as directed.]

Pile Driving Equiprent[; C[; G [___ 11

Conpl et e descriptions of sheet piling driving equi pnent
i ncludi ng hamers, [jetting equipnent,] extractors, protection
caps and other installation appurtenances, prior to conmencenent
of work.
Pulling and Redriving[; C[; G [

The proposed nmethod of pulling sheet piling, prior to pulling
any piling.

Interl ocked Joint Strength in Tension Test[; C[; G [___ 11

The procedure for testing sheet piling interlocked joint
strength in tension, prior to testing piling.
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SD-06 Test Reports

Materials Tests
Certified materials tests reports showi ng that sheet piling and

appurtenant netal materials neet the specified requirenents, for
each shipnent and identified with specific lots prior to
installing materials. Material test reports shall neet the
requi renents of ASTM A 6/ A 6N
Interl ocked Joint Strength in Tension Test[; C[; G [

A certified report of interlocked joint strength in tension
showi ng results based on approved testing procedures.

SD-11 Cl oseout Submittals
Pile Driving Record

Record for each sheet pile driven, as specified.

1.7 QUALI TY ASSURANCE

1.7.1 Material Certificates
For each shipnent, submit certificates identified with specific lots prior
toinstalling piling. Include in the identification data piling type,
di mensi ons, chem cal conposition, nmechanical properties, section
properties, heat nunmber, and mll identification mark.

[1.7.2 Interl ocked Joint Tension Test

IR R R R E R RS EEEEEREEEEEEREEEREEEREREEEREEEREEEREEEEEEREEEEEEEEEEEEEREEEEEEREEEEE SRS

NOTE: Include this paragraph only when the design
requires high interlock joint strength, such as a
cellular cofferdam Typically, heavy gauge

hot-rolled steel sheet piling is required.
EE IR I Sk S S O S S S I R R R Rk I I S kS Ik I kR Ik S S I S R Sk I O

Subnmit, for approval, the procedure for testing the tension strength of
piling interlocks prior to testing sheet piling.

]1.8 DELI VERY, STORAGE, AND HANDLI NG

Materials delivered to the site shall be new and undamaged and shall be
acconpani ed by certified test reports. Provide the manufacturer's | ogo and
mll identification mark on the sheet piling as required by the referenced
specifications. Store and handl e sheet piling in the manner recomended by
the manufacturer to prevent permanent deflection, distortion or danage to
the interl ocks; as a m nimm support on |evel blocks or racks spaced not
nore than 3 m 10 feet apart and not nore than 0.60 m 2 feet fromthe ends.
St orage of sheet piling should also facilitate required inspection
activities and prevent danmage to coatings and corrosion prior to
installation. [Handle sheet piling over 25 m 80 feet in length using a

m ni mum of two pickup points.]
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PART 2 PRODUCTS

2.1 METAL SHEET PI LI NG
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NOTE: ASTM A 328/ A 328M covers one grade of stee
sheet piling for general use. ASTM A 572/ A 572M
covers three grades (yield strengths of 290, 345,
414 MPa (42, 50 and 60 ksi)) of steel available for
hi gh strength steel sheet piling. ASTM A 690/ A 690M
covers one grade of steel available for high
strength steel sheet piling for use where greater
resi stance to marine splash zone conditions is
required. Each of the ASTM Specifications contains
"Suppl enent ary Requirenents" for use when desired by
the purchaser. Sone of these are provided for and
described in the individual ASTM specification
others are standardi zed, and are indicated only by
number and title, with their description found in
ASTM A 6/ A 6M

Hot-rol l ed steel sheet piling sections are suitable
for applications where interlocked joint strength in
tension or section stability is a primary design
requirenent. Section stability (Biaxial Stress) is
a consideration in highly stressed applications only.

Cold-forned, light-duty or |ight gauge steel sheet
piling sections are suitable for applications with a
requi red m ni rum sheeting thickness of 6.35 nm
(0.250 inch) or less, |Iow bending and corrosion

resi stances, and mnimal required interlocked joint
strength in tension. The corrosion resistance of

| i ght gauge sheet piling can be increased by

appl ying a protective coating.

Cold formed sheet piling will not be used in I-walls
that act as a flood barrier. This is due to the
much greater perneability of the | apped connections
bet ween the sheets conpared to the ball-and-socket

i nterlock connections in hot rolled sheet piling.

In addition, the interlock connections between hot
rolled sheets provide much greater strength than
cold formed connections. Geater interlock strength
i nproves integrity during driving and allows forces
to be redistributed laterally along the wall at
changes in wall alignment, in weak soil zones or
when the |I-wall undergoes wave | oadi ngs that vary
along the length of the wall. The additiona
strength al so provi des sone redundancy to sections
that rmust bridge across |ocalized weak zones in the
foundati on materi al

For applications in salt or brackish water use the
nost economical of a ASTM A 690/ A 690M st eel sheet
piling which offers greater corrosion resistance or
a ASTM A 328/ A 328M steel sheet piling with a
protective coating in the splash zone. A protective
coating should be applied to a ASTM A 690/ A 690M

SECTION 31 41 16 Page 13



sheet piling in the splash zone of waterway
bul kheads | ocated in salt or brackish water.

Corrosion protection should be provided where piling
i s exposed to an adverse environnment. Choose
systen(s) based on economics and potential hazards
due to sheet piling systemfailure; nore than one
system may be necessary dependi ng on conditions
above and bel ow the splash zone. While ASTM A 690/ A
690M i s suggested for marine environnents, its use
al one wi thout protective neasures nmay not be

ef fective.

Consi derati on should be given in design to the use
of a ASTM A 572/ A 572M hi gh-strength steel sheet

piling where econonmical. In floodwall applications
the al |l owabl e worki ng stress should not exceed 0.5
of the yield strength of the steel. |n other

applications the all owabl e working stress should not
exceed 0.6 of the yield strength of the steel

Al um num sheet piling sections are suitable for use
in applications requiring noderate bending

resi stance and mninmal design interlocked joint
strength in tension. Non-draining, clay-nmuck soils
and soils and water with a ph outside the range of
4.5 to 8.5 and containing chlorides, sulfates or
heavy netals (copper, lead, tin, nercury and cobalt)
are corrosive to alum num and shoul d be avoi ded.
Protective coatings or cathodic protection can be
used to provide |longer service life to alum num
piling in corrosive environments.

Rk Ik kR IR R R I kO S S R Rk Rk S Rk Ik kS b O I R I R

Met al sheet piling shall be [hot-rolled steel sections conforming to |

ASTM A 328/ A 328N] [ASTM A 572/ A 572N, Grade [ 1, [Type [ 11 [,
interlocked joint strength in tension as shown]] [ASTM A 690/ A 690N [,
interlocked joint strength in tension as shown]] [hot-rolled, |ight-duty

steel sections conformng to ASTM A 572/ A 572, Grade 50.]] [col d-forned
steel sections formed fromhot-rolled steel neeting the chem cal and
nechani cal requirenents of [ASTM A 328/ A 328N] [ ASTM A 572/ A 572V, G ade
[ 1, Type [ 11 [ASTM A 690/ A 690N]] [cold-forned, |ight gauge stee
sections conforming to ASTM A 857/ A 857N, Gade [___ 11 [extruded al um num
sections fabricated from al um num conform ng to [ASTM B 221N ASTM B 221,] [
ASTM B 308/ B 308N,] Alloy 6061, Tenper T6.] For protection of sheet

piling, coat it in accordance with Section [09 97 13.26 COATI NG OF STEEL
WATERFRONT STRUCTURES] [09 97 02 PAINTI NG HYDRAULI C STRUCTURES] [ and]

[ provide cathodic protection in accordance with Section [26 42 13.00 20
CATHODI C PROTECTI ON BY GALVANI C ANODES] [or] [26 42 19.00 20 CATHODI C
PROTECTI ON BY | MPRESSED CURRENT] [26 42 17.00 10 CATHODI C PROTECTI ON SYSTEM
(1 MPRESSED CURRENT)] [

1.1 I nterl ocks
The interlocks of sheet piling shall be free-sliding, provide a swing angle

suitable for the intended installation but not |ess than 5 degrees when
i nterl ocked, and maintain continuous interlocking when installed.
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2.1.2 CGeneral Requirenents

Rk bk bk A IR R R Sk O O S R S AR R Rk O o O IR Ik S I S b R R

NOTE: The following tables list section properties
of sheet piling that may be commercially avail abl e.
Desi gners shoul d contact suppliers to verify current
availabilities and lead tinmes. Based upon the
design requirenents for each piling section select
the nost suitable corresponding section fromthese
tabl es or other commercial sources and place the
pertinent section properties of this section on the
drawi ngs as m ni mum requi renents.

HOT- ROLLED STEEL SECTI ONS

| | | SECTI ON| | | M NI MUM | NTERLOCKED
| | | MODULUS| WEI GHT | WEI GHT | JOI NT STRENGTH
| NOM NAL|. | PER LIN| PER SQ | PER LIN I N TENSI ON
| WEB |NOMNAL| FT OF |[FT OF | FT OF | (LBS PER LIN IN)
| THCK SYWDTH | WALL | WALL | PILING | A572, |
SECTION (IN) | (IN |(CUIN| (LBS) | (LBS) | | GR50,| GR60
| | | | | | A328 | A690 | A572
I I I I I I I I
Pz22 | 0.375|22.00 | 18.1| 22.0| 40.3 | | |
PZC13 | 0.375 |27.88 | 24.2 | 21.7 | 50.4 | | |
PZCl4 | 0.420 |27.88 | 26.0| 23.7 | 55.0 | | |
Pz27 | 0.375 |18.00 | 30.2 | 27.0| 40.5 | | |
PZC18 | 0.375 |25.00 | 33.5| 24.2 | 50.4 | | |
PZCl9 | 0.420 |25.00 | 36.1| 26.4 | 55.0 | | |
PZC25 | 0.485 |27.88 | 45.7 | 29.9 | 69.4 | | |
PZC26 | 0.525 |27.88 | 48.4 | 31.8 | 73.9 | | |
Pz35 | 0.500 |22.64 | 48.5| 35.0]| 66.0 | | |
PzZC28 | 0.570 |27.88 | 51.3 | 34.0| 79.0 | | |
Pz40 | 0.500 |19.69 | 60.7 | 40.0 | 65.6 |
PS27.5 | 0.400 |19 69 | 1.9 | 27.5| 45.1 |16, 000| 20, 000]
PS31 | 0.500 |19.69 | 1.9 | 31.0| 50.9 |16, 000| 20, 000| 24, 000
COLD- FORVED STEEL SECTI ONS
| | | SECTION | |
| | | MODULUS | WEIGHT | EIGHT
| NOM NAL | NOM NAL| PER LIN FT| PER SQ FT |PER LIN FT
| THICKNESS| WDTH | OF WALL | OF WALL |OF PILING
SECTION | (IN | (IN | (CQUIN | (LBS) | (LB9)
I I I I I
Cz-67 | 0.217 | 21.65| 10.70 | 13.72 | 24.76
Cz-72 | 0.236 | 21.65| 11.68 | 14.83 | 26.70
Cz-84 | 0.276 | 21.65| 13.62 | 17.21 | 31.05
CZ-95RD | 0.307 | 21.65| 15.16 | 19.00 | 34.28
Cz-95 | 0.315 | 21.65| 15.53 | 19.46 | 35.15
Cz-101 | 0.335 | 21.65| 16.50 | 20.70 | 37.37
Cz-113 | 0.375 | 21.65| 18.79 | 23.10 | 41.70
Cz-114RD| 0.315 | 24.02 | 29.76 | 21.88 | 43.80
Cz-114 | 0.335 | 24.02 | 31.62 | 21.88 | 43.83
Cz-128 | 0.375 | 24.02 | 35.34 | 26.22 | 52.28
Cz-141 | 0.413 | 24.02| 39.06 | 28.88 | 57.92
CZ-148 | 0.433 | 24.02 | 40.92 | 30.31 | 60.68
Sz-222 | 0.312 | 22.00 | 26.7 | 22.1 | 40.4
Sz-24 | 0.340 | 22.00 | 29.0 | 24.1 | 44.1
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COLD- FORMED STEEL SECTI ONS

| | | SECTION | |
| | | MODULUS | WEIGHT | WEIGHT
| NOM NAL | NOM NAL| PER LIN FT| PER SQ FT |PER LIN FT
| THICKNESS| WDTH | OF WALL | OF WALL |OF