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NOTE: This gui de specification covers the
requirenents for central nonitoring services for
el ectronic security systens.

Edit this guide specification for project specific
requi renents by addi ng, deleting, or revising text.
For bracketed itens, choose applicable itens(s) or
insert appropriate information

Renmove information and requirenents not required in
respective project, whether or not brackets are
present.

Comment s and suggestions on this guide specification
are wel come and should be directed to the technica
proponent of the specification. A listing of
techni cal proponents, including their organization
designation and tel ephone nunber, is on the Internet.

Recommended changes to a UFGS should be subnmitted as
a Citeria Change Request (CCR)

EE R R R S I R R R O I R R R R R S R R I R R R S R R S R R

PART 1 GENERAL

EE IR I Sk S S O Sk S I O R R Rk I S kS I I R R R Ik S S I O S R Sk I S O
NOTE: This guide specification specifies nonitoring
facility criteria. This specification does not
cover requirenments pertaining to the installation of
alarm systenms at a protected site nonitored by a
central nonitoring facility.

A nonitoring facility, as used in this docunent, is
a building, an office, or a suite of offices that
houses the security systemcentral station and
nonitoring personnel. In this type system the
operation of alarmdevices and electrical circuits
is automatically signaled to, recorded, nmintained,
and supervised froma central station with persons
in attendance at all tines. These persons nonitor
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the signals and dispatch the response force to any
unaut hori zed entry into the protected area.
Connection of alarm equi pnent to the centra
nmonitoring facility may be over |eased tel ephone
conpany |ines.

EE R R R S R I R R I R S R R R R O S R R I R R R R O R R R

1.1 REFERENCES

IR R R R E R RS EEEEEREEEEEEEEEREEEREREEEREEEREEEREEREREEEREEEEEEEEEEEEEREEEEEEREEEEE SRS

NOTE: This paragraph is used to list the
publications cited in the text of the guide
specification. The publications are referred to in
the text by basic designation only and listed in
thi s paragraph by organization, designation, date,
and title.

Use the Reference Wzard' s Check Reference feature
when you add a RI D outside of the Section's
Reference Article to automatically place the
reference in the Reference Article. Al so use the
Ref erence Wzard's Check Reference feature to update
the issue dates.

Ref erences not used in the text will automatically
be deleted fromthis section of the project

speci ficati on when you choose to reconcile
references in the publish print process.

EE R R R S I R R I R I R I R S R R R R S R R I R I R R R R R R

The publications listed below forma part of this specification to the
extent referenced. The publications are referred to within the text by the
basi ¢ designation only.

U. S. DEFENSE | NTELLI GENCE AGENCY (DI A)

DIA DCID 6/9 (2002) Director of Central Intelligence
Directive No. 6/9

U S. DEPARTMENT OF DEFENSE ( DOD)
DOD 5100. 76-M (2000) Physical Security of Sensitive
Conventional Arns, Ammunition, and

Expl osi ves

DOD 5220. 22-M (2006) National Industrial Security
Program Oper ati ng Manual (N SPOV

UNDERWRI TERS LABORATORI ES (UL)

UL 1981 (200; R 20083) Standard for Centra
Station Autonmation Systens

UL 2050 (2003; 4th Edition) National I|ndustrial
Security Systens

UL 827 (2008) Standard for Central Station Al arm
Servi ces
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2  SYSTEM DESCRI PTI ON
2.1 CGeneral System Description

Provide central nonitoring services, including associated facilities,

equi prent, appurtenances and trained personnel for the service of renotely
noni toring alarmsystens and taking actions as appropriate. The centra
monitoring facility shall be capable of nmonitoring security related alarm
systens and shall be in conpliance with UL 827, Central Station Al arm
Services, and UL 2050, National Industrial Security Systens, for protection
of National Security Information. The central nonitoring facility shall be
staffed and in operation at all tines.

[1.2.2 Redundant Mnitoring Facility

IR R R R E R RS EEEEEREEEEEEREEEREEEREREEEREEEEEEREEEEEEREEEEEEEEEEEEEREEEEEEREEEEE SRS

NOTE: A redundant nonitoring facility is typically
not necessary. Facilities neeting UL requirenents,
have redundancy on critical systens and are

i nherently reliable. However, requiring a redundant
facility would allow signals to be rerouted in the
event of a disaster at the primary nonitoring
facility with the break in the continuity of

noni toring service being mnimzed. Requiring a
redundant nonitoring facility should be based on the
i nportance of the protected site. Designer should
confirmwith the owner of the protected site as to
whet her a redundant nmonitoring facility is required.

Practices that are currently in use in the alarm

i ndustry would route alarmsignals to a facility
that is staffed and operating. Thus, it is
unnecessary to pernit an extensive break in the
continuity of nonitoring service. The designer
shoul d consider what length of tinme is acceptable
for a break in the continuity of nonitoring service

based on the protected site being nonitored.
EE IR R I Sk S b I S I I R R R Rk I S Sk S Ik I kSR Ik S S I S R Sk I S O

Provide a redundant nonitoring facility in addition to the primary
nonitoring facility in the event that the primary nonitoring facility is
disabled. In that case, reroute all alarmsignals to the redundant
nonitoring facility such that there is [no] [less than a 15 minute] [less
than a thirty mnute] [__ ] break in the continuity of nonitoring
service. The redundant facility, when manned, shall neet the requirenents
covered in this specification for the primary nonitoring facility.

11.3 SUBM TTALS

Rk bk bk R IR R R Sk O O e S R S AR Rk R R Rk I ok O kI R R I O b I R

NOTE: Review submittal description (SD) definitions
in Section 01 33 00 SUBM TTAL PROCEDURES and edit
the following list to reflect only the subnmttals
required for the project. Submittals should be kept
to the minimumrequired for adequate quality control

A“G following a subnmittal itemindicates that the

submittal requires Governnent approval. Sone
submittals are already marked with a “G'. Only
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delete an existing “G' if the subnittal itemis not
conpl ex and can be reviewed through the Contractor’s
Quality Control system Only add a “G if the
submittal is sufficiently inportant or conplex in
context of the project.

For submittals requiring Government approval on Arny
projects, a code of up to three characters within
the submittal tags nay be used following the "G
designation to indicate the approving authority.
Codes for Arny projects using the Resident
Managenment System (RMB) are: "AE" for
Architect-Engineer; "DO' for District Ofice

(Engi neering Division or other organization in the
District OOfice); "AO for Area Ofice; "RO for
Resident O fice; and "PO' for Project O fice. Codes
following the "G' typically are not used for Navy,
Air Force, and NASA projects.

Choose the first bracketed itemfor Navy, Air Force
and NASA projects, or choose the second bracketed
itemfor Arny projects.

EE R R R S I R R I R I R S R R R R R S R R I R R R R R R R R O

CGovernment approval is required for submittals with a "G' designation;
submittals not having a "G' designation are for [Contractor Quality Control
approval .] [information only. Wen used, a designation following the "G
designation identifies the office that will review the submttal for the
CGovernment.] Submit the followi ng in accordance with Section 01 33 00
SUBM TTAL PROCEDURES:

SD-07 Certificates

Hiring practices outline[; Q[; G [____ ]

Central Station Operator Certificates[; C[; G [___ 11
In-house training outline[; C[; G [_____ 11
AlarmHistory Report[; CI[; G [___ 11

UL Certificate of Conpliance[; C[; G [____ 11
Notarized Affidavit[; CG[; G [_____ 1]

Proof of insurance[; CQ[; G [_____ 1]

Qperating procedure plan[; CI[; G [___ 11

Certificates of conpliance, as specified.
1.4  QUALITY ASSURANCE

1.4.1 Monitoring Facility Personnel Hiring Practices

EE R R R kR S I R R R I I O R R R R O S R R R I R I R I O R I R I

NOTE: Hiring practices are typically incorporated
that lead to enpl oyi ng upstanding and reliable
per sonnel .

EE R R R S I R I R R I R S R I R R R S R I R I R R R R R S R R R O

Denonstrate the existence of a pre-hire screening process. Satisfactory

results for each segnent of the screening process shall be a requirenent

for any enmpl oynment opportunity. The process shall, at a mninmm include
the follow ng segnents:

SECTION 28 20 02 Page 5



felony conviction screening

drug screening

previ ous enpl oynent statement verification
[a two-year degree]

[ 1]

Submit a hiring practices outline detailing the pre-hire screening
practices currently in place.

Pooop

1.4.2 Monitoring Facility Operator Qualifications

Each nonitoring facility operator assigned to nonitor alarns under this
contract shall be qualified as specified in this section.

1.4.2.1 Central Station Operator Certificates

Monitoring facility operators shall be Security Industry Association (SIA)
trained and certified as Central Station Operators. Submt the nonitoring
facility operators' current Central Station Operator Certificates verifying
that each nmonitoring facility operator has conpl eted and passed the SIA
Central Station QOperator course.

1.4.2.2 I n- House Traini ng

Train nonitoring facility operators on facility specific equi pnent and
policies. Submit an in-house training outline detailing facility specific
training requirenents that each nonitoring facility operator nust conplete.

1.4.3 Regul at ory Requi renents

EE R R R I R R R I I O R R R Ok S R R I R I R I O R I O

NOTE: UL 827, Central Station Alarm Services is the
UL standard that covers central nonitoring
facilities. Under UL 827, three categories exist.
Each category is identified by its UL Category
Control Number (CCN). The categories and their
respective CCN are as foll ows:

Protective Signal Services - Central Station (UUFX)
Burglar Alarm Systens - Central Station (CPVX)
Monitoring Station, Residential (CVSU)

Wiere the asset(s) to be nonitored consist(s) only
of one or any conbination of the follow ng three
cases, onmit the paragraph bel ow and include
paragraph titled: Central Mnitoring of High
Security Assets, bel ow.

1. The asset(s) is(are) under the authority of the
National |ndustrial Security Program

2. The asset(s) is(are) Sensitive Conpartnented
I nf or mati on.

3. The asset(s) is(are) Arns, Ammunition and

Expl osi ves.
EE IR I Sk S S O S S S I R R R Rk I I S kS Ik I kR Ik S S I S R Sk I O

Al alarnms nonitored under this contract shall be recei ved and handl ed on
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systens and at facilities that are in conpliance with regul atory
requirenments specified in this section.

.4.3.1 Security Al arm Systens

Provide a nonitoring facility that is in conpliance with UL 827, Centra
Station Alarm Services. Determine conpliance by a UL-Listing in any of the
followi ng three categories:

a. UUFX (Protective Signal Services - Central Station)
b. CPVX (Burglar Alarm Systens - Central Station)
c. CVSU (Mnitoring Station, Residential)

Substantiate UL-Listing in any of the above categories by submitting the
associated UL Certificate of Compliance.

1.4.3.2 Central Monitoring Facility Staffing

EE IR R R I R R I I R R R I I O R R R R Ok S R R R R R I R I I O R O

NOTE: UL reviews the actions taken in response to

al arm signal s generated by UL certificated al arm
systens. UL does not review the handling of alarm
signals that are not generated from UL certified
alarm systenms. UL only addresses alarmsignals from
non-certified alarmsystens if they interfere with
the handling of alarmsignals fromUL certified

al arm systenms. The handling of alarmsignals is
affected by the central nmonitoring facility

staffing. Specify an alarmhistory report be
submitted prior to selecting a central nonitoring
facility to verify that the nmonitoring facility is
staffed such that all alarnms have been acknow edged
and a response to the alarm has been initiated
within 45 seconds per UL 1981.

Select item"a." to require conpliance to the 45
second staffing requirement. Select item"b." to
exceed the 45 second staffing requirenent and
specify a newtime in the bl ank space provided.

IR R R R R R RS EEEEEREEEEEEREEEREEEREREEEREEEREEEREEEREEEEREEEEEEEEEEEEEREEEEEEREEEEEERS

UL 1981 requires nmonitoring facility staffing be such that all alarm
signal s be acknow edged and the appropriate dispatch or verification action
be initiated not nore than 45 seconds after the nonitoring facility

recei ver acknow edges to the alarm panel at the protected site that the

al arm si gnal has been received (receiver kiss-off signal).

a. [Staffing at the central nonitoring facility shall be such that it
is in conpliance with UL 1981.]

b. [Staffing at the central monitoring facility shall exceed
requirenents in UL 1981. Staffing shall be such that all alarmsignals
be acknow edged and the appropriate dispatch or verification action be
initiated not nore than | ] seconds after the nmonitoring facility
recei ver acknow edges to the alarm panel at the protected site that the
al arm si gnal has been received (receiver kiss-off signal).]

Submit an alarmhistory report listing all alarns received on [specify
unannounced date here] between [specify start tine here] and [specify end
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time here]. The date, tinme, and type (such as burglar, panic, trouble) of
each received alarmsignal as well as the date and tine at which the
operator initiated a response (such as verification or dispatch) shall be
included in the report.

[1.4.3.3 Central Monitoring of High Security Assets

Rk Rk kR IR R R I kO ke S O R AR Rk R R R Rk O ok O I R R I O I b R R o

NOTE: Requirements related to equi pnent at the
protected site as well as data transnission and
response forces are not within the scope of this
gui de specification. The DCID 6/9, N SPOM and the
AA&E manual provide requirements for all aspects of
a security systemincluding installation guidelines,
mai nt enance, and testing of equipnent installed at a
protected site as well as requirenents for
nmonitoring facility operations and staffing.

Not e that inclusion of the paragraph bel ow does not
require conpliance with the sel ected government
security docunment in its entirety (i.e. it does not
i nvoke requirenents related to equi pnent at the
protected site). However, designer nust ensure that
the al arm equi pnment installed at the protected site
conplies with regulatory and UL 2050 requirenents.

The paragraph bel ow should only be included when it
is mandatory that the nmonitoring facility neet
requirenents of the DCID 6/9, N SPOV or the AASE
nmanual .

EE R R R I R R R I I O R R R Ok S R R I R I R I O R I O

Submit a notarized affidavit attesting to conpliance with either of the
follw ng referenced standards:

a. UL 827 and the requirenments of UL 2050, section 7, and of [
DIA DCID 6/9] [DOD 5220.22-V, N SPOM [DCD 5100.76-1V, AAGE Manual] as
applicable to the monitoring facility only, or

b. UL 2050, section 6, and of [DIA DCID 6/9] [DOD 5220.22-V, N SPOM |
DOD 5100. 76-, AA&E Manual] as applicable to the nmonitoring facility
only when the area being nonitored is [under the authority of the

Nati onal Industrial Security Programl [Sensitive Conpartnmented
Information] [Arns, Ammunition and Expl osives].

11.4.4 | nsur ance
Contractor is required to carry not |less than $1,000,000 in genera
l[iability insurance,including coverage for om ssions and errors. Submt
proof of insurance.

1.4.5 Procedur e Devel opnent Conference
Hol d a procedure devel opment conference, prior to the start of alarmsigna

nonitoring. The purpose of this conference is to establish a clear
understating of step-by-step instructions for handling each type of al arm

signal to be nonitored under this contract. Attendees shall include, at a
mnimm a facility manager of the nonitoring facility and appropriate
CGovernment personnel. Topics for discussion shall include: alarmsigna
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types and the correspondi ng operator actions, the order in which operator
actions are taken, Covernnent contact information and alternate Governnent
contact information. Qher topics for discussion may include: when cance
codes are required, alarmlog content, how often an alarmlog wll be
submitted, what signals are to be flagged in the alarmlog, what operator
actions are to be taken if a signal fails to restore, and other topics
deened necessary by the attendees.

1.4.5.1 Schedul i ng and Locati on

Coordi nate the scheduling and | ocation of the procedure devel opnent
conference. Provide notification of scheduling and | ocation information to

[the Government] [_ ] [two weeks] [__ ] prior to the conference date.
Notification information shall include the procedure devel opnent conference
date, time, location, the attendees who will represent the Contractor, and

their titles.

1.4.5.2 Operating Procedure Plan

Rk Ik Sk kR IR R R Ik O R R Rk Rk S R R R O O kS I O I S

NOTE: Select, in the paragraph bel ow, the operating
procedure plan subnittal date relative to the start
of alarmsignal nonitoring or relative to the
procedure devel opment conference

EZE IR R R S I R R I I O R R R Ok S R R I R R R I O R O O

[Prior to the start of alarmsignal nonitoring] [Wthin[__
foll owi ng the procedure devel opnent conference], submt for review a

conpr ehensi ve operating procedure plan detailing alarmsignal types and the
correspondi ng operator actions, the order in which the operator actions are
to be taken, Governnment contact information, alternate Governnent contact

i nformati on, and other relevant topics discussed at the procedure

devel opment conf erence.

1.4.5.3 Pl an Verification

Verify [annual ly] [__ ] with the Governnent, the information in the
operating procedure plan, including Government contact and operating
procedure information. Update and submit the verified plan to the
Gover nment .

PART 2  PRODUCTS (NOT USED)
PART 3  EXECUTI ON
3.1 | NTERFACE

3.1.1 Al arm Si gnal For nat

Rk bk bk R IR R R Sk O O e S R S AR Rk R R Rk I ok O kI R R I O b I R

NOTE: Listed below are several exanples of the
nunerous possible alarmsignal formats. Specify the
alarm signal format(s) corresponding to the

format (s) produced by the alarm systeminstalled at
the protected | ocation

Rk Rk kR IR R R Sk O kb S O I AR R R R Rk O ok O O R IR I bk S A R

Contractor shall be capable of receiving and processing the follow ng alarm
signal [format] [formats].
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[ Radi oni cs BFSK]
[ 1]

3.1.2 Conmuni cati on Means

a. [Adento Contact 1D]
b. [FBI Superfast]

c. [4+1]

d. [4+1 Extended]

e. [SIA

f.

g.

EE R R R S I R I R I R I O I R R R I R S R R I R R R R R S R R R

NOTE: Specify the primary conmuni cati on nmeans and,

i f used, the back-up conmunications neans. In the
bl ank spaces follow ng the listed conmunication
means indicate each as "prinmary" or "back-up", if
used.

EE R R R S R I R R I R S R R R R R S R I R I R R R S R R S R R O

Contractor shall be capable of receiving alarmsignals via the foll ow ng
conmuni cati ons neans.

[dial -up network], [ ]
[cellular network], [ ]

[l ong-range radi o network], [ ]
[Internet (TCP/IP)], [ ]
[leased line (DSL, T-1)], [ ]
[Local Area Network (LAN)], | ]
[Wde Area Network (WAN)], [

[ 1. 1 ]

[3.2 AUDI O VERI FI CATI ON

oSKQ ST OO0 TD

IR R R R E R RS EEEEEREEEEEEREEEREEEREREEEREEEREEEREEEEEEREEEEEEEEEEEEEREEEEEEREEEEE SRS

NOTE: Audio verification capabilities may be
specified if an audio systemw || be used at the

protected site.
ER R IR I I 2 R R R R R I I I R R R R I I R R R R I I R R R R I I I R R R I I I R O I I I R R R R I I I I

Contractor shall be capable of supporting audio alarmverification. Audio
alarmverification support shall be such that, in an alarmevent, an
operator can establish [two-way comunication with a protected site -
simlar to an intercomsystem] [one-way conmunication with a protected
site.] Audio alarmverification shall be such that an operator can use it
to hel p determ ne what dispatch action(s) is (are) appropriate.

1[3.3 VIDEO VERI FI CATI ON

EE R R R kR S I R R R I I O R R R R O S R R R I R I R I O R I R I

NOTE: Video verification capabilities may be
specified if a video systemw ||l be used at the
protected site. This specification assunes video
data is not recorded at the central nonitoring
facility.

Presently, there are no standardized video al arm
verification packages.

Use the first bracketed paragraph below if designer
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will specify information defining the video al arm
verification package. Include information that wll
ensure conpatibility between the protected site and
the central nonitoring facility.

Use the second bracketed paragraph bel ow i f
Contractor is to deternmine video alarmverification
conpatibility between the central nonitoring
facility and the protected site.

IR R R R E R RS EEEEEREEEEEEEEEREEEREREEEREEEREEEREEREREEEREEEEEEEEEEEEEREEEEEEREEEEE SRS

Contractor shall be capable of supporting video alarmverification. Video
alarmverification support shall be such that alarmtriggered video media
can be transmitted to the central station and used by an operator to assess
pre-al arm and post-alarmvideo information. Video alarmverification
support shall be such that it can be used by an operator to hel p determ ne
what dispatch action(s) is (are) appropriate. [Provide resources required
to be capable of nmonitoring the follow ng video alarmverification
package: [ ]] [Determine conpatibility with video alarmverification
systemto be used at the protected site.]

-- End of Section --
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