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MESH TERM TE BARRI ER
08/ 08
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NOTE: This gui de specification covers the
requirenents for mesh termite barrier for ternmte
control. This UFGS is not for a soil treatment.

Edit this guide specification for project specific
requi renents by addi ng, deleting, or revising text.
For bracketed itens, choose applicable itens(s) or
insert appropriate information

Renmove information and requirenents not required in
respective project, whether or not brackets are
present.

Comment s and suggestions on this guide specification
are wel come and should be directed to the technica
proponent of the specification. A listing of
techni cal proponents, including their organization
designation and tel ephone nunber, is on the Internet.

Recommended changes to a UFGS should be subnmitted as
a Citeria Change Request (CCR)
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PART 1 GENERAL
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NOTE: Termite infestation exists throughout the
United States and overseas areas with the exception
of Alaska. Mesh ternite barriers can be prescribed
for installation at all sites where termites are
likely to establish col oni es and nake conceal ed
access to wood construction, when it is deened
appropriate and cost effective.
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1.1 REFERENCES
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NOTE: This paragraph is used to list the
publications cited in the text of the guide
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1

specification. The publications are referred to in
the text by basic designation only and listed in
thi s paragraph by organization, designation, date,
and title.

Use the Reference Wzard' s Check Reference feature
when you add a RI D outside of the Section's
Reference Article to automatically place the
reference in the Reference Article. Al so use the
Ref erence Wzard's Check Reference feature to update
the issue dates.

Ref erences not used in the text will automatically
be deleted fromthis section of the project

speci ficati on when you choose to reconcile
references in the publish print process.
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The publications listed below forma part of this specification to the
extent referenced. The publications are referred to within the text by the
basi ¢ designation only.

ASTM | NTERNATI ONAL (ASTM

ASTM A 478 (1997; R 2008) Standard Specification for
Chrom um Ni ckel Stainless Steel Waving
and Knitting Wre

ASTM A 580/ A 580M (2008) Standard Specification for
Stainless Steel Wre

.2 SYSTEM DESCRI PTI ON
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NOTE: The nesh physically prevents termites from
entering the building.
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Pl ace the stainless steel nesh across all openings to the building
(shrinkage cracks in concrete slabs and built penetrations in slabs and
walls that termtes may use). The mesh shall be bonded to the naterial
surroundi ng the openi ng usi ng bondi ng cenent, when directed by the
Contracting Oficer, after determing that a quality bond can be obtai ned.

A correct and conplete installation with no gaps, penetrations or damage to
the mesh is essential to achieve and effective barrier. Systemlnstallers
shall be trained in the behavior of termtes and the installation

techni ques of the nmesh barrier

3 SUBM TTALS
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NOTE: Review subnmttal description (SD) definitions
in Section 01 33 00 SUBM TTAL PROCEDURES and edit
the following list to reflect only the subnmttals
required for the project. Submittals should be kept
to the mninumrequired for adequate quality control

A“G following a subnmittal itemindicates that the
submittal requires Governnent approval. Sone
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subnittals are already marked with a “G'. Only
delete an existing “G if the subnittal itemis not
conpl ex and can be reviewed through the Contractor’s
Quality Control system Only add a “G if the
submittal is sufficiently inportant or conplex in
context of the project.

For submittals requiring Governnent approval on Arny
projects, a code of up to three characters within
the submittal tags may be used following the "G'
designation to indicate the approving authority.
Codes for Arny projects using the Resident
Management System (RMB) are: "AE" for
Architect-Engineer; "DO for District Ofice

(Engi neering Division or other organization in the
District Ofice); "AO" for Area Ofice; "RO for
Resident O fice; and "PO' for Project Ofice. Codes
following the "G' typically are not used for Navy,
Air Force, and NASA projects.

Choose the first bracketed itemfor Navy, Air Force

and NASA projects, or choose the second bracketed
itemfor Arny projects.

EE R R R S R I R I R R R R R R R R S I R R I R I R R R S R R R R

Covernment approval is required for submittals with a "G designation;

submittals not having a "G' designation are for [Contractor Quality Control

approval .][information only. Wen used, a designation following the "G

designation identifies the office that will review the submttal for the

CGovernment.] Submit the following in accordance with Section 01 33 00

SUBM TTAL PROCEDURES:

SD- 02 Shop Drawi ngs

Installation[; C[; G |

Shop drawi ngs of mesh installation at perineter, joint, and
penetration conditions.

SD- 03 Product Data
Material s
Descriptive data for materials used in this work.
Barrier Mesh

Manufacturer's |abel and Material Safety Data Sheet (MSDS)
proposed for use.

Manuf act urer's gui dance

Manufacturer's installation instruction manual.
Vi sual | nspection Guide

Manuf acturer's visual inspection guide.

Site Verification
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Witten verification that site conditions are as required and
other site work will not disturb the installation

SD- 04 Sanpl es
Barrier Mesh

Sanmpl es of stainless steel nesh to be used in this work, 102 x
102 mm 4 x 4 inches.

SD- 07 Certificates
System Installers

Qualifications of installer's personnel, |evel of accreditation
and the effective tine period of the accreditation |evel

Material s

Witten verification fromthe manufacturer that the materi al
furni shed neets the specified requirenents.

1.4 DELI VERY, STORAGE, AND HANDLI NG

Deliver materials to the site in original, unbroken packagi ng and
containers, with original labels in place. The bonding cenent shall be in
the original sealed containers with all labels intact to include any EPA
designation. Store materials in conformance with manufacturer's
recomrendat i ons.

1.5 WARRANTY
Provide a m ninum 1-year warranty.

PART 2 PRODUCTS
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NOTE: Check with | ocal agencies to determ ne the
| ocal building code requirenments and specifications
to ensure confornmance where required

E R IR I b I b I I I I I I I I I I I I I I I I I b I I I I b I I I I R I I I I I I I I
2.1 MATERI ALS
2.1.1 Asbest os Prohi bition

No asbestos containing materials or equipnent are pernmitted at the job
site. Ensure that materials proposed for the project are ashestos free.

2.1.2 Barrier Mesh
Stai nl ess steel nesh shall conformto ASTM A 478 and ASTM A 580/ A 580N
Type ALAA narine grade 316 stainless steel nesh of 0.18 nm 0.007 inch
dianeter wire with nesh openings of 0.66 x 0.45 mr 0.026 x 0.018 inches.
2.1.3 Accessori es
Par gi ng adhesi ves, bonding cenent, clanps, ties, and other accessories as
recomended by the manufacturer.
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PART 3 EXECUTI ON

3.

3.

IR R R R R R RS EEEEEREEEEEEEEEREEEREREEEREEEEREEEREEEEEEREEEEEEEEEEEEEEREEEEEEREEEEEESE]

NOTE: The stainless steel nmesh nust be installed in
a manner to provide naxi mum protection to the
dwelling. The material provides a physical barrier
to the termtes, thus, preventing entry. A range of
techni ques and material widths may be required to
nmeet site conditions. The designer is required to
determi ne the extent of openings to be covered to
provide quantity estimates for the materia

i nstall ed.
EIR IR R b R S I I I I IR I I I I I R R S I I IR I R I I I I R I I R I I I I R R I S I b b E b I R I I I b I b I b b I I 3 I b b b I

1 SITE VER FI CATI ON
1.1 Site Preparation

Site preparation shall be in accordance with Sections 31 11 00 CLEARI NG AND
GRUBBI NG, 31 00 00 EARTHWORK, 32 92 19 SEEDING 32 92 23 SODDING 32 92 26
SPRI GG NG AND 32 93 00 EXTERI OR PLANTS. Work related to final grades,

| andscape pl antings, foundations, or any other alterations to finished
construction that might alter the condition of the site, shall be
coordinated with this specification. Do not proceed until any

unsati sfactory conditions detrimental to tinely and proper conpletion of
the work have been corrected.

1.2 Ground Preparation

Elimnate ternite food sources by renoving debris fromthe clearing and
grubbi ng operations and constructi on wood scraps such as ground st akes,
form boards, and scrap lunber fromthe work area, before installing the
mesh barrier

.1.3 Verification

Before installing the mesh, verify that final grades are as indicated and
snoot h gradi ng has been conpleted. Soil particles in the work area shal
be finely graded with particles no larger than 25 mm 1 inch and conpacted
to elimnate soil novenment to the greatest degree. The condition of the
site shall neet the manufacturer's recommendations prior to installing the
mesh barrier.

.2 | NSTALLATI ON

Install the nesh barrier in accordance with the manufacturer's
recomendati ons. The stainless steel nmesh shall be lap-jointed 10 to 15 n
0.39 to 0.59 inch. The joint nay be strengthened by using bonding cement a
m ni mum di stance of 500 to 1000 mr 20 to 40 inches along the joint.
Penetrations and shrinkage cracks through concrete slabs shall be sealed as
recomrended.

.3 PROTECTI ON

The installed nesh shall be protected as required or directed.
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3.4 VI SUAL | NSPECTI ON GUI DE

To maintain resistance to termtes, the systemshall be conplete and not

di sturbed, penetrated or damaged during the remaining contract tine

period. The installer shall provide nmanufacturer's guidance for performng
a visual assessment of the installed nesh barrier to ensure the nmesh
barrier provides the designed ternmte physical barrier.

3.5 REPAI RS

If live subterranean termte entry is discovered during the warranty
peri od, provide an evaluation of the site and repair the installed nesh
barrier and any damage occurred, as required.

-- End of Section --
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