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RESI LI ENT FLOORI NG
02/ 09
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NOTE: This gui de specification covers the
requirenents for resilient floor coverings, base
materials, and accessory itens.

Edit this guide specification for project specific
requi renents by addi ng, deleting, or revising text.
For bracketed itens, choose applicable itens(s) or
insert appropriate information

Renmove information and requirenents not required in
respective project, whether or not brackets are
present.

Comment s and suggestions on this guide specification
are wel come and should be directed to the technica
proponent of the specification. A listing of
techni cal proponents, including their organization
designation and tel ephone nunber, is on the Internet.

Recommended changes to a UFGS should be subnmitted as
a Citeria Change Request (CCR)

EE R R R S I R R R O I R R R R R S R R I R R R S R R S R R

PART 1 GENERAL

Rk Rk Rk R R IR R R Sk O O e S O R AR Rk R Rk O kO I R IR R I b I Rk I o

NOTE: Resilient flooring may be used over wood
subfl oor provided that the subfl oor underside is
well ventilated and the installation conforms to the
manuf acturer's recommendati ons. Note that not al
products are recomended for installation over pane
type underl aynment.

Fl ooring such as nonslip tile is not included in
this specification; appropriate wordi ng nust be
added when it is required.

Show | ocation of resilient flooring, including
types, on the draw ngs.

EE R R R S I R I R I R I O I R R R R I O S R R I R I I R S R R S R R R O
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1.1 REFERENCES
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NOTE: This paragraph is used to list the
publications cited in the text of the guide
specification. The publications are referred to in
the text by basic designation only and listed in
thi s paragraph by organization, designation, date,
and title.

Use the Reference Wzard' s Check Reference feature
when you add a RI D outside of the Section's
Reference Article to automatically place the
reference in the Reference Article. Al so use the
Ref erence Wzard's Check Reference feature to update
t he issue dates.

Ref erences not used in the text will automatically
be deleted fromthis section of the project

speci ficati on when you choose to reconcile
references in the publish print process.

EE R R R S I R R I R I R S R R R R R S R R I R R R R R R R R O

The publications listed below forma part of this specification to the

ext ent

referenced. The publications are referred to within the text by the

basi ¢ designation only.

ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

ASTM | NTERNATI ONAL ( ASTM
4078 (2002; R 2008) Wwater Emul sion Floor Polish

5603 (2001; R 2008) Rubber Conpoundi ng

Materials - Recycled Vul cani zate
Parti cul ate Rubber

2129 (2005) Standard Practice for Data

Coll ection for Sustainability Assessment
of Buil ding Products

(2009a) Standard Test Method for Critica
Radi ant Fl ux of Fl oor-Covering Systens
Usi ng a Radi ant Heat Energy Source

1066 (2004) Standard Specification for Vinyl
Conposition Floor Tile

1303 (2004; R 2009) Sheet Vinyl Floor Covering
wi t h Backi ng

1344 (2004; R 2009el1) Rubber Floor Tile

1482 (2004; R 2009el) Installation and

Preparation of Panel Type Underl aynents to
Recei ve Resilient Flooring

1700 (2004) Solid Vinyl Floor Tile

1859 (2004; R 2009el) Rubber Sheet Fl oor
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Covering Wthout Backing

ASTM F 1860 (2004; R 2009el1) Rubber Sheet Fl oor
Covering Wth Backing

ASTM F 1861 (2008) Resilient Wall Base

ASTM F 1869 (2004) Measuring Misture Vapor Em ssion

Rate of Concrete Subfl oor Using Anhydrous
Cal ci um Chl ori de

ASTM F 1913 (2004) Vinyl Sheet Floor Covering Wthout
Backi ng

ASTM F 2034 (2008) Sheet Linol eum Fl oor Coveri ng

ASTM F 2169 (2002; R 2008) Resilient Stair Treads

ASTM F 2170 (2009) Deternmining Relative Humidity in
Concrete Floor Slabs in situ Probes

ASTM F 2195 (2007) LinoleumFloor Tile

ASTM F 710 (2008) Standard Practice for Preparing
Concrete Floors to Receive Resilient
Fl oori ng

GREEN SEAL (GS)
GS- 36 (2000) Comerci al Adhesives
| NTERNATI ONAL ORGANI ZATI ON FOR STANDARDI ZATI ON (| SO

| SO 3813 (2004) Resilient Floor Coverings - Cork
Fl oor Tiles -Specification

SOQUTH COAST Al R QUALI TY MANAGEMENT DI STRI CT ( SCAQVD)

SCAQWD Rul e 1168 (1989; R 2005) Adhesive and Seal ant
Applications

U.S. GREEN BUI LDI NG COUNCI L ( USGBC)

LEED (2002; R 2005) Leadership in Energy and
Envi ronmental Design(tm G een Building
Rating System for New Construction
( LEED- NC)

1.2 SYSTEM DESCRI PTI ON

1.2.1 Local / Regi onal Materials

EE R R R S I R I R R I R S R I R R R S R I R I R R R R R S R R R O

NOTE: Using local materials can help mninze
transportation inpacts, including fossil fuel
consunption, air pollution, and labor. Using

mat eri al s harvested and manufactured within a 800 km
(500 mle) radius fromthe project site contributes
to the following LEED credit: MR5. Coordinate with
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1

Section 01 33 29 LEED(tm) DOCUMENTATION. Use second
option if Contractor is choosing local materials in
accordance with Section 01 33 29 LEED(tm
DOCUMENTATION.  First option will not be used for
USACE projects. Arny projects will include second
option only if pursuing this LEED credit.

EE R R R I I R R R I I O R R R O R R R I R R I O R I O

[Use materials or products extracted, harvested, or recovered, as well as
manuf actured, within a [800] [__ ] km [500] [__ ] mle radius fromthe
project site, if available froma mninumof three sources.] [See Section
01 33 29 LEED(tm DOCUMENTATION for cumul ative total |ocal/recycled
material requirenents. Flooring materials may be locally avail able.]

Fl oori ng and accessories may contain post-consuner or post-industrial
recycl ed content.

2.2 Envi ronnental Data
[Submit Table 1 of ASTM E 2129 for the followi ng products: [_ 1.1

2.3 Fire Resistance Requirenents

EE R R R S I R R I R I R S R R R R R S R R I R R R R R R R R O

NOTE: Choice of critical radiant flux level as it
applies to building type and area of application

will be made in accordance with the |atest edition
of UFC 3-600-01 and NFPA 101. Werever the use of
Cass Il (0.22) watts finish is required, d ass

(0.45) watts will be permitted. Critical radiant
flux will be a mninumaverage of 0.45 watts when
used in corridors in bachelor enlisted quarters,
bachel or officer quarters, hospital, child care
centers, tenporary lodging facilities, and new
construction detention and correctional facilities.
Cenerally the critical radiant flux will be a

m ni mum of 0.22 for corridors of other type
facilities. \Where an approved automatic sprinkler

systemis installed, Cass Il interior floor finish
may be used where Class | floor finish is required,
and where Class Il is required, no critical radiant

flux rating is required. Onit paragraph if not
appl i cabl e.

EE R R R I R S I R R I I O R R R R O S R R R R R R I I O R R I

Provide a m ni mum average critical radiant flux of [0.22] [0.45] watts per
square centimeter for flooring in corridors and exits when tested in
accordance with ASTM E 648.

2.4 O her Submittal Requirenents

Rk Ik kR R IR R R Sk S ke S O R AR Rk R R Rk O o O O R R R IR R I S b I Rk o

NOTE: Drawings are required for projects with floor
patterns.

EE R R R S I R I R I R I R S R R R R O S R R I R R R R R S R R R O

The following shall be submitted in accordance with LEED

a. docunentation indicating percentage of post-industrial and
post - consuner recycled content per unit of product. Indicate relative
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3

dol I ar val ue of recycled content products to total dollar val ue of
products included in project.

b. docunmentation indicating distance between nmanufacturing facility
and the project site. Indicate distance of raw material origin from
the project site. |Indicate relative dollar value of |ocal/regional
materials to total dollar value of products included in project.

c. docunentation indicating type of biobased material in product and
bi obased content. Indicate relative dollar value of biobased content
products to total dollar value of products included in project.

d. docunentation relative to |ocal/regional materials credit in
accordance with LEED Reference Guide. |Include in LEED Docunentati on
Not ebook.

e. docunentation relative to recycled content credit in accordance
with LEED Reference Guide. Include in LEED Docunentati on Notebook.

f. documentation relative to lowenitting materials credit in

accordance with LEED Reference Gui de. I ncl ude in LEED Docunent ati on
Not ebook.

g. docunentation relative to rapidly renewable materials credit in
accordance with LEED Reference Guide. |Include in LEED Docunentation
Not ebook.

SUBM TTALS

EE R R R S I R I R I I R R S R R R R R R S R R I R I R R R R S R R R

NOTE: Review subnittal description (SD) definitions
in Section 01 33 00 SUBM TTAL PROCEDURES and edit
the following list to reflect only the submttals
required for the project. Submttals should be kept
to the mininmumrequired for adequate quality control.

A“G following a subnmittal itemindicates that the
submittal requires Governnent approval. Sone
submittals are already marked with a “G'. Only
delete an existing “G if the subnittal itemis not
conpl ex and can be reviewed through the Contractor’s
Quality Control system Only add a “G if the
submittal is sufficiently inportant or conplex in
context of the project.

For submittals requiring Governnent approval on Arny
projects, a code of up to three characters within
the subnmittal tags nay be used following the "G'
designation to indicate the approving authority.
Codes for Arny projects using the Resident
Managenment System (RMB) are: "AE" for
Architect-Engineer; "DO' for District Ofice

(Engi neering Division or other organization in the
District OOfice); "AO" for Area Ofice; "RO' for
Resident O fice; and "PO' for Project Office. Codes
following the "G' typically are not used for Navy,
Air Force, and NASA projects.

Choose the first bracketed itemfor Navy, Air Force
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and NASA projects, or choose the second bracketed
itemfor Army projects.

Rk bk bk A IR R R Sk O O S R S AR R Rk O o O IR Ik S I S b R R

CGovernment approval is required for submttals with a "G' designation;
submittals not having a "G' designation are for [Contractor Quality Control
approval .] [information only. Wen used, a designation followi ng the "G'
designation identifies the office that will review the submttal for the
CGovernment.] Submit the followi ng in accordance with Section 01 33 00
SUBM TTAL PROCEDURES:

SD- 02 Shop Drawi ngs
Resilient Flooring and Accessories[; C[; G [
SD- 03 Product Data

Resilient Flooring and Accessories[; C[; G [
Adhesi ves; (LEED)

Vi nyl Conposition Tile

Sheet Vinyl Flooring

Rubber Tile

Rubber Sheet Fl ooring

Solid Vinyl Tile

Cenent - Fi ber Board

Wal | Base

Stair Treads, Risers and Stringers
Local / Regi onal Materi al s]

Envi ronnment al Dat a]

Sheet Li nol eun]

Linoleum Til e

Cor k

SD- 04 Sanpl es

Resilient Flooring and Accessories[; C[; G [
SD-06 Test Reports

Moi sture, Alkalinity and Bond Tests[; C][; G [___ 11
SD- 08 Manufacturer's Instructions

Surface Preparation[; C[; G [___ 11
Installation[; C[; G [

SD-10 Operation and Mi ntenance Data

Resilient Flooring and Accessories[; C[; G [
SD- 11 C oseout Submittals

Local / Regi onal Materi al s]

Resilient Flooring and Accessories

Adhesi ves

Sheet Li nol eum

Linoleum Til e
Cor k
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4 DELI VERY, STORAGE, AND HANDLI NG

Rk bk bk A IR R R Sk O O S R S AR R Rk O o O IR Ik S I S b R R

NOTE: WMaterials which are woven, fibrous, or porous
in nature have a high capacity to adsorb VOC

em ssions; for instance, acoustical ceilings,

carpet, textiles, and unprimed gypsum wall board.

If specifying porous materials include bracketed
text and indicate materials to be protected.

IR R R R E R RS EEEEEREEEEEEEEEREEEREREEEREEEREEEREEREREEEREEEEEEEEEEEEEREEEEEEREEEEE SRS

Deliver materials to the building site in original unopened containers
bearing the manufacturer's nanme, style nane, pattern col or name and nunber,
production run, project identification, and handling instructions. Store
materials in a clean, dry, secure, and well-ventilated area free from
strong contam nant sources and residues with anbient air tenperature

mai nt ai ned above 20 degrees C 68 degrees F and bel ow 30 degrees C 85
degrees F, stacked according to manufacturer's reconmendati ons. Renpve
resilient flooring products from packaging to allow ventilation prior to
installation. Protect materials fromthe direct flow of heat fromhot-air
registers, radiators and other heating fixtures and appliances. Observe
ventilation and safety procedures specified in the MSDS. Do not store
rubber surface products with materials that have a high capacity to adsorb
vol atil e organi c conpound (VOC) emissions, including [ ]. Do not store
exposed rubber surface materials in occupied spaces. [Do not store [__ ]
near materials that may offgas or emit harnful funmes, such as kerosene
heaters, fresh paint, or adhesives.]

.5 ENVI RONMVENTAL REQUI REMENTS

Maintain areas to receive resilient flooring at a tenperature above 20
degrees C 68 degrees F and bel ow 30 degrees C 85 degrees F for 3 days
before application, during application and 2 days after application, unless
otherw se directed by the flooring manufacturer for the flooring being
installed. Mintain a nmninmmtenperature of 13 degrees C 55 degrees F
thereafter. Provide adequate ventilation to renove noisture from area and
to conply with regulations Iimting concentrations of hazardous vapors.

.6 SCHEDULI NG

Schedul e resilient flooring application after the conpletion of other work
whi ch woul d damage the finished surface of the flooring.

.7 WARRANTY

Provi de manufacturer's standard performance guarantees or warranties that
ext end beyond a one year peri od.

8 EXTRA MATERI ALS

Rk Ik kR R IR R R Sk S ke S O R AR Rk R R Rk O o O O R R R IR R I S b I Rk o

NOTE: To ensure nmatching flooring that may becone
damaged and require spot replacenent, a supply of
extra flooring of sanme types, colors and dye lot is
recomended. Coordinate requirenment for extra stock

wi th custoner; warehousi ng may not be avail abl e.
EE IR I Sk S S O S S S I R R R Rk I I S kS Ik I kR Ik S S I S R Sk I O

Provide extra flooring material of each color and pattern at the rate of
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[r_ ] [5] tiles for each 1000 tiles] [and] [[___ ] [0.5] square m [5]
square feet for each 92 square m 1000 square feet of sheet flooring]
installed. Provide extra wall base material composed of 6 nm 20 |linear feet
of each type, color and pattern. Package all extra materials in origina
properly marked contai ners bearing the manufacturer's nane, brand nane,
pattern col or nanme and nunber, production run, and handling instructions.
Provide extra materials fromthe sane |lot as those installed. Leave extra
stock at the site in location assigned by Contracting Oficer.

PART 2 PRODUCTS

EE R R R S I R I R I R I O I R R R I R S R R I R R R R R S R R R

NOTE: Appropriate flooring material should be
det ermi ned by:
- Amount and type (foot, cart, wheelchair, etc.)
of traffic
- Abr asi veness of local soil conditions
- Exposure to water, chem cals, grease, and burns
- Exposure to in-use danage (cuts, tears, gouges)
- Exposure to direct sunlight (fading potential)
-Anticipated type of and frequency of maintenance
- Cost of nmmintenance
- Appear ance expectations
Verify proposed use of flooring with manufacturer's
reconmendati ons.

Sheet flooring should be considered for areas such
as health care facilities due to the reduced anount
of seans. Seam wel ded sheet flooring wthout
backi ng provides a nonolithic floor inpervious to
noi sture penetration.

Speci fy special adhesive for resilient flooring
installed on floors with radiant heating, wet areas
and areas with heavy rolling | oads.

If more than one type of resilient flooring is
required, a separate paragraph for each type will be
used. Each type will be designated with a letter or
nunber synmbol. Use the sanme synbols to key flooring
to locations on the drawings and in Section 09 06 90
COLOR SCHEDULE. Delete reference to type synbol if
not used.

VOC em ssions fromthe wax and strip cycle required
by many flooring products nay far exceed the VOC
em ssions that follow installation

Use of materials with recycled content, cal cul ated
on the basis of post-industrial and post-consuner
percentage content, contributes to the foll ow ng
LEED credit: MM4. Coordinate with Section 01 33 29
LEED(t m) DOCUMENTATI ON. Designer nust verify
suitability, availability and adequate conpetition
(including verification of bracketed percentages
included in this guide specification) before
speci fyi ng product recycl ed content requirenents.
Use second option if Contractor is choosing recycled
content products in accordance with Section 01 33 29

SECTION 09 65 00 Page 10



LEED(tm) DOCUMENTATION. Arny projects will specify
recycl ed content exceeding EPA requirenents only if
pursuing this LEED credit.

Rk kI R S R Sk I Sk O SR o o R SRR Sk Rk R RO O S O S O R e R S S A R

2.1  VINYL COWPOSI TION TILE [TYPE [AI[___ 1]

Rk Rk b Sk R R R R Sk S Sk O S R SR S Sk Sk S S R R O Sk kS S I S Rk S O

NOTE: The 3.2 mm (1/8 inch) thick vinyl conposition
tile (VCT) should be utilized in high traffic
commercial type installations.

Solid color tiles are tiles with uniform col or

t hroughout. These are reconmended for use as an
accent only in snmall quantities and not as the floor
field color. These tiles do not hide soiling well
and show scratches easily.

Through pattern tiles are tiles with patterning
di stributed through the entire thickness.

Ingredients in vinyl flooring include polyvinyl
chloride (PVC) which is made from petrol eum
chlorine fromsalt, and plasticizers. Vinyl
flooring nade from 100 percent recycl ed-content PVC
is available in tile and plank sizes.

Rk Rk S kR R Rk O kR A S R S O o O O R R R Rk o

Conformto ASTM F 1066 [Class 1, (solid color tile),] [Class 2, (through
pattern tile),] Conposition 1, asbestos-free, [300] [ ] mr [12] |
inch square and [2.4] [3.2] mr [3/32] [1/8] inch thick. Provide color and
pattern uniformy distributed throughout the thickness of the tile. Tile
shal |l contain a mninmumof [90] [100] [ ] percent recycled materi al

]

2.2  SHEET VINYL FLOORI NG [ TYPE [A][ 11

EE IR IR R R I I R R I I O R R R R Ik S R Sk I R I Rk I R R I I

NOTE: Not all sheet vinyl flooring is avail able
wi th chenically bonded and/or heat wel ded seans.
Research avail abl e products and coordinate with

facility requirenents.

100 percent recycled PVC flooring will neet accepted
i ndustry standards at a mininum Designer nust
verify conpliance with ASTM F 1303 before
specifying. Determ ne appropriate product technica
requi renents and/or referenced standards for
reliable products and include in this paragraph

EE IR R R R I I R I I R R I R R Ok S R kI R Rk I R R S

Conformto [ASTM F 1303, Type |, Grade 1, [C ass A-non-asbestos fornul ated
fibrous backing] [or] [C ass B-nonfoaned plastic backing] (mninumwear

| ayer thickness 0.5 mr 0.020 inch and m nimum overal |l thickness 2 nmmr 0.080
inch) and a mninmum [1800 mr 6 feet] [3660 mr 12 feet] wide.] [ ASTMF 1303,
Type I'l, Grade 1, without backing (m nimum wear |ayer thickness 2 mr 0.080
inch and mi ni mum overal |l thickness 2 mr 0.080 inch), and a m ninur 1800 nm

6 feet wide. Extend color and pattern through the total thickness of the
material.] [ ASTM F 1303, Type Il, Grade 1, [C ass A non-asbestos

formul ated fibrous backing] [or] [C ass B nonfoaned plastic backi ng]
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(m ni mum wear |ayer thickness 1.27 nmr 0.050 inch and m ni mum over al

thi ckness 2 mm 0.080 inch) and a m ninur 1800 mr 6 feet wide. Extend color
and pattern throughout the thickness of the wear layer.] [ ASTM F 1913,

(m ni mum wear |ayer thickness 1.9 mr 0.075 inch and m ni num over al
thickness 1.9 mr 0.075 inch) and a mninur 1800 mr 6 feet wide. Extend
color and pattern through the total thickness of the nmaterial.] [ Flooring
shal | contain 100 percent post-industrial recycled PVC plastic.] [ See
Section 01 33 29 LEED(tn) DOCUMENTATI ON for cunul ative total recycled
content requirenents. Sheet vinyl flooring may contain post-consumer or
post-industrial recycled content.] As required, provide welding rods as
recommended by the manufacturer for heat welding of joints.

2.3 RUBBER TILE [TYPE [AI[__ 1]

Rk R Sk kR R R Sk O kI S S S R R A Ik O R Rk S S S R R I R

NOTE: Rubber flooring provides slip resistance not
usual ly found with other type floor tiles. Consider
for areas such as stairwell |andings and ranps.
Rubber flooring has a cushioning quality that
reduces | eg weariness and fatigue.

Sone rubber flooring is not resistant to oil and
grease and can perform poorly against certain
reagents and stain spills. Determ ne project needs,
research avail abl e product and add verbiage to
paragraph if rubber flooring needs to be resistant
to oil and grease and perform agai nst certain
reagents and stain spills.

Research avail abl e sizes. Manufacturer's sizes vary
and not all nmanufacturers offer all sizes.

Ingredients in rubber flooring may include either
natural rubber or synthetic materials. Natura
rubber is a renewable raw material that is extracted
fromthe sap of the tropical rubber plant without
harming the plant. Typically, no waxes are required
to maintain rubber floors.

Rubber floor tiles are EPA designated products for
recycled content. See Section 01 62 35

RECYCLED/ RECOVERED MATERI ALS and i ncl ude recycl ed
content options unless designer determ nes that
justification for non-use exists. EPA recycled
content requirenents nmust be addressed in al
projects regardl ess of optional LEED other recycled
content goals. Designer nust verify suitability,
avai lability and adequate conpetition (including
verification of bracketed percentages included in
this gui de specification) before specifying products
nmeeting EPA m ni mumrecycl ed content.

IR R R R R R RS EEEEEREEEEEEEEEREEEREREEEREEEEREEEREEEEEEEREEEEEEEEEEEEEREEEEEEREEEEEEES

Conformto ASTM F 1344 [C ass 1 honpbgeneous] [Class 2 |ayered], [Type A
(solid color)] [Type B (through nottled)], [300] [450] [600] [900] [ ]
mr [12] [18] [24] [36] [ ] inch square. Provide [smooth] [ ]
[raised [round] [square] [dianpbnd] surface studs with chanfered edges.
Provide [high] [low]] stud profile. Provide [3.2] | ] mr [0.125]

[ ] inch overall thickness. [Rubber tile shall contain a m ni mum of
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[90] [100] percent post-consuner recycled material. Wth Vulcanizate
Particul ate Rubber, use recycled tire treads in accordance with ASTM D 5603,
fine mesh size particulate, [Gade 1, 2, or 3] [Gade 4] [Gade 5] [G ade

6]1
2.4  RUBBER SHEET FLOORING [TYPE [A] [ ]

Rk Rk b Sk R R R R Sk S Sk O S R SR S Sk Sk S S R R O Sk kS S I S Rk S O

NOTE: Rubber sheet flooring provides slip

resi stance not usually found with other type floor
tiles. Consider for areas such as stairwell

| andi ngs and ranps. Rubber flooring has a
cushioning quality that reduces | eg weariness and
fatigue.

Sone rubber flooring is not resistant to oil and
grease and can perform poorly against certain
reagents and stain spills. Determ ne project needs,
research avail abl e product and add verbiage to
paragraph if rubber flooring needs to be resistant
to oil and grease and perform agai nst certain
reagents and stain spills.

The follow ng thicknesses of rubber flooring are
reconmended for the traffic type shown: 2.0 mm
(0.080 inch) thickness - lowtraffic; 2.5 nmm (0.100
i nch) thickness - nediumtraffic; 3 nm (0.118 inch)
thi ckness or greater - heavy traffic.

Research avail able wi dths. Mnufacturer's w dths

vary and not all manufacturers offer all sizes.
BRI R I I R R R R R I I R R R R R S I R R R R S I R R R R I S S I I R R R I I I R O S I R R kS I I I

Rubber sheet flooring shall conformto [ASTM F 1859 (fl ooring without
backing), [Type |I honobgeneous] [Type |l layered]] [or] [ASTM F 1860
(flooring with backing), [Type | honopgeneous] [Type Il layered]], [m ninuni
[1 w36 inch] [ ] wide. Provide [snpoth] [enbossed] [ ] surface.
Provide [2] [2.5] [3] | ] nmy [0.080] [0.100] [0.118] [ ] inch
overal |l thickness.[ Rubber sheet flooring shall contain a m nimum of [90]
[100] [__ ] percent post-consuner recycled material. Wth Vul canizate
Particul ate Rubber, use recycled tire treads in accordance with ASTM D 5603,

fine nesh size particulate, [Gade 1, 2, or 3] [Gade 4] [G ade 5] [Gade 6].]

2.5 SCLID VINYL TILE [TYPE [AI[___ 1]

IR R R R R R RS EEEEEREEEEEEEEEREEEEREEEREEEEEEEREEEEEEREEEEEEEEEEEEEREEEEEEREEEEEEE]

NOTE: Plastic floor tiles are an EPA desi gnat ed
product for recycled content. See Section 01 62 35
RECYCLED/ RECOVERED MATERI ALS and i ncl ude recycl ed
content options unless designer determ nes that
justification for non-use exists. EPA recycled
content requirenents nust be addressed in al

proj ects regardl ess of optional LEED other recycled
content goals. Designer nust verify suitability,
avai lability and adequate conpetition (including
verification of bracketed percentages included in
this guide specification) before specifying products
nmeeting EPA m ni mumrecycl ed content.
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2.

100 percent recycled PVC flooring will neet accepted
i ndustry standards at a mininum Designer nust
verify conpliance with ASTM F 1700 before
specifying. Determ ne appropriate product technica
requi renents and/or referenced standards for
reliable products and include in this paragraph

The product Luxury Vinyl Tile is a Class IIl tile.

Rk Rk kR R Rk O kR R SR S R Rk S Sk O o O R R O I R I R R

Conformto ASTMF 1700 [Class | nmonolithic (mninumwear |ayer thickness 3
mr 0. 125 inch and m ni mum overal |l thickness 3 mr 0.125 inch] [C ass ||
printed film mini numwear |ayer thickness 0.50 nmr 0.020 inch and m ni mum
overal | thickness 3 mr 0.125 inch], Type [A (snooth)] [B (enbossed)].

Provide [300] [400] [450] [600] [900] [ ] nmv [12] [16] [18] [24] [36]
[ ] inch square tile. [Tile shall contain a mninmmof [90] [100]
[ ] percent recycled content.]

6  SHEET LINCLEUV [ TYPE [A] [ 11

Rk Rk Sk R IR R Sk S kSR S A R S S S O o O Rk S O S R R o

NOTE: The 2002 Farm Bill - Section 9002, Federa
Procurenment of Biobased Products, requires each
Federal Agency to devel op a procurenent program
which will ensure that itens conposed of biobased
products will be purchased to the maxi mum extent
practicable and which is consistent with applicable
provi sions of Federal procurenent |aw. Bi obased
materials |ike |inoleumshall have preference over
inert or non-recycled alternatives.

Li nol eum contains rapidly renewable materials. Use
of rapidly renewable nmaterials contributes to the
followi ng LEED credit: MR6. Coordinate with Section
01 33 29 LEED(tn) DOCUMENTATI ON.

EE R R R S I R R I R I R R S R R R R R R S I R I R I R I R R R R R R O

Conformto ASTM F 2034 and consi st of a honogeneous |ayer of a mxture of

i nol eum cenment (binder in Iinoleumconsisting of a m xture of |inseed oil
pine rosin, fossil, or other resins or rosins, or an equival ent oxidized

ol eor esi nous binder), cork and/or wood flour, mneral fillers, and pignents
bonded to a jute backing. Provide a mninunm 1800 nm 6 feet w de and
overal | thickness not less than [2.0 nr 0.080 inch] [2.5 nm 0.100 inch] [
3.2 mr 0.125 inch] for linoleum Provide welding rods as reconmended by
the manufacturer for heat wel ding of joints.

.7 LI NOLEUM TILE [TYPE [A[___ 1]

Conformto ASTM F 2195 and consi st of a honogeneous |ayer of a mxture of

i nol eum cenment (binder in Iinoleumconsisting of a m xture of |inseed oil
pine rosin, fossil, or other resins or rosins, or an equival ent oxidized

ol eoresi nous binder), cork and/or wood flour, mneral fillers, and pignents
bonded to a [jute] | ] backing. Provide square tiles a mninum]/[450 mr

18 inch] [__ ] square and overall thickness [2.5 mr 0.100 inch] [__ ]
m ni mum for linoleumtile.
8 CORK

EE R R S I R I R I I R R S R I R R O S I R I R I R I R R S R R R R R
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2.

NOTE: Cork is a sustainably harvested rapidly
renewabl e bi obased resource. Cork granul es used for
cork flooring and |inoleum are by-products from
bottl e-cork manufacturing. Sone cork floors use
synthetic binders in the nanufacturing process and
synthetic finishes to provide nore durable wal ki ng
surfaces. Typically available only in tile form
cork usually provides better sound absorption
characteristics than nost vinyl flooring but is less
durabl e than commercial vinyl and rubber flooring.
Using rapidly renewabl e materials contributes to the
following LEED credit: MR6. Coordinate with Section
01 33 29 LEED(tn) DOCUMENTATI ON.

Rk Ik S R R R R Sk S S O S S R SR o Sk Sk S S R R O S O kR R SRk ko

Conformto | SO 3813, and be [300] | ] mr [12] | ] inches square and
[0.05] [ ] m[3/16]] ] inches to [0.08] [ ] m[5/16] [ ]
inches thick. [Provide cork-faced MDF tongue-and-groove planks with cork
facing.] [ Cork shall contain a minimumof [85] [95] [__ ] percent

bi obased content.] Do not use products made wi th urea-formal dehyde bi nder.

9 WALL BASE

EE R I R S I R I R I I R O R R R R R R R S I R I R R I R R R R R R R O

NOTE: Job formed corners are recomended. The
return on preformed corners is not always |ong
enough to hold the piece in place and the corners
can be knocked off during vacuum ng and ot her

cl eani ng operati ons.

Base is available in different |engths ranging from
1220 mm (4 feet) pieces to 30480 nm (100 feet) or
36576 mm (120 feet) rolls. Availability and rol

| engt hs vary dependent on nmanufacturer. Identify
required length if it inpacts design intent. Sone
manuf acturers of Type TS (vul cani zed t her npset
rubber) base offer only 1220 mm (4 feet) |engths and

not roll goods.
R IR I Sk S S I S S S I I Rk S R Rk S Ik Sk I S R Rk kS S I kS S S Sk O S

Conformto ASTM F 1861, [[Type TS (vul cani zed thernoset rubber)] [or] [Type
TP (thernopl astic rubber)]] [, or] [Type TV (thernoplastic vinyl)], [Style
A (straight - installed with carpet)] [,] [and] [Style B (coved -
installed with resilient flooring)] [, ] [and] [Style C (butt toe cove
installed with 3 mr 1/8 inch thick flooring)]. Provide [100] [150] mm [4]
[6] inch high and a m ninmunm 3.175 mr 1/8 inch thick wall base. Provide
[preforned] [job forned] corners in matching height, shape, and color.|
Rubber shall contain a m ninmmof [90] [100] [__ ] percent post-consuner
recycled material. Wth Vul canizate Particul ate Rubber, use recycled tire
treads in accordance with ASTM D 5603, fine mesh size particulate, [G ade
1, 2, or 3] [Gade 4] [Gade 5] [Gade 6].][ See Section 01 33 29 LEED(tm
DOCUMENTATI ON for cunul ative total recycled content requirenents. Rubber
sheet flooring may contain post-consuner or post-industrial recycled
content.]

10 | NTEGRAL COVE BASE

IR R R R EE RS EEEEEREEEEEEEEEREEEREEEREEEEEEEREEEEEEEREEEEEEEEEEEEEEREEEEEEEREEEEE SRS

NOTE: Integral coves can be used in nany situations
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in which sheet vinyl and I|inoleumflooring are used
to enhance the sanitary capacity inherent in
seanl ess constructi on.

Consi der specifying corner protectors in high
traffic areas and areas that nmay receive sone abuse.

Corner protectors are preferred in nava
install ations.

IR R R R E R RS EEEEEREEEEEEEEEREEREREEEREEEEREEEREEEEEEEREEEEEEEEEEEEEREEEEEEREEEEEEE]

Extend integral coved base for [[sheet vinyl] [and] [sheet |inol euni
flooring up the wall [100] [150] mr [4] [6] inch]. Provide a [vinyl] [or]
[rubber] [clear anodized al um num, [square] [round] cap strip and vinyl,
rubber, or wood fillet strip with a mnimumradius of 19 mv 3/4 inch for
integral coved bases [at perineter and fixed vertical interruptions to
flooring] [as shown]. Provide integral cove of the sane material as
flooring. [Provide inside and outside corner protectors of

_____ ]-col ored anodi zed al um nun] [cl ear anodi zed al um nunj [or]
[plastic] approved by flooring manufacturer.]

11 STAI R TREADS, RI SERS AND STRI NGERS

EE R I R S I R I R I I R O R R R R R R R S I R I R R I R R R R R R R O

NOTE: 100 percent recycled PVC Treads, risers, and
stringers will neet accepted industry standards at a
m ni mum  Designer nust verify conpliance with ASTM
F 2169 before specifying. Determ ne appropriate
product technical requirenents and/or referenced
standards for reliable products and include in this
par agr aph

Rk R Sk Sk R IR R Sk S kO S S S S R S R R Ik O kR R bk R R

Conformto ASTM F 2169, [[Type TS (vul cani zed t hernoset rubber)] [or] [Type
TP (thernopl astic rubber)]] [or] [Type TV (thernoplastic vinyl)]. Conform
to ASTM F 2169 for surface of treads [Class 1 snooth] [[Class 2 raised
[round] [square] [dianond] stud] [ribbed] pattern] [and have [Goup 1
abrasive non-slip strip] [Goup 2 strip for visually inpaired of
contrasting [__ ] color of [sane] [abrasive] material]]. Provide
[square] [or] [round] nosing. Provide either a one piece

nosi ng/tread/riser or a two piece nosing/tread design with a nmatchi ng coved
riser.[ Rubber shall contain a mninumof [90] [100] [__ ] percent

post -consuner recycled material. Wth Vulcanizate Particul ate Rubber, use
recycled tire treads in accordance with ASTM D 5603, fine nmesh size
particulate, [Gade 1, 2, or 3] [Gade 4] [Gade 5] [Gade 6].] [ Vinyl
shal | contain 100 percent post-industrial recycled PVC plastic.] [See
Section 01 33 29 LEED(tn) DOCUMENTATI ON for cunul ative total recycled
content requirenments. [Rubber] [Vinyl] nmay contain post-consuner or
post-industrial recycled content.]

.12 FEATURE STRI P

Provide feature strips with [vinyl conposition tile and conformto

ASTM F 1066, Class 1, (solid color tile),] [rubber tile and conformto
ASTM F 1344 Class 1 honmogeneous] [ ], and be [25 m1 inch] [50 nm2 inch]
[ ] wide, and of thickness to match the flooring.
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2.

2.

13 MOULDI NG

Provi de tapered noul dings of [[vinyl] [or] [rubber]] [[___ ]-col ored
anodi zed al um num [clear anodized alum num and types as recommended by
flooring manufacturer for both edges and transitions of flooring materials
specified. Provide vertical lip on noulding of nmaximumr 6 mr 1/4 inch.
Provi de bevel change in | evel between 6 and 13 nmr 1/4 and 1/2 inch with a
sl ope no greater than 1:2.

14  ADHESI VES

EE R R R S I R I R I R I O I R R R I R S R R I R R R R R S R R R

NOTE: Conformance with South Coast Air Quality
Managenment District (SCAQVWD) Rule 1168 as noted
conplies with LEED requirenents

Adhesi ves nmay be a source of VOCs. Sone styles of
plastic flooring are available in | oose-laid design
(puzzl e pieces that are tapped together with a
rubber nmallet) that can be installed wthout
adhesive. Using | ow VOC products contributes to the
following LEED credit: EQ4. Coordinate with Section
01 33 29 LEED(tnm) DOCUMENTATI ON. Designer nust
verify availability and adequate conpetition
(including verification of bracketed VOCs included
in this guide specification) before specifying
product VOC requirenments. Army projects shal
specify bracketed LEED VOC option only if pursuing
this LEED credit.

EE R R R S I R I R I I R R S R R R R R R S R R I R I R R R R S R R R

Provi de adhesives for flooring, base and accessories as reconmended by the
manuf acturer and conply with |local indoor air quality standards. [Interior
adhesi ves shall neet the requirenents of LEED low emtting materials
credit.] [VOC content shall be |less than [50 grans/L] [the current VOC
content limts of [GS-36] [and] [SCAQVWD Rule 1168]].] Submt

manuf acturer's descriptive data, documentation stating physica
characteristics, and mldew and germ cidal characteristics. Provide
Material Safety Data Sheets (MSDS) for all primers and adhesives to the
Contracting O ficer. Highlight VOC em ssions.

15 SURFACE PREPARATI ON MATERI ALS

Rk Ik kR IR R R O kO e O O I A Rk R R O Rk Ik I kS O O R R o

NOTE: Panel type underlaynents, such as plywod and
hardboard, are specified in Section 06 10 00 ROUGH
CARPENTRY. Coordi nate underlaynments requirenments

wi th the ROUGH CARPENTRY specifications

EE R R R kR S I R R R I I O R R R R O S R R R I R I R I O R I R I

Provi de surface preparation materials, such as panel type underl aynent,
lining felt, and floor crack fillers as recomrended by the flooring
manuf acturer for the subfloor conditions. Conmply with ASTM F 1482 for
panel type underlaynment products. Use one of the follow ng substrates:
[a. Particleboard: As specified in Section 06 10 00 ROUGH CARPENTRY. ]

[b. Fiberboard: As specified in Section 06 10 00 ROUGH CARPENTRY. ]
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[c. Cork: As specified in Section 06 10 00 ROUGH CARPENTRY]

[d. Cement-fiber board: Portland cenent, sand, recycled cellulose[ with a
mnimumof [5] [10] [__ ] percent post-consumer recycled content, or [20]
[40] [___ ] percent post-industrial recycled content].]

[e. Plywood: As specified in Section 06 10 00 ROUGH CARPENTRY. ]

[f. Concrete.]

.16 POLI SH FI NI SH

Provi de polish finish as reconmended by the nmanufacturer and conformto
ASTM D 4078 for polish.

.17 CAULKI NG AND SEALANTS

Provi de caul ki ng and seal ants in accordance with Section 07 92 00 JO NT
SEALANTS.

18 MANUFACTURER S COLOR, PATTERN AND TEXTURE

EE R R R S I R R I R I R S R R R R R S R R I R R R R R R R R O

NOTE: Editing of color reference sentence(s) shal
be coordinated with the Government. Generally the
Section 09 06 90 COLOR SCHEDULE or draw ngs are used
when the project is designed by an Architect or
Interior designer. Color shall be selected from
manufacturer's standard colors or identified in this
specification only when the project has m ninal

fini shes.

When the governnent directs that color be located in
the drawings, a note will be added that states:
"Where color is shown as being specific to one

manuf acturer, an equi val ent col or by another

manuf acturer may be subnitted for approval

Manuf acturers and materials specified are not
intended to limt the selection of equal colors from
ot her manufacturers. The word "color" as used
herein includes surface color and pattern.”

When nore than one type, pattern or color is
specified identify |ocation

When a nmanufacturer's nane, stock nunmber, pattern
and color is specified for color, be certain that
the product confornms to the specification, as edited.

NOTE: Drawi ngs are required for projects with floor
patterns.

IR E R R E R RS EEEEEREEEEEEEEEREEREREEEREEEEEEREEEEEEEREEEEEEEEEEEEEEREEEEEEREEEEE SRS

Provide color, pattern and texture for resilient flooring and accessories
[in accordance with Section 09 06 90 COLOR SCHEDULE] [as indicated on the
drawi ngs] [selected from manufacturer's standard colors] [[___ ]. Color
listed is not intended to linmt the selection of equal colors from other
manuf acturers].[ Provide floor patterns as specified on the [draw ngs
Sheet No. | 11 [ ].1 Provide flooring in any one continuous area
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or replacenent of damamged flooring in continuous area from sane production
run with same shade and pattern. Submit scal ed draw ngs indicating
patterns (including |ocation of patterns and col ors) and di nensi ons.

Submit nmanufacturer's descriptive data and [three] [ ] sanpl es of each
i ndi cated color and type of flooring, base, noul dings, and accessories
sized a mininmun 60 by 100 mm 2-1/2 by 4 inch. Subnmit Data Package 1 in
accordance with Section 01 78 23 OPERATI ON AND MAI NTENANCE DATA.

PART 3 EXECUTI ON

3.

1 EXAM NATI ON

Examine and verify that site conditions are in agreenent with the design
package. Report all conditions that will prevent a proper installation

Do not take any corrective action without witten perm ssion fromthe
Government. Work will proceed only when conditions have been corrected and
accepted by the installer. Subnmit nmanufacturer's printed installation
instructions for all flooring materials and accessories, including
preparati on of substrate, seami ng techniques, and recomended adhesi ves.

.2 SURFACE PREPARATI ON

Provide a snmooth, true, |evel plane for surface preparation of the
flooring, except where indicated as sloped. Floor to be flat to within
4.75 in 3048 mm 3/16 inch in 10 feet. Prepare subfloor in accordance with
flooring manufacturer's recommended instructions. Prepare the surfaces of
i ghtwei ght concrete slabs (as defined by the flooring manufacturer) as
recomended by the flooring manufacturer. Conply with ASTM F 710 for
concrete subfloor preparation. Floor fills or toppings nay be required as
recomended by the flooring nanufacturer. |Install underlaynents, when
required by the flooring manufacturer, in accordance with manufacturer's
recomrended printed installation instructions. Conply with ASTM F 1482 for
panel type underlaynments. Before any work under this section is begun,
correct all defects such as rough or scaling concrete, chal k and dust,
cracks, low spots, high spots, and uneven surfaces. Repair all damaged
portions of concrete slabs as recommended by the flooring manufacturer.
Renove concrete curing and seal er conpounds fromthe slabs, other than the
type that does not adversely affect adhesion. Renove paint, varnish, oils,
rel ease agents, sealers, waxes, and adhesives, as required by the flooring
product in accordance with manufacturer's printed installation instructions.

.3 MO STURE, ALKALINI TY AND BOND TESTS

Determ ne the suitability of the concrete subfloor for receiving the
resilient flooring with regard to moisture content and pH | evel by noisture
and alkalinity tests. Conduct npisture testing in accordance wth

ASTM F 1869 or ASTM F 2170, unl ess otherw se recommended by the flooring
manuf acturer. Conduct alkalinity testing as recomended by the flooring
manuf acturer. Determ ne the conpatibility of the resilient flooring
adhesives to the concrete floors by a bond test in accordance with the
flooring manufacturer's recomendati ons. Subnit copy of test reports for
noi sture and alkalinity content of concrete slab, and bond test stating
date of test, person conducting the test, and the area tested.

.4 PLACI NG VI NYL COVPOSI TI ON, LI NOLEUM AND SCLI D VINYL TILES

Install tile flooring and accessories in accordance with manufacturer's
printed installation instructions. Prepare and apply adhesives in
accordance with manufacturer's directions. Keep tile lines and joints
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square, symmetrical, tight, and even. Keep each floor in true, |eve

pl ane, except where slope is indicated. Vary edge wi dth as necessary to
maintain full-size tiles in the field, no edge tile to be I ess than
one-half the field tile size, except where irregular shaped roons nake it

i npossible. Cut flooring to fit around all permanent fixtures, built-in
furniture and cabi nets, pipes, and outlets. Cut, fit, and scribe edge tile
to walls and partitions after field flooring has been applied.

.5 PLACI NG SHEET VI NYL FLOORI NG

Install sheet vinyl flooring and accessories in accordance with
manufacturer's printed installation instructions. Prepare and apply
adhesives in accordance with manufacturer's printed directions. Provide
square, symetrical, tight, and even flooring lines and joints. Keep each
floor in true, level plane, except where slope is indicated. Cut flooring
to fit around all permanent fixtures, built-in furniture and cabi nets,

pi pes, and outlets. Lay out sheets to mnimze waste. Cut, fit, and
scribe flooring to walls and partitions after field flooring has been
applied.[ Provide [chem cally bonded] [or] [heat wel ded] seans and edges
[inroons [ 1] [shown on the draw ngs] in accordance with the
manufacturer's witten installation instructions. Finish joints flush,
free fromvoids, recesses, and raised areas.] [lInstall flooring with an

i ntegral coved base. ]

.6 PLACI NG SHEET LI NOLEUM FLOORI NG

Install sheet linoleumflooring and accessories in accordance with
manufacturer's printed installation instructions. Prepare and apply
adhesives in accordance with manufacturer's printed directions. Provide
square, symmetrical, tight, and even flooring lines and joints. Keep each
floor in true, level plane, except where slope is indicated. Cut flooring
to fit around all permanent fixtures, built-in furniture and cabi nets,

pi pes, and outlets. Lay out sheets to mnimze waste. Cut, fit, and
scribe flooring to walls and partitions after field flooring has been
applied. Cut seans by overl appi ng or underscribing as reconmended by the
manuf acturer. [Provide heat welded seans [in roons [ 11 [as shown on
the draw ngs] in accordance with there manufacturer's witten installation
instructions.] Finish joints flush, free fromvoids, recesses, and raised
areas. [Install flooring with an integral coved base.]

.7 PLACI NG RUBBER TI LE

Install rubber tile and accessories in accordance with manufacturer's
printed installation instructions. Prepare and apply adhesives in
accordance with manufacturer's printed directions. Provide square,
symmetrical, tight, and even flooring lines and joints. Keep each floor in
true, level plane, except where slope is indicated. Vary w dth of edge
tiles as necessary to maintain full-size tiles, except where

i rregul ar-shaped roonms nakes it inpossible. Cut flooring to fit around,

all permanent fixtures, built-in furniture and cabinets, pipes, and
outlets. Cut, fit, and scribe flooring to walls and partitions after field
flooring has been appli ed.

. 8 PLACI NG RUBBER SHEET FLOORI NG
Install rubber sheet flooring and accessories in accordance with
manufacturer's printed installation instructions. Prepare and apply

adhesives in accordance with manufacturer's printed directions. Provide
square, symmetrical, tight, and even flooring lines and joints. Keep each
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floor in true, level plane, except where slope is indicated. Cut seans by
over | appi ng or underscribing as recommended by the nmanufacturer. Lay out
sheets to minimze waste. Cut flooring to fit around all pernanent
fixtures, built-in furniture and cabinets, pipes, and outlets. Cut, fit,
and scribe flooring to walls and partitions after field flooring has been
appli ed.

3.9 PLACI NG CORK

Cork [tile] [plank flooring] and accessories shall be installed in
accordance with manufacturer's installation instructions. Adhesives shal
be prepared and applied in accordance with manufacturer's directions.
Flooring lines and joints shall be square, symmetrical, tight, and even
Keep each floor in true, level plane, except where slope is indicated.
[Vary width of edge tiles as necessary to maintain full-size tiles in
field, but no edge tile shall be I ess than one-half full size, except where
i rregul ar-shaped roons nakes it inpossible.] Flooring shall be cut to, and
fitted around, all permanent fixtures, built-in furniture and cabinets,

pi pes, and outlets. Flooring shall be cut, fitted, and scribed to walls
and partitions after field flooring has been appli ed.

3.10 PLACI NG FEATURE STRI PS

Install feature strips in accordance with nmanufacturer's printed
installation instructions. Prepare and apply adhesives in accordance with
manuf acturer's printed directions.

3.11 PLACI NG MOULDI NG

Provi de noul di ng where flooring termnation is higher than the adjacent
finished flooring and at transitions between different flooring naterials.
VWhen required, |ocate moul di ng under door centerline. Mulding is not
requi red at doorways where thresholds are provided. [Secure nmoulding with
adhesi ve as recommended by the manufacturer. Prepare and apply adhesives
in accordance with manufacturer's printed directions.] [Anchor al um num
moul ding to fl oor surfaces as recommended by the manufacturer.]

3.12 PLACI NG WALL BASE

Install wall base in accordance with manufacturer's printed installation
instructions. Prepare and apply adhesives in accordance with
manufacturer's printed directions. Tighten base joints and nake even with
adj acent resilient flooring. Fill voids along the top edge of base at
masonry walls with caulk. Roll entire vertical surface of base with hand
roller, and press toe of base with a straight piece of wood to ensure
proper alignment. Avoid excess adhesive in corners.

3.13 PLACI NG STAI R TREADS, RI SERS, AND STRI NGERS

Rk Rk kR R R Sk O kO S S S SRR o S R R S R Rk O kR R R

NOTE: Installation of stringers can be |abor

i ntensive. Dependent on the project requirenents
consi der other stringer finish alternatives, an
exanpl e woul d be a painted stringer

EE IR IR R R I I R R I I O R R R R Ik S R Sk I R I Rk I R R I I

Secure and install stair treads, risers, and stringers in accordance with
manufacturer's printed installation instructions. Cover the surface of
treads and risers[ the full width of the stairs][ within 150 mr6é inch to
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the stair edges]. Provide equal length pieces butted together to cover the
treads and risers for stairs wi der than manufacturer's standard | engths.
[Provide stringer angles on both the wall and bani ster sides of the stairs,
and landing trim]

3.14 PLACI NG | NTEGRAL COVED BASE
Install integral cove base in accordance with nmanufacturer's printed

installation instructions. Prepare and apply adhesives in accordance with
manufacturer's printed directions. Formintegral coved base by extending

the flooring material [100] [150] [__ ] my [4] [6] [___ ] inch onto the
wal | surface. Support cove by a filler. Provide a cap strip at the top of
the base. Fill voids along the top edge of base at masonry walls with

caul k.

3.15 CLEANI NG

EE R R R S R I R R I R S R R R R R S R I R I R R R S R R S R R O

NOTE: Sone activities prefer no-wax nai ntenance;
others prefer waxing. Pre-waxed flooring and
flooring that does not require wax need not be waxed
after installation if properly protected.

Coordi nate any requirenents for application of
polish/floor finish with the end user. Modify

par agraph accordi ngly.
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| mredi ately upon conpletion of installation of flooring in a roomor an
area, dry/clean the flooring and adjacent surfaces to renove all surplus
adhesive. Cean flooring as recomrended in accordance with manufacturer's
printed mai ntenance instructions. No sooner than 5 days after
installation, wash flooring with a nonal kal i ne cl eani ng solution, rinse
thoroughly with clear cold water, and, except for rubber flooring and stair
treads, risers and stringers, vinyl and other flooring not requiring polish
finish by manufacturer, apply the nunmber of coats of polish in accordance
with manufacturer's witten instructions. Cean and maintain all other
flooring as recommended by the manufacturer.

3.16 WASTE MANAGEMENT
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NOTE: Diverting waste fromthe landfill contributes
to the following LEED credit: MR2. Coordinate with
Section 01 74 19 CONSTRUCTI ON AND DEMCLI TI ON WASTE
MANAGEMENT. Designer will verify that itens are
abl e to be disposed of as specified.
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Separate offcuts and waste materials and reuse or recycle in accordance
with the Waste Managenent Pl an, keeping sheet materials larger than 0.2
square mm 2 square feet and tiles larger than 1/2 tiles separate for reuse.
Identify manufacturer's policy for collection or return of construction
scrap, unused material, denolition scrap, and/or packaging naterial.

[ Shred scrap cork and linoleumfor conposting on site. ]JPlace materials
defined as hazardous or toxic waste in designated containers and di spose of
properly. Cose and seal tightly partly used seal ant and adhesi ve
containers and store protected in a well ventilated fire-safe area at

noder at e tenperature.
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3.17 PROTECTI ON

Fromthe time of installation until acceptance, protect flooring from
damage as recomended by the flooring manufacturer. Renpve and repl ace
fl ooring which becones damaged, | oose, broken, or curled and wall base
which is not tight to wall or securely adhered.

-- End of Section --
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