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SECTION 02 41 00

[ DEMOLI TION] [ AND ] [ DECONSTRUCTI ON]
05/ 10
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NOTE: This gui de specification covers the

requi renents for denolition, deconstructon

di smantling, reconditioning and disposal of existing
buil ding materials, equipnment and utilities as a
part of new construction or renovation work

Edit this guide specification for project specific
requi renents by addi ng, deleting, or revising text.
For bracketed itens, choose applicable itens(s) or
i nsert appropriate information.

Renmove information and requirements not required in
respective project, whether or not brackets are
present.

Comrent s and suggestions on this guide specification
are wel come and should be directed to the technica
proponent of the specification. A listing of
techni cal proponents, including their organization
designation and tel ephone nunber, is on the Internet.

Recommended changes to a UFGS should be subnitted as
a Citeria Change Request (CCR)

TO DOMLOAD UFGS GRAPHI CS
Go to http://wbdg. or g/ cch/ NAVGRAPH gr apht oc. pdf .
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PART 1 GENERAL

Rk bk bk R IR R R Sk O O e S R S AR Rk R R Rk I ok O kI R R I O b I R

NOTE: \Where prenises are occupi ed, certain spaces
may exi st where activities cannot be interrupted or
di sturbed during nornal working hours. To prevent
di sputes or possible contract clains resulting from
restriction of denolition or renpval work in such
spaces, provisions for scheduling of the work nust
be specified in the contract docunents.

Restrictions for scheduling of denplition or renoval
work in areas adjacent to or in occupied spaces
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shoul d reflect the requirenents resulting fromthe
consul tation with occupants of the affected spaces.
These provisions are necessary to alert prospective
bi dders about the spaces where business is not to be
interrupted or disturbed during construction

Delete requirements if inapplicable.

Wher e suspect deck conditions are encountered during
design investigation, identify and include
appropriate repair and safety provisions in the

desi gn docunents to draw attention to the suspect
areas and the need for additional safety precautions.

Include "Notification of Denolition and Renovati on"
formfor Hawaii only.

EE R R R S I R R R O I R R R R O S R R I R I R R R R R R R

1 REFERENCES

Rk Rk R IR R R I kO AR Rk R Rk kO kO I IR I O I bk S A R R

NOTE: This paragraph is used to list the
publications cited in the text of the guide
specification. The publications are referred to in
the text by basic designation only and listed in
thi s paragraph by organization, designation, date,
and title.

Use the Reference Wzard' s Check Reference feature
when you add a RID outside of the Section's
Reference Article to autonatically place the
reference in the Reference Article. Al so use the
Ref erence Wzard's Check Reference feature to update
the i ssue dates.

Ref erences not used in the text will automatically
be deleted fromthis section of the project

speci ficati on when you choose to reconcile
references in the publish print process.

IR R R R R R RS EEEEEREEEEEEREEEREEEREREEEREEEREEEREEEREEEEREEEEEEEEEEEEEREEEEEEREEEEEERS

The publications listed below forma part of this specification to the
extent referenced. The publications are referred to within the text by the
basi ¢ designation only.

Al R- CONDI TI ONI NG, HEATI NG AND REFRI GERATI ON | NSTI TUTE ( AHRI)
AHRI CQui deline K (2009) Cuideline for Containers for
Recover ed Non- Fl ammabl e Fl uor ocar bon

Refrigerants

AVERI CAN ASSOCI ATI ON OF STATE H GHWAY AND TRANSPORTATI ON OFFI Cl ALS

( AASHTO)
AASHTO M 145 (1991; R 2004) Standard Specification for
Gl assification of Soils and Soil - Aggregat e
M xtures for H ghway Construction Purposes
AASHTO T 180 (2009) Standard Met hod of Test for
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1.

Moi sture-Density Relations of Soils Using
a 4.54-kg (10-1b) Rammer and an 457-mm
(18-in) Drop

AMERI CAN SCCI ETY OF SAFETY ENGQ NEERS ( ASSE/ SAFE)

ASSE/ SAFE A10. 6 (2006) Safety Requirenments for Denolition
Oper ati ons

CARPET AND RUG | NSTI TUTE (CRI)

CRI 104 (2002) Standard for Installation
Speci fication of Comercial Carpet

U S. ARMY CORPS OF ENG NEERS ( USACE)

EM 385-1-1 (2008) Safety and Health Requirenents
Manual

U. S. DEFENSE LOd STI CS AGENCY (DLA)
DLA 4145. 25 (June 2000) Storage and Handl i ng of
Li quefi ed and Gaseous Conpressed Gases and
Their Full and Enpty Cylinders
U. S. DEPARTMENT OF DEFENSE ( DCD)

DOD 4000. 25-1-M (2004) Mlitary Standard Requi sitioning
and | ssue Procedures

M L- STD- 129 (2007; Rev P; Change 4) Mlitary Marking
for Shipnent and Storage

U S. FEDERAL AVI ATI ON ADM NI STRATI ON ( FAA)

FAA AC 70/ 7460-1 (2007; Rev K) Qbstruction Marking and
Li ghti ng

U.S. NATI ONAL ARCHI VES AND RECCRDS ADM NI STRATI ON ( NARA)

40 CFR 61 Nati onal Emi ssion Standards for Hazardous
Air Pollutants

40 CFR 82 Protection of Stratospheric Ozone

49 CFR 173.301 Shi pnent of Conpressed Gases in Cylinders

and Spherical Pressure Vessels

2 PROJECT DESCRI PTI ON

Rk Ik kR R IR R R Sk S ke S O R AR Rk R R Rk O o O O R R R IR R I S b I Rk o

NOTE: WMake a determ nation as to whether any
material of a hazardous nature, as classified in the
Nati onal Emi ssions Standards, OSHA, or EPA

regul ations, will result fromthe work descri bed.

If such material is determined |likely, specify
precautions and standards to be conplied with.

Since the Contractor perforns the work, the
Contractor will be the one responsible for conplying
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with all necessary regul ations.

Protect personnel from possible airborne
cont am nants, such as asbestos fibers, dried feca
matter (bird droppings) and netal dusts.

For Navy projects: Contact an industrial hygieni st
at (1) A Navy Regional Medical Center, (2) A Navy
Envi ronmental and Preventive Medicine Unit, or (3)
the Navy Environnental Health Center for

assi stance. Disposal of naterials nust not endanger
or pollute the environnent. (btain assistance from
the environmental branch of the Engineering Field

Di vision of the Naval Facilities Engi neering Conmand
or fromthe Naval Facilities Engineering Service
Center, Norfolk, Virginia.

Non-friable materials contai ning asbestos, such as
cenent - asbest os sidi ng and roofing and

vi nyl -asbestos flooring materials, normally do not
requi re special handling and di sposal procedures

unl ess such materials are sawn, ground, sanded,
drilled, pulverized, or handled in such a manner
that will cause dust and airborne ashbestos fiber to
be rel eased. Thus the renmoval of non-friable
asbestos will not normally require the use of
Section 02 82 16.00 20 ENG NEERI NG CONTROL OF
ASBESTOS CONTAI NI NG MATERI ALS or Section

02 82 14.00 10 ASBESTOS HAZARD CONTROL ACTI VI TI ES

If the project contains non-friable asbestos that is
consi dered to be hazardous due to nmaterial condition
(broken down or excessively old and decayed) or
denmolition or deconstruction procedures to be used,
then specify the non-friable asbestos to be renpved
in accordance with Section 02 82 16.00 20 or

02 82 14.00 10.

For " LANTNAVFACENGCOM' projects use "project site"
i n Guantanano Bay, Cuba; for all other projects use
"station daily."

Deconstruction is the process of taking apart a
facility with the prinmary goal of preserving the

val ue of all useful building materials, so that they
may be reused or recycled. It should be considered
when adaptive reuse of a building is not an option
and nay be used in conjunction with denolition
Deconstruction minimzes denmolition |andfil
materials and reduces material costs for the
converted facility. Diverting denolition waste from
the landfill contributes to the foll owi ng LEED
credit: MR2. Coordinate with Section 01 74 19
CONSTRUCTI ON AND DEMOLI TI ON WASTE MANAGEMENT.

EE R R R S I R I R I R I R S R R R R O S R R I R R R R R S R R R O

1.2.1 Denplition/ Deconstruction Pl an

IR R R R R R RS EEEEEREEEEEEREEEREEEREREEEREEEREEEREEEREEEEREEEEEEEEEEEEEREEEEEEREEEEEERS

NOTE: Either a Denplition Plan or a Deconstruction
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Plan is required. A project requiring both

demolition and deconstruction work will name the
pl an according to the majority of the work being
perforned, and the plan will include requirenents

for both types of work

EE R R R S R I R R I R S R R R R O S R R I R R R R O R R R

Prepare a [Denolition Plan] [Deconstruction Plan] and submt proposed

[sal vage,] [denolition,] [deconstruction,] and renoval procedures for
approval before work is started.. |Include in the plan procedures for
careful renoval and disposition of naterials specified to be sal vaged,
coordination with other work in progress[, a disconnection schedul e of
[utility services,] [and] [airfield lighting,] a detailed description of
met hods and equi pnent to be used for each operation and of the sequence of
operations]. Identify conponents and materials to be sal vaged for reuse or
recycling with reference to paragraph Existing Facilities to be Renoved
Append tracking fornms for all renmoved materials indicating type
quantities, condition, destination, and end use. Coordinate with Waste
Managenment Plan. [Include statements affirmng Contractor inspection of
the existing roof deck and its suitability to performas a safe working
platformor if inspection reveals a safety hazard to workers, state

provi sions for securing the safety of the workers throughout the
performance of the work.] Provide procedures for safe conduct of the work
in accordance with EM 385-1-1. Plan shall be approved by [Structural PE]
[Contracting O ficer] prior to work beginning.

. 2.2 CGeneral Requirenents

Do not begin denolition or deconstruction until authorization is received
fromthe Contracting Officer. The work of this section is to be perforned
in a manner that maximn zes sal vage and recycling of materials. [Renove
rubbi sh and debris fromthe [station daily] [project site]; do not allow
accunul ations [inside or outside the building[s]] [on airfield pavenments].]
[ The work includes [denolition,] [deconstruction], salvage of identified
itenms and materials, and renoval of resulting rubbish and debris. Renove
rubbi sh and debris from Governnent property daily, unless otherw se
directed. Store materials that cannot be renoved daily in areas specified
by the Contracting Officer.] In the interest of occupational safety and
health, performthe work in accordance with EM 385-1-1, Section 23,
Denolition, and other applicable Sections.

.3 | TEMS TO REMAI N I N PLACE

Take necessary precautions to avoid danage to existing items to remain in
pl ace, to be reused, or to remain the property of the Government. Repair
or replace damaged itens as approved by the Contracting Oficer.

Coordinate the work of this section with all other work indicated.

Construct and maintain shoring, bracing, and supports as required. Ensure
that structural elenents are not overloaded. |ncrease structural supports
or add new supports as may be required as a result of any cutting, renoval,
deconstruction, or denolition work performed under this contract. Do not
overload [structural elenents] [pavenents to remain]. Provide new supports
and reinforcenment for existing construction weakened by denolition,
deconstruction, or renmoval work. Repairs, reinforcenent, or structura

repl acenent require approval by the Contracting O ficer prior to performng
such wor k.
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3.1 Exi sting Construction Limts and Protection

Do not disturb existing construction beyond the extent indicated or
necessary for installation of new construction. Provide tenporary shoring
and bracing for support of building conponents to prevent settlenent or

ot her novenent. Provide protective nmeasures to control accumnul ati on and
mgration of dust and dirt in all work areas. Renove [snow, ]Jdust, dirt,
and debris fromwork areas daily.

.3.2 Weat her Protection

For portions of the building to renmain, protect building interior and
material s and equi pnent fromthe weather at all times. Were renoval of
exi sting roofing is necessary to acconplish work, have materials and

wor kimen ready to provide adequate and tenporary covering of exposed areas.

.3.3 Tr ees

Protect trees within the project site which m ght be damaged during
demolition or deconstruction, and which are indicated to be left in place,
by a 1.8 mn 6 foot high fence. FErect and secure fence a mnimumof 1.5 m 5
feet fromthe trunk of individual trees or follow the outer perineter of
branches or clunps of trees. Replace any tree designated to renmain that is
damaged during the work under this contract with |ike-kind or as approved
by the Contracting Oficer.

.3.4 Uility Service

EE R R R S I R R I R I R I R S R R R R S R R I R I R R R R R R

NOTE: Delete the first bracketed sentence when the
Contractor will disconnect and seal utilities.

Del ete the second bracketed sentence when the
Governenent will disconnect and seal utilities.

IR R R R E R RS EEEEEREEEEEEREEEREEEREREEEREEEREEEREEEEEEREEEEEEEEEEEEEREEEEEEREEEEE SRS

Maintain existing utilities indicated to stay in service and protect

agai nst damage during denolition and deconstruction operations. Prior to
start of work, [utilities serving each area of alteration or renoval wll
be shut off by the Governnent and di sconnected and seal ed by the
Contractor] [the Governnent will disconnect and seal utilities serving each
area of alteration or renoval upon witten request fromthe Contractor].

.3.5 Facilities

Protect electrical and nechanical services and utilities. \Where renoval of
existing utilities and pavenent is specified or indicated, provide approved
barricades, tenmporary covering of exposed areas, and tenporary services or
connections for electrical and mechanical utilities. Floors, roofs, walls,
columms, pilasters, and other structural conponents that are designed and
constructed to stand without |ateral support or shoring, and are determ ned
to be in stable condition, nust remain standing w thout additional bracing,
shoring, or lateral support until denpolished or deconstructed, unless
directed otherwise by the Contracting Oficer. Ensure that no el enents
determned to be unstable are | eft unsupported and place and secure
bracing, shoring, or lateral supports as nay be required as a result of any
cutting, renoval, deconstruction, or denolition work performed under this
contract.
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1.4 BURNI NG

The use of burning at the project site for the disposal of refuse and
debris [will not be permtted] [will be permitted in the area | ocated
[ ] and between the hours of [ ] and [ 1]. Were burning is
permitted, adhere to federal, state, and |ocal regul ations.

1.5 AVAI LABI LI TY OF WORK AREAS

Areas in which the work is to be acconplished will be available in
accordance with the foll owi ng schedul e:

Area Dat e

G G
1.6  SUBM TTALS

Rk Ik Sk kR IR R R Ik O R R Rk Rk S R R R O O kS I O I S

NOTE: Review submittal description (SD) definitions
in Section 01 33 00 SUBM TTAL PROCEDURES and edit
the following list to reflect only the subnmittals
required for the project. Submittals should be kept
to the minimumrequired for adequate quality control.

A“G following a subnmittal itemindicates that the
submittal requires Governnent approval. Sone
submittals are already marked with a “G'. Only
delete an existing “G' if the subnittal itemis not
conpl ex and can be reviewed through the Contractor’s
Quality Control system Only add a “G if the
submittal is sufficiently inportant or conplex in
context of the project.

For submittals requiring Governnent approval on Arny
projects, a code of up to three characters within
the submittal tags nay be used following the "G
designation to indicate the approving authority.
Codes for Arny projects using the Resident
Managenment System (RMB) are: "AE" for
Architect-Engineer; "DO' for District Ofice

(Engi neering Division or other organization in the
District OOfice); "AO for Area Ofice; "RO for
Resident Ofice; and "PO' for Project Ofice. Codes
following the "G' typically are not used for Navy,
Air Force, and NASA projects.

Choose the first bracketed itemfor Navy, Air Force
and NASA projects, or choose the second bracketed
itemfor Army projects.

IR E R R E R RS EEEEEREEEEEEEEEREEREREEEREEEEEEREEEEEEEREEEEEEEEEEEEEEREEEEEEREEEEE SRS

CGovernment approval is required for submttals with a "G' designation;
submittals not having a "G' designation are for [Contractor Quality Control
approval .] [information only. Wen used, a designation following the "G
designation identifies the office that will review the submttal for the
Government.] Submt the following in accordance with Section 01 33 00
SUBM TTAL PROCEDURES:
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1

1

SD- 01 Preconstruction Submttals
Exi sting Conditions[; C[; G [___ 1]
SD-07 Certificates

Denplition Plan[; CG[; G [
Deconstruction Plan[; C[; G [___ 111

Notification[; C[; G [____ 1]

[Notification of Denolition and Renovation forns[; C[; G [

1]
SD-11 C oseout Submttals

Recei pts
7  QUALI TY ASSURANCE

Furnish tinmely notification of [denolition] [deconstruction] [and]
[renovation] projects to Federal, State, regional, and local authorities in
accordance with 40 CFR 61, Subpart M Notify the [Regional Ofice of the
United States Environnental Protection Agency (USEPA)] [State's
environmental protection agency] [local air pollution contro
district/agency] and the Contracting Officer in witing 10 worki ng days
prior to the conmrencenent of work in accordance with 40 CFR 61, Subpart M
Comply with federal, state, and |ocal hauling and disposal regulations. In
addition to the requirements of the "Contract C auses," conformto the
safety requirenents contained in ASSE/ SAFE A10.6. Conply with the

Envi ronnental Protection Agency requirenents specified. Use of explosives
[Will] [will not] be pernitted.

7.1 Hawai i Requi remnments

R R R I R I I R R I R R I R R I R I R R I R R R R R R R R I

NOTE: Use the following for Hawaii projects only.
"Notification of Denolition and Renovation" formis
required for all denolition and deconstruction

i nvol ving "l oad-supporting" structures and/or
asbestos work. Use the first bracket for
"denolition" and/or "deconstruction" work that does
not involve asbestos, or "denolition" and/or
"deconstruction" work where the conbi ned anount of
RACM to be stripped, renoved, dislodged, cut,
drilled, or simlarly disturbed is |less than 80
linear neters (260 linear feet) on pipes or |ess
than 15 square neters (160 square feet) on other
facility conponents. Use the second bracket for
"denolition" and/or "deconstruction" and/or
"renovation" work when the anmbunt of RACMis greater
than those stated above.

"Denolition" means the wrecking or taking out of any
"l oad- supporting structural menber" of a facility
together with any rel ated handling operations or the
intentional burning of any facility.

"Deconstruction"” neans the disassenbly of buildings
to recover materials. "Renovation"” neans altering a
facility or one or nore facility conponents in any
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1

way, including the stripping or renoval of RACM from
a facility component. "Regul ated
asbest os-contai ning material" (RACM neans:

1. Friable asbhestos material;

2. Category | nonfriable ACMthat has becone
friable;

3. Category | nonfriable ACMthat will be or has
been subjected to sanding, grinding, cutting, or
abr adi ng, or;

4. Category Il nonfriable ACMthat has a high
probability of becom ng or has becone crunbl ed,

pul veri zed, or reduced to powder by the forces
expected to act on the material in the course of
denolition, deconstruction, or renovation operations
regul ated by this subpart.

The designer will conplete paragraphs I11.A V, Vi
VI, and ensure the quantity of asbestos indicated
reflects what is shown on the draw ngs.

R R I R I R I R R R R I R R I R I R R I R R R I R I R R I R O O O

Conpl ete and submit Notification of Denolition and Renovation fornms to
Federal and State authorities and Contracting O ficer, postmarked or
delivered at | east ten working days prior to conmencenent of work, in

accordance with 40 CFR 61, Subpart M [Conplete paragraphs I, 11, I11.B
[11.C (if applicable), IX, and XVI of form] [Conplete paragraphs I, II,
[11.B, Ill1.C(if applicable), VIIl, and I X thru XIX of form] Copy of form

is attached at end of this section

. 7.2 Dust [and Debris] Control

Prevent the spread of dust [and debris] [to occupied portions of the
building] [on airfield pavenents] and avoid the creation of a nuisance [or
hazard] in the surrounding area. Do not use water if it results in

hazar dous or objectionable conditions such as, but not limted to, ice,
flooding, or pollution. [Vacuum and dust the work area [daily] [__ 1.1

[ Sweep pavenents as often as necessary to control the spread of debris that
may result in foreign object danage potential to aircraft.]

8 PROTECTI ON

IR R R R E R RS EEEEEREEEEEEEEEEREEREEEEREEEEEEREEREEEEREEEEEEEEEEEEEREEEEEEREEEEE SRS

NOTE: Delete requirenents if inapplicable.

EE R R R S I R R I R R R S R R R R R S R R I R I R R R R R R R R

8.1 Traffic Control Signs

a. Were [pedestrian and driver] [aircraft] safety is endangered in
the area of renpbval work, use traffic barricades with flashing |ights.
[ Anchor barricades in a manner to prevent displacenment by wind, jet or
prop blast.] Notify the Contracting O ficer prior to beginning such
wor k.

[Provide a minimnumof 2 aviation red or high intensity white
obstruction |ights on tenporary structures (including cranes) over 30 n
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100 feet above ground level. Light construction and installation shal
conmply with FAA AC 70/ 7460-1. Lights shall be operational during

peri ods of reduced visibility, darkness, and as directed by the
Contracting O ficer. Mintain the tenporary services during the period
of construction and renove only after pernmanent services have been
installed and tested and are in operation.]

1.8.2 Protecti on of Personne

Before, during and after the [denmplition] [and] [deconstruction] work
continuously evaluate the condition of the structure being [denolished]
[and] [deconstructed] and take i mrediate action to protect all personne
working in and around the project site. No area, section, or conponent of
floors, roofs, walls, colums, pilasters, or other structural elenent wll
be allowed to be left standing w thout sufficient bracing, shoring, or

| ateral support to prevent collapse or failure while worknen renove debris
or performother work in the inmedi ate area.

1.9 FORElI GN OBJECT DAMAGE ( FOD)

Rk Rk R IR R R I kO AR Rk R Rk kO kO I IR I O I bk S A R R

NOTE: Delete requirenents if inapplicable.

Sonme | arge scal e apron, hangar, or other type
projects to be constructed adjacent to areas with
operational aircraft may require tenporary
barricades or debris fences installed in place prior
to the start of work. The station's air operations
and public works departnments nmust be contacted by
the designer to determ ne project requirenents. |f
fences or other type barricades are required, they

must be designed and | ocated to suit the project
EE IR R I Sk S S I S S I I R R R Rk S I S Sk S kI R R R Rk S S I S O Sk I S O R

Aircraft and aircraft engines are subject to FOD from debris and waste
material lying on airfield pavenents. Renove all such materials that nmay
appear on operational aircraft pavenents due to the Contractor's

operations. |If necessary, the Contracting Oficer may require the
Contractor to install a temporary barricade at the Contractor's expense to
control the spread of FOD potential debris. The barricade shall include a

fence covered with a fabric designed to stop the spread of debris. Anchor
the fence and fabric to prevent displacenent by winds or jet/prop blasts.
Renove barri cade when no | onger required.

1.10 RELOCATI ONS

Performthe removal and reinstallation of relocated itens as indicated with
wor kmen skilled in the trades involved. Itens to be relocated which are
damaged by the Contractor shall be repaired or replaced with new undanaged
items as approved by the Contracting Oficer.

1.11 EXI STI NG CONDI TI ONS

Bef ore begi nning any denolition or deconstruction work, survey the site and
exam ne the drawi ngs and specifications to determnmine the extent of the
work. Record existing conditions in the presence of the Contracting

O ficer showing the condition of structures and other facilities adjacent
to areas of alteration or renoval. Photographs sized 100 nm 4 inch will be
acceptable as a record of existing conditions. |Include in the record the
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el evation of the top of foundation walls, finish floor elevations, possible
conflicting electrical conduits, plumbing lines, alarns systens, the

| ocation and extent of existing cracks and other damage and description of
surface conditions that exist prior to before starting work. It is the
Contractor's responsibility to verify and docunent all required outages
which will be required during the course of work, and to note these outages
on the record docunent.

PART 2 PRODUCTS

2.

1 FI LL MATERI AL

a. Comply with excavating, backfilling, and conpacting procedures for
soils used as backfill material to fill basements, voids, depressions
or excavations resulting fromdenolition or deconstruction of

structures. Fill material shall be waste products fromdenolition or

deconstruction until all waste appropriate for this purpose is consuned.

b. [Fill material shall conformto the definition of satisfactory soi
material as defined in AASHTO M 145, Soil Cassification Goups A1,
A-2-4, A-2-5 and A-3. In addition, fill material shall be free from
roots and other organic matter, trash, debris, frozen materials, and
stones larger than 50 nmr 2 inches in any di nension

c. Proposed fill material nust be sanpled and tested by an approved
soil testing laboratory, as follows:

Soil classification AASHTO M 145

Moi sture-density rel ations AASHTO T 180, Method B or D]

PART 3 EXECUTI ON

3.

1 EXI STI NG FACI LI TIES TO BE REMOVED

EE R R R S I R R R I R I O R R R S R I R S R R I R R R R R R R O

NOTE: Thoughtful and consi dered di sassenbly as
opposed to standard denolition will produce nore
usabl e "reusables" and will help prevent damage to
items scheduled to remain

Suggest ed uses for salvaged naterials are as foll ows.
1. Vol e buildings can be sold, |eased, or donated
and either nmoved or dismantl ed.

2. Separate asphalt roofing materials for mlling
and recycling.

3. Sal vage whol e bricks for reuse, keeping exterior
bricks separate. Sal vage renai ni ng nasonry to be
crushed and used as | andscape cover, sub-base
material, or fill.

4. Sal vage precast concrete panels as whole units
for use as erosion control or |andscape features.
Sal vage whol e concrete bl ocks for reuse. Sal vage
concrete bl ock pieces to be crushed and used as
sub- base material or fill. Crush and grade
remai ni ng concrete for use as riprap, aggregate,
sub- base material, or fill.

5. Chi pped or shredded wood can be used onsite as
ground cover, nulch, conpost, pulp, or process fuel
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3.

3.

3.

6. Crushed porcelain nmay be used for fill.

7. Wod cleared fromthe site can be chi pped or
shredded for use as ground cover, mulch, conpost,
pul p, or process fuel

8. Sal vage cl ean, unpainted, non-biocide-treated
gypsum board to be ground up and used as soi
amendrment or recycl ed.

Rk Rk kR IR R R I kO ke S O R AR Rk R R R Rk O ok O I R R I O I b R R o

| nspect and eval uate existing structures onsite for reuse. Existing
construction schedul ed to be renmoved for reuse shall be di sassenbl ed.

D smantl ed and renoved nmaterials are to be separated, set aside, and
prepared as specified, and stored or delivered to a collection point for
reuse, remanufacture, recycling, or other disposal, as specified.
Material s shall be designated for reuse onsite whenever possible.

1

1

Structures

EE IR R R I R R I I R R R I I O R R R R Ok S R R R R R I R I I O R O

NOTE: \Where necessary, add additional requirenments
relating to specific types of existing construction
such as masonry, concrete, and ot her speci al
requirenents for renoval work. It is very difficult
to specify particular renoval criteria in a guide
specification or even a project specification. It
may be nore advantageous to show the work on the

dr awi ngs.

IR R R R R R RS EEEEEREEEEEEEEEREEEREREEEREEEREEEREEREEEEREEEEEEEEEEREEEREEEEEEREEEEEEESES

1

2

a. Renpve existing structures indicated to be renoved to [grade] [top
of foundation walls] [] ] meters feet below grade]. Interior
wal I s, other than retaining walls and partitions, shall be renoved to

[ ] m feet below grade or to top of concrete slab on ground. Break
up basenent slabs to permt drainage. Renove sidewal ks, curbs, gutters
and street |ight bases as indicated.

b. [Denolish] [Deconstruct] structures in a systematic manner fromthe
top of the structure to the ground. Conplete denolition work above
each tier or floor before the supporting nenbers on the |ower |evel are
di sturbed. [Denolish] [Deconstruct] concrete and masonry walls in
snal | sections. Renobve structural fram ng nenbers and | ower to ground
by nmeans of derricks, platforns hoists, or other suitable nmethods as
approved by the Contracting Oficer

c. Locate demolition and deconstruction equi pnent throughout the
structure and renove materials so as to not inpose excessive loads to
supporting walls, floors, or framng

d. [Building, or the remaining portions thereof, not exceeding 25 nm 80
feet in height may be denolished by the nechani cal nethod of
denolition.]

Uilities and Rel ated Equi prent

1.2.1 CGeneral Requirenents
Do not interrupt existing utilities serving occupied or used facilities,

except when authorized in witing by the Contracting Oficer. Do not
interrupt existing utilities serving facilities occupied and used by the
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3.

CGover nment except when approved in witing and then only after tenporary
utility services have been approved and provided. Do not begin denolition
or deconstruction work until all utility disconnections have been nade.
Shut off and cap utilities for future use, as indicated.

.1.2.2 Di sconnecting Existing Utilities

Rk Rk kR IR R R I kO ke S O R AR Rk R R R Rk O ok O I R R I O I b R R o

NOTE: \Where the materials, nmeters, or related
equi pnent to be affected in the area of denolition
or deconstruction are the property of the |oca
utility conpani es and not of the Governnent, the
speci fier must contact them determ ne the

di sposition of the existing utilities, and nodify
the requirenents herein as needed.

IR R R R E R RS EEEEEREEEEEEREEEREEEREREEEREEEEEEREEEEEEREEEEEEEEEEEEEREEEEEEREEEEE SRS

Renove existing utilities [, as indicated] [uncovered by work] and
terminate in a manner conforming to the nationally recognized code covering
the specific utility and approved by the Contracting Oficer. Wen utility
lines are encountered but are not indicated on the draw ngs, notify the
Contracting Oficer prior to further work in that area. Renbve neters and
rel ated equi pnent and deliver to a location [on the station] in accordance
with instructions of the Contracting Oficer.

. 1.3 Chai n Link Fencing

Renove chain |ink fencing, gates and other rel ated sal vaged itens schedul ed
for renoval and transport to designhated areas. Renpbve gates as whol e
units. Cut chain link fabric to | ] 7 m 25 foot lengths and store in
rolls off the ground.

1.4 Pavi ng and Sl abs

EE R R R S I R R R I O I R R R R I O S R R I R R R R R R R R O

NOTE: Delete requirenents if inapplicable.

EZE IR R R S R R R I I O R R R Ok S R R R R I R I R I O R I O

[ Remove [ground] [scarified] [sawcut] concrete and asphaltic concrete
pavi ng and sl abs [including aggregate base] [as indicated] to a depth of
[ ] mr inches bel ow [existing adjacent] [new finish] grade. [Provide
neat sawcuts at limts of pavenent renpval as indicated.]] Pavenent and
sl abs designated to be recycled and utilized in this project shall be
noved, ground and stored as directed by the Contracting O ficer. Pavenent
and sl abs not to be used in this project shall be renoved fromthe
Installation at Contractor's expense.

1.5 Roof i ng

Rk bk bk R IR R R Sk O O e S R S AR Rk R R Rk I ok O kI R R I O b I R

NOTE: Delete requirenents if inapplicable.

Wher e suspect deck conditions are encountered during
design investigation, identify and include
appropriate repair and safety provisions in the
design docunments to draw attention to the suspect
areas and the need for additional safety precautions.

IR R R R R R RS EEEEEREEEEEEREEEREEEREREEEREEEREEEREEEREEEEREEEEEEEEEEEEEREEEEEEREEEEEERS
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3.

[ Remove existing roof system and associ ated conponents in their entirety
down to existing roof deck.] [Renmove [built-up] [single-ply] roofing to
effect the connections with new flashing or roofing.] [Renove grave
surfacing fromexisting roofing felts for a mninmum di stance of 450 mr 18

i nches back fromthe cut. Renpbve gravel wi thout damaging felts.] [Salvage
asphalt roofing materials.] [Cut existing [felts] [nmenbrane] [and
insulation] along straight lines.] [Renmpbve roofing system[and insulation]
wi t hout damagi ng the roof deck.] Sequence work to m nimze building
exposure between denolition or deconstruction and new roof materials
installation.

.1.5.1 Tenporary Roofing

Install tenporary roofing and flashing as necessary to maintain a

wat erti ght condition throughout the course of the work. Renpbve tenporary
work prior to installation of permanent roof systemmaterials unless
approved otherwi se by the Contracting Oficer. |[The existing [deck] [and
support structure] is deteriorated where indicated, such that ability to
support foot traffic and construction |oads is unknown. Make provisions
for worker safety during denolition, deconstruction, and installation of
new materials as described in paragraphs entitled "Statenments" and

"Regul atory and Safety Requirenents."]

.1.5.2 Rer oof i ng

When renoving the existing roofing systemfromthe roof deck, remove only
as much roofing as can be recovered by the end of the work day, unless
approved otherwi se by the Contracting Oficer. Do not attenpt to open the
roof covering systemin threatening weather. Reseal all openings prior to
suspensi on of work the sane day.

.1.6 Masonry

Sawcut and renpve masonry so as to prevent damage to surfaces to remain|

to renoved naterials being salvaged] [and to facilitate the installation of
new work]. \Where new masonry adj oi ns existing, the new work shall abut or
tie into the existing construction as [indicated] [specified for the new
work]. Provide square, straight edges and corners where existing nmasonry
adj oins new work and other locations.[ Masonry renoved in whol e bl ocks
shal | be sal vaged and stored for reuse.] [ Masonry renpved in pieces shal
be crushed[ for use as aggregate]].

1.7 Concrete

Saw concrete along straight lines to a depth of a mninmur 50 mr 2 inch

Make each cut in walls perpendicular to the face and in alignnent with the
cut in the opposite face. Break out the renainder of the concrete provided
that the broken area is concealed in the finished work, and the renaining
concrete is sound. At |locations where the broken face cannot be conceal ed,
grind smooth or saw cut entirely through the concrete. [ Salvage renoved
concrete. ]

1.8 Structural Stee

EZE IR R R S R R R I I O R R R Ok S R R R R I R I R I O R I O

NOTE: Delete structural steel and m scell aneous
metals only if it is determned that there are no
existing netals or structural steel to be recycled
or sal vaged.
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Dismantl e structural steel at field connections and in a manner that wll
prevent bending or damage. Salvage for [reuse] [recycle] structural steel,
steel joists, girders, angles, plates, columms and shapes. [Do not use
flanme-cutting torches] [Flane-cutting torches are pernitted when ot her

net hods of dismantling are not practical]. Transport steel joists and
girders as whole units and not dismantled. Transport structural stee
shapes to a designated [storage area] [recycling facility] [area as
directed by the Contracting Oficer], stacked according to size, type of
nenber and | ength, and stored off the ground, protected fromthe weather.

.1.9 M scel | aneous Met a

Sal vage shop-fabricated itenms such as access doors and frames, stee
gratings, netal |adders, wire nesh partitions, nmetal railings, netal

wi ndows and simlar items as whole units. Salvage |ight-gage and
cold-formed nmetal fram ng, such as steel studs, steel trusses, netal
gutters, roofing and siding, netal toilet partitions, toilet accessories
and simlar itens. [Scrap nmetal shall become the Contractor's property.]
Recycl e scrap netal as part of denolition and deconstruction operations.
Provi de separate containers to collect scrap nmetal and transport to a scrap
netal collection or recycling facility, in accordance with the Waste
Managenent Pl an.

.1.10 Carpentry

Sal vage for [reuse] [recycle] lunmber, mllwork itens, and finished boards,
and sort by type and size. [[Chip or shred and ]recycle sal vaged wood
unfit for reuse, except stained, painted, or treated wood.] [ Sal vage]

[ Renrove] wi ndows, doors, franes, and cabinets, and simlar itenms as whol e
units, conplete with trimand accessories. [Do not renpve hardware
attached to units, except for door closers. ] [Salvage hardware attached to
units for reuse.] Brace the open end of door franes to prevent danmage.

.1.11 Car pet

Renove existing carpet for reclamation in accordance w th manufacturer
recomrendati ons and as follows. Renove used carpet in |arge pieces, rol
tightly, and pack neatly in a container. Renove adhesive according to
recomendati ons of the Carpet and Rug Institute (CRI). Adhesive renoval
solvents shall conply with CRI 104. Recycle renoved carpet cushion.

.1.12 Acoustic Ceiling Tile

Renove, neatly stack, and recycle acoustic ceiling tiles. Recycling may be
avail abl e with manufacturer. Qherwi se, priority shall be given to a | oca
recycling organization.

.1.13 Airfield Lighting

Renove existing airfield lighting as indicated and terminate in a manner
satisfactory to the Contracting Oficer. Renove [edge |lights], [associated
transforners] [and] [__ ] as indicated and [deliver to a | ocation on the
station in accordance with instructions of the Contracting Oficer]

[di spose of off station] |
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3.1. 14 Pat chi ng

VWere renoval s | eave hol es and damaged surfaces exposed in the finished
wor k, patch and repair these hol es and danaged surfaces to match adj acent
finished surfaces, using on-site materials when avail able. Where new work
is to be applied to existing surfaces, performrenovals and patching in a
manner to produce surfaces suitable for receiving new work. Finished
surfaces of patched area shall be flush with the adjacent existing surface
and shall match the existing adjacent surface as closely as possible as to
texture and finish. Patching shall be as specified and indicated, and
shal | incl ude:

a. Concrete and Masonry: Conpletely fill hol es and depressions,
[ caused by previous physical damage or] left as a result of
renpoval s in existing masonry walls to rermain, with an approved
masonry patching material, applied in accordance with the
manuf acturer's printed instructions.

b. Where existing partitions have been renoved | eavi ng danaged or
mssing resilient tile flooring, patch to match the existing floor
tile.

c. Patch acoustic lay-in ceiling where partitions have been renoved.
The transition between the different ceiling heights shall be
ef fected by continuing the higher ceiling level over to the first
runner on the lower ceiling and closing the vertical opening with
a painted sheet nmetal strip.

3.1.15 Air Conditioning Equi prent

EE R R R I R R R I I O R R R Ok S R R I R I R I O R I O

NOTE: Delete requirenents if inapplicable.

Quantify by weight the ambunt and type of
refrigerant to be recovered and i ndi cate on pl ans.

Directives fromthe Secretary of the Navy prohibit
sale or transfer of Class | ODS materials outside of
the Navy wi thout prior approval fromthe Chief of
Naval Qperations or the Commandant of the Marine

Cor ps.

EE R R R S I R I R I R I R S R R R R R O S R R I R R R R R S R R R R

[ Remove air conditioning, refrigeration, and ot her equi prent contai ni ng
refrigerants w thout releasing chlorofluorocarbon refrigerants to the

at nosphere in accordance with the Cean Air Act Arendnent of 1990.]

[ Recover all refrigerants prior to renmoving air conditioning,
refrigeration, and other equipnent containing refrigerants and di spose of
in accordance with the paragraph entitled "Di sposal of Ozone Depl eting
Substance (ODS)."] [Turn in salvaged Class | ODS refrigerants as specified
i n paragraph, "Salvaged Materials and Equi pnent."]

3.1.16 Cylinders and Canisters
Renove all fire suppression systemcylinders and canisters and di spose of

in accordance with the paragraph entitled "Di sposal of Ozone Depl eting
Subst ance (ODS)."
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3.1.17 Locksets on Swi ngi ng Doors

Rk bk bk A IR R R Sk O O S R S AR R Rk O o O IR Ik S I S b R R

NOTE: Use this paragraph when project includes
renoval and di sposal of hinged or pivoted sw nging
doors. (This is a security neasure.)

EE R R R I I R R R I I O R R R O R R R I R R I O R I O

Renove all |ocksets fromall sw nging doors indicated to be renoved and
di sposed of. Deliver the |locksets and related itens to a designated
| ocation for receipt by the Contracting Oficer after renoval

3.1.18 Mechani cal Equi prent and Fi xtures

Rk Ik kb I IR R R I kO e S R R ARk Rk R Rk O ok O O kR SRR I b R R R o

NOTE: Delete, revise, or add to the text to cover
the project requirenents. Materials and equi pnent
schedul ed for sal vage should be noted on the

dr awi ngs.

Rk Ik Sk kR IR R R Ik O R R Rk Rk S R R R O O kS I O I S

Di sconnect nechani cal hardware at the nearest connection to existing
services to remain, unless otherwi se noted. Disconnect mechanica

equi pnrent and fixtures at fittings. Renove service valves attached to the
unit. Salvage each item of equi pnent and fixtures as a whole unit; listed,
i ndexed, tagged, and stored. Salvage each unit with its normal operating
auxiliary equi pnent. Transport sal vaged equi pnent and fixtures, including
notors and machines, to a designated [on station] storage area as directed
by the Contracting Officer. Do not renove equi prent until approved. Do
not offer |ow efficiency equipnment for reuse[; provide to recycling service
for disassenbly and recycling of parts].

3.1.18.1 Preparation for Storage

Renove water, dirt, dust, and foreign matter fromunits; tanks, piping and
fixtures shall be drained; interiors, if previously used to store

fl anmabl e, expl osive, or other dangerous liquids, shall be steam cl eaned.
Seal openings with caps, plates, or plugs. Secure notors attached by
flexi ble connections to the unit. Change |lubricating systems with the
proper oil or grease.

3.1.18.2 Pi pi ng

Di sconnect piping at unions, flanges and valves, and fittings as required
to reduce the pipe into straight lengths for practical storage. Store

sal vaged pi ping according to size and type. |If the piping that remains can
becone pressurized due to upstreamvalve failure, end caps, blind flanges,
or other types of plugs or fittings with a pressure gage and bl eed val ve
shal |l be attached to the open end of the pipe to ensure positive |eak
control. Carefully dismantle piping that previously contained gas,
gasoline, oil, or other dangerous fluids, with precautions taken to prevent
injury to persons and property. Store piping outdoors until all funes and
resi dues are renoved. Box prefabricated supports, hangers, plates, valves,
and specialty itens according to size and type. Wap sprinkler heads
individually in plastic bags before boxing. Cassify piping not designated
for salvage, or not reusable, as scrap netal.
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3.1.18.3 Duct s
Cl assify renmoved duct work as scrap netal .
3.1.18.4 Fi xtures, Mdttors and Machi nes

Renove and sal vage fixtures, motors and nachi nes associ ated w th pl unbi ng,
heating, air conditioning, refrigeration, and other nechanical system
installations. Salvage, box and store auxiliary units and accessories with
the main nmotor and machines. Tag salvaged itens for identification,
storage, and protection fromdamage. C assify [non-porcelain ]broken,
damaged, or otherw se unserviceable units and not caused to be broken,
damaged, or otherw se unserviceable as debris to be disposed of by the
Contractor. [Salvage and crush porcelain plunbing fixtures unsuitable for
reuse. ]

3.1.19 El ectrical Equi pment and Fi xtures

Sal vage notors, notor controllers, and operating and control equiprent that
are attached to the driven equipnment. Salvage wiring systens and
components. Box loose itens and tag for identification. Disconnect
primary, secondary, control, comrunication, and signal circuits at the
poi nt of attachnent to their distribution system

3.1.19.1 Fi xtures

Renove and sal vage el ectrical fixtures. Salvage unprotected gl assware from
the fixture and sal vage separately. Sal vage incandescent, nercury-vapor,
and fluorescent |anps and fluorescent ballasts manufactured prior to 1978,
boxed and tagged for identification, and protected from breakage.

3.1.19.2 El ectrical Devices

Renove and sal vage switches, sw tchgear, transforners, conductors including
wire and nonnetal lic sheathed and flexible arnored cable, regulators,
neters, instrunents, plates, circuit breakers, panel boards, outlet boxes,
and simlar itens. Box and tag these itens for identification according to
type and size.

3.1.19.3 Wring Ducts or Troughs

Renove and sal vage wiring ducts or troughs. D smantle plug-in ducts and
wiring troughs into unit lengths. Renove plug-in or disconnecting devices
fromthe busway and store separately.

3.1.19. 4 Conduit and M scel | aneous |tens

Sal vage conduit except where enbedded in concrete or masonry. Consi der
corroded, bent, or damaged conduit as scrap netal. Sort straight and
undamaged | engt hs of conduit according to size and type. dassify
supports, knobs, tubes, cleats, and straps as debris to be renoved and
di sposed.

3.1.20 Elevators and Hoists
Renove el evators, hoists, and simlar conveying equi pment and sal vage as
whol e units, to the nost practical extent. Renove and prepare itens for

sal vage wi thout danmage to any of the various parts. Salvage and store
rails for structural steel with the equipnment as an integral part of the
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unit.

3.1.21 Items Wth Uni que/ Regul at ed Di sposal Requirenents

R R R I R I R R I R R I R R R I R I R R I S R R R I R R I R O O O

NOTE: Batteries and materials with | ead based
finishes are exanples of itenms with unique or
regul at ed di sposal requirenents.

kkhkkhkkhkkhhkkhhkkhhkhhkhhkhhkhkhhkhhkhhkhhkhhkhhkhkkhhkhhkhhkhhkhhkhkhkhkhhkhhkrhk hkhhkhkhkhkk kkk kkihkihkhk khkkhkkhkki*x*%

Renove and di spose of itenms with unique or regul ated di sposal requirenents
in the manner dictated by law or in the npbst environnentally responsible
manner .

3.2 CONCURRENT EARTH- MOVI NG COPERATI ONS

EE R R R S I R R R O I R R R R O S R R I R I R R R R R R R

NOTE: Caution nmust be taken to prevent uncovered

hol es and other such hazards. |If work is to be
under a separate contract and subsequent filling is
not required under the separate contract,
arrangenents nust be nade to have the filling done

under this contract.

EE R R R S R I R I R R R R R R R R S I R R I R I R R R S R R R R

Do not begin excavation, filling, and other earth-noving operations that
are sequential to demolition or deconstruction work in areas occupi ed by
structures to be demolished or deconstructed until all derolition and
deconstruction in the area has been conpleted and debris renoved. Fill
hol es, open basenents and ot her hazardous openi ngs.

3.3 DI SPOSI TI ON OF MATERI AL

IR R R R E R RS EEEEEREEEEEEREEEREEEREREEEREEEREEEREEEEEEREEEEEEEEEEEEEREEEEEEREEEEE SRS

NOTE: This article entitled "Disposition of
Material " and the paragraphs that follow are for al
proj ects except as noted.
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3.3.1 Title to Materials

EE R R R S I R I R I R I R S R R R R R O S R R I R R R R R S R R R R

NOTE: To minimze the possibility of contested
ownership of materials or equipnment in structures to
be denoli shed or deconstructed, the following letter
shoul d be sent to the station sufficiently in
advance of the date on which action is required, and
the response thereto incorporated in either the

proj ect specifications or bidding docunents. The
Governnment shall prepare this letter. For project
prepared by an A/E, the A/E nust notify the
Governnent the need for this correspondence.

From (Appropriate EDF Activity)
To: Commandi ng Officer, (Station)

Subj : Contract (Nunber) - [ ]:

(I'ncluding [Denolition] [and] [Deconstruction] of
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1. This activity is preparing the docunents
prelimnary to advertising the subject contract for
bids. A portion of this contract will be concerned
with the ownership of the materials in the
structure(s) and the contents of the building(s) to
be [denolished] [and] [deconstructed]. It is nornal
practice to specify that the structures, and al

equi pnent or other material inside the structures at
the tinme the contract is advertised for bids, becone
the property of the Contractor

2. Accordingly, it is requested that this activity
be advised of the existence of any material or

equi pnent within the limts of the contract which is
to remain the property of the Governnent. A
negative reply is requested. |f there is any
material or equipnment in this category, it is
requested that action be initiated to renmove it from
the linmts of the contract. |If pronpt renoval is
inmpractical, it will be necessary for the station to
make a conplete inventory of, and tag or nmark, each
itemwhich is to remain the property of the
Governnent. A copy of the inventory, a description
of the tag or mark used, and the desired di sposition
of the itemnust be forwarded to this activity for
inclusion in the specification or bidding docunents.

3. In the past, this activity has experienced
considerable difficulty where a buil ding evacuat ed
prior to denolition or deconstruction is then used
to store other material or equipnent tenporarily and
the itens were in storage during the bid advertising
period. Upon award of the contract, the Contractor
claimed the material and either renoved it or

cl ained and was awarded conpensation for it.
Therefore, it is requested that the structure(s) to
be denoli shed or deconstructed which are included in
this contract not be used for tenporary storage
during the bid advertising period.

4. It is requested that the reply to this letter be
sent to this activity not later than [60] [__ ]
days after the date of this letter. Failure to do
so may result in unnecessary cost to the Governnent
in clains.

5. Insert name of contract and identify
buil di ngs(s) to be included under contract. Further
revi se as necessary to suit conditions.

IR E R R E R RS EEEEEREEEEEEEEEREEREREEEREEEEEEREEEEEEEREEEEEEEEEEEEEEREEEEEEREEEEE SRS

Except for salvaged itens specified in related Sections,

or equi prrent schedul ed for salvage, all materials and equi pnent
not reused or sal vaged, shall becone the property of the Contractor and

shal | be renoved from Government property.
fromdenolition and deconstruction,

removed,

and for

material s
renoved and

Title to materials resulting
and materials and equi pnment to be

is vested in the Contractor upon approval by the Contracting
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O ficer of the Contractor's denolition, deconstruction, and renoval
procedures, and authorization by the Contracting O ficer to begin
demolition and deconstruction. The Government will not be responsible for
the condition or |oss of, or damage to, such property after contract
award. Showing for sale or selling materials and equi pment on site is
prohi bit ed.

3.3.2 Reuse of Materials and Equi pnent

IR R R R E R RS EEEEEREEEEEEEEEREEEREREEEREEEREEEREEREREEEREEEEEEEEEEEEEREEEEEEREEEEE SRS

NOTE: Delete if inapplicable, or edit to suit

i ndi vidual requirenents. Itens to be sal vaged nust
be described in adequate detail to establish the
limts of the itens involved. Requirenents for
preparati on and disposition will be as required to
nmeet job conditions.

EE R R R S I R R R O I R R R R O S R R I R I R R R R R R R

Renove and store materials and equipnent [listed [in the [Denolition]
[ Deconstruction] Plan] [__ 1] [indicated [__ ]] to be reused or
rel ocated to prevent damage, and reinstall as the work progresses.

.3.3 Sal vaged Materials and Equi pnent

EZE IR R R S I R R I I O R R R Ok S R R I R R R I O R O O

NOTE: Delete if inapplicable, or edit to suit

i ndi vidual requirenents. Itenms to be sal vaged shal
be described in adequate detail to establish the
limts of the itens involved. Requirenents for
preparation and disposition will be as required to

nmeet job conditions.
ER R R I I R R R R R I I I R R R R I I R R R R I I I R R S R R I I I I R R R R I I I I R I I I R R R R I I I I

Renove materials and equi pnent that are [listed [in the [Denplition]

[ Deconstruction] Plan][__ 1] [indicated [ 11 [and] [specified
[ ]] to be renpved by the Contractor and that are to renmain the
property of the Governnent, and deliver to a storage site [, as directed
within [__ ] km miles of the work site].

a. Salvage itens and material to the naxi mnum extent possible.

b. Store all materials salvaged for the Contractor as approved by the
Contracting O ficer and renove from Governnent property before
conpletion of the contract. Material salvaged for the Contractor shal
not be sold on the site.

c. Renpve salvaged itens to remamin the property of the Governnment in a
manner to prevent damage, and packed or crated to protect the itens
from damage while in storage or during shipment. Itens danaged during
renoval or storage nmust be repaired or replaced to match existing
items. Properly identify the contents of containers. Deliver the
following items reserved as property of the Governnent to the areas
designated: [ ].

d. Renove the following itenms reserved as property of the using
service prior to conmencenent of work under this contract: | ].

e. Renpve historical itens in a nanner to prevent damage. Deliver the
following historical itens to the Governnent for disposition: Corner
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3.

stones, contents of corner stones, and docunent boxes wherever | ocated
on the site.

IR R R R R R RS EEEEEREEEEEEEEEREEEREREEEREEEEREEEREEEEEEREEEEEEEEEEEEEEREEEEEEREEEEEESE]

NOTE: For Class | ODS materials, use the first
bracketed statenent if the Contractor is to renpve
the material. Use the second bracketed statenment if
a Public Wrks Center or other Navy activity is to
renpve the Class | ODS materi al s. Edit statenents
for the project as necessary.

EE R R R S I R R I R I R S R R R R O S R R R I R I R R S R R R R R O

f. [Renove and capture all Class | ODS refrigerants in accordance with
the Cean Air Act Anendment of 1990, and turn in to the Navy [as
directed by the Commanding Officer.] [by shipping the refrigerant
container to the Defense Logistics Agency at the foll ow ng address:

Def ense Depot Ri chnond VA ( DDVA)
SW400

Cylinder Operations

800 Jefferson Davis H ghway

Ri chmond, VA 23297-5000]]

[ The Governnment will renpve and capture Class | ODS refrigerants.]

3.4 Debris Disposal in the San Diego Area

R R R R R R R R R R R R EREEEEREEEREEEEEEEREEEEREEEEEEREEEEREEEEEEEEEEEEEEEEEEEEEEE]

NOTE: This paragraph is for appropriate
SOUTHWESTNAVFACENGCOM pr oj ects only.

EE R R I R I R R I I I I kR R I R R R I I R kI O

Landfill coupons, that pernmt waste disposal at the Mramar Landfill free
of charge, are available fromthe Contracting Oficer. The coupons wll be
i ssued only upon the subm ssion of a witten request, by the prine
contractor to the RO CC, which nust identify the nature of the waste and

the nunber of coupons requested. The landfill coupons issued under this
contract are to be used only for the disposal of waste generated by this
contract. |If the prime contractor, one of its subcontractors, or one of
its waste haulers is found to be msusing the landfill coupons by disposing
of waste not generated under this contract, all rights under the contract
to use landfill coupons shall be forfeited, fromthe date of m suse
forward. Al unused coupons will be returned to the Contracting Oficer
and no additional coupons will be issued for the duration of the contract.
The Contracting Oficer's refusal to issue landfill coupons, because of

prior msuse, is not a change to the contract and no adjustnent of the
contract price will be nade.

.3.5 Di sposal of Ozone Depl eti ng Substance (ODS)

Class | and Cass Il ODS are defined in Section, 602(a) and (b), of The
Clean Air Act. Prevent discharge of Class | and Class Il ODS to the

at nosphere. Place recovered ODS in cylinders nmeeting AHR Guideline K
suitable for the type ODS (filled to no nore than 80 percent capacity) and
provi de appropriate |abeling. Recovered ODS shall be [put back into the
exi sting equi pnent] [turned over to the Contracting O ficer] [renpved from
CGovernment property and di sposed of in accordance with 40 CFR 82].
Products, equi pnent and appliances containing ODS in a seal ed,

sel f-contai ned system (e.g. residential refrigerators and wi ndow air
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conditioners) shall be disposed of in accordance with 40 CFR 82. Submt
Receipts or bills of lading, as specified. Submt a shipping receipt or
bill of lading for all containers of ozone depl eting substance (ODS)

shi pped to the Defense Depot, Richnond, Virginia.

.3.5.1 Speci al Instructions
No nmore than one type of ODS is permitted in each container. A
war ni ng/ hazardous | abel shall be applied to the containers in accordance
with Departnent of Transportation regulations. Al cylinders including but
not limted to fire extinguishers, spheres, or canisters containing an CDS
shall have a tag with the follow ng information

a. Activity name and unit identification code

b. Activity point of contact and phone nunber

c. Type of ODS and pounds of ODS contai ned

d. Date of shipnment

e. Naval stock nunber (for information, call (804) 279-4525).
.3.5.2 Fire Suppression Containers
Deactivate fire suppression systemcylinders and canisters with electrica
charges or initiators prior to shipnent. Al so, safety caps nmust be used to
cover exposed actuation nmechanisns and di scharge ports on these specia
cylinders.
.3.6 Transportation Qui dance
Ship all ODS containers in accordance with M L-STD 129, DLA 4145.25 (also
referenced one of the followi ng: Arny Regul ation 700-68, Naval Supply
I nstruction 4440.128C, Marine Corps Order 10330.2C, and Air Force
Regul ation 67-12), 49 CFR 173.301, and DOD 4000. 25-1-N
. 3.7 Unsal vageabl e and Non- Recycl able Materia
Di spose of unsal vageabl e and non-recycl abl e nonconbustible material in the
di sposal area located [ ]. The fill in the disposal area shall renmain

bel ow el evation [ ] and after disposal is conpleted, the disposal area
shall be uniformy graded to drain. Dispose of unsal vageabl e and

non-recycl able conbustible material [in the sanitary fill area |ocated
[ 1] [off the site] [by burning].
.4 CLEANUP

Renove debris and rubbi sh from basenent and sinilar excavations. Renobve
and transport the debris in a manner that prevents spillage on streets or
adj acent areas. Apply local regul ations regardi ng hauling and di sposal .

.5 DI SPOSAL OF REMOVED MATERI ALS
.5.1 Regul ati on of Renobved Materials
Di spose of debris, rubbish, scrap, and other nonsal vageabl e material s

resulting fromrenoval operations with all applicable federal, state and
| ocal regulations as contractually specified [off the | ] center] [in
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the Waste Managenent Plan] [ ]. [Storage of renoved naterials on the
project site is prohibited.]

.5.2 Bur ni ng on Government Property

[Burning of materials renmoved from denoli shed and deconstructed structures
will not be permitted on CGovernment property] [Transport conbustible

materi als renmoved from denol i shed and deconstructed structures to the areas
designated for burning. Control fires for protection of persons and
property. NMonitor fires continuously until the fires have burned out or
have been extingui shed. Conply with Federal, State and |ocal |aws

regul ating the building and nmaintaining of brush and trash fires].

.5.3 Renoval to Spoil Areas on Government Property

Transport nonconbustible materials renoved fromdenolition and
deconstruction structures to designated spoil areas on Governnent property.

.5.4 Renoval from Government Property

Transport waste materials removed from denoli shed and deconstructed
structures, except waste soil, from Governnment property for |ega

di sposal . Dispose of waste soil as directed.

.6 REUSE OF SALVAGED | TEMS

Recondi ti on sal vaged materi al s and equi prent desi gnated for reuse before
installation. Replace itens damaged during renoval and sal vage operations
or restore them as necessary to usable condition.

-- End of Section --
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