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USACE / NAVFAC / AFCEC / NASA UFGS- 28 31 49 (April 2006)

Preparing Activity: NAVFAC Repl aci ng w t hout change
UFGS- 13856 (August 2004)

UNI FI ED FACI LI TI ES GUI DE SPECI FI CATI ONS

Ref erences are in agreement with UVRL dated April 2018
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SECTI ON 28 31 49

CARBON MONOXI DE DETECTCORS
04/06

NOTE: This guide specification covers the
requi renents for carbon nonoxi de al arm det ectors.

Adhere to UFC 1-300-02 Unified Facilities CGuide
Speci fications (UFGS) Fornmat Standard when editing
this gui de specification or preparing new project
specification sections. Edit this guide
specification for project specific requirenents by
addi ng, deleting, or revising text. For bracketed
items, choose applicable iten(s) or insert
appropriate information.

Rermove information and requirenents not required in
respective project, whether or not brackets are
present.

Conment s, suggestions and reconmmended changes for
this gui de specification are wel cone and shoul d be
submitted as a Criteria Change Request (CCR.
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NOTE: This gui de specification covers carbon
nonoxi de al arm detectors for protection in indoor
| ocations of living quarters where fuel-burning
appl i ances/ equi prent are used.

*kkkkkkkkk

PART 1

*kkk
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GENERAL

1.1 REFERENCES

*kkk
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NOTE: This paragraph is used to list the
publications cited in the text of the guide
specification. The publications are referred to in
the text by basic designation only and listed in
thi s paragraph by organi zati on, designation, date,
and title.

Use the Reference Wzard's Check Reference feature
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1.

when you add a Reference ldentifier (RID) outside of
the Section's Reference Article to automatically

pl ace the reference in the Reference Article. Also
use the Reference Wzard's Check Reference feature
to update the issue dates.

Ref erences not used in the text will automatically
be deleted fromthis section of the project

speci fication when you choose to reconcile
references in the publish print process.

*% *% *% *% *% *% *% *% *% *% *% *% *%%

The publications listed below forma part of this specification to the
extent referenced. The publications are referred to within the text by the
basi ¢ designation only.

NATI ONAL FI RE PROTECTI ON ASSOC!I ATI ON ( NFPA)

NFPA 70 (2017; ERTA 1-2 2017; TIA 17-1; TIA 17-2;
TIA 17-3; TIA 17-4; TIA 17-5; TIA 17-6;
TIA 17-7; TIA 17-8; TIA 17-9; TIA 17-10;
TIA 17-11; TIA 17-12; TIA 17-13; TIA
17-14) National Electrical Code

UNDERWRI TERS LABORATORI ES (UL)
UL 2034 (2017; Reprint Dec 2017) UL Standard for
Safety Single and Multiple Station Carbon
Monoxi de Al ar ns

2 SUBMITTALS
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NOTE: Review Subnittal Description (SD) definitions
in Section 01 33 00 SUBM TTAL PROCEDURES and edit
the following list to reflect only the submittals
required for the project.

The @uide Specification technical editors have
designated those itens that require Government
approval, due to their conplexity or criticality,
with a "G'. Generally, other submittal itens can be
reviewed by the Contractor's Quality Control

System Only add a “G’ to an item if the
submittal is sufficiently inportant or conplex in
context of the project.

For submittals requiring Governnent approval on Arny
projects, a code of up to three characters within
the submittal tags nmay be used following the "G'
designation to indicate the approving authority.
Codes for Arny projects using the Resident
Managenment System (RMB) are: "AE" for
Architect-Engineer; "DO'" for District Ofice

(Engi neering Division or other organization in the
District OOfice); "AO" for Area Ofice; "RO for
Resident O fice; and "PO' for Project Ofice. Codes
following the "G' typically are not used for Navy,
Air Force, and NASA projects.
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Use the "S" classification only in SD-11 O oseout
Subnmittals. The "S" following a submittal item

i ndicates that the submittal is required for the
Sustai nability eNotebook to fulfill federally

mandat ed sustai nabl e requirenents in accordance with
Section 01 33 29 SUSTAI NABI LI TY REPORTI NG

Choose the first bracketed itemfor Navy, Air Force
and NASA projects, or choose the second bracketed
itemfor Arnmy projects.

*% *% *% *% *% *% *% *% *% *% *% *%%

CGovernment approval is required for subnmittals with a "G' designation;
submittals not having a "G' designation are [for Contractor Quality Control
approval . ][for information only. Wen used, a designation follow ng the
"G' designation identifies the office that will review the submttal for
the Governnment.] Submittals with an "S" are for inclusion in the
Sustai nability eNotebook, in conformance to Section 01 33 29 SUSTAI NABI LI TY
REPORTI NG. Submit the following in accordance with Section 01 33 00
SUBM TTAL PROCEDURES:
SD- 03 Product Data
Car bon nonoxi de det ect or
SD- 06 Test Reports
Car bon nonoxi de detector test
[ SD- 10 Operation and Mai ntenance Data
Car bon nonoxi de detector; Data Package 1

Submit in accordance with Section 01 78 23 OPERATI ON AND
MAI NTENANCE DATA. ]

PART 2 PRODUCTS
2.1 CARBON MONOXI DE DETECTOR

UL 2034, [Single station] [Multiple station] detector [surface] [flush]
mount ed. Operational requirenents shall be as follows:

a. FElectrical: [120 Volt ACwith 9 volt battery backup] | ] volt DC

b. Environnental: O degrees to 49 degrees C 32 degrees to 120 degrees F.

*% *% *% *% *% *% *% *% *% *% *% *% *%%

NOTE: Corps of Engineers EM 385-1-1, Safety and
Heal th Requirements Manual has specified that air
shall not contain a |l evel of carbon nonoxi de greater

than 20 ppm
c. Alarmand Indicator: Red LED for visual and 85 db at [3050] [ ] mm
[10] ] ft for audible alarm Ml function indicator |light shall be

yellow or anber LED. Power on indicator |ight shall be white or green
for 120 Volt AC powered units, while operating on AC power.
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2.

d. Alarmreset/silence button: Provide a nanually operated al armreset
and silence button. Pressing the button shall silence the alarm and
reset the detector. Alarmshall resound within 6 mnutes if CO |evel
remai ns at or above 70 ppm

e. Battery renoval flag: Provide a warning flag that will be exposed
while the battery is renoved, and hidden while the battery is installed.

.2 CONDUI T, BOXES, AND FI TTI NGS

*% *% *% *% *% *% *% *% *% *% *% *% *%%

NOTE: The second bracketed option is the short form
version of the interior electrical and its use is at
the discretion of the Engineer/Architect in charge.
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Specified in Section 26 20 00 | NTERI OR DI STRI BUTI ON SYSTEM

3 W RES AND CABLES
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NOTE: The second bracketed option is the short form
version of the interior electrical and its use is at
the discretion of the Engineer/Architect in charge.

kkkkkkkkkkkkkkkkkkkkkkkkkkhhkhkkkkkkkkkkkkhkhhkkkkkkkkkkkkkkhkhkhkhkhkkkkkkkkkkk

Specified in Section 26 20 00 | NTERI OR DI STRI BUTI ON SYSTEM

PART 3 EXECUTI ON

3.

3.

1 INSTALLATION
1.1 El ectrical work

El ectrical installation shall conformto the requirenents of Section
26 20 00 | NTERI OR DI STRI BUTI ON SYSTEM and NFPA 70.

.1.2 Car bon Monoxi de Det ector

Install detector[s] in accordance with the manufacturer's instructions.
Provi de detector in hallway outside bedroon{s], [__ ], and in location[s]
as i ndi cat ed.

. 1.3 G oundi ng and Bondi ng

Equi pnent groundi ng and bondi ng shall be in accordance with UL 2034 and
NFPA 70.

.2 FI ELD QUALI TY CONTROL

Provi de test equi pnent and personnel and subnmit witten copies of the test
results. Notify Contracting Oficer [15] [__ ] working days prior to the
test.

2.1 Car bon Monoxi de Detector Test

Contractor shall show by denonstration in service that the detector][s]
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[is][are] in good condition and properly perforning the intended function
Test shall be in accordance with UL 2034 requirenments specified in
paragraph entitled "Nornmal Operation Test" [and the manufacturer's test
procedure].

-- End of Section --
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