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NOTE: This gui de specification covers the
requirenents for vault door units neeting the
protective storage criteria for classified materials.

Adhere to UFC 1-300-02 Unified Facilities Guide
Speci fications (UFGS) Fornmat Standard when editing
this gui de specification or preparing new project
specification sections. Edit this guide
specification for project specific requirenents by
addi ng, deleting, or revising text. For bracketed
items, choose applicable iten(s) or insert
appropriate information.

Rermove information and requirenents not required in
respective project, whether or not brackets are
present.

Conment s, suggestions and reconmended changes for
this gui de specification are wel conme and shoul d be
submitted as a Criteria Change Request (CCR.

*%

PART 1

1.1

*%

*% *% *% *% *% *% *% *% *% *% *%%

GENERAL

REFERENCES

NOTE: This paragraph is used to list the
publications cited in the text of the guide
specification. The publications are referred to in
the text by basic designation only and listed in
thi s paragraph by organi zation, designation, date,
and title.

Use the Reference Wzard's Check Reference feature
when you add a Reference ldentifier (RI D) outside of
the Section's Reference Article to automatically

pl ace the reference in the Reference Article. Also
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use the Reference Wzard's Check Reference feature
to update the issue dates.

Ref erences not used in the text are autonatically
deleted fromthis section of the project

speci ficati on when you choose to reconcile
references in the publish print process.
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The publications listed below forma part of this specification to the

ext ent

r ef er enced.

basi ¢ designation only.

FS AA-D- 600 (Rev D, Am1; Am 4) Door, Vault,

U S. CGENERAL SERVI CES ADM NI STRATI ON ( GSA)

U S. GREEN BUI LDI NG COUNCI L (USGBC)

LEED BD+C

The publications are referred to within the text by the

Security

(2009; R 2010) Leadership in Energy and
Envi ronment al Design(tm Buil ding Design

and Construction (LEED NC

1.2 SUSTAI NABI LI TY REPORTI NG
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NOTE: The bracketed itens are representative of
LEED materi al docunentation and requirenents that
may apply to this project. These itens should be
edited to reflect the project requirenents.

*% *%

Materials in this technica
conpliance with sustainability requirenents.

*% *% *% *% *% *% *% *%%

SUSTAI NABI LI TY REPORTI NG for project LEED BD+C [l ocal/ regiona
and ][recycled content] and LEED docunentation requirenents.

1.3 SUBMITTALS

*kkk
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NOTE: Review subnmittal description (SD) definitions
in Section 01 33 00 SUBM TTAL PROCEDURES and edit
the following list to reflect only the submittals
required for the project. Keep subnmittals to the

m ni mum requi red for adequate quality control

The Guide Specification technical editors have
designated those itens that require Government
approval, due to their conplexity or criticality,
with a "G" GCenerally, other submittal itenms can be
reviewed by the Contractor's Quality Control

System Only add a “G to an item if the subnittal
is sufficiently inmportant or conplex in context of

t he project.

For subnmittals requiring Government approval on Arny
projects, use a code of up to three characters
within the submittal tags following the "G
designation to indicate the approving authority.
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1.

Codes for Arny projects using the Resident
Managenent System (RMS) are: "AE" for
Architect-Engineer; "DO' for District Ofice

(Engi neering Division or other organization in the
District Ofice); "AO" for Area Ofice; "RO for
Resident O fice; and "PO' for Project Ofice. Codes
following the "G' typically are not used for Navy,
Air Force, and NASA projects.

Use the "S" classification only in SD-11 C oseout
Submittals. The "S" following a submttal item

i ndicates that the submittal is required for the
Sustai nability eNotebook to fulfill federally

mandat ed sustai nabl e requirenents in accordance with
Section 01 33 29 SUSTAI NABI LI TY REPORTI NG

Choose the first bracketed itemfor Navy, Air Force
and NASA projects, or choose the second bracketed
itemfor Arny projects.
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CGovernment approval is required for subnmittals with a "G' designation;
submittals not having a "G' designation are for [Contractor Quality Control
approval .] [information only. Wen used, a designation followi ng the "G
designation identifies the office that reviews the submttal for the
Government.] Submittals with an "S" are for inclusion in the

Sustai nability eNotebook, in conformance to Section 01 33 29 SUSTAI NABI LI TY
REPORTI NG. Submit the following in accordance with Section 01 33 00

SUBM TTAL PROCEDURES:

SD- 02 Shop Drawi ngs

Vault Door Unit; ¢, [ 11
Day Gate; C[, | 11

SD- 03 Product Data
Vaul t Door and Frane
SD-07 Certificates
Vault Door and Frane
SD- 08 Manufacturer's Instructions
Installation
SD-11 C oseout Submittals
LEED Docunent ati on
4 DELI VERY, STORAGE, AND HANDLI NG
Del i ver door and frame assenblies to the jobsite in a protective covering
with the brand and nane clearly narked thereon. |Inspect materials
delivered to the jobsite for damage, and unload themw th a mnini num of
handling. Store in a dry location with adequate ventilation, free from

dust, water, and other contaninants, and all owi ng easy access for
i nspection and handling. Store door assenblies off the floor on
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nonabsorptive strips or wood platforns. Prevent damage to doors and franes
during handling. Replace damaged itenms that cannot be restored to |ike-new
condition.

PART 2 PRODUCTS
2.1 SYSTEM DESCRI PTI ON

The vault door unit shall be a steel security-vault type door with frame,
[day gate], and ranp type threshold, which is a standard product of a
manuf acturer specializing in this type of fabrication. Subnit draw ngs
showi ng head, janb, and sill sections, and el evati ons of the doors [and
gate].

2.2 VAULT DOOR AND FRAME

*% *% *% *% *% *% *% *% *% *% *% *% *%%

NOTE: Select the appropriate Type and Style
designation for the door, and del ete inapplicable
portions. FS AA-D-600 covers the follow ng classes
of security vault doors: Cass 5-V: Vault door
resistant to 20 man-hours surreptitious entry, 30
man- m nutes covert entry, and 10 man-m nutes forced
entry.

El ectro-nechani cal lock. Primarily used for storage
of classified information.

Cass 5-A: Arnory door resistant to 30 man-m nutes
covert entry and 10-nan minutes forced entry.
Mechani cal lock. Primarily used for storage of arns.
Class 5-B: Ballistic door resistant to 20 man-hours
surreptitious entry, 30 nan-minutes covert entry,
and 10 man-ninutes forced entry.

El ectro-nechanical lock. Simlar to class 5-V but is
ballistic resistant.

Type: Select the appropriate door type or types,
and del ete those not applicable. "Right opening
swi ng" means hinges to the right when viewed from
outside the vault. Specify the optical device only
when requested by the Using Agency.

Style: Specify Style Kunless Style His requested
by the Using Agency.

Design: Design S - single lock. Design B - No
exterior hardware. Design S, the default value, is
nore available. [If Bis a custoner requirenent,
check availability with manufacturers on the QPL.

APPROVAL OF AN EXCEPTI ON TO APPLI CABLE SECURI TY
REQUI REMENTS MUST BE OBTAI NED BY THE USI NG ACTIVI TY
THROUGH THEI R OPERATI ONAL CHAI N OF COVWAND FOR

PROVI SI ON AND | NSTALLATI ON OF ANY AND ALL SECURITY
VAULT DOORS W THOUT A GSA- APPROVED LABEL. The GSA

| abel ed vault door is a single-leaf door, and
provides a clear opening of 1015 mm 40 i nches w de
and 1980 mm 78 inches high. A double-leaf vault
door is available with a clear opening of 2080 nm 82
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i nches wide and 1980 mm 78 inches high. Obtain both
singl e-1 eaf and doubl e-1eaf vault doors to satisfy
speci al size requirenments. The double-leaf and
special size units are built to Cass 5 standards,
but are not tested and | abel ed by GSA. Wen custom
size doors are required, verify availability with
door manufacturers, and verify the acceptability of
unl abel ed doors with the Using Agency.

*kkkkkkkkkkkkkkkkkkkkkkkkkkhkkhhkkkkkkkkkkkkhhkhkhkkkkkkkkkkkkhkhkhhhkkkxk

Desi gn and construct the door and frame assenbly in conformance with

FS AA-D-600. Provide a door which is Cass [5-V] [5-A] [5-B], Type [IR -
right opening swing with optical device] [IL — left opening swing with
optical device] [IIR — right opening swing wthout optical device] [IIL —
| eft opening swing wthout optical device] [IIIR — double |eaf, active
right opening swing] [IIIL — double |eaf, active left opening swi ng], Style
[H — hand change conbi nation | ock] [K — key change conbi nation | ock],
Design [S — single lock] [B — no exterior hardware]. [The optical device
must permit observation fromthe [inside to the outside] [outside to the
inside] of the vault.] Submit manufacturer’s catal og data including
catal og cuts and brochures showi ng that the proposed vault door unit
conforns with the requirements in FS AA-D- 600, and has been tested and
approved by the General Services Adm nistration (GSA). Submt
certification stating that the vault-door units that do not bear the GSA
| abel are constructed to Cass [5-V] [5-A] [5-B] standards.

2.3 DAY GATE

NOTE: The day gate is not covered by FS AA-D- 600.
Specify the day gate only when specifically
requested by the Using Agency.

*kkkkkkkkkkkkkkkkkkkkkkkkkkhhhhkkkkkkkkkkkkkhhkhkkkkkkkkkkkkhkhkhkhhkkkkkkkkkkk

Provide a day gate which is the manufacturer's [standard] [custon] product
designed for use with the vault door furnished, and that provi des access
control [and visual security] [and [material] [equipnent] [weapons]

i ssue]. The gate shall: be hinged on the sanme side as the vault door
swing into the vault, and have a | ocking device operable from outside by
key and frominside by knob or handle. [Gate shall include an issue port

hatch [and [2.5] [__ ] mm[12] | ] gage thick steel shelf]. The

i ssue port shall be a franed 200 by 300 nm 8 by 12 inch opening with a
mninmmI [0.8] [__ ] nm[22] [__ ] gage thick steel protective door
(hatch cover) which is hinged and | ockable fromthe interior side. Weld
the issue port frame to the day gate. [The shelf shall be [300] [__
[12] [ ] inches deep by width to match the port hatch.]] Provide the
manuf acturer's standard finish. The day gate shall not interfere with the
operation of vault door inner escape device.

PART 3 EXECUTI ON

3.1 INSTALLATION

NOTE: The door frane is a nongrout type and is
adaptable to walls of 150, 200, 250, or 300 mm 6, 8,
10, or 12 inch thickness with a 13 mm 1/2 inch
tol erance. Where required, the availability of
frames to acconmodate thicker walls nust be verified
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wi th manufacturers. Construction and wall opening
size requirenments vary between manufacturers. There
is no need to detail the door or frane; however, the
wal I s must be detailed as necessary to show
reinforcing. Show wall opening sizes as
"approximate,"” with the final size to be as

determ ned by the vault door manufacturer
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Install the vault door assembly in strict conpliance with the printed
instructions and draw ngs provided by the manufacturer. |Install the day
gate in a manner that does not interfere with operation of the rel ease
handl e on the inside of the vault door. After installation, adjust the
door, the locking nechanism and the inner escape device for proper
operation. Subnmit printed instructions and draw ngs provided by the
manufacturer.

-- End of Section --
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