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SECTION 12 21 00

W NDOW BLI NDS
08/17

NOTE: This gui de specification covers the
requi renents for wi ndow blinds and hardware.

Adhere to UFC 1-300-02 Unified Facilities Guide
Speci fications (UFGS) Fornmat Standard when editing
this gui de specification or preparing new project
specification sections. Edit this guide
specification for project specific requirenents by
addi ng, deleting, or revising text. For bracketed
itens, choose applicable iten(s) or insert
appropriate information.

Renmove information and requirements not required in
respective project, whether or not brackets are
present.

Conment s, suggestions and reconmmended changes for
this gui de specification are wel cone and shoul d be
submtted as a Criteria Change Request (CCR).

PART 1 GENERAL

*% *% *% *% *% *% *% *% *% *% *% *% *%%

NOTE: Use Section 12 22 00 for CURTAI NS AND
DRAPES. Use Section 12 24 13 for ROLLER W NDOW
SHADES
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1.1 SUMMARY

Provi de wi ndow treatnent, conform ng to NFPA 701, conplete with necessary
brackets, fittings, and hardware. Provide each wi ndow treatnment type as a
conplete unit in accordance w th paragraph W NDOW TREATMENT PLACEMENT
SCHEDULE. Mount and operate equi pnent in accordance with manufacturer's
instructions. Conpletely cover windows to receive a treatnent.

1.2 REFERENCES

*kkkkkkkkkkkkkkkkkkkkkkkkkhkhhkhkkkkkkkkkkkkkhhkhkkkkkkkkkkkkhkhkhkhkhkkkkkkkkkk

NOTE: This paragraph is used to list the
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1.

publications cited in the text of the guide
specification. The publications are referred to in
the text by basic designation only and listed in
thi s paragraph by organi zati on, designation, date,
and title.

Use the Reference Wzard' s Check Reference feature
when you add a RID outside of the Section's
Reference Article to automatically place the
reference in the Reference Article. Also use the
Ref erence Wzard's Check Reference feature to update
the issue dates.

Ref erences not used in the text will automatically
be deleted fromthis section of the project

speci fication when you choose to reconcile
references in the publish print process.

*% *% *% *% *% *% *% *% *% *% *% *% *%%

The publications listed below forma part of this specification to the
extent referenced. The publications are referred to in the text by basic
desi gnation only.

NATI ONAL FI RE PROTECTI ON ASSCCI ATI ON ( NFPA)

NFPA 701 (2015) Standard Methods of Fire Tests for
FI ame Propagati on of Textiles and Filns

SCI ENTI FI C CERTI FI CATI ON SYSTEMS ( SCS)
SCS SCS d obal Services (SCS)Indoor Advant age
UNDERWRI TERS LABORATORI ES (UL)
UL 2818 (2013) GREENGUARD Certification Program
For Chemi cal Em ssions For Buil ding

Mat eri al s, Finishes And Furni shings

3 SUBMITTALS

NOTE: Review subnmittal description (SD) definitions
in Section 01 33 00 SUBM TTAL PROCEDURES and edit
the following list to reflect only the subnmittals
required for the project.

The Guide Specification technical editors have
designated those itens that require Government
approval, due to their conplexity or criticality,
with a "G" GCenerally, other submittal itenms can be
reviewed by the Contractor's Quality Control

System Only add a “G to an item if the subnittal
is sufficiently inmportant or conplex in context of

t he project.

For subnmittals requiring Government approval on Arny
projects, a code of up to three characters within
the submittal tags nmay be used following the "G'
designation to indicate the approving authority.
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Codes for Arny projects using the Resident
Managenent System (RMS) are: "AE" for
Architect-Engineer; "DO' for District Ofice

(Engi neering Division or other organization in the
District Ofice); "AO" for Area Ofice; "RO for
Resident O fice; and "PO' for Project Ofice. Codes
following the "G' typically are not used for Navy,
Air Force, and NASA projects.

Use the "S" classification only in SD-11 C oseout
Submittals. The "S" following a submttal item

i ndicates that the submittal is required for the
Sustai nability eNotebook to fulfill federally

mandat ed sustai nabl e requirenents in accordance with
Section 01 33 29 SUSTAI NABI LI TY REPORTI NG

Choose the first bracketed itemfor Navy, Air Force
and NASA projects, or choose the second bracketed
itemfor Arny projects.

kkkkkkkkkkkkkkkkkkkkkkkkkhkhhhhkkkkk kkkkkkkkkkkkkkkkkkkkkkhkhhkkkkkkk

CGovernment approval is required for subnmittals with a "G' designation;
submittals not having a "G' designation are for [Contractor Quality Control
approval .][information only. Wen used, a designation following the "G
designation identifies the office that will review the submittal for the
Government.] Submittals with an "S" are for inclusion in the
Sustai nability eNotebook, in conformance to Section 01 33 29 SUSTAI NABI LI TY
REPORTI NG. Submit the following in accordance with Section 01 33 00
SUBM TTAL PROCEDURES
SD- 02 Shop Drawi ngs
Installation
SD- 03 Product Data
W ndow Blinds; G, [ 11
Installation
Certifications
SD- 04 Sanpl es
W ndow Blinds; C[, [ 11
Val ance; ([, | 1]
SD-06 Test Reports
W ndow Bl i nds
SD-07 Certificates
I ndoor Air Quality]

SD- 08 Manufacturer's lnstructions

Wndow Blinds; G, [ 1]
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SD- 10 Operation and Mii ntenance Data
Wndow Blinds; ¢, [ 11
SD-11 C oseout Submittals
[ Recycl ed Content for al um num conponents; S]
[ I ndoor Air Quality for w ndow blinds; S]

[1.4 CERTIFICATIONS

*kkkkkkkkkkkkkkkkkkkkkkkkkkhhhhkkkkkkkkkkkkkhhkhkkkkkkkkkkkkhkhkhkhhkkkkkkkkkkk

NOTE: The Government's preference is for use of
products that have been certified for indoor air
quality by a third-party organi zation such as
Greenguard or SCS d obal Services. However, verify
there is a certified product available that is both
cost effective and appropriate for the project.

Products neeting the Gold standard will al so neet
the basic standard. Require Gold when the facility
wi |l be used by people sensitive to air quality
conditions, such as child devel opnent centers and
medi cal facilities.

*kkkkkkkkkkkkkkkkkkkkkkkkkhkhhhhkkkkkkkkkkkkhkhhkhkkkkkkkkkkkkhkhhkhhkkkkkkkkkkik

1.4.1 Indoor Air Quality Certifications
1.4.1.1 W ndow Bl i nds

Provi de products certified to neet indoor air quality requirements by
UL 2818 G eenguard [CGold], SCS dobal Services Indoor Advantage Gold or
provide certification or validation by other third-party programthat
products neet the requirenents of this Section. Provide current product
certification docunentation fromcertification body.

]1.5 DELI VERY, STORAGE, AND HANDLI NG

Del i ver conponents to the jobsite in the manufacturer's original packaging
with the brand or conpany nane, itemidentification, and project reference
clearly marked. Store conponents in a dry location that is adequately
ventilated and free fromdust, water, or other contam nants and has easy
access for inspection and handling. Store nmaterials flat in a clean dry
area with tenperature naintai ned above 1 0 degrees C 50 degrees F. Do not
open containers until needed for installation unless verification

i nspection is required.

1.6 WARRANTY

Provi de manufacturer's standard performance guarantees or warranties that
extend beyond a 1 year period.

PART 2 PRODUCTS

kkkkkkkkkkkkkkkkkkkkkkkkkhkhhkkkkkkkkkkkkkkhkhhkhkkkkkkkkkkkkhkhhkhhkkkkkkkkkkk

NOTE: Coordinate with the drapery hardware
specified for the project.
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2.

2.

1 W NDOW BLI NDS

Provi de each blind, including hardware, accessory itens, nounting brackets
and fastenings, as a conplete unit produced by one manufacturer. Al parts
must be one color, unless otherw se indicated, to match the col or of the
blind slat. Treat steel features for corrosion resistance. Submit sanples
of each type and col or of wi ndow treatnent. Provide[ aluminum [horizonta
| ouver blind slats] [vertical |louvers] 150 nm6 inch in I ength for each
color. Provide 150 mm 6 inch sanple of [horizontal blind slats] [vertica

| ouvers] in each color specified. Also submt results of Fire resistance,
Fl ame Spread, and Snoke contribution tests.

*kkkkkkkkkkkkkkkkkkkkkkkkkkhhhhkkkkkkkkkkkkkhhkhkkkkkkkkkkkkhkhkhkhhkkkkkkkkkkk

NOTE: Use nmaterials with recycled content where
appropriate for use. Verify suitability,
availability within the region, cost effectiveness
and adequate conpetition (including verification of
bracket ed percentages included in this guide

speci fication) before specifying product recycled
content requirenents.

Research shows the product is avail abl e among US
nati onal manufacturers above the m ni mumrecycl ed
content of the first bracket. Some manufacturers
and regions have higher percentages. If desired,

i nsert higher percentages into the second set of

brackets.

*% *% *% *% *% *% *% *% *% *% *% *% *%%

[ Provi de Al umi num Conponents with a mnimumof [24]][__ ] percent recycled
content. Provide data identifying percentage of recycled content for
al unm num conponents. ]

NOTE: Include bracketed sentence bel ow requiring

products with indoor air quality certifications when

it is verified there is a product available that is

certified by a third-party organi zati on such as

G eenguard or SCS dobal Services. Al so, verify

that the certified product is both cost effective

and appropriate for the project.

*% *% *% *% *% *% *% *% *% *% *% *%%

[Provide certification of indoor air quality for w ndow blinds.]

1.1 Hori zontal Blinds

*kkkkkkkkkkkkkkkkkkkkkkkkkhkhhkkkkkkkkkkkkkkhkhhkhkkkkkkkkkkkkhkhhkhkhkhkkkkkkkkkk

NOTE: Typically horizontal blinds are fabricated to
fill the openings fromhead-to-sill and janb-to-janb
with inside nounted brackets. A clearance of 6 nm
1/4 inch should be allowed at each janb. This

typi cal nounting procedure nay not be appropriate
under certain conditions for 25 mm 1 inch slats and
for windows in special frames, sliding glass doors,
or wi ndows in doors. Check specifications of glass
manuf acturer for reconmended cl earances when
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detailing the nounting

kkkkkkkkkkkkkkkkkkkkkkkkkhkhhkhkkkkkkkkkkkkkhhkhkhkkkkkkkkkkkhkhhkhkkkkkkkkkkk

Provi de horizontal blinds with[ 50 nm 2 inch][ 25 mm 1 inch] slats. Blind
units nmust be capable of nominally 180 degree partial tilting operation and
full-height raising. Blinds nust be [inside][outside] nmount. Provide
tapes for 50 mMmm 2 inch slats with longitudinal reinforced vinyl plastic in
1-piece turn | adder construction. Tapes for 25 nml inch slats nust be

brai ded pol yester or nyl on.

.1.1.1 Head Channel and Sl ats

*% *% *% *% *% *% *% *% *% *% *% *% *%%

NOTE: For clarification purposes, 0.006 inch refers
to 0.006 gauge and 0.008 refers to 0.008 gauge. For
25 mm 1 inch venetian blinds, alunm num slats shoul d
be specified, unless justification exists for using
steel. Steel slats have a tendency to cut the
thin-line tape used with 25 mMmm 1 inch slats.

kkkkkkkkkkkkkkkkkkkkkkkkkkhhkkkkhkkkkkkkkkkhkhhkhkkkkkkkkkkkkhkhhkhhkkkkkkkkkkk

Provi de head channel nade of steel or alum numw th corrosion-resistant
finish nomnal[ 0.46 nm0.018 inch for 50 mm2 inch][ 0.61 nm 0.024 inch
for 25 mMm 1 inch] slats. Provide slats of alum num not |ess than
[0.203][0.152] nm [0.008][0.006] inch thick, and of sufficient strength to
prevent sag or bow in the finished blind. Provide a sufficient amount of
slats to assure proper control, uniform spacing, and adequate overl ap

Encl ose all hardware in the headrail.

.1.1.2 Controls

The slats shall be tilted by a transparent tilting wand, hung vertically by
its own weight, and shall swivel for easy operation. Provide a tilter
control of enclosed construction. Provide nmoving parts and mechani ca

drive made of conpatible materials which do not require lubrication during
nornmal expected life. The tilter shall tilt the slats to any desired angle
and hold themat that angle so that any vibration or novenent of | adders
and slats will not drive the tilter and change the angle of slats. |nclude
a mechanismto prevent over tightening. Provide a wand of sufficient
length to reach to within 1500 nm5 feet of the floor

.1.1.3 I nter nedi ate Brackets

kkkkkkkkkkkkhkkkkkkkkkkkkhkhhkhkkkkkkkkkkkkhkhhkhhkhkkkkkkkkkkkhkhhkhkhkkkkkkkkkk

NOTE: Appropriate spacing for placenent of

i nternedi ate brackets at 1200 mm 48 inch and 1500 mm
60 inch are typical for Type 25 mm 1 inch blinds and
2100 M 84 inch for 50 nm 2 inch blinds.

*% *% *% *% *% *% *% *% *% *% *% *% *%%

Provi de intermedi ate brackets for installation, as reconmended by the
manuf acturer, of blinds over [1200][1500][2100] mmi 48] [60][84] inch wi de.

.1.1.4 Bot t om Rai
Provide bottomrail made of corrosion-resistant steel with factory applied

finish. Provide closed oval shaped bottomrail with double-lock seam for
maxi mum strength. Bottomrail and end caps to match slats in col or
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2.1.1.5 Brai ded Ladders
Provi de brai ded | adders of 100 percent pol yester yarn, color to match the
slat color. Space |ladders 15.2 slats per 300 mmfoot of drop in order to
provide a uniformoverlap of the slats in a closed position

2.1.1.6 Hol d- Down Brackets

kkkkkkkkkkkkkkkkkkkkkkkkkhkhhkhkkkkkkkkkkkkhkhhkhkkkkkkkkkkkkhkhhkhkhkkkkkkkkkkik

NOTE: Hol ddown brackets should not be specified for
wi ndows except where air novenent nay cause the
blinds to sway excessively.

*% *% *% *% *% *% *% *% *% *% *% *% *%%

Provi de universal type hol d-down brackets for sill or janmb nount where
i ndi cated on placenent |ist.

2.1.1.7 Audi o Vi sual Blinds

kkkkkkkkkkkkkkkkkkkkkkkkkkhhkkkkhkkkkkkkkkkhkhhkhkkkkkkkkkkkkhkhhkhhkkkkkkkkkkk

NOTE: Audi o visual blinds are special purpose
blinds to be used only when a greater than ordinary
exclusion of light is required. Manufacturer's
reconmendati ons for col or selection should be used
or careful selection of the color for optical
properties nmust be considered in audio visual
applications

*kkkkkkkkkkkkkkkkkkkkkkkkkkhhkhkkkkkkkkkkkkhkhhkhkhkkkkkkkkkkkhkhkhkhhkkkkkkkkkkk

In addition to requirenents for blinds, each unit nust include Iight traps
at sides, and sill. Provide privacy blinds which provide |ight enhancing
capabilities by nmeans of hidden slat holes. Construct light traps from

al um num or sheet steel, not less than 0.5 nmD. 02 inch thick, U shaped,

with legs not less than [45 mil. 75 inch long for 50 nmm®2 inch blinds.][20 nm
0.75 inches long for 25 mml inch blinds.] Round or bead edges in contact
with blinds. Finish inside surfaces of light traps in a dull gray or black
color.

2.1.2 Vertical Blinds

*% *% *% *% *% *% *% *% *% *% *% *% *%%

NOTE: Typically, vertical blinds will be wal

nounted with outside brackets, sill length. Certain
instances will call for different installation

nmet hods. When selecting a ceiling nount with inside
brackets, the designer should verify that the w ndow
recess will accommpdate this type installation

*% *% *% *% *% *% *% *% *% *% *% *% *%%

Provi de vertical blind units capable of noninal 180 degree partial tilting
operation and full stackback. The blinds nust be listed by the

manuf acturer as designed for heavy duty strength applications including
heavy duty hardware. Provide [ceiling][wall] nmounted vertical blinds with
[outside][inside] brackets. Blinds nust be [sill][floor] length. CQutside
mount type installation nust provide adequate overlap to control |ight and
privacy.
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2.1.2.1 Louvers

kkkkkkkkkkkkkkkkkkkkkkkkkhkhhkkkkkkkkkkkkkkhkhhkhkkkkkkkkkkkkhkhhkhhkkkkkkkkkkk

NOTE: Fabric |ouvers are freehanging and different
fromgroover |louvers. Goovers are vinyl |ouvers
with fabric inserts included. Edit accordingly and
do not use groovers and fabric | ouvers together.

Generally, 90 nm 3-1/2 inch blinds will be specified
because they are nore economical. |In sonme cases, 50
mm 2 inch blinds will be nore aesthetically pleasing
because of the wi ndow size.

*% *% *% *% *% *% *% *% *% *% *% *% *%%

Provi de | ouvers [which are fire resistant solid vinyl, UV stable, and

i npact resistant.][which are flame retardant fabric having straight, flat,
unfrayed edges and flat, wi thout noticeable twists. Provide a weight at
the bottom of the |l ouver without the insert discoloring the fabric.]

[which are groover extruded fromsolid vinyl with clear non-yell ow ng
channel lips to accept fabric inserts. Fabric inserts nust be flane
retardant and colorfast.] Louvers that are[ 90 mm 3-1/2 inch shall overlap
not less than 10 nm 3/8 inch][ 50 mm 2 inch shall overlap not less than mm
1/4 inch] and be dinensionally stable.

2.1.2.2 Carriers

Provide carriers to support each |ouver made of nolded plastic to
transverse on self-fabricated wheels for smooth, easy operation. The hook
of the carrier shall have an automatic latch to pernit easy installation
and renoval of the louver, and to securely lock the louver for tilting and
traversing.

2.1.2.3 Headrail System

Provi de headrail systemnot less than 1.19 nm 0.047 inch thick and made of
anodi zed alum num all oy or 0.635 mm 0.027 inch thick phosphate treated
steel with a baked on ivory gloss enanel paint finish. The headrail nust
extend the full width of the blind and be closed with an end cap at each
end. One cap nust contain the traversing and tilting controls. The
opposite cap will house the pulley for the traversing cord.

2.1.2.4 Valance

Attach the manufacturer's standard val ance to the headrail by metal or
pl astic holders which grip the top and bottom edge of the val ance and
accept an insert of the same material as the slats. Provide sufficient
cl earance behind the valance to permt the louvers to tilt without
interference. Extend the headrail cover the full width of the blind.]
Provi de returns].

2.1.2.5 Controls

*% *% *% *% *% *% *% *% *% *% *% *% *%%

NOTE: Typically, a tilting control baton is used
because it is unobtrusive. Control nmechani sns
generally are on the right side, but w ndow

pl acement may require the controls to be placed on
the left side for ease of operation.
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2.

Sel ect which direction the vertical blind wll
traverse in the Placenent Schedul e, considering
there nust be adequate space for the width of the
stack wi thout concealing any electrical or
nmechani cal conponents.

*% *% *% *% *% *% *% *% *% *% *% *% *%%

Provide tilting and traversing controls that hang conpactly at the side of
the blinds and reach within 1500 nmmb feet of the floor. The [tilt/traverse
control][bead chain tilting control] nust tilt all vanes simnultaneously to
any desired angle and hold themat that angle. Provide |ouvers that
traverse [one way to the right] [one way to the left] [two-way split].]

The traversing control cord nust be mninum 1.78 nm 0.070 inch in dianeter
with a nini mum breaking strength of 556 N 125 pounds. Anchor the cord to a
|l ead carrier linked to all adjacent carriers.] Provide |ouvers that
traverse along the headrail by pulling one side of the | ooped cord
[fastened to a cord tension pulley][ or ]J[a fiberglass wand that tilts the
| ouvers by turning the wand and traverses the | ouvers by using the wand as
a control]. Sliding glass doors nust have a one way draw with stackback
occurring opposite door openings.

.1.2.6 Connectors and Spacers

The connector nust be flexible, snooth and flat to slide unhindered when
carriers nove independently of each other, and to nest conpactly when
carriers are stacking. Relate the length of the links to the |Iouver w dth
in order to equally space the traversing |ouvers, to maintain uniform and
adequat e overlap of louvers, and to fully cover the width of the opening.

.1.2.7 I nter medi ate Brackets

Provide internediate installation brackets for blinds over 1575 nmm 62 i nches
w de.

2 COLOR

NOTE: Editing of color reference sentence(s) mnust
be coordinated with the Government. Generally,
Section 09 06 00 SCHEDULES FOR FI NI SHES or drawi ngs
are used when the project is designed by an
Architect or Interior designer. Color nmust be

sel ected from nmanufacturer's standard col ors or
identified as a manufacturer's color in this
specification only when the project has nininm
finishes.

When the government directs that color be located in
the drawings, a note will be added that states:
"Where color is shown as being specific to one

manuf acturer, an equival ent col or by anot her

manuf acturer may be submitted for approval.

Manuf acturers and materials specified are not
intended to limt the selection of equal colors from
ot her manufacturers. The word "color" as used
herein includes surface color and pattern.”

When nore than one type, pattern or color is
specified, identify location.
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When a manufacturer's nane, stock nunber, pattern,
and color is specified for color, be certain that
the product conforns to the specification, as edited.

*% *% *% *% *% *% *% *% *% *% *% *% *%%

Provide color, pattern and texture [in accordance with Section 09 06 00
SCHEDULES FOR FI NI SHES] [ as i ndi cated][sel ected from manufacturer's standard
colors][[___ ]. Color listed is not intended to limt the selection of
equal colors fromother manufacturers.]

PART 3 EXECUTI ON

3.1 EXAMINATION
After beconming famliar with details of the work, verify all dinmensions in
the field, and advise the Contracting Oficer of any discrepancy before

perform ng the work.

3.2 W NDOW TREATMENT PLACEMENT SCHEDULE

kkkkkkkkkkkkkkkkkkkkkkkkkhkhhhhkkkkkkkkkkkkhkhhkhkkkkkkkkkkkkhkhhkhhkhkkkkkkkkkk

NOTE: The W ndow Treatnment Pl acenent Schedule will
be provided at the designer's option when it wll
clarify placenent of the treatnents. Wen all
exterior windows are to receive a w ndow treatnent,
a note can be nade to this effect instead of filling
out the schedule conpletely. The location of the

wi ndow treat nent should be clearly defined within
this specification. The Placenent Schedule will be
conpletely filled out with the room nunber/ nane,

wi ndow covering type, vertical blind draw direction,
wi ndow type and quantity.

*kkkkkkkkkkkkkkkkkkkkkkkkkhkhhkkkkkkkkkkkkkkhhkkkkkkkkkkkkkkhkhhkhkhkkkkkkkkkkk

[All exterior windows include [ ].]1 [Provide wi ndow covering as foll ows:
Room Nunber/ Name | W ndow Coveri ng Vertical Blind W ndow Type Quantity
Type Draw Direction
L] L 1] L] L] L]

3.3 INSTALLATION

Do not install building construction materials that show visual evidence of
bi ol ogi cal grow h.

Subnmit drawi ngs showi ng fabrication and installation details. Show | ayout
and | ocations of track, direction of draw, nounting heights, and details.

3.3.1 Hori zontal and Audi o Visual Blinds

Performinstallation of Horizontal and Audio Visual Blinds in accordance
with the approved detail draw ngs and manufacturer's installation

instructions. Install units level, plunb, secure, and at proper height and
|l ocation relative to window units. Provide and install supplenentary or
m scel |l aneous itens in total, including clips, brackets, or anchorages

incidental to or necessary for a sound, secure, and conplete installation.
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Do not start installation until conpletion of room painting and finishing
operations.

.3.2 Vertical Blinds and Val ance

Performinstallation of Vertical Blinds and Val ance in accordance with the
approved detail drawi ngs and manufacturer's installation instructions.
Install units level, plunb, secure, and at proper height and | ocation
relative to window units. Provide and install supplenentary or

m scel |l aneous itens in total, including clips, brackets, or anchorages
incidental to or necessary for a sound, secure, and conplete installation
Do not start installation until conpletion of room painting and finishing
operations.

.4 CLEAN-UP

Upon conpletion of the installation, free window treatnents from soiling,
damage or bl eni shes; and adjust themfor form and appearance and proper
operating condition. Repair or replace damaged units as directed by the
Contracting Oficer. |Isolate nmetal parts fromdirect contact with
concrete, nortar, or dissimlar netals. Ensure blinds installed in
recessed pockets can be renovabl e without disturbing the pocket. The
entire blind, when retracted, nust be contained behind the pocket. For
blinds installed outside the janbs and nullions, overlap each janb and
mullion 20 mMm 0. 75 inch or nore when the janb and nullion sizes permt.
Include all hardware, brackets, anchors, fasteners, and accessories
necessary for a conplete, finished installation

-- End of Section --
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