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GYPSUM CONCRETE FLOOR PLANKS
04/08

**************************************************************************
NOTE:   Thi s gui de speci f i cat i on cover s t he 
r equi r ement s f or  gypsum pl ank syst ems f or  f i r e r at ed 
f l oor  decks.

Adher e t o UFC 1- 300- 02 Uni f i ed Faci l i t i es Gui de 
Speci f i cat i ons ( UFGS)  For mat  St andar d when edi t i ng 
t hi s gui de speci f i cat i on or  pr epar i ng new pr oj ect  
speci f i cat i on sect i ons.   Edi t  t hi s gui de 
speci f i cat i on f or  pr oj ect  speci f i c  r equi r ement s by 
addi ng,  del et i ng,  or  r evi s i ng t ext .   For  br acket ed 
i t ems,  choose appl i cabl e i t em( s)  or  i nser t  
appr opr i at e i nf or mat i on.

Remove i nf or mat i on and r equi r ement s not  r equi r ed i n 
r espect i ve pr oj ect ,  whet her  or  not  br acket s ar e 
present.

Comment s,  suggest i ons and r ecommended changes f or  
t hi s gui de speci f i cat i on ar e wel come and shoul d be 
submi t t ed as a Cr i t er i a Change Request  ( CCR) .

**************************************************************************

PART 1   GENERAL

1. 1   SUMMARY

**************************************************************************
NOTE:   Gypsum pl ank deck syst ems may be used f or  
ser vi ce f l oor s,  l ocat ed bet ween mai n f l oor s of  
hospi t al s or  ot her  bui l di ngs of  s i mi l ar  
const r uct i on,  t o access mechani cal  or  el ect r i cal  
equi pment .   Thi s t ype of  decki ng wi l l  be speci f i ed 
ONLY as a Cont r act or ' s opt i on t o ot her  t ypes of  
decki ng s i nce i t  i s  a pr opr i et ar y pr oduct .   Opt i onal  
syst ems wi l l  be speci f i ed i n ot her  Sect i ons and may 
be cast - i n- pl ace gypsum,  l i ght  wei ght  concr et e,  
expanded met al ,  or  ot her  compet i t i ve mat er i al  
sui t abl e t o t he pr oj ect .

Gypsum pl ank decki ng i s sui t abl e f or  moder at e 
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t emper at ur e and humi di t y condi t i ons,  as r ecommended 
by t he manuf act ur er .   Thi s t ype of  decki ng i s 
i nt ended onl y f or  wal k i ng and f or  l i ght  const r uct i on 
l i ve l oads.   The maxi mum al l owabl e super i mposed l oad 
on t he pl ank i s 2. 4 kPa 50 psf .   Ser vi ced equi pment  
wi l l  be suppor t ed by st r uct ur al  f r ami ng member s.   
Gypsum pl ank decki ng i s not  t o be used f or  mat er i al  
st or age.   Cei l i ng suspended under  pl ank decks wi l l  
be hung f r om t he st eel  f r ame or  subpur l i ns,  not  f r om 
t he pl ank i t sel f .

Desi gner  shoul d r equi r e mat er i al s ,  pr oduct s and 
i nnovat i ve const r uct i on met hods and t echni ques whi ch 
ar e envi r onment al l y  sensi t i ve,  t ake advant age of  
r ecycl i ng and conser ve nat ur al  r esour ces.

**************************************************************************

The gypsum pl ank deck syst em speci f i ed i n t hi s Sect i on i s a Cont r act or ' s 
opt i on t o ot her  syst ems speci f i ed i n Sect i ons [ _____] .   Pr ovi de gypsum 
pl ank deck syst ems whi ch ar e t he pr oduct s of  one manuf act ur er .   Per f or m t he 
wor k speci f i ed t hr ough exper i enced,  qual i f i ed i nst al l er s.   Desi gn of  t he 
decki ng syst em shal l  be f or  t he dead l oad condi t i ons and spans i ndi cat ed;  
and a maxi mum al l owabl e super i mposed l oad on t he pl ank of  2. 4 kPa 50 psf ,  
t o i ncl ude l i ve l oad and l oads i mposed by openi ngs;  wor k of  ot her  t r ades;  
and al l  l oadi ng and r est r ai ni ng condi t i ons f r om f abr i cat i on,  handl i ng,  and 
er ect i on.   Suppor t  equi pment  and cei l i ng by st r uct ur al  f r ami ng not  f r om 
gypsum pl anks.   Def l ect i on shal l  not  exceed L/ 240 of  span.   Pr ovi de f l oor  
decks t hat  ar e 2 hour  f i r e r at i ng i n accor dance wi t h ASTM E119 f i r e t est  
conditions.

1. 2   REFERENCES

**************************************************************************
NOTE:   Thi s par agr aph i s used t o l i s t  t he 
publ i cat i ons c i t ed i n t he t ext  of  t he gui de 
speci f i cat i on.   The publ i cat i ons ar e r ef er r ed t o i n 
t he t ext  by basi c desi gnat i on onl y and l i s t ed i n 
t hi s par agr aph by or gani zat i on,  desi gnat i on,  dat e,  
and t i t l e.
 
Use t he Ref er ence Wi zar d' s Check Ref er ence f eat ur e 
when you add a Ref er ence I dent i f i er  ( RI D)  out s i de of  
t he Sect i on' s Ref er ence Ar t i c l e t o aut omat i cal l y  
pl ace t he r ef er ence i n t he Ref er ence Ar t i c l e.   Al so 
use t he Ref er ence Wi zar d' s Check Ref er ence f eat ur e 
t o updat e t he i ssue dat es.
 
Ref er ences not  used i n t he t ext  wi l l  aut omat i cal l y  
be del et ed f r om t hi s sect i on of  t he pr oj ect  
speci f i cat i on when you choose t o r econci l e 
r ef er ences i n t he publ i sh pr i nt  pr ocess.  

**************************************************************************

The publ i cat i ons l i s t ed bel ow f or m a par t  of  t hi s speci f i cat i on t o t he 
ext ent  r ef er enced.   The publ i cat i ons ar e r ef er r ed t o wi t hi n t he t ext  by t he 
basi c desi gnat i on onl y.
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AMERI CAN WELDI NG SOCI ETY ( AWS)

AWS D1. 1/ D1. 1M ( 2015;  Er r at a 1 2015;  Er r at a 2 2016)  
St r uct ur al  Wel di ng Code -  St eel

ASTM I NTERNATI ONAL ( ASTM)

ASTM A1064/ A1064M ( 2017)  St andar d Speci f i cat i on f or  
Car bon- St eel  Wi r e and Wel ded Wi r e 
Rei nf or cement ,  Pl ai n and Def or med,  f or  
Concrete

ASTM A36/ A36M ( 2014)  St andar d Speci f i cat i on f or  Car bon 
St r uct ur al  St eel

ASTM A499 ( 2015)  St andar d Speci f i cat i on f or  St eel  
Bar s and Shapes,  Car bon Rol l ed f r om " T"  
Rails

ASTM A568/ A568M ( 2017a)  St andar d Speci f i cat i on f or  St eel ,  
Sheet ,  Car bon,  St r uct ur al ,  and 
Hi gh- St r engt h,  Low- Al l oy,  Hot - Rol l ed and 
Col d- Rol l ed,  Gener al  Requi r ement s f or

ASTM A653/ A653M ( 2018)  St andar d Speci f i cat i on f or  St eel  
Sheet ,  Zi nc- Coat ed ( Gal vani zed)  or  
Zi nc- I r on Al l oy- Coat ed ( Gal vanneal ed)  by 
t he Hot - Di p Pr ocess

ASTM C1396/ C1396M ( 2017)  St andar d Speci f i cat i on f or  Gypsum 
Board

ASTM C317/ C317M ( 2000;  R 2010)  Gypsum Concr et e

ASTM E119 ( 2018c;  E 2018)  St andar d Test  Met hods f or  
Fi r e Test s of  Bui l di ng Const r uct i on and 
Materials

1. 3   SUBMITTALS

**************************************************************************
NOTE:   Revi ew submi t t al  descr i pt i on ( SD)  def i ni t i ons 
i n Sect i on 01 33 00 SUBMI TTAL PROCEDURES and edi t  
t he f ol l owi ng l i s t  t o r ef l ect  onl y t he submi t t al s 
r equi r ed f or  t he pr oj ect .

The Gui de Speci f i cat i on t echni cal  edi t or s have 
desi gnat ed t hose i t ems t hat  r equi r e Gover nment  
appr oval ,  due t o t hei r  compl exi t y  or  cr i t i cal i t y ,  
wi t h a " G. "   Gener al l y,  ot her  submi t t al  i t ems can be 
r evi ewed by t he Cont r act or ' s Qual i t y Cont r ol  
Syst em.   Onl y add a “ G”  t o an i t em,  i f  t he submi t t al  
i s  suf f i c i ent l y i mpor t ant  or  compl ex i n cont ext  of  
t he pr oj ect .

For  submi t t al s r equi r i ng Gover nment  appr oval  on Ar my 
pr oj ect s,  a code of  up t o t hr ee char act er s wi t hi n 
t he submi t t al  t ags may be used f ol l owi ng t he " G"  
desi gnat i on t o i ndi cat e t he appr ovi ng aut hor i t y.   
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Codes f or  Ar my pr oj ect s usi ng t he Resi dent  
Management  Syst em ( RMS)  ar e:   " AE"  f or  
Ar chi t ect - Engi neer ;  " DO"  f or  Di st r i c t  Of f i ce 
( Engi neer i ng Di v i s i on or  ot her  or gani zat i on i n t he 
Di st r i c t  Of f i ce) ;  " AO"  f or  Ar ea Of f i ce;  " RO"  f or  
Resi dent  Of f i ce;  and " PO"  f or  Pr oj ect  Of f i ce.   Codes 
f ol l owi ng t he " G"  t ypi cal l y  ar e not  used f or  Navy,  
Ai r  For ce,  and NASA pr oj ect s.

The " S"  f ol l owi ng a submi t t al  i t em i ndi cat es t hat  
t he submi t t al  i s  r equi r ed f or  t he Sust ai nabi l i t y  
eNot ebook t o f ul f i l l  f eder al l y  mandat ed sust ai nabl e 
r equi r ement s i n accor dance wi t h Sect i on 01 33 29 
SUSTAI NABI LI TY REPORTI NG.   Locat e t he " S"  submi t t al  
under  t he SD number  t hat  best  descr i bes t he 
submi t t al  i t em.

Choose t he f i r st  br acket ed i t em f or  Navy,  Ai r  For ce 
and NASA pr oj ect s,  or  choose t he second br acket ed 
i t em f or  Ar my pr oj ect s.

**************************************************************************

Gover nment  appr oval  i s  r equi r ed f or  submi t t al s wi t h a " G"  desi gnat i on;  
submi t t al s not  havi ng a " G"  desi gnat i on ar e f or  [ Cont r act or  Qual i t y  Cont r ol  
appr oval . ]  [ i nf or mat i on onl y.   When used,  a desi gnat i on f ol l owi ng t he " G"  
desi gnat i on i dent i f i es t he of f i ce t hat  wi l l  r evi ew t he submi t t al  f or  t he 
Gover nment . ]   Submi t t al s wi t h an " S"  ar e f or  i ncl usi on i n t he 
Sust ai nabi l i t y  eNot ebook,  i n conf or mance t o Sect i on 01 33 29 SUSTAI NABI LI TY 
REPORTI NG.   Submi t  t he f ol l owi ng i n accor dance wi t h Sect i on 01 33 00 
SUBMI TTAL PROCEDURES:

SD- 02 Shop Dr awi ngs

I nst al l at i on;  G[ ,  [ _____] ]

SD- 03 Pr oduct  Dat a

St r uct ur al  St eel  Tee Subpur l i ns

SD- 07 Cer t i f i cat es

Fi r e Rat ed Decks

1. 4   DELI VERY,  STORAGE,  AND HANDLI NG

Del i ver  mat er i al s i n or i gi nal  packages,  cont ai ner s,  or  bundl es wi t h t he 
br and name and name of  t he manuf act ur er  shown on accompanyi ng bi l l s  of  
l adi ng.   St or e mat er i al s i n a manner  t hat  pr event s damage bef or e use.   When 
st or ed under  t ar paul i ns,  pr ovi de adequat e vent i l at i on t o pr event  
condensat i on.   Handl e and st ack gypsum pl ank avoi di ng damage t o f ace,  ends 
and edges;  and st or e of f  t he gr ound and keep dr y unt i l  used.   St or e gypsum 
concr et e of f  t he gr ound and keep dr y unt i l  used.
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PART 2   PRODUCTS

2. 1   DECK UNI TS

2. 1. 1   Gypsum Deck Pl ank

Pr ovi de gypsum deck pl ank [ 50]  [ 65]  mm [ 2]  [ 2- 5/ 8]  i nch nomi nal  t hi ckness by
 610 mm 24 i nches by r equi r ed l engt h,  enough t o span t wo mai n pur l i n spans 
wher e possi bl e,  wi t h of f set  edges encased i n wat er  r esi st ant  paper  i n 
accor dance wi t h ASTM C1396/ C1396M.

2. 1. 2   Gypsum Deck Panel s

**************************************************************************
NOTE:   Gypsum deck panel s ar e r equi r ed f or  al l  
i nt er st i t i al  decks.

**************************************************************************

ASTM C1396/ C1396M,  Type X,  15 by 610 mm 5/ 8 by 24 i nches by r equi r ed l engt h.

2. 1. 3   Gypsum Concr et e

ASTM C317/ C317M,  Cl ass A,  3. 5 MPa 500 psi  compr essi ve st r engt h.

2. 1. 4   Cross-Tees

When r equi r ed,  pr ovi de Cr oss- Tees col d f or med,  f abr i cat ed f r om sheet  st eel  
conf or mi ng t o ASTM A653/ A653M or  ASTM A568/ A568M,  s i ze 32 by 13 by 0. 584 mm 
1- 1/ 4 by 1/ 2 by 0. 023 i nch t hi ck by 610 mm 24 i nch l ong.   Gal vani ze or  
f act or y coat  t ees wi t h manuf act ur er ' s st andar d pr i mer .

2. 1. 5   Mi scel l aneous Mat er i al s

Adhesi ves,  mast i cs,  cement s,  t apes and pr i mer s shal l  be as r ecommended by 
t he gypsum pl ank manuf act ur er  and be compat i bl e wi t h t he mat er i al  t o whi ch 
t hey ar e t o be bonded.

2. 2   STRUCTURAL STEEL TEE SUBPURLI NS

**************************************************************************
NOTE:   Sel ect  st r uct ur al  suppor t  r equi r ed by deck 
t ype,  desi gn l oads,  spans,  and f i r e r at i ng.   Del et e 
ot her  subpar agr aphs.

**************************************************************************

Fl anges shal l  pr ovi de 15 mm 5/ 8 i nch mi ni mum bear i ng f or  gypsum deck 
panel s.   Gal vani ze or  f act or y coat  t ees wi t h manuf act ur er ' s st andar d 
pr i mer .   Submi t  l oad t abl es f or  subpur l i ns;  f i r e t est s r esul t s;  
manuf act ur er ' s l i t er at ur e on each i t em speci f i ed and cur r ent  pr i nt ed 
i nst al l at i on i nst r uct i ons.

2. 2. 1   Open Web Tr uss

ASTM A1064/ A1064M col d f or med st eel  wi r e.

2. 2. 2   Hot - r ol l ed Bul b

Rai l  shaped hot - r ol l ed st eel  conf or mi ng t o ASTM A36/ A36M or  ASTM A499.
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2. 2. 3   Fol ded Sheet  Met al  Tees

Sheet  met al  conf or mi ng t o ASTM A568/ A568M.

PART 3   EXECUTI ON

3. 1   INSTALLATION

Per f or m i nst al l at i on i n accor dance wi t h t he appr oved dr awi ngs.   Make 
f i el d- cut  openi ngs f or  ut i l i t i es penet r at i ons i n accor dance wi t h t he 
manuf act ur er ' s r ecommendat i ons.   Per f or m wel di ng i n accor dance wi t h 
AWS D1. 1/ D1. 1M.   Submi t  det ai l  dr awi ngs showi ng decki ng i nst al l at i on,  
i ncl udi ng f r ami ng at  al l  openi ngs f or  suppor t  of  t he uni t s.   Accompany t he 
det ai l  dr awi ngs by set t i ng det ai l s  and desi gn cal cul at i ons showi ng t hat  t he 
decki ng i nst al l at i on meet s mat er i al  and desi gn r equi r ement s.

3. 1. 1   Subpurlins

Al i gn subpur l i ns t o t he r equi r ed spaci ng,  bear i ng evenl y on st r uct ur al  
f r ami ng member s.   End bear i ngs shal l  be a mi ni mum of  25 mm 1 i nch.   
Subpur l i n ends shal l  have at  l east  3 mm 1/ 8 i nch c l ear ance t o al l ow f or  
expansi on.   Pr ovi de 19 mm 3/ 4 i nch f i l l et  wel ds on bot h s i des of  subpur l i ns 
at  each suppor t .   Touch up wel ds wi t h same t ype of  r ust - i nhi bi t i ve pai nt  
used f or  pr i mer .

3. 1. 2   Fi r e Rat ed Decks

For  f i r e r at ed decks gypsum deck,  pl ace panel s on bot t om f l anges of  
subpur l i ns.   Pl ace gypsum deck pl anks over  gypsum deck panel s i n accor dance 
wi t h manuf act ur er ' s di r ect i ons f or  f i r e r at ed syst em.   Pl ace pl anks wi t h 
of f set  edges " up"  t o f or m a " T"  r ecept acl e f or  gypsum concr et e.   Submi t  
cer t i f i cat i on,  based on f i r e t est  r esul t s,  subst ant i at i ng t hat  t he decki ng 
f ur ni shed compl i es wi t h f i r e r at i ng r equi r ement s.

3. 1. 3   Gypsum Concr et e

Thor oughl y mi x gypsum concr et e usi ng a mi ni mum amount  of  wat er  t o f or m a 
t hi ck,  pour abl e mi xt ur e.   Fi l l  edge j oi nt s t o s l i ght  excess wi t h s i ngl e 
pour  at  subpur l i ns.   Gr out  end j oi nt s on s i ngl e span syst em st eel  f r ami ng.   
Af t er  i ni t i al  set ,  st r i ke of f  excess gr out  t o f or m smoot h,  f l ush j oi nt .   
Pat ch any sur f ace damage t o gypsum pl ank wi t h gr out  and smoot h.   Remove and 
r epl ace pl anks damaged beyond r epai r .

3. 2   CLEANI NG AND PROTECTI ON

Pr ot ect  t he i nst al l ed decki ng uni t s f r om damage by weat her  and const r uct i on 
oper at i ons.   Keep t he compl et e decki ng c l ean and f r ee of  damaged or  def aced 
uni t s,  and l ef t  r eady t o r ecei ve pai nt i ng.   Sur f aces t o be pai nt ed shal l  be 
dr y and f r ee of  gr ease and oi l .   Pl ace a pai nt  seal er  on t he t op sur f ace;  
t r af f i c  ar eas shal l  r ecei ve a second coat  of  f l oor  pai nt .

        - -  End of  Sect i on - -
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