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SECTION 08 14 00

WOOD DOORS
08/ 16,  CHG 1:  08/ 18

**************************************************************************
NOTE:   Thi s gui de speci f i cat i on cover s r equi r ement s 
f or  wood door s.

Adher e t o UFC 1-300-02  Uni f i ed Faci l i t i es Gui de 
Speci f i cat i ons ( UFGS)  For mat  St andar d when edi t i ng 
t hi s gui de speci f i cat i on or  pr epar i ng new pr oj ect  
speci f i cat i on sect i ons.   Edi t  t hi s gui de 
speci f i cat i on f or  pr oj ect  speci f i c  r equi r ement s by 
addi ng,  del et i ng,  or  r evi s i ng t ext .   For  br acket ed 
i t ems,  choose appl i cabl e i t em( s)  or  i nser t  
appr opr i at e i nf or mat i on.

Remove i nf or mat i on and r equi r ement s not  r equi r ed i n 
r espect i ve pr oj ect ,  whet her  or  not  br acket s ar e 
present.

Comment s,  suggest i ons and r ecommended changes f or  
t hi s gui de speci f i cat i on ar e wel come and shoul d be 
submi t t ed as a Criteria Change Request (CCR) .

**************************************************************************

**************************************************************************
NOTE:   On t he dr awi ngs,  show:

1.   Locat i ons

2.   Si zes,  t ypes,  t hi cknesses,  gl azi ng,  and l ouver s

3.   Desi gns

4.   Fi r e r at i ng r equi r ement s

5.   Col or

6.   Door  swi ng

7.   Sound t r ansmi ssi on cl ass.
**************************************************************************
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PART 1   GENERAL

1.1   REFERENCES

**************************************************************************
NOTE:   Thi s par agr aph i s used t o l i s t  t he 
publ i cat i ons c i t ed i n t he t ext  of  t he gui de 
speci f i cat i on.  The publ i cat i ons ar e r ef er r ed t o i n 
t he t ext  by basi c desi gnat i on onl y and l i s t ed i n 
t hi s par agr aph by or gani zat i on,  desi gnat i on,  dat e,  
and t i t l e.

Use t he Ref er ence Wi zar d' s Check Ref er ence f eat ur e 
when you add a Ref er ence I dent i f i er  ( RI D)  out si de of  
t he Sect i on' s Ref er ence Ar t i c l e t o aut omat i cal l y 
pl ace t he r ef er ence i n t he Ref er ence Ar t i c l e.   Al so 
use t he Ref er ence Wi zar d' s Check Ref er ence f eat ur e 
t o updat e t he i ssue dat es.

Ref er ences not  used i n t he t ext  wi l l  aut omat i cal l y 
be del et ed f r om t hi s sect i on of  t he pr oj ect  
speci f i cat i on when you choose t o r econci l e 
r ef er ences i n t he publ i sh pr i nt  pr ocess.

**************************************************************************

The publications listed below form a part of this specification to the 
extent referenced.  The publications are referred to in the text by the 
basic designation only.

AMERICAN FOREST FOUNDATION (AFF)

ATFS STANDARDS (2015) American Tree Farm System Standards 
of Sustainability 2015-2020

ASTM INTERNATIONAL (ASTM)

ASTM E90 (2009; R2016) Standard Test Method for 
Laboratory Measurement of Airborne Sound 
Transmission Loss of Building Partitions 
and Elements

ASTM E283 (2019) Standard Test Method for 
Determining the Rate of Air Leakage 
Through Exterior Windows, Curtain Walls, 
and Doors Under Specified Pressure 
Differences Across the Specimen

ASTM E2226 (2015; R 2019b) Standard Practice for 
Application of Hose Stream

CALIFORNIA AIR RESOURCES BOARD (CARB)

CARB 93120 (2007) Airborne Toxic Control Measure 
(ATCM) to Reduce Formaldehyde Emissions 
from Composite Wood Products

CSA GROUP (CSA)

CSA Z809-08 (R2013) Sustainable Forest Management
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FOREST STEWARDSHIP COUNCIL (FSC)

FSC STD 01 001 (2015) Principles and Criteria for Forest 
Stewardship

NATIONAL ELECTRICAL MANUFACTURERS ASSOCIATION (NEMA)

ANSI/NEMA LD 3 (2005) Standard for High-Pressure 
Decorative Laminates

NATIONAL FIRE PROTECTION ASSOCIATION (NFPA)

NFPA 80 (2019) Standard for Fire Doors and Other 
Opening Protectives

NFPA 105 (2019) Standard for Smoke Door Assemblies 
and Other Opening Protectives

NFPA 252 (2017) Standard Methods of Fire Tests of 
Door Assemblies

PROGRAMME FOR ENDORSEMENT OF FOREST CERTIFICATION (PEFC)

PEFC ST 2002:2013 (2015) PEFC International Standard Chain 
of Custody of Forest Based Products 
Requirements

SUSTAINABLE FOREST INITIATIVE (SFI)

SFI 2015-2019 (2015) Standards, Rules for Label Use, 
Procedures and Guidance

U.S. NATIONAL ARCHIVES AND RECORDS ADMINISTRATION (NARA)

40 CFR 770 Formaldehyde Standards for Composite Wood 
Products

UNDERWRITERS LABORATORIES (UL)

UL 10B (2008; Reprint May 2020) Fire Tests of 
Door Assemblies

WINDOW AND DOOR MANUFACTURERS ASSOCIATION (WDMA)

ANSI/WDMA I.S.1A (2013) Interior Architectural Wood Flush 
Doors

ANSI/WDMA I.S.6A (2013) Interior Architectural Stile and 
Rail Doors

WOODWORK INSTITUTE (WI)

NAAWS 3.1 (2017; 2018 Errata Edition) North American 
Architectural Woodwork Standards

1.2   SUBMITTALS

**************************************************************************
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NOTE:   Revi ew Submi t t al  Descr i pt i on ( SD)  def i ni t i ons 
i n Sect i on 01 33 00 SUBMI TTAL PROCEDURES and edi t  
t he f ol l owi ng l i s t ,  and cor r espondi ng submi t t al  
i t ems i n t he t ext ,  t o r ef l ect  onl y t he submi t t al s 
r equi r ed f or  t he pr oj ect .   The Gui de Speci f i cat i on 
t echni cal  edi t or s have cl assi f i ed t hose i t ems t hat  
r equi r e Gover nment  appr oval ,  due t o t hei r  compl exi t y 
or  cr i t i cal i t y,  wi t h a " G. "   Gener al l y,  ot her  
submi t t al  i t ems can be r evi ewed by t he Cont r act or ' s 
Qual i t y Cont r ol  Syst em.   Onl y add a " G"  t o an i t em 
i f  t he submi t t al  i s  suf f i c i ent l y i mpor t ant  or  
compl ex i n cont ext  of  t he pr oj ect .

For  Ar my pr oj ect s,  f i l l  i n t he empt y br acket s 
f ol l owi ng t he " G"  c l assi f i cat i on,  wi t h a code of  up 
t o t hr ee char act er s t o i ndi cat e t he appr ovi ng 
aut hor i t y.   Codes f or  Ar my pr oj ect s usi ng t he 
Resi dent  Management  Syst em ( RMS)  ar e:   " AE"  f or  
Ar chi t ect - Engi neer ;  " DO"  f or  Di st r i ct  Of f i ce 
( Engi neer i ng Di v i s i on or  ot her  or gani zat i on i n t he 
Di st r i ct  Of f i ce) ;  " AO"  f or  Ar ea Of f i ce;  " RO"  f or  
Resi dent  Of f i ce;  and " PO"  f or  Pr oj ect  Of f i ce.   Codes 
f ol l owi ng t he " G"  t ypi cal l y ar e not  used f or  Navy,  
Ai r  For ce,  and NASA pr oj ect s.

The " S"  c l assi f i cat i on i ndi cat es submi t t al s r equi r ed 
as pr oof  of  compl i ance f or  sust ai nabi l i t y  Gui di ng 
Pr i nci pl es Val i dat i on or  Thi r d Par t y Cer t i f i cat i on 
and as descr i bed i n Sect i on 01 33 00 SUBMI TTAL 
PROCEDURES.

Choose t he f i r st  br acket ed i t em f or  Navy,  Ai r  For ce,  
and NASA pr oj ect s,  or  choose t he second br acket ed 
i t em f or  Ar my pr oj ect s.

**************************************************************************

Government approval is required for submittals with a "G" or "S" 
classification.  Submittals not having a "G" or "S" classification are 
[for Contractor Quality Control approval.][for information only.  When 
used, a code following the "G" classification identifies the office that 
will review the submittal for the Government.]  Submit the following in 
accordance with Section 01 33 00  SUBMITTAL PROCEDURES:

SD-02 Shop Drawings

Doors ; G[, [_____]]

Submit drawings or catalog data showing each type of door unit [; 
include descriptive data of head and jamb weatherstripping with 
installation instructions].  Indicate within drawings and data the 
door types and construction, sizes, thickness, [methods of 
assembly,] [door louvers,] and [glazing,].

SD-03 Product Data

Doors ; G[, [_____]]

[ Recycled Content for Door Cores ; S
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] Accessories

Water-resistant Sealer

Sample Warranty

[ Sound Transmission Class Rating ; G[, [_____]]

][ Fire Resistance Rating ; G[, [_____]]

] SD-04 Samples

**************************************************************************
NOTE:   Requi r e door  sampl es onl y f or  r el at i vel y 
l ar ger  quant i t i es of  door s and onl y when j ust i f i ed 
and desi r ed.

**************************************************************************

Doors

Prior to the delivery of wood doors, submit a sample section of 
each type of door which shows the stile, rail, veneer, finish, and 
core construction.

Door Finish Colors ; G[, [_____]]

Submit a minimum of three color selection samples [, minimum  76 by 
127 mm 3 by 5 inches  in size representing wood stain] [for 
selection by the Contracting Officer].

SD-06 Test Reports

**************************************************************************
NOTE:   Requi r e t est s and t est  r epor t s when f i r e 
r at ed wood door s ar e i ncl uded i n t he pr oj ect .   Door s 
desi gnat ed t o have " C"  l abel  have a 3/ 4 hour  r at i ng,  
door s desi gnat ed t o have " B"  l abel  have a one or  1 
1/ 2 hour  r at i ng.

**************************************************************************

Cycle-Slam

Hinge Loading Resistance

Submit cycle-slam test report for doors tested in accordance with 
ANSI/WDMA I.S.1A , and hinge loading resistance test report for 
doors tested in accordance with ANSI/WDMA I.S.6A .

SD-07 Certificates

Certificates of Grade

[ Certified Sustainably Harvested Stile and Rail Wood Doors ; S

][ Certified Sustainably Harvested Flush Wood Doors ; S

][ Indoor Air Quality for Particleboard and Agrifiber Door Cores : S

] SD-11 Closeout Submittals
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Warranty

1.3   CERTIFICATIONS

1.3.1   Certified Wood Grades

Provide certificates of grade  from the grading agency on [x-ray resistant 
doors], [acoustical doors], and [fire doors].

**************************************************************************
NOTE:   Use cer t i f i ed sust ai nabl y har vest ed wood 
wher e sui t abl e f or  appl i cat i on and cost  ef f ect i ve.  
Sust ai nabl y Har vest ed Wood i s a pr oduct  whi ch comes 
f r om a t hi r d- par t y For est r y Cer t i f i cat i on Pr ogr am 
and t hus car r i es cer t ai n char act er i st i cs:  1)  
Pr ot ect i on of  bi odi ver si t y,  speci es at  r i sk and 
wi l dl i f e habi t at ,  sust ai nabl e har vest  l evel s,  
pr ot ect i on of  wat er  qual i t y,  and pr ompt  r egener at i on 
( e. g. ,  r epl ant i ng and r ef or est at i on) ;  2)  Thi r d- par t y 
cer t i f i cat i on audi t s per f or med by accr edi t ed 
cer t i f i cat i on bodi es;  3)  Publ i c l y avai l abl e 
cer t i f i cat i on audi t  summar i es;  4)  Mul t i - st akehol der  
i nvol vement  i n a st andar ds devel opment  pr ocess;  5)  
Compl ai nt s and appeal s pr ocess.

Ver i f y sui t abi l i t y ,  avai l abi l i t y  wi t hi n t he r egi on,  
cost  ef f ect i veness and adequat e compet i t i on bef or e 
speci f y i ng t hese sust ai nabl y har vest ed wood 
cer t i f i cat i ons -  i f  t hese condi t i ons ar e ver i f i ed 
f or  t he pr oj ect  l ocal e,  i ncl ude t he f ol l owi ng 
sect i on.   For  pr oj ect s pur sui ng LEED,  del et e 
cer t i f i cat i ons ot her  t han FSC;  f or  al l  ot her  
pr oj ect s pur sui ng t hi r d- par t y cer t i f i cat i on al l ow 
t he ent i r e l i s t  of  t hi r d par t y cer t i f i cat i ons.

**************************************************************************

[ 1.3.2   Certified Sustainably Harvested Wood

Provide wood certified as sustainably harvested by FSC STD 01 001 [, 
ATFS STANDARDS, CSA Z809-08 , SFI 2015-2019 , or other third party program 
certified by PEFC ST 2002:2013 ].  Provide a letter of Certification of 
Sustainably Harvested Wood signed by the wood supplier.  Identify 
certifying organization and their third party program name and indicate 
compliance with chain-of-custody program requirements.  Submit sustainable 
wood certification data; identify each certified product on a line item 
basis.  Submit copies of invoices bearing certification numbers.

][ 1.3.3   Indoor Air Quality Certification

**************************************************************************
NOTE:   I ncl ude t he f ol l owi ng sect i on wher e i nt er i or  
door s wi t h par t i c l eboar d and agr i f i ber  cor es ar e 
i ncl uded i n t he pr oj ect .

**************************************************************************

[ 1.3.3.1   Composite Wood, Wood Structural Panel and Agrifiber Products

For purposes of this specification, composite wood and agrifiber products 
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include particleboard, medium density fiberboard (MDF), wheatboard, 
strawboard, panel substrates, and door cores.  Provide products certified 
to meet requirements of both 40 CFR 770  and  CARB 93120 .  Provide current 
product certification documentation from certification body.

] ] 1.4   DELIVERY, STORAGE, AND HANDLING

Deliver doors to the site in an undamaged condition and protect against 
damage and dampness.  Stack doors flat under cover.  Support on blocking, 
a minimum of  100 mm  4 inch  thick, located at each end and at the midpoint 
of the door.  Store doors in a well-ventilated building so that they will 
not be exposed to excessive moisture, heat, dryness, direct sunlight, or 
extreme changes of temperature and humidity.[  Do not store in a building 
under construction until concrete, masonry work, and plaster are dry.]  
Replace defective or damaged doors with new ones.

1.5   WARRANTY

**************************************************************************
NOTE:   The war r ant y c l ause i n t hi s gui de 
speci f i cat i on has been appr oved by NAVFACENGCOMHQ i n 
accor dance wi t h t he r equi r ement s of  Naval  Faci l i t i es 
Acqui s i t i on Suppl ement  ( NFAS) .  
NFAS can be f ound at  t he f ol l owi ng l i nk:
ht t ps: / / por t al . navf ac. navy. mi l / por t al / page/ por t al / navf ac/ navf ac_f or busi nesses_pp/ smal l busi ness/ cont r act i ng/ navf ac
The par agr aph i n t hi s gui de speci f i cat i on may be 
used wi t hout  any ot her  HQ appr oval  or  r equest  f or  
waiver.

**************************************************************************

Warrant doors free of defects as set forth in the door manufacturer's 
standard door warranty.

PART 2   PRODUCTS

2.1   DOORS

**************************************************************************
NOTE:   I t  i s  pr ef er r ed t hat  door  s i zes,  desi gns and 
t hi cknesses be i ndi cat ed on t he dr awi ngs;  i f  not  
i ndi cat ed,  schedul e appr opr i at e cr i t er i a i n 
speci f i cat i ons.   Ref er  t o ANSI / WDMA I . S. 1A and 
ANSI / WDMA I . S. 6A f or  st ock s i zes and desi gns;  t he 
use of  st ock door s i s r ecommended.

**************************************************************************

**************************************************************************
NOTE:   I ncl ude r equi r ement s f or  wood f r ames,  except  
f or  pr ehung i nt er i or  wood door  uni t s,  i n Sect i on 
06 20 00 FI NI SH CARPENTRY.   I ncl ude r equi r ement s f or  
met al  f r ames f or  wood door s i n Sect i on 08 11 13 
STEEL DOORS AND FRAMES.   I ncl ude r equi r ement s f or  
har dwar e,  ot her  t han f or  s l i di ng and bi - f ol d door s,  
i n Sect i on 08 71 00 DOOR HARDWARE.

**************************************************************************

**************************************************************************
NOTE:   Pr emi um or  sel ect  gr ade i s i nt ended f or  
nat ur al  or  st ai n f i ni sh,  st andar d gr ade i s i nt ended 
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f or  opaque ( pai nt )  f i ni sh.
**************************************************************************

Provide doors of the types, sizes, and designs [indicated] [specified] 
free of urea-formaldehyde resins.

2.1.1   Stile and Rail Doors

**************************************************************************
NOTE:   Use cer t i f i ed sust ai nabl y har vest ed wood 
wher e sui t abl e f or  appl i cat i on and cost  ef f ect i ve.   
Ver i f y sui t abi l i t y ,  avai l abi l i t y  wi t hi n t he r egi on,  
cost  ef f ect i veness,  and adequat e compet i t i on bef or e 
speci f y i ng t hi s cer t i f i cat i on.

**************************************************************************

[Premium][Standard] grade Ponderosa Pine doors or [premium or 
select][standard] stile and rail doors conforming to ANSI/WDMA I.S.6A .  
Furnish laminate panels in not less than three ply thickness.  Provide 
flat panels with a minimum finished panel thickness of  13 mm  1/2 inch  and  
20 mm 3/4 inch  thickness for raised panels.[  Provide certified 
sustainably harvested stile and rail wood doors .]

2.1.2   Flush Doors

**************************************************************************
NOTE:   Use cer t i f i ed sust ai nabl y har vest ed wood 
wher e sui t abl e f or  appl i cat i on and cost  ef f ect i ve.   
Ver i f y sui t abi l i t y ,  avai l abi l i t y  wi t hi n t he r egi on,  
cost  ef f ect i veness,  and adequat e compet i t i on bef or e 
speci f y i ng t hi s cer t i f i cat i on.

**************************************************************************

Conform to ANSI/WDMA I.S.1A  for flush doors.  Provide hollow core doors 
with lock blocks and  25 mm  1 inch  minimum thickness hinge stile.  Hardwood 
stile edge bands of doors receives a natural finish, compatible with face 
veneer. Provide mill option for stile edge of doors scheduled to be 
painted.  No visible finger joints will be accepted in stile edge bands.  
When used, locate finger-joints under hardware.[  Provide certified 
sustainably harvested flush wood doors .]

[ 2.1.2.1   Exterior Flush Doors

**************************************************************************
NOTE:   Use of  wood door s on ext er i or  of  bui l di ngs i s 
not  r ecommended f or  per manent  st r uct ur es unl ess t he 
door s ar e wel l  pr ot ect ed f r om t he weat her .

**************************************************************************

Solid wood core, Type I conforming to ANSI/WDMA I.S.1A .  Provide doors 
with [tempered hardboard] [medium density overlayed hardwood veneer] 
faces.  Provide wood edge bands.  Install in exterior flush doors with 
[aluminum] [bronze] [copper] flashings at the bottom of the openings.

] 2.1.2.2   Interior Flush Doors

**************************************************************************
NOTE:   Hol l ow cor e door s shoul d be used f or  l i ght  
dut y r esi dent i al  onl y.   Face veneer s of  door s f or  
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pai nt ed f i ni sh shoul d be ei t her  har dboar d or  sound 
gr ade r ot ar y cut  har dwood.   Face veneer s of  door s 
f or  nat ur al  f i ni sh shoul d be pr emi um or  good gr ade 
r ot ar y cut  har dwood.   Pr emi um gr ade,  book mat ched,  
wood veneer  shoul d onl y be speci f i ed f or  medi cal  
f aci l i t i es and ot her  hi gh qual i t y i nst al l at i ons such 
as chapel s,  hospi t al s,  and wher e t he addi t i onal  cost  
i s  j ust i f i ed.   Sel ect  gr ade and speci es desi r ed f or  
har dwood veneer  f aced door s.   Speci f y ot her  veneer s 
i f  desi r ed ( such as popl ar  or  cher r y) ;  r ef er  t o 
ANSI / WDMA I . S. 1A.   Luan i s not  accept abl e.

**************************************************************************

**************************************************************************
NOTE:   Consi der  t he use of  agr i f i ber  boar d i n pl ace 
of  par t i c l e boar d wi t h wood f i ber s.   Types of  
agr i f i ber  i ncl ude,  but  ar e not  l i mi t ed t o,  wheat ,  
sunf l ower ,  gr ass st r aw,  cer eal  st r aw,  r i ce st r aw,  
soybean,  bagasse ( f i br ous by- pr oduct  of  cr ushi ng 
sugar cane or  sor ghum t o ext r act  t hei r  j ui ce)  and 
st over  ( l eaves and st al ks of  cor n,  sor ghum or  
soybean pl ant s l ef t  i n t he f i el d af t er  har vest ) .
Agr i f i ber  boar d i s di mensi onal l y st abl e and hi ghl y 
r esi st ant  t o moi st ur e,  whi l e al so bei ng l i ght er  i n 
wei ght  t han r at i onal  wood composi t es.

**************************************************************************

**************************************************************************
NOTE:   Use mat er i al s wi t h r ecycl ed cont ent  wher e 
appr opr i at e f or  use.   Ver i f y sui t abi l i t y ,  
avai l abi l i t y  wi t hi n t he r egi on,  cost  ef f ect i veness 
and adequat e compet i t i on bef or e speci f y i ng pr oduct  
r ecycl ed cont ent  r equi r ement s.

Resear ch shows t he pr oduct  i s avai l abl e f r om US 
nat i onal  manuf act ur er s above t he mi ni mum r ecycl ed 
cont ent  per cent ages st at ed.   Some manuf act ur er s and 
r egi ons have hi gher  per cent ages.

NOTE:   For  door s t hat  i ncl ude ei t her  par t i c l eboar d 
or  agr i f i ber  cor es,  i ncl ude t he l ast  br acket ed 
sent ences r equi r i ng pr oduct s wi t h i ndoor  ai r  qual i t y 
cer t i f i cat i ons as def i ned i n Par t  1 of  t hi s 
specification.

**************************************************************************

Provide [staved lumber] [particleboard] [agrifiber] [hollow] core, Type II 
flush doors conforming to ANSI/WDMA I.S.1A  with faces of [sound grade 
hardwood or hardboard for painted finish] [ [premium] [good] grade natural 
birch] [select [premium white] [red] birch] [[premium] [good] grade [red] 
[white] oak] [[premium] [good] grade walnut] [plastic laminate].  
[Hardwood veneers must be [[rotary cut] [plain sliced] [quarter sliced]] 
[[random] [slip] [book] matched]].  [Finish plastic laminate faced doors 
on both vertical edges with [wood] [laminated plastic] of color matching 
faces.]  [Door cores must have a minimum recycled content of 45 percent.  
Provide data identifying percentage of recycled content for door cores .]  
[Products must contain no added urea-formaldehyde resins.  Provide 
certification of indoor air quality for particleboard and agrifiber door 
cores .]
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2.1.3   Bi-Fold Closet Doors

Provide [hardboard grade flush doors conforming to ANSI/WDMA I.S.1A .] 
[paneled] [louvered] doors [premium or select] [standard] grade, 
conforming to ANSI/WDMA I.S.6A  with  [28.5] [35] mm  [1-1/8] [1-3/8] inch  
thickness.  Equip doors with the manufacturer's standard hardware, 
including tracks, hinges, guides, and pulls.

2.1.4   Sliding Closet Doors

Provide flush wood doors to conform to ANSI/WDMA I.S.1A .  Provide 
[paneled] [and] [louvered] doors to conform to ANSI/WDMA I.S.6A  [premium 
or select] [standard] grade with  35 mm  1-3/8  inch thickness.  Equip doors 
with the manufacturer's standard hardware.

2.1.5   X-Ray Resistant Doors

**************************************************************************
NOTE:   Speci f y mi ni mum door  t hi ckness as f ol l ows:   
44. 5 mm 1- 3/ 4 i nch f or  l ead sheet  5 mm 3/ 16 i nch 
t hi ck and l ess;  50 mm 2 i nch f or  l ead sheet  over  5 
t o 6 mm 3/ 16 t o 1/ 4 i nch t hi ck;  57 mm 2- 1/ 4 i nches 
f or  l ead sheet  over  6 t o 10 mm 1/ 4 t o 3/ 8 i nch t hi ck;
 64 mm 2- 1/ 2 i nch f or  sheet  l ead over  10 t o 13 mm 
3/ 8 t o 1/ 2 i nch t hi ck.   Coor di nat e wi t h Sect i on 
13 49 10 X- RAY SHI ELDI NG.

**************************************************************************

ANSI/WDMA I.S.1A  solid core flush doors, hardwood veneered, minimum  [44.5] 
[50] [57] [64] mm  [13/4] [2] [2 1/4] [2 1/2] inch  thick, of sizes and 
construction indicated.  Provide lead sheets with 99.9 percent pure lead, 
[_____]  mm inch  thickness, free from dross, oxide, inclusions, 
laminations, scale, blisters, and cracks.  Locate lead sheets in 
accordance with manufacturer's standard, to extend fully from edge to 
edge, from top to bottom, and to be an integral part of the door.  Provide 
wood edge strips compatible with face veneers.

2.1.6   Acoustical Doors

**************************************************************************
NOTE:   Ensur e t hat  STC r at i ng i s coor di nat ed wi t h 
t he STC r at i ngs of  wal l s det ai l ed on dr awi ngs.  Door s 
shoul d be pr ovi ded wi t h STC r at i ng equal  t o t he 
wal l s and cei l i ngs.   Except  wher e wal l s and cei l i ngs 
ar e desi gned f or  an STC of  40 or  mor e,  speci f y STC 
of  35.   Door s r equi r i ng STC r at i ngs gr eat er  t han 35 
may have t o be t hi cker  t han ot her wi se speci f i ed.   
Check manuf act ur er ' s l i t er at ur e.

**************************************************************************

ANSI/WDMA I.S.1A , solid core, constructed to provide Sound Transmission 
Class rating  of [35] [_____] when tested in accordance with ASTM E90.

2.1.7   [Composite-Type] Fire Doors

**************************************************************************
NOTE:   Composi t e- Type f i r e door s ar e not  r ecommended 
f or  use i n ar eas wher e secur i t y i s desi r ed or  hi gh 
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abuse i s expect ed.   A hol l ow- met al  t ype f i r e door  
wi l l  pr ovi de a hi gher  degr ee of  secur i t y and 
wi t hst and mor e abuse.

**************************************************************************

Provide doors specified or indicated to have a fire resistance rating  
conforming to the requirements of UL 10B , ASTM E2226, or NFPA 252  for the 
class of door indicated.  Affix a permanent metal label with raised or 
incised markings indicating testing agency's name and approved hourly fire 
rating to hinge edge of each door.

2.1.8   Prehung Doors

**************************************************************************
NOTE:   Use of  wood f r ames i n new const r uct i on i s not  
r ecommended except  f or  f ami l y housi ng.

**************************************************************************

Frames for prehung interior doors to be for [painted] [clear] finish, with 
[3 piece adjustable jamb units] [3 piece adjustable jamb units with 
pins].  Provide doors complete with frame, hinges, and prepared to receive 
finish hardware.

2.2   ACCESSORIES

2.2.1   Door Louvers

**************************************************************************
NOTE:   The use of  wood l ouver s i n ext er i or  wood 
door s i s not  r ecommended.   Louver s ar e not  per mi t t ed 
i n f i r e- r at ed door s wi t h gl ass l i ght s or  exi t  
devi ces.   Louver s may be no l ar ger  t han 600 by 600 mm
 24 by 24 i nch and must  be an appr oved f usi bl e l i nk 
t ype.  Del et e t he sent ence r ef er r i ng t o bl ocki ng i f  
hol l ow cor e door s ar e not  i ncl uded i n t he pr oj ect .

**************************************************************************

Fabricate from wood and of sizes indicated.  Provide louvers with a 
minimum of 35 percent free air.  Equip louvers with [slat] [sightproof 
inverted vee slat] type.  [Block hollow core doors to provide solid 
anchorage for the louvers.]  Mount louvers in the door with [flush wood 
moldings.] [wood lip moldings.]

2.2.2   Door Light Openings

Provide glazed openings with the manufacturer's standard wood moldings.  
[Provide moldings for doors to receive natural finish of the same wood 
species and color as the wood face veneers.]  Provide moldings on the 
exterior doors with sloped surfaces.  [Lip type moldings for flush doors.]

2.2.3   Weatherstripping

**************************************************************************
NOTE:   I ncl ude weat her st r i ppi ng when Sect i on 08 71 00
 DOOR HARDWARE i s NOT i ncl uded i n pr oj ect  
speci f i cat i on;  ot her wi se,  add t o Sect i on 08 71 00 
DOOR HARDWARE  Compl et e weat her st r i ppi ng shoul d be 
speci f i ed f or  ext er i or  door s of  heat ed and 
ai r - condi t i oned spaces.   Thr eshol ds wi t h ext ended 
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l i p wi l l  r equi r e door  weat her st r i ppi ng shaped t o 
engage t he ext ended l i p on t he t hr eshol d.   
Thr eshol ds wi t h r ai sed st ops t o r ecei ve l at ch bol t s 
of  pani c- t ype har dwar e wi l l  r equi r e v i nyl  or  
neopr ene i nser t s i n f ace of  st op.   Speci f y 
over l appi ng ast r agal  onl y when one l eaf  of  doubl e 
door s i s i nact i ve and i s equi pped wi t h head and f oot  
bol t s.   Avoi d i nst al l at i ons whi ch wi l l  r equi r e door  
"coordinators."

**************************************************************************

**************************************************************************
NOTE:   Maxi mum ai r  l eakage r at es ar e 0. 0025 cubi c 
met er  per  second per  sq.  m 0. 5 cf m per  sq.  f t .  of  
door  ar ea f or  r esi dent i al  swi ngi ng door s and 0. 0031 
per  cubi c met er  per  second per  sq.  m 1. 25 cf m per  
sq.  f t .  of  door  ar ea f or  non- r esi dent i al  swi ngi ng 
doors.

**************************************************************************

Provide weatherstripping that is a standard cataloged product of a 
manufacturer regularly engaged in the manufacture of this specialized 
item. Provide weatherstripping [tempered spring bronze] [or] [looped 
neoprene or vinyl held in an extruded non-ferrous metal housing].  Install 
[bronze weatherstripping with a minimum thickness of  0.23 mm  0.0089 inch  
for sills, and a minimum thickness of  0.16 mm  0.0063 inch  elsewhere.]  Air 
leakage of weatherstripped doors not to exceed  [0.0025] [0.0031] cubic 
meter per second of air per square meter  [0.5] [1.25] cubic feet per 
minute of air per square foot  of door area when tested in accordance with 
ASTM E283.

2.2.4   Additional Hardware Reinforcement

**************************************************************************
NOTE:   Si ze and shape of  cor e bl ocki ng can add 
consi der abl y t o t he pr i ce of  door s.   Check 
manuf act ur er ' s cat al ogs pr i or  t o speci f y i ng t he 
l ar ger  f i ve i nch bl ocki ng.

**************************************************************************

Provide the minimum lock blocks to secure the specified hardware.  The 
measurement of top, bottom, and intermediate rail blocks are a minimum 125 
mm 5 inch by full core width.  Comply with the manufacturer's labeling 
requirements for reinforcement blocking, but not mineral material similar 
to the core.

2.3   FABRICATION

2.3.1   Marking

**************************************************************************
NOTE:   Mar ki ng may not  be r equi r ed f or  smal l er  j obs,  
or  f or  door s not  r equi r ed t o be f i r e- r at ed.   Del et e 
t hi s par agr aph and coor di nat e wi t h par agr aph 
SUBMI TTALS when appr opr i at e.

**************************************************************************

Stamp each door with a brand, stamp, or other identifying mark indicating 
quality and construction of the door.
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2.3.2   Quality and Construction

Identify the standard on which the construction of the door was based [, 
identify the standard under which preservative treatment was made,] and 
identify doors having a Type I glue bond.

2.3.3   Preservative Treatment

Treat doors scheduled for restrooms, janitor closets and other possible 
wet locations including exterior doors with a water-repellent preservative 
treatment and so marketed at the manufacturer's plant.

2.3.4   Adhesives and Bonds

ANSI/WDMA I.S.1A .  Use Type I bond for exterior doors and Type II bond for 
interior doors.  Provide a nonstaining adhesive on doors with a natural 
finish.

2.3.5   Prefitting

Provide factory [prefinished] [finished] [and] factory prefitted doors for 
the specified hardware, door frame and door-swing indicated.  Machine and 
size doors at the factory by the door manufacturer in accordance with the 
standards under which the doors are produced and manufactured.  The work 
includes sizing, beveling edges, mortising, and drilling for hardware and 
providing necessary beaded openings for glass and louvers.  Provide the 
door manufacturer with the necessary hardware samples, and frame and 
hardware schedules to coordinate the work.

2.3.6   Finishes

2.3.6.1   Field Painting

**************************************************************************
NOTE:   Fi ni shes f or  ext er i or  wood sur f aces must  be 
speci f i ed i n Ext er i or  Di v i s i on 6 Wood pai nt  Tabl e i n 
Section 09 90 00 PAI NTS AND COATI NGS.  When new 
i nt er i or  door s ar e t o be pr ovi ded,  sel ect  t he 
desi r ed coat i ng syst em i n t he I nt er i or  Di v i s i on 6 
Wood pai nt  Tabl e i n Sect i on 09 90 00 PAI NTS AND 
COATINGS.

**************************************************************************

Factory prime or seal doors, and field paint.

2.3.6.2   Factory Finish

**************************************************************************
NOTE:   Fact or y f i ni sh,  ot her  t han pl ast i c l ami nat e 
and nat ur al  f i ni shes,  may not  be avai l abl e nor  cost  
ef f ect i ve f or  r el at i vel y smal l  quant i t i es of  door s 
( l ess t han 200 door s of  t he same f i ni sh) .   Cont act  
door  manuf act ur er s f or  avai l abi l i t y  and cost .

**************************************************************************

**************************************************************************
NOTE:   Sel ect  f i ni sh syst em NAAWS 3. 1 Syst em No.  4 
or  No. 5 f or  t r adi t i onal l y pr oduced f i ni shes OR 
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sel ect  WDMA syst em TR- 8,  TR- 2 and TR- 4 f or  f i ni shi ng 
syst ems devot ed t o l ow VOC r equi r ement s f or  
sustainability. 

**************************************************************************

**************************************************************************
NOTE:   Sel ect  open gr ai n ef f ect  wher e t he mor e 
expensi ve c l osed gr ai n ef f ect  i s  not  r equi r ed.  
Cl osed gr ai n ef f ect  pr ovi des a near  f ur ni t ur e- l i ke 
f i ni sh and adds consi der abl y t o t he cost  of  a door  
whi l e i t  may not  necessar i l y  add t o t he dur abi l i t y .

**************************************************************************

Provide doors finished at the factory by the door manufacturer as follows: 
[ NAAWS 3.1 Section 1500, specification for System No. 4 Conversion 
varnish alkyd urea or System No. 5 Vinyl catalyzed.][  WDMA System TR-8 
(UV cured acrylated polyester/urethane) or TR-2 (catalyzed lacquer) or 
TR-4 (conversion varnish) factory finish systems that utilize water-based 
stains and finishes with ultraviolet UV protection.]  The coating is 
NAAWS 3.1 premium, medium rubbed sheen, [open] [closed] grain effect.  Use 
stain when required to produce the finish specified for color.  Seal 
edges, cutouts, trim, and wood accessories, and apply two coats of finish 
compatible with the door face finish.  Touch-up finishes that are 
scratched or marred, or where exposed fastener holes are filled, in 
accordance with the door manufacturer's instructions.  Match color and 
sheen of factory finish using materials compatible for field application.

2.3.6.3   Plastic Laminate Finish

Factory applied, ANSI/NEMA LD 3 , General or Specific purpose type,  1.25 mm  
0.050 inch  minimum thickness.  Glue laminated plastic for hollow core 
doors to wood veneer, plywood, or hardboard backing to form door panel.  
Provide a combined thickness of laminate sheet and backing of  2.5 mm  0.10 
inch  minimum.

2.3.6.4   Color

Provide door finish colors  in accordance with Section 09 06 00  SCHEDULES 
FOR FINISHES.

2.3.7   Water-Resistant Sealer

Provide manufacturer's standard water-resistant sealer compatible with the 
specified finish[es].

2.4   SOURCE QUALITY CONTROL

**************************************************************************
NOTE:   Requi r e t est s and t est  r epor t s when f i r e 
r at ed wood door s ar e i ncl uded i n t he pr oj ect .   Door s 
desi gnat ed t o have " C"  l abel  have a 3/ 4 hour  r at i ng,  
door s desi gnat ed t o have " B"  l abel  have a one or  
11/ 2 hour  r at i ng.

**************************************************************************

Meet or exceed the following minimum performance criteria of stiles of "B" 
and "C" label fire doors utilizing standard mortise leaf hinges:

a.  Cycle-slam :  [Standard Duty Doors: 250,000 cycles with no loose hinge 
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screws or other visible signs of failure when tested in accordance 
with the requirements of ANSI/WDMA I.S.1A ] [Heavy Duty Doors: 500,000 
cycles with no loose hinge screws or other visible signs of failure 
when tested in accordance with the requirements of ANSI/WDMA I.S.1A ] 
[Extra Heavy Duty Doors: 1,000,000 cycles with no loose hinge screws 
or other visible signs of failure when tested in accordance with the 
requirements of ANSI/WDMA I.S.1A ].

b.  Hinge loading resistance :  Averages of ten test samples not less than 
[Standard Duty doors:  1780 Newton  400 pounds  force] [Heavy Duty doors:  
2110 Newton  475 pounds  force] [Extra Heavy Duty doors:  2440 Newton  550 
pounds  force] when tested for direct screw withdrawal in accordance 
with ANSI/WDMA I.S.6A  using a No. 12,  30 mm  1-1/4 inch  long, steel, 
fully threaded wood screw.  Drill  4 mm  5/32 inch  pilot hole, use  40 mm  
1-1/2 inch  opening around screw for bearing surface, and engage screw 
full, except for last  3 mm  1/8 inch .  Do not use a steel plate to 
reinforce screw area.

PART 3   EXECUTION

3.1   INSTALLATION

**************************************************************************
NOTE:   I f  ar ea r ugs or  car pet i ng i s used i n spaces 
whi ch door  openi ngs ser ve,  such as r esi dent i al  
occupanci es,  speci f y adequat e c l ear ance at  bot t om of  
doors.

**************************************************************************

Do not install building construction materials that show visual evidence 
of biological growth.

Before installation, seal top and bottom edges of doors with the approved 
water-resistant sealer.  Seal cuts made on the job immediately after 
cutting using approved water-resistant sealer.  Fit, trim, and hang doors 
with a  2 mm  1/16 inch  minimum,  3 mm  1/8 inch  maximum clearance at sides 
and top, and a  5 mm  3/16 inch  minimum,  6 mm  1/4 inch  maximum clearance 
over thresholds.  Provide  10 mm  3/8 inch  minimum,  11 mm  7/16 inch  maximum 
clearance at bottom where no threshold occurs.  Bevel edges of doors at 
the rate of  3 mm in 50 mm  1/8 inch in 2 inch .  Door warp must not exceed  6 
mm 1/4 inch  when measured in accordance with ANSI/WDMA I.S.1A .

3.1.1   Fire[ and Smoke] Doors

**************************************************************************
NOTE:   Fi r e door s must  be i nst al l ed i n f i r e r at ed 
f r ames and wi t h f i r e r at ed har dwar e.   Fr ames and 
har dwar e must  be speci f i ed i n t hei r  r espect i ve 
sect i ons of  t he speci f i cat i ons.

**************************************************************************

Install fire doors in accordance with NFPA 80 .  [Install smoke doors in 
accordance with NFPA 105 .  ]Do not paint over labels.

3.1.2   Prehung Doors

Install doors in accordance with the manufacturer's instructions and 
details.  Provide fasteners for [stops] [and] [casing trim] within  75 mm  3 
inch  of each end and spaced  279 mm  11 inch  on center maximum.  Provide 
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side and head jambs joined together with a dado or notch of  5 mm  3/16 inch  
minimum depth.

[ 3.1.3   Weatherstripping

**************************************************************************
NOTE:   Use of  wood door s on ext er i or  of  bui l di ngs i s 
not  r ecommended f or  per manent  st r uct ur es unl ess t hey 
ar e wel l  pr ot ect ed f r om t he weat her .

**************************************************************************

Install doors in strict accordance with the door manufacturer's printed 
installation instructions and details.  Weatherstrip exterior swing-type 
doors at sills, heads and jambs to provide weathertight installation.  
Apply weatherstripping at sills to bottom rails of doors and hold in place 
with a brass or bronze plate.  Apply weatherstripping to door frames at 
jambs and head.  Shape weatherstripping at sills to suit the threshold.  
[Meeting stiles of exterior double-doors must be made weathertight by 
means of [a looped vinyl or neoprene strip in an extruded nonferrous metal 
housing applied to the edge of one door leaf] [a neoprene, vinyl or 
spring-bronze weatherstripped astragal secured to the inactive door leaf].]

] 3.2   SCHEDULE

Some metric measurements in this section are based on mathematical 
conversion of inch-pound measurements, and not on metric measurement 
commonly agreed to by the manufacturers or other parties.  The inch-pound 
and metric measurements are as follows:

PRODUCTS INCH-POUND METRIC

Closet doors 1-1/8 inch 28.5 mm

1-3/8 inch 35 mm

X-Ray resistant doors 1-3/4 inch 44.5 mm

2 inches 50 mm

2-1/4 inch 57 mm

2-1/2 inch 64 mm

Weatherstripping 0.0089 inch 0.23 mm

0.0063 inch 0.16 mm

        -- End of Section --
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