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FILE ROOM DOORS AND FRAMES
08/08

**************************************************************************
NOTE:   Thi s gui de speci f i cat i on cover s t he 
r equi r ement s f or  non- secur i t y t ype f i r e- i nsul at ed 
r ecor d- vaul t  door s.

Adher e t o UFC 1-300-02  Uni f i ed Faci l i t i es Gui de 
Speci f i cat i ons ( UFGS)  For mat  St andar d when edi t i ng 
t hi s gui de speci f i cat i on or  pr epar i ng new pr oj ect  
speci f i cat i on sect i ons.   Edi t  t hi s gui de 
speci f i cat i on f or  pr oj ect  speci f i c  r equi r ement s by 
addi ng,  del et i ng,  or  r evi s i ng t ext .   For  br acket ed 
i t ems,  choose appl i cabl e i t em( s)  or  i nser t  
appr opr i at e i nf or mat i on.

Remove i nf or mat i on and r equi r ement s not  r equi r ed i n 
r espect i ve pr oj ect ,  whet her  or  not  br acket s ar e 
present.

Comment s,  suggest i ons and r ecommended changes f or  
t hi s gui de speci f i cat i on ar e wel come and shoul d be 
submi t t ed as a Criteria Change Request (CCR) .

**************************************************************************

PART 1   GENERAL

1.1   REFERENCES

**************************************************************************
NOTE:   Thi s par agr aph i s used t o l i s t  t he 
publ i cat i ons c i t ed i n t he t ext  of  t he gui de 
speci f i cat i on.   The publ i cat i ons ar e r ef er r ed t o i n 
t he t ext  by basi c desi gnat i on onl y and l i s t ed i n 
t hi s par agr aph by or gani zat i on,  desi gnat i on,  dat e,  
and t i t l e.

Use t he Ref er ence Wi zar d' s Check Ref er ence f eat ur e 
when you add a Ref er ence I dent i f i er  ( RI D)  out si de of  
t he Sect i on' s Ref er ence Ar t i c l e t o aut omat i cal l y 
pl ace t he r ef er ence i n t he Ref er ence Ar t i c l e.   Al so 
use t he Ref er ence Wi zar d' s Check Ref er ence f eat ur e 
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t o updat e t he i ssue dat es.

Ref er ences not  used i n t he t ext  wi l l  aut omat i cal l y 
be del et ed f r om t hi s sect i on of  t he pr oj ect  
speci f i cat i on when you choose t o r econci l e 
r ef er ences i n t he publ i sh pr i nt  pr ocess.

**************************************************************************

The publications listed below form a part of this specification to the 
extent referenced.  The publications are referred to within the text by 
the basic designation only.

UNDERWRITERS LABORATORIES (UL)

UL 140 (2006; Reprint Aug 2012) Relocking Devices 
for Safes and Vaults

UL 155 (2000; Reprint Aug 2013) Standard Tests 
for Fire Resistance of Vault and File Room 
Doors

UL 768 (2006; Reprint Jul 2013) Standard for 
Combination Locks

1.2   SUBMITTALS

**************************************************************************
NOTE:   Revi ew submi t t al  descr i pt i on ( SD)  def i ni t i ons 
i n Sect i on 01 33 00 SUBMI TTAL PROCEDURES and edi t  
t he f ol l owi ng l i s t ,  and cor r espondi ng submi t t al  
i t ems i n t he t ext ,  t o r ef l ect  onl y t he submi t t al s 
r equi r ed f or  t he pr oj ect .   The Gui de Speci f i cat i on 
t echni cal  edi t or s have cl assi f i ed t hose i t ems t hat  
r equi r e Gover nment  appr oval ,  due t o t hei r  compl exi t y 
or  cr i t i cal i t y,  wi t h a " G. "   Gener al l y,  ot her  
submi t t al  i t ems can be r evi ewed by t he Cont r act or ' s 
Qual i t y Cont r ol  Syst em.   Onl y add a “ G”  t o an i t em,  
i f  t he submi t t al  i s  suf f i c i ent l y i mpor t ant  or  
compl ex i n cont ext  of  t he pr oj ect .

For  Ar my pr oj ect s,  f i l l  i n t he empt y br acket s 
f ol l owi ng t he " G"  c l assi f i cat i on,  wi t h a code of  up 
t o t hr ee char act er s t o i ndi cat e t he appr ovi ng 
aut hor i t y.   Codes f or  Ar my pr oj ect s usi ng t he 
Resi dent  Management  Syst em ( RMS)  ar e:   " AE"  f or  
Ar chi t ect - Engi neer ;  " DO"  f or  Di st r i ct  Of f i ce 
( Engi neer i ng Di v i s i on or  ot her  or gani zat i on i n t he 
Di st r i ct  Of f i ce) ;  " AO"  f or  Ar ea Of f i ce;  " RO"  f or  
Resi dent  Of f i ce;  and " PO"  f or  Pr oj ect  Of f i ce.   Codes 
f ol l owi ng t he " G"  t ypi cal l y ar e not  used f or  Navy,  
Ai r  For ce,  and NASA pr oj ect s.

The " S"  c l assi f i cat i on i ndi cat es submi t t al s r equi r ed 
as pr oof  of  compl i ance f or  sust ai nabi l i t y  Gui di ng 
Pr i nci pl es Val i dat i on or  Thi r d Par t y Cer t i f i cat i on 
and as descr i bed i n Sect i on 01 33 00 SUBMI TTAL 
PROCEDURES.

Choose t he f i r st  br acket ed i t em f or  Navy,  Ai r  For ce 
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and NASA pr oj ect s,  or  choose t he second br acket ed 
i t em f or  Ar my pr oj ect s.

**************************************************************************

Government approval is required for submittals with a "G" or "S" 
classification.  Submittals not having a "G" or "S" classification are 
[for Contractor Quality Control approval.][for information only.  When 
used, a code following the "G" classification identifies the office that 
will review the submittal for the Government.]  Submit the following in 
accordance with Section 01 33 00  SUBMITTAL PROCEDURES:

SD-02 Shop Drawings

Vault Door Unit
Doors
Day Gate
Frames and Sills
Hardware

SD-03 Product Data

Vault Door Unit
Doors
Day Gate
Frames and Sills

SD-07 Certificates

Vault Door Unit
Frames and Sills
Hardware

1.3   DELIVERY, STORAGE, AND HANDLING

Deliver, store and handle doors and frames in a manner that prevents 
damage.

PART 2   PRODUCTS

2.1   VAULT DOOR UNIT

Provide an insulated, steel, flat-sill, record-vault-type door with frame 
that is a standard product of a manufacturer specializing in this type of 
construction.

2.2   DOORS

**************************************************************************
NOTE:   When t he r equi r ed cl ear  openi ng f or  t he door  
i s i n excess of  1000 mm 40 i nches i n wi dt h,  a pai r  
of  door s must  be used.

**************************************************************************

Design and construction of doors shall be manufacturer's standard with a 
UL 155  fire-resistant classification for a [6-hour] [4-hour] [2-hour] 
exposure rating, bearing the UL label on the door and frame for the 
exposure rating required.  Provide doors of the size indicated.  The 
finish for door, frame, and hardware shall be the manufacturer's standard 
for the type door indicated.  Provide each door equipped with a relocking 
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device conforming to UL 140  and with an inner escape device that permits 
the bolt work to be released from inside the vault.  [Escape mechanism to 
be panic bar type or other approved type requiring no tools or special 
instructions for operation.] [Printed instructions for operating the 
escape device shall be provided inside the vault near the escape device 
release.]  Hardware  shall meet the following specifications:

a.  Provide [not less than 5 bolts for the door] [five bolts for each side 
of the door].  Each bolt shall be not less than  17 mm  11/16 inch  in 
diameter, permanently lubricated.  When the bolts are not located on 
both jamb sides of the door, the jamb side not provided with bolts 
shall interlock with the frame walls of that side.  Exposed bolt work 
shall be corrosion resistant or nickel plated steel.

b.  Provide each door with not less than three heavy, offset roller or 
ball bearing steel hinges, unless noted otherwise on the drawings.

c.  Each door shall have a combination lock that complies with UL 768 , 
Group 1R, for combination locks.  Provide locking mechanism operated 
by means of a lever handle.  Locks shall be combination 3 or 4 
tumbler, key or hand-changing type with metal cases protected by 
drill-resistive steel plates and operated by lever handles.  The 
front-plate of the doors shall be not lighter than  1.5 mm  0.060 inch  
steel plate either riveted or welded to the edge plates.  Edge plates 
and back plates of doors shall be not lighter than  0.81 mm  0.032 inch  
steel.  Lock shall be [highly resistant to expert manipulation 
conforming to UL 768 , Group I, combination locks.][reasonably 
resistant to unauthorized opening conforming to Group II of UL 768  
combination locks.]

d.  Submit installation drawings which include details of construction, 
method of anchorage and type and location of the following:  Vault 
Door Units, Hardware, Frames and Sills, and Day Gate

e.  The label or listing of the Underwriters Laboratories, for 
fire-resistance classification and safety-relocking devices is 
acceptable as sufficient evidence that the vault-door unit conforms to 
these requirements.  In lieu of such label or listing, submit a 
written certificate from any nationally recognized testing agency 
adequately equipped and competent to perform such services, stating 
that the vault-door unit has been tested and that this unit conforms 
to the requirements listed herein, including methods of testing of the 
Underwriters Laboratories, Inc.

f.  Submit certificates attesting that the vault-door unit, frames, sills, 
and hardware furnished under this specification conform with the 
referenced standards contained in this section and to the requirements 
of the Underwriters Laboratories.

2.3   Frames and Sills

Provide frames of the tongue-and-groove interlocking type, constructed of 
not lighter than  1.2 mm  0.0478 inch  cold-formed steel, formed from a 
single length for each jamb and a single length for the head.  Head and 
jambs shall be continuously welded along the entire intersection.  Sills 
shall be flat and not less in width than the jambs.  Provide frame, jambs 
and heads insulated with the same material as the door.  The frame shall 
be designed for the thickness of vault wall indicated.  Submit 
Manufacturer's descriptive data and catalog cuts and preprinted 
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installation instructions.

2.4   Day Gate

**************************************************************************
NOTE:   I f  no day gat e i s r equi r ed,  omi t  t hi s 
par agr aph i n i t s ent i r et y.

**************************************************************************

The vault door unit shall include a day gate of the manufacturer's 
standard make, and the door frame designed to accommodate this day gate.  
The gate shall be of the swing-in, hinged type, with not less than  15 mm  
5/8 inch  diameter rods, and the gate frame of not less than  10 mm  3/8 inch  
by  31 mm  1-1/4 inch  aluminum or steel members.  Provide the day gate 
equipped with a locking device arranged to permit locking and unlocking of 
the gate[ from the inside only].  Finish of the day gate shall be the 
manufacturer's standard.  The day gate shall not interfere with the 
operation of the inner escape device.

PART 3   EXECUTION

3.1   INSTALLATION

**************************************************************************
NOTE:   I f  car pet  i s t o be i nst al l ed i n f r ont  of  t he 
door ,  i ncr ease t he hei ght  of  t he wal l  openi ng by t he 
combi ned t hi ckness of  t he car pet  and pad.

**************************************************************************

Install the vault door unit in strict compliance with the approved 
installation instructions and drawings provided by the manufacturer.  
[Install the day gate in a manner that does not interfere with operation 
of the release handle on the inside of the vault door.]  After 
installation, adjust the door, the locking mechanism, and the inner escape 
for proper operation.

        -- End of Section --
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