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**************************************************************************
NOTE:   Thi s gui de speci f i cat i on cover s t he 
r equi r ement s f or  wood st r i p and pl ank f l oor i ng f or  
gymnasi ums,  handbal l  and squash cour t s,  and ot her  
speci al  pur pose appl i cat i ons.

Adher e t o UFC 1-300-02  Uni f i ed Faci l i t i es Gui de 
Speci f i cat i ons ( UFGS)  For mat  St andar d when edi t i ng 
t hi s gui de speci f i cat i on or  pr epar i ng new pr oj ect  
speci f i cat i on sect i ons.   Edi t  t hi s gui de 
speci f i cat i on f or  pr oj ect  speci f i c  r equi r ement s by 
addi ng,  del et i ng,  or  r evi s i ng t ext .   For  br acket ed 
i t ems,  choose appl i cabl e i t em( s)  or  i nser t  
appr opr i at e i nf or mat i on.

Remove i nf or mat i on and r equi r ement s not  r equi r ed i n 
r espect i ve pr oj ect ,  whet her  or  not  br acket s ar e 
present.

Comment s,  suggest i ons and r ecommended changes f or  
t hi s gui de speci f i cat i on ar e wel come and shoul d be 
submi t t ed as a Criteria Change Request (CCR) .

**************************************************************************

PART 1   GENERAL

1.1   SUMMARY

**************************************************************************
NOTE:   Wood st r i p f l oor i ng i s ver y sensi t i ve t o 
ambi ent  humi di t y condi t i ons s i nce al l  wood f l oor i ng 
wi l l  expand and cont r act  as r el at i ve humi di t y 
var i es.   I n or der  t o keep t he f l oor i ng 
manuf act ur er ' s war r ant y val i d af t er  i nst al l at i on,  
t he ar eas i n whi ch t he wood f l oor s ar e i nst al l ed 
must  be adequat el y vent i l at ed wi t h nat ur al  or  
mechani cal  ai r  c i r cul at i on at  al l  t i mes dur i ng t he 
l i f e of  t he f l oor i ng.
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I f  pr i or  exper i ence at  t he s i t e i ndi cat es t hat  
r el at i ve humi di t y dur i ng sust ai ned heat i ng per i ods 
wi l l  f al l  bel ow 35 per cent ,  t he of f i ce i n char ge of  
bui l di ng mai nt enance shoul d pr ovi de equi pment  t o 
i nt r oduce moi st ur e i nt o t he f l oor ed ar ea when 
r equi r ed;  conver sel y,  i f  r el at i ve humi di t y i ncr eases 
t o 50 per cent  or  hi gher  at  any t i me,  measur es shoul d 
be t aken t o dr y t he f l oor ed ar ea,  i ncl udi ng t ur ni ng 
on t he heat .

At  s i t es wi t h humi di t y pr obl ems,  t he mai nt enance of  
t he f l oor i ng may r equi r e:   1)   The desi gn of  a 
l ocal i zed HVAC syst em t o al so r eact  t o and 
aut omat i cal l y cont r ol  ambi ent  humi di t y condi t i ons 
t hr ough t he l i f e of  t he f l oor i ng;  or  2)   Cont i nuous 
moni t or i ng of  r el at i ve humi di t y wi t h on t he spot  
cor r ect i ve act i ons,  as needed,  wi t hout  al t er i ng t he 
HVAC syst em.   These al t er nat i ves coul d be ver y 
expensi ve or  i mpr act i cal .   The desi gner ,  i n t he 
absence of  l ocal  exper i ence,  shoul d coor di nat e wi t h 
l ocal  manuf act ur er s t o speci f y compat i bl e f l oor i ngs 
whi ch have per f or med wel l  l ocal l y;  t hat  i s ,  t he 
desi gner  shoul d check gymnasi ums i n t he ar ea when 
bui l di ng a gymnasi um f l oor ;  t he same f or  handbal l  
cour t s,  et c.   Of  cour se,  t he desi gner  has t he opt i on 
of  pur chasi ng commer ci al l y avai l abl e f l oat i ng or  
s l eeper  syst ems speci f i cal l y desi gned t o r educe t he 
possi bi l i t y  of  buckl i ng and cuppi ng br ought  on by 
moi st ur e bui l dup or  speci f y i ng ot her  t ypes of  
f l oor i ng when a cost  anal ysi s ( i ncl udi ng al l  HVAC 
var i at i ons)  i ndi cat es t hat  wood st r i p f l oor i ng i s 
not  economi cal .

**************************************************************************

This specification is written to allow the Contractor to build wood strip 
floorings for gymnasiums, handball and squash courts, and other special 
purpose applications but does not preclude the installation of 
competitive, manufacturer standard, integrated systems.

1.2   REFERENCES

**************************************************************************
NOTE:   Thi s par agr aph i s used t o l i s t  t he 
publ i cat i ons c i t ed i n t he t ext  of  t he gui de 
speci f i cat i on.   The publ i cat i ons ar e r ef er r ed t o i n 
t he t ext  by basi c desi gnat i on onl y and l i s t ed i n 
t hi s par agr aph by or gani zat i on,  desi gnat i on,  dat e,  
and t i t l e.

Use t he Ref er ence Wi zar d' s Check Ref er ence f eat ur e 
when you add a Ref er ence I dent i f i er  ( RI D)  out si de of  
t he Sect i on' s Ref er ence Ar t i c l e t o aut omat i cal l y 
pl ace t he r ef er ence i n t he Ref er ence Ar t i c l e.   Al so 
use t he Ref er ence Wi zar d' s Check Ref er ence f eat ur e 
t o updat e t he i ssue dat es.

Ref er ences not  used i n t he t ext  wi l l  aut omat i cal l y 
be del et ed f r om t hi s sect i on of  t he pr oj ect  
speci f i cat i on when you choose t o r econci l e 
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r ef er ences i n t he publ i sh pr i nt  pr ocess.
**************************************************************************

The publications listed below form a part of this specification to the 
extent referenced.  The publications are referred to within the text by 
the basic designation only.

AMERICAN FOREST FOUNDATION (AFF)

ATFS STANDARDS (2015) American Tree Farm System Standards 
of Sustainability 2015-2020

ASTM INTERNATIONAL (ASTM)

ASTM D41/D41M (2011; R 2016) Standard Specification for 
Asphalt Primer Used in Roofing, 
Dampproofing, and Waterproofing

CALIFORNIA DEPARTMENT OF PUBLIC HEALTH (CDPH)

CDPH SECTION 01350 (2010; Version 1.1) Standard Method for 
the Testing and Evaluation of Volatile 
Organic Chemical Emissions from Indoor 
Sources using Environmental Chambers

CSA GROUP (CSA)

CSA Z809-08 (R2013) Sustainable Forest Management

FOREST STEWARDSHIP COUNCIL (FSC)

FSC STD 01 001 (2015) Principles and Criteria for Forest 
Stewardship

MAPLE FLOORING MANUFACTURERS ASSOCIATION (MFMA)

MFMA GS (1999) Guide Specifications for Maple 
Flooring Systems

NATIONAL WOOD FLOORING ASSOCIATION (NWFA) (formerly NOFMA)

NOFMA Grading Rules (1999) Official Flooring Grading Rules

PROGRAMME FOR ENDORSEMENT OF FOREST CERTIFICATION (PEFC)

PEFC ST 2002:2013 (2015) PEFC International Standard Chain 
of Custody of Forest Based Products 
Requirements

RESILIENT FLOOR COVERING INSTITUTE (RFCI)

FLOORSCORE FLOORSCORE IAQ Certification

SCIENTIFIC CERTIFICATION SYSTEMS (SCS)

SCS SCS Global Services (SCS) Indoor Advantage
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SOUTH COAST AIR QUALITY MANAGEMENT DISTRICT (SCAQMD)

SCAQMD Rule 1113 (2016) Architectural Coatings

SCAQMD Rule 1168 (2017) Adhesive and Sealant Applications

SUSTAINABLE FOREST INITIATIVE (SFI)

SFI 2015-2019 (2015) Standards, Rules for Label Use, 
Procedures and Guidance

UNDERWRITERS LABORATORIES (UL)

UL 2818 (2013) GREENGUARD Certification Program 
For Chemical Emissions For Building 
Materials, Finishes And Furnishings

1.3   SUBMITTALS

**************************************************************************
NOTE:   Revi ew submi t t al  descr i pt i on ( SD)  def i ni t i ons 
i n Sect i on 01 33 00 SUBMI TTAL PROCEDURES and edi t  
t he f ol l owi ng l i s t ,  and cor r espondi ng submi t t al  
i t ems i n t he t ext ,  t o r ef l ect  onl y t he submi t t al s 
r equi r ed f or  t he pr oj ect .   The Gui de Speci f i cat i on 
t echni cal  edi t or s have cl assi f i ed t hose i t ems t hat  
r equi r e Gover nment  appr oval ,  due t o t hei r  compl exi t y 
or  cr i t i cal i t y,  wi t h a " G. "   Gener al l y,  ot her  
submi t t al  i t ems can be r evi ewed by t he Cont r act or ' s 
Qual i t y Cont r ol  Syst em.   Onl y add a “ G”  t o an i t em,  
i f  t he submi t t al  i s  suf f i c i ent l y i mpor t ant  or  
compl ex i n cont ext  of  t he pr oj ect .

For  Ar my pr oj ect s,  f i l l  i n t he empt y br acket s 
f ol l owi ng t he " G"  c l assi f i cat i on,  wi t h a code of  up 
t o t hr ee char act er s t o i ndi cat e t he appr ovi ng 
aut hor i t y.   Codes f or  Ar my pr oj ect s usi ng t he 
Resi dent  Management  Syst em ( RMS)  ar e:   " AE"  f or  
Ar chi t ect - Engi neer ;  " DO"  f or  Di st r i ct  Of f i ce 
( Engi neer i ng Di v i s i on or  ot her  or gani zat i on i n t he 
Di st r i ct  Of f i ce) ;  " AO"  f or  Ar ea Of f i ce;  " RO"  f or  
Resi dent  Of f i ce;  and " PO"  f or  Pr oj ect  Of f i ce.   Codes 
f ol l owi ng t he " G"  t ypi cal l y ar e not  used f or  Navy 
projects.

The " S"  c l assi f i cat i on i ndi cat es submi t t al s r equi r ed 
as pr oof  of  compl i ance f or  sust ai nabi l i t y  Gui di ng 
Pr i nci pl es Val i dat i on or  Thi r d Par t y Cer t i f i cat i on 
and as descr i bed i n Sect i on 01 33 00 SUBMI TTAL 
PROCEDURES.

Choose t he f i r st  br acket ed i t em f or  Navy,  Ai r  For ce 
and NASA pr oj ect s,  or  choose t he second br acket ed 
i t em f or  Ar my pr oj ect s.

**************************************************************************

Government approval is required for submittals with a "G" or "S" 
classification.  Submittals not having a "G" or "S" classification are 
[for Contractor Quality Control approval.][for information only.  When 

SECTION 09 64 29  Page 6



used, a code following the "G" classification identifies the office that 
will review the submittal for the Government.]  Submit the following in 
accordance with Section 01 33 00  SUBMITTAL PROCEDURES:

SD-02 Shop Drawings

Squash and Handball Court Walls ; G[, [_____]]

Strip Flooring ; G[, [_____]]

SD-03 Product Data

Strip Flooring

Recycled Content for Wood Strip and Plank Flooring ; S

Bamboo

Indoor Air Quality for Asphalt Primer ; S

Indoor Air Quality for Asphalt Mastic ; S

Biobased Content for Bamboo Flooring ; S

Installation

SD-04 Samples

Strip And Plank Flooring

SD-07 Certificates

Certified Sustainably Harvested Wood Strip and Plank Flooring ; S

Indoor Air Quality for Wood Strip and Plank Flooring ; S

Indoor Air Quality for Bamboo Flooring ; S

Indoor Air Quality for Resilient Pads ; S

1.4   CERTIFICATIONS

**************************************************************************
NOTE:   Use cer t i f i ed sust ai nabl y har vest ed wood 
wher e sui t abl e f or  appl i cat i on and cost  ef f ect i ve.  
Sust ai nabl y Har vest ed Wood i s a pr oduct  whi ch comes 
f r om a t hi r d- par t y For est r y Cer t i f i cat i on Pr ogr am 
and t hus car r i es cer t ai n char act er i st i cs:  1)  
Pr ot ect i on of  bi odi ver si t y,  speci es at  r i sk and 
wi l dl i f e habi t at ,  sust ai nabl e har vest  l evel s,  
pr ot ect i on of  wat er  qual i t y,  and pr ompt  r egener at i on 
( e. g. ,  r epl ant i ng and r ef or est at i on) ;  2)  Thi r d- par t y 
cer t i f i cat i on audi t s per f or med by accr edi t ed 
cer t i f i cat i on bodi es;  3)  Publ i c l y avai l abl e 
cer t i f i cat i on audi t  summar i es;  4)  Mul t i - st akehol der  
i nvol vement  i n a st andar ds devel opment  pr ocess;  5)  
Compl ai nt s and appeal s pr ocess.

Ver i f y sui t abi l i t y ,  avai l abi l i t y  wi t hi n t he r egi on,  
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cost  ef f ect i veness and adequat e compet i t i on bef or e 
speci f y i ng t hese sust ai nabl y har vest ed wood 
cer t i f i cat i ons -  i f  t hese condi t i ons ar e ver i f i ed 
f or  t he pr oj ect  l ocal e,  i ncl ude t he f ol l owi ng 
sect i on.  For  pr oj ect s pur sui ng LEED,  del et e 
cer t i f i cat i ons ot her  t han FSC;  f or  al l  ot her  
pr oj ect s pur sui ng t hi r d- par t y cer t i f i cat i on al l ow 
t he ent i r e l i s t  of  t hi r d par t y cer t i f i cat i ons.

**************************************************************************

[ 1.4.1   Certified Sustainably Harvested Wood

Provide wood certified as sustainably harvested by FSC STD 01 001 [, 
ATFS STANDARDS, CSA Z809-08 , SFI 2015-2019 , or other third party program 
certified by PEFC ST 2002:2013 ].  Provide a letter of Certification of 
Sustainably Harvested Wood signed by the wood supplier.  Identify 
certifying organization and their third party program name and indicate 
compliance with chain-of-custody program requirements.  Submit sustainable 
wood certification data; identify each certified product on a line item 
basis.  Submit copies of invoices bearing certification numbers.

] 1.4.2   Indoor Air Quality Certifications

Submit required indoor air quality certifications in one submittal package.
**************************************************************************

NOTE:   I ncl ude t hi s subpar agr aph r equi r i ng l ow VOC 
cont ent  pr oduct s when pr oduct  wi l l  be l ocat ed i n 
of f i ces or  c l assr ooms.

**************************************************************************

[ 1.4.2.1   Floor Covering Materials

Provide wood strip and plank flooring, bamboo flooring, and resilient pad 
products certified to meet indoor air quality requirements by FLOORSCORE, 
UL 2818  (GreenGuard) Gold, SCS Global Services Indoor Advantage Gold or 
provide certification or validation by other third-party program that 
products meet the requirements of this Section.  Provide current product 
certification documentation from certification body.  When product does 
not have certification, provide validation that product meets the indoor 
air quality product requirements cited herein.

] 1.5   DELIVERY, STORAGE, AND HANDLING

Deliver materials to the site in original unopened packages, bundles or 
containers and with all labels intact.  Store flooring in fully covered, 
well ventilated areas protected from extreme changes in temperature and 
humidity.  Flooring shall be maintained at an average moisture content of 
6 to 9 percent.  Temperature and humidity in the storage area shall 
closely approximate the temperature and humidity of the rooms in which the 
flooring is to be installed.

1.6   ENVIRONMENTAL REQUIREMENTS

**************************************************************************
NOTE:   The val ues st at ed i n t he gui de speci f i cat i on 
f or  moi st ur e cont ent  of  t he f l oor i ng and f or  t he 
humi di t y and t emper at ur e of  t he space wher e t he 
f l oor i ng wi l l  be i nst al l ed ar e t hose whi ch ar e 
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gener al l y sui t abl e.   When l ocal  exper i ence has 
pr oven t hat  val ues di f f er i ng f r om t hose i ncl uded i n 
t he gui de speci f i cat i on ar e necessar y because of  
geogr aphi cal  l ocat i on or  seasonal  weat her  
condi t i ons,  appr opr i at e val ues wi l l  be subst i t ut ed 
f or  t he val ues st at ed i n t he gui de speci f i cat i on.

**************************************************************************

Provide permanent heating and air conditioning, installed and working, in 
rooms where wood flooring is to be installed or adequate arrangements for 
ventilation and temperature controls.  The temperature shall be maintained 
at  14 to 27 degrees C  55 to 80 degrees F  and the humidity shall be 
maintained [at [40] [_____] percent] [as recommended by the manufacturer] 
starting not less than 3 days prior to beginning the installation of 
flooring and continuing throughout the remainder of the contract period.

1.7   SCHEDULING

Schedule strip and plank flooring work after any other work which would 
raise the moisture content of the flooring or damage the finished surface 
of the flooring.

PART 2   PRODUCTS

2.1   STRIP FLOORING

**************************************************************************
NOTE:   Desi gner  wi l l  sel ect  appr opr i at e speci es and 
wi l l  per mi t  maxi mum compet i t i on wher ever  possi bl e;  
however ,  gymnasi ums wi l l  be l i mi t ed t o har d mapl e.   
Fl oor i ng of  26 mm 33/ 32 i nch)  t hi ckness shoul d be 
consi der ed when f l oor s wi l l  be subj ect ed t o har d 
ser vi ce and f r equent  sandi ng.

**************************************************************************

2.1.1   General Requirements

**************************************************************************
NOTE:   Use cer t i f i ed sust ai nabl y har vest ed wood 
wher e sui t abl e f or  appl i cat i on and cost  ef f ect i ve.   
Desi gner  must  ver i f y sui t abi l i t y ,  avai l abi l i t y  
wi t hi n t he r egi on,  cost  ef f ect i veness,  and adequat e 
compet i t i on bef or e speci f y i ng t hi s cer t i f i cat i on.

NOTE:   Use mat er i al s wi t h r ecycl ed cont ent  wher e 
appr opr i at e f or  use.   Ver i f y sui t abi l i t y ,  
avai l abi l i t y  wi t hi n t he r egi on,  cost  ef f ect i veness 
and adequat e compet i t i on ( i ncl udi ng ver i f i cat i on of  
br acket ed per cent ages i ncl uded i n t hi s gui de 
speci f i cat i on)  bef or e speci f y i ng pr oduct  r ecycl ed 
cont ent  r equi r ement s.

Resear ch shows t he pr oduct  i s avai l abl e f r om US 
nat i onal  manuf act ur er s above t he mi ni mum r ecycl ed 
cont ent  per cent ages shown bel ow.   Some manuf act ur er s 
and r egi ons have hi gher  per cent ages.  Based on 
r esear ch,  i nser t  desi r ed mi ni mum per cent ages i nt o 
t he empt y set  of  br acket s.
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I ncl ude l ast  br acket ed sent ences r equi r i ng 
cer t i f i cat i on or  val i dat i on f or  i ndoor  ai r  qual i t y 
when pr oduct  wi l l  be l ocat ed i n of f i ces or  
classrooms.

I n t er mi t e- pr one ar eas,  wood f l oor i ng shoul d be 
t er mi t e t r eat ed.   Ver i f y wi t h manuf act ur er  f or  
avai l abi l i t y  and ef f ect  on f i ni shes.

**************************************************************************

Strip and plank flooring must be  [19] [26] mm  [3/4] [33/32] inch  thick by  
55 mm 2-1/4 inch  face width, kiln dried, continuous tongue and groove and 
of standard lengths. [Provide certified sustainably harvested wood strip 
and plank flooring .  ] Beech and birch shall be second grade in accordance 
with NOFMA Grading Rules .  Hard maple must be second and better in 
accordance with MFMA GS.  Red and white oak must be select grade in 
accordance with NOFMA Grading Rules .  Provide wood products with no added 
urea-formaldehyde resins.  Strip flooring must be marked with the 
trademark of the grading agency.  Submit two samples of each type of strip 
and plank flooring . [Wood Strip Flooring must contain a minimum of 
[90][_____] percent reclaimed, salvaged, and recycled wood.  Provide data 
identifying percentage of recycled content for wood strip and plank 
flooring .][  Provide a product treated for resistance to termite damage.] [

Provide flooring product meeting emissions requirements of 
CDPH SECTION 01350 .  Provide certification or validation of indoor air 
quality for wood strip and plank flooring . ]

[ 2.1.2   Bamboo

**************************************************************************
NOTE:   Use of  mat er i al s,  such as bamboo,  wi t h 
bi o- based cont ent  i s r equi r ed wher e sui t abl e f or  
appl i cat i on and cost  ef f ect i ve.   Ver i f y avai l abi l i t y  
wi t hi n t he r egi on,  cost  ef f ect i veness and adequat e 
compet i t i on bef or e speci f y i ng pr oduct  bi o- based 
cont ent  r equi r ement s.   A r esour ce t hat  can be used 
t o i dent i f y pr oduct s wi t h bi o- based cont ent  i s t he 
" Cat al og"  t ab wi t hi n t he USDA' s " Bi opr ef er r ed"  
websi t e at  http://www.biopreferred.gov .   The 
bi o- based cont ent  per cent age l i s t ed i s t he r equi r ed 
t hr eshol d wi t hi n t he USDA Bi opr ef er r ed pr ogr am.   Use 
of  ot her  pr oduct s whi ch meet  al l  r equi r ement s of  
t hi s speci f i cat i on and cont ai n bi o- based cont ent  i s 
al so accept abl e. "

I ncl ude l ast  br acket ed sent ences r equi r i ng 
cer t i f i cat i on or  val i dat i on f or  i ndoor  ai r  qual i t y 
when pr oduct  wi l l  be l ocat ed i n of f i ces or  
classrooms.

I n t er mi t e- pr one ar eas,  bamboo f l oor i ng shoul d be 
t er mi t e t r eat ed.   Ver i f y wi t h manuf act ur er  f or  
avai l abi l i t y  and ef f ect  on f i ni shes.  

**************************************************************************

Bamboo flooring must be laminated, tongue-and-groove plank flooring, [ 16 
to 19 mm  5/8 to 3/4 inch  thick, 2- or 3-ply, flat grain with horizontal 
laminations] [ 13 mm 1/2 inch  thick with vertical laminations].  Provide 
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bamboo products with minimum 91 percent bio-based content.  Submit data 
identifying percentage of biobased content for bamboo flooring .[  Provide 
a product treated for resistance to termite damage.] [

Provide flooring product meeting emissions requirements of 
CDPH SECTION 01350 .  Provide certification or validation of indoor air 
quality for bamboo flooring . ]

] 2.2   NAILS

Provide nails in accordance with strip flooring manufacturer's 
recommendations.

2.3   RESILIENT PADS

**************************************************************************
NOTE:   I ncl ude l ast  br acket ed sent ences r equi r i ng 
cer t i f i cat i on or  val i dat i on f or  i ndoor  ai r  qual i t y 
when pr oduct  wi l l  be l ocat ed i n of f i ces or  
classrooms.

**************************************************************************

Resilient pads must be pneumatic rubber, PVC, or polyurethane resilient 
mounts to fit the selected floor system. [Provide product meeting 
emissions requirements of CDPH SECTION 01350 .  Provide certification or 
validation of indoor air quality for resilient pads .]

2.4   WALL BASE

Wall base must be wood molding or vented cove with premolded outside 
corners and mitered inside corners.

2.5   MOISTURE BARRIER

Moisture barrier must be  0.15 mm  6 mil  minimum thickness polyethylene.

2.6   CLIPS, ANCHOR CHANNELS AND INSULATION

**************************************************************************
NOTE:   I ncl ude t hi s par agr aph when channel  anchor age 
syst em i s speci f i ed.   Channel  anchor age syst em wi l l  
be i ncl uded as an opt i on t o wood nai l er s f or  
gymnasi um f l oor s.

**************************************************************************

Galvanized steel clips for steel channel anchorage systems must be in 
accordance with steel channel anchorage system manufacturer's 
recommendations.  Clips must be designed to provide holding at least equal 
to the nailing specified and shall function without splitting the 
assembled boards or otherwise reducing the performance of the floor.  
Anchor channels must be as recommended by the flooring manufacturer.  
Anchor channels must be galvanized, complete with all pads, anchors and 
other components required for channel installation.  Underfloor insulation 
must be asphalt impregnated fiberboard or closed-cell polyethylene foam.

2.7   ASPHALT PRIMER

ASTM D41/D41M.  Provide asphalt primer product meeting either emissions 
requirements of CDPH SECTION 01350  (limit requirements for either office 
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or classroom spaces regardless of space type) or VOC content requirements 
of SCAQMD Rule 1113 .  Provide validation of indoor air quality for asphalt 
primer .

2.8   ASPHALT MASTIC

As recommended by the flooring manufacturer.  Provide asphalt mastic 
products meeting either emissions requirements of CDPH SECTION 01350  
(limit requirements for either office or classroom spaces regardless of 
space type) or VOC content requirements of SCAQMD Rule 1168 .  Provide 
validation of indoor air quality for asphalt mastic .

PART 3   EXECUTION

3.1   SURFACE CONDITIONS

Concrete slab must be level, steel troweled to a tolerance of  3 mm  1/8 inch
plus or minus in a  3 m  10 foot  radius.  Slab surface must be clean, dry, 
and approved prior to start of installation.  The slab must be depressed 
as required by the floor specified.

3.2   INSTALLATION

Install flooring in accordance with the approved installation instructions 
of the manufacturer.  Submit manufacturer's descriptive data and 
installation instructions.  Wood nailers are specified in Section 06 10 00  
ROUGH CARPENTRY.  Unless otherwise approved, flooring must be laid 
parallel to the length of the area to be floored.  Strips must be laid 
[with close joints, snugly driven up but providing for absorption of a 
small amount of expansion] [to allow for intermediate expansion in 
accordance with humidity conditions expected during the life of the 
flooring].  End joints must be so alternated that there will be at least 
two boards between end joints in the same plane and at least  150 mm  6 
inches  between end joints in adjacent boards.  Space for expansion must be 
left along perimeter walls and around fixed projections through the floor 
surface.  Unless otherwise shown or permitted by the approved installation 
instructions, expansion space shall be  5 mm per meter  1/16 inch per foot  
of distance between opposite walls, with one half the space provided at 
each wall and with a minimum space of  25 mm  1 inch  at each wall.

Do not install building construction materials that show visual evidence 
of biological growth.

3.2.1   Gymnasium Floors

3.2.1.1   Wood Sleepers

For wood sleeper supported floors, the slab must be vapor-sealed with a 
two-ply membrane and hot-poured, steep-slope asphalt to a minimum depth of  
6 mm 1/4 inch  above bottom of sleepers.  Anchored, treated wood sleepers 
must be spaced at  400 mm  16 inches  on center with wood or plywood subfloor 
or, if required by design considerations, wood sleepers at  300 mm  12 inches
 on centers without subfloor and with  26 mm  33/32 inch  thick flooring.  
Space between rows of wood sleepers must be left vacant.  Expansion joints 
must be  50 mm  2 inches  maximum.

3.2.1.2   Steel Channels

Galvanized steel channel system must be placed on manufacturer's standard 
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grooved foam or grooved resilient insulation board.  Expansion joints must 
be in accordance with manufacturer's recommendations.

3.2.2   Handball Court Floor and Walls

Strip flooring used for floors and walls in handball courts must be laid 
out to provide an overall light appearance; contrast from one board to the 
next must be gradual in order to avoid dark streaks.

3.2.3   Squash and Handball Court Walls

Maximum space for expansion must be  50 mm  2 inches  at each wall.  
Expansion joints over  25 mm  1 inch  and expansion joints for steel 
channel-strip flooring application must be detailed and the drawings, 
showing the method of covering, submitted for approval.

3.2.3.1   Wood Supports

Anchored wood supports must be used to keep the treated wood sleepers 
shimmed away from the wall to provide ventilation.  Wood sleepers must be 
spaced at  400 mm  16 inches  on center.  Exterior grade plywood  15 mm  5/8 
inch  thick, with two coats of aluminum enamel on the back side in 
accordance with Section 06 10 00  ROUGH CARPENTRY, must be used for vapor 
seal and sound deadener.

3.2.3.2   Steel Supports

Anchored, galvanized, steel channel supports must be used with steel 
channel system; steel channels must be spaced at  300 mm  12 inches  on 
center.  The space between the supporting wall and the back of the 
finished wall must be filled to within  300 mm  12 inches  of the ceiling 
with an approved hot-poured, steep-slope asphalt as the construction of 
the wall progresses.  As an option to the asphalt-backed wall construction 
when 26 mm  33/32 inch  thick flooring is used, the wall must be vapor 
sealed with a  0.15 mm  6 mil  thickness of polyethylene sheeting prior to 
application to steel channels and the space between the supporting wall 
and the back of the finished wall must be filled with insulation as used 
for the floor.

3.3   SANDING

Sand flooring to a smooth, even, uniform finish without burns.  Make a 
minimum of three sanding cuts, each with a finer sandpaper.  Use a heavy 
drum-type sander for floors, except a disc-type sander is permitted for 
the final cut on strip flooring.  Either the first pass or the second pass 
of the drum-type sander shall be at an angle of 45 degrees to the grain; 
other passes of the drum-type sander shall be in the direction of the 
grain of strip flooring.  Finish edges not reached by the sander with an 
edger or by hand methods.  Perform the final sanding at a time and in a 
manner that will permit application of the first seal coat as specified in 
Section 09 90 00  PAINTS AND COATINGS to be completed within 8 hours after 
completion of sanding.  Leave the flooring clean and ready to receive the 
finishing materials.

3.4   PROTECTION

Protect flooring from damage from the time of installation until final 
acceptance.
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        -- End of Section --
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