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ACOUSTICAL WALL PANELS
08/ 16,  CHG 1:  08/ 18

**************************************************************************
NOTE:   Thi s gui de speci f i cat i on cover s t he 
r equi r ement s f or  f abr i c cover ed acoust i cal  wal l  
panel  syst ems.

Adher e t o UFC 1-300-02  Uni f i ed Faci l i t i es Gui de 
Speci f i cat i ons ( UFGS)  For mat  St andar d when edi t i ng 
t hi s gui de speci f i cat i on or  pr epar i ng new pr oj ect  
speci f i cat i on sect i ons.   Edi t  t hi s gui de 
speci f i cat i on f or  pr oj ect  speci f i c  r equi r ement s by 
addi ng,  del et i ng,  or  r evi s i ng t ext .   For  br acket ed 
i t ems,  choose appl i cabl e i t em( s)  or  i nser t  
appr opr i at e i nf or mat i on.

Remove i nf or mat i on and r equi r ement s not  r equi r ed i n 
r espect i ve pr oj ect ,  whet her  or  not  br acket s ar e 
present.

Comment s,  suggest i ons and r ecommended changes f or  
t hi s gui de speci f i cat i on ar e wel come and shoul d be 
submi t t ed as a Criteria Change Request (CCR) .

**************************************************************************

PART 1   GENERAL

1.1   REFERENCES

**************************************************************************
NOTE:   Thi s par agr aph i s used t o l i s t  t he 
publ i cat i ons c i t ed i n t he t ext  of  t he gui de 
speci f i cat i on.   The publ i cat i ons ar e r ef er r ed t o i n 
t he t ext  by basi c desi gnat i on onl y and l i s t ed i n 
t hi s par agr aph by or gani zat i on,  desi gnat i on,  dat e,  
and t i t l e.

Use t he Ref er ence Wi zar d' s Check Ref er ence f eat ur e 
when you add a Ref er ence I dent i f i er  ( RI D)  out si de of  
t he Sect i on' s Ref er ence Ar t i c l e t o aut omat i cal l y 
pl ace t he r ef er ence i n t he Ref er ence Ar t i c l e.   Al so 
use t he Ref er ence Wi zar d' s Check Ref er ence f eat ur e 
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t o updat e t he i ssue dat es.

Ref er ences not  used i n t he t ext  wi l l  aut omat i cal l y 
be del et ed f r om t hi s sect i on of  t he pr oj ect  
speci f i cat i on when you choose t o r econci l e 
r ef er ences i n t he publ i sh pr i nt  pr ocess.

**************************************************************************

The publications listed below form a part of this specification to the 
extent referenced.  The publications are referred to within the text by 
the basic designation only.

AMERICAN ASSOCIATION OF TEXTILE CHEMISTS AND COLORISTS (AATCC)

AATCC 16 (2004; E 2008; E 2010) Colorfastness to 
Light

AMERICAN FOREST FOUNDATION (AFF)

ATFS STANDARDS (2015) American Tree Farm System Standards 
of Sustainability 2015-2020

ASTM INTERNATIONAL (ASTM)

ASTM C423 (2009a) Sound Absorption and Sound 
Absorption Coefficients by the 
Reverberation Room Method

ASTM D5034 (2009; R 2017) Standard Test Method for 
Breaking Strength and Elongation of 
Textile Fabrics (Grab Test)

ASTM E84 (2020) Standard Test Method for Surface 
Burning Characteristics of Building 
Materials

CALIFORNIA AIR RESOURCES BOARD (CARB)

CARB 93120 (2007) Airborne Toxic Control Measure 
(ATCM) to Reduce Formaldehyde Emissions 
from Composite Wood Products

CALIFORNIA DEPARTMENT OF PUBLIC HEALTH (CDPH)

CDPH SECTION 01350 (2010; Version 1.1) Standard Method for 
the Testing and Evaluation of Volatile 
Organic Chemical Emissions from Indoor 
Sources using Environmental Chambers

CSA GROUP (CSA)

CSA Z809-08 (R2013) Sustainable Forest Management

FOREST STEWARDSHIP COUNCIL (FSC)

FSC STD 01 001 (2015) Principles and Criteria for Forest 
Stewardship
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INTERNATIONAL CODE COUNCIL (ICC)

ICC IBC (2018) International Building Code

PROGRAMME FOR ENDORSEMENT OF FOREST CERTIFICATION (PEFC)

PEFC ST 2002:2013 (2015) PEFC International Standard Chain 
of Custody of Forest Based Products 
Requirements

SUSTAINABLE FOREST INITIATIVE (SFI)

SFI 2015-2019 (2015) Standards, Rules for Label Use, 
Procedures and Guidance

1.2   SUBMITTALS

**************************************************************************
NOTE:   Revi ew submi t t al  descr i pt i on ( SD)  def i ni t i ons 
i n Sect i on 01 33 00 SUBMI TTAL PROCEDURES and edi t  
t he f ol l owi ng l i s t ,  and cor r espondi ng submi t t al  
i t ems i n t he t ext ,  t o r ef l ect  onl y t he submi t t al s 
r equi r ed f or  t he pr oj ect .   The Gui de Speci f i cat i on 
t echni cal  edi t or s have cl assi f i ed t hose i t ems t hat  
r equi r e Gover nment  appr oval ,  due t o t hei r  compl exi t y 
or  cr i t i cal i t y,  wi t h a " G. "   Gener al l y,  ot her  
submi t t al  i t ems can be r evi ewed by t he Cont r act or ' s 
Qual i t y Cont r ol  Syst em.   Onl y add a “ G”  t o an i t em,  
i f  t he submi t t al  i s  suf f i c i ent l y i mpor t ant  or  
compl ex i n cont ext  of  t he pr oj ect .

For  Ar my pr oj ect s,  f i l l  i n t he empt y br acket s 
f ol l owi ng t he " G"  c l assi f i cat i on,  wi t h a code of  up 
t o t hr ee char act er s t o i ndi cat e t he appr ovi ng 
aut hor i t y.   Codes f or  Ar my pr oj ect s usi ng t he 
Resi dent  Management  Syst em ( RMS)  ar e:   " AE"  f or  
Ar chi t ect - Engi neer ;  " DO"  f or  Di st r i ct  Of f i ce 
( Engi neer i ng Di v i s i on or  ot her  or gani zat i on i n t he 
Di st r i ct  Of f i ce) ;  " AO"  f or  Ar ea Of f i ce;  " RO"  f or  
Resi dent  Of f i ce;  and " PO"  f or  Pr oj ect  Of f i ce.   Codes 
f ol l owi ng t he " G"  t ypi cal l y ar e not  used f or  Navy,  
Ai r  For ce,  and NASA pr oj ect s.

The " S"  c l assi f i cat i on i ndi cat es submi t t al s r equi r ed 
as pr oof  of  compl i ance f or  sust ai nabi l i t y  Gui di ng 
Pr i nci pl es Val i dat i on or  Thi r d Par t y Cer t i f i cat i on 
and as descr i bed i n Sect i on 01 33 00 SUBMI TTAL 
PROCEDURES.

Choose t he f i r st  br acket ed i t em f or  Navy,  Ai r  For ce 
and NASA pr oj ect s,  or  choose t he second br acket ed 
i t em f or  Ar my pr oj ect s.

**************************************************************************

Government approval is required for submittals with a "G" or "S" 
classification.  Submittals not having a "G" or "S" classification are 
[for Contractor Quality Control approval.][for information only.  When 
used, a code following the "G" classification identifies the office that 
will review the submittal for the Government.]  Submit the following in 
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accordance with Section 01 33 00  SUBMITTAL PROCEDURES:

SD-02 Shop Drawings

Approved Detail Drawings ; G[, [_____]]

SD-03 Product Data

Installation

Acoustical Wall Panels ; G[, [_____]]

Recycled Content for Wood Panels ; S

Recycled Content for Fabric Panels ; S

Indoor Air Quality for Composite Wood and Agrifiber Products ; S

SD-04 Samples

Acoustical Wall Panels ; G[, [_____]]

SD-07 Certificates

Acoustical Wall Panels

Certified Sustainably Harvested Wood ; S

SD-11 Closeout Submittals

Warranty

[ 1.3   CERTIFICATIONS

1.3.1   Certified Sustainably Harvested Wood

**************************************************************************
NOTE:   Use cer t i f i ed sust ai nabl y har vest ed wood 
wher e sui t abl e f or  appl i cat i on and cost  ef f ect i ve.  
Sust ai nabl y Har vest ed Wood i s a pr oduct  whi ch comes 
f r om a t hi r d- par t y For est r y Cer t i f i cat i on Pr ogr am 
and t hus car r i es cer t ai n char act er i st i cs:  1)  
Pr ot ect i on of  bi odi ver si t y,  speci es at  r i sk and 
wi l dl i f e habi t at ,  sust ai nabl e har vest  l evel s,  
pr ot ect i on of  wat er  qual i t y,  and pr ompt  r egener at i on 
( e. g. ,  r epl ant i ng and r ef or est at i on) ;  2)  Thi r d- par t y 
cer t i f i cat i on audi t s per f or med by accr edi t ed 
cer t i f i cat i on bodi es;  3)  Publ i c l y avai l abl e 
cer t i f i cat i on audi t  summar i es;  4)  Mul t i - st akehol der  
i nvol vement  i n a st andar ds devel opment  pr ocess;  5)  
Compl ai nt s and appeal s pr ocess.

Ver i f y sui t abi l i t y ,  avai l abi l i t y  wi t hi n t he r egi on,  
cost  ef f ect i veness and adequat e compet i t i on bef or e 
speci f y i ng t hese sust ai nabl y har vest ed wood 
cer t i f i cat i ons -  i f  t hese condi t i ons ar e ver i f i ed 
f or  t he pr oj ect  l ocal e,  i ncl ude t he f ol l owi ng 
sect i on.  For  pr oj ect s pur sui ng LEED,  del et e 
cer t i f i cat i ons ot her  t han FSC;  f or  al l  ot her  
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pr oj ect s pur sui ng t hi r d- par t y cer t i f i cat i on al l ow 
t he ent i r e l i s t  of  t hi r d par t y cer t i f i cat i ons.

**************************************************************************

Provide wood certified as sustainably harvested by FSC STD 01 001 [, 
ATFS STANDARDS, CSA Z809-08 , SFI 2015-2019 s, or other third party program 
certified by PEFC ST 2002:2013 ].  Provide a letter of Certification of 
Sustainably Harvested Wood signed by the wood supplier.  Identify 
certifying organization and their third party program name and indicate 
compliance with chain-of-custody program requirements.  Submit sustainable 
wood certification data; identify each certified product on a line item 
basis.  Submit copies of invoices bearing certification numbers.

] 1.4   DELIVERY, STORAGE, AND HANDLING

Protect materials delivered and placed in storage from the weather, 
humidity and temperature variations, dirt, dust, or other contaminants.

1.5   WARRANTY

Provide manufacturer's standard performance guarantees or warranties that 
extend beyond a one year period.

PART 2   PRODUCTS

2.1   SYSTEM DESCRIPTION

2.1.1   Design

Provide [wood][fabric wrapped mineral / glass-fiber core] acoustical wall 
panel materials in the manufacturer's standard sizes and finishes of the 
type, design and configuration indicated.

[ 2.1.1.1   Wood Recycled Content

**************************************************************************
NOTE:   Use mat er i al s wi t h r ecycl ed cont ent ,  
cal cul at ed on t he basi s of  post - i ndust r i al  and 
post - consumer  per cent age cont ent  wher e appr opr i at e 
f or  use.   Ver i f y sui t abi l i t y ,  avai l abi l i t y  wi t hi n 
t he r egi on,  cost  ef f ect i veness and adequat e 
compet i t i on ( i ncl udi ng ver i f i cat i on of  br acket ed 
per cent ages i ncl uded i n t hi s gui de speci f i cat i on)  
bef or e speci f y i ng pr oduct  r ecycl ed cont ent  
requirements.

Resear ch shows wood panel s ar e avai l abl e f r om US 
nat i onal  manuf act ur er s above t he mi ni mum r ecycl ed 
cont ent  per cent ages shown bel ow.   Some manuf act ur er s 
and r egi ons have hi gher  per cent ages.  Based on 
r esear ch,  i nser t  desi r ed mi ni mum per cent ages i nt o 
t he empt y set  of  br acket s.

**************************************************************************

Wood Panels must contain a minimum of [50][_____] percent recycled 
content.  Provide data identifying percentage of recycled content for wood 
panels .
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][ 2.1.1.2   Sustainably Harvested Wood

**************************************************************************
NOTE:   Use cer t i f i ed sust ai nabl y har vest ed wood 
wher e sui t abl e f or  appl i cat i on and cost  ef f ect i ve.   
Ver i f y sui t abi l i t y ,  avai l abi l i t y  wi t hi n t he r egi on,  
cost  ef f ect i veness,  and adequat e compet i t i on bef or e 
speci f y i ng t hi s cer t i f i cat i on.

**************************************************************************

Wood Panels must contain a minimum of [50][_____] percent certified 
sustainably harvested wood.  Provide documentation that certified 
sustainably harvested wood is used and identify percentage.

][ 2.1.1.3   Fabric Recycled Content

**************************************************************************
NOTE:   Use mat er i al s wi t h r ecycl ed cont ent  wher e 
appr opr i at e f or  use.   Ver i f y sui t abi l i t y ,  
avai l abi l i t y  wi t hi n t he r egi on,  cost  ef f ect i veness 
and adequat e compet i t i on ( i ncl udi ng ver i f i cat i on of  
br acket ed per cent ages i ncl uded i n t hi s gui de 
speci f i cat i on)  bef or e speci f y i ng pr oduct  r ecycl ed 
cont ent  r equi r ement s.

Based on r esear ch,  r ecycl ed cont ent  per cent ages of  
f abr i c panel s var i es among nat i onal  manuf act ur er s.   
Desi gner  must  r esear ch accept abl e pr oduct s and 
i nser t  mi ni mum per cent age i n t he empt y br acket  bel ow.

**************************************************************************

Fabric Panels must contain a minimum of [_____] percent recycled conten.  
Provide data identifying percentage of recycled content for fabric panels .

Composite wood and agrifiber products must contain no added 
urea-formaldehyde resins.  Products containing composite wood and 
agrifiber components must meet emissions requirements of either CARB 93120  
or CDPH SECTION 01350  (limit requirements for either office or classroom 
spaces regardless of space type).  Provide validation of indoor air 
quality for composite wood and agrifiber products .

] 2.2   FABRIC COVERED ACOUSTICAL WALL PANELS

**************************************************************************
NOTE:   Dr awi ngs must  show l ocat i ons and di mensi ons 
of  acoust i cal  panel s,  det ai l s of  j oi nt s,  base,  head,  
and mount i ng det ai l s.

The same or  s i mi l ar  acoust i cal  benef i t s can possi bl y 
be obt ai ned by ot her  means such as wal l  cover i ng,  
etc.

Omi t  t he f ol l owi ng i t ems t hat  do not  meet  pr oj ect  
requirements.

**************************************************************************

Provide acoustical wall panels consisting of prefinished, factory 
assembled, seamless fabric covered, fiber glass or mineral fiber core 
system as described below manufactured to the dimensions and 
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configurations shown on the approved detail drawings ; submit drawings 
showing plan locations, elevations and details of method of anchorage, 
location of doors and other openings, base detail and shape and thickness 
of materials.  Perimeter edges must be [non-reinforced.] [reinforced by 
either an aluminum frame or a formulated resin edge hardener.]  Acoustical 
wall panels installed in non-sprinklered areas must comply with the 
requirements of ICC IBC , Standard 42-2.  Submit manufacturer's descriptive 
data and catalog cuts; fabric and vinyl swatches, minimum  450 mm  18 inches  
wide by  600 mm  24 inches  long [3] [_____] samples of each color range 
specified; and certificates of compliance from an independent laboratory 
accredited by the National Laboratory Accreditation Program of the 
National Institute of Standards.  A label or listing from the testing 
laboratory will be acceptable evidence of compliance.  Wall panels must 
conform to the following:

2.2.1   Panel Width

[Widths must be  [600] [750] [1200] [1500] mm  [24] [30] [48] [60] inches ] 
[End panels may vary in width as necessary to cover wall] [Panel width 
must be as detailed.]

2.2.2   Panel Height

[Heights must be  [2400] [2700] [3000] mm  [96] [108] [120] inches .] [[Field 
measures panels for custom fit to ceiling.] [Tolerance at floor as 
detailed].] [Panel height must be as detailed.]

2.2.3   Thickness

[Panel thickness as required to meet the indicated NRC range] [_____].

2.2.4   Fabric Covering

Seamless [non-woven, embossed texture, needle punched 100 percent 
polyester, minimum  0.034 kg/linear meter  11 ounces/linear yard .  Tear 
strength a minimum  110 N  25 pounds  machine direction and minimum  178 N  40 
pounds  cross-machine direction.  Tensile strength a minimum  220 N  50 pounds
 machine direction and minimum  330 N  75 pounds  cross-machine direction in 
accordance with ASTM D5034.] [plain woven 2-ply 100 percent polyester, 
minimum  0.47 kg/linear meter  15 ounces/linear yard .  Tear strength a 
minimum  129 N  29 pounds .  Tensile strength  667 N  150 pounds  minimum in 
accordance with ASTM D5034.] [perforated vinyl covering with fabric 
backing, minimum  0.62 kg/linear meter  20 ounces/linear yard  total 
weight.]  Stretch fabric covering free of wrinkles and then bond to the 
edges and back or bond directly to the panel face, edges, and back of 
panel a minimum distance standard with the manufacturer.  Light fastness 
(fadeometer) approximately 40 hours in accordance with AATCC 16.

2.2.5   Fire Rating for the Complete Composite System

Class A, 200 or less smoke density and flame spread less than 25, when 
tested in accordance with ASTM E84.

2.2.6   Substrate

Fiber glass or mineral fiber
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2.2.7   Noise Reduction Coefficient (NRC) Range

[0.50-0.60] [0.80-0.90] [_____] ASTM C423

2.2.8   Edge Detail

[Half bevel] [Bevel] [Radius] [Square] [Mitered] [_____] edge with fabric 
wrapped on all four sides.

2.2.9   Core Type

[Standard acoustical] [High impact acoustical] [Acoustical/tackable] 
[_____] core

2.2.10   Mounting Acoustical Panels

Mount acoustical panels by manufacturer's standard [concealed spline] 
[mechanical fasteners] [magnetic fasteners] [hook and loop] [adhesive 
mounting] [_____].

2.3   COLOR

**************************************************************************
NOTE:   Edi t i ng of  col or  r ef er ence sent ence( s)  must  
be coor di nat ed wi t h t he Gover nment .   Gener al l y 
Section 09 06 00 SCHEDULES FOR FI NI SHES or  dr awi ng 
i s used when t he pr oj ect  i s  desi gned by an Ar chi t ect  
or  I nt er i or  desi gner .   Sel ect  col or  f r om 
manuf act ur er s st andar d col or s or  i dent i f i ed as a 
manuf act ur er s col or  i n t hi s speci f i cat i on onl y when 
t he pr oj ect  i s  ver y s i mpl e and has mi ni mal  f i ni shes.

When t he Gover nment  di r ect s t hat  col or  be l ocat ed i n 
t he dr awi ngs add a not e t hat  st at es:   " Wher e col or  
i s shown as bei ng speci f i c  t o one manuf act ur er ,  an 
equi val ent  col or  by anot her  manuf act ur er  may be 
submi t t ed f or  appr oval .   Manuf act ur er s and mat er i al s 
speci f i ed ar e not  i nt ended t o l i mi t  t he sel ect i on of  
equal  col or s f r om ot her  manuf act ur er s.   The wor d 
" col or "  as used her ei n i ncl udes sur f ace col or  and 
pattern."

Pr i or  t o speci f y i ng a cust om col or  f i ni sh,  r esear ch 
t o det er mi ne i f  addi t i onal  cost  and l ead t i me i s 
f easi bl e.   Not e t her e i s of t en a mi ni mum or der  
r equi r ement ;  t hi s r equi r ement  wi l l  al so af f ect  
f ut ur e or der s.

When a manuf act ur er ' s name,  st ock number ,  pat t er n,  
and col or  i s used,  be cer t ai n t hat  t he pr oduct  
conf or ms t o t hi s speci f i cat i on,  as edi t ed.

**************************************************************************

[In accordance with Section 09 06 00  SCHEDULES FOR FINISHES] [As 
indicated] [Selected from manufacturers standard colors] [[_____].  Color 
listed is not intended to limit the selection of equal colors from other 
manufacturers.]
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PART 3   EXECUTION

3.1   SURFACE CONDITIONS
mustshall be clean, smooth, oil free and prepared in accordance with panel 
manufacturer's instructions.  Do not begin installation until all wet 
work, such as, plastering, painting, and concrete are completely dry.

3.2   INSTALLATION

Panel installation must be by personnel familiar with and normally engaged 
in installation of acoustical wall panels.  Apply panels in accordance 
with the manufacturer's installation instructions.  Submit manufacturer's 
installation instructions and recommended cleaning instructions.

3.3   CLEANING

Following installation, clean dirty or stained panel surfaces in 
accordance with manufacturer's instructions and leave free from defects.  
Remove and replace panels that are damaged, discolored, or improperly 
installed.

        -- End of Section --
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