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SECTION 07 92 00

JOINT SEALANTS
08/ 16,  CHG 3:  11/ 18

**************************************************************************
NOTE:   Thi s gui de speci f i cat i on cover s t he 
r equi r ement s f or  seal ant s f or  nor mal  bui l di ng 
construction.

Adher e t o UFC 1-300-02  Uni f i ed Faci l i t i es Gui de 
Speci f i cat i ons ( UFGS)  For mat  St andar d when edi t i ng 
t hi s gui de speci f i cat i on or  pr epar i ng new pr oj ect  
speci f i cat i on sect i ons.   Edi t  t hi s gui de 
speci f i cat i on f or  pr oj ect  speci f i c  r equi r ement s by 
addi ng,  del et i ng,  or  r evi s i ng t ext .   For  br acket ed 
i t ems,  choose appl i cabl e i t em( s)  or  i nser t  
appr opr i at e i nf or mat i on.

Remove i nf or mat i on and r equi r ement s not  r equi r ed i n 
r espect i ve pr oj ect ,  whet her  or  not  br acket s ar e 
present.

Comment s,  suggest i ons and r ecommended changes f or  
t hi s gui de speci f i cat i on ar e wel come and shoul d be 
submi t t ed as a Criteria Change Request (CCR) .

**************************************************************************

**************************************************************************
NOTE:   Thi s gui de speci f i cat i on must  be car ef ul l y 
modi f i ed i f  r eseal i ng or  seal i ng of  an addi t i on t o 
an exi st i ng bui l di ng i s r equi r ed or  i f  condi t i ons 
r equi r e use of  speci al  seal i ng mat er i al s and desi gns 
such as hi gh- r i se cur t ai n wal l  syst ems.

**************************************************************************

**************************************************************************
NOTE:   On t he dr awi ngs,  show:

1.   Joi nt s i n whi ch each t ype of  seal ant  wi l l  be 
used.

2.   Typi cal  scal e or  f ul l - s i ze det ai l s of  seal ant  
j oi nt s,  i ndi cat i ng j oi nt  symbol  or  desi gnat i on.

**************************************************************************
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PART 1   GENERAL

1.1   REFERENCES

**************************************************************************
NOTE:   Thi s par agr aph i s used t o l i s t  t he 
publ i cat i ons c i t ed i n t he t ext  of  t he gui de 
speci f i cat i on.  The publ i cat i ons ar e r ef er r ed t o i n 
t he t ext  by basi c desi gnat i on onl y and l i s t ed i n 
t hi s par agr aph by or gani zat i on,  desi gnat i on,  dat e,  
and t i t l e.

Use t he Ref er ence Wi zar d' s Check Ref er ence f eat ur e 
when you add a Ref er ence I dent i f i er  ( RI D)  out si de of  
t he Sect i on' s Ref er ence Ar t i c l e t o aut omat i cal l y 
pl ace t he r ef er ence i n t he Ref er ence Ar t i c l e.   Al so 
use t he Ref er ence Wi zar d' s Check Ref er ence f eat ur e 
t o updat e t he i ssue dat es.

Ref er ences not  used i n t he t ext  wi l l  aut omat i cal l y 
be del et ed f r om t hi s sect i on of  t he pr oj ect  
speci f i cat i on when you choose t o r econci l e 
r ef er ences i n t he publ i sh pr i nt  pr ocess.

**************************************************************************

The publications listed below form a part of this specification to the 
extent referenced.  The publications are referred to within the text by 
the basic designation only.

ASTM INTERNATIONAL (ASTM)

ASTM C509 (2006; R 2021) Standard Specifiaction for 
Elastomeric Cellular Preformed Gasket and 
Sealing Material

ASTM C734 (2015; R 2019) Low-Temperature Flexibility 
of Latex Sealants After Artificial 
Weathering

ASTM C834 (2017) Standard Specification for Latex 
Sealants

ASTM C919 (2022) Standard Practice for Use of 
Sealants in Acoustical Applications

ASTM C920 (2018) Standard Specification for 
Elastomeric Joint Sealants

ASTM C1193 (2013) Standard Guide for Use of Joint 
Sealants

ASTM C1311 (2014) Standard Specification for Solvent 
Release Agents

ASTM C1521 (2013) Standard Practice for Evaluating 
Adhesion of Installed Weatherproofing 
Sealant Joints
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ASTM D217 (2019b) Standard Test Methods for Cone 
Penetration of Lubricating Grease

ASTM D1056 (2020) Standard Specification for Flexible 
Cellular Materials - Sponge or Expanded 
Rubber

ASTM D1667 (2017) Standard Specification for Flexible 
Cellular Materials - Poly (Vinyl Chloride) 
Foam (Closed-Cell)

ASTM D2452 (2015; R 2019) Standard Test Method for 
Extrudability of Oil- and Resin-Base 
Caulking Compounds

ASTM D2453 (2015; R 2020; E 2020) Standard Test 
Method for Shrinkage and Tenacity of Oil- 
and Resin-Base Caulking Compounds

ASTM E84 (2020) Standard Test Method for Surface 
Burning Characteristics of Building 
Materials

CALIFORNIA DEPARTMENT OF PUBLIC HEALTH (CDPH)

CDPH SECTION 01350 (2010; Version 1.1) Standard Method for 
the Testing and Evaluation of Volatile 
Organic Chemical Emissions from Indoor 
Sources using Environmental Chambers

SCIENTIFIC CERTIFICATION SYSTEMS (SCS)

SCS SCS Global Services (SCS) Indoor Advantage

SOUTH COAST AIR QUALITY MANAGEMENT DISTRICT (SCAQMD)

SCAQMD Rule 1168 (2017) Adhesive and Sealant Applications

UNDERWRITERS LABORATORIES (UL)

UL 2818 (2013) GREENGUARD Certification Program 
For Chemical Emissions For Building 
Materials, Finishes And Furnishings

1.2   SUBMITTALS

**************************************************************************
NOTE:   Revi ew Submi t t al  Descr i pt i on ( SD)  def i ni t i ons 
i n Sect i on 01 33 00 SUBMI TTAL PROCEDURES and edi t  
t he f ol l owi ng l i s t ,  and cor r espondi ng submi t t al  
i t ems i n t he t ext ,  t o r ef l ect  onl y t he submi t t al s 
r equi r ed f or  t he pr oj ect .   The Gui de Speci f i cat i on 
t echni cal  edi t or s have cl assi f i ed t hose i t ems t hat  
r equi r e Gover nment  appr oval ,  due t o t hei r  compl exi t y 
or  cr i t i cal i t y,  wi t h a " G. "   Gener al l y,  ot her  
submi t t al  i t ems can be r evi ewed by t he Cont r act or ' s 
Qual i t y Cont r ol  Syst em.   Onl y add a " G"  t o an i t em 
i f  t he submi t t al  i s  suf f i c i ent l y i mpor t ant  or  
compl ex i n cont ext  of  t he pr oj ect .
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For  Ar my pr oj ect s,  f i l l  i n t he empt y br acket s 
f ol l owi ng t he " G"  c l assi f i cat i on,  wi t h a code of  up 
t o t hr ee char act er s t o i ndi cat e t he appr ovi ng 
aut hor i t y.   Codes f or  Ar my pr oj ect s usi ng t he 
Resi dent  Management  Syst em ( RMS)  ar e:   " AE"  f or  
Ar chi t ect - Engi neer ;  " DO"  f or  Di st r i ct  Of f i ce 
( Engi neer i ng Di v i s i on or  ot her  or gani zat i on i n t he 
Di st r i ct  Of f i ce) ;  " AO"  f or  Ar ea Of f i ce;  " RO"  f or  
Resi dent  Of f i ce;  and " PO"  f or  Pr oj ect  Of f i ce.   Codes 
f ol l owi ng t he " G"  t ypi cal l y ar e not  used f or  Navy,  
Ai r  For ce,  and NASA pr oj ect s.

The " S"  c l assi f i cat i on i ndi cat es submi t t al s r equi r ed 
as pr oof  of  compl i ance f or  sust ai nabi l i t y  Gui di ng 
Pr i nci pl es Val i dat i on or  Thi r d Par t y Cer t i f i cat i on 
and as descr i bed i n Sect i on 01 33 00 SUBMI TTAL 
PROCEDURES.

Choose t he f i r st  br acket ed i t em f or  Navy,  Ai r  For ce,  
and NASA pr oj ect s,  or  choose t he second br acket ed 
i t em f or  Ar my pr oj ect s.

**************************************************************************

Government approval is required for submittals with a "G" or "S" 
classification.  Submittals not having a "G" or "S" classification are 
[for Contractor Quality Control approval.][for information only.  When 
used, a code following the "G" classification identifies the office that 
will review the submittal for the Government.]  Submit the following in 
accordance with Section 01 33 00  SUBMITTAL PROCEDURES:

SD-03 Product Data

Sealants ; G[, [_____]]

Primers ; G[, [_____]]

Bond Breakers ; G[, [_____]]

Backstops ; G[, [_____]]

SD-06 Test Reports

Field Adhesion ; G[, [_____]]

SD-07 Certificates

Indoor Air Quality For Interior Sealants ; S

Indoor Air Quality For Interior Floor Joint Sealants ; S

Indoor Air Quality For Interior Acoustical Sealants ; S

Indoor Air Quality For Interior Caulking ; S

1.3   PRODUCT DATA

Include storage requirements, shelf life, curing time, instructions for 
mixing and application, and accessories.  Provide manufacturer's Safety 
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Data Sheets (SDS) for each solvent, primer and sealant material proposed.

**************************************************************************
NOTE:   I ncl ude t he f ol l owi ng sect i on wher e t hese 
pr oduct s ar e used on t he i nt er i or  of  t he bui l di ng 
( def i ned as i nsi de of  t he weat her pr oof i ng syst em) .

**************************************************************************

[ 1.4   CERTIFICATIONS

1.4.1   Indoor Air Quality Certifications

Submit required indoor air quality certifications in one submittal package.

1.4.1.1   Adhesives and Sealants

Provide products certified to meet indoor air quality requirements by 
UL 2818  (Greenguard) Gold, SCS Global Services Indoor Advantage Gold or 
provide certification or validation by other third-party program that 
products meet the requirements of this Section.  Provide current product 
certification documentation from certification body..  When product does 
not have certification, provide validation that product meets the indoor 
air quality product requirements cited herein.

] 1.5   ENVIRONMENTAL CONDITIONS

Apply sealant when the ambient temperature is between  4 and 32 degrees C  
40 and 90 degrees F .

1.6   DELIVERY AND STORAGE

Deliver materials to the jobsite in unopened manufacturers' sealed 
shipping containers, with brand name, date of manufacture, [color,] and 
material designation clearly marked thereon.  Label elastomeric sealant 
containers to identify type, class, grade, and use. Handle and store 
materials in accordance with manufacturer's printed instructions.  Prevent 
exposure to foreign materials or subjection to sustained temperatures 
exceeding  32 degrees C  90 degrees F  or lower than  4 degrees C  0 degrees F .  
Keep materials and containers closed and separated from absorptive 
materials such as wood and insulation.

1.7   QUALITY ASSURANCE

1.7.1   Compatibility with Substrate

Verify that each sealant is compatible for use with each joint substrate 
in accordance with sealant manufacturer's printed recommendations for each 
application.

1.7.2   Joint Tolerance

Provide joint tolerances in accordance with manufacturer's printed 
instructions.

1.7.3   Mock-Up

Provide a mock-up of each type of sealant using materials, colors, and 
techniques approved for use on the project.  Approved mock-ups may be 
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incorporated into the Work.

1.7.4   Adhesion

Provide in accordance with ASTM C1193 or ASTM C1521.

PART 2   PRODUCTS

2.1   SEALANTS

**************************************************************************
NOTE:   Use Lat ex Seal ant  ( ASTM C834)  f or  t empor ar y,  
l ow budget  const r uct i on but  ver i f y t oxi c i t y of  
pr oduct s pr i or  t o speci f y i ng;  i nt er i or  seal i ng of  
j oi nt s i n wood or  masonr y,  or  i n shor t  j oi nt s 
bet ween masonr y,  wood,  or  met al  sur f aces wher e 
maxi mum movement  i s ant i c i pat ed not  t o exceed 15 
per cent  of  j oi nt  wi dt h.

Use el ast omer i c Seal ant s ( ASTM C920)  f or  i nt er i or  
and ext er i or  appl i cat i ons wher e maxi mum j oi nt  
movement  i s ant i c i pat ed t o be bet ween 25 and 50 
per cent  of  j oi nt  wi dt h.

Chemi cal l y cur i ng seal ant s shoul d not  be used 
adj acent  t o or  above membr ane sur f aces of  asphal t i c  
or  bi t umi nous mat er i al s;  a seal ant  based on asphal t  
or  bi t umi nous mat er i al s s i mi l ar  t o t hose i n t he 
membr ane shoul d be used.

Si nce al l  seal ant s meet i ng t hi s speci f i cat i on ar e 
not  sui t abl e f or  al l  appl i cat i ons and subst r at es,  
speci f y appl i cabl e t ype,  gr ade,  c l ass,  and use( s)  
f or  each i nt ended pur pose:

Type S:   Si ngl e component

Type M:   Mul t i - component

Gr ade P:   Pour abl e or  sel f - l evel i ng seal ant  f or  
hor i zont al  appl i cat i ons

Gr ade NS:   Nonsag f or  ver t i cal  appl i cat i ons

Cl ass 25:   Wi t hst ands i ncr ease and decr ease of  at  
l east  25 per cent  of  j oi nt  wi dt h

Cl ass 12. 5:   Wi t hst ands i ncr ease and decr ease of  at  
l east  12. 5 per cent  of  j oi nt  wi dt h

Use T:   Pedest r i an and vehi cul ar  t r af f i c  ar eas such 
as wal kways,  pl azas,  decks,  and par ki ng gar ages

Use NT:   Non- t r af f i c  ar eas,  hor i zont al  and ver t i cal  
surfaces

Use M:   Meet s t hi s speci f i cat i on when t est ed on 
mortar
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Use G:   Meet s t hi s speci f i cat i on when t est ed on gl ass

Use A:   Meet s t hi s speci f i cat i on when t est ed on 
aluminum

Use O:   Meet s t hi s speci f i cat i on when t est ed on 
subst r at es ot her  t han above.   Speci f y subst r at e 
t ypes i n pr oj ect  speci f i cat i on.

**************************************************************************

**************************************************************************
NOTE:   I n pr oj ect  l ocat i ons wi t h ambi ent  
t emper at ur es t hat  exceed 43. 33 degr ees C 110 degr ees 
F;  i nser t  br acket ed par agr aph bel ow.

**************************************************************************

Provide sealant products that have been tested, found suitable, and 
documented as such by the manufacturer for the particular substrates to 
which they will be applied.

[ In areas with ambient temperatures that exceed  43.33 degrees C  110 degrees 
F, do not use polybutene, bituminous, acrylic-latex, polyvinyl acetate 
latex sealants, polychloroprene (neoprene), polyvinyl chloride (PVC), and 
polyurethane foams, and neoprene, PVC, and styrene butadiene rubber 
extruded seals and closure strips due to these materials having maximum 
recommended surface temperature ranges from  54.44 degrees C to 82.22 
degrees C  130 to 180 degrees F .

] 2.1.1   Interior Sealants

Provide[ ASTM C834][ ASTM C920, Type S or M, Grade NS, Class 12.5, Use 
NT].  Provide sealant products used on the interior of the building 
(defined as inside of the weatherproofing system) meeting either emissions 
requirements of CDPH SECTION 01350  (limit requirements for either office 
or classroom spaces regardless of space type) or VOC content requirements 
of SCAQMD Rule 1168 .  Provide certification or validation of indoor air 
quality for interior sealants .  Location(s) and color(s) of sealant for 
the following.  Note, color "as selected" refers to manufacturer's full 
range of color options

LOCATION COLOR

a.  Small voids between walls or partitions and adjacent lockers, 
casework, shelving, door frames, built-in or surface mounted 
equipment and fixtures, and similar items.

[As selected] 
[Gray] [White] 
[_____]

b.  Perimeter of frames at doors, windows, and access panels which 
adjoin exposed interior concrete and masonry surfaces.

[_____]

c.  Joints of interior masonry walls and partitions which adjoin 
columns, pilasters, concrete walls, and exterior walls unless 
otherwise detailed.

[_____]
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LOCATION COLOR

d.  Joints between edge members for acoustical tile and adjoining 
vertical surfaces.

[_____]

e.  Interior locations, not otherwise indicated or specified, where 
small voids exist between materials specified to be painted.

[_____]

f.  Joints between bathtubs and ceramic tile; joints between shower 
receptors and ceramic tile; joints formed where non-planar tile 
surfaces meet.

[_____]

g.  Joints formed between tile floors and tile base cove; joints 
between tile and dissimilar materials; joints occurring where 
substrates change.

[_____]

h.  Behind escutcheon plates at valve pipe penetrations and 
showerheads in showers.

[_____]

i.  [_____] [_____]

2.1.2   Exterior Sealants

For joints in vertical surfaces, provide ASTM C920, Type S or M, Grade NS, 
Class 25, Use NT.  For joints in horizontal surfaces, provide ASTM C920, 
Type S or M, Grade P, Class 25, Use T.  Provide location(s) and color(s) 
of sealant as follows.  Note, color "as selected" refers to manufacturer's 
full range of color options:

LOCATION COLOR

a.  Joints and recesses formed where frames 
and subsills of windows, doors, louvers, 
and vents adjoin masonry, concrete, or metal 
frames.  Use sealant at both exterior and 
interior surfaces of exterior wall 
penetrations.

[Match adjacent 
surface color] 
[As selected] 
[Gray] [White] 
[_____]

b.  Joints between new and existing exterior 
masonry walls.

[_____]

c.  Masonry joints where shelf angles occur. [_____]

d.  Joints in wash surfaces of stonework. [_____]

e.  Expansion and control joints. [_____]
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LOCATION COLOR

f.  Interior face of expansion joints in 
exterior concrete or masonry walls where 
metal expansion joint covers are not 
required.

[_____]

g.  Voids where items pass through exterior 
walls.

[_____]

h.  Metal reglets, where flashing is 
inserted into masonry joints, and where 
flashing is penetrated by coping dowels.

[_____]

i.  Metal-to-metal joints where sealant is 
indicated or specified.

[_____]

j.  Joints between ends of gravel stops, 
fascia, copings, and adjacent walls.

[_____]

k.  [_____] [_____]

2.1.3   Floor Joint Sealants

ASTM C920, Type S or M, Grade P, Class 25, Use T.  Provide sealant 
products used on the interior of the building (defined as inside of the 
weatherproofing system) meeting either emissions requirements of 
CDPH SECTION 01350  (limit requirements for either office or classroom 
spaces regardless of space type) or VOC content requirements of 
SCAQMD Rule 1168 .  Provide certification or validation of indoor air 
quality for interior floor joint sealants .  Provide location(s) and 
color(s) of sealant as follows.  Note, color "as selected" refers to 
manufacturer's full range of color options:

LOCATION COLOR

a.  Seats of metal thresholds for exterior 
doors.

[As selected] [Gray] 
[White] [_____]

b.  Control and expansion joints in floors, 
slabs, ceramic tile, and walkways.

[_____]

2.1.4   Acoustical Sealants

**************************************************************************
NOTE:   See ASTM C919 f or  use of  acoust i cal  seal ant .  
The acoust i cal  seal ant  descr i bed her e i s t o be used 
onl y i n non- movi ng j oi nt s pr ot ect ed f r om abuse.   
Ot her  speci f i ed seal ant s may be used i n acoust i cal  
appl i cat i ons when appr opr i at e.

**************************************************************************

[_____] Rubber or polymer based acoustical sealant in accordance with 
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ASTM C919 to have a flame spread of 25 or less and a smoke developed 
rating of 50 or less when tested in accordance with ASTM E84.  Provide 
non-staining acoustical sealant with a consistency of 250 to 310 when 
tested in accordance with ASTM D217.  Acoustical sealant must remain 
flexible and adhesive after 500 hours of accelerated weathering as 
specified in ASTM C734.  Provide sealant products used on the interior of 
the building (defined as inside of the weatherproofing system) meeting 
either emissions requirements of CDPH SECTION 01350  (limit requirements 
for either office or classroom spaces regardless of space type) or VOC 
content requirements of SCAQMD Rule 1168 .  Provide certification or 
validation of indoor air quality for interior acoustical sealants .

2.1.5   Preformed Sealants

Provide preformed sealants of polybutylene or isoprene-butylene based 
pressure sensitive weather resistant tape or bead sealants capable of 
sealing out moisture, air and dust when installed as recommended by the 
manufacturer.  At temperatures from minus  34 to plus 71 degrees C  30 to 
plus 160 degrees F , sealants must be non-bleeding and have no loss of 
adhesion.

2.1.5.1   Tape

[_____] Tape sealant:  Provide cross section dimensions of [_____].

2.1.5.2   Bead

[_____] Bead sealant:  Provide cross section dimensions of [_____].

2.1.5.3   Foam Strip

**************************************************************************
NOTE:   Unt r eat ed pol yur et hane f oam can be used wher e 
exposed t o v i ew or  wher e st ai ni ng of  adj acent  
sur f aces i s not  accept abl e.

**************************************************************************

Provide [_____] foam strip of polyurethane foam with cross section 
dimensions of [_____].  Provide foam strip capable of sealing out 
moisture, air, and dust when installed and compressed in accordance with 
manufacturer's printed instructions.  Service temperature must be  minus 40 
to plus 135 degrees C  minus 40 to plus 275 degrees F .  Furnish untreated 
strips with adhesive to hold them in place.  Do not allow adhesive to 
stain or bleed onto adjacent finishes.  Saturate treated strips with 
butylene waterproofing or impregnate with asphalt.

2.2   PRIMERS

Non-staining, quick drying type and consistency as recommended by the 
sealant manufacturer for the particular application.  Provide primers for 
interior applications that meet the indoor air quality requirements of the 
paragraph SEALANTS above.

2.3   BOND BREAKERS
 

Type and consistency as recommended by the sealant manufacturer to prevent 
adhesion of the sealant to the backing or to the bottom of the joint.  
Provide bond breakers for interior applications that meet the indoor air 
quality requirements of the paragraph SEALANTS above.
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2.4   BACKSTOPS

Provide glass fiber roving, neoprene, butyl, polyurethane, or polyethylene 
foams free from oil or other staining elements as recommended by sealant 
manufacturer.  Provide 25 to 33 percent oversized backing for closed cell 
and 40 to 50 percent oversized backing for open cell material, unless 
otherwise indicated.  Provide backstop material that is compatible with 
sealant.  Do not use oakum[, [_____]] or other types of absorptive 
materials as backstops.

2.4.1   Rubber

**************************************************************************
NOTE:   Cl ass A i s adequat e f or  most  appl i cat i ons.   
Sel ect  Cl ass B f or  pet r ol eum oi l  or  f uel  r esi st ance.  
Sel ect  Cl ass D f or  t emper at ur es of  mi nus 75 t o 175 
degr ees C mi nus 103 t o 347 degr ees F wi t h no oi l  
exposure.

Speci f y Type 2 c l osed cel l  when moi st ur e may mi gr at e 
t o t he backi ng.

**************************************************************************

Provide in accordance with ASTM D1056, [Type 1, open cell,] [or] [Type 2, 
closed cell,] Class [A] [B] [D], Grade [_____], [round] [_____] cross 
section for [_____] cellular rubber sponge backing.

2.4.2   PVC

**************************************************************************
NOTE:   Do not  use open cel l  v i nyl  f oam i n moi st  
ar eas or  bel ow gr ade.

**************************************************************************

Provide in accordance with ASTM D1667, Grade [VO 12] [_____], open-cell 
foam, [round] [_____] cross section for [_____] polyvinyl chloride (PVC) 
backing.

2.4.3   Synthetic Rubber

**************************************************************************
NOTE:   Use Opt i on I  and Type I  f or  most  
appl i cat i ons.   Sel ect  Opt i on I I  onl y i f  f l ame 
r esi st ance i s NOT r equi r ed.   Type I I  pr ovi des t he 
hi ghest  ozone r esi st ance.

**************************************************************************

Provide in accordance with ASTM C509, Option [I] [II], Type [I] [II] 
preformed [rods] [or] [tubes] for [_____] synthetic rubber backing.

2.4.4   Neoprene

Provide in accordance with ASTM D1056, [closed cell expanded neoprene cord 
Type 2, Class C, Grade [2C2] [_____]] [open cell neoprene sponge Type 1, 
Class C, Grade [1C3] [_____]] for [_____] neoprene backing.
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2.4.5   Butyl Rubber Based

Provide in accordance with ASTM C1311, from a single component, with 
solvent release. color [as selected from manufacturer's full range of 
color choices] [_____].

2.4.6   Silicone Rubber Base

Provide in accordance with ASTM C920, from a single component, with 
solvent release, Non-sag, Type [_____], Grade [_____], Class [25] 
[_____].  Color [as selected from manufacturer's full range of color 
choices] [_____].

2.5   CAULKING

**************************************************************************
NOTE:   The t er m " caul k i ng"  i s l i mi t ed her ei n t o oi l -  
and r esi n- based caul k i ng whi ch shoul d be used onl y 
i ndoor s and wher e t her e i s l i t t l e or  no ant i c i pat ed 
j oi nt  movement .   Use a seal ant  wher e j oi nt s may move.

**************************************************************************

For interior use and only where there is little or no anticipated joint 
movement.  Provide in accordance with ASTM D2452 and ASTM D2453, Type 
[_____], for [_____] oil and resin-based caulking.  Provide products used 
on the interior of the building (defined as inside of the weatherproofing 
system) meeting either emissions requirements of CDPH SECTION 01350  (limit 
requirements for either office or classroom spaces regardless of space 
type) or VOC content requirements of SCAQMD Rule 1168 .  Provide 
certification or validation of indoor air quality for interior caulking .

2.6   CLEANING SOLVENTS

Provide type(s) recommended by the sealant manufacturer and in accordance 
with environmental requirements herein.  [Protect adjacent aluminum and 
bronze surfaces from solvents].  Provide solvents for interior 
applications that meet the indoor air quality requirements of the 
paragraph SEALANTS above.

PART 3   EXECUTION

3.1   FIELD QUALITY CONTROL

Perform a field adhesion test in accordance with manufacturer's 
instructions and ASTM C1193, Method A or ASTM C1521, Method A, Tail 
Procedure.  Remove sealants that fail adhesion testing; clean substrates, 
reapply sealants, and re-test. Test sealants adjacent to failed sealants.  
Submit field adhesion  test report indicating tests, locations, dates, 
results, and remedial actions taken.

3.2   SURFACE PREPARATION

Prepare surfaces according to manufacturer's printed installation 
instructions.  Clean surfaces from dirt, frost, moisture, grease, oil, 
wax, lacquer, paint, or other foreign matter that would destroy or impair 
adhesion.  Remove oil and grease with solvent; thoroughly remove solvents 
prior to sealant installation.  Wipe surfaces dry with clean cloths.  When 
resealing an existing joint, remove existing caulk or sealant prior to 
applying new sealant.  For surface types not listed below, provide in 
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accordance with sealant manufacturer's printed instructions for each 
specific surface.

3.2.1   Steel Surfaces

Remove loose mill scale by sandblasting or, if sandblasting is impractical 
or would damage finished work, scraping and wire brushing.  Remove 
protective coatings by sandblasting or using a residue free solvent.  
Remove resulting debris and solvent residue prior to sealant installation.

3.2.2   Aluminum or Bronze Surfaces

Remove temporary protective coatings from surfaces that will be in contact 
with sealant.  When masking tape is used as a protective coating, remove 
tape and any residual adhesive prior to sealant application.  For removing 
protective coatings and final cleaning, use non-staining solvents 
recommended by the manufacturer of the item(s) containing aluminum or 
bronze surfaces.

3.2.3   Concrete and Masonry Surfaces

Where surfaces have been treated with curing compounds, oil, or other such 
materials, remove materials by sandblasting or wire brushing.  Remove 
laitance, efflorescence and loose mortar from the joint cavity.  Remove 
resulting debris prior to sealant installation.

3.2.4   Wood Surfaces

Ensure wood surfaces that will be in contact with sealants are free of 
splinters, sawdust and other loose particles.

[ 3.2.5   Removing Existing Hazardous Sealants

For sealants applied prior to 1979, or that have been tested and found to 
contain polychlorinated biphenyls (PCBs), remove and dispose of these 
sealants in accordance with Section 02 84 33  REMOVAL AND DISPOSAL OF 
POLYCHLORINATED BIPHENYLS (PCBs).

] 3.3   SEALANT PREPARATION

Do not add liquids, solvents, or powders to sealants.  Mix multicomponent 
elastomeric sealants in accordance with manufacturer's printed 
instructions.

3.4   APPLICATION

3.4.1   Joint Width-To-Depth Ratios

Acceptable Ratios:

JOINT WIDTH JOINT DEPTH

Minimum Maximum

For metal, glass, or other nonporous surfaces:
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JOINT WIDTH JOINT DEPTH

Minimum Maximum

6 mm (minimum) 6 mm 6 mm

over 6 mm 1/2 of width Equal to width

For wood, concrete, masonry, stone, or [_____]:

6 mm (minimum) 6 mm 6 mm

over 6 mm to 13 mm 6 mm Equal to width

over 13 mm to 25 mm 50 mm 16 mm

Over 25 mm prohibited

JOINT WIDTH JOINT DEPTH

Minimum Maximum

For metal, glass, or other nonporous surfaces:

1/4 inch (minimum) 1/4 inch 1/4 inch

over 1/4 inch 1/2 of width Equal to width

For wood, concrete, masonry, stone, or [_____]:

1/4 inch (minimum) 1/4 inch 1/4 inch

over 1/4 inch to 1/2 inch 1/4 inch Equal to width

over 1/2 inch to 1 inch 1/2 inch 5/8 inch

Over 1 inch prohibited

Unacceptable Ratios:  Where joints of acceptable width-to-depth ratios 
have not been provided, clean out joints to acceptable depths and grind or 
cut to acceptable widths without damage to the adjoining work.  Grinding 
is prohibited at metal surfaces.

3.4.2   Unacceptable Sealant Use

Do not install sealants in lieu of other required building enclosure 
weatherproofing components such as flashing, drainage components, and 
joint closure accessories, or to close gaps between walls, floors, roofs, 
windows, and doors, that exceed acceptable installation tolerances.  
Remove sealants that have been used in an unacceptable manner and correct 
building enclosure deficiencies to comply with contract documents 
requirements.
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3.4.3   Masking Tape

Place masking tape on the finished surface on one or both sides of joint 
cavities to protect adjacent finished surfaces from primer or sealant 
smears.  Remove masking tape within 10 minutes of joint filling and 
tooling.

3.4.4   Backstops

Provide backstops dry and free of tears or holes.  Tightly pack the back 
or bottom of joint cavities with backstop material to provide joints in 
specified depths.  Provide backstops where indicated and where backstops 
are not indicated but joint cavities exceed the acceptable maximum depths 
specified in JOINT WIDTH-TO-DEPTH RATIOS Table.

3.4.5   Primer

Clean out loose particles from joints immediately prior to application 
of.  Apply primer to joints in concrete masonry units, wood, and other 
porous surfaces in accordance with sealant manufacturer's printed 
instructions.  Do not apply primer to exposed finished surfaces.

3.4.6   Bond Breaker

Provide bond breakers to surfaces not intended to bond in accordance with, 
sealant manufacturer's printed instructions for each type of surface and 
sealant combination specified.

3.4.7   Sealants

Provide sealants compatible with the material(s) to which they are 
applied. Do not use a sealant that has exceeded its shelf life or has 
jelled and cannot be discharged in a continuous flow from the sealant 
gun.  Apply sealants in accordance with the manufacturer's printed 
instructions with a gun having a nozzle that fits the joint width.  Work 
sealant into joints so as to fill the joints solidly without air pockets.  
Tool sealant after application to ensure adhesion.  Apply sealant 
uniformly smooth and free of wrinkles.  Upon completion of sealant 
application, roughen partially filled or unfilled joints, apply additional 
sealant, and tool smooth as specified.  Apply sealer over sealants in 
accordance with the sealant manufacturer's printed instructions.

3.5   PROTECTION AND CLEANING

3.5.1   Protection

Protect areas adjacent to joints from sealant smears.  Masking tape may be 
used for this purpose if removed 5 to 10 minutes after the joint is filled 
and no residual tape marks remain.

3.5.2   Final Cleaning

Upon completion of sealant application, remove remaining smears and stains 
and leave the work in a clean and neat condition.

a.  Masonry and Other Porous Surfaces:  Immediately remove fresh sealant 
that has been smeared on adjacent masonry, rub clean with a solvent, 
and remove solvent residue, in accordance with sealant manufacturer's 
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printed instructions.  Allow excess sealant to cure for 24 hour then 
remove by wire brushing or sanding.  Remove resulting debris.

b.  Metal and Other Non-Porous Surfaces:  Remove excess sealant with a 
solvent moistened cloth.  Remove solvent residue in accordance with  
solvent manufacturer's printed instructions.

        -- End of Section --
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