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**************************************************************************
NOTE:   Thi s gui de speci f i cat i on cover s t he 
r equi r ement s f or  I nsul at i ng Concr et e For mi ng ( I CF) .

Adher e t o UFC 1-300-02  Uni f i ed Faci l i t i es Gui de 
Speci f i cat i ons ( UFGS)  For mat  St andar d when edi t i ng 
t hi s gui de speci f i cat i on or  pr epar i ng new pr oj ect  
speci f i cat i on sect i ons.   Edi t  t hi s gui de 
speci f i cat i on f or  pr oj ect  speci f i c  r equi r ement s by 
addi ng,  del et i ng,  or  r evi s i ng t ext .   For  br acket ed 
i t ems,  choose appl i cabl e i t em( s)  or  i nser t  
appr opr i at e i nf or mat i on.

Remove i nf or mat i on and r equi r ement s not  r equi r ed i n 
r espect i ve pr oj ect ,  whet her  or  not  br acket s ar e 
present.

Comment s,  suggest i ons and r ecommended changes f or  
t hi s gui de speci f i cat i on ar e wel come and shoul d be 
submi t t ed as a  Criteria Change Request (CCR) .

**************************************************************************

PART 1   GENERAL

**************************************************************************
NOTE:   Thi s gui de speci f i cat i on wi l l  nor mal l y be 
used i n conj unct i on wi t h t he f ol l owi ng Sect i on as 
appl i cabl e t o t he pr oj ect :
Section 03 30 00 CAST- I N- PLACE CONCRETE 

I CFs ar e used as st ay- i n- pl ace f or ms f or  st r uct ur al  
concr et e,  l oad- bear i ng and nonl oad- bear i ng wal l s,  
bel ow gr ade and above gr ade wal l s.   The f or ms r emai n 
i n pl ace af t er  pl acement  and cur i ng of  concr et e and 
must  be pr ot ect ed by appr oved i nt er i or  and ext er i or  
f i ni sh mat er i al s.

The t hr ee most  common syst ems ar e FLAT ( I CF panel s 
cr eat e a uni f or ml y t hi ck concr et e wal l ) ,  GRI D ( I CF 
panel s cr eat e a waf f l e pat t er n of  c i r cul ar  ver t i cal  
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and hor i zont al  concr et e el ement s) ,  and POST- AND- BEAM 
( I CF panel s cr eat e di scr et e c i r cul ar  col umns and 
beams) .   Thi s gui de speci f i cat i on i s wr i t t en f or  
FLAT I CF wal l  syst ems based upon ASTM E2643.   
However ,  an opt i on i s pr ovi ded i n t he Par agr aph “ I CF 
Manuf act ur er  Qual i f i cat i on”  f or  t he manuf act ur er  t o 
cer t i f y code compl i ance vi a ei t her  I CC- ES Eval uat i on 
Repor t  or  cer t i f i cat i on showi ng conf or mance t o ASTM 
E2634.

I CF pr oduct s ar e manuf act ur ed usi ng Expanded 
Pol yst yr ene ( EPS)  panel s.   However ,  Ext r uded 
Pol yst yr ene ( XPS)  panel s ar e per mi ssi bl e i f  t he I CF 
wal l  syst em meet s t he r equi r ement s of  ASTM E2634.

**************************************************************************

1.1   REFERENCES

**************************************************************************
NOTE:   Thi s par agr aph i s used t o l i s t  t he 
publ i cat i ons c i t ed i n t he t ext  of  t he gui de 
speci f i cat i on.   The publ i cat i ons ar e r ef er r ed t o i n 
t he t ext  by basi c desi gnat i on onl y and l i s t ed i n 
t hi s par agr aph by or gani zat i on,  desi gnat i on,  dat e,  
and t i t l e.
 
Use t he Ref er ence Wi zar d' s Check Ref er ence f eat ur e 
when you add a Ref er ence I dent i f i er  ( RI D)  out si de of  
t he Sect i on' s Ref er ence Ar t i c l e t o aut omat i cal l y 
pl ace t he r ef er ence i n t he Ref er ence Ar t i c l e.   Al so 
use t he Ref er ence Wi zar d' s Check Ref er ence f eat ur e 
t o updat e t he i ssue dat es.
 
Ref er ences not  used i n t he t ext  wi l l  aut omat i cal l y 
be del et ed f r om t hi s sect i on of  t he pr oj ect  
speci f i cat i on when you choose t o r econci l e 
r ef er ences i n t he publ i sh pr i nt  pr ocess.

**************************************************************************

The publications listed below form a part of this specification to the 
extent referenced.  The publications are referred to within the text by 
the basic designation only.

AMERICAN CONCRETE INSTITUTE (ACI)

ACI 117 (2010; Errata 2011) Specifications for 
Tolerances for Concrete Construction and 
Materials and Commentary

ACI 301 (2016) Specifications for Structural 
Concrete

ACI 305R (2020) Guide to Hot Weather Concreting

ACI 306R (2016) Guide to Cold Weather Concreting

ACI 318 (2014; Errata 1-2 2014; Errata 3-5 2015; 
Errata 6 2016; Errata 7-9 2017) Building 
Code Requirements for Structural Concrete 
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(ACI 318-14) and Commentary (ACI 318R-14)

ASTM INTERNATIONAL (ASTM)

ASTM C177 (2019; E 2023) Standard Test Method for 
Steady-State Heat Flux Measurements and 
Thermal Transmission Properties by Means 
of the Guarded-Hot-Plate Apparatus

ASTM C203 (2005; R 2012) Breaking Load and Flexural 
Properties of Block-Type Thermal Insulation

ASTM C518 (2021) Standard Test Method for 
Steady-State Thermal Transmission 
Properties by Means of the Heat Flow Meter 
Apparatus

ASTM C578 (2022) Standard Specification for Rigid, 
Cellular Polystyrene Thermal Insulation

ASTM D1621 (2016) Standard Test Method for 
Compressive Properties of Rigid Cellular 
Plastics

ASTM D1622/D1622M (2014) Apparent Density of Rigid Cellular 
Plastics

ASTM D7611/D7611M (2013; E 2014) Standard Practice for 
Coding Plastic Manufactured Articles for 
Resin Identification

ASTM E84 (2020) Standard Test Method for Surface 
Burning Characteristics of Building 
Materials

ASTM E90 (2009; R2016) Standard Test Method for 
Laboratory Measurement of Airborne Sound 
Transmission Loss of Building Partitions 
and Elements

ASTM E119 (2022) Standard Test Methods for Fire 
Tests of Building Construction and 
Materials

ASTM E2129 (2018) Standard Practice for Data 
Collection for Sustainability Assessment 
of Building Products

ASTM E2634 (2018; R 2022) Standard Specification for 
Flat Wall Insulating Concrete Form (ICF) 
Systems

U.S. GREEN BUILDING COUNCIL (USGBC)

LEED BD+C (2009; R 2010) Leadership in Energy and 
Environmental Design(tm) Building Design 
and Construction (LEED-NC)
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1.2   SUBMITTALS

**************************************************************************
NOTE:    Revi ew submi t t al  descr i pt i on ( SD)  
def i ni t i ons i n Sect i on 01 33 00 SUBMI TTAL PROCEDURES 
and edi t  t he f ol l owi ng l i s t ,  and cor r espondi ng 
submi t t al  i t ems i n t he t ext ,  t o r ef l ect  onl y t he 
submi t t al s r equi r ed f or  t he pr oj ect .   The Gui de 
Speci f i cat i on t echni cal  edi t or s have cl assi f i ed 
t hose i t ems t hat  r equi r e Gover nment  appr oval ,  due t o 
t hei r  compl exi t y or  cr i t i cal i t y,  wi t h a " G. "   
Gener al l y,  ot her  submi t t al  i t ems can be r evi ewed by 
t he Cont r act or ' s Qual i t y Cont r ol  Syst em.   Onl y add a 
“ G”  t o an i t em,  i f  t he submi t t al  i s  suf f i c i ent l y 
i mpor t ant  or  compl ex i n cont ext  of  t he pr oj ect .

For  Ar my pr oj ect s,  f i l l  i n t he empt y br acket s 
f ol l owi ng t he " G"  c l assi f i cat i on,  wi t h a code of  up 
t o t hr ee char act er s t o i ndi cat e t he appr ovi ng 
aut hor i t y.   Codes f or  Ar my pr oj ect s usi ng t he 
Resi dent  Management  Syst em ( RMS)  ar e:   " AE"  f or  
Ar chi t ect - Engi neer ;  " DO"  f or  Di st r i ct  Of f i ce 
( Engi neer i ng Di v i s i on or  ot her  or gani zat i on i n t he 
Di st r i ct  Of f i ce) ;  " AO"  f or  Ar ea Of f i ce;  " RO"  f or  
Resi dent  Of f i ce;  and " PO"  f or  Pr oj ect  Of f i ce.   Codes 
f ol l owi ng t he " G"  t ypi cal l y ar e not  used f or  Navy,  
Ai r  For ce,  and NASA pr oj ect s.

The " S"  c l assi f i cat i on i ndi cat es submi t t al s r equi r ed 
as pr oof  of  compl i ance f or  sust ai nabi l i t y  Gui di ng 
Pr i nci pl es Val i dat i on or  Thi r d Par t y Cer t i f i cat i on 
and as descr i bed i n Sect i on 01 33 00 SUBMI TTAL 
PROCEDURES.

Choose t he f i r st  br acket ed i t em f or  Navy,  Ai r  For ce 
and NASA pr oj ect s,  or  choose t he second br acket ed 
i t em f or  Ar my pr oj ect s.

**************************************************************************

Government approval is required for submittals with a "G" or "S" 
classification.  Submittals not having a "G" or "S" classification are 
[for Contractor Quality Control approval.][for information only.  When 
used, a code following the "G" classification identifies the office that 
will review the submittal for the Government.]  Submit the following in 
accordance with Section 01 33 00  SUBMITTAL PROCEDURES:

SD-03 Product Data

Insulating Concrete Form ; G[, [_____]]

Local/Regional Materials ; LEED BD+C

Environmental Data

Accessories

SD-04 Samples

Mock-Up Installation of ICF ; G[, [_____]]
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SD-06 Test Reports

ICC ES Evaluation Report

SD-07 Certificates

3rd Party Agency Certification

SD-08 Manufacturer's Instructions

Installation

SD-10 Operation and Maintenance Data

Plastic Identification

1.3   QUALITY ASSURANCE

1.3.1   Insulation Concrete Form (ICF) Manufacturer Qualification

Manufacturer who has been successfully producing ICF products for a period 
of not less than 5 years and who has experience similar to this project in 
size, scope and complexity.  Manufacturer must have an ICC-ES Evaluation 
Report  or certification showing conformance to ASTM E2634 as evidence that 
the Insulating Concrete Forming (ICF) units are code-compliant.

1.3.2   Installer Qualification 

Installer must be trained by the ICF manufacturer or an ICF Technical 
Advisor to ensure product is installed in accordance with the 
manufacturer's published installation instructions.  Installer must have 
experience in ICF wall systems and successfully completed at least [three] 
[_____] projects that are similar to this project in size, scope and 
complexity.

1.3.3   Pre-Installation Meetings

**************************************************************************
NOTE:   When t he const r uct i on consi st  l ar gel y of  
I nsul at i ng Concr et e For mi ng,  i t  i s  suggest ed t hat  a 
pr e- i nst al l at i on meet i ng be r equi r ed.   Ot her wi se,  i f  
t he const r uct i on i s pr i mar i l y anot her  bui l di ng 
mat er i al  t he pr e- i nst al l at i on meet i ng may be omi t t ed.

**************************************************************************

Prior to commencement of ICF installation and associated work, conduct a 
meeting at project site with the Contracting Officer, ICF manufacturer's 
representative, and trades responsible for installing forms, concrete, and 
reinforcement.

1.3.4   Mock-Ups

**************************************************************************
NOTE:   Compl exi t y of  wor k and scope of  qual i t y 
cont r ol  shoul d be car ef ul l y eval uat ed bef or e 
r equi r i ng Cont r act or  t o const r uct  a mock- up.   Del et e 
par agr aph i f  mock- up i s not  r equi r ed.

**************************************************************************
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Complete Mock-Up Installation of ICF  with full-size erected assemblies 
with details including at least one window.  Provide mock-up to establish 
that proposed materials and construction techniques provide acceptable 
visual effect.  Use materials for mock-up that are proposed for actual 
construction and meet the following requirements:

a. Locate mock-up installation in the location as directed by the 
Contracting Officer.

b. Demonstrate the required concrete thickness, insulation and workmanship.

c. Demonstrate window openings with sill, head and jambs.

d. Do not proceed with the remaining work until mock-up is approved by the 
Contracting Officer.

e. When directed, demolish and remove the mock-up from the site.

1.4   DELIVERY, STORAGE, AND HANDLING

Deliver products in original factory packaging, bearing listing and 
labeling identification of product, manufacturer and lot number.  Handle 
and store products in location to prevent physical damage and soiling.  
Ensure that UV protection is provided for material stored on site beyond 
30 days.

1.5   FIELD/SITE CONDITIONS 

Conform to ACI 305R  and ACI 306R  for hot and cold weather concreting 
requirements.

1.6   SUSTAINABLE DESIGN REQUIREMENTS

1.6.1   Local/Regional Materials

**************************************************************************
NOTE:   Usi ng l ocal  mat er i al s can hel p mi ni mi ze 
t r anspor t at i on i mpact s,  i ncl udi ng f ossi l  f uel  
consumpt i on,  ai r  pol l ut i on,  and l abor .   Usi ng 
mat er i al s har vest ed and manuf act ur ed wi t hi n an 800 km
 500 mi l e r adi us f r om t he pr oj ect  s i t e cont r i but es 
t o t he f ol l owi ng LEED cr edi t :  MR5.   Coor di nat e wi t h 
Section 01 33 29 SUSTAI NABI LI TY REPORTI NG.   Use 
second opt i on i f  Cont r act or  i s choosi ng l ocal  
pr oduct s i n accor dance wi t h Sect i on 01 33 29 
SUSTAI NABI LI TY REPORTI NG.   Do not  use t he f i r st  
opt i on f or  USACE pr oj ect s.   I ncl ude second opt i on i n 
Ar my pr oj ect s onl y i f  pur sui ng t hi s LEED cr edi t .

I ncl ude t hi s submi t t al  onl y i f  pur sui ng LEED cr edi t  
MR5.

**************************************************************************

[Use materials or products extracted, harvested, or recovered, as well as 
manufactured, within a  [800][_____] km  [500][_____] mile  radius from the 
project site, if available from a minimum of three sources.] [See Section 
01 33 29  SUSTAINABILITY REPORTING for cumulative total local material 
requirements.  Insulating Concrete Forming materials may be locally 
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available.]  Submit documentation indicating distance between 
manufacturing facility and the project site.  Indicate distance of raw 
material origin from the project site.  Indicate relative dollar value of 
local/regional materials to total dollar value of products included in 
project.

1.6.2   Environmental Data

**************************************************************************
NOTE:    ASTM E2129 pr ovi des f or  det ai l ed 
document at i on of  t he sust ai nabi l i t y  aspect s of  
pr oduct s used i n t he pr oj ect .   Thi s l evel  of  det ai l  
may be usef ul  t o t he Cont r act or ,  Gover nment ,  
bui l di ng occupant s,  or  t he publ i c i n assessi ng t he 
sust ai nabi l i t y  of  t hese pr oduct s.

**************************************************************************

Submit manufacturer's descriptive data.  Documentation indicating 
percentage of post-industrial and post-consumer recycled content per unit 
of product.  Indicate relative dollar value of recycled content products 
to total dollar value of products included in project.  [Submit Table 1 of 
ASTM E2129 for the following products: [_____].]

1.6.3   Plastic Identification

**************************************************************************
NOTE:   The mar ki ng syst em i ndi cat ed bel ow i s 
i nt ended t o pr ovi de assi st ance i n i dent i f i cat i on of  
pr oduct s f or  maki ng subsequent  deci s i ons as t o 
handl i ng,  r ecycl i ng,  or  di sposal .

**************************************************************************

Verify that plastic products to be incorporated into the project are 
labeled in accordance with ASTM D7611/D7611M .  Where products are not 
labeled, provide product data indicating polymeric information in the 
Operation and Maintenance Manual and in accordance with Section 01 78 23  
OPERATION AND MAINTENANCE DATA.

Type 1 Polyethylene Terephthalate (PET, PETE)

Type 2 High Density Polyethylene (HDPE)

Type 3 Vinyl (Polyvinyl Chloride or PVC)

Type 4 Low Density Polyethylene (LDPE)

Type 5 Polypropylene (PP)

Type 6 Polystyrene (PS)

Type 7 Other.  Use of this code indicates that the package in question is 
made with a resin other than the six listed above, or is made of 
more than one resin listed above, and used in a multi-layer 
combination.  Provide the package make up.
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PART 2   PRODUCTS

2.1   SYSTEM DESCRIPTION

**************************************************************************
NOTE:   I CF pr oduct s ar e manuf act ur ed usi ng Expanded 
Pol yst yr ene ( EPS)  panel s.   However ,  Ext r uded 
Pol yst yr ene ( XPS)  panel s ar e per mi ssi bl e i f  t he I CF 
wal l  syst em meet s t he r equi r ement s of  ASTM E2634.

**************************************************************************

The ICFwall system consists of two panels of molded expanded polystyrene 
(EPS) insulation connected by cross ties to act as permanent formwork for 
cast-in-place reinforced concrete beams, lintels, non-load-bearing walls, 
load-bearing walls, foundation walls, and retaining walls while provide 
insulating characteristics.

2.1.1   Design Requirements

Design, engineer, and construct the ICF wall system in accordance with the 
manufacturer's instructions for anticipated loads, lateral pressures, and 
stresses, and capable of withstanding the pressures resulting from 
placement and vibration of concrete.  Monitor the adequacy of design and 
construction prior to and during concrete placement as part of the 
approved Quality Control Plan.

2.1.2   Performance Requirements

The Insulating Concrete Form  (ICF) wall system must provide a minimum[  100 
mm 4 inches ] [  150 mm  6 inches ] [  200 mm  8 inches ] [  250 mm  10 inches ] [  
305 mm 12 inches ] nominal wall width; not less than  12 mm  1/2-inch  less nor
 6 mm  1/4-inch  more than the nominal width indicated.  Provide cross ties 
in the ICF wall system at  200 mm  8 in  on center maximum with a tolerance 
of plus or minus  6 mm  1/4-inch .  ICF wall system must have vertical 
fastening strips  25 mm  1 inch  minimum flange width that align vertically 
within  12 mm  1/2-inch  horizontally between stacked blocks or panels for 
the full height of the wall to fasten exterior and interior wall 
finishes.  Vertical gap between fastening strips of stacked blocks or 
panels must not exceed  38 mm  1-1/2 inches .  Space fastening strips at a 
maximum of  405 mm  16 inches  on center horizontally with a tolerance of 
plus or minus  6 mm  1/4-inch .  Wall system must provide accurate 
positioning of concrete reinforcing bars within the form cavity conforming 
to ACI 318 .  Submit manufacturer's literature describing product, 
materials, installation procedure and accessories.

2.2   MANUFACTURED UNITS

2.2.1   Description

The ICF wall system includes an expanded polystyrene forming unit used to 
construct a monolithic reinforced concrete wall.  The forms remain in 
place, providing a concrete wall to be finished with conventional interior 
and exterior wall coverings.  Provide form unit types and sizes as 
determined by the ICF manufacturer to provide walls indicated.  Provide 
form materials in accordance with the manufacturer, other specifications 
herein, and the following:

SECTION 03 11 19.00  Page 10



2.2.2   Performance/Design Criteria

**************************************************************************
NOTE:   Some I CF' s ar e avai l abl e wi t h a 45 mm 1- 3/ 4 
inch  EPS opt i on.   These f or ms ar e an economi cal  
opt i on f or  i nt er i or  demi si ng wal l s and envi r onment s 
wher e hi gh t her mal  i nsul at i on val ues ar e not  as 
i mpor t ant .   The t ypi cal  R- val ue of  a 45 mm 1- 3/ 4 i nch
 EPS I CF i s R- 14.  Al so,  I CF manuf act ur er ' s t ypi cal l y 
do not  have al l  f or m t ypes i n ever y cor e t hi ckness.  
Usual l y st r ai ght  and 90 degr ee cor ner  uni t s ar e 
avai l abl e i n each cor e t hi ckness.

STC 50 may not  be at t ai nabl e f or  a 100 mm 4 i nch I CF 
wal l  syst em.

**************************************************************************

With the ICF wall system provide a minimum[  100 mm  4 inch ] [  150 mm  6 inch
] [  200 mm  8 inch ] [  250 mm  10 inch ] [  305 mm  12 inch ] concrete "flat" 
cross section.  Use preformed forms with interlocking edges to facilitate 
course-to-course bonding to prevent uplift and lateral failure.  Provide 
manufacturer  form unit types for straight, 90 degree corners, 45 degree 
corners, brick ledges, and tapered top forms.  ICF unit must provide a 
minimum R-value of [R-22] [_____] as tested in accordance with Test Method 
ASTM C518/ ASTM C177.  EPS must provide a maximum vapor permeation of  0.09 
perm-meter  3.5 perm-inch .  Finish wall assembly must have a minimum rating 
of Sound Transmission Class (STC) [50][___] sound attenuation performance 
as tested in accordance with Test Method ASTM E90.  The fire 
resistive-rated construction of the complete ICF wall assembly including 
EPS, cross tie material, and concrete must be in accordance with Test 
Methods ASTM E119.

Conform the Insulating Concrete Forming System to the following minimum 
requirements:

TABLE 1 - PROPERTIES

Properties ASTM Test Value

Density ASTM D1622/D1622M 24 kg/m3  1.5 lbs/ft3

Thermal Resistance ASTM C177 0.275 m2.C/W per cm (min) 4.0 F.ft2.h/Btu 
per in (min)

Compressive Strength ASTM D1621 103 kPa 15.0 psi

Flexural Strength ASTM C203 276 kPa (min.) 40.0 psi (min)

Flame Spread ASTM E84 25 maximum

Smoke Developed ASTM E84 450 maximum

2.3   MATERIALS

**************************************************************************
NOTE:   I CF pr oduct s ar e manuf act ur ed usi ng Expanded 
Pol yst yr ene ( EPS)  panel s.   However ,  Ext r uded 
Pol yst yr ene ( XPS)  panel s ar e per mi ssi bl e i f  t he I CF 
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wal l  syst em meet s t he r equi r ement s of  ASTM E2634.
**************************************************************************

Submit 3rd party agency certification  stating that product supplied meets 
the requirements of ASTM E2634.

2.3.1   Expanded Polystyrene (EPS)

**************************************************************************
NOTE:   Some I CF Manuf act ur er s have 50 mm 2 i nches 
t hi ck EPS panel s f or  t hei r  100 mm 4 i nch wi de I CF 
wal l  syst ems.   Desi gner  shoul d conf i r m EPS panel  
t hi ckness pr ovi des t he appr opr i at e R- val ue f or  t hi s 
pr oj ect .  Some I CF' s ar e avai l abl e wi t h a 45 mm 1- 3/ 4 
inch  EPS opt i on.   These f or ms ar e an economi cal  
opt i on f or  i nt er i or  demi si ng wal l s and envi r onment s 
wher e hi gh t her mal  i nsul at i on val ues ar e not  as 
important.

**************************************************************************

Expanded Polystyrene must conform to ASTM C578.  Provide Type II EPS 
panels, Flame Resistant with[  63 mm  2-1/2 inch ][  45 mm  1-3/4 inch ][_____] 
thick minimum EPS panels.

2.3.2   Cross Ties and Fastening Strips

**************************************************************************
NOTE:   I CF For ms ar e wi del y avai l abl e t hat  i ncl ude 
f ast eni ng st r i p r ecessed f r om 6 mm 1/ 4 i nch up t o 38 
mm 1- 1/ 2 i nches bel ow t he out si de sur f ace of  t he EPS 
panel s.   The deeper  r ecesses hel p f aci l i t at e t he 
pl acement  of  el ect r i cal  and pl umbi ng ut i l i t i es 
wi t hi n t he wal l .   13 mm 1/ 2 i nch r ecess appear s t o 
be st andar d f or  most  I CF Manuf act ur er s. Desi gner  may 
i ncl ude a r ange of  r ecess dept hs,  i . e. ,  13mm 1/ 2 i nch
 t o 38 mm 1- 1/ 2 i nches

**************************************************************************

Use plastic or metal cross ties spaced at  200 mm  8 inches  on center 
maximum with a tolerance of plus or minus  6 mm  1/4-inch .  Cross ties must 
allow for multiple reinforcement placement positions to meet the 
structural design.  Provide fastening strips with  25 mm  1 inch  minimum 
flange width that align vertically within  12 mm  1/2-inch  horizontally 
between stacked blocks or panels for the full height of the wall to fasten 
exterior and interior wall finishes.  Vertical gap between fastening 
strips of stacked blocks or panels must not exceed  38 mm  1-1/2 inches .  
Space fastening strips at a maximum of  4056 mm  16 inches  on center 
horizontally with a tolerance of plus or minus  6 mm  1/4-inch .  Recess the 
fastening strips[  6 mm  1/4 inch ][  13 mm  1/2 inch ][  38 mm  1-1/2 inches
][_____] below the outside surface of the panels.  Clearly mark the 
flanges on the surface of the EPS panels.  Provide a fastening strip in 
the corners of corner forms.

2.4   ACCESSORIES

2.4.1   Bracing, Scaffolding, and Wall Alignment

Support ICF wall system prior to the attachment of permanent structural 
elements to protect the ICF components from damage during construction.
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2.4.2   Door and Window Bucks

Use extruded vinyl, pressure treated wood, or metal buck material to frame 
door and window openings.

2.4.3   Waterproofing

Waterproofing material must be compatible with EPS system and as specified 
in Section [ 07 13 53  ELASTOMERIC SHEET WATERPROOFING] [07 14 00  
FLUID-APPLIED WATERPROOFING]

2.4.4   Fasteners

Fasteners of interior and exterior wall finishes to ICF wall system must 
conform to ASTM E2634.  Use corrosion-resistant fasteners of sufficient 
length to penetrate the flanges of the fastening strips.

PART 3   EXECUTION

3.1   EXAMINATION

Verify that footings and slabs are installed level and true to the 
structural design.  Ensure dimensions and steel reinforcement are as 
indicated.

3.2   PREPARATION

Clean top of footings and slabs of all foreign substances, frost, ice, and 
standing or running water prior to starting installation of ICF wall 
system.  Use methods and materials approved by ICF manufacturer.

3.3   INSTALLATION

Install ICF wall system in accordance with the manufacturer's installation 
and technical manual; submit a copy of the manual.  In accordance with 
ACI 301 , provide bracing and shoring to ensure stability of formwork to 
prevent overstressing of ICF units due to construction loads.  Install ICF 
wall system in running bond pattern.  Anchor formwork to supporting 
surfaces to prevent lateral movement of the ICF units during concrete 
placement.  Place sleeves, inserts, anchors, and embedded items required 
for adjoining work or for support of adjoining work before concrete 
placement.  Align fastener strips to facilitate interior and exterior wall 
finishes.  Install concrete reinforcement according to the structural 
drawings at all walls, lintels, beams, and around openings.  Install 
window and door bucks at each location where an opening is required.  
Install the first ICF course on the footing in accordance with the 
manufacturer's instructions to ensure that base of wall does not become 
misaligned during concrete placement.  Install alignment bracing around 
the entire wall of the structure to ensure the ICF wall system is straight 
and plumb before and during concrete placement.

3.3.1   ICF Wall System Length

Within plus or minus  4.2 mm per m  0.05 inches per foot  of the intended 
length.
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3.3.2   ICF Wall System Height

Within plus or minus  1.6 mmm per m  0.06 inches per foot  of the intended 
height.

3.4   CONCRETE PLACEMENT 

**************************************************************************
NOTE:   Desi gner  shoul d i ndi cat e on t he dr awi ngs 
l ocat i on of  const r uct i on j oi nt s and pr ovi de t he 
necessar y det ai l s,  i ncl udi ng any r equi r ed dowel s or  
keyways.   Ref er  t o ACI  318 f or  addi t i onal  
i nf or mat i on f or  const r uct i on j oi nt s i n st r uct ur al  
members.

**************************************************************************

Before placing concrete, verify that installation of formwork, 
reinforcement, and embedded items is complete and that required 
inspections have been performed.  Deposit concrete in horizontal layers of 
depth to not exceed formwork design pressures.  If concrete cannot be 
placed in continuous pour, provide construction joints [as indicated] [as 
approved by the Designer of Record] [as on the approved concrete placement 
plan].  Consolidate placed concrete in accordance with the manufacturer's 
instructions.  Where no guidance is provided, consolidate placed concrete 
with mechanical vibrating equipment conforming to ACI 301 .  Variations 
from plumb and designated building lines cannot exceed the tolerances 
specified in ACI 117 .

3.5   FIELD QUALITY CONTROL

The ICF manufacturer's representative or technical advisor must provide 
on-site training to installer to ensure familiarity of ICF manufacturer's 
installation procedures and technical manual. Inspect erected formwork, 
reinforcement placement, door and window opening construction, concrete 
placement, and alignment and bracing system to ensure that work is in 
accordance with drawings.  Installer to ensure that the cast-in-place 
concrete walls are level, plumb, square, and straight and that all 
dimensions conform to the drawings and are within required tolerances.  
Notify the Contracting Officer in writing of defective forms within 7 
working days of the date of ICF inspection.

3.6   CLEANING

Clean formed cavities, within ICF units, of debris and foreign matter 
prior to concrete placement.  Clean up and properly dispose of all debris 
remaining on job site related to the installation of the ICF wall system, 
recycling materials as required.

3.7   PROTECTION

Provide temporary coverage of installation of ICF wall system to reduce 
exposure to ultraviolet light should final finish application be delayed 
longer than 60 days.

       -- End of Section --
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